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PREFACE 


The  Joint  Services  Workshop  on  Artificial  Intelligence  in  Maintenance 
was  held  October  4-6,  1983  in  Boulder,  Colorado,  sponsored  by  seven  Department 
of  Defense  research  agencies.  The  specific  objectives  of  the  workshop  were: 

•  To  provide  an  exchange  of  technical  information  among 
personnel  involved  in  ongoing  R<5cD  in  artificial  intelligence 
applicable  to  automatic  testing,  maintenance  aiding,  and 
maintenance  training. 

•  To  identify  both  theoretical  and  practical  RficD  and 
applications  issues  in  the  use  of  AI  in  maintenance. 

This  technical  report,  Artificial  Intelligence  in  Maintenance:  Proceedings 
of  the  Joint  Services  Workshop,  includes  the  papers  presented  and  is  organized 
into  four  major  sections.  Rather  than  organizing  the  papers  chronologically,  we 
elected  to  gather  them  topically  to  reflect  the  contributions  of  the  scientific 
community,  the  Department  of  Defense  community,  and  the  industrial 
community.  Therefore,  a  section  that  presents  an  Overview  of  AI  technology  is 
followed  by  The  Science,  DoD  Programs  and  Projects,  and  Commercial  and 
Industrial  Development  Projects. 

This  report  includes  the  workshop  papers  and  presentations,  some  of 
which  are  transcripts  that  have  been  edited,  significant  papers  previously 
published,  and  contributions  from  workshop  participants  who  were  precluded  from 
presenting  in  Boulder  because  of  time  constraints.  We  are  grateful  to  the 
presenters  and  authors  for  their  cooperation  in  gathering  materials  for  the 
proceedings. 

This  workshop  could  not  have  been  conducted  were  it  not  for  the 
leadership  and  support  of  the  Air  Force  Human  Resources  Laboratory,  in 
particular,  Dr.  Earl  Alluisi,  Chief  Scientist;  Mr.  Brian  Dallman  and  Major  Hugh 
Burns  of  the  Training  Systems  Division;  and  Mr.  Russell  Genet  of  the  Logistics  and 
Human  Factors  Division.  We  wish  to  acknowledge  the  support  of  Dr.  Ken  DeJong 
of  the  Navy  Center  for  Applied  Research  in  Artificial  Intelligence  for  his 
assistance  in  developing  the  workshop  program.  Many  others  deserve  credit  for 
their  help  in  making  this  workshop  a  success,  especially  Ms.  Bonita  Moul, 
Administative  Editor  of  this  report,  without  whose  tireless  effort  there  would  be 
no  permanent  record  of  these  proceedings. 


J.  Jeffrey  Richardson 
Program  Organizer 
Denver  Research  Institute 
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INTRODUCTORY  REMARKS 


I  recently  saw  a  bumper  sticker  which  had  been  given  out  by  the 
American  Association  for  Artificial  Intelligence.  It  read,  "Artificial  intelligence: 
It's  for  real."  It  is  this  emerging  reality  of  artificial  intelligence,  and  in 
particular,  its  practical  applications  to  maintenance,  that  brings  us  together  in 
Boulder  this  morning. 

AI  research  in  problem  solving  and  expert  systems  provides  us  with  new 
tools  and  techniques  to  be  refined  for  practical  applications.  Some  major 
corporations  have  working  systems  that  use  sophisticated  troubleshooting  of 
electronic  systems  in  order  to  identify  where  maintenance  repairs  are  required. 
Universities  continue  to  define  and  to  clarify  many  of  the  basic  research  issues  in 
this  emerging  technology.  Some  investigators  have  even  produced  generic 
systems  that  can  be  adapted  for  specific  domains.  I  believe  the  time  is  right  for 
programs  of  exploratory  development,  technology  demonstrations,  and  to  some 
extent,  prototyping  and  technology  transition.  Indeed,  each  of  the  services  is  in 
the  process  of  formulating  plans  for  the  application  of  this  evolving  technology. 

Consequently,  one  goal  of  this  meeting  is  to  stimulate  joint  services’ 
activities,  for  example,  in  sharing  information  about  specific  AI  applications  to 
automatic  test  equipment,  maintenance  aiding,  and  maintenance  training.  In  that 
regard,  the  joint  sponsors  of  this  workshop  have  arranged  to  hear  from 
participants  from  academic  institutions,  industry,  and  the  services. 

We  at  AFHRL  would  like  to  thank  our  co-sponsors  for  supporting  this 
workshop:  Army  Research  Institute  (ARI),  Naval  training  Equipment  Center 
(NTEC),  Navy  Center  for  Applied  Research  in  Artificial  Intelligence  (NCARAI), 
Navy  Personnel  Research  and  Development  Center  (NPRDC),  Rome  Air 
Development  Center  (RADC),  and  the  U.S.  Army  Project  Manager  for  Training 
Devices  (PMTRADE). 

We  would  also  like  to  acknowledge  the  representatives  of  the  Denver 
Research  Institute  (DRI)  for  their  efforts  in  organizing  the  workshop  and  thank 
them  in  advance  for  the  preparation  of  the  workshop  proceedings.  We  are 
grateful  to  the  personnel  of  the  University  of  Colorado's  Institute  of  Cognitive 
Science  who  have  helped  with  many  of  the  local  arrangements.  Finally,  I  wish  to 
thank  Dr.  Jeff  Richardson  from  DRI,  Dr.  Ken  DeJong  from  NCARAI,  and  our  own 
people  from  the  Lowry  division,  Mr.  Brian  Dallman  and  Major  Hugh  Burns.  Thanks 
from  all  of  us  for  your  hard  work  toward  what  promises  to  be  an  excellent 
meeting. 


In  the  next  few  days,  we'll  be  hearing  overviews  about  the  state  of  the 
science  of  artificial  intelligence,  specific  efforts  in  expert  systems  and  knowledge 
engineering,  the  psychologies  of  technical  devices  and  fault  diagnosis,  and  the 
future  of  AI.  The  program,  it  appears  to  me,  is  quite  comprehensive. 

In  addition  to  the  presentations,  the  workshop  has  been  planned  to  allow 
for,  and  hopefully  even  to  stimulate,  a  maximum  of  personal  interchange  among 
those  attending.  We  view  this  as  a  time  to  explore  with  others  (both  formally  and 


v 


informally)  our  thoughts  and  aspirations  on  the  future  directions  of  A1  research, 
development,  and  applications.  So  that's  the  background  of  the  workshop,  its 
program,  and  our  hope  for  cooperative  sharing  now  and  in  the  future. 

Thank  you. 

Dr.  Earl  Alluisi 
Chief  Scientist 

Air  Force  Human  Resources  Laboratory 
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It  is  a  pleasure  to  have  this  opportunity  to  come  and  discuss  with  you 
some  of  my  thoughts  on  artificial  intelligence  in  general  and  artificial  intelligence 
as  applied  to  maintenance  and  training  in  particular.  If  you'll  pardon  me,  I  don't 
like  to  read  a  speech,  but  I'm  going  to  try  to  read  a  lot  of  this  because— while  I'm 
very  flattered  at  the  program  committee's  setting  aside  45  minutes  for  my  talk— I 
assure  you  I  don't  know  that  much  about  A  I,  especially  in  maintenance  and 
training.  But  I'll  shoot  the  bull  a  little  bit  with  you,  and  I  certainly  have  some 
firm  ideas  of  what  I  want  out  of  AI,  and  what  I  want  out  of  AI  in  maintenance  and 
training. 


You  have  the  advantage  of  being  the  first  of  a  series  of  AI  workshops  or 
meetings  within  the  DoD,  and  particularly  in  the  community  of  "people"  research. 
Coming  up  soon  is  a  conference  by  our  Aerospace  Medical  Division,  sort  of  an  in- 
house,  in-Air  Force  kind  of  thing  to  get  their  thoughts  organized  in  AL  They  were 
involved  in  the  very  early  days  of  A  I— it's  kind  of  interesting  to  look  back  in 
history,  and  I'm  going  to  talk  a  little  bit  about  history.  Many  of  you  probably 
know  it  a  lot  better  than  I  do  and  have  participated  in  it,  but  reviewing  it  has  been 
interesting  for  me. 

Back  in  the  days  when  we  were  thinking  about  how  to  make  machines 
that  think,  we  liked  to  duplicate  the  human  thought  process,  and  so  there's  a  lot  of 
work  on  how  humans  think  and  how  to  model  that  in  a  computer  and  how  to  build 
software  on  that.  Our  Aerospace  Medical  Research  Laboratory  at  Wright- 
Patterson  had  quite  a  bit  of  work  in  that  in  1965,  which  is  a  date  that  is  kind  of 
famous  in  AI.  They  were  told  to  get  out  of  the  business,  and  now  they're 
struggling  to  get  back  into  it. 

Commander  Paul  Chatelier  of  DoD  is  planning  an  AI  conference  in  spring 
1984  on  personnel  and  training  which  promises  to  be  an  interesting  kind  of  a  thing. 
There  is  clearly  a  major  interest  in  AI  in  the  DoD  research  and  development 
community,  not  only  in  the  personnel  and  people-oriented  communities,  but  in  the 
other  areas  of  research  within  DoD.  I'd  like  to  tell  you  a  little  about  the  origin  of 
that  and  how  it  came  about. 

We  also  ought  to  look  back  at  the  history  of  A  I,  how  we  got  where  we  are 
and  what  are  our  accomplishments.  I  have  said  in  the  topic  of  my  discussion  that 
the  time  for  artificial  intelligence  has  come.  I  think  we'd  better  make  sure  that 
that's  true,  because  it's  been  said  before.  I'll  tell  you  a  little  bit  about  the  origin 
of  AI  and  why  it  hasn't  developed  before.  In  the  early  days  of  my  interest  in  AI,  I 
would  go  into  the  general  officers'  meetings  and  say  "We  really  ought  to  open  up  a 
research  program  in  AI,"  and  that's  about  all  I'd  get  to  say.  Then  I  was  asked  to 
leave  the  room— 'Thank  you,  we  don't  have  time  for  such  nonsense  at  these  very 
high  powered  meetings."  It  took  awhile  before  I  was  invited  to  say  what  I  had  to 


say  in  5  minutes,  and  then  10  minutes,  and  then  an  hour.  I'm  sure  there  are  other 
people  at  this  workshop  who  have  had  a  similar  experience.  So,  we  want  to 
examine  that  at  this  time  AI  is  here  for  real. 

People  really  began  thinking  about  intelligent  machines  back  in  1937, 
back  when  the  old  computers  were  made  with  vacuum  tubes.  I'm  sure  there  are  a 
lot  of  people  in  this  room  who  remember  those.  Ten  thousand  of  them  in  a 
computer  with  a  thousand-hour  mean  time  to  failure  meant  you  worked  fast  when 
you  had  that  thing  up,  because  it  was  going  to  go  down  fast. 

Even  in  those  days,  the  late  1930s  and  early  1940s,  we  began  to  see 
novels  and  stories  about  intelligent  machines  that  would  rule  human  beings.  I 
recall  a  very  interesting  episode  of  Star  Trek  that  pointed  out  one  of  the  problems 
we're  going  to  have  as  we  go  into  AI.  These  people  presented  a  computer  with  a 
situation  that  they  knew  the  computer  had  not  seen  before~a  totally  illogical 
situation  to  a  human  being.  The  computer  didn't  know  what  to  do  with  it  and 
crashed.  Of  course,  that  meant  that  people  had  won  the  battle. 

Now,  we're  talking  about  presenting  computers,  computer  programs,  and 
computer  systems  to  people  on  the  flight  line,  in  the  trenches,  and  on  the  ships. 
It's  not  clear  that  these  people  are  totally  logical  in  their  approach  to  the  job  that 
the  computer  wants  to  help  them  do.  We  in  the  high  technology  area  often  look  at 
the  world  a  little  bit  differently  than  those  poor  recruits  down  there.  They  come 
out  of  high  school,  go  into  the  army,  get  6  weeks  training  in  electronic  repair,  and 
have  to  go  out  there  and  repair  very  sophisticated  radar  equipment. 

The  first  major  work  about  machines  that  think  was  published  by  Norbert 
Wiener  of  MIT  in  1940,  entitled  Cybernetics:  Machines  that  Think.  If  you  haven’t 
read  that  book,  you  ought  to  read  it;  it's  a  fascinating  book.  He  coined  the  word 
cybernetics  from  a  Greek  word  meaning  helmsman.  I  don't  really  know  why  he 
picked  that  word.  I've  never  been  able  to  figure  it  out,  and  the  two  or  three  books 
that  I've  read  on  the  subject  didn't  know  either.  But  he  defined  it  as  the 
mathematics  of  information  processing  and  its  technical  realization.  It  was  a 
very  popular  word  for  a  long  time.  It  was  replaced  by  the  term  artificial 
intelligence  somewhat  later,  as  we  began  to  get  a  little  bit  more  feeling  that 
indeed,  we  could  get  these  machines  to  do  at  least  some  of  the  things  that 
intelligent  beings  do. 

In  the  early  days,  those  included  in  AI  recognized  that  there  were  two 
processes  that  human  beings  master  which  represent  our  thought  processes  and 
intelligence:  natural  language  understanding  and  image  understanding.  An  almost 
immediate  application  was  machine  translation.  They  dreamt  of  a  machine  into 
which  you  would  put  a  printed  page  of  English,  turn  a  dial  to  German,  French, 
Russian,  or  what  have  you,  and  out  would  come  the  document,  all  translated  at  a 
million  words  a  minute  or  some  similarly  unreasonable  number. 

In  fact,  in  1952,  there  was  a  Frenchman  who,  referring  to  these  machine 
translators,  said  that  if  a  human  being  can  do  it,  a  suitably  programmed  computer 
can  also  do  it.  That  was  in  1952,  and  it's  interesting  to  look  at  what  machine 
translation  capability  is  today.  I  talked  to  our  people  at  Rome  Air  Development 


Center  (RADC)  who  are  the  Air  Force  experts  in  this  field.  They  said,  in 
scientific  literature,  where  there  are  fairly  well-structured  expressions  and  words, 
we  get  between  60-85  percent  fidelity  in  translation— depending  on  the  particular 
system  you  have  and  the  particular  difficulty  of  the  passage  that  is  being 
translated.  But  when  you  go  to  newspapers  and  attempt  to  get  the  thought 
process,  we're  lucky  to  get  50  percent  fidelity  in  translation  of  the  ideas  of  the 
reporter  into  the  translated  document.  Finally,  if  we  go  to  poems,  novels,  and 
fiction,  where  idiosyncracies  of  the  language  become  most  evident,  we're  down  to 
30-40  percent  fidelity.  Thus,  we  have  not  accomplished  the  kind  of  challenge  that 
the  early  A1  researchers  thought  would  reflect  the  development  of  a  machine 
which  has  artificial  intelligence. 

I'd  like  to  comment  on  one  other  thing  before  I  go  on.  The  United  States 
is  not  alone  in  the  field  of  AI,  and  I  think  all  of  you  realize  that.  For  example, 
toys  and  games  were  not  neglected  by  the  early  researchers,  and  games  of 
checkers  and  chess  were  a  favorite  pastime  of  the  research  community.  In  fact, 
this  led  some  people,  particularly  critics,  to  say  that  artificial  intelligence  may  be 
only  useful  in  the  design  of  the  toys  of  the  future.  There  was  a  chess  match  in 
Russia  in  1966  or  1967  between  the  Russians  and  the  United  States.  The  United 
States  took  over  a  very  fine  program— a  single,  fairly  sophisticated  program 
designed  to  play  chess  with  another  computer.  They  were  pretty  proud  of  it.  The 
Russians,  on  the  other  hand,  came  in  with  two  programs.  One  was  a  rather  simple 
program  with  which  they  started  out  the  match.  Then  they  switched  to  a  much 
more  sophisticated  program  that  they  had  developed.  In  fact,  the  approach  the 
Russians  had  was  to  use  the  simplistic  one  to  get  some  things  out  of  the  way,  get 
some  of  the  excess  pieces  off  the  board,  if  you  will,  to  where  they  could  really 
work,  then  use  the  more  sophisticated  program.  This  approach  proved  to  be 
decisive  in  the  match  and  the  Russians  won. 

In  the  newspaper  within  the  last  6  months,  there  was  a  report  of  some 
very  sophisticated  computer  equipment  that  was  confiscated  because  it  was  being 
shipped  to  Russia.  That  was  on  the  front  page.  About  2  weeks  later,  on  the  back 
page  of  the  newspaper  it  was  reported  that  this  was  a  computerized  chess 
machine  that  was  going  over  to  Russia  to  replay  the  earlier  match.  I  have  not 
seen  any  releases,  at  least  in  the  Washington  Post,  about  whether  or  not  they  did 
get  that  equipment  cleared  and  went  over  there  and  played. 

So,  the  U.S.  is  not  alone  in  this.  The  Russians,  French,  Germans,  and 
English  are  very  old  in  this  field  of  artificial  intelligence.  Certainly  we  must 
respect  their  position  in  the  world,  particularly  if  we're  going  to  assess  it  in 
relationship  to  the  economic  value  or  the  war  fighting  capabilities  that  it  might 
give  them.  In  particular  the  Japanese  have  embarked  on  a  very  large  computer 
program— a  fifth  generation  computer  based  on  artificial  intelligence.  They  make 
it  clear  that  this  is  not  a  number  cruncher.  It  is  clearly  an  artificial  intelligence 
implementing  machine.  DARPA  has  a  next  generation  computer  program  that  is 
also  very  interesting.  When  I  first  heard  of  the  program,  it  was  a  200  million 
dollar  program  over  5  years.  It  is  now  passing  750  million  dollars  in  8  years  and 
going  up  rapidly.  It  will  be  an  artificial  intelligence  based  machine. 

Well,  I've  talked  about  some  of  the  problems  of  the  early  researchers, 
but  there  were  also  some  successes  in  the  1950s  and  early  1960s.  The  community 


learned  from  these  that  the  most  successful  programs  were  in  fact  those  that 
were  based  on  very  large  data  bases  and  played  in  a  machine  that  could  organize, 
store,  and  manipulate  data  at  a  reasonable  speed.  They  also  recognized  that  it 
was  a  very  labor-intensive  project  to  get  to  this  state  of  usefulness.  Among  the 
machines  that  were  considered  best  were  those  which  did  not  attempt  to  duplicate 
human  thought  processes.  In  fact,  they  were  based  upon  information  processing 
(indeed  list  processing)  and  did  not  necessarily  try  to  emulate  or  duplicate  human 
thought  processing. 

This  is  sort  of  a  shock  to  the  purists  in  A  I,  I  think,  because  they  believe 
that  when  you  talk  about  artificial  intelligence,  it  ought  to  be  an  artificial  person. 
There  is  no  question  that  the  objective  of  the  earlier  phase  of  artificial 
intelligence  research  has  not  yet  been  accomplished.  Even  in  expert  systems, 
which  are  here  today  and  very  successful,  there  still  seems  to  be,  in  the  judgment 
of  most  researchers,  some  exciting  research  to  be  done— enough  research  for  a 
sizeable  effort  in  the  university  kind  of  environment  for  at  least  the  next  10 
years.  This  work  would  have  to  be  done  before  we'll  be  ready  to  say  that  expert 
systems  are  mature  and  we  have  a  technology,  rather  than  a  science,  that's  ready 
for  routine  applications. 

In  recent  years,  we've  seen  the  recognition  on  the  part  of  the  research 
community  that  these  so-called  expert  systems  are  indeed  real  and  practical. 
We've  seen  researchers  break  off  from  thieir  university  associations  and  develop 
small  companies.  There  is  an  industry  called  knowledge  engineering,  that's  what  I 
call  it  at  least,  that's  developing  rapidly.  We're  seeing  the  industrial  applications 
being  developed  and  used.  We're  very  proud  of  that,  and  we  in  the  DoD  are 
beginning  to  take  steps  to  transform  that  science  into  a  technology  of  use  to  the 
military  and  get  it  finished  and  applied  to  many  diverse  problems. 

For  those  of  you  who  want  a  good  review  of  the  present  state-of-the-art 
of  A  I,  I  could  name  a  whole  list  of  these  programs  that  have  been  developed  and 
are  rather  successful,  but  if  you're  like  me,  you  won't  remember  them  after  the 
workshop  is  over.  However,  in  Al  Magazine  (Fall  1983),  there  is  an  excellent 
review  of  the  general  state-of-the-art  of  expert  systems  and  of  AI  in  general— a 
result  of  the  annual  artificial  intelligence  conference  which  was  held  in 
Washington. 

Now  I'm  going  to  move  into  a  part  of  my  talk  that  says,  how  did  I  get 
here,  why  am  I  here  today,  and  what  my  thoughts  are  on  the  subject.  Oust  like 
telling  a  war  story,  and  indeed,  I  find  that  all  of  a  sudden  war  stories  seem  to  be 
fun  to  tell.  I  was  first  exposed  to  artificial  intelligence  in  a  study  called 
Computer  Technology  2000  in  1978.  I  had  read  Wiener's  book  back  in  the  1940s, 
but  I  had  long  since  forgotten  it.  This  particular  study  was  part  of  a  larger  study 
called  Look  Forward  20  Years.  It  was  performed  for  the  Director  of  Laboratories 
at  Air  Force  Systems  Command  (AFSC)  and  took  a  look  at  the  technologies  that 
the  Air  Force  laboratories  ought  to  be  working  on  in  the  15  to  20  year  time 
period,  that  is  in  1988  to  1990.  The  computer  section  of  the  study  was  run  under 
Walt  Beam  and  had  a  group  in  it  made  up  of  some  prominent  figures  in  artificial 
intelligence.  That  study  predicted  that  AI  techniques  applied  to  inference, 
planning,  and  pattern  recognition  would  enhance  the  generation  of  plans,  and 


present  and  evaluate  alternates  to  those  plans  in  the  general  exploitation  of 
reconnaissance  and  intelligence  information  in  the  late  1980s. 

As  a  result  of  that  prediction,  and  a  number  of  other  recommendations  in 
the  context  of  the  2000  study,  the  Director  of  Laboratories  of  AFSC  put  two 
million  dollars  into  Rome  Air  Development  Center  (which  had  been  given  the 
charter  for  basic  computer  science  development  in  the  Air  Force).  Rome  was  to 
develop  a  program  which  would  implement  these  recommendations,  and  one  of  the 
recommendations  they  chose  to  implement  was  indeed  artificial  intelligence.  We 
also  asked  the  Air  Force  Office  of  Scientific  Research  (AFOSR)  to  begin  to  take  a 
look  at  this  field  and  they  responded  with  a  program  which  has  expanded 
continually  over  the  years  in  the  basic  science  of  artificial  intelligence. 

The  AFOSR  program  complemented  quite  an  aggressive  program  by 
Defense  Advanced  Research  Projects  Agency  (DARPA)  and  by  the  Office  of  Naval 
Research  in  this  area.  In  about  1981,  the  Defense  Science  Board  (DSB)  held  a 
summer  study  on  technology  and  its  implication  for  the  military  art.  It  was 
headed  by  George  Heilmeier.  He's  a  Vice  President  of  Texas  Instruments,  spent  a 
tour  at  USDRdcE  as  the  Deputy  Undersecretary  for  Research  and  Advance 
Technology.  Before  that  he'd  been  at  DARPA  for  some  time  and  was  there  when 
they  got  involved  in  the  AI  business. 

The  DSB  study  dedicated  a  whole  day  to  artificial  intelligence.  A  series 
of  speakers  from  various  organizations  discussed  the  state-of-the-art  of  AI  and 
its  potential.  It  was  during  that  particular  series  of  discussions  that  I  became 
convinced  that  AI  was  indeed  ready  for  the  conversion  into  a  technology  that 
would  be  useful  to  the  military.  We  began  to  pick  that  up  within  the  three 
services  and  talk  about  it,  decide  how  to  get  into  the  area,  and  how  to  encourage 
our  people  to  investigate  AI,  but  there  are  some  very  severe  constraints.  I'll  talk 
about  a  couple  of  them  and  how  the  Air  Force  is  accommodating  them  in  a  few 
moments. 

As  a  result  of  the  DSB  summer  study  which  identified  17  major 
technologies  which  would  contribute  an  order-of-magnitude  increase  in  military 
capability  in  the  1990s,  the  Joint  Directors  of  Laboratories  established  seven 
technical  initiative  panels  in  1982.  The  objective  of  these  panels  was  to  take  a 
look  at  the  state  of  research  in  these  technical  areas  within  the  services  and  to 
propose  joint  programs  that  would  be  of  a  fundamental  nature  applicable  to  all 
three  services.  This  would  give  us  a  higher  probability  of  creating  a  center  of 
mass  that  was  big  enough  to  expand  and  absorb  the  technologies  that  we  are 
involved  with  and  also  to  accumulate  some  more  money  in  each  particular  area. 

The  AI  panel  proposed  three  joint  service  programs,  one  of  them  to  be 
executed  in-house  at  the  Navy  Center  for  Applied  Research  in  Artificial 
Intelligence  (NCARAI)  in  maintenance,  diagnostics,  and  training.  It  is  initially  a 
six-person  effort,  with  two  people  from  each  of  the  services  co-located  at  the 
Center. 


The  second  program,  also  to  be  executed  in-house  at  the  Navy  Center,  is 
electronic  warfare  information  fusion  and  resource  management.  We  think  that 
each  service  contributing  two  people  to  a  program  like  this  will  result  in  a  team 
which  will,  together  with  some  contract  help  as  needed,  create  a  center  of  mass 
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where  the  state-of-the-art  can  be  advanced,  particularly  with  reference  to  the 
military.  This  is  the  core  in-house  capability  which  many  of  us  in  the  government 
think  is  absolutely  necessary  if  we  are  going  to  understand  and  to  rapidly  advance 
the  state-of-the-art  in  any  area.  We  recognize  that  our  general  personnel 
policies  are  such  that  we  cannot  do  all  our  work  in-house  (and  in  fact  that  we 
should  not)  because  we  depend  on  industry  to  build  the  systems  and  we  depend  on 
the  universities  to  do  the  basic  research.  But  we  do  have  to  know  enough  to  be 
smart  buyers.  We  have  to  know  enough  to  evaluate  the  potential  of  a  technology 
and  the  time  in  which  we  might  exploit  it.  Thus,  we  think  that  in-house  capability 
is  very  important  and  it's  being  established  at  the  Navy. 

This  Navy  Center  will  have  approximately  25  principal  researchers. 
They  are  very  well  equipped  and  in  this  tri-service  program,  the  Army  and  the  Air 
Force  will  contribute  to  the  equipment.  I  think  they  have  established  an  excellent 
atmosphere  for  productivity.  In  Figure  1,  you'll  see  the  three  major  areas  on 
which  they'll  focus. 

One  of  the  other  recommendations  of  the  AI  panel  was  that  there  be  a 
DoD  Information  Center  for  AI  and  that  will  be  housed  at  the  Naval  Research 
Laboratory  and  at  the  Navy  Center.  It  will  provide  library  services  for  ongoing 
programs  in  AI  in  all  three  service  laboratories  and  a  general  background  library 
of  AI  literature.  We  hope  to  get  it  in  a  position  that  it  will  also  have  the  plans  of 
the  three  services.  We  look  forward  to  this  as  being  a  major  initiative  and  a  way 
to  get  a  running  start  on  understanding  and  transitioning  artificial  intelligence 
science  into  a  technology  of  use  to  us  in  the  services. 

The  third  program  that  was  proposed  in  this  joint  service  arena  was  in 
software  productivity.  The  DoD  has  a  major  problem  in  software.  That  is,  it's 
very  expensive  to  develop  and  we  don't  know  how  to  judge  the  expense  of  it,  a 
priori,  before  we-  start  a  program.  As  a  result,  generally  speaking,  our  software 
programs  overrun  and  you  can  figure  an  average  overrun  of  2  or  3  years.  At  any 
rate,  the  committee  recommended  that  the  software  program  be  executed  at 
Rome  because  they  already  had  a  good  start.  The  Army  and  the  Navy  will 
probably  not  be  asked  to  contribute  any  money  to  it. 

Figure  2  shows  Rome's  view  of  their  AI  program  and  it  is  going  strong. 
My  first  trip  up  there  to  see  what  they  were  doing  was,  in  my  estimation,  a  total 
disaster.  However,  my  most  recent  trip  up  there  was  very  gratifying.  They'll 
have  an  in-house  laboratory.  I  think  it's  clearly  essential  that  the  Air  Force  have 
a  couple  of  these— not  one  in  every  laboratory,  we  can't  afford  that— but  a  place 
where  people  can  go  and  work  with  the  machines  and  live  with  people  applying  AI 
techniques  and,  in  fact,  developing  them  if  we're  able  to  develop  that  kind  of 
capability. 

In  developing  this  AI  capability,  we  recognize  the  staff  problem  that 
exists,  both  in  our  services  and  in  industry.  And  so  RADC  has  developed  a 
relationship  with  a  number  of  universities  in  the  area,  including  the  Air  Force 
Institute  of  Technology.  We  expect  these  universities  to  (1)  do  research  for  us,  (2) 
supply  consultants  who  are  knowledgeable  of  our  interests  and  our  business,  and, 
of  course,  (3)  train  people,  both  for  the  services  and  for  industry. 


KNOWLEDGE  BASED 
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Some  of  the  basic  things  RADC  is  working  on  are  the  tools  for  use  by 
people  developing  a  system  based  on  AI  techniques.  At  the  level  of  exploratory 
development,  we  move  into  an  actual  systems  development  or  demonstration.  The 
three  major  systems  areas  that  RADC  is  working  on  are  the  knowledge-based 
software  assistant  (which  is  that  software  productivity  program), 
knowledge-based  mission  planning  (in  which  one  takes  a  look  at  various 
information  coming  into  a  central  decision  making  authority  from  various 
sources),  and  the  intelligent  analyst  system.  In  the  intelligent  analyst  system,  we 
get  reams  and  reams  of  photographs,  miles  and  miles  of  recordings  of  voice 
intercepts,  and  we  need  some  help  to  separate  the  things  we  should  look  at  more 
carefully.  In  the  second  area,  knowledge -based  mission  planning,  RADC  takes  a 
look  at  the  input  coming  into  the  central  decision  making  authority.  For  example, 
input  from  reconnaissance  resources— space,  airplanes,  radars,  and  intercept 
information.  All  of  this  information  is  organized  and  pre-digested  and  then 
presented  to  a  decision  maker  who  says,  "I  have  certain  resources  at  my  disposal 
(electronic  jammers,  bombers,  fighters,  aircraft,  other  communication  systems, 
etc.)  and  here  is  why  I  want  to  use  these  resources  to  advance  my  goals  in  this 
particular  arena."  So  it's  sort  of  a  commander's  assistant,  if  you  will,  which  will 
organize  the  input  data,  communicating  and  analyzing  the  kinds  of  alternatives  to 
use  with  various  equipment.  Right  now  we  do  that  numerically.  We  consider 
when  we  wish  to  send  a  bomber  against  a  target  and  say,  "Hey,  here's  the  bombers 
we've  got,  here's  the  weapons,  and  now  you  can  take  the  weapons  or  calculate 
your  trajectories  or  calculate  the  attrition  of  the  aircraft,  etc."  All  of  this  is 
presently  in  beautiful  long  programs  that  take  a  month  or  more  to  run.  We  expect 
AI  techniques  to  perform  the  analyses  in  near  real  time. 

Finally,  we  would  like  to  establish  a  second  center  of  R<5cD  in  artificial 
intelligence  and  its  techniques  at  Air  Force  Avionics  Laboratory  at 
Wright-Patterson  (see  Figure  3).  They're  about  3  or  4  years  behind  Rome  in  their 
implementation,  but  they're  eager  and  they're  looking  forward  to  a  rapid  kind  of 
build-up.  You  can  see  the  four  areas  that  they're  interested  in,  and  again, 
underlying  this  is  an  in-house  laboratory  for  artificial  intelligence.  I  strongly 
suspect  that  we'll  use  data  links  to  Rome  so  we  can  take  advantage  of  both  of  the 
computer  systems.  Again,  we  see  the  need  for  close  ties  with  a  university  in 
order  to  get  the  kind  of  expertise  and  people  that  we  think  are  necessary  to  help 
us  organize  our  thoughts  and  pursue  this  very  high  technology  program. 

Other  laboratories  are  also  involved,  for  example,  Flight  Dynamics 
Laboratory.  Flight  Dynamics  Laboratory  has  been  looking  at  integrated  systems 
for  the  last  several  years.  They  are  responsible  for  flight  control  systems. 
They've  integrated  the  fire  and  flight  control  of  an  airplane  so  that  the  two  very 
diverse  functions  of  avionics  and  flight  control  begin  to  talk  to  each  other.  They 
find  that  when  you  do  that,  it  is  quite  interesting  the  kinds  of  capabilities  you  can 
develop  in  a  modern  airplane.  Flight  Dynamics  Laboratory  says  that  what  they'd 
really  like  to  develop  is  a  flight  control  system  that  controls  the  trajectory  of  the 
aircraft.  That,  in  fact,  is  what  the  pilots  do  when  they  design  their  intercept,  for 
they  control  the  trajectory  to  put  them  in  a  position  of  maximum  advantage. 
That  maximum  advantage  may  be  one  in  which  they  have  the  shortest  time  to 
intercept,  or  it  may  be  the  intercept  that  gives  them  tne  highest  energy  remaining 
in  their  aircraft  at  time  of  intercept,  or  in  other  cases,  it  may  give  them  the 
minimum  fuel  consumption  so  they'll  have  enough  fuel  to  stay  in  fight  longer. 


So,  Flight  Dynamics  Laboratory  believes  that  artificial  intelligence 
techniques  can  greatly  aid  in  the  solution  of  that  problem.  But  they've  got 
another  problem.  If  a  radar  goes  out,  you  can't  see  very  well,  but  you're  still  in 
the  air.  If  a  radio  goes  out,  you  can't  talk  to  anybody,  but  you're  still  in  the  air. 
If  your  flight  control  system  goes  out,  you  fall  out  of  the  sky.  So  reliability  is  the 
problem-electronic  reliability  in  the  sense  of  flight  control  is  probably  about 
three  orders  of  magnitude  more  rigid  than  that  demanded  of  a  high  reliability 
avionics  system. 

We  expect  Avionics  Laboratory  to  look  at  equipment  reliability,  too.  But 
the  differences  in  thresholds  of  the  two  suggest  that  it's  useful  for  the  Air  Force 
to  attack  both  areas.  Finally,  other  laboratories  will  probably  be  involved  in 
pattern  recognition,  voice  understanding,  navigation,  weapon  guidance,  and 
resource  management  applications  of  AI. 

Thus  far,  I've  spent  most  of  the  time  talking  about  the  Air  Force,  but  I 
should  not  neglect  the  other  services.  You'll  hear  a  lot  about  the  Navy's  work,  an 
overview  from  the  Center  for  Applied  Research  and  NPRDC.  But  others  that 
should  be  recognized  include  the  Naval  Ocean  Systems  Center,  the  Navy  Undersea 
Systems  Center,  Surface  Weapons  Center,  Air  Development  Center,  and  Weapons 
Center,  and  NTEC.  The  Army  Research  Institute  is  here  and  presenting.  There  is 
a  major  effort  in  the  Army,  in-house  at  the  Engineering  Topographic  Laboratory 
at  Fort  Belvoir,  in  autonomous  navigation.  The  kinds  of  unique  understanding  that 
are  available  today  using  artificial  intelligence  techniques  seem  to  be  quite 
adequate  to  start  as  the  basis  for  autonomous  navigation.  Army  Human 
Engineering  Laboratory  at  Aberdeen  is  going  into  this  field  heavily.  And  I  would 
say  that  an  excellent  overview  of  the  state-of-the-art  in  AI  in  the  military  is 
going  to  be  presented  at  the  AIAA  Conference  in  Computers  in  Aerospace  in 
Hartford,  Connecticut  the  24th  through  the  26th  of  October. 

There's  one  final  thing  I  want  to  talk  about— the  Joint  Directors  of 
Laboratories  (JDL).  DARPA  has  been  involved  in  artificial  intelligence  research 
and  development  for  a  long  time.  In  order  to  adequately  exploit  the  research,  and 
indeed  the  researchers,  that  DARPA  has  spent  many  millions  of  dollars  on,  we 
requested  that  DARPA  support  efforts  in  the  service  laboratory  with  their 
researchers  and  their  technologies.  In  this  way,  technology  transfer  to  the 
services  can  be  accelerated  rather  than  relying  on  the  usual  process  of  osmosis 
that  is  more  common  between  DARPA  and  the  service  laboratories.  I'll  be  talking 
to  Commander  Ron  Olander,  the  AI  person  at  DARPA,  to  discuss  some  of  the 
things  he  thinks  are  ready  for  application  in  the  services.  In  fact,  the  three 
services  will  all  be  represented  and  we'll  be  back  to  our  laboratories  sometime 
within  the  next  2  or  3  weeks  requesting  them  to  take  a  look  at  DARPA  programs 
and  see  which  ones  they  would  like  to  pick  up.  We  hope  to  get  an  introduction  to 
the  DARPA  researchers,  who  are  among  the  outstanding  researchers  in  the  world 
in  this  area,  and  get  them  interested  in  looking  at  our  problems  and  helping  us 
transition  their  results  into  application  in  the  services. 

In  summary,  I'll  have  to  say  that  my  general  attitude  and  enthusiasm  for 
AI  is  evidence  that  I  believe  it's  here.  I'm  particularly  pleased  with  the 


maintenance  community  and  their  interest  and  aggressiveness  in  this  area. 
There's  no  question  in  my  mind  that  our  systems  will  continue  to  become  more 
complicated  and  more  sophisticated.  They  will  become  more  reliable  but  not  that 
much  faster.  Labor  will  be  more  expensive  and  harder  to  come  by.  Our  potential 
enemies  will  continue  to  become  more  sophisticated  and  more  capable.  Our 
equipment  must  be  ready  to  fight  and  be  able  to  sustain  the  fight  without  warning. 
Maintenance  capability  will  be  the  key  to  our  success  and  indeed  our  deterrence 
for  a  long  time  to  come.  I  believe  there  are  two  principal  aspects  of  AI  which 
are  going  to  be  the  cornerstone  of  the  applications  to  maintenance.  Those  are 
expert  systems  and  natural  language  understanding.  The  role  of  image 
understanding  is  not  so  clear  in  my  mind  yet.  But  one  thing  is  very  clear— the 
systems  which  ultimately  are  made  from  the  technologies  that  are  going  to  be 
developed  in  the  laboratories  presenting  at  this  workshop  must  be  very  user 
friendly.  A  user  that  will  be  subjected  to  very  inclement  weather,  dressed  in  very 
unwieldly  gear  (especially  if  chemical  warfare  becomes  a  reality  or  a  possibility), 
and  working  at  night  or  whatever.  The  user's  education  won't  be  that  of  a 
graduate  engineer  or  a  graduate  mathematician.  It'll  be  that  of  an  eighth  grader- 
hard  as  we  may  try  to  upgrade  our  educational  system  so  that  everybody  has  a 
strong  education  in  mathematics  and  science  at  the  end  of  the  12th  grade. 

I  don't  think  we  should  kid  ourselves  that  the  application  of  this  new 
science  is  going  to  be  easy.  It  will  be  labor  intensive;  it  will  take  some  very 
sophisticated  and  very  capable  personnel  to  develop  the  systems  that  we’re  talking 
about.  We  need  to  plan  and  program  our  resources  carefully. 

I  am  not  interested  in  seeing  a  step  function  in  the  support  of  AI  if  it's  a 
step  up  and  then  a  step  down.  I  think  we  need  to  plan  for  the  continuity  of 
funding,  both  in  our  contractors  and  in  our  laboratories  in  this  important  and  yet 
very  sophisticated  area. 

Above  all,  we've  got  to  be  realistic  in  our  expectations.  It's  going  to 
take  a  while  before  we  have  a  system  out  there  on  the  flight  line.  We  can't  afford 
not  to  be  demanding,  and  I've  told  you  one  of  my  demands  of  the  system— user 
friendliness.  But  we've  got  to  be  realistic  and  accumulate  knowledge  and  skills  so 
that  we  can  produce  the  kinds  of  systems  that  we  high  technologists  (as  I  proudly 
call  myself,  and  I'm  sure  all  of  you  feel  you  are  also)  expect  of  ourselves  and  of 
our  scientific  endeavor. 


Thank  you. 


ABOUT  THE  AUTHOR 


Dr.  Bernard  A.  Kulp  is  Chief  Scientist,  Director  of  Science 
and  Technology,  Air  Force  Systems  Command,  Andrews 
AFB.  As  Chief  Scientist,  he  is  responsible  for  evaluating 
and  securing  optimum  effectiveness  in  all  phases  of 
research  and  development  under  the  cognizance  of  the 
Director.  He  assists  the  Director  in  establishing  technical 
realism,  balance,  and  time  lines  of  exploratory  development 
in  the  areas  of  propulsion,  aerospace  mechanics,  materials, 
and  nuclear  weapons.  Dr.  Kulp  furnishes  broad  program 
guidance  to  all  echelons  of  the  Director's  staff.  He  holds  a 
Ph.D.  in  physics  from  Ohio  State  University. 


AD-P003  913 


The  Need  for  Improvements  in  Weapon  System  Maintenance: 
What  Can  AI  Contribute? 


Michael  McGrath 

Office  of  the  Secretary  of  Defense 


Good  morning.  When  I  first  heard  about  this  workshop  I  was  enthusiastic 
about  the  opportunity  to  come  out  here.  Not  just  because  Boulder  is  a  beautiful 
place  to  be  in  October,  although  that  did  have  something  to  do  with  it,  but 
because  I  think  AI  applications  in  maintenance  is  an  important  topic  and  an 
important  subject  on  which  to  get  a  dialogue  going.  And  I  think  the  time  is  right 
for  that  dialogue  to  start.  What  I'd  like  to  do  is  go  briefly  through  why  I  think  it  is 
important— why  I  think  the  time  is  right.  I'd  like  to  cover  very  briefly  the  need  as 
we  see  it  from  an  Office  of  the  Secretary  of  Defense  (OSD)  perspective,  both 
current  maintenance  problems  and  future  trends;  look  at  some  of  the  initiatives 
DoD-wide  that  have  been  instituted  to  deal  with  this  need;  look  at  some  of  the 
possible  contributions  of  AI;  and  discuss  some  of  the  expectations  that  have  been 
built. 

The  first  thing  I'd  like  to  comment  on  is  a  large  DoD  and  industry  study 
that  was  undertaken  as  a  result  of  a  Defense  Science  Board  (DSB)  study  in  1981. 
The  DSB  study  recommended  we  undertake  a  comprehensive  review  of  reliability 
and  maintainability,  looking  both  at  the  ingredients  of  successful  programs  in  a 
case  study  mode  and  also  doing  an  assessment  of  emerging  technologies.  That 
study  started  in  1982  and  is  winding  up  now.  It  had  extensive  involvement  from 
all  three  services  and  from  industry,  and  they're  in  the  final  throes  in  putting  out 
a  30  volume  report  which  I  think  will  be  a  comprehensive  reference  work  for  us 
for  the  remainder  of  the  1980s.  I  recommend  it  to  all  of  you.  Tony  Coppola,  the 
next  speaker,  will  talk  more  about  that  study,  in  particular  the  AI  technology 
assessment. 


Current  Problems 

When  we  talk  about  current  problems  in  maintenance,  the  one  that  jumps 
out  is  diagnostics.  I'm  talking  about  built-in  test  and  automated  test  equipment. 
All  three  services  have  some  form  of  automated  diagnostics  on  virtually  all  major 
weapon  systems.  The  typical  experience  is  that  we  see  a  long  tail  on  the 
distribution  of  repair  times.  Some  repairs  take  too  long,  keeping  the  weapon 
systems  down,  primarily  due  to  troubleshooting  problems.  High  "cannot  duplicate" 
and  "retest  okay"  rates  account  for  over  a  third  of  the  personnel  hours  expended 
on  maintenance.  On  some  systems  such  "no  defect"  maintenance  actions  account 
for  over  half  of  the  maintenance  events. 

Diagnostic  problems  have  a  measurable  effect  on  support  and  readiness. 
We  see  it  in  terms  of  increased  downtime  for  the  systems,  and  in  low  availability, 
because  the  automated  systems  don't  do  all  the  troubleshooting.  We  need  highly 
skilled  troubleshooters  out  there— an  increasingly  scarce  resource.  Because  of  the 
high  false  indication  rate,  we've  put  a  lot  of  material  into  the  repair  pipeline 
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(usually  expensive  avionics  boxes)  thereby  creating  a  need  for  additional  spares. 
Since  there's  never  enough  money  for  spares,  that  in  turn  causes  readiness 
problems  and  low  system  availability. 

Finally,  because  we  can't,  in  all  cases,  rely  on  the  indication  from  the 
built-in  test,  we  have  to  bring  along  another  piece  of  automated  test  equipment  to 
confirm  the  BIT  indications.  Hence,  we  have  a  long  logistic  tail  that  follows  the 
weapon  system  around. 


Future  Trends 

When  we  look  at  future  equipment  trends,  there  are  some  things  that  I 
think  are  fairly  predictable.  It's  apparent  that  equipment  will  continue  to  become 
more  sophisticated.  At  the  same  time,  some  of  the  hardware  technologies  that 
we'll  see  in  the  new  weapons  systems  bring  with  them  promises  of  improved 
reliability  and  maintainability.  A  good  example  is  VHISIC,  very  high  speed 
integrated  circuits.  There  we  see  promises  of  much  greater  performance 
capability  because  of  the  increased  density  of  components.  The  VHS1C 
components  themselves  are  advertised  to  be  more  reliable;  yet  they  may  bring  a 
whole  new  set  of  problems.  Testability  of  these  dense  electronics  systems  will  be 
a  problem,  as  will  power  supply  reliability  and  built-in  diagnostics.  Unless  we 
start  to  address  those  problems  now,  and  get  them  worked  into  the  technology 
demonstrations,  we'll  have  a  mixed  blessing  at  best  when  those  technologies  hit 
the  field.  This  is  one  of  the  primary  messages  of  the  Institute  for  Defense 
Analyses  (IDA)  study,  and  one  that  action  will  be  taken  on. 

If  you  look  at  personnel  projections,  demographics  show  clearly  that 
we're  going  to  have  a  declining  recruiting  base.  We  don’t  see  any  upturn  in 
aptitudes  and  education  levels.  We're  not  going  to  have  graduate  engineers  out 
there  doing  the  maintenance.  And  finally,  if  you  look  at  the  Service  "Year  2000" 
operating  scenarios,  all  of  them  are  logistically  more  demanding.  Maybe  I  can 
just  illustrate  those  last  two  points. 

Here's  the  well  known  demographic  trend  (see  Figure  1).  This  chart 
shows  all  workers  entering  the  work  force— ages  18  to  24— including  both  males 
and  females.  You  can  see  there's  about  a  20  percent  decline  in  the  period  1980  to 
the  mid-1990s.  If  you  look  at  males,  age  17-21,  which  is  a  greater  portion  of  the 
recruiting  base,  you  can  see  the  same  phenomenon.  It  just  shifts  a  little  bit  to  the 
left  (happens  a  little  bit  earlier). 

All  three  services  have  done  studies  of  operational  requirements  in  the 
late  1990s  and  in  the  year  2000.  In  each  of  them  we  see  a  more  capable  threat 
which  is  going  to  lead  to  more  complex  systems.  We  see  a  scenario  that  calls  for 
small,  highly  mobile  units.  Such  units  can't  afford  to  carry  a  long  support  tail 
around  with  them.  They  probably  cannot  afford  to  carry  a  lot  of  maintenance 
experts  around  with  them.  They'll  operate  in  a  mode  that  calls  for  massing  these 
small  units  to  accumulate  fire  power  and  then  dispersing  them  for  survivability. 
Logistically,  dispersed  operations  are  hard  to  support.  You  don't  have  the 
economies  of  scale.  A  bag  of  spares  doesn't  support  a  whole  squadron.  Now  you 
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need  smaller  bags  of  spares.  You  need  therefore  to  have  logistics  information 
systems  at  the  unit  level  that  will  give  you  a  better  handle  than  we  have  today  on 
where  the  support  resources  are,  and  what  the  status  of  maintenance  and 
equipment  is.  The  scenarios  call  for  intense  surge  periods--some  of  them  lasting 
more  than  72  hours.  During  the  surge  period,  we'd  like  the  systems  to  be  virtually 
maintenance  free.  Beyond  the  surge  period,  there's  a  higher  sustained  sortie  rate 
than  we  see  with  current  systems.  That  leads  to  a  requirement  for  improved 
reliability,  maintainability,  and  availability. 


R&D  and  Acquisition  Initiatives 

In  the  face  of  these  needs,  there  are  a  number  of  R&D  initiatives  that 
have  been  undertaken.  Some  of  you  may  have  heard  of  the  Carlucci  acquisition 
initiatives— the  Defense  Acquisition  Improvement  Program  which  the  new 
administration  initiated.  It  consisted  of  32  initiatives,  six  of  which  were  aimed  at 
improving  support  and  readiness.  Action  is  complete  on  some  of  the  original  32, 
and  the  new  Deputy  Secretary  of  Defense,  Mr.  Thayer,  has  consolidated  the 
remainder  into  six  high  priority  initiatives  that  continue  to  be  pursued;  improved 
support  and  readiness  is  one  of  those,  and  continues  to  get  attention  at  the  highest 
management  levels  in  DoD. 

A  couple  of  years  ago  there  was  an  in-house  study  done  on  independent 
research  and  development  (IR&D)  programs  in  industry;  the  conclusion  was  that 
less  than  3  percent  of  the  IR&D  monies  were  being  spent  on  logistics-related 
research.  So  a  DoD  policy  letter  went  out  stating  that  we  wanted  to  increase  the 
emphasis  on  IR&D  for  logistic  research.  That's  been  followed  up  in  IR&D  reviews 
and  starting  in  1985  there’s  a  change  in  the  form  that  industry  will  use  to  report 
on  IR&D  projects.  This  sounds  like  a  bureaucratic  triviality  but  it's  one  of  the 
simple  things  that  causes  things  to  happen.  There  will  be  a  block  on  the  form  for 
special  interest  items— the  two  areas  of  special  interest  that  industry  will  be 
reporting  on  are  interfaces  with  university  affiliated  research  and  logistics  R&D 
implications  of  the  project  that  they're  proposing.  I  expect  that  new  visibility  to 
lead  to  increased  emphasis  by  industry  on  logistics  R&D. 

Finally,  we  have  a  funded  logistic  R&D  program  initiative  that  started  in 
fiscal  1989.  This  continued  in  the  budgeting  for  fiscal  1985  this  year.  Initial 
objectives  were  to  undertake  technology  demonstrations  in  five  areas  (see  Figure 
2).  Concurrently,  all  three  services  are  laying  out  longer  range  plans.  These 
objectives  are  to  be  demonstrated  in  the  fiscal  1985  through  1989  time  frame.  We 
want  to  move  from  a  "paper"  to  a  "digital"  technical  information  system.  I 
mentioned  the  need  for  logistics  information  systems  at  the  unit  level.  The  Army 
has  an  initiative  going  for  automated  battlefield  material  handling— fuel  and 
ammo.  The  Navy  has  taken  a  lead  on  an  automated  parts-on-demand 
manufacturing  (low  volume  spares  production  using  robotics  and  A I).  And,  finally, 
there's  an  initiative  for  the  next  generation  of  weapon  systems  to  eliminate  or  at 
least  reduce  the  need  for  intermediate  maintenance,  thereby  cutting  that  logistic 
tail. 


WEAPON  SUPPORT  AND  LOGISTICS 
R&D  INITIATIVES 
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AUTOMATED  "PARTS  ON  DEMAND"  MANUFACTURING 
ELIMINATE  OR  REDUCE  INTERMEDIATE  MAINTENANCE 


POSSIBLE  CONTRIBUTIONS  OF  Al 


BIT/ATE  SOFTWARE  DEVELOPMENT 


Favorable  Climate  for  AI 


So  there's  a  climate  that  says  we're  ready  to  do  some  things  to  improve 
maintenance.  Each  of  those  initial  R<5cD  objectives  has  room  for  potential  AI 
applications,  but  you'll  notice  that  AI  is  not  a  separate  topic  area  on  the  initial 
five  demonstrations.  Figure  3  shows  some  of  the  expectations  that  have  been 
built  for  what  AI  might  contribute  in  dealing  with  support  problems.  First  and 
foremost,  we'd  like  to  see  some  reduction  in  the  diagnostic  areas.  And  so  we're 
looking  for  smart  built-in  test  systems  and  also  for  use  of  expert  systems  to  assist 
the  troubleshooters.  We're  expecting  to  see  some  contribution  to  both  training 
technology  and  technical  information  presentation  that  will  assist  the 
maintenance  people.  And  finally,  we  look  for  some  contribution  in  the 
development  of  the  weapon  systems  themselves.  Software  development,  as  Dr. 
Kulp  mentioned,  is  an  expensive  and  difficult  process.  Development  of  repetitive 
automated  testing  routines  is  one  software  area  where  we  might  gain  substantially 
from  AI  applications.  Similarly  in  the  computer-aided  design/computer- aided 
manufacturing  (CAD/CAM)  era  of  system  design,  we  can  look  for  some  AI 
contributions  in  designing  testability  and  fault  tolerance  into  the  systems 
themselves. 


A  Final  Note  of  Caution 

We  have  the  ingredients:  a  well  recognized  need  and  a  favorable  climate 
for  getting  something  done.  But  I'd  like  to  end  on  a  final  note  of  caution.  In  the 
early  1970s  there  were  a  lot  of  promises  made  for  built-in  test  and  automated  test 
equipment,  and  the  benefits  were  overstated.  A  number  of  weapons  systems  were 
fielded  with  maintenance  concepts  that  revolved  around  promises  that  never 
materialized.  A  lot  of  expensive  and  traumatic  maintenance  concept  changes  had 
to  be  made  as  a  result.  We  don't  want  to  repeat  the  mistakes  of  the  past.  I  think 
that  the  benefits  of  AI  can  be  modestly  stated  and  yet  still  capture  the  resources 
that  are  needed  to  get  the  AI  program  well  underway.  Given  that  we  do  that,  I 
think  that  the  climate  is  right  and  now  is  the  time  to  start. 

Thanks  very  much. 


Mr.  Michael  F.  McGrath  is  a  Staff  Assistant  in  the  Office 
of  the  Assistant  Secretary  of  Defense,  (Manpower,  Reserve 
Affairs  and  Logistics).  His  responsibilities  include  the 
development  of  improved  policies  for  the  logistic  support 
of  weapon  systems,  and  analysis  of  the  application  of  these 
policies  in  DSARC  reviews  of  major  acquisition  programs. 
Prior  to  joining  the  staff  of  the  Office  of  the  Secretary  of 
Defense  in  1980,  he  held  logistic  management  positions  in 
the  Defense  Logistic  Agency  and  the  Naval  Air  Systems 
Command.  Mr.  McGrath  holds  an  M.S.  in  aerospace 
engineering  and  is  a  doctoral  candidate  in  the  Operations 
Research  program  at  George  Washington  University. 
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Artificial  Intelligence  Applications  to  Maintenance 

Anthony  Coppola 
Rome  Air  Development  Center 

EXECUTIVE  SUMMARY 


The  maintenance  of  moderjDLmi  litary  systems  employs  a  variety  of 
automation.  Built-In-Test  (BIT)  provides _on-line  fault  detection  and 
some  isolation.  Automatic  Test  Equipment  '''(AtTT'-is  indispensable  at 
intermediate  and  depot  repair  stations,  and  automated  maintenance  aids 
and  trainers  abound. 

These  developments  were  designed  to  speed  maintenance  and  to 
compensate  for  declining  skill  levels  in  the  maintenance  force.  They 
are  currently  far  from  satisfactory.  Modern  maintenance  is 
characteri zed  by  excessive  false  alarms  and  unnecessary  removals  at  all 
levels  of  maintenance. 

The  results  of  these  deficiencies  are  long  maintenance  times, 
resources  wasted  in  unnecessary  or  inefficient  maintenance  actions,  and 
systems  out  of  action  which  need  not  be.  Correcting  these  problems 
would  therefore  provide  both  an  economic  advantage  and  a  force 
multiplier. 

To  create  quantum  improvements  in  maintenance  will  require  the 
application  of  radical  changes  to  the  technology.  One  possioility  is 
the  application  of  Artificial  Intelligence  (AI)  techniques  to 
maintenance.  AI  is  beginning  to  see  application  to  practical  problems 
in  many  disciplines,  and  hence  is  potentially  capable  of  relatively 
rapid  implementation  into  military  systems. 

At  present,  DoD  efforts  in  applying  AI  to  maintenance  are  small  and 
exploratory . 

The  task  of  the  Artificial  Intelligence  Applications  committee  was 
to  examine  the  opportunities  for  applying  AI  to  maintenance,  assess  the 
costs,  risks,  and  development  times  required,  and  provide 
recommendations  to  the  DoD  for  action,  - - - 

The  committee's  recommendations  are  detailed  in  section  9  of  this 
report.  A  summary  follows: 

1.  The  DoD  should  take  advantage  of  the  relative  maturity  of  the 
technology  for  creating  expert  systems.  Specific  applications  of 
maintenance  expert  systems  should  be  started  immediately  and 
multi-application  maintenance  experts  developed  and  standardized. 

Develop  maintenance  expert  systems  immediately  for  current 
maintenance  applications  where  the  existing  ATE  has  been  inadequate. 
Permit  these  systems  to  be  built  in  any  convenient  language  ana 
architecture,  except  that  test  programs  generated  for  outside  use  would 
be  in  ATLAS. 
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Develop  versatile  maintenance  experts  for  specific  domains  (eg 
digital  electronics)  capable  of  use  in  different  systems.  System 
specific  data  would  be  required  for  each  application,  but  the  knowledge 
base  would  remain  the  same. 

Develop  a  tool  to  automate  the  creation  of  the  system  specific  data 
required  by  the  maintenance  experts  described  in  the  preceding 
paragraph. 

2.  Develop  "smart"  built-in-test  (BIT)  systems  to  reduce  false  alarms, 
identify  intermittent  failures,  improve  BIT  coverage. 

3.  Fund  applied  research  in  AI  for  maintenance  to  improve  expert  system 
designs  and  to  develop  other  promising  applications.  Topics  could 
include  automating  creation  of  maintenance  manuals,  applications  to 
maintenance  information  systems,  AI  based  automatic  test  pattern 
generation  (ATPG) ,  VHSIC  design  for  testability,  knowledge  based 
computer  aided  instruction  (CAI) ,  and  self-improving  diagnostics. 

4.  Foster  an  integrated  DoD-Inaustry  approach.  Coordinate  DoD  activity 
through  a  tri-service  working  group  under  the  existing  JLC  panel  on 
automatic  testing.  Encourage  private  avenues  of  development;  continue 
to  support  industry  IR&D  in  the  area. 
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1.0.  INTRODUCTION 


The  maintenance  of  modern  military  systems  employs  a  variety  of 
automation.  Bui  It -In-Test  (BIT)  provides  on-line  fault  detection  and 
some  isolation,  Automatic  Test  Equipment  (ATE)  is  indispensable  at 
intermediate  and  depot  repair  stations,  and  automated  maintenance  aids 
and  trainers  abound. 


These  developments  were  designed  to  speed  maintenance  and  to 
compensate  for  declining  skill  levels  in  the  maintenance  force.  They 
are  currently  far  from  satisfactory.  Modern  maintenance  is 
characterized  by  excessive  false  alarms  and  unnecessary  removals  at  all 
levels  of  maintenance.  Even  with  successful  use  of  ATE,  throughput  is 
far  from  ideal.  ATE  too  often  fails  to  isolate  a  failure,  requiring 
skillful  human  intervention,  or  expensive  "shotgun"  maintenance 
approaches . 

The  results  of  these  deficiencies  are  long  maintenance  times, 
resources  wasted  in  unnecessary  or  inefficient  maintenance  actions,  and 
systems  out  of  action  which  need  not  be.  Correcting  these  problems 
would  therefore  provide  both  an  economic  advantage  and  a  force 
multiplier. 

It  can  be  expected  that  normal  evolution  of  testing  technology  will 
reduce  the  severity  of  these  problems.  However,  quantum  improvements 
will  require  radical  changes  in  approaches.  One  possibility  is  the 
application  of  Artificial  Intelligence  (AI)  techniques  to  maintenance. 
A I  is  beginning  to  see  application  to  practical  problems  in  many 
disciplines,  and  hence  is  potentially  capable  of  relatively  rapid 
implementation  into  military  systems. 


2.0.  COMMITTEE  APPROACH  AND  MEMBERSHIP 


From  a  variety  of  sources,  23  people  were  identified  as  potential 
contributors  to  the  study.  Each  of  these  w*a  informed  of  the  study 
objectives  and  invited  to  contribute  position  papers  describing  their 
recommendations  to  DoD  with  their  best  estimates  of  costs,  benefits,  and 
technological  risks.  All  responses  were  consolidated  by  the  committee 
chairman  into  this  report.  Considered  as  a  position  paper  was  a  copy  of 
proposals  submitted  by  the  Air  Force  Human  Resources  Laboratory  to  a 
tri-service  working  group.  Other  inputs  were  a  survey  by  the  Rome  Air 
Development  Center  on  Artificial  Intelligence  applications  to 
Testability  and  various  articles  in  the  literature.  The  chairmans 
consolidation  was  aided  greatly  by  the  technical  advice  of  Mr.  Robert 
Schrag,  who  reviewed  each  iteration  of  the  draft. 

The  contributors  to  this  report  are: 

•  Anthony  Coppola,  Rome  Air  Development  Center  (chairman) 

•  Eric  J. Braude,  RCA 

•  R.P.Caren,  Lockheed 

•  Marvin  Danicoff,  Office  of  Naval  Research 

•  Leonard  Friedman,  Jet  Propulsion  Laboratory 

•  Russell  M. Genet,  Air  Force  Human  Resources  Laboratory 

•  21t  Lorraine  M.Gozzo,  Rome  Air  Development  Center 

•  John  H.  Hinchman,  General  Dynamics 

•  Robert  Hong,  Grumman 

•  Robert  Schrag,  Rome  Air  Development  Center 


3.0.  ORGANIZATION  OF  THIS  REPORT 


The  next  section  of  this  report  will  illustrate  some  of  the 
problems  with  current  maintenance  of  military  equipment.  Following  it 
will  be  an  introduction  to  Artificial  Intelligence.  The  next  section 
will  discuss  the  extent  of  current  applications  of  AI  to  maintenance, 
and  the  ultimate,  though  perhaps  not  realizable,  implications  of  Ai 
technology  to  maintenance.  Following  this  will  be  a  discussion  of 
caveats  and  potential  traps  in  applying  AI.  After  a  brief  discussion  of 
present  AI  research  in  maintenance  applications,  the  final  section  will 
present  a  consolidation  of  the  committees  recommendations  to  DoD. 
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4.0.  ILLUSTRATIONS  OF  MAINTENANCE  PROBLEMS 


Figure  1  shows  a  summary  of  information  compiled  by  the  Air  Force 
Test  and  Evaluation  Center  during  tests  of  the  E-3A  (AWACS)  radar.  Of 
the  nearly  12,000  indications  of  malfunction,  seven  percent  were 
excluded  as  not  relevant  to  the  test  program  (failures  caused  t>y 
external  causes,  etc.)  Of  the  remainder,  false  alarms  outnumbered 
failures  (items  on  which  maintenance  was  performed)  by  more  than  ten  to 
one.  Although  these  were  recognized  as  false  alarms  before  starting 
through  the  maintenance  chain,  they  represent  at  the  least  a  source  of 
annoyance  to  a  busy  aircrew.  Of  those  eight  percent  considered  as  valid 
indications  of  failure,  25%  could  not  be  duplicated  at  the  first 
maintenance  check  (CND) .  These  might  be  additional  false  alarms  or, 
perhaps,  intermittent  failures  which  occur  only  under  the  flignt 
environment.  In  either  event,  25%  of  the  first  maintenance  actions 
accomplished  nothing. 

Of  the  remaining  maintenance  actions,  98%  of  the  failures  were 
detected  by  the  BIT,  leaving  two  percent  to  be  found  by  manual  means. 
This  is  a  creditable  performance,  but  unfortunately  not  true  of  all 
systems . 

When  the  attempt  was  made  to  isolate  the  failures  detected  by  BIT, 
it  was  found  that  the  automatic  test  equipment  could  not  identify  tne 
failed  component  in  half  of  the  cases,  which  by  necessity  reverted  to 
manual  procedures.  Also  noteworthy  is  that  15%  of  the  cases  retested  as 
apparently  good  (RETOK) ,  requiring  no  maintenance. 

The  message  of  these  figures  is  that  there  is  too  much  unnecessary 
maintenance,  that  the  automated  techniques  are  contributing  to 
unnecessary  maintenance,  that  they  are  not  sufficiently  reducing  manual 
troubleshooting,  and,  perhaps,  that  some  failures  are  escaping  tne 
maintenance  procedures. 

The  false  alarm  problems  of  AWACS  are  by  no  means  unique.  An 
on-board  failure  recorder  for  the  F-111D  proved  ineffectual  because  a 
similar  ratio  of  failure  indications  to  actual  failures.  False  alarms 
in  the  F-16  caused  innovations  in  BIT  mechanization  which  will  be 
discussed  later.  Outside  the  military,  a  study  by  Lockheed  for  Tne 
Electric  Power  Research  Institute  (1977)  found  the  same  problem  in 
Nuclear  power  plant  control  rooms.  One  rather  frightening  picture  in 
their  report  shows  a  control  room  in  which  65  warning  lights  could  os 
seen.  All  were  ignored  by  the  operators  as  false  alarms. 

Another  universal  maintenance  problem  is  the  number  of  items  which 
test  good  in  maintenance.  Figures  gathered  from  the  United  States  Air 
Force,  the  Canadian  Air  Force,  the  Navy  avionics  repair  facilities  and 
the  commercial  airlines  all  show  that  30%  or  more  of  units  in 
maintenance  test  Jood.  Hence,  a  significant  amount  of  maintenance  is 
either  unnecessary  or  ineffectual. 
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ILLUSTRATION  OF  MAINTENANCE  PROBLEMS 
E-3A  RADAR  TESTS 


FAILURES 


In  March  1983  ,  the  Worrier-Robins  Air  Logistics  Center  provided  the 
following  list  of  maintenance  problems: 

•  Test  programs  proceed  in  sequence  until  a  failure  is  found. 
Some  of  these  run  as  long  as  three  and  one-half  hours.  In  one 
of  these,  the  most  common  failure  was  detected  in  the  last 
segments  of  the  program. 

•  Memory  devices  are  particularly  difficult  to  test. 

•  The  ATE  does  not  isolate  all  the  failures,  leaving  those  not 
found  to  the  ingenuity  of  the  maintenance  personnel. 

•  The  fault  isolation  is  too  often  ambiguous.  For  example, 
while  the  F-15  ATE  normally  isolates  a  failure  to  a  single 
part,  it  can  also  return  a  list  of  suspect  parts  as  high  as 
15.  Memory  devices  are  especially  prone  to  high  ambiguity  in 
isolation. 

•  The  test  program  may  isolate  to  a  string  of  components,  whicn 
would  all  be  replaced  or  further  isolation  performed  by  manual 
means.  Some  hybrid  circuits  cost  from  $300  to  $3,000  making 
"shotgun"  replacement  an  expensive  proposition.  Even  a  string 
of  relatively  cheap  parts  represents  a  significant  maintenance 
cost  in  manhours  if  all  are  replaced. 

•  The  ATE  will  not  isolate  chassis  problems  (eg  broken  wires) 


These  problems  translate  into  overloaded  maintenance  facilities, 
increased  requirements  for  spare  units  in  the  pipeline,  and  excessive 
costs  for  labor  and  consumables. 

In  summary,  there  is  ample  opportunity  for  increasing  readiness 
significantly  by  alleviating  these  maintenance  deficiencies. 
Significant  improvements  in  new  systems  may  be  possible  by  merely 
designing  the  hardware  to  be  easier  to  test.  Another  approach, 
applicable  to  both  new  and  existing  systems  is  to  make  the  test 
equipment  "smarter".  Significant  improvements  will  require  significant 
changes  in  technology,  incorporating  the  techniques  of  Artificial 
Intelligence. 


5.0.  INTRODUCTION  TO  ARTIFICIAL  INTELLIGENCE 


There  is  no  standard  definition  of  Artificial  Intelligence.  An 
often  used  definition  is  the  capability  of  a  machine  to  do  a  task  which 
if  done  by  a  human  would  be  considered  to  require  intelligence.  Thus  an 
automobile  would  not  be  an  example  of  AI ,  since  walking  is  not 
considered  to  require  intelligence.  A  chess-playing  computer,  on  the 
other  hand,  is  an  example  of  AI . 

This  definition  is,  however,  too  simplistic.  Under  it,  all  BIT  and 
ATE  would  be  considered  manifestations  of  AI ,  since  locating  faults 
requires  intelligence.  However,  the  brute  force  approach  of  a  fixed 
sequence  of  stimulus-response  comparisons  to  preestablished  criteria 
cannot  be  considered  an  impressive  show  of  intelligence  in  machine  or 
man.  Hence,  a  more  sophisticated  definition  is  called  for. 

To  eliminate  the  trivial  mechanizations  falling  under  the  simple 
definition,  we  shall  add  the  criteria  that  the  machine  must  have  the 
capability  of  forming  and  manipulating  abstractions.  This  would  include 
such  activities  as  forming  hypotheses  (eg  the  location  of  a  failure)  , 
the  testing  of  hypotheses,  learning,  and  inference. 

It  should  be  noted  that,  for  our  purposes,  it  does  not  matter 
whether  or  not  the  machine  solves  a  problem  in  the  same  manner  a  human 
would.  While  much  research  in  AI  is  directed  at  understanding  human 
intelligence,  we  will  be  completely  indifferent  to  the  processes 
involved,  so  long  as  they  represent  the  most  cost-effective  solutions  to 
the  practical  applications  of  interest. 

5.1.  AI  FIELDS  OF  STUDY 

There  is  also  no  standard  breakdown  of  AI  fields  of  study.  For 
convenience  we  shall  use  a  list  of  topics  extracted  from  "Principles  of 
Artificial  Intelligence"  by  Nils  J.  Nilsson  (1980,Tioga  Publishing  Co., 
Palo  Alto,  Ca.) .  In  this  section  we  will  briefly  describe  the 
objectives  of  each  topic.  In  the  next  section,  their  current  and 
potential  applications  to  Maintenance  will  be  discussed.  The  fields  of 
study  are: 

5.1.1.  NATURAL  LANGUAGE  PROCESSING. 

For  our  purposes,  this  field  of  study  includes  all  attempts  to  make 
a  machine  capable  of  understanding  inputs  in  natural  language  (ie 
English)  whether  typed  or  spoken.  We  shall  also  include  the  synthesis 
of  machine  replies  in  written  or  spoken  English. 

It  has  been  extremely  difficult  to  give  a  machine  the  capability  of 
"understanding"  even  subsets  of  natural  language.  This  is  because  a 
message  is  understood  not  only  by  its  text,  but  by  the  total  experience 
of  its  receiver.  For  example,  consider  the  following  conversation: 

"Hungry?" 

"I've  got  a  MacDonalds  coupon." 

"keys?" 

"Here.  Let's  go." 


The  many  non-spoken  portions  of  the  conversation  are  readily 
understood  by  a  human,  and  the  message  makes  sense.  To  a  machine,  it  is 
a  sequence  of  non-sequitors . 

This  is  not  to  say  that  useful  language  recognition  has  not  been 
accomplished.  A  simulated  robot  manipulator  called  SHRDLU  can  carry  on 
meaningful  dialogs  in  the  limited  scope  of  its  world  of  blocks  on  a 
table  top.  KNOBS,  an  expert  system  i.i  development  for  tactical  air 
mission  planning,  has  an  extensive  natural  language  understanding 
capability. 

Recognizing  spoken  speech  compounds  the  problems  of  understanding 
the  meaning  of  the  message  with  problems  of  recognizing  the  message 
itself.  Separating  words  in  spoken  sentences  has  proven  a  difficult 
chore.  Practical  use  is  being  made  of  spoken  cues  to  machines  where  a 
cue  is  a  one  word  direction  such  as  "back" , "next  ”,  or  "two".  Even  here, 
the  machine  must  be  trained  to  the  voice  of  its  operator  and  may  not 
respond  to  another  speaker. 

Synthesizing  speech  is  much  easier  than  understanding  it  as  the 
plethora  of  talking  computers  indicates.  The  main  problems  in  speech 
synthesis  is  giving  the  computer  the  ability  to  know  what  to  say. 

5.1.2.  INFERENTIAL  RETRIEVAL  FROM  DATA  BASES. 

The  design  of  efficient  data  bases  is  a  computer  science  field  of 
interest.  It  becomes  an  AI  consideration  when  the  desired  retrieval  is 
a  deduction  rather  than  a  stored  fact.  For  example,  an  AI  machine  with 
intelligent  retrieval  could  solve  the  logic  puzzles  which  provide  such 
facts  as  "John  and  the  engineer  went  to  Bermuda"  and  "Marie  travelled  by 
bus."  with  the  reader  required  to  deduce  the  occupation  and  vacation 
choice  of  all  the  names  provided.  Like  language  understanding,  this 
requires  a  store  of  "common  knowledge"  pertinent  to  the  problems  of 
interest  (eg  Bermuda  is  not  accessible  by  bus)  as  well  as  inferential 
mechanisms.  A  practical  system  will  also  have  to  understand  queries, 
making  natural  language  understanding  ability  a  valuable  adjunct 
feature . 

5.1.3.  THEOREM  PROVING. 

There  are  several  programs  which  will  automatically  prove 
mathematical  theorems.  The  techniques  developed  for  these  are  of 
significant  value  to  other  AI  applications.  Theorem  proving  methods  can 
be  extended  to  information  retrieval  and  failure  location  when  these 
tasks  are  formalized  as  theorems  to  be  proven.  (eg  a  theorem  to  be 
proven  could  be  that  a  failure  is  located  in  a  given  component.) 
Theorem-proving  techniques  attempt  to  establish  a  procedure  for 
selecting  from  amonq  possible  rules  to  apply  to  the  problem  and  to 
establish  subproblems  leading  to  the  solution. 

5.1.4.  AUTOMATIC  PROGRAMMING. 

Strictly  speaking,  existing  compilers  are  automatic  programmers. 
They  accept  the  higher  order  language  and  write  an  ODject  code  to  do  a 
specified  job.  In  the  AI  sphere,  the  interest  is  in  machines  which  will 
convert  high  level  descriptions,  the  ultimate  being  an  English  input,  to 
an  executable  program.  This  could  include  dialogue  between  macnine  and 
user  to  resolve  ambiguities.  Automatic  programming  systems  can  also 
provide  the  valuable  added  benefit  of  verifying  that  the  program 


produced  does  the  intended  job.  Contributions  of  work  in  the  field 
include  concepts  of  "debugging"  as  a  strategy.  It  can  be  easier  to 
modify  a  quickly  generated  erroneous  program  than  to  produce  a  perfect 
product  on  the  first  pass.  Achieving  the  goals  of  automatic 
programming,  will,  however,  require  a  long  term  effort. 

5.1.5.  COMBINATORIAL/SCHEDULING  PROBLEMS. 

The  classic  example  of  this  class  of  problem  is  the  "travelling 
salesman  problem",  in  which  the  solver  attempts  to  find  a  routing  whicn 
will  permit  a  salesman  to  visit  a  given  number  of  cities  with  a  minimum 
distance  travelled.  Solutions  to  these  problems  generate  a 
"combinatorial  explosion"  of  possibilities.  The  most  efficient 
solutions  known  for  this  class  of  problem  require  solution  times  wnicn 
grow  exponentially  with  the  size  of  the  proDlem.  AI  efforts  have  been 
directed  towards  delaying  and  moderating  the  combinatorial  explosion, 
using  knowledge  about  the  problem  domain. 

5.1.6.  MACHINE  PERCEPTION 

Understanding  of  spoken  speech  is  an  example  of  machine  perception. 
We  have  chosen  to  include  this  under  natural  language  understanding; 
similarly,  simulation  of  any  of  the  human  senses,  and  use  of  sensory 
inputs  such  as  infra-red,  radar  returns,  etc.,  can  be  considered  machine 
perception.  The  problems  can  be  represented  by  a  discussion  of  the 
interpretation  of  visual  images. 

Detectors  of  light  intensity  can  be  constructed.  AI  programs  exist 
to  deduce  geometric  features  such  as  straight  lines  and  to  separate  the 
boundaries  of  various  solid  objects.  The  ultimate  goal  is  to  produce  a 
high  level  description,  such  as  "a  house  with  three  windows". 
Achievement  of  this  goal  is  yet  to  come,  but  here  again  knowledge  of  the 
problem  domain  may  be  the  key.  (It  should  be  easier  to  distinguish  a 
tank  from  a  truck  in  a  convoy,  for  example,  than  to  identify  every 
object  in  a  photograph  of  Times  Square.) 

5.1.7.  EXPERT  CONSULTING  SYSTEMS 

There  now  exist  a  number  of  automated  consultants  to  aid  in  solving 
various  problems,  including  fault  diagnosis.  One  AI  technique  employed 
in  such  systems  is  rule  based  deduction.  Specific  domain  knowledge  ana 
problem  solving  rules  obtained  from  a  human  expert  are  used  by  the 
machine  to  formulate  and  test  hypotneses.  The  system  will  create  a 
dialog  with  its  user  to  obtain  data  needed  by  its  rules,  and  will  use 
inferential  procedures  to  work  with  incomplete  or  conflicting  data. 


Difficulties  in  creating  expert  systems  arise  in  the  reduction  ol 
the  experts'  knowledge  to  a  set  of  rules.  Even  a  willing  expert  may  oe 
unable  to  so  reduce  his  knowledge.  Representing  the  knowledge  oa^e  is 
also  a  key  problem. 

Obviously,  many  developments  in  the  AI  fields  described  above  wiil 
have  their  applications  to  expert  systems. 

5.1.8.  ROBOTICS 

Robots  are  the  AI  application  most  visible  to  the  puolic,  and 
thousands  are  in  practical  use.  However,  the  typical  application  is  rar 
less  sophisticated  than  the  highly  publicized  experimental  models.  A 
presentation  on  General  Motors  robotic  applications  at  the  1983  Annual 
Reliability  and  Maintainability  Symposium  pointed  out  that  tne  roDot  in 
a  work  station  is  often  virtually  hidden  behind  a  complex  of  automatic 
positioning  machinery  needed  to  assure  the  parts  manipulated  by  the 


robot  are  always  in  the  expected  place.  Developments  in  robotics  are 
aimed  at  creating  planning  capabilities  to  elevate  the  robot  from  a  mere 
manipulator  of  items  in  a  structured  situation,  and  at  coupling  machine 
perception  to  reduce  its  dependence  on  an  orderly  environment. 


6.0.  CURRENT  AND  POTENTIAL  APPLICATIONS  OF  AI  TO  MAINTENANCE 


This  section  will  discuss  the  maintenance  applications  of  each  of 
the  AI  topics  described  above.  Existing  applications  of  AI  in 
maintenance  or  in  analogous  fields  will  be  described.  Techniques  on  tne 
fringes  of  AI  or  useful  to  AI  applications  will  be  also  be  covered. 
Potential  near  term  applications  will  be  identified.  Finally,  the 
ultimate  implications  of  the  field  of  study  will  be  postulated.  These 
are  the  applications  which  could  be  made  if  all  the  goals  of  the  AI 
field  were  achieved.  They  are,  of  course,  far  out  both  in  time  and  in 
imagination,  and  may  never  become  possible.  Nevertheless,  tney 
represent  a  set  of  goals  against  which  progress  can  be  measured. 

6.1.  NATURAL  LANGUAGE  PROCESSING. 

As  mentioned  above,  SHRDLU  can  carry  on  a  conversation  with  its 
user  about  its  limited  domain.  A  medical  diagnosis  system,  MYCIN,  can 
do  the  same  with  a  doctor  about  bacterial  infections.  Hence,  it  is 
certainly  a  near  term  possibility  that  a  maintenance  system  can  be  made 
to  converse  with  its  user  in  a  useful  subset  of  English.  This  would  be 
accomplished  by  the  user  typing  in  his  sice  of  the  conversation.  The 
machine  could  respond  by  printout,  CRT  display  or  synthesiaed  speech. 

Spoken  interaction  would  be  highly  desirable  as  it  would  free  the 
maintenance  man  from  the  terminal.  He  could  then  have  both  hands  free 
and  could  operate  in  remote  locations  using  a  portable  headset  to 
consult  his  computer.  At  this  time  there  exist  maintenance  trainers 
which  respond  to  voice  cues,  which  is  certainly  a  step  forward. 
However,  verbal  communication  in  near  conversational  style  must  be 
considered  a  far  out  application. 

6.2.  INFERENTIAL  RETRIEVAL  FROM  DATA  BASES 

Current  applications  to  maintenance  of  this  topic  must  be 
considered  only  on  the  fringes  of  AI,  with  the  possible  exception  of 
Automatic  Test  Pattern  Generation  (ATPG) .  ATPG  is  used  to  generate  the 
test  patterns  for  digital  logic.  At  present,  the  machine  is  superior  to 
the  human  in  formulating  tests  for  combinatorial  logic,  and  inferior  in 
sequential  logic.  Near  term  possibilities  are  the  improvement  of 
machine  handling  of  sequential  logic  and  development  of  ATPG  for  analog 
circuitry.  The  ultimate  potential  would  be  the  complete  elimination  of 
the  manual  part  of  the  process. 

On  the  fringe  of  AI  is  the  use  of  computerized  models  to  direct  the 
testing  process.  There  are  three  existing  programs  which  will  use  a 
stored  representation  of  an  equipment  to  reduce  the  number  of  tests 
needed  to  isolate  a  failure.  The  first  of  tnese  was  LOGMOD  (DETtX 
Corp.).  The  LOGMOD  data  base  is  a  user  prepared  logical  roooel  of  tne 
system.  Using  this  model,  a  heuristic  (rule  following)  procedure  uses 
the  results  of  each  test  made  by  the  maintenance  man  to  direct  him  to 
the  next  test  such  that  each  test  eliminates  half  of  the  suspect 
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components  until  the  failed  unit  is  isolated.  The  STAMP  program  (ARINC) 
uses  a  nodal  representation  of  the  system  and  provides  various  search 
options  such  as  eliminating  components  with  half  the  predicted  failure 
rate.  The  third  system,  FIND,  in  development  by  Hughes,  has  similar 
features . 

The  Modular  Automatic  Test  Equipment  (MATE)  office  of  the  Air  Force 
Aeronautical  Systems  Division  has  created  a  working  example  of  a  self¬ 
improving  diagnosis  (SID)  system.  This  system  would  be  used  when  a 
failure  cannot  be  found  by  ATE.  It  would  summon  manual  troubleshooting 
and  request  a  record  of  the  successful  repair  action.  These  records 
would  be  used  to  recommend  repair  actions  on  future  occurrences  of  the 
same  failure  symptom.  While  the  test  model  uses  only  the  relative 
frequency  of  successful  fixes  for  a  particular  symptom,  inferential 
mechanisms  could  be  added  to  detect  trends  which  suggest  revisions  to 
the  strategy  dictated  by  frequency  alone. 

Also  proposed  by  the  MATE  office  is  the  recording  by  the  SID  of  the 
serial  numbers  of  all  items  repaired  and  the  application  of  heuristics 
to  identify  items  which  return  too  often.  These  would  be  flagged  as 
requiring  special  attention  because  of  the  possibility  of  a  chronic 
problem  not  solved  by  the  routine  procedure.  This  feature  now  exists  in 
a  Marconi  ATE  system. 

6.3.  THEOREM  PROVING 

Theorem  proving  techniques,  as  mentioned,  are  used  in  AI 
applications  in  the  other  fields  of  interest  listed,  particularly  in 
expert  systems.  Their  contributions  in  these  applications  will  be 
covered  in  the  appropriate  discussions.  There  is  one  application  which 
is  well  worth  noting  here. 

BIT  signals  are  too  often  false  alarms.  In  addition,  intermittent 
failures  are  difficult  to  distinguish  from  false  alarms.  Theorem 
proving  techniques  could  be  employed  to  test  BIT  signals  to  discriminate 
against  false  alarms  and  to  identify  intermittent  failures. 

A  simple  procedure  was  used  by  the  F-16  to  evaluate  BIT  signals. 
Each  signal  was  stored  and  the  BIT  checked  again  after  a  short  time.  If 
five  out  of  seven  checks  agreed  on  a  failure  indication,  the  BIT  latch 
was  triggered.  Smart  bit  would  extend  this  to  such  actions  as  changing 
the  decision  threshold,  adjusting  the  bit  sensitivity,  and  identifying 
intermittent  failures.  Smart  BIT  systems  on  individual  weapons  systems 
could  compare  their  memories  to  identify  unusual  circumstances.  The 
comparison  might,  for  example,  show  one  system  with  more  than  expected 
failure  indications  indicating  some  problem  with  the  platform  (eg  a 
faulty  environmental  control  system).  With  incorporated  environmental 
data,  smart  BIT  could  help  locate  an  identified  intermittent  failure. 
The  Boeing  OBIT  circuit  and  the  Battelle  stress  meter  are  designed  to 
record  environmental  data  and  could  be  added  to  the  smart  bit.  Smart 
BIT  is  considered  a  near  term  possibility. 

6.4.  AUTOMATIC  PROGRAMMING 

ATPG ,  mentioned  above, can  be  considered  an  example  of  automatic 
programming.  There  are  also  programs  which  assist  a  test  engineer  in 
creating  ATLAS  statements  for  test  equipment,  though  these  are  not 
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really  sophisticated  enough  to  warrant  the  title.  The  ultimate 
application  of  automatic  programming  will  be  the  real  time  generation  ot 
ATLAS  test  vectors  from  a  computerized  representation  of  the  system,  as 
they  are  needed  by  an  expert  system  isolating  a  failure.  Tms  is 
definitely  not  a  short  term  goal. 

6.5.  COMBINATORIAL/SCHEDULING  PROBLEMS 

Work  in  this  topic  can  be  used  in  the  near  term  to  develop  models 
for  queuing  maintenance  for  minimum  impact  on  system  down  time.  It  can 
also  be  used  to  design  for  fault  tolerance  of  distributed  systems  such 
as  command  and  control  systems  or  for  fault  tolerance  in  VHSIC  chips. 

The  ultimate  potential  of  the  techniques  would  be  in  real  time 
maintenance  scheduling  and  in  real  time  reconfiguration  of  networks 
around  a  fai led  component . 

6.6.  MACHINE  PERCEPTION 

Current  AI  programs  can  identify  shapes.  On  a  simpler  level,  the 
Marconi  ATE  mentioned  above  will  read  serial  numbers  marked  in  bar 
codes,  and  optical  character  readers  are  available  to  read  stylized 
alphanumerics .  We  can  thus  easily  produce  systems  which  will  read 
information  printed  on  a  board,  but  this  will  be  of  no  use  until  the  ATE 
is  programmed  to  make  use  of  the  information.  In  the  near  term  we  can 
add  automation  to  ATE  letting  it  call  its  own  test  programs  from  its 
identification  of  the  board.  This  could  be  of  value  in  that  it  would 
eliminate  some  of  the  duller  responsibilities  of  the  maintenance  man. 
In  the  long  term,  machine  perception  can  be  used  to  get  full  value  from 
robot  systems  by  recognizing  rotations  and  displacements  of  items  to  be 
tested,  which,  with  an  appropriate  control  program,  will  eliminate  the 
need  for  items  to  be  fed  to  the  robot  in  a  rigidly  controlled  manner. 
Presuming  a  robot  fed  ATE  system,  the  automatic  identification  features 
would  become  quite  useful,  as  the  human  would  be  needed  only  when  the 
machine  required  intelligent  help.  With  ambulatory  robots,  perception 
could  be  used  to  locate  particular  boards  in  an  equipment  for  removal  by 
the  robot  and  conveyance  to  the  ATE. 

6.7.  EXPERT  CONSULTING  SYSTEMS 

Expert  systems  are  in  practical  use  today  for  configut:ng  computer 
systems  (Rl)  ,  and  are  available  for  medical  diagnosis  (MYCIN,CADUCEUS) 
and  locating  mineral  deposits  (PROSPECTOR).  There  are  also  Expert 
systems  in  various  states  of  development  for  fault  isolation.  These 
include  DELTA  for  the  maintenance  of  locomotives,  REACTOR  for  nuclear 
reactors,  CRITTER  for  digital  circuits,  IDT  used  on  a  computer,  and  DART 
designed  for  computer  hardware.  Hence,  maintenance  expert  systems  are 
relatively  near  term  possibilities. 

The  diagnostic  search  programs  (LOGMOD , STAMP, FIND)  ,  mentioned 
above,  would  seem  to  be  a  valuable  adjunct  to  an  expert  maintenance 
program  in  that  they  can  be  used  by  the  program  to  set  up  its  strategy 
from  the  design  of  the  unit  under  test. 

An  expert  system  requires  a  knowledge  base  of  its  domain.  At 
present,  this  is  provided  by  the  user.  LOGMOD,  et  al,  require  user 
layout  of  the  system  and  user  generation  of  appropriate  tests.  The 


ultimate  expert  system  would  use  advances  in  automatic  programming  to 
perform  fully  automatic  testing  by  deriving  its  knowledge  from  a  maenme 
read  schematic,  forming  its  strategy  from  that  knowledge,  and  generating 
appropriate  tests  as  it  needs  them. 

Once  the  ATE  has  the  knowledge  it  needs  to  operate  as  an  expert 
system,  it  can  also  be  used  as  a  maintenance  aid  to  direct  a  human  wnen 
his  intervention  is  necessary.  It  could  also  provide  the  interaction 
needed  for  training  its  operator.  Thus  the  expert  system  would  serve  as 
ATE,  maintenance  aid,  and  training  device.  While  probably  not  a  short 
term  effort,  the  integration  of  maintenance  aids  should  not  be  a  far  out 
proposition.  Integrating  a  training  capability  will  be  a  long  term 
proposition  needing  advances  in  computer  aided  instruction  (CAI) 
techniques . 

Computer  aided  design  (CAD)  programs  can  be  considered  a  form  of 
expert  system,  even  though  their  current  approaches  may  not  be 
considered  to  be  examples  of  AI .  The  Rome  Air  Development  Center  is 
studying  the  incorporation  of  ease  of  test  considerations  to  CAD 
programs.  From  these  can  spring  an  expert  system  which  wnich  will 
create  a  design  with  a  minimum  of  maintenance  problems.  This  will 

require  the  creation  of  a  set  of  design  rules  for  ease  of  maintenance 

and  a  set  of  rules  to  trade  these  off  against  other  considerations  such 
as  thermal  design,  wiring  constraints,  etc.  The  design  rules  should  be 
a  near  term  possibility,  but  creating  the  trade-off  rules  will  be  a  more 
difficult  task. 

6.8.  ROBOTICS 

Current  use  of  robots  is  mostly  as  programmable  manipulators.  At 
least  two  companies  have  designed  robot  manipulators  to  feed  test 
samples  into  ATE.  Another  immediate  possibility  is  the  handling  of  the 
adapters  which  form  the  interface  between  test  samples  and  the  ATE, 

relieving  the  human  of  the  need  to  manually  change  adapters.  Near  term 

possibilities  are  the  use  of  machine  perception  permitting  the  robot  to 
work  in  an  unorganized  environment  (eg  correctly  feed  printed  circuit 
boards  piled  randomly  on  a  table.)  The  far  out  application  is  the  use  of 
an  ambulatory  robot  with  an  expert  system  to  perform  completely 
automatic  maintenance. 


7 .0 .  CAVEATS 


Herbert  Dreyfus,  a  critic  of  AX,  divides  intelligent  activity  into 
four  classes.  His  lowest  class,  Associationistic  (learned  by  memory) 
includes  such  examples  as  maze  problems.  The  next  higher  class.  Simple 
formal  (learned  by  rule)  includes  games  like  tic-tac-toe  and  the  proof 
of  theorems  using  mechanical  proof  procedures.  These  problems  are 
easily  handled  by  AI  techniques.  The  highest  class,  nonformal 
activities,  (learned  by  example)  includes  problems  which  Dreyfus  sees  no 
possibility  for  solution  by  AI  techniques.  These  include  natural 
language  translation  and  ill-defined  games  such  as  riddles.  The 
remaining  class  i.s  complex  formal  (learned  by  rule  and  practice)  which 
includes  uncomputable  games  like  chess  and  proof  of  theorems  where  no 
mechanical  proof  procedure  applies.  Here  AI  is  most  difficult  to  apply 
and  this  is  the  realm  of  maintenance  problems.  Fortunately,  as  the  many 
chess-playing  programs  attest,  the  difficulties  are  not  insurmountable. 

As  with  all  new  technology,  applications  of  AI  cannot  be  made 
carelessly.  Besides  the  natural  limitations  and  technical  constraints, 
we  must  consider  the  impact  of  AI  on  the  maintenance  personnel,  we 
shall  now  briefly  discuss  some  potential  traps. 

The  natural  limitations  of  AI  arise  from  the  fact  that  we  cannot 
build  a  machine  which  duplicates  the  intelligence  of  a  human.  Hence,  we 
cannot  create  a  machine  which  will  understand  natural  language,  because 
we  cannot  build  in  the  total  experience  that  a  human  uses  to  interpet  a 
message.  We  can  only  hope  to  give  it  sufficient  ability  to  communicate 
in  its  domain  and  some  capability  to  add  new  words  to  its  vocabulary. 

It  will  be  a  long  time,  if  ever,  that  a  machine  will  have  a  true 
ability  to  learn.  No  plans  should  anticipate  such  a  capability  until 
evidence  of  significant  progress  is  available. 

In  creating  expert  systems  by  reducing  the  expert's  operation  to  a 
set  of  rules,  we  ignore  the  fact  that  expertise  is  a  behavior  rather 
than  a  set  of  rules.  If  the  rules  will  suffice,  the  system  will  be 
successful.  If  not,  we  must  provide  for  the  human  to  take  over  as 
necessary . 

Technical  constraints  on  AI  include  processing  time  and  memory 
requirements.  AI  programs  are  noted  for  filling  up  large  machines. 
While  higher  speeds  and  larger  memories  are  still  being  developed, 
practical  applications  must  recognize  the  limits.  As  an  example,  ten 
factorial  combinations  is  not  a  large  number.  Yet  if  the  analysis  of 
each  took  23  milliseconds,  the  problem  would  require  24  hours  of  macnine 
time.  As  another  example,  there  are  approximately  10  to  the  50th  power 
atoms  in  the  earth.  This  is  far  smaller  than  the  possible  number  ot 
moves  in  a  chess  game.  Hence,  the  combinatorial  explosion  is  sometning 
to  be  avoided  in  AI  programs,  as  the  chess-players  do  by  pruning  their 


AI  programs  are  typically  begun  as  small  feasibi  lity 
demonstrations.  Trouble  begins,  however,  when  one  attempts  to  scale  up 
the  program  to  handle  real  world  complications.  Hence,  the  technical 
limits  to  an  available  technique  must  be  considered  before  its 
application  to  a  new  problem. 

Finally,  in  applying  AI  to  maintenance  we  must  consider  the 
man-machine  relationship.  Declining  skill  levels  promote  a  temptation 
to  follow  a  "smart  machine-dumb  man"  philosophy.  If  the  man  is  subject 
to  direction  by  a  machine  which  does  not  credit  him  with  any  capability, 
then: 

•  Any  capability  he  has  is  wasted 

•  He  will  not  improve  in  capability 

•  He  will  find  no  satisfaction  with  his  job 

The  items  listed  above  are  not  only  demeaning  to  the  man,  they  can 
create  a  dangerous  working  climate. 

For  this  reason,  AI  applications  to  maintenance  should  to  the 
greatest  extent  possible  be  designed  to  adapt  to  the  skill  of  the  user, 
and  serve  as  a  means  to  improve  his  skill.  There  are  considerations 
which  can  be  made.  Intelligent  trainers  now  exist  which  will  adapt 
their  mode  of  operation  to  the  needs  of  the  student.  There  is  no  need 
for  an  expert  system  to  communicate  by  a  fixed  list  of  questions  to  the 
operator.  It  can  begin  by  asking  for  the  operators  findings  ana 
conclusions . 

AI  systems  must  to  the  extent  possible  be  designed  so  that  the 
human  will  consider  it  as  a  partner  rather  than  as  an  inanimate  tyrant 
for  which  the  human  performs  trivial  functions. 


8.0.  PRESENT  RESEARCH  IN  AI  APPLICATIONS  TO  MAINTENANCE 


A  rough  estimate  of  FY-83  funding  in  AI  research  is  the  range  from 
$36  million  to  $46  million.  Of  this,  DoD  agencies  account  for  $20 
million,  and  other  U.S.  agencies,  $6  million.  The  majority  of  these 
funds  are  6.1.  Industry  will  spend  an  estimated  $10-20  million,  which 
can  be  considered  mostly  6.2. 

Of  these  funds,  we  have  identified  $0.3  million  being  spent  by  DoD 
agencies  in  studies  of  AI  applications  to  maintenance,  and  this  amount 
is  spread  equally  among  three  studies.  These  are: 

(1)  .  A  study  by  the  Rome  Air  Development  Center  to  determine  the 
opportunities  and  risks  of  AI  applications  to  Testability,  awarded 
April,  1983  to  Boeing. 

(2)  .  A  study  by  the  Naval  Air  Engineering  Center  to  develop  AI 
applications  to  Navy  ATE,  award  pending. 

(3)  .  A  study  by  the  Air  Force  Human  Resources  Laboratory  to  adapt 
medical  expert  systems  to  maintenance,  awarded  Feb.  1983  to  Systems 
Exploration . 

In  addition,  there  are  some  other  efforts,  such  as  an  AFHRL  study 
of  AI  applications  to  training,  which  will  provide  results  useful  to 
maintenance. 

In  FY-84,  The  MATE  office  will  continue  its  work  on  Self-improving 
Diagnostics,  which  was  unfunded  in  FY-83.  RADC  will  begin  an  effort  to 
develop  designs  for  Smart  BIT.  The  Air  Force  Institute  of  Technology 
will  be  working  with  RADC  and  Warner-Robi ns  Air  Logistic  Center  to 
develop  an  experimental  expert  system  for  depot  maintenance,  aimed  at 
specific  problems  of  WRALC. 

There  is  a  significantly  greater  amount  of  Industry  I R& D  directed 
at  applying  AI  to  maintenance.  A  rough  estimate  is  $3  million  in  FY-83. 
this  does  not  include  capital  investments,  such  as  GE' s  development  of 
DELTA  to  aid  in  locomotive  repair. 

In  summary,  current  DoD  efforts  are  small  and  exploratory. 


9.0.  RECOMMENDATIONS  TO  THE  DEPARTMENT  OF  DEFENSE 


Despite  the  fact  that  the  members  of  the  committee  worked 
completely  independently,  there  is  only  one  area  of  significant 
disagreement  in  the  position  papers.  This  is  the  recommended  language 
in  which  AI  programs  should  be  written.  An  area  of  general  agreement 
was  that  expert  consultant  systems  can,  and  should,  be  applied  to 
maintenance  now.  There  was  even  a  general  consensus  of  the  development 
resources  required  for  an  expert  system:  two  years  time,  $200,000  in 
computer  costs,  and  five  to  ten  man-years  per  year.  However, 
discussions  after  review  of  the  position  papers  would  cause  these  to  be 
considered  minimum  projections,  with  perhaps  double  the  computer 
resources  and  five  years  of  time  required.  The  following 
recommendations  are  the  chairman's  consolidation  of  the  position  papers, 
discussions  with  the  RADC  contributors,  and  his  derivations  from  the 
information  given  above. 


RECOMMENDATION  NO.  1 

The  DoD  should  take  advantage  of  the  relative  maturity  of  the 
technology  for  creating  expert  systems.  Specific  applications  of 
maintenance  expert  systems  should  be  started  immediately,  and  multi¬ 
application  maintenance  experts  developed  and  standardized. 

The  DoD  should  immediately  develop  expert  systems  for  existing 
maintenance  applications  where  maintenance  is  particularly  troublesome. 
As  an  example,  the  AFIT-RADC-WRALC  program  would  attempt  to  create  a 
system  to  work  with  the  F-15  analog  printed  circuit  board  test  station. 
It  would  first  be  programmed  with  the  knowledge  required  to  troubleshoot 
only  one  board,  the  most  troublesome  of  those  the  ATE  handles.  This 
would  show  the  value  of  the  approach  and  permit  debugging  of  the  system. 
More  knowledge  would  be  added  incrementally  until  the  system  handled 
every  board  assigned  to  the  original  ATE.  At  this  point,  it  would 
hopefully  be  cost  effective  to  scrap  the  original  system.  If  not,  the 
expert  system  would  still  earn  its  keep  by  its  superior  handling  of 
problem  boards.  Each  service  could  pick  a  promising  candidate  (a  system 
which  is  not  handled  well  by  the  ATE,  and  for  which  expert  maintenance 
personnel  are  both  available  and  willing  to  cooperate  in  creating  the 
expert  maintenance  system).  As  it  builds  and  refines  the  maintenance 
expert  system,  the  service  would  improve  the  operational  readiness  of 
the  candidate  system  while  it  gains  experience  and  confidence  with  the 
AI  technology.  No  risk  would  be  involved,  since  the  existing  ATE  would 
still  be  in  place.  Resources  would  be  two  to  five  years  calendar  time, 
10-20  manyears  of  effort  and  $200,000  to  $500,000  in  computer  costs  for 
each  system.  Each  system  would  pay  for  itself  in  short  order,  by 
reducing  maintenance  time  as  much  as  50%.  However,  the  real  value  of 
these  first  efforts  would  be  in  the  knowledge  gained. 

To  permit  immediate  application,  the  first  AI  maintenance  systems 
should  be  built  in  the  language  and  architecture  most  convenient  to  the 
builder  and  user,  with  a  blanket  exemption  from  any  current  policies  on 


languages.  The  only  exception  would  be  that  any  test  sequence  generated 
by  the  system  for  outside  use  would  be  in  ATLAS.  No  cost  involved. 
Will  cause  a  proliferation  of  languages  for  first  systems,  but  will 
permit  earlier  implementation,  by  years,  and  provide  information  needed 
for  ultimate  standardization.  (Chairman's  recommendation  based  on 
conflicting  inputs  in  position  papers.) 

To  improve  cost-effectiveness  in  the  longer  term,  the  DoD  should 
develop  versatile  maintenance  experts  for  specific  domains,  such  as 
digital  electronics,  which  are  used  in  many  different  systems.  They 
would  contain  the  necessary  theory  and  diagnostic  strategies  for  their 
specific  domains.  They  must  be  user  friendly  (interact  in  a  subset  of 
English,  explain  their  actions,  and  adapt  to  the  skill  of  the  user), 
and,  presuming  progress  in  computer  aided  instruction  (CA1)  techniques, 
each  system  could  ultimately  serve  as  an  integrated  ATE,  maintenance 
trainer  and  training  aid.  One  basic  system  (for  one  domain)  could  be 
built  in  two  years  with  10  manyears  effort.  System  specific  data  bases 
would  be  incorporated  during  the  development  of  the  systems  to  be 
tested.  Refinements  would  be  added  as  developed.  Benefit  would  be  the 
elimination  of  the  need  for  reinventing  the  engine  for  every 
application,  easily  worth  millions  in  development  and  training  savings. 
Technical  risk  is  moderate. 

Further  improvements  in  cost-effectiveness  would  be  made  possible 
by  developing  a  system  building  tool  to  automate  the  creation  of  tne 
system  specific  data  required  by  the  expert  system  discussed  in  the 
preceding  paragraph.  The  tool  would  extract  the  needed  knowledge  either 
from  a  human  expert  or,  ideally,  from  a  description  of  the  system  to  be 
tested.  This  will  minimize  one  of  the  major  costs  of  the  expert  system. 
Cost  would  be  about  $200,000  a  year  in  computer  costs  and  ten  manyears 
per  year.  A  prototype  could  be  available  in  two  years,  but  it  might 
take  a  five  year  program  to  complete  a  supportable  product.  Benefit 
would  be  significant  savings  in  time  and  elimination  of  errors  for  every 
new  system  to  which  it  is  applied.  No  more  than  five  applications,  if 
that  much,  would  repay  the  costs  with  a  dividend  in  earlier  test  system 
availability  and  easier  modification  as  the  design  of  the  system  under 
test  changes.  Technical  risk  is  presently  considered  high. 

NOTE:  The  expert  systems  would  eliminate  the  long  test  programs 
now  used  in  conventional  ATE.  This  feature  can  be  incorporated  into 
conventional  ATE  systems.  To  do  so  the  DoD  could  prohibit  all  new  ATE 
systems  to  use  inflexible  sequential  test  procedures.  Instead  require 
the  use  of  segmented  test  programs  which  are  called  out  in  the  order 
needed  for  most  rapid  fault  isolation  using  the  strategies  now  availaole 
in  LOGMOD,  STAMP,  and  FIND.  Cost  will  be  a  significant  increase  in 
effort  required  to  program  the  ATE  and  some  additional  memory.  Will 
probably  permit  the  elimination  of  one  maintenance  shift,  paying  for 
itself  in  one  year  or  two.  (Chairman's  recommendation) 

RECOMMENDATION  NO.  2 

Develop  "smart"  BIT  for  digital  electronic  systems  to  minimize 
false  alarms,  identify  intermittent  failures,  improve  coverage  of  BIT. 
An  RADC  proposed  FY-84  effort  hopes  to  provide  design  concepts  which 
could  be  used  by  individual  designers  to  construct  smart  BIT  in  their 
particular  applications.  A  complete  series  of  studies  loading  to  the 
design  of  an  on-board  knowledge  based  monitoring  system  or  the  design 


and  test  of  experimental  BIT  systems  could  run  two  to  four  years  and  one 
to  six  million  dollars.  Benefits  are  incalculable  since  tney  include 
the  worth  of  reduced  mission  aborts  due  to  false  alarms.  More  tangible 
benefits  could  be  a  90%  reduction  in  false  alarms,  and  the  decrease  of 
the  portion  of  units  sent  to  repair  which  test  good,  from  the  present 
30%  to  pernaps  10%.  A  successful  application  should  pay  tor  itself  in 
two  years  of  operation  on  one  system,  and  provide  a  measurable 
improvement  in  the  ready  rate  of  the  system  using  it. 

RECOMMENDATION  NO.  3 

Fund  applied  Research  and  Development  of  AI  for  maintenance,  both 
to  improve  the  capabilities  of  maintenance  expert  systems  and  to  apply 
AI  to  other  maintenance  applications.  Some  specific  topics  are: 

1.  Automating  the  creation  and  presentation  of  Technical  Manuals. 

2.  Applying  AI  to  Maintenance  Information  Systems  and  databases. 

3.  Developing  crisis  alerting  systems. 

4.  For  expert  maintenance  systems,  developing  requirements  for 
languages  and  computer  systems,  techniques  for  improving  user 
friendliness,  and  more  sophisticated  approaches  (eg  means  of  forming 
rules  from  the  circuit  itself  rather  than  from  an  expert  familiar  with 
the  circuit) . 

5.  Developing  AI  systems  for  Automatic  Test  Program  Generation 
(ATPG) .  The  current  AI  programs  used  to  develop  test  patterns  for 
digital  combinatorial  logic  should  be  extended  to  sequential  logic  and 
analog  circuits.  Systems  should  work  from  the  circuit  description  and 
provide  test  vectors  in  ATLAS. 

6.  Applying  AI  techniques  to  VLSI,VHSIC  design  for  fault  tolerance 
and  testability.  This  should  be  incorporated  into  the  VHSIC  phase  three 
study  plans. 

7.  Developing  knowledge  based  computer  aided  instruction  (CAI) 
systems  for  maintenance  training.  Note:  this  could  ultimately  be 
incorporated  into  the  ATE  itself. 

8.  Developing  self-improvi ng  diagnostics  and  test  program  sets. 

Other  topics  will  be  identified  by  the  FY-83  studies  begun  by  RADC, 
NAEC,  AFHRL .  Recommend  6.2  programs  be  started  by  all  three  services, 
funded  at  one  million  dollars  per  service  per  year,  to  begin  work. 
Promising  developments  should  be  followed  by  6 .3  •  projects  with 
appropriate  higher  funding. 


RECOMMENDATION  NO.  4 

Foster  an  integrated  DoD-Industry  approach. 

Coordinate  the  various  efforts  of  DOD  agencies  through  a 
tri-service  group  on  AI  applications  to  maintenance.  Recommended  group 
would  be  a  committee  under  the  JLC  Automatic  Testing  Panel.  It  could 
also  be  under  JDL  working  group  for  AI,  but  seems  more  appropriate  for 
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the  Automatic  Testing  Panel  because  of  its  interface  with  other 
committees.  Participants  would  include  all  service  agencies  involved  to 
share  responsibilities  and  avoid  duplication  of  efforts.  It  would  also 
provide  a  contact  point  for  DoD  and  industry.  (chairman's 
recommendation) 

Encourage  private  avenues  of  development  of  AI  applications  to 
maintenance:  continue  to  support  industrial  IR5.D  in  the  area,  express 
DoD  interest  at  appropriate  meetings,  provide  copies  of  this  report  to 
Industry.  The  NSIA  Testability  Committee,  which  parallels  the  JLC 
panel,  should  be  encouraged  to  create  a  subgroup  on  AI  applications  to 
serve  as  an  industry  fecal  point.  The  close  working  relationship  of  the 
NSIA  committee  and  the  JLC  panel  would  be  a  natural  avenue  for  creating 
a  dialog  on  AI  applications.  (Chairman's  recommendation.) 
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On  Applying  A!  to  Maintenance  and  Tr<xd>leshooting 


Dr.  Ken  DeJong 

Navy  Center  for  Applied  Research  in  Artificial  Intelligence 


Tm  really  here  wearing  two  hats  today.  The  Director  of  the  Navy  AI 
Center,  Jude  Franklin,  was  unable  to  be  here  today,  so  I  will  be  sitting  in  on  some 
of  the  executive  sessions  and  so  forth  for  the  AI  Center.  Let  me  say  briefly  for 
him  that  we’re  delighted,  not  only  to  be  here  participating  in  the  workshop,  but  to 
be  participating  in  the  joint  initiatives  at  the  Joint  Directors  of  Laboratories 
(JDL)  level.  We  are  really  excited  about  it  and  looking  forward  to  it,  and  we 
certainly  invite  any  of  you  to  stop  by  the  next  time  you're  in  Washington,  D.C.  In 
the  last  couple  of  years  we've  put  together  a  fairly  nice  collection  of  hardware, 
software,  and  a  working  environment  which  has  kept  me  around.  In  fact,  there's 
kind  of  a  standing  joke  at  the  AI  Center— "Name  the  visiting  scientist  who's  been 
there  longer  than  most  of  the  staff." 

Initially,  when  Jeff  and  I  were  planning  the  workshop,  we  thought  maybe 
I  would  give  a  little  bit  of  an  overview  of  AI.  We  already  know  that  there's  no 
reason  for  that.  We  talked  a  little  bit  later  about  giving  an  overview  of  AI  and 
ATE,  but  as  the  quality  and  number  of  presentations  increased,  it  was  pretty  clear 
that  you  were  going  to  get  a  very  good  overview  of  AI  and  ATE  during  the  3  days. 
So  Pm  going  to  take  a  little  liberty  and  wax  philosophical  in  hopes  that  some  of 
the  concerns,  some  of  the  issues,  some  of  the  experiences  that  we've  had  over  the 
last  2  years  will  strike  a  common  chord  with  you,  and  perhaps  you  will  be  able  to 
avoid  some  of  the  tar  pits  we've  seen  in  the  last  couple  of  years.  Also,  I'm  a  little 
bit  concerned  that  this  workshop  has  lapsed  into  a  conference  mode.  There  is  a 
psychological  barrier  as  soon  as  we  set  chairs  out  there  and  put  a  speaker  up 
front;  you  become  passive  and  I  become  the  actor.  So,  I  deliberately  tried  to 
include  some  controversial  material  in  my  talk,  at  least  I  think  it  is,  to  try  to  get 
a  little  real-time  reaction  out  of  you,  rather  than  having  you  come  up  after  lunch 
and  say,  "You  know,  during  your  talk,  .  .  Well,  it's  too  late  then,  because  I 
want  to  get  you  involved  now. 

We've  been  through  a  lot  of  agony  over  the  last  2  years  at  the  AI  Center 
in  deciding  what  in  the  world  we  are  going  to  do  with  this  emerging  technology. 
What  problems  are  of  concern  to  the  Navy?  Which  subsets  of  those  problems, 
hopefully  slightly  larger  than  the  null  set,  appear  to  be  applicable  to  the  AI 
techniques  that  are  coming  out  of  the  AI  laboratories?  Pve  talked  and  visited 
with  enough  people  from  the  other  Navy  labs  and  from  the  industrial  areas  to 
know  that  you  are  going  through,  or  have  gone  through,  these  same  kinds  of 
agonizing  discussions— trying  to  explain  to  managers  what  it  is  that  AI  can  do  for 
you. 


The  thoughts  I  would  like  to  give  you  today  are  some  of  the  issues  that 
I've  seen  come  up  in  the  last  couple  of  years.  One  that  we've  seen  already  (I  think 
it's  my  pet  peeve)  is  the  AI  hype.  I'm  really  concerned  about  it  because  I  think 
we've  gone  through  a  series  liKe  this  once  before.  In  the  1960s  we  had  our 
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rose-tinted  glasses  on;  we  could  do  no  wrong;  we  were  projecting  rapid  increases 
in  the  performance  of  our  systems;  and  we  found  out,  in  fact,  that  we  were  on  the 
bottom  end  of  an  exponential  explosion  in  difficulty.  There  was  a  lot  of  negative 
feedback  in  the  early  and  mid-1970s,  but  with  our  short-term  memories,  that's 
kind  of  been  forgotten  now.  The  pendulum  has  swung  back.  We're  back  again 
talking  about  dumb  systems  and  smart  systems  in  terms  which  carry  a  lot  of 
emotioned  content,  but  have  very  little  to  do  with  the  technical  content  of  what's 
going  on.  Already  a  comment  was  made  this  morning  to  avoid  terms  like  dumb 
and  intelligent,  and  1  really  think  that's  important.  1  think  we  ought  to  talk  more 
in  terms  of  the  deliverables  of  these  systems.  You  look  at  a  system  and  say  it's 
dumb.  Well,  what  do  you  mean  by  dumb?  Dumb  is  a  very  vague  word.  It  means  it 
can't  adapt.  OK,  so  you  want  a  system  that's  more  adaptable?  What  does  that 
mean?  Well,  it  means  it  ought  to  be  able  to  remember  from  one  time  to  the  next 
what  has  happened.  And  so  on.  The  point  here  is  that  it  is  important  to  quickly 
get  into  the  specifics  of  what  you  mean  by  making  something  "more  intelligent." 
Another  point  of  concern  is  that  you've  got  a  lot  of  people  out  there,  operations 
research  people,  engineering  people,  and  so  forth,  who  have  been  attacking  these 
problems  from  very  legitimate  points  of  view— totally  different  from  AL  And  so 
you  take  one  of  those  systems  and  immediately  label  it  as  dumb.  You've  gained  an 
enemy  for  life  at  that  point.  And  of  course,  as  soon  as  you  deliver  your  system, 
you  know  what  you're  in  for  from  the  other  side  of  the  fence. 

One  of  my  concerns,  particularly  at  the  higher  managerial  levels,  is  that 
AI  is  viewed  as  some  sort  of  a  magic  wand.  And  when  you  come  and  wave  that 
magic  wand,  multi-sensor  fusion  goes  away.  Or  very  ill-structured  problems  like 
understanding  natural  language  suddenly  become  simple  and  well-structured 
because  of  AL  It's  tempting.  It's  both  an  advantage  and  a  disadvantage  being  in 
the  AI  community.  It's  easy  to  hype  and  people  somehow  believe  what  you  say. 
On  the  other  hand,  it's  very  difficult  to  deliver  because  their  expectation  level  is 
built  on  nontechnical  terms  that  we  use  to  promise  what  we're  going  to  deliver. 

Point  number  two  is  watch  out  for  tar  pits.  It's  so  easy  to  say  things 
like,  "Well,  you  know  what  this  system  needs.  What  I'm  going  to  concentrate  on 
for  the  next  6  months  is  to  give  it  a  natural  language  interface  because  it's  not 
user  friendly."  And  away  we  go  with  a  simplistic  view  of  what  it  means  to  add 
natural  language.  We  build  a  dictionary  and  develop  some  primitive  parsing 
techniques,  maybe  even  something  as  simple  as  keyword  based,  and  we  go  about 
trying  to  create  the  "Eliza"  illusion.  That  is,  being  able  to  understand  words  or 
sentences  or  strings  of  things  that  look  like  natural  language,  but  the  deep 
semantic  content  behind  them  is  totally  missing.  And  so  you  build  your  "natural 
language"  front  end  and  demonstrate  it  with  a  few  well-chosen  examples.  All  of  a 
sudden  you've  built  up  in  the  naive  user's  mind  a  model  that  this  thing  really  does 
understand  English,  when  in  fact  it's  keyword  based.  It's  picking  out  a  few 
keywords  that  you've  carefully  chosen  for  your  examples,  and  as  soon  as  you  leave 
the  room,  the  system  goes  off  into  left  field  and  the  user  can't  make  any  headway 
at  all  with  it.  It's  not  that  we  shouldn't  work  in  natural  language— it's  that  it  can 
be  a  tar  pit.  That  is,  to  really  handle  the  deep  semantic  meaning  that  you  have  to 
capture  between  the  user  and  the  system  can  involve  years  of  intensive  work. 
We're  involved  at  the  AI  Center  right  now  in  looking  at  parsing  military  messages. 
The  particular  group  that  we've  been  focusing  on  for  the  last  year  is  called 


casualty  reports,  for  some  reason,  but  they  really  are  reports  about  equipment 
failures  that  get  circulated  in  the  Navy. 


When  you  start  to  look  at  these  messages,  the  amount  of  background 
information  that's  required  to  handle  them  properly  is  amazing.  If  you  read 
something  about  fixing  a  piece  of  mechanical  gear  onboard  ship,  immediately 
what  comes  into  your  mind  is  a  picture;  that  is,  your  model  of  what  that 
mechanical  gear  is  and  what  it  means  to  fix  it.  You  fill  in  all  the  blanks,  all  the 
missing  material  from  the  textual  words  using  this  model  that  you  have  in  your 
head  about  what  it  means  to  fix  that  piece  of  gear.  And  to  really  do  it  right,  that 
kind  of  deep  understanding  is  frequently  required—that's  where  the  6  months  goes 
to  12,  goes  to  18,  and  so  on. 

Another  tar  pit  that  is  quite  easy  to  step  into  is  the  idea  of  common 
sense  reasoning.  We  have  this  funny  dichotomy  that  we're  very  impressed  with 
programs  that  play  chess,  or  programs  that  do  medical  diagnosis,  or  find  oil  wells 
or  whatever.  But  we're  not  particularly  impressed  at  all  with  our  ability  just  to  go 
out  to  lunch  today,  or  to  get  up  and  walk  out  of  this  room.  We  use  tremendous 
amounts  of  real-world  knowledge  without  even  thinking  about  it,  and  it's  amazing 
how  much  of  that  kind  of  knowledge  you  have  to  build  into  some  of  these  systems. 
Simple  little  things  like  child-parent  relationships  may  come  into  play  in  a  natural 
language  interface,  or  relationships  about  commanders  and  their  subordinates; 
things  that  we  take  for  granted,  but  that  have  to  be  captured  in  order  to 
understand  the  interface  between  the  human  and  the  system. 

Question:  Could  you  give  an  example  of  why  it  would  need  to  know 
commander-subordinate  relationships? 

DeJong:  For  example  with  Navy  reports,  one  of  the  issues  had  to  do  with 
routing  of  messages.  Who  should  see  what?  Under  what  circumstances?  You  get 
into  all  kinds  of  protocol  issues.  Do  we  want  him  to  see  it?  Should  she  see  it?  Is 
it  politically  required  of  me— those  kinds  of  questions.  You  have  to  build  up  a 
whole  model  of  the  chain  of  command,  as  well  as  the  politics  behind  the  thing,  to 
make  decisions  like  that. 

One  of  the  areas  that  I'm  interested  in,  but  I  believe  right  now  should  be 
considered  one  of  the  tar  pits,  is  the  area  of  learning.  Many  of  you  may  have  been 
through  building  an  expert  system  or  an  AI  system  of  some  sort  and  realize  what  a 
difficult  process  it  is  injecting  common  sense,  as  well  as  technical  expertise.  It's 
a  very  seductive  approach  to  say,  "Hey,  the  way  we  can  get  out  of  this  is  to  not 
have  to  hand-code  all  this  stuff,  but  to  get  the  machine  to  learn  it.  That  is,  we'll 
give  it  a  few  basic  facts  and  some  learning  rules,  and  away  we  go."  Well,  that's 
true  in  a  very  superficial  sense.  However,  even  though  our  knowledge  about 
capturing  expertise  in  some  formalism  that  we  can  convey  to  another  person  or 
another  machine  is  still  primitive,  our  understanding  of  how  we  learn  that 
expertise  or  how  someone  else  learns  it  is  even  more  incomplete.  And  so,  instead 
of  improving  the  problem,  you  get  sort  of  an  infinite  regress.  Now  you  get 
involved  in  trying  different  learning  techniques:  Do  they  converge  or  don't  they? 
What  kind  of  deep  knowledge  about  the  world  or  about  the  subject  do  we  need  to 
know  in  order  to  implement  these  learning  algorithms?  And  so  we  get  farther  and 


farther  away  from  our  original  goals.  It's  not  that  learning  is  not  important;  it's 
just  that  it's  not  one  of  those  up  front  deliverables  that  you  should  be  promising 
right  now. 

Question:  I'd  like  to  say  I  strongly  agree  with  you  and  think  it's  very 
unfortunate  that  we  call  these  systems  intelligent.  What  does  it  mean  to  call  any 
system  "intelligent"  that  doesn't  learn,  and  how  many  systems  that  have  been  built 
throughout  the  whole  history  of  the  field  have  what  one  might  call  respectable, 
serious  learning  components?  Maybe  we  should  just  shorten  the  whole  thing  to 
"AI"  and  let  people  think  that  it  means  "automatic  inferencing"~something  more 
modest. 


DeJong:  In  the  little  biography  that  was  read  of  me,  I  deliberately  said 
that  I  was  interested  in  adaptive  systems.  That’s  one  useful  way  I  think  of 
avoiding  this  idea  of  dumb  and  smart.  Another  useful  term  is  flexible,  or 
something  like  that,  to  get  away  from  some  of  the  rigidness.  Those  aren't 
emotionally  charged  terms,  and  I  tend  to  prefer  that  sort  of  thing. 

Comment:  I've  always  picked  on  the  term  "artificial"  as  being  a  wrong 
term.  I  always  thought  "pseudo"  would  be  a  lot  easier  to  sell,  because  nobody 
feels  that  it's  going  to  step  on  their  territory. 

DeJong:  I  guess  I  would  prefer  something  like  just  "intelligence"  or 
something  like  that.  People  claim  they're  really  trying  to  build  up  models  of 
human  intelligence  at  the  same  time,  that  the  two  go  hand  in  hand  and  are  just 
two  sides  of  the  same  coin.  The  question  is,  "At  what  point  in  time  does  it 
become  artificial  as  opposed  to  real?" 

Comment:  John  McCarthy,  who  coined  the  term  artificial  intelligence 
at  a  conference  at  Dartmouth  in  1956,  later  realized  the  absurdity  of  the  term 
and  tried  to  replace  it  with  the  term  "cognology,"  only  to  find  out  that  just 
because  you've  coined  a  term  doesn't  mean  you  can  retract  it  so  easily. 

DeJong:  Another  thing  that  concerns  me  a  little  bit  is  some 

misrepresentation  or  misunderstanding  of  the  current  state  of  Al.  Largely 
because  of  the  success  we've  seen  in  the  expert  systems  area,  one  immediately 
says,  "Gee,  this  whole  AI  field  is  something  that's  ready  for  immediate  technology 
transfer."  We've  seen  a  few,  highly  visible  examples,  primarily  in  what  you  might 
call  the  expert  system  paradigm,  that  have  moved  successfully  out  of  the  labs  and 
into  more  practical  applications.  But  I  don't  think  that  that's  true  of  the  AI  field 
in  general.  If  you  talk  to  many  of  the  major  practitioners  in  the  field,  they  will 
tell  you  that  right  now  we  are  an  empirical  science.  We  don't  have  a  lot  of  strong 
theories  yet  about  what  we  can  or  can't  do  or  what  kinds  of  problems  are  well 
structured  in  terms  of  solving  AI  techniques  and  what  aren't.  We  have  some 
specific  data  points  which  have  suggested  some  theories,  but  we're  primarily  still 
empirical  in  nature.  So  if  someone  comes  to  me  and  says,  "Here  is  a  problem. 
Can  you  tell  me  if  I  should  use  AI  or  not?"  I  don't  have  a  strong  theory  or  even  a 
good  set  of  heuristics  at  this  point  that  can  answer  that  very  well.  I  give  them 
the  classical  answer,  'Try  it  and  see."  That's  what  we  do  right  now.  We  don't 
have  theories  to  do  strong  forward  predicting,  but  we've  got  some  very  strong 
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tools  for  doing  fast  prototyping  at  a  very  high  level.  This  allows  us  to  get  some 
feedback  as  to  whether  or  not  these  kinds  of  things  are  feasible.  It's  very  difficult 
to  predict  success  or  failure  ahead  of  time,  the  kinds  of  things  that  people  at  very 
high  decision  making  levels  would  like  to  see.  They  say,  "Give  me  probabilities" 
and  "What's  the  risk  of  this?"  The  answer  in  most  cases  is  you're  dealing  with  high 
risk,  but  high  payoff.  Can  you  live  with  that  or  not? 

Question:  What  kind  of  high  risk? 

DeJong:  An  example  of  the  kind  of  risk  we’re  talking  about  is  the  area 
of  applying  ATE  to  maintenance  and  troubleshooting.  A  year  and  a  half  ago  there 
were  very  strong  arguments  within  the  AI  community  as  to  whether  or  not  the 
successes  in  building  medical  diagnosis  systems  would  transfer  to  this  particular 
area.  We  had  no  good  data  points  as  to  whether  or  not  that  would  happen.  To  a 
certain  extent  we  still  don't  have  strong  data  points.  There  were  people  who  said, 
"It's  a  trivial  transfer.  It's  exactly  the  same  reasoning  mechanisms;  all  you've  got 
to  do  is  just  throw  away  all  the  domain  dependencies.  Give  me  an  empty  shell  and 
shove  the  new  knowledge  base  back  in."  Has  it  happened?  No,  it  did  not. 

The  questioner  started  out  by  saying  what  do  you  mean  by  "high  risk?" 
What  I  mean  is  that  we  don't  have  any  strong  theories  that  will  predict  ahead  of 
time  whether  or  not  that  transition  will  take  place.  So  risks  are  high  in  the  sense 
of  willingness  to  foot  the  bill  for  trying  it  and  potentially  failing.  But  if  we  win, 
we  win  big,  in  the  sense  that  we've  accomplished  something  that  hasn't  been  done 
before. 

Comment:  Generally,  there  is  a  very  simplistic  notion  of  what  it  takes 
to  build  an  AI  system.  You're  throwing  money  at  the  problem  and  chances  are 
you're  not  going  to  make  it  that  way.  However,  there  are  people  who  realize  this 
is  too  simple.  And,  there's  a  very  small,  not  very  visible  group  of  people  who  are 
asking,  "Can  we  characterize  different  types  of  problem  solving  in  such  basic  way 
that  you  can  look  at  a  problem  and  if  you  are  able  to  decompose  it  into  the  kinds 
of  problem  solving  that  you  know  how  to  do,  then  it's  not  that  hard  to  build  an 
expert  system  and  it's  no  longer  high  risk."  So  the  high  risk  comes  from  buying  all 
these  machines  and  spending  months  trying  to  build  a  system.  You  can  go  to  an 
analytic  state  in  which  your  risk  is  minimized. 

DeJong:  I'm  with  you  100  percent  and  we  understand  that  that's  a 
problem  but  the  point  is  that  that  technology  is  not  at  the  point  of  maturity  yet 
that  we  can  use  it  with  high  reliability.  That's  the  current  state  right  now.  Now 
whether  that's  the  case  a  year  or  2  years  from  now,  we  don't  know.  We  are  still 
gathering  those  empirical  points  to  help  us  build  those  theories  which  allow  us  to 
make  those  kinds  of  predictions.  I,  for  one,  don't  believe  that  I  can  predict 
success  or  failure  at  this  point.  I  have  strong  opinions,  but  you  may  or  may  not 
believe  them. 


Question:  Another  problem  arises  each  time  you  get  into  a  different 
domain  and  try  to  organize  it  in  terms  of  artificial  intelligence.  Don't  you  find 
that  you  now  have  to  solve  problems  that  were  inherent  in  that  domain  that  those 
people  have  never  solved?  They  really  don't  understand  their  own  domain 
thoroughly  and  we  have  to. 
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De3ong:  I  think  one  of  the  major  contributions,  for  example,  of  the 
expert  system  paradigm  is  not  the  systems  that  are  built  as  much  as  the  gaps  in 
knowledge  which  are  exposed  during  the  building  process.  Attempting  to  codify 
knowledge  in  one  form  or  another,  whether  it's  in  book  form,  or  rules,  or  semantic 
nets  tends  to  expose  poorly  understood  areas. 

Comment;  There’s  a  notion  here  that  primarily  empirical  sciences  work 
their  way  toward  becoming  strongly  based  theoretical  sciences.  It  seems  to  me 
one  thing  that  hasn't  been  elaborated  on  is  that  most  of  the  other  sciences  that 
have  done  that  have  been  much  more  formally  and  rigorously  empirical  than  A1 
has.  AI  not  only  tends  to  study  heuristically,  it  tends  to  do  its  empirical  work 
heuristically.  So  that  the  learning  is  not  codified  in  a  way  that  would  produce 
strong  theories. 

De3ong;  I  agree  with  you,  but  like  the  point  that  was  brought  up  before, 
there  is  a  silent  majority  or  at  a  least  a  silent  minority  that  is  trying  to  do  that 
kind  of  thing.  Unfortunately,  some  of  the  visible  stuff  that  you  see  in  the  Sunday 
Times  doesn't.  But  in  the  field  there  is  a  strong  subcomponent  that  believes  very 
strongly  that  you  have  to  advertise  in  order  to  advance  the  state-of-the-art. 

Comment!  I  don't  think  we  should  beat  our  breasts  too  much  about  the 
fact  that  we  don't  have  a  strong  theory  in  place  right  now.  If  you  look  at  the 
history  of  most  sciences,  on  the  one  hand,  there  have  been  alternating  attempts  to 
establish  a  strong  theoretical  base  and,  on  the  other  hand,  very  empirically 
motivated  attempts  to  get  something  put  up  and  running.  I  think  that  you  can't 
ignore  either,  frankly.  They  interact  with  one  another,  and  I  think  that's  been 
true  in  the  history  of  A I. 

Question!  AI  is  not  an  empirical  science  like  the  other  sciences  are 
where  you've  got  data  that  you  collect  in  the  lab  and  you  have  theories  to  account 
for  that.  What  does  a  theory  in  AI  look  like? 

DeJong!  Well,  certainly  theories  about  problem  solving— what  kinds  of 
mechanisms  are  involved  there?  We  use  mechanisms  of  analogy,  inductive  or 
deductive  reasoning,  and  so  forth.  We  are  trying  to  somehow  get  a  theory  that  is 
capable  of  predicting  the  success  or  failure  of  attacking  a  problem  in  a  certain 
way;  trying  to  capture  the  dimensions  of  problem  solving  in  such  a  way  that  we 
can  analyze.  I  don't  mean  to  focus  just  on  problem  solving,  but  that  is  an  example 
of  the  kind  of  theory  that  you'd  like  to  have. 

I'd  like  to  reinforce  the  idea  of  the  knowledge  representation  problem. 
It's  come  out  here  several  times.  We  have  lots  of  knowlege  representation  tools 
that  have  been  tried  and  tested- -semantic  nets,  frames,  production  rules, 
blackboard  models,  and  so  on— as  ways  of  trying  to  capture  the  kind  of  knowledge 
that  we  need  to  do  problem  solving.  They're  tried  and  tested  in  the  sense  that 
they  are  known  to  be  useful  for  certain  things  and  they  are  known  to  have  glaring 
weaknesses.  I  think  the  mature  perspective  is  that  these  AI  techniques  may  be 
useful  in  certain  contexts,  but  none  of  them  individually  are  capable  of  cutting 
down  problems  left  and  right.  The  evolving  generation  of  AI  systems  is  going 
toward  complex  combinations  of  such  techniques.  Our  early  hope  that  picking  a 


simple  approach,  like  a  rule-based  architecture,  would  allow  us  to  really  scale  up 
and  handle  tough  problems  is  a  little  bit  naive.  Now,  maybe  that's  a  controversial 
statement.  I  happen  to  be  familiar  with  Harry  Pople's  work  at  the  University  of 
Pittsburgh.  His  medical  diagnosis  system  has  now  gone  through  two,  three, 
probably  four  generations.  What's  very  clear  is  that  the  underlying  knowledge 
representation  is  increasing  in  complexity  with  each  go-round.  He  now  has 
something  called  the  "tangled  hierarchy,"  which,  if  you've  seen  it  diagrammed,  ±s 
a  tangled  hierarchy,  believe  me.  1  think  we're  at  the  point  now  where  that  ought 
to  be  the  perspective,  rather  than  assuming  a  single  tool  will  suffice. 

Comment;  That  kind  of  view  is  being  recognized.  For  example,  there's  a 
very  substantial  development  at  Xerox  PARC.  A  system  called  LOOPS,  which 
tries  to  integrate  rules,  procedures,  data,  and  objects  in  a  single  coherent 
framework. 

DeJongs  Yes,  there's  no  simple  answer  to  the  argument  about  whether 
knowledge  should  be  procedural  or  declarative.  LOOPS  is  a  good  example  of  a 
system  which  provides  a  collage  of  tools,  and  encourages  the  use  of  a  particular 
subset  that  appears  to  be  appropriate. 

Even  so,  it's  still  an  awesome  task  to  even  think  about  the  problem  of 
somehow  building  up  a  data  base  of  common  knowledge  in  a  general  format  that 
we  wouldn't  have  to  reimplement  with  every  system  we  build.  I'm  not  even  sure 
we  know  how  to  begin.  We  now  have  word  processing  dictionaries  and  the  natural 
language  people  are  passing  around  dictionaries.  Anybody  starting  to  build  up  a 
knowledge  base  of  facts  in  a  common  format  that  we  can  pass  around? 

Comment:  The  truth  is  there's  a  project  started  at  University  of 
Massachusetts  with  about  four  other  universities  on  that;  it's  a  very  large  data 
base. 

DeJong:  Good.  To  go  on,  one  of  the  things  that  very  clearly  came  out  of 
that  first  go-round  with  building  expert  systems  is  the  knowledge  acquisition 
problem.  Where  do  you  get  that  knowledge  from  and  how  in  the  world  do  you 
extract  it?  If  you're  extracting  it  from  humans,  that  extraction  process  itself  is 
an  art.  You  ought  to  hear  Harry  Pople  talk  about  how  many  agonizing  hours  he’s 
spent  trying  to  get  problem  solving  information  out  of  a  cooperative  expert.  He 
says,  "He  doesn't  deliberately  mislead  me;  he  just  hasn't  thought  about  it  before." 
Performing  an  expert  task  and  explaining  how  to  perform  it  are  two  quite 
different  things,  jim  Slagle  at  the  A I  Center  has  been  building  a  program  to  help 
the  Marines  with  decisions  on  the  battlefield.  One  artillery  expert  told  him,  'This 
is  the  way  to  do  it."  Then  the  expert  got  rotated  out  and  the  new  artillery  expert 
said,  'That's  not  the  way  to  do  it.  Throw  it  out  and  start  over."  We  don't  know 
how  to  reconcile  these  types  of  different  points  of  view  at  all. 

Question:  If  the  problem  is  attacked  by  human  experts  in  different  ways, 
to  what  extent  is  there  any  kind  of  empirical  verification  behind  developing  a  kind 
of  meta-theory  of  problem  solving? 

DeJong:  At  this  point,  very  little.  We  don't  even  have  good  intelligence 
tests  after  many  years  of  trying. 


Another  thing  that  is  really  easy  to  trivialize  is  the  complexity  of  the 
whole  reasoning  process.  We're  starting  to  build  up  little  submodels  of  various 
facets  of  the  reasoning  process.  But  it's  important  not  to  get  hung  up  on  any  one 
of  these.  A  lot  of  work  has  been  done  in  the  areas  of  inductive  and  deductive 
reasoning.  There  has  been  interest,  but  not  a  whole  lot  of  success,  in  temporal 
reasoning,  i.e.,  how  we  integrate  concepts  of  time  into  our  problem  solving,  as 
well  as  spatial  reasoning.  What  we're  seeing  more  and  more  now  are  model  driven 
reasoning  systems.  Let  me  give  you  an  example  of  that.  Some  neurologists  came 
along  to  Pople  and  said,  "We  would  like  to  take  this  system  of  yours  and  move  it 
out  of  internal  medicine,  and  we'd  like  it  to  do  diagnosis  of  neural  diseases."  Well, 
it  turns  out  that,  although  there  is  a  very  large  set  of  empirical  rules  for 
diagnosing  neural  problems,  when  somebody  comes  in  with  a  neurological  disorder, 
doctors  are  much  more  model-driven  by  a  picture  of  the  underlying  neural 
network.  As  a  consequence,  they  decided  to  solve  that  problem  by  building  in  up 
front,  a  very  strong  model  of  the  neurological  system  and  to  use  that  as  an 
underlying  data  base  for  the  diagnostic  process.  I  think  the  same  thing  is  true 
with  applying  AI  to  ATE.  A  simple  set  of  rules  that  is  collected  over  time  about 
the  way  this  particular  gear  works  is  only  going  to  provide  a  superficial  solution  to 
that  problem.  At  some  point  in  time,  you're  going  to  see  a  symptom  you  haven't 
seen  before,  and  at  that  point  you'd  better  have  that  underlying  model. 

We  handle  uncertainty  well,  but  we  don't  know  how  to  get  machines  to 
handle  uncertainty.  We're  getting  models  now,  like  the  Demster -Shafer  theories 
of  accumulating  evidence,  which  give  some  hints  along  those  directions.  Another 
big  problem  is  non- monotonicity.  People  can  be  working  very  hard  on  a  problem 
and  all  of  a  sudden  realize  that  something  that  was  assumed  to  be  true  at  some 
point  in  the  process,  isn't  true.  People  will  then  back  up,  re-think,  and  undo  all 
the  incorrect  implications  that  were  drawn,  but  it  is  difficult  (expensive)  to  get  a 
machine  to  do  i.kewise. 

There  are  a  number  of  human  problem  solving  abilities  that  are  not 
easily  captured  by  AI  systems.  Without  thinking  about  it,  we  shift  points  of  view. 
We  move  from  an  electrical  view  of  this  box,  to  a  mechanical  view  of  this  box,  to 
a  heat-related  view  of  this  box,  to  a  view  of  how  this  thing  fits  into  other  boxes. 
In  contrast,  our  expert  systems  right  now  don't  do  that  very  well.  They  can  focus 
extensively  on  one  point  of  view,  but  they  don't  move  from  one  to  another.  The 
ability  for  self-assessment  is  also  difficult.  Current  expert  systems  don't  do  that 
very  well.  The  ability  to  explain  and  justify  is  another  difficult  area. 

I  don't  mean  to  sound  negative.  I  really  think  we're  in  an  exciting  area 
here,  and  these  are  exploitable  technologies.  I  just  think  that  you  have  to  take 
that  with  a  sense  of  caution— with  a  sense  of  high  risk. 

We  are  seeing  rapid  advancements  in  programming  languages;  the  recent 
LOOPS  development  is  a  very  good  example  of  that.  We  are  also  seeing 
commercially  available  knowledge  representation  tools.  They're  not  going  to 
solve  all  the  problems,  but  they  have  the  potential  of  giving  you  a  leg  up.  The 
expert  system  paradigm  I  think  is  a  rather  clever  one;  it  avoids  the  broad 
problems  of  common  sense  in  problem  solving  and  focuses  on  a  highly  specialized 


There  is  a  delightful  amount  of  hardware— every  time  you  turn  around 
there's  another  product  announcement.  That's  one  of  the  nice  things  about  the 
Navy  AI  Center— we've  had  an  equipment  budget  to  bring  in  a  variety  of  items 
from  this  emerging  technology.  Only  one  caution  to  that— I  don't  know  who  said  it 
first,  but  it's  been  repeated  many  times,  "You  can  tell  the  pioneers  by  the  arrows 
in  their  backs."  For  example,  we  have  both  LMI  machines  and  Dolphins  in-house. 
In  both  cases  there  was  a  considerable  time  lag  between  their  arrival  and  their  use 
by  the  staff.  So,  although  the  hardware  is  there,  be  advised  that  you're  on  the 
front  end  of  that  technology,  and  there  will  be  some  pain  and  grief  associated 
with  it. 

Thank  you. 
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Col.  Howard  Churchill  from  the  Air  Force  Systems  Command  is  the 
Panel  Chairman  for  the  Joint  Logistics  Commanders  Panel  on  Automatic  Testing. 
He's  unable  to  be  here  today.  The  services  in  the  last  3  or  4  months  have  had  a  lot 
of  bad  publicity,  specifically  in  the  area  of  the  cost  of  our  spare  parts.  Col. 
Churchill  is  serving  right  now  on  a  board  to  determine  some  solutions  to  our 
problems  with  the  cost  of  spare  parts.  I'm  sure  he'd  rather  be  here. 

Who  are  the  Joint  Logistics  Commanders  (JLCs)  and  what  is  their 
function  in  life?  The  four  commanders  are: 

•  General  Donald  R.  Keith,  Commander,  Army  Materiel 
Development  and  Readiness  Command 

•  Admiral  Steven  A.  White,  Chief,  Naval  Materiel  Command 

•  General  James  P.  Mullins,  Commander,  Air  Force  Logistics 
Command 

•  General  Robert  T.  Marsh,  Air  Force  Systems  Command 

Why  do  we  have  a  JLC  and  why  do  we  have  the  panel  structure? 
Basically,  what  we're  trying  to  do  is  solve  common  problems  among  the  services 
and  share  that  solution  among  the  services.  There  are  many  panels  that  span  a 
wide  spectrum  of  common  programs,  anywhere  from  depot  maintenance 
interservicing  to  metrology  and  calibration  and  the  area  of  automatic  testing. 
Before  we  get  started,  I  want  to  say  one  thing  and  make  it  perfectly  clear,  the 
JLC  program  is  not  a  great  big  pot  of  money  or  a  great  big  program  in  the  true 
sense  of  a  program.  What  we  do  is  take  the  resources  and  projects  that  are 
available  within  the  services  and  try  to  use  the  results  and  benefits  and  share 
them  to  everyone's  advantage.  Some  of  the  people  who  will  be  talking  during  the 
workshop  are  part  of  the  automatic  testing  panel  tasks.  The  work  that  Tony 
Coppola  is  doing  at  Rome  Air  Development  Center  in  testability  and  the  work 
that  Jerry  Kunert  is  doing  are  all  part  of  tasks  that  are  defined  and  described  in 
our  subtask  description  book. 

Figure  1  shows  the  JLC  organization.  The  "four  stars"  are  the  key 
players  in  the  services  for  developing,  acquiring,  maintaining,  and  disposing  of 
most  of  the  material  we  buy  today  in  the  services.  The  Panel  on  Automatic 
Testing  falls  under  the  heading  "Panels"  on  the  chart. 

The  players  in  our  group  are  represented  by  all  of  the  major  commands: 
the  Air  Force  Logistics  Command,  the  Air  Force  Systems  Command,  The  Army 
Materiel  Development  and  Readiness  Command,  DARCOM,  and  Naval  Material 


Command.  We  also  interface  closely  with  the  people  at  the  National  Bureau  of 
Standards  because  automatic  testing  has  a  very  close  tie  to  the  measurement 
sciences.  Measurement  is  the  bottom  line,  but  maybe  it  won't  be  if  we  can  get 
some  AI  injected  into  the  program.  Associate  members  of  our  panel  are  from 
Defense  Logistics  Agency  (DLA)  and  the  Marine  Corp„. 

How  do  we  define  the  scope  of  automatic  testing?  We  take  a  broad 
view.  It  includes  the  built-in- test  and  on-line  testing  that  we  do  on  avionics  and 
shipboard  systems.  It  also  includes  off-line  testing,  the  special  purpose  and  the 
general  purpose  automatic  test  equipment  which  includes  our  test  program  sets 
and  the  software  for  the  test  stations  themselves.  There's  a  very  extensive 
amount  of  software  used  to  drive  these  test  stations.  We're  also  talking  about 
testability  from  the  standpoint  of  defining  test  point  access,  partitioning,  and  the 
general  approach  from  which  we  design  our  electronics.  I  shouldn't  really  point 
out  only  electronics;  we're  interested  in  mechanical  design,  too. 

The  scope  of  automatic  testing  also  includes  new  technology.  Our 
primary  interest  here  lies  within  the  area  of  how  we  test  these  technologies.  How 
do  we  test  electro-optics  and  other  emerging  technologies?  What  are  we  going  to 
be  looking  for  in  the  next  5,  10,  15  years  in  our  test  requirements? 

Let's  go  through  more  background  on  the  Panel.  From  a  Navy 
perspective,  the  origins  of  the  Panel  started  in  1975.  The  then  Assistant 
Secretary  of  the  Navy,  H.  Tyler  Marcy,  initiated  a  study  group  that  was  worked  on 
within  the  Navy,  by  the  fleet,  our  hardware  procurement  systems  commands,  our 
laboratories,  and  a  lot  of  people  in  our  field  activities.  Basically,  what  the 
resulting  report  did  was  to  define  a  series  of  problems  and  recommend  solutions. 

At  about  the  same  time,  industry,  in  the  form  of  five  major  industrial 
organizations,  became  interested  in  what  we  were  doing  with  problems.  They  did 
a  study  for  the  Navy  on  our  problems  in  automatic  testing  and  they  published  a 
report.  It  had  many  of  the  same  findings  that  were  called  out  in  the  Marcy 
report.  We  began  to  realize  that  this  automatic  testing  issue  and  the  problems 
associated  with  it  were  not  peculiar  to  the  Navy.  The  same  problems  existed  in 
the  Army,  the  Air  Force,  and  even  in  industry.  At  that  time  we  laid  the 
groundwork  for  setting  up  a  panel  on  automatic  testing. 

In  1978,  the  Panel  was  chartered  by  the  Joint  Logistics  Commanders.  At 
the  same  time,  the  same  five  industrial  groups  initiated  a  joint  services  study  to 
examine  the  problems  and  to  come  up  with  recommendations.  In  1979,  our  study 
plan,  which  basically  defined  all  of  the  tasking  under  that  panel,  was  completed 
and  approved  by  the  JLCs.  In  1980,  the  five  major  industrial  organizations 
published  a  final  report  on  the  industry/ joint  service  test  project.  Figure  2  lists, 
in  priority  order,  the  findings  and  recommendations  that  came  out  of  that  study 
panel.  I  think  it's  interesting  that,  if  you  look  at  it,  you'll  see  the  first  two  or 
three  don't  have  anything  to  do  with  automatic  testing.  They  have  to  do  with 
management  and  the  way  we  do  business.  We  haven't  done  and  still  don't  do  a 
very  good  job  in  developing,  acquiring  and  managing  our  automatic  test  systems. 
We've  laid  some  groundwork,  we've  made  some  progress,  but  we're  still  striving  to 
do  a  better  job. 
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Figure  3  shows  the  current  organization  of  the  panel  and  the  areas  that 
we  are  trying  to  emphasize  and  consolidate.  The  people  there  are  the  points  of 
contact  for  specific  areas.  In  the  policy  and  procedures  area,  we're  trying  to 
ensure  that  we  manage  our  systems  correctly.  We  want  to  be  sure  that  policy  is 
there  to  direct  that  certain  techniques  be  used  and  that  program  managers  are 
aware  of  their  requirements  in  the  acquisition  of  automatic  testing  for  support  of 
prime  systems. 

In  the  last  2  years,  a  lot  of  emphasis  has  been  placed  on  standardizing 
test  program  languages.  Right  now,  DoD  is  in  the  process  of  issuing  5000.31, 
which  is  applicable  to  Mission  Critical  Software.  5000.31  will  be  upgraded  from  a 
DoD  directive  to  a  DoD  instruction.  Basically,  it  calls  for  the  use  of  ADA  for 
mission  critical  equipment  and  also  specifies  special  purpose  languages  such  as 
ATLAS.  We  in  the  services  have  agreed  to  standardize  on  Common/ATLAS  which 
is  a  pure  subset  of  IEEE  Standard-4 16-ATLAS. 

We're  also  working  to  develop  techniques  and  analysis  tools  to  help  us 
make  tradeoffs  in  the  testability  area,  and  we're  trying  to  assess  the  technology 
requirements  for  the  future.  We're  tracking  various  technologies  and  trying  to 
predict  what  the  requirements  will  be  for  testing  that  technology. 


I'm  sure  quite  a  few  of  you  are  familiar  with  the  programs  that  each  one 
of  the  services  has  in  off-line  ATE.  The  Air  Force  has  the  Modularized 
Automatic  Test  Equipment  (MATE)  program.  It  has  established  an  acquisition 
process  for  acquiring  and  supporting  automatic  testing  assets  in  the  Air  Force  by 
standardizing  interfaces  and  architecture.  In  the  Navy  we  have  the  Consolidated 
Support  System  (CSS).  What  we're  trying  to  do  there  is  increase  the  productivity 
and  through-put  within  intermediate  maintenance  and  shore  intermediate 
maintenance  activities.  We're  placing  a  lot  of  emphasis  on  the  reconfigurability 
of  assets  and  resources  and  on  modeling  to  better  manage  and  utilize  our  assets  at 
the  intermediate  maintenance  level.  The  Army  has  the  Direct  Support-Automatic 
Test  Support  System,  and  the  Marine  Corps  has  their  own  program  also. 

The  purpose  of  this  group  is  to  communicate  what  everyone  is  doing, 
share  areas  of  common  interest,  share  what's  been  developed,  and  transition  that 
information  to  the  other  services.  We  don't  want  to  reinvent  the  wheel.  A  lot  of 
good  work  has  come  out  of  the  Air  Force  MATE  program,  and  there's  going  to  be  a 
lot  come  out  of  the  CSS  program  in  the  Navy.  We're  trying  to  ensure  that  the 
communication  lines  are  open,  there's  a  free  flow  of  information,  a  dialogue 
between  the  key  players  in  the  services  and  in  industry. 

Machinery  testing  is  a  disaster  area,  to  say  the  least.  This  area  offers 
the  greatest  potential  for  cost  saving.  If  we  can  coordinate  the  efforts  in  the 
services,  we  won't  squander  our  limited  resources.  There's  little  interest  in 
putting  R&D  dollars  in  this  area,  but  it  has  tremendous  potential.  It's  not  sexy  I 
guess  because  it's  not  electronics.  Ultimately,  however,  you're  going  to  have  to 
put  some  electronics  in  it  to  get  the  information  out. 

Let's  take  a  look  at  the  nature  of  the  problem.  When  I  was  asked  to  give 
this  presentation,  I  was  asked  to  discuss  some  of  the  problems  we're  facing  and 


JLC  PANEL  SUBGROUPS 

[AFSC-CHAIRMAN] 


some  of  the  areas  where  AI  might  be  able  to  help  us  solve  our  problems. 
Basically,  I  think  the  waterfront  is  wide  open.  There  are  a  lot  of  problems  out 
there  and  a  lot  of  areas  where  expert  systems,  knowledge-based  systems,  and 
other  techniques  can  be  used  to  help  us  solve  our  problems.  Let's  imagine  a 
technician  sitting  in  the  middle  of  the  Indian  Ocean,  standing  watch  and 
operating  the  surface  search  radar  which  is  one  of  the  critical  systems  on  a  ship. 
He  knows  where  he  is  and  who  else  is  around  and  doesn't  want  to  run  into  other 
people.  He  may  be  on  the  night  watch,  and  playing  pinochle  with  a  couple  of 
buddies,  and  all  of  a  sudden,  about  midnight  or  1 :00  a.m.,  every  amber  light  on  the 
power  panel  lights  up  and  someone  says,  "Holy  cow,  what's  going  on?"  They've 
gone  into  a  hard  down  situation.  What  does  the  technician  do?  Immediately,  he 
picks  up  the  maintenance  manual,  which  is  9  inches  thick  and  weighs  about  15 
pounds.  He  picks  up  about  7  or  8  pieces  of  general  purpose  electronic  test 
equipment,  walks  over  to  the  panel,  starts  playing  with  the  built-in  test,  and  goes 
through  a  routine  of  trying  to  fault  isolate  and  detect  what's  wrong  with  that 
machine.  Ultimately,  if  he's  lucky,  in  a  few  minutes  he  fault  isolates  to  an 
ambiguity  group.  Usually  not  a  few  minutes;  believe  me,  sometimes  it  can  be 
several  hours.  In  the  meantime,  the  CO  of  the  ship  is  saying,  "What  the  heck  is 
wrong  with  my  surface  search  radar?  You  took  my  eyes  away."  This  poor 
technician  is  working  with  the  tools  we've  given  him  which  are,  at  best,  barely 
adequate.  If  he's  a  smart  tech  or  a  super  tech  (and  we  do  have  some  excellent 
technicians  out  there,  believe  me),  he  pulls  out  a  little  black  book.  If  this  thing 
has  happened  before,  then  he's  got  some  information  on  it  and  he  can  go  ahead  and 
maybe  solve  the  problem.  If  not,  he's  got  a  real  problem.  He's  got  to  call  the 
supply  officer  and  say,  "Hey,  Mr.  Porkchop,  do  you  have  7  or  8  or  9  modules," 
whatever  the  ambiguity  group  is.  "I  need  to  replace  them."  If  he's  lucky,  he 
might  have  what's  called  a  maintenance  assist  module.  This  allows  him  to  take  a 
"golden  module"  and  start  "easter  egging"  by  random  trial  and  error  to  get  down 
to  a  faulty  card,  or  reduce  that  fault  group  to  a  smaller  number. 

In  our  example  we'll  say  he's  lucky  and  they  have  all  the  spares  on  board 
to  solve  this  specific  problem.  So  he  pulls  the  specific  module  out,  replaces  it, 
runs  through  an  operational  test,  and  he's  back  on-line. 

Well,  what  happens  to  the  module?  Right  now,  if  we're  talking  about  the 
surface  Navy,  they  go  back  to  either  a  shipyard  or  a  contractor.  That  can  be 
disastrous  in  some  instances.  If  that  was  the  only  spare  on  the  ship,  you  probably 
won't  see  another  spare  back  on  the  ship  for  4  or  5  months.  In  the  meantime, 
you're  probably  going  to  experience  a  failure.  So,  if  you're  lucky,  you  have  some 
capability  on  the  ship  to  repair  these  modules.  They  are  sent  to  the  technician 
who  starts  running  them  on  the  ATE.  The  technician  runs  through  all  eight  or  nine 
modules  and  says,  "Hey,  1  got  two  bad  modules."  The  other  ones  are  put  back  into 
the  supply  system  as  ready  for  issue  and  two  modules  must  be  tested.  What's 
happened  here  is  that  we've  lost  a  bit  of  information.  There's  been  information 
from  interrogating  and  isolating  those  modules  that  we  haven't  transferred  to  that 
technician.  This  technician  now  runs  into  the  same  problem  that  the  person 
taking  it  out  of  the  prime  system  does.  It  gets  put  on  a  piece  of  automatic  test 
equipment,  gets  run  through  a  test  program  set  and  a  diagnostic  procedure,  and  lo 
and  behold  the  technician  gets  it  down  to  two,  three,  maybe  four  devices.  Unless 
there  is  an  intelligent  probe  or  some  other  technique,  we're  dead  in  the  water.  So 
all  the  chips  get  replaced.  Well,  I  think  that  the  example  speaks  for  itself.  We've 


got  a  real  problem  here,  and  it's  not  an  easy  problem  to  solve.  I  think  we  can  do  a 
better  job.  When  you  start  thinking  about  what's  coming  down  the  line  in  the  next 
4  or  5  years,  we're  going  to  start  inserting  VHSIC.  It  introduces  a  lot  of  problems 
that  require  an  upfront  look,  particularly  in  the  area  of  testability. 

So  what  is  the  nature  of  the  problem?  In  the  past  we've  failed  to 
identify  the  maintenance  requirements.  We  need  to  take  a  hard  look  at  what 
we're  doing,  need  to  improve  the  reliability,  need  to  improve  the  maintainability, 
and  need  to  ensure  that  testability  is  in  the  design. 

There's  also  a  disparity  between  the  maintenance  requirements  and  the 
maintenance  resources.  We  need  to  do  a  better  job  up  front  to  make  sure  that 
these  systems  are  testable  and  that  the  test  systems  are  put  out  in  the  fleet  on 
time.  Pve  heard  a  lot  of  discussion  this  morning  about  not  having  the  smart 
people  out  there  with  the  skills.  We  need  to  train  them  and  to  maintain  their 
skills.  They're  out  there  working  on  prime  equiment  and  may  not  see  the  same 
problem  week  after  week.  Still,  they  have  to  maintain  their  proficiency. 

It's  also  important  to  capture  the  information  available  from  our 
supertechs.  We  need  to  have  some  way  of  pulling  that  information  and  getting  it 
into  a  data  base  so  we  can  reference  it  for  later  use. 

Automatic  testing  is  essential.  You're  just  not  going  to  get  out  there 
with  general  purpose  manual  test  equipment  and  test  these  systems.  Automatic 
testing  is  your  only  saving  grace,  and  I  think  it's  going  to  be  more  so  in  the  coming 
years  as  technology  advances. 

Testing  technology  must  not  lag  behind  the  technology  we're  putting  in 
the  prime  system.  We  can't  take  a  laboratory  tester  and  put  it  out  in  the  field;  it 
doesn't  work.  When  we're  developing  the  system,  we  need  to  ensure  that  the  test 
system  will  work  in  the  field. 

Finally,  to  catch  your  eye,  we're  spending  about  $3  billion  annually  on 
automatic  testing;  that's  acquisition,  ownership,  hardware,  software,  and  RicD. 
That's  probably  a  conservative  estimate,  and  it's  a  major  expenditure  that 
shouldn't  be  taken  lightly. 

One  of  our  objectives  in  this  program  is  to  reduce  proliferation  and  our 
dependence  on  off-line  test  equipment.  When  I  first  went  to  work  for  the  Navy, 
the  Naval  Material  Command,  we'd  just  published  an  inventory.  We  had  280 
unique  pieces  of  ATE.  One  of  the  things  we'd  like  to  do  in  this  area  is  embed 
more  of  the  support  in  the  avionics  and  electronics.  We  want  to  do  this 
intelligently,  not  blindly. 

Next,  we  really  need  to  do  a  good  job  of  applying  management  to 
acquiring  automatic  testing  support  and  automatic  testing  systems  to  support  our 
prime  systems.  We're  making  improvements  in  this  area,  but  I  don't  think  we've 
gone  far  enough.  We  have  to  use  the  tools  available;  the  acquisition  guides  and 
policies  should  be  followed  more  closely. 


Third,  we're  trying  to  enhance  the  readiness  of  the  weapons  and  the  test 
systems.  Remember,  if  the  weapons  system  is  down  and  your  test  system  is  down, 
you're  down  all  over.  There's  no  way  you're  going  to  fix  it  if  your  test  system  is 
down.  We  want  to  get  the  testability  requirements  up  front  in  the  acquisition 
process  to  ensure  that  we  do  an  intelligent  job.  This  testability  should  also  be  put 
in  from  the  perspective  of  cost  effectiveness. 

A  fourth  objective  is  to  improve  communication,  not  only  within  the  DoD 
and  within  the  government,  but  with  industry.  We're  spending  a  lot  of  money  on 
RicD  (I'm  sure  a  lot  of  you  think  it's  not  enough  money,  and  I  agree)  but  we'd  be 
foolish  to  duplicate  what  everyone  is  doing.  We  want  to  cut  out  redundancy. 
Communication  can  and  has  had  a  big  payoff. 

One  of  my  biggest  kicks  is  parochialism.  We're  very  parochial  in  the 
Navy,  and  I  think  we  have  to  overcome  that.  The  "not  invented  here"  syndrome  is 
not  acceptable  in  today's  environment. 

Next,  we  need  to  improve  productivity  and  quality  through  more 
effective  application  of  automatic  testing  technology.  We  need  to  grasp  that 
technology  and  put  it  into  our  support  systems  and  our  automatic  test  systems. 
We're  doing  an  awful  job  of  transitioning  the  R&D  out  of  the  tech  base.  Two  or  3 
years  ago  we  had  two  demonstration  programs  that  weren't  producing  hardware. 
But  they  allowed  us  to  develop,  prove,  and  standardize  a  system  to  communicate 
information  between  various  sytems  on  the  ship.  This  improved  communication 
among  the  CO,  and  the  work  centers  on  the  ship  and  provided  readiness 
information  at  the  fingertips  of  the  CO.  That  wasn't  a  high  burner  and  it  didn't 
win  too  many  awards.  It  got  cancelled  at  the  Congressional  level. 

A  sixth  objective  is  to  ensure  the  development,  transition,  and 
application  of  advancing  testing  technology  to  the  solution  of  testing  problems. 
Basically,  we're  saying  one  should  use  the  technology  that's  there  in  the  tech  base. 
I  don't  think  we've  done  that  to  the  greatest  extent  possible. 

Lastly,  an  objective  is  to  enhance  standardization  of  service  automatic 
testing  programs,  including  the  development  of  appropriate  standards  and 
specifications.  Standardization  should  be  practical  and  sensible.  We  don't  want  to 
lock  up  technology  or  stop  innovation. 

Now  I'd  like  to  review  some  of  the  accomplishments  of  the  JLC  Panel. 

•  We've  developed  an  automatic  testing  acquisition  planning 
guide.  This  is  a  cookbook  for  the  acquisition  manager  that 
explains  what  he  should  be  doing  in  acquiring  an  automatic 
testing  system  when  he  buys  his  prime  system.  It  discusses 
primarily  off-line  test  systems. 

•  The  panel  has  also  developed  a  how-to  guide  for  the 
built-in  test  area.  It  addresses  getting  the  requirements 
into  the  contracts,  defining  the  requirements,  and  provides 
engineering  information,  techniques,  and  practices  to  put 
built-in  test  in  your  system. 


•  We've  developed  an  informational  guide  to  provide  a 
synopsis  of  many  of  the  digital  test  generation  systems  on 
the  market. 

•  Another  handy  tool  is  the  weapon  system  acquisition 
review  guidelines.  It  can  be  used  by  both  the  program 
manager  and  the  person  reviewing  an  acquisition  program. 

It  includes  questions  that  program  managers  should  be 
asking  themselves  while  going  through  the  acquisition 
process. 

•  We've  also  developed  a  reference  guide  of  existing 
automatic  testing  information  systems  as  part  of  our 
communications  and  education  effort.  There  are  a  couple 
of  data  bases  included:  the  Air  Force  has  a  lessons  learned 
data  base  that  a  lot  of  people  in  the  Navy  didn't  know 
about,  and  the  Navy  has  a  test  technology  information 
center  where  someone  is  on  call  to  answer  any  and  all 
questions  in  testing  technology. 

•  The  Sensor  Handbook  for  Automatic  Test  Monitoring  and 
Diagnostic  Systems  Applications  to  Military  Vehicles  and 
Machinery  describes  available  sensors  and  state-of-the-art 
information  on  sensors  used  to  monitor  machinery  systems. 

This  was  some  very  good  work  done  for  the  Army  by  the 
National  Bureau  of  Standards. 

•  Cross  fertilization  efforts  started  back  in  the  Navy  in 
about  1978  when  we  issued  a  newsletter  to  set  up  a  means 
of  communicating  within  the  automatic  testing  community. 

This  publication  is  open  to  anyone  in  industry  and  the 
services.  If  you'd  like  to  be  on  the  mailing  list,  write  to: 

Betty  Sponaugle,  Editor,  Naval  Electronic  Systems 
Command,  ELEX  08TA,  Washington,  DC  20363. 

A  number  of  other  projects  are  underway.  Each  one  of  the  services  has 
its  own  way  of  doing  test  requirements  documents.  We're  trying  to  come  up  with 
a  joint  way  of  ordering  test  requirement  data.  This  effort  has  taken  about  2  years 
so  far.  Hopefully,  next  year  we'll  get  a  standard  out  on  the  street  that  everyone 
has  agreed  to  and  that  addresses  everyone's  requirements.  If  we  succeed,  it's 
going  to  reduce  the  number  of  standards  out  there. 

Something  else  we've  been  anxiously  awaiting  for  the  last  2  years  is  the 
issuance  of  a  standard  on  testability.  This  standard  was  originally  issued  back  in 
May  1983  for  comment.  All  the  comments  are  back  from  industry  and  the 
services;  they're  being  integrated,  and  hopefully  we'll  have  another  version  by 
February  1984.  The  approved  version  should  be  out  by  May  1984.  When  this 
happens,  we  can  include  requirements  in  our  contracts  to  start  incorporating 
testability  in  our  systems.  The  standard  was  written  to  parallel  the  LSA  standard, 
Mil-Std-1388,  and  it's  got  a  direct  interface.  We've  had  some  negative  comments 
that  pointed  out  that  this  should  be  system  design  oriented,  so  we  have  to  work 
those  problems  out. 


Other  things  we’re  doing  in  the  testability  area,  a  lot  of  which  is  coming 
out  of  the  MATE  project,  are  developing  a  testability  design  guide  and  a 
testability  analysis  handbook.  These  products,  which  we  expect  sometime  before 
the  end  of  the  calendar  year,  will  be  applied  across  the  services. 

In  the  area  of  training,  the  panel  sponsors  two  courses.  One  is  on 
automatic  testing  acquisition  management,  and  the  other  is  a  design  for 
testability  course.  This  is  a  3-day  course  that  addresses  both  management  and 
design  issues.  Both  have  been  taken  all  over  the  services  and  were  well  received. 
In  industry,  training  has  been  sponsored  by  the  National  Security  Industrial 
Association  Automatic  Testing  Committee. 

The  panel  has  also  gotten  testability  incorporated  into  the  Defense 
Systems  Management  College  curriculum.  At  the  moment,  we're  developing  a 
Common  ATLAS  course  using  IEEE  Standard  716. 

One  other  thing  I  want  to  bring  up  in  terms  of  these  accomplishments  is 
that  the  Test  Technology  Office,  which  is  located  at  the  Naval  Oceans  Systems 
Center  in  San  Diego,  published  a  joint  service  assessment  of  testing  technology. 
In  this  document,  they  have  tried  to  focus  R&D  planning  on  developing  testing 
technology  to  meet  the  emerging  technology  requirements  in  weapons  systems. 

For  the  future,  we're  going  to  keep  doing  what  we've  been  doing.  The 
question  we  always  get  when  we  go  up  to  the  JLC  is  "When  is  this  panel  going 
away?"  Well,  we'd  like  to  go  away  in  about  3  or  4  years.  We  don't  know. 
Hopefully,  we'll  have  a  lot  of  the  problems  well  in  hand.  What  we'd  like  to  do  in 
the  future  is  continue  to  have  a  good  dialogue  with  industry,  particularly  to 
interface  closely  with  the  National  Security  Industrial  Association  Automatic  Test 
Committee.  We've  had  joint  meetings.  Let's  face  it,  the  services  don't  put 
hardware  and  weapons  systems  out  in  the  field — it's  really  industry.  So  a  lot  of 
the  knowledge  in  this  area  is  in  industry,  and  we  would  be  remiss  if  we  didn't  try 
to  tap  it.  Other  future  objectives  include  expanding  training  activities, 
implementing  design  for  testability,  developing  the  integrated  diagnostics 
concept,  and  focusing  on  new  technology,  such  as  artificial  intelligence. 

About  2  years  ago,  the  Air  Force  came  out  with  a  policy  on  integrated 
diagnostics.  Some  good  things  have  resulted.  You  may  or  may  not  agree  with  the 
definition.  Whether  or  not  we  achieve  our  objective  depends  on  our  ability  to 
implement  some  of  the  things  you're  doing  in  A  I.  I  see  integrated  diagnostics  as 
doing  business  the  way  we  ought  to  do  business.  We  need  a  strategy  to  integrate 
these  different  test  disciplines. 

I  also  see  integrated  diagnostics  as  a  useful  tool  to  you.  It  may  be  a 
technique  to  insert  AI  into  automatic  testing.  Some  good  news:  the  Air  Force  is 
in  the  process,  at  Aeronautical  Systems  Division  (ASD),  of  establishing  an 
integrated  diagnostics  Special  Projects  Office  (SPO). 

What  do  I  envision  for  the  3LC  Panel?  More  emphasis  on  integrated 
diagnostics.  You'll  also  see  some  tasking  in  the  area  of  A I.  We've  already  got  one 
subtask  described;  it's  a  monitor  task  to  see  what  we're  doing  in  AI.  We're  going 
to  make  some  inroads  to  apply  AI  to  our  automatic  test  systems  and  to  solve  some 
of  our  diagnostic  problems. 


Thank  you. 
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Overview  of  Training  and  Aiding 


Dr.  Henry  Halff 
Office  of  Naval  Research 


Introduction 

As  with  mest  -of  the~pres£ntations  that  I  give,  rayremafks  today  will  be 
determined  mofe  by  my  own  current  activities  than  by  the  guidance  given  me  to 
prepare  for  this  talk.  Since  I  am  a  research  psychologist  working  in  the  Personnel 
and  Training  Research  Group  at  the  Office  of  Naval  Research,  I  will,  therefore, 
be  talking  aboutMhe  role  that  people  play  in  maintaining  systems  and  about 
psychological  research  which  addresses  that  role.  ^1  believe  that  people  will 
continue  to  play  an  important  role  in  maintenance  in  the  indefinite  future.  I 
realize  that  many  of  you  in  the  audience  do  not  share  this  belief  and  feel  that 
people  can  be  totally  removed  from  the  maintenance  process  (Coppola,  this 
volume).  Those  of  you  whose  sole  interest  is  in  peopleless  maintenance  should 
feel  free  to  indulge  in  a  half  hour's  nap.  I  must  also  beg  the  indulgence  of  people 
here  who  are  not  particularly  concerned  with  the  Navy.  Since  I  work  for  the 
Navy,  you  may  find  that  my  remarks  have  a  rather  salty  tang. 

Two  serendipitous  events  make  this  talk  a  good  deal  more  enjoyable  for 
me  than  I  had  thought  it  would  be.  First,  in  reviewing  the  presentations  that 
follow  my  own  today,  I  find  that  I  will  conform  reasonably  well  to  my  instructions 
to  prepare  an  overview  of  these  talks,  even  though  I  totally  ignored  those 
instructions  and  simply  put  together  a  few  opinions  of  my  own  for  this 
presentation.  Second,  I  had  really  planned  on  bringing  out  a  few  important  facts 
about  maintenance  and  then  drawing  some  conclusions  from  those  facts.  The 
facts,  fortuitously  enough,  were  all  revealed  in  yesterday's  presentations,  leaving 
me  free  to  devote  the  rest  of  my  time  to  the  conclusions. 

Let  me  begin  with  a  summary  of  those  conclusions— sources  of 
maintenance  problems  in  the  military  are  widespread  and  their  manifestations  are 
widespread.  Not  all  of  the  problems  originate  at  the  workbench  and  not  all  of  the 
problems  are  seen  on  the  workbench.  Solutions,  therefore,  must  be  sought  at  a 
number  of  difference  points  and  a  concentration  of  effort  on  a  single  point,  such 
as  expert  systems  as  troubleshooting  aids,  are  bound  to  have  a  small  or  even 
negative  impact. 


The  Military  Problem 


Sources 


Much  of  what  I  have  to  say  about  sources  of  maintenance  problems  in  the 
military  was  discussed  yesterday  by  McGrath  (this  volume).  We  expect  serious 
declines  in  the  labor  pool.  In  1978,  the  prime  recruit  population,  17  year  old 
males  and  females,  numbered  4.25  million.  In  1990,  it  will  number  less  than  3.25 
million. 
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Mental  quality  of  this  population,  as  I  am  sure  you  are  aware,  declined 
seriously  in  the  late  1970s  and  has  not  significantly  improved  since  then. 
According  to  a  recent  Navy  study,  the  median  Navy  recruit  reads  at  about  a  10th 
grade  level,  and  the  average  training  and  technical  manuals  are  only  readable  at  a 
10th  grade  level.  This  means  that  the  average  technical  manual  is  readable  by 
only  half  of  the  personnel  required  to  read  it. 

These  problems  are  compounded  by  a  problem  not  yet  mentioned, 
namely,  growth  in  the  force.  The  Navy,  for  example,  is  expanding  from  a  fleet  of 
a  little  over  U00  ships  to  one  of  about  600  ships.  Although  these  figures  should  be 
taken  with  a  grain  of  salt,  it  is  clear  to  everyone  that  there  will  be  more 
equipment  to  maintain  and,  therefore,  a  higher  demand  for  maintenance 
personnel. 

Finally,  as  was  mentioned  several  times,  military  systems  and  hardware 
are  becoming  more  complex.  There  are  many  ways  of  presenting  data  to 
illustrate  this  phenomena,  but  Figure  1  is  one  of  my  favorites.  It  plots  the  number 
of  pages  in  the  technical  manuals  for  Navy  aircraft  as  a  function  of  time.  It  is 
easy  to  note  that,  starting  in  about  1950,  the  curve  becomes  quite  steep.  Nor 
should  it  escape  your  attention  that  the  ordinate  (manual  size)  is  on  a  logarithmic 
scale  so  that  technical  manual  size  can  be  seen  to  double  about  every  10  years. 
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Figure  1.  Technical  Manual  Growth  Rate  Within 
the  Naval  Air  Systems  Command. 


Manifestations 


One  of  the  most  devastating  effects  of  these  problems  is  on  the 
resources  available  for  training.  I  have  noted  the  shortage  of  skilled  personnel,  a 
shortage  compounded,  by  the  way,  by  extremely  attractive  offers  from  industries 
competing  with  the  Na *y  for  those  personnel.  In  addition  to  personnel  shortages, 
the  services  with  growth  in  the  force  experience  equipment  shortages.  Both  the 
training  community  and  the  operational  forces  have  needs  for  people  and 
equipment  and  in  the  competition  for  these  resources,  the  operational  forces 
should,  and  do,  win.  We,  therefore,  find  our  technicians  being  trained  on  obsolete 
equipment  by  overworked  instructors  with  a  subsequent  decline  in  training 
effectiveness. 

It  is  also  possible  to  see  manifestations  of  the  maintenance  problem  in 
the  fleet  and  field.  (If  this  were  not  so,  I  don't  suppose  we  would  be  here  today.) 
For  example,  as  Figure  2  shows,  the  ratio  of  maintenance  hours  per  flight  hour  on 
Navy  aircraft  increased  by  about  61  percent  between  1974  and  1980.  Currently, 
an  aircraft  spends  30  hours  in  the  shop  for  every  hour  that  it  flies. 


Artificial  Intelligence  and  Maintenance 


We  are  here  today  because  we  all  think  that  artificial  intelligence  (AI) 
holds  some  promise  for  alleviating  the  problems  I  have  just  discussed.  The  natural 
and  perhaps  dominant  view  of  this  promise  was  well  expressed  yesterday  by 
Coppola  (this  volume),  who  suggested  that  a  combination  of  AI  and  robotics  could 
totally  automate  the  maintenance  process.  That  is  not  the  view  that  I  wish  to 
convey  today.  Instead,  I  suggest  that  we  seriously  consider  how  artificial 
intelligence  can  alleviate  some  of  the  problems  associated  with  the  performance 
of  maintainers. 


Training  of  Maintainers 

Basic  skills.  As  I  have  mentioned,  problems  with  maintenance  in  the 
services  do  not  seem  to  arise  at  the  workbench,  but  rather,  in  a  sense,  in  the 
public  schools.  Our  recruit  pool  is  inadequately  prepared  to  deal  with  both 
technical  training  and  the  demands  of  maintenance  jobs.  Although  the  application 
of  artificial  intelligence  to  this  problem  is  difficult  to  see  at  first,  it  is  worth 
pointing  out  that  some  of  the  most  exciting  work  in  education  today  uses  AI 
techniques  to  model  knowledge  and  processes  normally  associated  with  basic 
skills.  Most  of  this  work  (e.g.,  Greeno,  1978,  1980;  Lewis,  1981;  Resnick,  1982; 
VanLehn,  1983)  is  concerned  with  the  kinds  of  computational  skills  that  are 
crucial  to  success  in  technical  training. 

Appropriate  remediation  of  basic  skill  deficiencies  can,  at  the  least, 
increase  success  rates  in  technical  training  and  thereby  increase  the  supply  of 
qualified  maintainers  (Baker  &  Hamovitch,  1983).  AI  offers  a  number  of  tools 
that  may  be  helpful  in  the  remediation  of  basic  skills.  Dealing  with  individuals 
who  lack  basic  skills  even  after  years  of  instruction  is  a  much  more  complex 
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Figure  2.  Maintenance  Man-Hours  Per  Flight-Hour  (MMH/FH). 


problem  than  that  of  initial  acquisition.  There  are  suggestions  in  current  research 
that  skill  deficiencies  are  complex  and  subtle  enough  in  origin  that  a  computer 
will  be  required  for  successful  diagnosis  and  remediation. 

Simulation.  The  use  of  simulators  for  maintenance  training  is  not  a  new 
idea  and  is  one  that  ostensibly  has  nothing  to  do  with  AL  However,  AI  and 
associated  developments  in  computer  science  are  leading  to  a  different  view  of 
the  role  and  potential  of  simulation  in  technical  training.  To  a  large  extent,  this 
new  view  has  developed  as  the  consequence  of  STEAMER  which  Hollan  will 
describe  in  more  detail  later.  The  general  trend  that  I  see  in  simulator  design 
philosophy  is  one  that  1>  ‘ads  us  away  from  physical  fidelity  as  a  criterion  towards 
designs  based  on  the  cognitive  aspects  of  the  skills  to  be  mastered.  Current 
research  in  cognitive  science  (Chi,  Feltovich,  &  Glaser,  1981;  Lesgold,  Feltovich, 
Glaser  <Sc  Wang,  1981)  indicates  that  experts  in  technical  fields  view  problems  in 
their  domains  in  terms  of  abstract  entities  and  principles  that  are  not 
immediately  evident  from  the  physical  characteristics  of  the  problem.  This 
abstraction  not  only  serves  to  encapsulate  strategic  problem  solving  knowledge 
(Greeno,  1978,  1980),  but  also  provides  the  memory  structures  for  expansion  of 
the  cognitive  resources  needed  in  successful  problem  solving  (Chase  Sc  Ericsson, 
1982).  It  follows  that  simulators  might  well  function  more  effectively  if  they 
incorporated  explicit  representations  of  abstract  entities  and  provided  views  of 
the  domain  that  promoted  the  development  of  the  knowledge  structures  needed 
for  effective  problem  solving. 

Within  AI  the  research  most  relevant  to  conceptual  simulators  is  that 
concerned  with  mental  models  and  qualitative  reasoning.  Thus,  I  expect  that 
theories  of  envisioning  (de  Kleer  &  Brown,  1981,  1983)  will  have  a  considerable 
impact  on  this  field.  In  addition,  simulators  can  be  viewed  as  analogies  of  the 
target  training  domain  so  that  theories  such  as  structure  mapping  (Gentner,  1983) 
may  also  apply.  There  is  some  indication  that  schema  theory  may  be  a  useful  tool 
for  describing  system  perception  and  device  perception  (Kieras,  1982).  Simulators 
that  make  evident  the  schematic  nature  of  the  devices  being  simulated  may, 
therefore,  offer  a  singular  advantage  in  training.  Finally,  the  notion  of 
qualitative  interfaces  (a  term  coined  by  Jim  Hollan),  in  which  abstract  quantities 
(e.g.,  acceleration,  current)  are  given  concrete  realizations  via  icons,  may  provide 
excellent  ways  of  training  students  to  think  effectively  about  systems. 

Intelligent  computer -assisted  instruction  (ICAI).  The  use  of  computers 
to  capture  an  instructor’s  expertise  and  thereby  extend  his  or  her  instructional 
powers  in  both  space  and  time  is  not  new  (Carbonnel,  1970).  Artificial 
intelligence  is  involved  in  this  enterprise  because  the  subject  matter  in  any 
significant  domain  requires  intelligence  and  since  teaching  itself  is  an  inherently 
intelligent  activity.  But  years  of  research  pursuing  the  dream  of  a  fully 
automated  tutor  have  taught  us  that  computerizing  expertise  for  instructional 
purposes  is  far  more  difficult  than  capturing  expertise  for,  say,  advisory  purposes. 
This  is  so  because  successful  ICAI  must  not  only  be  grounded  on  a  computational 
understanding  of  the  subject  matter,  but  also  on  a  computational  model  of  the 
student  and  of  instructional  methods.  Good  teachers  teach  to  a  mental  model  of 
their  student,  and  the  complexity  and  subtlety  of  this  model  continues  to 
challenge  researchers  in  this  area  (London  Sc  Clancey,  1982). 


Although  the  idea  of  a  fully  automated  tutor  remains  an  elusive  end¬ 
point  in  a  continuum  of  computer-based  training  systems,  it  is  possible  to  use 
artificial  intelligence  devices  in  a  number  of  other  ways  in  technical  training. 
Wescourt  (1977),  for  example,  and  more  recently  VanLehn  (1983)  have  made 
suggestions  relevant  to  the  sequencing  of  exercises  and  examples.  Brown  (1983) 
has  pointed  out  that  the  availability  of  advice  when  needed  is  as  crucial  as  the 
quality  of  that  advice.  Following  Burton  and  Brown  (1982),  he  suggests  a  family 
of  minimally  intelligent  computer  coaches  that  operate  in  a  carefully  designed 
environment  for  exercising  technical  skills.  In  mimicking  real  world  situations, 
these  environments  constitute  simulators,  but  not  ones  that  we  normally  associate 
with  maintenance  training. 

Development  of  instructional  materials.  Finally,  there  is  a  prospect  for 
the  use  of  artificial  intelligence  in  the  development  of  instructional  materials, 
particularly  in  view  of  the  large  literature  on  computational  linguistics  and 
machine  models  of  learning.  Much  could  be  done  to  improve  training  documents 
and  written  materials,  and  a  bit  later  I  will  discuss  some  of  these  possibilities  in 
connection  with  technical  documentation.  For  now,  let  me  mention  that  other 
opportunities  exist  in  the  area  of  curriculum  design.  One  possibility,  for  example, 
is  to  use  computer  models  of  learning  to  evaluate  curricula.  Another  is  for 
automation  of  the  process  of  curriculum  design  or  at  least  curriculum  revision. 
Both  of  these  technologies  could  involve  an  interesting  combination  of  cognitive 
modeling  and  AI  technology.  I  should  note  in  passing  that  the  average  Navy 
course  is  revised  on  the  order  of  once  every  133  years,  so  that  this  area  is  also 
ripe  for  automation. 


Design  for  Maintainability 

There  are  other  areas  where  artificial  intelligence  can  help  with  a 
maintenance  problem.  We  have  heard  quite  a  bit  of  evidence  that  systems  are  too 
complex  to  be  effectively  maintained.  It  is  possible  that  AI  could  help  us 
decrease  the  psychological  complexity  of  devices  and  thereby  make  their 
maintenance  more  feasible. 

Knowledge  representation  and  structured  design.  Kieras  (this  volume)  is 
going  to  tell  us  about  research  that  I  just  alluded  to  in  my  mention  of  schema 
theory  as  a  basis  for  system  perception  and  comprehension.  We  may  well  be  able 
to  incorporate  these  schema  theoretic  accounts,  which  address  the  psychological 
or  mental  aspects  of  device  representation,  into  the  design  process. 

The  software-engineering  community  has  for  some  time  now  been 
concerned  with  the  design  of  more  maintainable  software.  In  fact,  the  discipline 
of  structured  programming  is  rigidly  applied  in  software  development  expressly 
for  the  purpose  of  enhancing  its  maintainability.  Despite  one's  views  on  the 
effectiveness  of  this  discipline  it  would  be  difficult  to  argue  that  its 
implementation  has  failed.  Hardware  design  has  been  little  affected  by  similar 
considerations,  perhaps  because  software  is  inherently  symbolic  and,  therefore, 
more  amenable  to  cognitive  analysis.  Nonetheless,  there  may  be  important 
opportunities  in  the  future  for  AI  to  guide  the  design  of  hardware  for  the  specific 
purpose  of  improving  its  maintainability. 


Cognitive  models  of  maintenance  performance.  Apart  from  top-down 
approaches  to  design,  I  think  cognitive  modeling  offers  some  promise  in  the  area 
of  design  for  maintainability.  At  least  the  topic  gives  me  the  excuse  to  talk  about 
some  research.  Since  ONR  does  not  let  me  do  any  research  on  my  own,  1  am 
forced,  in  situations  like  this,  to  talk  about  other  people's  research.  Today  I  have 
chosen  Towne  (this  volume)  to  misrepresent.  He  developed  a  simple  but  effective 
computer  model  of  how  people  troubleshoot  a  microcomputer  system  down  to  the 
functional  device  level.  The  model,  shown  in  Figure  3,  is  based  on  the  kinds  of 
widely  known  principles  that  have  been  discussed  at  this  workshop.  The 
technician  modeled  by  Towne  has  available  to  him  a  collection  of  tests  and  a 
collection  of  replacement  units.  In  selecting  any  action,  either  a  test  or  a 
replacement  action,  the  technician  considers  the  information  value  of  the 
particular  tests  and  the  certainty  associated  with  any  particular  decision  to 
replace.  The  model  operates  in  an  iterative  fashion.  Hence,  it  tends  to  first 
perform  the  most  useful  tests,  and  when  it  is  reasonably  certain  that  a  unit  is  bad, 
it  replaces  that  unit. 

The  model  is  a  far  cry  from  some  of  the  more  complex  efforts  at 
cognitive  modeling  of  diagnostic  behavior;  nonetheless,  it  is  surprisingly  accurate, 
as  Figure  4  shows.  This  figure  is  a  scatterplot  of  test-and-replace  times  for  nine 
different  faults.  The  model's  performance,  averaged  across  reasonable  minor 
variations  in  strategy,  is  plotted  against  the  average  peformance  of  real 
technicians.  The  times  for  individual  test  and  replacement  actions  were 
precalibrated  so  that  any  points  off  the  main  diagonal  indicate  a  discrepancy 
between  the  model  and  real  technicians  in  their  choice  of  tests  and  replacements. 
With  no  parameters  to  estimate,  the  fit  of  the  model  is  virtually  flawless.  More 
importantly,  it  gives  a  clear  indication  of  the  faults  that  cause  maintainability 
problems.  Tools  of  this  sort  in  the  hands  of  designers  could  be  a  powerful  means 
of  ensuring  that  equipment  is  designed  to  be  easily  maintained. 


Documentation 

Print  media.  There  is  near  universal  agreement  that  technical 
documentation  is,  for  the  most  part,  grossly  inadequate  and  often  totally  useless. 
AI's  large  concern  with  linguistic  matters  should  provide  considerable  leverage  on 
this  problem.  One  immediate  way  to  improve  documentation  might  be  to  derive 
guidelines  for  authors  using  currently  available  knowledge  in  psycholinguistics  and 
computational  linguistics.  I  tend  to  doubt  that  this  approach  would  have  much  of 
an  effect  since  guidelines  simple  enough  for  a  writer  to  apply  consistently  would 
probably  be  too  weak  and  imprecise  to  have  much  of  an  effect. 

Another  more  promising  approach  is  to  use  automated  authoring  aids  to 
help  writers  improve  technical  documentation.  Systems  such  as  the  Writers' 
Workbench  (Cherry,  1982;  MacDonald,  Frase,  Gingrich,  &  Keenan,  1982),  and  the 
Navy's  Computerized  Readability  Editing  System  (Braby  <3c  Kincaid,  1981-1982; 
Kincaid,  Aagard,  O'Hara,  <5c  Cottrell,  1981)  are  a  good  start  in  this  direction,  but 
these  systems  for  the  most  part  address  mainly  the  surface  aspects  of  text.  That 
is,  they  provide  critiques  of  vocabulary,  sentence  length,  use  of  awkward  phrases, 
etc.  without  really  addressing  the  meaning  or  structure  of  the  text.  Later  today 
Kieras  (this  volume)  will  discuss  Al-based  methods  for  examining  more 
fundamental  aspects  of  text.  One  notion  that  he  will  describe  involves  the  use  of 
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an  Al-based  parser  that  can  provide  a  structural  description  of  the  text  and  rules 
that  operate  on  that  structure.  Automated  analysis  of  the  semantic  aspects  of 
draft  technical  documentation  is  more  challenging,  but  it  might  be  possible  to  run 
certain  checks  for  semantic  completeness  or  to  simulate  readers  and  analyze  what 
they  might  comprehend  in  the  text. 

Eventually,  we  should  aim  for  top-down  guidance  at  the  discourse  level. 
That  is,  we  should  be  able  to  analyze  the  overall  purpose  of  a  document  or  set  of 
documents  and  make  recommendations  about  the  discourse  structures  that  should 
be  used  to  convey  the  target  material. 

Interactive  media.  AI  can  also  help  in  the  design  of  computer-based 
performance  aids.  One  possible  role  for  such  devices  is  simply  to  deliver 
technical  data  in  a  more  convenient  fashion  than  standard  print  media.  Another 
role  is  to  provide  state  information  on  the  equipment  being  maintained.  The  use 
of  automatic  test  equipment  is  particularly  pertinent  to  this  aspect  of  a 
performance  aid's  function.  These  aids  could  also  serve  to  deliver  procedural 
instructions  interactively  in  a  way  that  would  lead  to  fewer  errors  in  performance 
and  the  ability  to  incorporate  more  complex  and  sophisticated  procedures  into 
maintenance. 

In  fill  of  these  uses,  AI  could  play  a  role.  It  could  provide  natural 
language  interfaces,  inference  mechanisms  for  ATE,  and  knowledge 
representation  methods  for  procedures.  There  is  one  other  role  that  A I  might 
have  in  a  computer-based  job  aid,  namely  that  of  giving  advice  to  a  technician 
through  an  expert  system.  Strangely  enough,  it  is  this  role,  the  use  of  expert 
systems  in  diagnostic  maintenance,  that  seems  to  dominate  this  meeting.  To 
understand  the  role  of  AI  in  maintenance,  we  must  first  recognize  that  diagnostic 
results  are  only  one  form  of  information  useful  to  a  technician  repairing  a  system, 
and  that  delivery  of  information  is  only  one  aspect  of  the  maintenance  problem. 


AI  in  the  Real  World  of  Maintenance 

A  narrow  view  of  AI's  role  in  maintenance  is  bound  to  lead  to  serious 
problems  in  the  real  world.  I  do  not  claim  any  real  expertise  about  the  real  world, 
but  my  few  reluctant  sojourns  there  have  given  some  cause  for  concern  about  the 
application  of  this  technology. 

Robustness.  It  is  well  known  that  typical,  unstructured  rule-based 
systems  are  not  very  robust.  An  expert  system  carefully  designed  for  one 
application  may  be  totally  useless  when  applied  to  even  a  close  cousin. 
Unfortunately,  minor,  and  sometimes  major,  changes  in  configuration  are  the  rule 
in  the  real  world  rather  than  the  exception.  One  source  of  such  problems  is 
configuration  failure.  A  technician  who  does  not  have  the  replacement  parts 
necessary  to  properly  repair  a  device  uses  a  jerry-rig  to  make  the  unit  work.  A 
data  processing  technician  on  finding  a  bug  in  a  ship's  software,  installs  an 
unauthorized  patch  that,  over  the  life  span  of  the  software,  drives  it  ever  further 
away  from  configuration.  Who,  if  anyone,  bothers  to  inform  the  expert  system 
that  troubleshoots  these  devices  about  these  sub  rosa  changes?  Even  authorized 
changes,  say,  as  the  result  of  overhauls,  may  have  difficulty  finding  their  way  into 
maintenance  aiding  systems. 


Another  aspect  of  the  robustness  problem  was  mentioned  yesterday  by 
Mr.  McGrath.  Faults,  it  appears,  come  in  two  sizes:  the  kind  that  are  fixed 
almost  immediately  and  the  kind  that  can  take  from  10  to  100  hours  to  fix. 
Technicians'  experience  and  expert  knowledge  are  probably  most  effectively 
brought  to  bear  on  the  former  type  of  fault.  The  latter,  more  difficult  faults  may 
well  require  advanced  reasoning  and  inference  capabilities  not  found  in  the  kinds 
of  expert  systems  described  yesterday. 

Maintenance  objectives.  Multiple  goals  are  characteristic  of  most  of  the 
people  working  in  a  maintenance  environment.  The  primary  goal  of  the  typical 
technician  is  that  of  keeping  himself  or  herself  unhurt  and  alive.  This  kind  of 
overriding  contextual  information  is  difficult  to  incorporate  into  an  expert  system 
decision  aid;  the  tests  and  procedures  that  make  sense  in  good  weather,  for 
example,  might  be  completely  unacceptable  during  a  squall.  Operational 
readiness  is  also  a  primary  goal  of  maintainers.  Keeping  ships  and  other  systems 
operational  will  often  preclude  maintenance  actions  deemed  to  be  crucial  from 
the  narrow  viewpoint  of  an  expert  system.  Repair  is  often  a  goal  that  supercedes 
diagnosis,  and  maintenance  systems  must,  therefore,  be  able  to  decide  just  how 
precise  a  diagnosis  must  be  before  a  repair  should  be  effected.  Political  and 
policy  factors  also  figure  heavily  in  the  goals  of  a  maintainer;  the  attitudes  of 
managers  may  often  determine  false  replacement  rates  and  other  properties  of  a 
maintenance  operation.  Thus,  while  troubleshooting  and  diagnosis  remain  an 
important  problem  in  maintenance  systems,  they  are  far  from  primary  goals  and, 
in  fact,  lie  at  the  tip  of  a  very  complex  goal  tree. 

Other  factors.  Other  noncerebral  factors  also  work  to  limit  the 
usefulness  of  expert  systems  and  job  aids.  Many  of  the  systems  that  are  most 
difficult  to  troubleshoot  are  widely  distributed.  Radar  systems  and 
communications  systems,  for  example,  are  distributed  across  the  entire  extent  of 
a  ship,  and  a  single  fault  often  requires  three  or  four  people  to  track  it  down.  The 
idea  that  an  expert  system  has  to  be  a  team  player  is  not  one  that  I  see  widely 
discussed  in  the  literature. 

Accessibility  is  another  problem  in  the  maintenance  of  many  systems. 
Components  that  are  accessible  in  some  situations  may  not  be  in  others.  Hence, 
an  expert  system  that  demands  access  to  these  components  may  have  to  deal  with 
ubiquitous  and  unpredictable  physical  constraints. 

As  Mr.  McGrath  mentioned  yesterday,  logistics  is  a  large,  complicating 
factor  in  maintenance  systems.  At  one  level,  technicians  are  directed  to  repair 
systems  on  a  modular  basis,  replacing  a  known  bad  module  with  a  replacement 
module.  When,  however,  these  modules  cost  in  the  tens  of  thousands  of  dollars,  it 
is  often  difficult  to  obtain  replacement  parts.  Technicians  more  interested  in 
readiness  than  in  policy  will  often  retain  faulty  modules  as  component  caches. 
Designing  maintenance  aids  that  support  or  fail  to  support  this  kind  of  antipolicy 
behavior  is  an  interesting  problem. 


Conclusions 


The  purpose  of  this  workshop  is  to  determine  the  course  of  research  and 
development  on  AI  in  maintenance.  Let  me  conclude,  therefore,  with 
recommendations  oriented  towards  the  planning  of  research  and  development. 

Concerning  the  substance  of  research  in  the  area,  I  think  it  essential  that 
we  be  eclectic.  I  am  disturbed  that  the  typical  view  of  AI  applications  to 
maintenance  is  one  of  an  expert  system  that  operates  on  the  workbench  to 
diagnose  failures,  aided  or  unaided  by  technicians.  I  hope  that  the  considerations  1 
have  just  discussed  force  us  to  consider  a  much  broader  attack  on  the  problem  and 
to  consider  applying  AI  at  all  levels  from  system  design  through  documentation, 
training,  and  all  aspects  of  performance  aiding.  Broadening  our  approach  can  only 
make  it  better  integrated,  more  robust,  and  more  successful  in  the  long  run. 

Also  worth  recalling  is  DeUong's  (this  volume)  point  about  the  scientific 
status  of  expert  systems.  There  remain  serious  unanswered  scientific  questions 
about  this  technology.  I  would  not  be  at  all  surprised  if  the  field  of  expert 
systems,  like  that  of  machine  translation,  became  essentially  dead  in  5  or  10 
years.  Needed  much  more  than  the  development  of  yet  another  expert  system  to 
troubleshoot  a  particular  device  is  basic  research  on  the  hard  scientific  problems 
associated  with  expert  systems. 

One  important  barrier  to  the  prosecution  of  essential  research  in  AI  is  a 
shortage  of  expertise  in  the  field.  Industry  does  itself  no  favors  by  hiring 
individual  graduates,  each  to  start  his  or  her  own  AI  shop  to  build  one  more  expert 
system.  Companies  that  engage  in  this  sort  of  practice  usually  do  so  with  plans  to 
expand  their  one-person  shops  as  soon  as  experts  become  available.  They  seem  to 
care  little  that  they  are  withdrawing  from  the  academic  community  the  very 
resources  needed  to  produce  those  experts  or  that  they  are  fractionating  the 
scientific  community  to  the  extent  that  serious  and  important  research  on  AI  may 
well  become  impossible. 

In  sum,  if  we  cannot  find  the  breadth  of  view  to  look  for  innovative 
approaches  to  solving  maintenance  problems  at  all  levels,  or  if  we  cannot  find  the 
discipline  to  support  the  serious  scientific  work  needed  to  create  a  proper 
foundation  for  AI,  we  will  be  rewarded  with  the  attendant  loss  not  only  of 
resources  but  also  of  credibility  to  those  who  furnish  those  resources. 
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I  would  like  to  point  out  that  this  talk  represents  work  done  with  John 
Seely  Brown.  Like  any  good  AI  expert,  I  have  an  enormous  pile  of  slides  so  I  can 
dynamically  adjust  my  talk  depending  on  the  necessity  of  the  situation.  I'm  very 
tempted  to  give  a  talk  today  which  I  won't  give,  but  it  involves  why  AI  is  bad  for 
you.  It  really  is,  but  this  is  probably  not  the  right  forum  for  it. 

i  '>  A  r  r  <■  S - x 

Let  me^start  with  basics*  Why  are  we  here?  The  single  common  thread 
is  that  we  have  ^technological  ortifaets  and  they  break  faster  than  we  can  fix 
them.  From  that  keen  insight,  one  can  make  further  observations  about  the  two 
ways  to  fix  broken  machines—you  get  people  to  fix  them  or  you  get  other 
machines  to  fix  them.  Right  now,  both  of  these  approaches  don't  work  very  well. 
Is  there  a  common  theory  of  troubleshooting  underlying  these  two  approaches?  To 
put  the  question  another  way:  Is  the  theory  of  troubleshooting  underlying  human 
training  and  human  aiding  and  doing  maintenance  any  different  from  the  theory 
underlying  computer-based  test  equipment?  The  argument  is  often  made  that 
there  is  a  fundamental  difference  because  inference  is  cheap  for  computers.  This, 
however,  remains  to  be  seen. 

r! ’’  , 

In  this  talk  I'm  going  to  takec  as  an  objective  getting  the  best 
computer-based  troubleshooter  we  can.r-cWhat  you'll  see  at  the  conclusion  of  my 
talk  is  that,  although  I  never  took  it  as  a  goal,  the  design  that  I  come  up  with  is 
something  that  is  just  right  for  the  training  problem. 

We  know  that  machines  are  hard  to  fix.  However,  we  also  notice  that 
some  people  are  good  at  fixing  them,  and  we  call  those  people  experts.  We  talk  to 
those  experts  for  awhile  and  we  discover  that  they  use  knowledge  about  circuits 
to  diagnose.  It  takes  intelligence  to  find  faults.  Now  you  will  notice  that  any 
good  data  base  indexing  system  would  come  up  with  a  hit  on  those  three  key  words 
I've  just  said.  What  is  it?  The  hit  is  "artificial  intelligence."  (This,  by  the  way,  is 
the  beginning  of  my  45  minute  anti-AI  talk.)  The  piece  of  reasoning  I  just  went 
through  about  expert-knowledge-intelligence  being  equated  with  artificial 
intelligence  is  completely  fallacious.  If  it  were  true,  any  problem  in  our  society 
for  which  there  exist  a  few  experts  and  which  seems  to  require  intelligence  would 
be  placed  in  the  arena  of  AI.  And,  by  that  definition,  AI  would  include  everything. 
Now  I  know  lots  of  my  friends  in  AI  believe  that,  but  it's  completely  false.  You 
may  be  able  to  guess  the  other  44  minutes  of  what  I  would  say  about  the  dangers 
of  A I. 

Another  story  I'd  like  to  tell  you  involves  picking  someone  at  random, 
say,  a  knowledge  engineer.  The  knowledge  engineer  often  uses  a  sledge  hammer 
to  crack  a  very  small  nut— a  far  too  large  sledge  hammer.  But  perhaps  it’s  a  case 
of  the  nut  cracking  the  sledge  hammer.  The  point  is  that  AI  is  hairy:  it's  hard, 
complicated,  and  usually  doesn't  work.  Now  the  problem  is  that  it  is  also  sexy.  I 
want  to  drive  home  a  simple  piece  of  engineering  methodology  that  we  should  all 
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be  completely  familiar  with,  but  somehow  is  often  forgotten- -you  don't  want  to 
do  the  intelligent  thing,  you  want  to  do  the  simplest  thing  that  works.  If  you  don't 
do  that,  you're  going  to  get  into  trouble.  I  am  not  in  the  business  of  building  a 
troubleshooter  that's  going  to  work  in  the  field  in  2  years,  so  I  have  a  different 
goal  than  some  of  you  and  have  to  make  different  kinds  of  decisions.  If  I  had  to 
build  a  troubleshooter  to  work  in  2  years,  I  would  do  different  things  than  I  am 
doing  now.  The  kinds  of  questions  I'm  interested  in  include:  What  is 
troubleshooting?  What  is  the  fundamental  problem?  What  does  it  mean  to 
understand  a  machine?  Nevertheless,  this  little  piece  of  methodology  that  I've 
described  above  applies  to  the  science  as  well  as  to  the  engineering.  If  I  propose  a 
complex  mechanism  or  artifact,  I  better  have  a  reason  for  why  I  introduced  the 
complexity.  Whether  it  be  engineering  or  science,  do  the  simplest  thing  that 
works  and  have  an  explanation  for  any  complications  in  the  product. 

In  the  rest  of  this  talk,  I'm  going  to  get  a  little  more  technical  and  lay 
out  my  perspective  on  troubleshooting.  I'm  going  to  have  to  do  that  while  I'm 
going  through  some  examples.  I  won't  go  very  deep,  but  I  hate  talking  in 
completely  high  level  terms. 

Let's  consider  the  regulated  power  supply  circuit  shown  in  Figure  1.  I'm 
going  to  talk  about  six  approaches  to  troubleshooting  using  this  circuit.  Some  of 
them  I  have  implemented;  some  of  them  are  fictional.  I'm  presenting  them  to 
demonstrate  the  spectrum  of  possible  Ai  .mproaches. 

First  of  the  six  approaches  to  troubleshooting  is  the  modern  approach, 
which  is,  I  gather  from  some  of  the  other  talks  I've  heard  at  this  workshop,  now 
the  conservative  approach.  The  second  approach  is  the  empirical  association 
approach.  The  third  approach  examines  organization  of  knowledge  along 
structural  and  causal  lines.  Fourth,  I'll  describe  the  approach  that  I  consider  the 
most  powerful— how  to  use  deep  knowledge  about  behavior  to  make 
troubleshooting  inferences.  Fifth,  the  use  of  deep  knowledge  about  fault  modes, 
and  sixth,  the  use  of  causal  models.  Causal  models  is  actually  a  separate  talk  so  I 
won't  go  very  deeply  into  that  subject. 

As  we  go  through  this  list  of  six  approaches  to  troubleshooting,  we  gain 
certain  advantages  with  each  successive  approach.  Thus,  if  we  actually  want  to 
build  something  soon,  we  have  to  take  a  tradeoff  someplace  and  choose  a  position 
along  the  spectrum.  The  way  to  view  this  framework  is  as  a  tradeoff  of 
knowledge  vs.  inference.  There's  a  disasfrous  slogan  going  around  that  states 
"knowledge  is  power."  Actually,  we  want  as  little  knowledge  as  possible  and  we 
want  our  inference  to  be  as  powerful  as  possible.  The  basic  idea  is  that  if  we  have 
a  little  knowledge  it's  easy  to  change,  easy  to  debug,  and  takes  less  effort  to  make 
sure  that  it's  right.  So,  as  I  go  through  these  six  approaches  to  troubleshooting, 
I'm  going  to  lay  out  where  the  knowledge  is,  how  it  is  used,  and  what  it  is  good 
for. 

Let's  begin  by  discussing  what  a  troubleshooter  does.  Superficially,  the 
troubleshooter  seems  to  do  two  things—makes  a  bunch  of  measurements,  then 
replaces  a  component.  It  sounds  very  simple.  But  note  that  in  the  activity  of 
measuring,  the  troubleshooter  is  presumably  doing  two  things.  He  is  making 
measurements  from  which  he  computes  entailments  about  the  components  of  the 
device  and  based  on  those  entailments,  he  decides  to  make  yet  other 
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measurements.  The  point  is,  he  wants  to  make  the  measurement  that  has 
maximum  information  gain. 

What  goals  do  we  have  for  building  a  troubleshooter  that  has 
performance?  There  are  four.  The  first  one  is  robustness.  We  want  the 
troubleshooter  to  succeed  on  faults  that  the  designer  of  the  system  did  not 
foresee.  We  do  not  want  unexpected  inputs  or  unexpected  faults  to  blow  the 
troubleshooting  system  out  of  the  water.  Second,  we  want  it  to  be  general  and 
work  on  a  wide  number  of  cases.  It  should  be  able  to  apply  to  other  circuits 
besides  the  one  for  which  it  was  implemented.  Third,  we  want  it  to  be  efficient. 
Anyone  can  build  troubleshooters  that  make  a  measurement  at  every  node  and 
eventually  figure  out  what  is  wrong.  But  measurements  are  expensive.  Some  are 
more  expensive  than  others,  so  there  is  some  metric  within  which  a  troubleshooter 
optimizes.  The  fourth  goal  is  constructibility.  It  has  to  be  easy  to  build  the 
troubleshooter;  if  it  takes  5  years,  then  something  is  wrong. 

There  is  a  fifth  goal  for  building  a  troubleshooter  that  I  have  purposely 
not  included  on  my  list-explanation.  Explanation  is  often  oversold.  The  reason 
explanation  is  such  an  issue  for  expert  systems  is  that  the  implementers  of  expert 
systems  have  to  convince  the  other  reseachers  in  this  field,  and  their  own 
managers,  that  these  programs  work  when  in  actual  fact  they  don’t.  An 
explanation  facility  provides  a  means  for  failing  gracefully.  It  makes  the  system 
appear  as  if  it  might  work  and  deflects  questions  from  the  real  issue  which  is 
performance.  If  the  conclusion  of  the  expert  system  was  always  right,  or  mostly 
right,  you  wouldn't  need  an  explanation,  you'd  just  follow  it.  And  the  second  point 
is,  in  many  contexts,  the  technician  that's  using  the  expert  system  doesn't  have 
the  technical  training  to  evaluate  the  explanation  that  the  expert  system  would 
generate  anyway.  So  explanation  is  oversold  in  this  business. 

Let  me  quickly  outline  the  modern  approach,  although  I'm  sure  many 
people  at  this  workshop  have  given  talks  about  it.  As  far  as  I  can  tell,  the  modern 
approach  is  to  write  100,000  lines  in  Pascal  code  for  your  million  dollar  piece  of 
diagnostic  equipment  which  finds  30  percent  of  the  faults  in  the  device.  Let's 
evaluate  this  approach  using  my  four  criteria.  First  of  ail,  look  at  the  knowledge 
in  the  system.  The  knowledge  is  all  implicit  in  the  code.  There  is  no  inference 
going  on  at  all.  The  first  problem  is  that  presumably  the  writer  of  the  Pascal 
program  went  in  with  a  set  of  faults  that  had  to  be  covered.  How  can  you  tell  the 
Pascal  program  actually  covered  the  faults?  Secondly,  how  do  you  know  that  the 
original  set  of  faults  were  the  faults  that  were  important?  So  the  robustness  of 
this  100,000  lines  of  Pascal  program  is  pretty  bad.  It’s  also  not  general  at  all. 
There's  no  hope  this  Pascal  program  is  going  to  work  on  another  circuit. 
Regarding  efficiency,  it  seems  many  of  the  programs  I've  heard  about  are  very 
inefficient  in  the  sense  that  they  make  the  same  set  of  measurements  no  matter 
what.  I've  heard  of  frustrated  technicians  who  have  to  wait  hours  for  the  program 
to  reach  the  test  of  that  part  of  the  modules  they  suspect  is  broken.  But  the 
Pascal  code  doesn't  know  when  to  start  and  when  to  stop.  It  just  runs  through  all 
of  the  tests.  Our  fourth  goal  of  constructibility  is  obviously  poor  for  the  modern 
approach. 

So  how  can  we  do  better?  Well,  we  go  observe  and  talk  to  real-life 
troubleshooters.  The  human  expert  says  things  to  us  that  resemble  "if-then" 


relationships.  For  example,  "if  the  voltage  is  low,  then  the  constant  current 
source  is  open."  Aha!  These  are  called  empirical  associations  abstracted  from 
the  expert.  So  we  start  writing  these  empirical  associations  and  they  work!  So 
we  collect  a  very  large  number  of  rules.  Now,  this  is  a  little  oversimplified,  but 
I'd  like  to  point  out  this  simplified  system  actually  works  because  empirical 
associations  are  useful  for  both  of  the  troubleshooter's  basic  tasks:  computing  the 
entailments  of  measurements  and  proposing  new  ones. 

Suppose  the  troubleshooter  has  a  rule  that  says:  "If  V5  is  low,  then  R9  is 
open."  The  troubleshooter  then  measures  voltage  at  node  5.  Suppose  he  discovers 
that  this  voltage  is  low.  From  that  he  can  deduce  by  simple  antecedent  reasoning 
that  R9  is  open.  So  the  rules  allow  the  troubleshooter  to  compute  the  entailments 
of  his  measurements. 

These  rules  can  also  be  used  to  propose  measurements.  For  example: 

If  V5  =  low,  then  R9  is  open. 

If  13  =  high,  then  [Rl,  R9,  C6]  is  bad. 

If  19  =  low,  then  [R4,  Q4,  Tl]  is  bad. 


First,  pull  out  all  the  rules  whose  consequences  mention  components  still  in  the 
candidate  set.  From  those  choose  an  antecedent  which  is  still  unknown,  but  which 
if  known,  would  provide  maximum  information  about  the  remaining  components  in 
the  candidate  set.  Maximum  information  gain  is  a  function  of  the  cost  of 
measuring  the  antecedent  and  how  well  it  works  to  split  the  candidate  space  in 
half.  In  the  above  example,  we  would  measure  13. 

What  are  some  of  the  problems  of  using  this  approach  to  troubleshoot? 
The  main  problem  is  illustrated  by  the  knowledge  engineer  trying  to  fit  empirical 
associations  into  the  knowledge  base.  I'd  estimate  that  even  a  simple  circuit  like 
the  IP-28  requires  something  like  10,000  rules.  So,  what  happens  when  you  have 
to  add  the  10,001st  rule?  Where  do  you  put  it?  Well,  you  just  don't  know.  The 
rules  are  flat  and  unstructured.  How  do  you  know  the  new  rule  doesn't  contradict 
previous  ones?  How  do  you  know  that  you  haven't  missed  some  set  of  faults?  It's 
almost  impossible  to  tell,  and  that's  the  intrinsic  fatal  flaw  of  any  troubleshooting 
scheme  based  on  empirical  associations. 

There  are  advantages  to  this  approach,  however.  One  is  that  the 
knowledge  is  now  explicit  in  the  program.  It's  also  a  bit  easier  to  modify  and 
we've  got  some  inference,  although  it's  very  weak.  However,  its  robustness  is 
still  suspect  because  there  are  10,000  rules  that  had  to  be  written  down.  The 
generality  is  low,  but  it's  better  because  10,000  rules  are  better  than  100,000  lines 
of  Pascal.  Efficiency  is  actually  good  because  the  measurements  that  it  proposes 
depend  on  previous  measurements.  In  fact,  it  comes  close  to  being  optimal. 
Constructibility  is  still  bad,  however,  because  extracting  10,000  rules  is  a  very 
painful  task. 


Before  I  move  on  to  more  complicated  stuff,  let's  look  at  a  very  simple 
idea  that  gets  around  many  of  the  problems  associated  with  the  empirical 
association  method.  Consider  the  pool  of  rules.  We  notice  that  the  pool  can  be 
broken  into  subsets  associated  with  circuit  modules.  That  observation  is  based  on 
the  fact  that  the  function  of  a  circuit  arises  out  of  this  structure.  The  device  has 
a  physical  manifestation.  This  structure  can  be  used  to  organize  the  rules. 

Let's  say  the  knowledge  base  contains  rules  which  state  that  if  V6  is  low, 
this  implies  that  Q6  is  all  right  or  "OK."  If  V6  is  low,  that  implies  that  Q5  is  OK; 
and  if  V6  is  low,  that  implies  that  R6  is  OK.  If  a  troubleshooter  incorporates  an 
explicit  notion  of  structure,  these  three  rules  can  be  collapsed  into  one  rule:  If 
V6  is  low,  this  implies  that  V  (ref)  is  OK.  This  idea  is  very  simple,  but  it  actually 
gives  you  a  surprising  amount  of  leverage.  For  example,  if  you  see  that  the  same 
antecedent  says  something  about  3  of  the  k  components  of  a  module,  maybe 
there's  a  rule  missing  for  the  fourth  component. 

Similarly,  a  causal  model  like  that  of  Rieger  and  Grinberg  can  be  used  in 
the  same  way  to  organize  the  rules.  In  fact,  it  really  doesn't  matter  much  what  is 
used  to  organize  the  rules.  If  there's  only  a  little  bit  of  truth  in  what  you  use  to 
organize  rules,  the  robustness  is  going  to  be  improved  as  it  is  easier  to  notice 
missing  rules. 

The  three  approaches  to  troubleshooting  we've  discussed  thus  far  have 
ignored  the  fact  that  the  device  operates  as  a  consequence  of  the  behavior  of  its 
parts.  That's  a  radical  observation  for  the  people  in  the  empirical  association 
camp.  The  idea  of  the  fourth  approach  to  troubleshooting,  the  use  of  deep 
knowledge  about  behavior,  is  very  simple.  Consider  the  example  in  Figure  2: 


Figure  2. 


There  are  two  inputs  to  the  device:  x  and  y.  X  goes  through  module  f  causing 
f(x),  y  goes  through  module  g  causing  g(y),  and  both  are  inputs  to  module  h  causing 
output  (h(f(x),g(y)).  This  sort  of  reasoning  allows  us  to  compute  an  expectation  of 
what  the  value  at  z  must  be  if  we  know  what  are  the  inputs.  Then  we  can  make  a 
measurement  and  see  if  it  differs  from  expectations.  Let's  suppose  that  z 
measures  differently  than  expected.  One  possibility  is  that  h  is  faulted.  Or,  we 
can  assume  h  is  OK  and  g  is  correct  and  compute  what  the  faulty  f(x)  is.  Knowing 
x  and  the  faulty  f(x)  we  can  compute  the  fault  in  f. 


That's  not  a  bad  idea,  but  it  won't  quite  work.  It  might  work  lor  simple 
cases  like  this  one,  but  it  won't  work  in  general.  Often  this  algorithm  will  impugn 
every  component  of  the  circuit.  The  reason  is  that  if  the  circuit  contains  memory 
or  feedback  or  is  analog  or  if  the  wires  are  bidirectional  or  the  functions  are  hard 
to  invert,  the  method  won't  work.  In  other  words,  we  are  going  to  have  to  do 
something  different,  because  I’ve  just  covered  99  percent  of  the  circuits  in  the 
world. 

What  we  should  do  is  describe  the  behavior  of  every  component  by  a 
constraint  that  can  be  used  in  any  way — forward,  backward,  or  sideways.  There's 
no  notion  of  forward  and  backward  in  constraints.  An  example  of  constraint  is 
Ohm's  Law  E=IR.  If  you  know  the  voltage  and  the  current,  then  you  can 
determine  the  resistance.  It  doesn't  cause  the  resistance.  If  you  know  the 
resistance  and  the  current,  you  can  determine  the  voltage,  but  the  resistance  and 
the  current  don't  cause  the  voltage. 

We  can  use  the  constraint  propagation,  the  idea  of  composing  constraints 
with  each  other,  to  construct  expectations.  In  Figure  3,  suppose  you  measured  the 
voltage  between  node  15  and  node  14  and  node  16  and  node  14.  Using  Kirchhoff's 
Voltage  Law,  you  can  deduce  the  voltage  across  resistor  R5.  If  you  know  the 
voltage  across  the  resistor,  you  can  deduce  the  current  through  it  using  Ohm's 
Law  of  constraint.  This  leads  to  an  expected  R5  current  of  3  milliamperes  (mA). 
However,  that's  only  valid  assuming  that  R5's  resistance  hasn't  shifted  from  what 
it  should  be.  If  R5  has  shifted  in  value,  the  predicted  and  measured  currents  are 
going  to  be  different.  Thus,  R5  is  an  assumption  of  the  propagated  current  of 
3  mA. 


Mom  por  I  of  Output 


Figure  3.  Constant  voltage  source 


Moving  on,  the  voltage  across  D5  was  measured  to  be  34  volts  which  is 
less  than  the  zener's  breakdown  voltage.  Thus  the  current  through  D5  is  zero. 
Notice  that  this  propagation  depends  on  two  assumptions:  (1)  R5  is  not  faulted 
and  (2)  D5  is  not  faulted.  Using  Kirchhoff's  Current  Law  we  can  propagate  this 
current  through  R4.  As  I'm  assuming  there  are  no  extra  wires  or  open  wires,  this 
propagation  step  adds  no  new  assumptions.  Knowing  the  current  through  R4 
allows  us  to  propagate  the  voltage  across  it  by  Ohm's  Law.  Of  course,  this 
propagation  is  dependent  on  R4  still  having  its  expected  resistance.  Thus,  the 


voltage  acroso  R4  is  7.18  volts  assuming  that  R5,  D5,  and  R4  have  not  shifted  in 
value. 

Now,  how  do  we  use  this  information  to  troubleshoot?  The  basic  idea  of 
deep  knowledge  about  behavior  as  an  approach  is  that  the  propagations  allow  you 
to  construct  expectations  of  circuit  behavior.  If  you  construct  an  expectation  and 
make  measurements  at  a  point  of  expectation,  you  get  some  information.  There 
are  two  things  that  can  happen.  On  the  one  hand,  the  measurement  can 
corroborate  the  expectation.  For  example,  we  might  measure  the  voltage  across 
R4  and  discover  it  actually  is  7.18  volts.  Thus,  the  fault  does  not  lie  in  R5,  D5,  or 
R4.  On  the  other  hand,  if  we  discover  that  the  voltage  across  R4  is  zero  volts, 
the  measurement  disagrees  with  the  propagation.  We  would  then  conclude  that 
either  R5,  D5,  or  R4  is  faulted.  Furthermore,  if  we  assume  that  the  circuit 
contains  only  one  fault,  every  other  component  in  the  circuit  is  unfaulted. 

This  troubleshooter  proposes  new  measurements  by  choosing  those 
expectations  to  corroborate  or  conflict.  It  examines  the  set  of  all  expectations 
that  have  been  constructed  for  which  a  measurement  has  not  yet  been  made,  picks 
the  one  which  gives  maximum  information,  and  then  makes  that  measurement.  In 
other  words,  we  have  a  troubleshooter  that  both  computes  entailments  and 
proposes  measurements. 

Lest  you  think  that  I  am  completely  out  in  a  dream  world  with  this 
simplistic  scheme,  let  me  illustrate  a  few  of  the  things  that  have  to  be  patched  to 
make  the  propagation-based  troubleshooter  actually  work.  In  the  real  world  there 
are  meter  errors,  manufacturing  errors,  and  wide  tolerances  on  transistor 
specifications.  Therefore,  the  troubleshooter  has  to  consider  the  variability, 
that's  problem  number  one.  Second,  I  know  that  component  models  aren't  all 
constraints.  The  models  are  made  up  of  inequalities  on  voltages  and  currents.  So 
actual  component  models  are  fairly  complex. 

The  second  reason  you  might  think  that  I'm  wrong  is  that  the 
corroborations  and  conflicts  all  go  out  the  window  when  the  values  have 
tolerances.  For  example,  it  gets  far  more  complicated  when  comparing 
expectations  with  measurements.  In  general,  you  have  four  cases.  First,  if  the 
ranges  of  the  expectation  and  the  measured  don't  overlap,  you've  got  a  conflict 
unambiguously.  Second,  if  they  corroborate  and  they're  roughly  equal,  you 
actually  do  not  have  the  necessary  evidence  to  rule  out  the  assumptions 
underlying  the  expectations.  This  corroboration  could  be  correct,  yet  the 
underlying  components  could  still  be  faulted  because  there  is  so  much  variability 
in  the  values.  Another  more  sophisticated  mechanism  is  used  to  solve  that 
problem. 

Third,  what  happens  if  the  measurement  is  very  tight  but  the  expectation 
has  a  very  broad  range,  or  the  reverse?  For  each  of  these  cases,  information  can 
be  gathered  about  the  candidate  set. 

So  far  we  are  constructing  expectations  that  are  not  causal,  we  are 
merely  using  rules  about  how  components  behave  in  general.  Now,  one  of  the 
advantages  of  this  new  approach  is  that  all  of  a  sudden  all  the  necessity  for  most 
of  the  empirical  associations  goes  away.  Most  of  the  rules  get  automatically 


handled  by  the  coincidence  mechanism.  The  propagation-based  mechanism 
directly  obviates  the  need  lor  most  ol  the  rules  by  instead  making  inferences 
about  the  faultedness  of  circuit  components  based  on  first  principles. 

Suppose,  for  example,  we  had  a  rule  which  said  if  the  voltage  across  R5 
was  low,  the  CCS  was  open.  Under  the  old  system,  another  rule  is  needed  which 
states  that  if  the  current  through  R5  was  low,  the  CCS  is  open.  In  the 
propagation-based  scheme,  this  second  rule  is  now  superfluous.  If  you  discover 
the  current  through  R5,  the  propagator  will  construct  the  expectation  that  the 
voltage  across  it  is  low,  and  that  triggers  "voltage  low."  (That  expectation  is 
based  on  R5,  so  that  antecedent  assumption  must  also  be  included  in  the 
consequent  of  the  rule.)  As  a  consequence,  the  rule  set  collapses  dramatically.  In 
fact,  by  this  point,  we  have  reduced  the  original  set  of  10,000  rules  to  about  100. 

Since  there  are  only  100  rules,  robustness  is  dramatically  improved.  A 
fault  in  a  component  is  now  a  violation  of  its  own  law,  not  a  guess  that  some 
designer  made  beforehand.  Generality  is  also  much  better.  The  approach  can  be 
applied  to  more  circuits.  Its  efficiency  is  good,  and  its  constructibility  has 
become  a  lot  better  because  now  there  are  only  100  rules  to  discover.  Look  at 
what  we've  done— we've  beaten  on  the  knowledge  until  there's  almost  no 
knowledge  in  the  system  about  the  particular  circuit.  Instead,  we've  got  a  little 
bit  of  knowledge,  deep  knowledge,  about  the  domain  of  circuits  in  general,  and 
that  deep  knowledge  applies  to  all  circuits,  not  just  this  one. 

Next,  let's  consider  the  fifth  approach  to  troubleshooting  deep 
knowledge  about  fault  modes.  So  far  we've  only  talked  about  a  fault  as  being 
deviation  from  expected  behavior,  but  devices  also  have  fault  modes,  and  those 
fault  modes  are  very  important.  For  example,  consider  this  circuit: 


Suppose  we  measure  a  voltage  at  the  input  A,  construct  an  expectation  of  what 
the  voltage  must  be  at  the  output  of  A  using  the  model  for  A,  and  so  on  through  B 
and  E.  Now  we  make  a  second  measurement  at  the  output  of  E  and  find  it  that 
conflicts.  We  can  immediately  deduce  that  one  of  A,  B,  or  E  is  faulted.  If  there 
is  only  one  fault  in  the  circuit,  D  and  C  are  definitely  unfaulted.  That's  as  far  as 
we  got  by  the  old  strategy,  but  we  can  actually  get  a  lot  further  by  asking  the 
question:  What  caused  it?  Not  what  caused  the  fault,  but  what  caused  the 


expectations  to  go  awry,  and  the  only  thing  that  can  cause  the  expectation  to  go 
awry  is  something  wrong  with  A,  B,  or  E.  I'm  going  to  introduce  a  second 
propagator.  The  first  propagator  propagated  behavior,  the  second  one  propagates 
errors  or  faults.  You  can  only  propagate  causally  back  up  through  an  expectation 
that  you've  constructed.  The  only  thing  that  could  cause  the  expectation  to  be 
wrong  is  A,  B,  or  E.  So  this  second  propagator  inverts  expectations  that  have 
already  been  constructed  by  the  first  propagator.  So,  therefore,  I  need  to  have 
more  rules  about  components  and  it  gets  rather  complicated.  In  fact,  there's 
quite  a  few  rules  one  needs  in  order  to  run  the  propagator  backwards,  but  I  won't 
talk  about  these  new  rules  in  this  talk. 

This  reduces  the  rule  set  from  100  to  25.  Now  why  does  it  do  that?  We 
did  not  build  this  fault  propagator  for  this  purpose.  We  thought  it  would  just  give 
us  better  explanations,  but  it  actually  helped.  In  the  old  scheme,  a  component 
was  either  faulted  or  unfaulted.  That  means  that  the  only  information  recorded 
was  whether  a  component  was  faulted  or  not.  But  suppose  I  measure  a  voltage  to 
be  low,  that  might  tell  me  that  R6  can't  be  high.  You  know  that,  I  know  that,  but 
the  program  with  the  candidate  sets  can’t  represent  that  fact.  So  if  it  makes  a 
second  measurement  whose  entailment  is  that  R6  can't  be  low,  all  of  a  sudden  you 
and  I  know  that  if  R6  isn't  high,  and  it  isn't  low,  then  it's  OK.  But  the  candidate 
set  representation  won't  support  that  inference.  By  extending  the  representation 
to  include  fault  modes,  this  information  that  the  fault  propagator  collects  is 
utilized.  In  the  old  scheme,  there  were  many  extra  rules  to  handle  situations  like 
this.  In  the  R6  example,  the  R6  rule  could  be  deleted. 

The  game  is— we  want  to  get  rid  of  knowledge.  Knowledge  isn't  power. 
Knowledge  is  evil.  So  we're  left  with  25  rules  for  this  device.  And  the  first  16 
are  shown  in  Figure  4.  In  doing  research,  we  spent  a  lot  of  time  staring  at  these 
rules  to  identify  what  kinds  of  inferences  lay  behind  them.  What  really  stuck  out 
from  looking  at  those  rules  is  that  each  depended  on  a  very  sophisticated 
inference  on  a  causal  model.  So  that  pushed  us  into  the  research  we're  doing  right 
nows  How  to  use  a  causal  model  to  troubleshoot  a  circuit. 

Let  me  briefly  illustrate  this  sixth  and  final  approach  to  troubleshooting 
by  showing  an  inference  that  the  other  propagation -based  troubleshooters  can't 
make  but  a  causal  model  can.  Let's  look  back  at  Figure  3.  The  rule  is,  "If  Q5  is 
off,  then  this  reference  can't  be  too  low."  The  only  way  the  reference  is 
connected  to  the  rest  of  the  power  supply  is  through  Q5.  This  is  a  topological 
inference.  That  doesn't  tell  you  the  rule,  it's  just  an  observation  to  help  you 
understand  the  rule. 

This  rule  is  based  on  the  fact  that  Q5  disconnects  the  voltage  reference 
from  the  power  supply.  Suppose  we  have  a  causal  model  which  identifies  the  two 
main  control  feedback  paths  of  the  IP-28.  Thus,  the  way  the  supply  works,  is  to 
compute  the  minimum  of  the  two  settings,  and  that's  the  output.  This  minimum  is 
computed  through  a  feedback  path  in  which  Q5  is  a  part.  If  this  voltage  reference 
were  too  low,  it  would  turn  on  Q5  causing  a  symptom  at  the  output.  So  there's  no 
way  that  a  low  voltage  on  the  voltage  reference  could  be  contributing  to  the 
power  supply's  faulty  behavior  if  Q5  were  disconnected.  If  Q5  were  disconnected 
(i.e.,  Q5  off)  the  output  could  be  high  due  to  the  reference  being  too  high,  but  the 
output  could  not  be  too  low  due  to  the  reference  being  too  low.  That's  an  example 
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of  an  inference  that  cannot  be  captured  in  the  other  five  troubleshooting 
approaches.  The  only  reasonable  way  I've  seen  to  do  it  is  to  construct  a 
mechanistic  model. 

Here's  my  current  game:  You  give  me  a  schematic  for  a  power  supply, 
the  program  reads  it  in,  parses  it,  constructs  a  causal  model,  then  generates  the 
25  rules  from  the  causal  models.  Then  I  have  a  complete  troubleshooter.  I  have  a 
troubleshooter  that  works  if  you  give  it  a  power  supply,  and  it  will  troubleshoot  it. 
You  don't  have  to  sit  there  and  add  more  things  to  it.  It  works  solely  from  the 
schematic  like  a  human  technician. 

So  look  what  I've  done.  I've  used  theory  and  inference  to  beat  knowledge 
to  almost  nothing.  The  little  bit  of  knowledge  that  I  do  have  is  about  circuits  in 
general.  I  have  achieved  robustness,  generality,  efficiency,  and  constructibility. 
But,  there's  a  very  high  price:  Why  does  it  work  and  what  did  I  have  to  do?  It 
works  because  there  was  a  deep  theory  of  circuits,  and  it  had  to  be  made 
computational.  The  fundamental  business  of  AI  is  getting  deep  theories  of  various 
domains  and  making  them  computational.  But  don't  send  away  for  my 
troubleshooter.  I  haven't  got  it  completely  working  yet  and  there  are  still  a  few 
problems. 

Thank  you. 
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Abstract 

J  While  expert  systems  have  traditionally  been  built  using  large  collections  of  rules  based  on 
empirical  associations,  interest  has  grown  recently  in  the  use  of  systems  that  reason  from 
representations  of  structure  and  function.  Our  work  explores  the  use  of  such  models  in 
troubleshooting  digital  electronics. 

We  describe  our  wo  k  to  date  on  (/)  a  language  for  describing  structure,  (ii)  a  language  for 
describing  function,  and  (»>/')  a  set  of  principles  for  troubleshooting  that  uses  the  two  descriptions  to 
guide  its  investigation. 

In  discussing  troubleshooting  we  show  why  the  traditional  approach  ---  test  generation  — 
solves  a  different  problem  and  we  discuss  a  number  of  its  practical  shortcomings.  We  consider  next 
the  style  of  debugging  known  as  discrepancy  detection  and  demonstrate  why  it  is  a  fundamental 
advance  over  traditional  test  generation.  Further  exploration,  however,  demonstrates  that  in  its 
standard  form  this  approach  is  incapable  of  dealing  with  commonly  known  classes  of  faults.  We 
explain  the  shortcoming  as  arising  from  a  number  of  interesting  assumptions  made  implicitly  when 
using  the  techinque. 

In  discussing  ho  <  to  repair  the  problems  uncovered,  we  argue  for  the  primacy  of  models  of 
causal  interaction,  rather  nn  the  traditional  fault  models.  We  point  out  the  importance  of  making 
these  models  explicit,  set.  a'ed  from  the  troubleshooting  mechanism,  and  retractable  in  much  the 
same  sense  that  inferenct  ,.  re  retracted  in  current  systems.  We  report  on  progress  to  date  in 
implementing  this  approach.  ^ 
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Introduction 

While  expert  systems  have  traditionally  been  built  using  large  collections  of  rules  based  on 
empirical  associations  (e.g.,  (9])  interest  has  grown  recently  in  the  use  of  systems  that  reason  from 
representations  of  structure  and  function  (e.g.,  [8],  [7],  [5]).  Our  work  explores  the  use  of  such 
models  in  troubleshooting  digital  electronics. 

We  view  the  task  as  a  process  of  reasoning  from  behavior  to  structure,  or  more  precisely, 
from  misbehavior  to  structural  defect.  We  are  typically  presented  with  a  machine  exhibiting  some 
form  of  incorrect  behavior  and  must  infer  the  structural  abberation  that  is  producing  it.  The  task  is 
interesting  and  difficult  because  the  devices  we  want  to  examine  are  complex  and  because  there  is 
no  well  developed  theory  of  diagnosis  for  them. 

Our  ultimate  goal  is  to  provide  a  level  of  performance  comparable  to  that  of  an  experienced 
engineer,  including  reading  and  reasoning  from  schematics;  selecting,  running,  and  interpreting  the 
results  of  diagnostics;  selecting  and  interpreting  the  results  of  input  test  patterns,  etc.  The  initial 
focus  of  our  work  has  been  to  develop  three  elements  that  appear  to  be  fundamental  to  all  of  these 
capabilities.  We  require  (i)  a  language  for  describing  structure,  (/'/)  a  language  for  describing 
function,  and  (Hi)  a  set  of  principles  for  troubleshooting  that  uses  the  two  descriptions  to  guide  its 
investigation.  This  paper  describes  our  progress  to  date  on  each  of  those  elements. 

In  discussing  troubleshooting  we  show  why  the  traditional  approach  test  generation  — 
solves  a  different  problem  and  we  discuss  a  number  of  its  practical  shortcomings.  We  consider  next 
the  style  of  debugging  known  as  discrepancy  detection  and  demonstrate  why  it  is  a  fundamental 
advance  over  traditional  test  generation.  Further  exploration,  however,  demonstrates  that  in  its 
standard  form  this  approach  is  incapable  of  dealing  with  commonly  known  classes  of  faults.  We 
explain  the  shortcoming  as  arising  from  a  number  of  interesting  assumptions  made  implicitly  when 
using  the  techinque. 

In  discussing  how  to  repair  the  problems  uncovered,  we  argue  for  the  primacy  of  models  of 
causal  interaction ,  rather  than  the  traditional  fault  models.  We  point  out  the  importance  of  making 
these  models  explicit,  separated  from  the  troubleshooting  mechanism,  and  retractable  in  much  the 
same  sense  that  inferences  are  retracted  in  current  systems.  We  report  on  progress  to  date  in 
implementing  this  approach. 

Structure  Description 

By  structure  description  we  mean  simply  the  topology  the  connectivity  of  components.  A 
number  of  structure  description  languages  have  been  developed,  but  most,  having  originated  in  work 
on  machine  design,  deal  exclusively  with  functional  components,  rarely  making  any  provision  for 
describing  physical  organization.'  In  doing  machine  diagnosis,  however,  we  are  dealing  with  a 
collection  of  hardware  whose  functional  and  physical  organizations  are  both  important.  The  same 
gate  may  be  both  (/)  functionally  a  part  of  a  multiplexor,  which  is  functionally  a  part  of  a  datapath,  etc., 
and  (»'/)  physically  a  cart  of  cnip  E67.  which  is  physically  part  of  board  5,  etc.  Both  of  these  hierarchies 
are  relevant  at  different  times  in  the  diagnosis  and  both  are  included  in  our  language. 

We  use  the  functional  hierarchy  as  the  primary  organizing  principle  because,  as  noted,  our 
basic  task  invo'ves  reasoning  from  function  to  structure  rather  than  the  other  way  around.1 2  The 
functional  organization  is  also  typically  richer  than  the  structural  (more  levels  to  the  hierarchy,  more 
terms  in  the  vocaoulary),  and  hence  provides  a  useful  organizing  principle  for  the  large  number  of 
individual  physical  components.  Compare,  for  example,  the  functional  organization  of  a  board  (e  g.,  a 

1.  This  is  curiously  true  even  In  languages  baling  themselves  as  computer  hardware  description  languages  They  rarely 
mention  a  piece  01  or.ysT.oi  hard  ware 

2.  We  aie  typically  confronted  with  a  rnachne  that  misbehaves,  not  one  mat  has  visible  structural  damage 


Figure  2  Next  level  of  structure  of  the  adder. 


The  structural  description  of  a  module  is  expressed  as  a  set  of  commands  for  building  the 
module.  Hence  the  adder  of  Fig.  2  is  described  by  indicating  how  to  "build"  it  (Fig.  3).  These 
commands  are  then  executed  by  the  system,  causing  it  to  build  data  structures  that  model  all  the 
components  and  connections  shown.  The  resulting  data  structures  are  organized  around  the 
individual  components.  Executing  the  first  expression  of  Fig.  3.  for  example,  produces  4  data 
structures  that  model  the  individual  slices  of  the  adder. 


(def inemodule  adder 
(repeat  4  i 

(part  slice-i  adder-slice) 

(run-wire  (input-1  adder)  (input-1  slice-i)) 

(run-wire  (input-2  adder)  (input-2  slice-i)) 

(run-wire  (output  slice-i)  (sum  adder)) 

(repeat  3  i  (run-wire  (carry-out  slice-i)  (carry-in  si  ice-[i  +  l]))) 
(run-wire  (carry-out  slice-4)  (sum  adder))  ) 

Figure  3  •  Parts  are  described  by  a  pathname  through  the  part  hierarchy,  e  g.,  (input-t  adder). 

This  description  can  be  abbreviated  as  a  bitsi.ee  organization,  but  is  expanded  here  for  illustration.) 


This  approach  to  structure  description  offers  two  interesting  properties:  (a)  a  natural  merging 
of  procedural  and  object  oriented  descriptions,  and  (b)  the  use  of  analogic  representations. 

To  cee  the  merging  of  descriptions,  note  that  we  have  two  different  ways  of  thinking  about 
structure.  We  iioscribe  a  device  by  indicating  how  to  build  it  (the  procedural  view),  but  then  want  to 
think  about  n  as  a  collection  at  individual  objects  (the  obiect-oriented  view).  The  first  view  is 
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memory  controller  with  cache,  address  translation  hardware,  etc.)  with  the  physical  organization  (1  pc 
board,  137  chips). 

The  most  basic  level  of  our  description  vocabulary  is  built  on  three  concepts:  modules,  ports , 
and  terminals  (Fig.  1).  A  module  can  be  thought  of  as  a  standard  black  box.  A  module  has  at  least 
two  ports;  ports  are  the  place  where  information  flows  into  or  out  of  a  module.  Every  port  has  at  least 
two  terminals,  one  terminal  on  the  outside  of  the  port  and  one  or  more  inside.  Terminals  are  primitive 
elements;  they  store  logic  levels  representing  the  information  flowing  into  or  out  of  a  device  through 
their  port,  but  are  otherwise  devoid  of  substructure. 


fi 

CC  WIRE  A 

input -1 

- - MODULE 

m 

ADDER  -1  sum 

IQ- - TERMINAL 

T  „ 

% 

c 

input  -2 

Figure  t  -  The  basic  terms  used  in  structure  description. 

Two  modules  are  attached  to  one  another  by  superimposing  their  terminals.  In  Fig.  1,  for 
example,  wire  A  is  a  module  that  has  been  attached  to  input  T  of  the  adder  module  in  this  fashion. 

The  language  is  hierarchical  in  the  usual  sense;  modules  at  any  level  inay  have  substructure. 
In  practice,  our  descriptions  terminate  at  the  gate  level  in  the  functional  hierarchy  and  the  chip  level  in 
the  physical  hierarchy,  since  for  our  purposes  these  are  black  boxes  •••  only  their  behavior  (or 
misbehavior)  matters.  Fig.  2  shows  the  next  level  of  structure  of  the  adder  and  illustrates  why  ports 
may  have  multiple  terminals  on  their  inside:  ports  provide  the  important  function  of  shifting  level  of 
abstraction.  It  may  be  useful  to  think  of  the  information  flowing  along  wire  A  as  an  integer  between  0 
and  15,  yet  we  need  to  be  able  to  map  those  lour  bits  into  the  four  single-bit  lines  insider  the  adder. 
Ports  are  the  place  where  such  information  is  kept.  They  have  machinery  (described  below)  that 
allows  them  to  map  information  arriving  at  their  outer  terminal  onto  their  inner  terminals.  The  default 
provided  in  the  system  accomplishes  the  simple  map  required  in  Fig.  2. 

Since  our  ultimate  intent  is  to  deal  with  hardware  on  the  scale  of  a  mainframe  computer,  we 
need  terms  in  the  vocabulary  capable  of  describing  levels  of  organization  more  substantial  than  the 
terms  used  at  the  circuit  level.  We  can,  for  example,  refer  to  horizontal,  vertical,  and  bitslice 
organizations,  describing  a  memory,  for  instance,  as  "two  rows  of  five  IK  ram’s".  We  use  these 
Specifications  in  two  ways:  as  a  description  of  the  organization  of  the  device  and  a  specification  for 
the  pattern  of  interconnections  among  the  components. 

Our  eventual  aim  is  to  provide  an  integrated  set  of  descriptions  that  span  the  levels  of 
hardware  organization  ranging  from  interconnection  of  individual  modules,  through  higher  level  of 
organization  of  modules,  and  eventually  on  up  through  the  register  transfer  and  PMS  level  [2J.  Some 
of  this  requires  inventing  vocabulary  like  that  above,  in  other  places  (e  g.,  PMS)  we  may  able  to  make 
use  of  existing  terminology  and  concepts. 
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convenient  for  describing  structure,  the  second  makes  it  easy  to  answer  questions  about  it,  questions 
like  connectivity,  location,  etc.,  that  are  important  in  signal  tracing  and  other  troubleshooting 
techniques.  The  two  descriptions  are  unified  because  the  system  simply  "runs”  the  procedural 
description  to  produce  the  data  structures  modeling  the  device.  This  gives  us  the  benefit  of  both 
approaches  with  no  additional  effort  and  no  chance  that  the  two  will  get  out  of  sync. 

The  representation  is  analogic  because  the  data  structures  built  are  isomorphic  to  the 
structure  being  described.  "Superimposing"  two  terminals,  for  instance,  is  implemented  as  a 
merging  of  the  structure  representing  the  terminals.  The  resulting  data  structures  are  thus  connected 
in  the  LISP  sense  in  the  same  ways  that  the  objects  are  connected  in  Fig.  2.  The  benefit  here  is 
primarily  conceptual,  it  simply  makes  the  resulting  structures  somewhat  easier  to  understand. 

Our  description  language  has  been  built  on  a  foundation  provided  by  a  subset  of  DPL  [1]. 
While  DPL  as  originally  implemented  was  specific  to  VLSI  design,  it  proved  relatively  easy  to  "peel 
off"  the  top  level  of  language  (which  dealt  with  chip  layout)  and  rebuild  on  that  base  the  new  layers  of 
language  described  above. 

Since  pictures  are  a  fast,  easy  and  natural  way  to  describe  structure,  we  have  developed  a 
simple  circuit  drawing  system  that  permits  interactive  entry  of  pictures  like  those  in  Figs.  2  and  4. 
Circuits  are  entered  with  a  combination  of  mouse  movements  and  key  strokes;  the  resulting 
structures  are  then  "parsed"  into  the  language  shown  in  Fig.  3. 

Behavior  Description 

A  variety  of  techniques  have  been  explored  in  describing  behavior,  including  simple  rules  for 
mapping  inputs  to  outputs,  petri  nets,  and  unrestricted  chunks  >f  code.  Simple  rules  are  useful  where 
device  behavior  is  uncomplicated,  petri  nets  are  useful  where  the  focus  is  on  modeling  parallel 
events,  and  unrestricted  code  is  often  the  last  resort  when  more  structured  forms  of  expression  prove 
too  limited  or  awkward.  Various  combinations  of  these  three  have  also  been  explored. 

Our  initial  implementation  is  based  on  a  constraint  like  approach  [10],  Conceptually  a 
constraint  is  simply  a  relationship.  The  behavior  of  the  adder  of  Fig.  1,  for  example,  can  be  expressed 
by  saying  that  the  logic  levels  of  the  terminals  on  ports  input-1,  input-2  and  sum  are  related  in  the 
obvious  fashion. 

In  practice,  this  is  accomplished  by  defining  a  set  of  rules  covering  all  different  computations 
(the  three  for  the  adder  are  shown  below)  and  setting  them  up  as  demons  that  watch  the  appropriate 
terminals.  A  complete  description  of  a  module,  then,  is  composed  of  its  structural  description  as 
outlined  earlier  and  a  behavior  description  in  the  form  of  rules  that  interrelate  the  logic  levels  at  its 
terminals. 

to  get  sum  f  rom  ( input-1  input-2)  do  (  +  input-1  input -2) 
to  get  input-1  f rom  (sum  input- 2 )  do  (-  sum  input -2 ) 
to  get  input -2  f  rom  ( sum  input- 1)  do  ( -  sum  input- 1) 

A  set  of  rules  like  these  is  in  keeping  with  the  original  conception  of  constraints,  which 
emphasized  the  non  directionaf,  relationship  character  of  the  information.  When  we  attempt  to  use  it 
to  model  causality  and  function,  however,  we  have  to  be  careful.  This  approach  is  well  suited  to 
modeling  causality  and  behavior  of  analog  circuits,  where  devices  are  largely  non  directional.  But  we 
can  hardly  say  that  the  last  two  rules  above  are  a  good  description  of  the  behavior  of  an  adder  chip  ••• 
the  device  doesn't  do  subtraction;  putting  logic  levels  at  its  output  and  one  input  does  not  cause  a 
logic  level  to  appear  on  its  other  input. 

The  last  two  rules  really  model  the  inferences  we  make  about  the  device.  Hence  we  find  it 
useful  to  distinguish  between  rules  representing  flow  of  electricity  (digital  behavior,  the  first  rule 


above)  and  rules  representing  flow  of  inference  (conclusions  we  can  make  about  the  device,  the  next 
two  rules).  This  not  only  keeps  the  representation  "clean",  but  as  we  will  see.  it  provides  part  of  the 
foundation  for  the  troubleshooting  mechanism. 

A  set  of  constraints  is  a  relatively  simple  mechanism  for  specifying  behavior,  in  that  it  offers 
no  obvious  support  for  expressing  behavior  that  falls  outside  the  "relation  between  terminals"  view. 
The  approach  also  has  known  limits.  Propagating  values,  for  example,  works  well  when  dealing  with 
simple  quantities  like  numbers  or  logic  levels,  but  runs  into  difficulties  if  it  becomes  necessary  to  work 
with  symbolic  expressions.3 

The  approach  has,  nevertheless,  provided  a  good  starting  point  for  our  work  and  offers 
advantages  like  maintenance  of  dependency  information:  an  indication  of  how  the  value  at  a  terminal 
was  obtained,  expressed  in  terms  of  what  rule  computed  the  value  and  what  other  values  the  rule 
used  in  performing  its  computation.  This  is  very  useful  in  tracing  backward  to  the  source  of 
misbehavior. 

Our  system  design  offers  a  number  of  features  which,  while  not  necessarily  novel,  do  provide 
useful  performance.  For  example,  our  approach  offers  a  unity  of  device  description  and  simulation, 
since  the  descriptions  themselves  are  "runnable".  That  is.  the  behavior  descriptions  associated  with 
a  given  module  allow  us  to  simulate  the  behavior  of  that  module;  the  interconnection  of  modules 
specified  in  the  structure  description  then  causes  results  computed  by  one  module  to  propagate  to 
another.  Thus  we  don't  need  a  separate  description  or  body  of  code  as  the  basis  for  the  simulation, 
we  can  simply  "run"  the  description  itself.  This  ensures  that  our  description  of  a  device  and  the 
machinery  that  simulates  it  can  never  disagree  about  what  to  do,  as  can  be  the  case  if  the  simulation 
is  produced  by  a  separately  maintained  body  of  code. 

Our  use  of  a  hierarchic  approach  and  the  terminal,  port,  mod  ile  vocabulary  makes 
multi  level  simulation  very  easy.  In  simulating  any  module  we  can  either  run  the  behavior  associated 
with  the  terminals  of  that  module  (simulating  the  module  in  a  single  step),  or  "run  the  substructure"  of 
that  module,  simulating  the  device  according  to  its  next  level  of  structure.  Since  the  abstraction 
shifting  behavior  of  ports  is  also  implemented  with  the  constraint  mechanism,  we  have  a  convenient 
uniformity  and  economy  of  machinery:  we  can  enable  either  the  behavior  that  spans  the  entire  module 
or  the  behavior  that  spans  the  port. 

Varying  the  level  of  simulation  is  useful  for  speed  (no  need  to  simulate  verified  substructure), 
and  provides  as  well  a  simple  check  on  structure  and  behavior  specification:  we  can  compare  the 
results  generated  by  the  module’s  behavior  specification  with  those  generated  by  the  next  lower  level 
of  simulation.  Mismatches  typically  mean  a  mistake  in  structure  specification  at  the  lower  level. 

We  believe  it  is  important  in  this  undertaking  to  include  descriptions  of  both  design  and 
implementation,  and  to  distinguish  carefully  between  them.4  A  wire,  for  example,  is  a  device  whose 
behavior  is  specified  simply  as  the  guarantee  that  a  logic  level  imposed  on  one  of  its  terminals  will  be 
propagated  to  the  other  terminal.  Our  structure  description  allows  us  to  indicate  the  intended 
direction  of  information  flow  along  a  wire,  but  our  simulation  is  not  misled  by  this.  This  is.  of  course, 
important  in  troubleshooting,  since  some  of  the  more  difficult  faults  to  locate  are  those  that  cause 
devices  to  behave  not  as  we  know  they  "should",  but  as  they  are  in  fact  electrically  capable  of  doing. 

We  encourage  this  separation  by  having  a  set  of  prototypical  modules  whose  structure  and 
behavior  are  defined  first,  independently  of  any  particular  circuit.  Adders,  wires,  and  gates,  etc.,  are 
defined  "in  vacuou",  and  then  devices  are  constructed  by  assembling  and  interconnecting  instances 

3.  What,  lor  example,  do  we  do  it  we  know  that  the  output  ot  an  or  gate  is  1  but  we  don't  know  the  value  at  either  input'’  We 
can  retram  trom  making  any  conclusion  about  the  inputs,  which  makes  the  rules  easy  to  write  but  misses  some  information  Or 
we  can  write  a  rule  which  express  the  value  on  one  input  in  terms  ot  the  value  on  the  other  input  This  captures  the  information 
but  produces  problems  when  trying  to  use  the  resulting  symbolic  expression  elsewhere. 

4  A  related  concept  is  described  in  (4j,  labelled  the  "no  function  in  structure"  principle. 


of  those  prototypes.  While  this  offers  no  formal  guarantees  that  our  behavior  definitions  are  accurate, 
by  distingushing  clearly  between  behavior  definition  of  an  individual  module  and  its  intended  use  in  a 
circuit,  and  by  forcing  every  module  of  a  particular  type  to  share  the  same  behavior  specification,  we 
provide  an  environment  that  strongly  encourages  attention  to  the  issue. 

Finally,  the  behavior  description  is  also  a  convenient  mechanism  for  fault  insertion.  A  wire 
stuck  at  zero,  for  example,  is  modeled  by  giving  the  wire  a  behavior  specification  that  maintains  its 
terminals  at  logic  level  0  despite  any  attempt  to  change  them.  Bridges,  opens,  etc.,  are  similarly  easily 
modeled. 


Troubleshooting 

The  traditional  approach  to  troubleshooting  digital  circuitry  (e  g.,  [3])  has,  for  our  purposes,  a 
number  of  significant  drawbacks.  Perhaps  most  important,  it  is  a  theory  of  test  generation ,  not  a 
theory  of  diagnosis.  Given  a  specified  fault,  it  is  capable  of  determining  a  set  of  input  values  that  will 
detect  the  fault  (ie,  a  set  of  values  for  which  the  output  of  the  faulted  circuit  differs  from  the  output  of 
a  good  circuit).  The  theory  tells  us  how  to  move  from  faults  to  sets  of  inputs;  it  provides  little  help  in 
determining  what  fault  to  consider,  or  which  component  to  suspect. 

These  questions  are  a  central  issue  in  our  work  for  several  reasons.  First,  the  level  of 
complexity  we  want  to  deal  with  precludes  the  use  of  diagnosis  trees,  which  can  require  exhaustive 
consideration  of  possible  faults.  Second,  our  basic  task  is  repair,  rather  than  initial  testing.  Hence 
the  problem  confronting  us  is  "Given  the  following  piece  of  misbehavior,  determine  the  fault."  We  are 
not  asking  whether  a  machine  is  free  of  faults,  we  know  that  it  fails  and  know  how  it  fails.  Given  the 
complexity  of  the  device,  it  is  important  to  be  able  to  use  this  information  as  a  focus  for  further 
exploration. 

A  second  drawback  of  the  existing  theory  is  its  use  of  a  set  of  explicitly  enumerated  faults. 
Since  the  theory  is  based  on  boolean  logic,  it  is  strongly  oriented  toward  faults  whose  behavior  can  be 
modeled  as  some  form  of  permanent  binary  value,  typically  the  result  of  stuck-ats  and  opens.  One 
consequence  of  this  is  the  paucity  of  useful  results  concerning  bridging  faults. 

A  response  to  these  problems  has  been  the  use  of  what  we  may  call  the  "discrepancy 
detection"  approach  ([6],  [4],  [7J).  The  basic  insight  of  the  technique  is  the  substitution  of  violated 
expectations  for  specific  fault  models.  That  is,  instead  of  postulating  a  possible  fault  and  exploring  its 
consequences,  the  technique  simply  looks  for  mismatches  between  the  values  it  expected  from 
correct  operation  and  those  actually  obtained.  This  allows  detection  of  a  wide  range  of  faults 
because  misbehavior  is  now  simply  defined  as  anything  that  isn’t  correct,  rather  than  only  those 
things  produced  by  a  struck-at  on  a  line. 

This  approach  has  a  number  of  advantages.  It  is,  first  of  all.  fundamentally  a  diagnostic 
technique,  since  it  allows  systematic  isolation  of  the  possibly  faulty  devices,  and  does  so  without 
having  to  precompute  fault  dictionaries,  diagnosis  trees,  or  the  like.  Second,  it  appears  to  make  it 
unnecessary  to  to  specify  a  set  of  expected  faults  (we  comment  further  on  this  below).  As  a  result,  it 
can  detect  a  much  wider  range  of  faults,  including  any  systematic  misbehavior  exhibited  by  a  single 
component.  The  approach  also  allows  natural  use  of  hierarchical  descriptions,  a  marked  advantage 
for  dealing  with  complex  structures. 

This  approach  is  a  good  starting  point,  but  has  a  number  of  important  limitations  built  into  it. 
We  work  through  a  simple  example  to  show  the  basic  idea  and  use  the  same  example  to  comment  on 
its  shortcomings. 

Consider  the  circuit  in  Fig.  4.5  If  we  set  the  inputs  as  shown,  the  behavior  descriptions  will 

5  As  is  common  in  the  field,  we  make  the  usual  assumptions  that  there  is  only  a  single  source  of  error  and  the  error  is  not 
transient  Both  o(  these  are  important  in  the  reasoning  that  follows 


indicate  that  we  should  expect  12  at  F.  If,  upon  measuring,  we  find  the  value  at  F  to  be  10,  we  have  a 
conflict  between  observed  results  and  our  model  of  correct  behavior.  We  employ  the  notion  of 
dependency-directed  backtracking  [10]  to  enumerate  the  possible  sources  of  the  problem.  We  check 
the  dependency  record  at  F  to  find  that  the  value  expected  there  was  determined  using  the  behavior 
rule  for  the  adder  and  the  values  emerging  from  the  first  and  second  multiplier.  One  of  those  three 
must  be  the  source  of  the  conflict,  so  we  have  three  possibilities  to  pursue:  either  the  adder  behavior 
rule  is  inappropriate  (ie,  the  first  adder  is  broken),  or  one  of  the  two  inputs  did  not  have  the  expected 
values  (and  the  problem  lies  further  back). 

Consideration  of  the  first  possibility  immediately  generates  hypothesis  Ml:  adder  1  is 

broken. 


actual  -  -[  ] 

Figure  4  •  Troubleshooting  example  using  discrepancy  detection. 


To  pursue  the  second  possibility,  we  assume  that  the  second  input  to  adder- 1  is  good.  In 
that  case  the  first  input  must  have  been  a  4  (reasoning  from  the  result  at  F,  valid  behavior  of  the 
adder,  and  one  of  the  inputs),  but  we  expected  a  6.  Hence  we  now  have  a  discrepancy  at  the  input  to 
adder-l;  we  have  succeeded  in  pushing  the  discrepancy  one  step  further  back.  The  expected  value 
there  was  based  on  the  behavior  rule  for  the  multiplier  and  the  expected  value  of  its  inputs.  Since  the 
inputs  to  the  multiplier  are  primitive  (supplied  by  the  user),  the  only  alternative  along  this  line  of 
reasoning  is  that  the  multiplier  is  broken.  Hence  hypothesis  M2  is  that  adder- 1  is  good  and 
multiplier- 1  is  faulty. 

Pursuing  the  third  possibility:  if  the  first  input  to  adder-1  is  good,  then  the  second  input  must 
have  been  a  4  (suggesting  that  the  second  multiplier  might  be  bad).  Eut  if  that  were  a  4,  then  the 
expected  value  at  G  would  be  10  (reasoning  forward  through  the  second  adder).  We  can  check  this 
and  discover  in  this  case  that  the  output  at  G  is  12.  Hence  the  value  on  the  output  of  the  second 
multiplier  can't  be  4,  it  must  be  6,  hence  the  second  multiplier  can't  be  causing  the  current  problem. 

So  we  are  left  with  the  hypotheses  that  the  malfunction  lies  in  either  the  first  multiplier  or  the 
first  adder.  The  diagnosis  proceeds  in  this  style,  dropping  down  levels  of  structural  detail  as  we  begin 
to  isolate  the  source  of  the  error. 

This  approach  is  a  useful  beginning.  Note,  for  example,  that  it  is  diagnostic:  it  enumerates 
the  devices  that  could  have  caused  the  symptoms  noted.  But  the  approach  also  has  some  clear 


shortcomings.  Consider  the  slightly  revised  example  shown  in  Fig.  5.  Reasoning  just  as  before,0  the 
fault  at  F  leads  us  to  suspect  adder- 1.  But  if  adder- 1  is  faulty,  then  everything  else  is  good.  This 
implies  a  6  on  lines  y  and  z,  and  (reasoning  forward)  a  12  at  G.  But  G  has  been  measured  to  be  6, 
hence  adder- 1  can’t  be  responsible  for  the  current  set  of  symptoms.  If  adder- 1  is  good,  then  the  fault 
at  F  might  result  from  bad  inputs  (lines  x  and  y).  If  the  fault  is  on  x,  then  y  has  a  6.  But  (reasoning 
forward)  this  means  a  12  at  G.  Once  again  we  encounter  a  contradiction  and  eliminate  line  x  as  a 
candidate.  We  turn  to  line  y,  postulate  that  it  is  0.  This  is  consistent  with  the  faults  at  both  F  and  G, 
and  is  in  fact  the  only  hypothesis  we  can  generate. 


(12) 

[«3 
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Figure  5  -  Troublesome  troubleshooting  example. 


actual  -  -[ 


) 
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The  key  phrase  here  is  "the  only  hypothesis  we  can  generate".  In  fact,  there  is  another  quite 
reasonable  hypothesis:  the  third  multiplier  might  be  bad.6 7  But  how  could  this  produce  errors  at  both  F 
and  G?  The  key  lies  in  being  wary  of  our  models.  The  thought  that  digital  devices  have  input  and 
output  ports  is  a  convenient  abstraction,  not  an  electrical  reality.  If,  as  sometimes  happens  (due  to  a 
bent  pin,  bad  socket,  etc  ),  a  chip  fails  to  get  power,  its  inputs  are  no  longer  guaranteed  to  act 
unidirectionally  as  inputs.  If  the  third  multiplier  were  a  chip  that  failed  to  get  power,  it  might  not  only 
send  out  a  0  along  wire  z,  but  it  might  also  pull  down  wire  C  to  0.  Hence  the  symptoms  result  from  a 
single  point  of  failure  (multiplier-3),  but  the  error  propagates  along  an  "input"  line  common  to  two 
devices. 

The  problem  with  this  straightforward  use  of  discrepancy  detection  lies  in  its  implicit 
acceptance  ot  unidirectional  ports  and  the  reflection  of  that  acceptance  in  the  basic 
dependency  unwinding  machinery.  We  implicitly  assumed  that  wires  get  information  only  from  output 
ports  •--  when  checking  the  inputs  to  multiplier- 1 ,  we  said  the  inputs  were  "primitive”.  We  looked  only 
at  terminals  A  and  C,  never  at  the  other  end  of  th&  wire  at  multiplier-3. 

Bridges  are  a  second  common  fault  that  illustrates  an  interesting  shortcoming  in  the 


6  The  eager  reader  has  no  doubt  already  chosen  a  likely  hypothesis  We  go  through  the  reasoning  in  any  case,  to  show  that 
the  method  outlined  generates  the  same  hypothesis  and  is  in  tact  simply  a  more  tormal  way  ot  doing  what  we  often  do 
intuitively 

7  Orthetirst 


approach:  the  reasoning  style  used  above  can  never  hypothesize  a  bridging  fault,  again  because  of 
implicit  assumptions  about  the  model  and  their  subtle  reflection  in  the  method.  Bridges  can  be 
viewed  as  wires  that  don't  show  up  in  the  design.  But  the  traditional  approach  makes  an  implicit 
closed  world  assumption  the  structure  description  is  assumed  to  be  complete  and  anything  not 
shown  there  "doesn't  exist".  Clearly  this  is  not  always  true.  Bridges  are  only  one  manifestation; 
wiring  errors  during  assembly  are  another  possibility. 

Let's  review  for  a  moment.  One  problem  with  the  traditional  test  generation  technology  was 
its  use  of  a  very  limited  fault  model.  The  discrepancy  detection  approach  improves  on  this 
substantially  by  defining  a  fault  as  anything  that  produces  behavior  different  from  that  expected.  This 
seems  to  be  perfectly  general,  but,  as  we  illustrated,  it  is  in  fact  limited  in  some  important  ways.  We 
believe  it  is  instructive  to  examine  the  source  and  nature  of  those  limitations. 


Models  of  Causal  Interaction 

One  claim  about  the  discrepancy  detection  approach  is  that  it  makes  no  assumptions  about 
the  character  of  the  fault.  Yet  our  counterexamples  show  this  not  to  be  the  case.  What  is  the  source 
of  the  problem?  We  believe  that  the  issue  is  not  in  fact  the  character  of  the  fault  models,  it  is 
assumptions  about  models  of  causal  interactions.  In  the  port  problem,  for  example,  the  assumption 
was  that  there  was  only  one  possible  direction  of  causality  at  an  input  port.  For  the  bridge  problem, 
the  assumption  was  that  the  only  possible  paths  of  interaction  were  the  wires  shown  in  the  diagram. 
These  are  assumptions  about  pathways  of  causality,  not  categories  of  faults. 

There  is,  of  course  no  problem  in  having  assumptions  about  causal  paths;  candidate 
generation  in  fact  can't  function  without  them.  Given  a  problem  noticed  at  some  point  in  the  device, 
candidate  generation  attempts  to  determine  which  modules  could  have  caused  the  problem.  To 
answer  the  question  we  must  know  by  what  mechanisms  and  pathways  modules  can  interact. 

The  obvious  answer  is  "wires":  modules  interact  because  they're  explicitly  wired  together. 
But  that's  clearly  not  the  only  possibility.  Bridges,  as  we  saw,  are  an  exception;  they  are  "wires"  that 
aren't  supposed  to  be  there.  But  we  also  might  consider  thermal  interactions,  capacitive  coupling, 
transmission  line  effects,  etc.,  etc.8 

Our  task  then,  in  generating  possible  candidates,  is  not  to  trace  wires,  it  is  to  trace  paths  of 
causality.  Wires  are  only  the  most  obvious  pathway,  they  are  no  means  the  only  one.  In  fact,  given 
the  wide  variety  of  faults  we'd  like  to  be  able  to  deal  with,  we  need  many  different  models  of 
interaction. 

And  that  leaves  us  on  the  horns  of  a  classic  dilemma.  If  we  omit  any  interaction  model,  there 
will  be  whole  classes  of  faults  we  will  never  be  able  to  diagnose.  Yet  if  we  include  every  model,  our 
candidate  generation  becomes  virtually  indiscriminate.9  What  can  we  do? 


The  "Minimum  Perturbation”  Principle 

We  believe  there  is  a  way  out  of  the  problem,  starting  with  the  simple  observation  that  some 
faults  seem  to  be  easier  to  think  about  than  others.  Stuck  ats  are  perhaps  the  simplest,  failures  of 
function  (eg,  a  ROM  cell  malfunction)  are  slightly  more  difficult,  bridges  are  more  difficult  yet,  with 
errors  of  assembly  and  errors  in  design  at  the  far  end  of  the  scale. 

We  believfc  this  results  from  the  amount  of  "behavior  perturbation”  each  fault  introduces,  a 
measure  of  how  "big"  a  change  we  get  in  the  behavior  of  a  device  when  we  introduce  each  kind  of 

8  Notice  that  we  can  get  behavioral  interaction  without  explicit  structural  interconnection 

9.  Another  demonstration  that  the  power  lies  not  in  the  inference  techniques  ••  in  this  case  discrepancy  detection  and 
dependency  directed  backtracking  ■■  but  in  the  knowledge  that  we  supply  those  techniques,  i  e  .  the  models  ot  interaction 


Given  such  a  metric,  the  suggestion  is  simply  to  start  with  the  least  complicated  model  and 
only  introduce  more  the  complex  ones  as  the  simpler  ones  fail.  We  thus  come  to  view  diagnosis  as 
trying  to  find  the  "smallest"  change  that  accounts  for  the  behavior. 

This  seems  to  be  a  useful  heuristic  employed  by  human  problem  solvers,  even  in  the  face  of 
physical  absurdity:  given  a  choice,  data  wires  are  often  assumed  to  be  the  source  of  a  problem  before 
control  wires.  Since  that  makes  no  physical  sense,  the  rationale  must  lie  in  the  fact  that  it’s  much 
easier  to  envision  (and  track  down)  the  effects  of,  say,  a  bridge  fault  on  a  pair  of  data  wires  than  it  is  to 
deal  with  the  same  fault  across  a  pair  of  control  wires. 

The  difficult  part,  of  course,  is  enumerating  and  ordering  the  models.  As  suggested  above, 
we  have  made  a  small  start.  The  system  we  have  developed  uses  the  candidate  generation  approach 
described  above,  and  can  handle  both  the  original  example  in  Fig.  4  and  the  "power  loss”  problem  of 
Fig.  5.  Exactly  the  same  tracing  through  causes  is  used  on  both  cases,  the  only  change  is  in  the 
model  -•  we  modify  how  an  input  port  can  behave  and  the  system  then  produces  all  three  multipliers 
as  candidates.  But  considerably  more  remains  to  be  done,  in  testing  and  elaborating  our  list  of  causal 
models. 


Summary 

We  have  briefly  described  our  work  to  date  on  developing  languages  and  mechanisms  for 
describing  structure  and  function  in  digital  circuitry.  The  techniques  we  have  developed  offer  a 
number  of  useful  advantages,  including  distinguishing  clearly  between  design  and  implementation. 

We  traced  briefly  the  evolution  of  automated  troubleshooting.  We  noted  that  the  traditional 
technology  focuses  on  test  generation,  which  is  only  a  small  part  of  the  diagnostic  task.  We  saw  that 
the  discrepancy  detection  approach  offers  a  significant  advance,  but  has  a  number  of  important 
shortcomings  in  its  standard  usage.  We  found  that  those  limits  arise  from  some  subtle  and  important 
assumptions  about  the  nature  of  the  causal  interactions  between  modules.  Our  response  was  to 
assert  the  primacy  of  models  of  causality  rather  than  models  of  faults.  We  are  building  a  system  in 
which  the  complexity  of  the  problem  is  handled  by  invoking  the  models  explicitly,  by  layering  them 
carefully,  and  by  being  able  to  retract  one  model  and  substitute  another  in  the  event  of  failure. 

We  have  significant  work  yet  to  do  in  determining  a  more  complete  and  correct  list  of  models, 
and  in  determining  the  consequences  of  each  assumption  on  the  diagnostic  process.  But  we  feel  this 
is  a  key  to  creating  more  interesting  and  powerful  diagnostic  reasoners. 
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Abstract 

^  Interest  has  grown  recently  in  developing  expert  systems 
that  reason  * from  first  principles"^  e.,  capable  of  the  kind  of 
problem  solving  exhibited  by  an  engineer  who  can  diagnose  a 
malfunctioning  device  by  reference  to  its  schematics,  even  though 
he  may  never  have  seen  that  device  before.  In  developing  such  a 
system  for  troubleshooting  digital  electronics,  we  have  argued  for 
the  importance  of  pathways  of  causal  interaction  as  a  key 
concept.  We  have  also  suggested  using  a  layered  set  of 
interaction  paths  as  a  way  of  constraining  and  guiding  the 
diagnostic  process. 

We  report  here  on  the  implementation  and  use  of  these 
ideas.  We  show  how  they  make  it  possible  for  our  system  to 
generate  a  few  sharply  constrained  hypotheses  in  diagnosing  a 
bridge  fault. 

Abstracting  from  this  example,  we  find  a  number  of 
interesting  general  principles  at  work.  We  suggest  that  diagnosis 
can  be  viewed  as  the  interaction  of  simulation  and  inference  and 
we  find  that  the  concept  of  locality  proves  to  be  extremely  useful 
in  understanding  why  bridge  faults  are  difficult  to  diagnose  and 
why  multiple  representations  are  useful,  p _ 

1.  INTRODUCTION 

Interest  has  grown  recently  in  the  development  of  expert 
systems  that  reason  "from  first  principles”,  i.e.,  from  an 
understanding  of  the  structure  and  function  of  the  devices  they 
are  examining.  This  approach  has  been  explored  in  a  number  of 
domains,  with  the  “devices"  ranging  from  the  gastro  intestinal 
tract  (6],  to  transistors  [1]  and  digital  logic  components  like  adders 
or  multiplexors  [3.5],  Our  work  has  focused  on  the  last  of  these, 
attempting  to  build  a  troubleshooter  for  digital  electronic 
hardware. 

By  reasoning  from  first  principles,  we  mean  the  kind  of 
skill  exhibited  by  an  engineer  who  can  troubleshoot  a  device  by 
reference  to  its  schematics,  even  though  he  may  never  have  seen 
that  particular  device  before.  To  do  this  we  require  something 
more  than  a  collection  of  empirical  associations  specific  to  a  given 
machine  We  will  see  that  the  alternative  mechanism  has  a  degree 
of  machine  independence  and  is  revealing  lor  what  it  indicates 
about  the  nature  of  the  diagnostic  process. 

We  have  previously  proposed  the  use  of  a  layered  set  of 
models  as  a  mechanism  lor  guiding  diagnosis  [2,3].  Here  we 
describe  the  implementation  of  that  idea  and  demonstrate  its  utility 
in  diagnosing  a  bridge  fault  We  then  abstract  Irom  this  example 
to  consider  why  bridge  faults  are  difficult  to  diagnose  and  why 
multiple  representations  are  useful  This  results  in  a  number  of 
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observations  about  the  nature  of  diagnostic  reasoning  and  the 
selection  and  design  of  representations. 

2.  CENTRAL  CONCERNS 

Four  issues  are  of  central  concern  in  this  paper.  We 
describe  them  here  briefly,  enlarging  on  them  in  the  remainder  of 
the  paper. 

t  Diagnosis  can  be  accomplished  via  the  interaction  of 
simulation  and  inference. 

Given  knowledge  of  the  inputs  to  a  device  and  an  understanding 
of  how  it  is  supposed  to  work,  we  can  generate  expectations 
about  its  intended  behavior.  Given  observations  about  its  outputs, 
we  can  generate  conclusions  about  its  actual  behavior. 
Comparison  ol  these  two,  in  particular  differences  between  them, 
provides  the  foundation  for  our  troubleshooting. 

t  Paths  ol  causa l  interaction  play  a  central  role  in 
diagnosis. 

An  important  part  ol  the  knowledge  about  a  domain  is 
understanding  the  mechanisms  and  pathways  by  which  one 
component  can  affect  another.  We  argue  that  such  models  of 
interaction  are  more  fundamental  than  traditional  fault  models, 
t  One  technique  for  dealing  with  the  complexity  of 
diagnosis  is  layering  the  paths  ol  interaction. 

To  be  good  at  hardware  diagnosis,  we  need  to  handle  many 
different  kinds  of  paths  of  interaction.  But  this  presents  a 
problem  includinq  all  of  them  destroys  our  ability  to  discriminate 
among  potential  candidates,  yet  omitting  any  one  of  them  makes  it 
impossible  to  diagnose  an  entire  class  of  faults.  In  response,  we 
suggest  the  simple  expedient  of  layering  the  models,  using  the 
most  restrictive  first  and  tailing  back  on  less  restrictive  models 
only  in  the  face  of  contradictions. 

t  The  concept  of  locality  proves  to  be  a  useful  principle 
m  both  diagnosis  and  the  selection  ot  representations. 

We  find  that  the  concept  of  locality,  or  adiacency,  helps  to  explain 
why  bridge  faults  are  difficult  to  diagnose:  changes  small  and  local 
in  one  representation  are  not  necessarily  small  and  local  in 
another  We  discover  that  locality  can  be  defined  by  reference  to 
the  paths  of  interaction  and  find  that  the  utility  of  multiple 
representations  arises  in  part  from  the  different  definitions  of 
locality  they  offer. 

3.  BACKGROUND 

If  we  wish  to  reason  from  knowledge  of  structure  and 
behavior,  we  need  a  way  of  describing  both.  We  have  developed 
representations  for  each  of  these,  described  in  more  detail 
elsewhere  [3.4],  We  limit  our  descnption  here  to  reviewing  only 
those  characteristics  of  our  representations  important  for 
understanding  the  example  in  Section  4. 

The  basic  unit  of  descriplion  is  a  module,  similar  in  spirit 
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to  the  notion  ot  a  black  box.  Modules  have  ports,  the  places 
through  which  information  enters  and  leaves  the  module. 

3.1  Functional  Organization,  Physical  Organization 

By  structure  we  mean  information  about  the 
interconnection  of  modules.  Roughly  speaking,  it  is  the 
information  that  would  remain  after  removing  all  the  textual 
annotation  from  a  schematic. 

Two  different  ways  of  organizing  this  information  are 
particularly  relevant  to  machine  diagnosis,  the  functional  view 
gives  us  the  machine  organized  according  to  how  the  modules 
interact:  the  physical  view  tells  us  how  it  is  packaged.  We  thus 
prefer  to  replace  the  somewhat  vague  term  "structure"  by  the 
more  precise  terms  functional  organization  and  physical 
organization.  In  our  system  every  device  is  described  from  both 
perspectives,  producing  two  distinct  (but  interconnected) 
descriptions 

Both  descriptions  are  hierarchical  in  the  usual  sense: 
modules  at  any  level  may  have  substructure.  An  adder,  for 
example,  can  be  described  by  a  functional  hierarchy  (adder, 
individual  bit  slices,  half-adders,  primitive  gates)  and  a  physical 
hierarchy  (cabinet,  board,  chip).  The  two  hierarchies  are 
interconnected,  since  every  primitive  module  appears  in  both:  a 
single  xor  gate  for  example,  might  be  both  functionally  part  of  a 
half-adder,  which  is  functionally  part  of  a  single  bitslice  of  an 
adder,  etc.,  and  physically  part  of  chip  E67.  which  is  physically 
part  of  board  5.  etc.  Cross  link  information  for  primitive  modules 
is  supplied  by  the  schematic:  additional  cross  links  can  be  inferred 
by  intersection  (e  g.,  the  adder  can  be  said  to  be  on  board  3 
because  all  of  its  primitive  components  are  in  chips  on  board  3). 

3.2  Describing  Behavior 

We  define  behavior  in  terms  of  the  relationship  between 
the  information  entering  and  leaving  a  module,  and  describe  it  by 
writing  a  set  of  rules.  A  complete  specification  of  a  module,  then, 
includes  its  structural  descnption  as  outlined  above  and  a 
behavior  description  in  the  form  of  rules  interrelating  the 
information  at  its  ports. 

As  we  have  noted  elsewhere  [3,4],  we  use  rules  that 
capture  two  distinctly  different  forms  of  knowledge:  simulation 
ru'es  model  the  electrical  behavior  of  a  device,  while  inference 
rules  capture  the  reasoning  we  can  do  about  it. 

As  a  simple  example,  consider  the  behavior  of  an  OR 
gate.  The  device  simulation  rule  is' 

If  either  input  is  a  1.  then  the  output  is  1,  else 
the  output  is  0 

One  of  the  device  inference  rules  is 

If  the  output  is  0,  then  both  inputs  must  have  been 

0. 

Since  the  device  is  electrically  unidirectional,  it  is  clear  that  only 
the  first  rule  can  be  modeling  physical  causality.  The  second  rule, 
and  the  inference  rules  in  general,  capture  conclusions  we  can 
make  about  the  inputs  of  the  device  given  its  output. 

This  approach  to  describing  behavior  is  very  simple,  but 
has  nevertheless  provided  a  good  slarting  point  for  our  work. 

3.3  Troubleshooting 

In  previous  papers  [2.3]  we  outlined  a  progression  of 


1  This  has  been  ren detect  in  English  lo  make  it  clear,  tor  an  example  cT  the 
internal  srniax  see  13) 


techniques  that  have  been  used  in  automated  reasoning  about 
circuits.  We  discussed  test  generation  and  argued  that  it  handles 
only  part  of  the  problem,  because  it  requires  that  we  choose  a  part 
to  test  and  specify  how  it  might  be  failing  We  then  described 
discrepancy  detection,  showing  how  it  offered  important 
advantages. 

But  tn  examining  cases  involving  a  bridge  fault  or  power 
failure,  we  discovered  that  straightforward  use  of  discrepancy 
detection  seemed  unable  to  generate  the  appropriate  candidates. 
We  argued  that  the  problem  lay  in  distinguishing  carefully 
between  the  machinery  we  use  tor  solving  problems  and  the 
knowledge  that  we  give  that  machinery  to  work  with. 

3.3.1  Discrepancy  Detection  and  Candidate  Generation 

Since  understanding  both  the  strengths  and  limitations  of 
discrepancy  detection  is  important  in  the  remainder  ol  this  paper, 
we  review  the  technique  briefly.  Consider  the  simple  example 
Shown  in  Figure  1. 
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Figure  1  -  Simple  troubleshooting  example 


Assume  that  the  actual  device  yields  a  0.  producing  e 
discrepancy  between  what  our  simulation  rules  predicted  and 
what  the  device  produced. 

We  begin  the  process  of  generating  plausible  candidates 
—  devices  Whose  misbehavior  can  explain  the  symptoms  —  by 
asking  why  we  expected  a  1  at  the  output  There  are  three 
reasons:  we  expected  that  the  Oft  gate  was  working,  we  expected 
INPUT-A  to  be  0.  and  INPUT-B  to  be  1.  Assuming  that  there  is  a 
single  point  of  failure,  one  of  these  expectations  must  be 
incorrect. 

If  the  first  expectation  is  incorrect,  then  the  OR  gate  is 
failing,  hence  we  can  add  that  to  our  candidate  list. 

If  one  of  the  other  expectations  is  incorrect,  the  OR  gate 
is  working  and  the  problem  lies  further  back.  But  if  the  OR  gate  is 
working,  the  inference  rules  about  it  are  valid  In  this  case  the 
inference  rule  shown  earlier  would  indicate  that  both  inputs  must 
have  been  0. 

This  matches  our  second  expectation  (INPUT -A  *  0),  so 
there  is  no  discrepancy  and  thus  no  need  to  explore  this 
expectation  further.  That  is.  the  devices  "upstream"  of  INPUT-A 
may  or  may  not  be  completely  free  of  faults,  but  under  the  current 
set  of  assumptions  (made  explicit  below),  none  of  them  can  be 
responsible  for  the  observed  misbehavior. 

There  is  a  discrepancy  between  our  inference  and  the 
third  expectation,  since  we  expected  a  1  from  the  AND  gate  We 
proceed  now  with  the  AND  gate  lust  as  we  did  with  the  OR  gate, 
asking  why  we  expected  a  1.  adding  the  gate  to  our  list  of 
candidates  and  pushing  the  inferred  values  yet  further  back  in  the 
circuit. 

We  desenbe  this  style  of  diagnostic  reasoning  as  the 
interaction  ol  simulation  and  inference  Simulation  generates 
expectations  about  correct  behavior  based  on  inputs  and  knowing 
how  devices  work  (the  device  simulation  rules)  Inference 
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generates  conclusions  about  actual  behavior  based  on  observed 
outputs  and  device  inference  rules  The  comparison  ol  these  two, 
in  particular  differences  between  them,  provides  the  foundation 
lor  our  troubleshooting  and  has  produced  a  system  with  a  number 
of  advantages. 

It  is,  first  of  all,  fundamentally  a  diagnostic  technique, 
since  it  allows  systematic  isolation  of  possibly  faulty  devices. 
Second,  since  it  defines  failure  functionally,  i.e.,  as  anything  that 
doesn't  match  the  expected  behavior,  it  can  deal  with  a  wide 
range  of  faults,  including  any  systematic  misbehavior.  Third,  while 
we  have  illustrated  it  here  at  the  gate  level,  the  approach  also 
allows  natural  use  of  hierarchical  descriptions,  a  marked 
advantage  lor  dealing  with  complex  structures  (see,  eg.,  [3)). 
Finally,  the  technique  also  yields  symptom  information  about  the 
malfunction.  For  example,  if  the  OR  gate  is  indeed  the  culprit, 
then  we  know  a  little  about  how  it  is  misbehaving:  it  is  receiving  0 
and  1  and  producing  0.  This  utility  of  this  information  is 
demonstrated  below. 

3.3.2  Mechanism  and  Knowledge 

While  this  mechanism  —  the  interaction  of  simulation  and 
inference  •••  is  very  useful,  it  is  only  as  powerful  as  the  knowledge 
we  supply.  Recall  that  in  the  example  above,  when  exploring  the 
cause  ol  the  discrepancy  on  INPUT-B,  we  looked  only  at  the  AND 
gate.  Why  didn't  we  think  that  some  other  module,  like  the 
inverter,  could  have  produced  the  problem  there?  The  answer  of 
course  is  that  there  is  no  apparent  connection  between  them, 
hence  no  reason  to  believe  one  might  affect  the  other. 

Note  carefully  the  character  of  this  assumption:  it 
concerns  the  existence  of  causal  patnways.  the  applicability  ol  a 
particular  mode I  ol  interaction.  We  saw  no  way  in  which  the 
inverter  could  affect  INPUT  -B,  yet  a  pathway  is  clearly  plausible 
a  bridge  fault,  for  example.  We  were  implicitly  assuming  that  there 
was  no  such  pathway. 

We  believe  that  the  important  focus  in  this  work  is 
understanding  such  assumptions  and  the  nature  and  character  of 
the  pathways.  This  understanding  is  crucial  to  candidate 
generation:  given  a  discrepancy  noticed  at  some  point  in  the 
device,  candidate  generation  attempts  to  determine  which 
modules  could  have  caused  the  problem.  To  answer  the  question 
we  must  know  by  what  mechanisms  and  pathways  modules  can 
interact.  Without  some  notion  of  how  modules  can  affect  one 
another,  we  can  make  no  choice,  we  have  no  basis  for  selecting 
any  one  module  over  another. 

In  this  domain  the  obvious  answer  is  "wires":  modules 
interact  because  they're  explicitly  wired  together  But  that's  not 
the  only  possibility  As  we  saw.  bridges  are  one  exception;  they 
are  "wires"  that  aren't  supposed  to  be  there.  But  we  also  might 
consider  thermal  interactions,  capacitive  coupling,  transmission 
line  effects,  etc 

Generating  candidales  then,  is  not  done  by  tracing  wires, 
it  is  done  by  tracing  paths  ol  causality.  Wires  are  only  the  most 
obvious  pathway.  In  fact,  given  the  wide  variety  of  faults  want  to 
deal  with,  we  need  to  consider  many  different  pathways  oi 
interaction 

And  that  leaves  us  on  the  horns  of  a  classic  dilemma.  If 
we  include  every  interaction  path,  candidate  generation  becomes 
indiscriminate  ■■■  there  will  be  some  (possibly  convoluted) 
pathway  by  which  every  module  could  conceivably  be  to  blame 
Vet  if  we  omit  any  pathway,  there  will  be  whole  classes  of  faults  we 
will  never  be  able  to  diagnose 

The  key  appears  to  lie  in  the  models  ol  interaction:  we 


suggest  that  the  difficult  and  important  work  is  their  enumeration 
and  careful  organization.  We  get  a  hint  about  organization  from 
what  a  good  engineer  might  do  when  faced  with  the  dilemma 
above:  make  a  number  assumptions  to  simplify  the  problem, 
making  it  tractable,  but  be  prepared  to  discover  that  some  of  those 
assumptions  are  incorrect.  In  that  case,  surrender  them  and  solve 
the  problem  again  with  fewer  simplifications. 

This  leads  to  the  suggestion  of  layering  the  models.  We 
start  the  diagnosis  with  the  most  restrictive  model,  the  one  that 
considers  the  fewest  palhs  ol  interaction,  and  only  use  less 
restrictive  models  if  this  one  fails  By  "fail"  we  mean  that  we  reach 
an  intractable  contradiction:  given  the  current  model  and  set  of 
assumptions,  there  is  no  way  to  account  for  the  observed 
behavior.  This  approach  permits  us  to  simplify  the  problem  in 
order  to  get  staned,  but  does  not  prevent  us  from  exploring  more 
complex  hypotheses. 

A  plausible  guess  at  an  ordering  for  the  models  might  be* 

*  localized  failure  of  function  (e  g.,  stuck-at  on  a  wire, 
failure  of  a  RAM  cell) 

*  bridges 

*  unexpected  direction  (inputs  acting  as  outputs  and  driving 
lines) 

*  multiple  point  of  failure 

*  timing  errors 

*  assembly  error 

*  design  error 

In  terms  of  the  dilemma  noted  above,  the  models  serve  as 
a  set  of  litters.  They  restrict  the  categories  of  palhs  of  interaction 
we  are  willing  to  consider,  thereby  preventing  the  candidate 
generation  from  becoming  indiscriminate  But  they  are  filters  that 
we  have  carefully  ordered  and  consciously  put  in  place.  If  we 
cannot  account  for  the  observed  behavior  with  the  current  filter  in 
place,  we  remove  it  and  replace  it  with  one  that  is  less  restrictive, 
allowing  us  to  consider  additional  categories  of  interaction  paths. 

4.  LAYERS  OF  INTERACTION  EXAMPLE:  DIAGNOSING  A 
BRIDGE  FAULT 

In  this  section  we  show  how  our  system  diagnoses  a 
bridge  fault,  illustrating  the  utility  of  layering  the  interaction 
models. 

There  is.  alas,  a  large  amount  of  detail  involved  in 
working  through  this  example  Where  possible  we  have 
abstracted  out  much  of  it.  but  patience  and  a  willingness  to  read 
closely  will  still  be  useful.  A  simple  roadmap  of  the  example  will 
help  make  clear  where  we're  going 

The  device  is  a  6-bit  adder  that  displays  an  incorrect  result 
in  Test  Tl.  The  candidate  generation  mechanism  outlined 
earlier  produces  a  set  St  of  three  sub  components  of  the 
adder  that  can  account  for  the  misbehavior. 

A  second  test  T2  is  run  to  distinguish  among  the  three 
possibilities  m  St.  Candidate  generation  produces  a  set  S2 
of  two  candidates  capable  of  explaining  the  results  of  T2. 

Surprisingly,  the  intersection  of  St  and  S2  is  null.  We  have 
reached  a  contradiction  no  single  component  is  capable  of 
explaining  all  the  data. 


2  For  the  'SI'onBif  behind  this  ordenng  see  (2) 
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Put  slightly  differently,  we  have  a  contradiction  under  the 
current  set  of  assumptions  and  interaction  models.  We 
therefore  have  to  surrender  one  of  our  assumptions  and  use 
a  less  restrictive  model. 

The  next  model  in  the  list  —  bridge  faults  —  surrenders  the 
assumption  that  the  structure  is  as  shown  in  the  schematic 
and  considers  one  additional  interaction  path:  wires 
between  adjacent  pins. 

Surrendering  the  assumption  that  the  schematic  is  correct 
only  indicates  that  we  know  what  the  structure  is  not;  the 
difficult  problem  is  generating  plausible  hypotheses  about 
what  it  is. 

Knowledge  of  electronics  offers  insight  into  how  the 
physical  modification  —  adding  a  wire  —  manifests  itself 
functionally.  This  provides  us  with  a  behavior  pattern 
characteristic  of  bridges  that  can  be  used  to  hypothesize 
their  location. 

Physical  adjacency  then  provides  a  strong  additional 
constraint  on  the  set  of  connections  which  might  be 
plausible  bridges.  The  combined  requirement  of  functional 
and  physical  plausibility  results  in  the  generation  of  only  a 
very  few  carefully  chosen  bridge  hypotheses. 

The  first  attempt  to  apply  these  ideas  produces  two 
hypotheses  that  are  plausible  functionally,  but  prove  to  be 
implausible  physically. 

Dropping  down  a  level  of  detail  in  our  description  reveals 
additional  bridge  candidates,  two  of  which  prove  to  be 
physically  plausible  as  well.  Further  tests  determine  that 
one  of  them  is  in  fact  the  error. 

4.1  The  Example 

Consider  the  six  bit  adder  shown  in  Fig.  2.  Assume  that 
the  attempt  to  add  21  and  19  produces  36  rather  than  the 
expected  value  of  40.  Invoking  the  candidate  generation  process 
described  above,  we  would  find  that  there  are  three  devices 
whose  individual  malfunction  can  explain  the  behavior  (SLICE- 1, 
A2  and  SLICE-2).’ 


Figure  2  •  Sit  bit  adder  constructed  from  single  bit  slices.  Heavy  lines 
indicate  components  implicated  as  possibly  faulty 

3  The  e i ample  has  been  simplified  slightly  for  presentation. 


A  good  strategy  when  laced  with  several  candidates  is  to 
devise  a  test  that  can  cut  the  space  of  possibilities  in  hall.  In  this 
case  changing  the  first  input  (21)  to  1  will  be  informative:  il  the 
output  of  SLICE  -2  does  not  change  (to  a  0)  when  we  add  1  and  19, 
then  the  error  must  be  in  either  A2  or  SLICE-2.* 

As  it  turns  out,  the  result  of  adding  1  and  19  is  4  rather 
than  20.  Since  the  output  of  SLICE-2  has  not  changed,  it  appears 
that  the  error  must  be  in  either  A2  or  SLICE-2. 

But  il  we  invoke  the  candidate  generator,  we  discover  an 
oddity:  the  only  way  to  account  (or  the  behavior  in  which  adding  t 
and  19  produces  a  4  is  if  one  ol  the  two  candidates  highlighted  in 
Fig.  3  (B4  and  SLICE-4)  is  at  fault. 


Figure  3  •  Components  indicated  as  possibly  faulty  by  tha  second  teat. 


Therein  lies  our  contradiction.  The  only  candidates  that 
account  lor  the  behavior  o(  the  first  test  are  those  in  Fig.  2;  the 
only  candidates  that  account  lor  the  second  test  are  those  in  Fig. 
3.  There  is  no  overlap.  SO  there  is  no  single  candidate  that 
accounts  for  all  the  observed  behavior. 

Our  current  model  —  the  localized  failure  of  function  — 
has  thus  led  us  to  a  contradiction.5  We  therefore  surrender  it  and 
consider  the  next  model,  one  that  allows  us  to  consider  an 
additional  hind  ol  interaction  pain  ■■■  bridging  laults.  The  problem 
now  is  to  see  if  there  is  some  way  to  unify  the  test  results,  some 
way  to  generate  a  single  bridge  fault  candidate  that  accounts  for 
all  the  observations. 

Much  of  the  difficulty  in  dealing  with  bridges  arises 
because  they  violate  the  rather  basic  assumption  that  the 
structure  of  the  device  is  in  fact  as  shown  in  the  schematic.  But 
admitting  that  the  structure  may  not  be  as  pictured  says  only  that 
we  know  what  the  structure  rsn  f.  Saying  that  we  may  have  a 
bridge  fault  narrows  it  to  a  particular  class  of  modifications  to 
consider,  but  the  real  problem  here  remains  one  ol  making  a  few 
plausible  con/ecluies  about  modifications  to  the  structure. 
Between  which  two  points  can  we  insert  a  wire  and  produce  the 
behavior  observed? 

4  The  generation  of  tests  in  lh«  paper  is  curremty  Pone  by  hand,  everything  else 
is  impiemenied  Work  on  automating  test  generation  is  in  p-ogiess  |7) 

The  logic  behind  this  lesl  is  as  Idioms  a  me  mailuncliomng  component 
really  were  SLICE!,  then  the  both  A 2  and  SLICE  2  would  be  laull  tree  (ihe  single 
lautt  assumption)  Hence  the  oulpul  of  SLICE -2  would  have  to  change  when  we 
changed  one  ol  its  inputs  (Nonce,  however  if  Ihe  output  actually  does  change, 
we  don't  have  any  clear  indication  about  Ihe  error  location  SLICE  2.  lor  enampie. 
mighi  slili  be  laulty.) 

5  Note  lhal  dropping  down  another  level  ol  detail  in  the  functional  description 
cannot  help  resolve  Ihe  contradiction,  because  our  lunchonai  description  is  a  nee 
rather  than  a  graph  in  our  work  to  dare,  ai  least,  no  component  s  used  m  more 
ihan  one  way 
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To  understand  how  we  answer  that  question,  consider 
what  we  have  and  what  we  need.  We  have  test  results,  i.e., 
behavior,  and  we  want  conjectures  about  modification  to 
structure.  The  link  from  behavior  to  structure  is  provided  by 
knowledge  of  electronics:  in  TTL,  a  bridge  fault  acts  like  an 
and  gate,  with  ground  dominating* 

From  this  fact  we  can  derive  a  simple  pattern  of  behavior 
indicative  of  bridges  Consider  the  simple  example  of  Fig.  4  and 
assume  that  we  ran  two  tests.  Test  1  produced  one  candidate, 
module  A,  which  should  have  produced  a  t  but  yielded  a  0  (the 
zero  is  underlined  to  show  that  it  is  an  incorrect  output).  Module  B 
was  working  correctly  and  produced  a  0  as  expected.  In  Test  2 
this  situation  is  exactly  reversed,  A  was  performing  as  expected 
and  B  failed. 

The  pattern  displayed  in  these  two  tests  makes  it 
plausible  that  there  is  a  bridge  linking  the  outputs  of  A  and  B:  in 
the  first  test  the  output  of  A  was  dragged  low  by  8,  in  the  second 
test  the  output  of  B  was  dragged  low  by  A. 


TEST  1  TEST  2 


Figure  4  •  Pattern  ol  value*  indicative  ol  a  bridge.  Heavy  tinea  indicate 
candidates. 


We  have  thus  turned  the  insight  from  electronics  into  a 
pattern  of  values  on  the  candidates.  It  is  plausible  to  hypothesize 
a  bridge  fault  between  two  modules  A  and  B  from  two  different 
rests  if.  in  test  1,  A  produced  an  erroneous  0  and  B  produced  a 
valid  0.  and  in  test  2.  A  produced  a  valid  0  while  B  produced  an 
erroneous  0.  Note  that  this  can  resolve  the  contradiction  of 
non-overlapping  candidate  sets:  it  hypothesizes  one  fault  that 
involves  a  member  of  each  set  and  accounts  for  all  the  test  data. 

Thus,  if  we  want  to  account  for  all  ol  the  test  data  in  the 
original  problem  with  a  single  bridge  fault,  we  need  a  bridge  that 
links  one  of  the  candidates  from  the  first  test  (SLICE- 1,  A2, 
SLICE  2)  with  one  of  the  candidates  from  the  second  test  (B4, 
SLlCc-4).  and  that  mimics  the  pattern  shown  in  Fig.  4. 

Fig  5  shows  the  candidate  generation  results  from  both 
tests  in  somewhat  more  detail.’  In  that  data  there  are  two  pairs  of 
devices  that  match  the  desired  pattern,  yielding  two  functionally 
plausible  bridge  hypotheses: 

Dotted  line  X,  bridging  wire  A2  to  the  sum  output  of 
SLICE-4; 

Dotted  line  Y,  bridging  the  carry  output  of  SLICE-2  to  the 
sum  output  of  SLICE-4. 


6  Tins  is  vi  fact  an  oversimplification,  but  accurate  enough  to  be  useful  In  any 
case  the  point  here  a  how  the  inlocmation  is  used,  a  more  complei  model  could 
be  substituted  and  carried  through  the  real  ot  the  problem 

7  Aa  indicated  earlier,  the  candidate  generation  procedure  can  indicate  lor  each 
candidate  the  values  that  would  have  to  exist  at  ns  ports  toi  that  candidate  to  be 
the  broken  on#  For  example,  tor  SLICE  1  lo  be  at  tauii  m  lest  i.  it  would  nave  to 
have  the  three  inputs  shown,  with  its  sum  output  a  iero  (as  expected)  and  its  carry 
output  also  a  zero  (the  manifestation  of  the  error,  underlined) 
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Figure  5  •  Candidates  end  values  at  their  porta. 


But  the  faults  have  to  be  physically  plausible  as  welt.  For 
the  sake  of  simplicity,  we  assume  that  bridge  faults  result  only 
from  solder  splashes  at  the  pins  of  chips.'  To  check  physical 
plausibility,  we  switch  to  Our  physical  representation,  Fig.  6.  Wire 
A2  is  connected  to  chip  Et  at  pin  4  and  chip  E3  at  pin  4;  the  sum 
output  ol  SLICE-4  emerges  at  chip  E2,  pin  13.  Since  they  are  not 
adjacent,  the  first  hypothesis  is  not  physically  reasonable.  Similar 
reasoning  rules  out  Y,  the  hypothesized  bridge  between  the 
carry  out  of  SLICE-2  and  the  sum  output  of  SLICE-4. 


Figure  6  •  Phyaicel  layout  ot  the  board  with  lirat  bridg*  hypotheaaa 
indicated.  (Slice*  0,  2,  and  a  art  in  tha  upper  5  chipe,  alicea  1,  3  end  S 
ere  in  the  lower  5.) 


So  far  we  have  considered  only  the  lop  level  of  functional 
organization.  We  can  run  the  candidate  generator  at  the  next 
lower  level  of  detail  in  each  of  the  non-primitive  components  in 
Fig.  5.  (Dropping  down  a  level  of  detail  proves  useful  here 
because  additional  substructure  becomes  visible,  effectively 
revealing  new  places  that  might  be  bridged.) 

We  obtain  the  components  and  values  shown  in  Fig.  7. 
Checking  here  for  the  desired  pattern,  we  find  that  either  of  the 
two  wires  labeled  A2  and  S2  could  be  bridged  to  either  of  the  two 
wires  labeled  S4  and  04,  generating  four  functionally  plausible 
bridge  faults. 


8  Again  fhia  a  correct  but  oversimplified  (e  g  ,  beckpiane  pm*  can  be  bent  or 
bridged),  but  as  above  we  can  introduce  a  mcue  complei  modet  *  necessary 
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Figure  7  ■  Candidate*  at  th*  nail  level  ol  functional  description.  Each 
atngla  bit  adder  r*  built  from  two  "half-adders'1  and  an  OR  gate.  (To 
srmplrty  the  figure,  only  the  relevant  value*  are  shown.) 


Once  again  we  check  physical  plausibility  by  examining 
the  actual  locations  ol  A2,  S2,  S4.  and  C4,  Fig.  8.  9  As  illustrated 
there,  two  of  the  possibilities  are  physically  plausible  as  well: 
A2-S4  on  chip  El  and  S2-S4  on  chip  E2. 


Figure  8  -  Second  set  of  bridge  hypotheses  located  on  physical  layout. 


Switching  back  to  our  functional  organization  once  more, 
Fig  9.  we  see  that  the  two  possibilities  correspond  to  (X)  an 
output  to  input  bridge  between  the  xor  gates  in  the  rear 
half  adders  of  SUCE-2  and  SLICE-4,  and  (Y)  a  bridge  between  two 
inputs  of  the  xor  in  the  forward  hall-adders  of  slices  2  and  4. 


Figure  9  -  Functional  representation  with  bridge  lault  hypotheae* 
illustrated. 


It  is  easy  to  find  a  test  that  distinguishes  between  these 
two  possibilities’9  :  adding  0  and  4  means  that  the  inputs  of 
SLICE-2  will  be  1  and  0,  with  a  carry-in  of  0,  while  the  inputs  of 
SLICE-4  will  both  be  0,  with  a  carry-in  of  0.  This  set  of  values  will 
show  the  effects  of  bridge  Y,  if  it  in  fact  exists:  the  sum  output  of 
SLICE-2  will  be  0  it  it  does  exist  and  a  1  otherwise.  When  we 
perform  this  test  the  result  is  1,  hence  bridge  Y  is  not  in  fact  the 
problem. 

Bridge  X  becomes  the  likely  answer,  but  we  should  still 
test  for  it  directly.  Adding  4  and  0  (i.e.,  just  switching  the  order  of 
the  inputs),  is  informative,  if  bridge  X  exists  the  result  will  be  0  and 
1  otherwise.  In  this  case  the  result  is  0.  hence  the  bridge  labeled  X 
is  in  fact  the  problem.” 

5.  PATHS  OF  INTERACTION;  THE  LOCALITY  PRINCIPLE 

Two  interesting  questions  are  raised  by  the  problem 
solving  used  just  above. 

Why  are  bridge  faults  difficult  to  diagnose? 

Why  does  the  physical  representation  prove  to  be  so  useful? 

To  see  the  answer,  we  start  with  the  trivial  observation  that  all 
faults  are  the  result  of  some  difference  between  the  device  as  it  is 
and  as  it  should  be  With  bridge  faults  the  difference  is  the 
addition  of  a  wire  between  two  physically  adjacent  points. 

Now  recall  the  nature  of  our  task:  we  are  presented  with  a 
device  that  misbehaves,  not  one  with  obvious  structural  damage. 
Hence  we  reason  from  behavior,  i.e.,  from  the  functional 
representation.  And  the  important  point  is  that  for  a  bridge  fault, 
the  difference  in  question  —  the  addition  ol  a  single  wire  is  not 
local  in  that  representation.  As  the  comparison  ol  Figs.  8  and  9 
makes  clear,  the  new  wire  connects  two  points  that  are  adjacent  in 
the  physical  representation  but  widely  separated  in  the  functional 
representation. 

The  difference  is  also  not  as  simple  in  that  representation: 
if  we  include  in  our  functional  diagram  the  AND  gate  implicitly 
produced  by  bridge  X,  we  see  that  a  single  added  wire  in  the 
physical  representation  maps  into  an  AND  gate  and  a  fanout  in  the 
functional  representation  (Fig.  10). 


Figure  10  *  Full  functional  representation  of  budge  fault  X. 


9  Note  mat  me  erroneous  0  on  wrre  S2  can  be  >n  any  o'  tn.ee  physrcai  locat-ons. 
because  S2  tans  out  ImsrOe  the  module  il  enters  on  its  nght) 

10  As  above,  tests  are  generated  by  hand 

11  Had  both  been  ruled  out  by  direct  test,  then  we  would  once  again  have  had  a 
contradiction  on  our  hands  end  would  have  had  to  drop  back  to  consular  yet  § 
more  elaborate  mode)  with  additional  paths  of  interaction 
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This  view  helps  to  explain  why  bridge  faults  produce 
behavior  that  is  difficult  to  envision  and  diagnose.  Bridge  faults 
are  modifications  that  are  simple  and  local  in  the  physical 
description,  but  our  diagnosis  is  done  using  the  functional 
description.  Hence  the  dilemma:  The  desire  to  reason  from 
behavior  requires  us  to  use  a  representation  that  does  not 
necessarily  provide  a  compact  description  of  the  fault. 

This  non  locality  and  complexity  should  not  be  surprising, 
since  devices  physically  adjacent  are  not  necessarily  functionally 
related.  Hence  there  is  no  guarantee  that  a  change  that  is  small 
and  local  in  one  will  produce  a  change  that  is  small  and  local  in 
the  other.  More  generally,  changes  local  in  one  representation 
are  not  necessarily  local  in  another. 

We  can  turn  this  around  to  put  it  to  work  for  us: 

Part  of  the  art  of  choosing  the  right  representation^ )  for 
diagnostic  reasoning  is  finding  one  in  which  the  change  in 
Question  i£  local. 

This  explains  the  utility  of  the  physical  representation:  it's  the 
"right"  one  because  it’s  the  one  in  which  the  change  is  local. 

But  why  is  locality  the  relevant  organizing  principle?  We 
believe  the  answer  follows  from  two  facts:  (a)  devices  interact 
through  physical  processes  (voltage  on  a  wire,  thermal  radiation, 
etc.)  and  (b)  physical  processes  occur  locally,  or  more  generally, 
causality  proceeds  locally:  there  is  no  action  at  a  distance.  To 
make  this  useful,  we  turn  it  around: 

The  mechanisms  (paths)  of  interaction  define  locality  for  us. 
Thai  is,  each  kind  of  interaction  path  can  define  a 
representation. 

Bridge  faults  arise  from  physical  adjacency  and  hence  are  local  in 
the  physical  representation.  The  notion  of  thermal  adjacency 
would  be  useful  in  dealing  with  faults  resulting  from  heat 
conduction  or  radiation,  electromagnetic  adjacency  would  help 
with  faults  dealing  with  transmission  line  effects,  etc. 

Each  of  these  produces  a  different  representation,  different 
in  ns  definition  of  locality.  And  each  wit I  be  useful  for 
understanding  and  diagnosing  a  category  of  fault. 

There  is  still  substantial  work  to  do  in  enumerating  the 
pathways  of  interaction,  but  we  seem  at  least  to  be  asking  the  right 
question.  It  seems  to  make  sense  tor  a  wide  range  of  faults  and 
appears  to  be  applicable  to  other  domains  as  well.  When 
debugging  software,  for  example,  the  pathways  of  interaction 
differ  (e  g  ,  procedure  call,  mutation  of  data  structures),  but  the 
resulting  perspectives  appear  to  make  sense  and  there  are  some 
interesting  analogies  (e.g.,  unintended  side  effects  in  software  are 
in  some  ways  like  bridge  faults;  there  are  even  faults  where  the 
notion  of  "physical  adjacency”  is  useful  in  understanding  the  bug, 
as  in  out  of  bounds  array  addressing). 

6.  SUMMARY 

We  seek  to  build  a  system  that  reasons  from  first 
principles  in  diagnosing  hardware  failures.  We  view  diagnosis  as 
the  interaction  of  simulation  and  inference,  with  discrepancies 
between  them  driving  the  generation  of  candidates.  In  exploring 
this  interaction,  we  find  that  the  concept  of  paths  of  causaJ 
interaction  plays  a  key  role,  supplying  the  knowledge  that  makes 
the  diagnostic  machinery  work.  But  the  desire  to  deal  with  a  wide 
range  of  faults  seems  to  force  us  to  choose  between  an  inability  to 
discriminate  among  candidates  and  the  inability  to  deal  with  some 
classes  of  faults. 

In  response,  we  suggest  layering  the  interaction  models, 
using  the  most  restrictive  first  and  hence  considering  the  fewest 
paths  of  interaction  initially.  If  this  fails  to  generate  a  consistent 


hypothesis,  we  use  the  next  model  in  the  sequence,  one  which 
allows  consideration  of  an  additional  pathway. 

We  illustrated  this  approach  by  diagnosing  a  bridge  fault, 
sharply  constraining  the  generation  of  hypotheses  by  using  the 
physical  representation  as  well  as  the  functional.  Finally,  we 
found  this  to  be  one  example  of  an  important  general  principle  — 
locality  --•  and  discovered  that  one  useful  definition  of  locality  is 
given  by  the  pathways  of  interaction. 
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ABSTRACT 

J  Moat  of  the  diagnostic  systems  that  have  been 
developed  in  medicine  aa  veil  aa  other  donaina  can 
properly  be  called  7"compiled"atnovledge  eyateaa  in 
the  aenae  that  the  knovledge  baae  contain*  the 
relationehipe  betveen  aynptoaa  and  aalfunction 
bypotbeaea  in  aoae  fora.  However,  often  in  huaan 
reaaoning,  an  erpert'a  knovledge  of  hov  the  device 
,/"function*‘*~'ia  used  to^ generate  new  relationahipa 
during  the  reaaoning  'proeeaa.  Thia  deeper  level 
repreaentation  vhich  can  be  proceeaed  to  yield  more 
compiled  diagnoatie  etructuree  ia  the  concern  of 
thia  paper,  (Jaing  the  example  of  an  houaehold 
buzzer,^  ve  f hov  in  thia  papery  what  a  functional 
repreaentation  of  a  device  look*  like.  ‘We  alao 
indicatei4the  nature  of  the  compilation  proeeaa  that 
can  produce  the  diagnoatie  expert  from  thia  deeper 
repreaentation. 

f\  l'1 


Rous*  [10],  propoaea  that  they  ahould  repreaent 
knovledge  of  the  fora  "aituation  x  action  -> 
aituation".  The  work  of  Patil  [11]  and  Pople  [12] 
ia  baaed  on  the  idea  that  the  appropriate  form  for 
the  repreaentation  of  deep  knovledge  ia  a  cauaal 
net.  Ve  propoae  that  with  reapect  to  the  "surface 
cauaality"  modeled  in  ayateaa  like  MYCIB,  the  next 
deeper  level  to  model  cauaality  ia  the  functional 
repreaentation  of  devicee.  An  agent  becomea  an 
expert  in  varioua  taaka  auch  aa  diagnoaia,  deaign, 
explanation,  etc.,  by  compiling  appropriate  problea 
aolving  etructuree  from  the  functional 
repreaentation. 

In  thia  paper  ve  deacribe  a  repreaentational 
scheme  for  the  functioning  of  devicee  and  ita 
utility  for  compiling  an  MDX-like  [8,9,  17  ] 
diagnoatie  expert  ayatea.  Our  focua  here  ia  on  the 
repreaentation;  ve  diacuaa  the  compilation  in  more 
detail  in  [13]. 


1.  Introduction 

Recently  the  domain  of  devicee  haa  attracted 
theoretical  aa  veil  aa  applied  AX  reaearchera  [1, 

2,  3,  4,  13,  14,16],  To  troubleaboot,  modify  and 
monitor  device*  (eg.  nuclear  power  plant, 
phyaiological  organa,  electronic  circuit*,  computer 
aoftvare,  etc.),  it  ia  neceaaary  far  an  agent  to 
repreaent  and  uac  the  knowledge  about  the 
functioning  of  the  devicee .  Moreover,  an  agent 
need*  to  know  the  functioning  of  aisilar  device*  in 
order  to  become  an  expert  in  deaigning  a  new 
device. 

Referring  to  the  "depth"  of  knowledge  in  expert 
ayateaa,  Bart  [5]  and  Michie  [6]  have  auggeeted 
that  ayateaa  vith  deep  knovledge  vill  be  able  to 
aolve  problem*  of  eignif icantly  greater  complexity 
than  the  *o  called  aurface  ayatea*.  Their  remarks 
on  deep  va.  aurface  systmae  aeea  to  capture  a 
fairly  videapread  feeling  about  the  inadequacy  of 
tbe  firat  generation  expert  ayateaa.  However,  in 
Chandraaekaran  and  Mittal  [71,  it  ia  argued  that, 
in  principle,  given  any  deep  model  of  a  domain,  it 
i*  poaaible  to  compile  aa  expert  diagnoatie  ayatea 
(more  specifically  an  MDX-like  diagnostic  system 
[8,  9,  17])  vhich  ia  aa  powerful  aa  the  deeper 
model,  but  more  efficient  than  tbe  deeper  model  for 
diagnostic  purposes. 

Also,  there  i*  no  general  agreement  on  the  form 
and  content  of  these  deep  knowledge  structures. 
Bart  (SI  suggests  that  they  ahould  model  cauaality 
by  multi-level  ayateaa,  while  Michie,  following 


2.  Comparison  vith  Related  Research 

Dc  kleer  and  Brown  [1,  2,  3]  have  been  working 
on  the  repreaentation  of  an  agent'*  knovledge  about 
bow  a  device  actually  functions.  This 
repreaentation,  vhich  they  call  "functional",  is 
actually  a  causally  related  sequence  of  behavioral 
states,  some  of  vhich  either  belong  to  the 
component*  or  refer  to  tbe  attributea  of  the 
interconnections  between  the  components.  They  then 
proceed  to  discuss  the  process  of  acquiring  the 
above  "functional”  repreaentation  from  the 
structural  knowledge  of  the  device.  They  impose 
three  interesting  criteria  that  such  a  proeeaa,  as 
veil  aa  the  "functional”  representation,  should 
satisfy  —  namely,  "no-function-in-atructure", 
"weak  cauaality"  and  "strong  causality." 

Our  work  differs  from  that  of  De  kleer  and  Brown 
ia  tvo  aspects:  Firstly, our  definition  of  what 
eonatitutes  a  functional  representation  ia 
different  from  theirs.  Secondly,  vhile  they  are 
concentrating  on  the  acquisition  of  function  from 
structure,  ve  wish  to  understand  tbe  process  by 
vhich  an  agent  uaea  tbe  functional  repreaentation 
for  various  problem  solving  activities,  i.e., 
transforms  tbe  functional  representation  into 
"expert"  problem  solving  structures.  However, 
these  apparently  different  objectives  are  not  a* 
disjoint  a*  they  might  appear.  In  fact,  ve 
strongly  believe  that  our  functional  representation 
vill  ultimately  satisfy  the  twin  requirements  of 
acquirability  and  transf ormability  into  expert 
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problem  solving  structures 


The  functional  representation  of  Davis  at  al 
[13]  baa  "functional"  aa  vail  aa  “physical" 
hiararcbias.  Tbair  "infaranca  rulaa"  and 
"simulation  rulaa"  anabla  tbair  "viola tad 
expectation"  approach  to  trouble  a  boo  ting .  Hovwar , 
tbair  "functional"  and  "physical"  hiararchiaa 
oaitbar  differentiate  nor  ralata 
"function", "atructura", "behavior",  "assumptions" 
and  "daapar  cauaal  Enowledge  "  aa  oura. 


3.  A  Representational  Schama  for  tha  Functioning  of 
Davieaa 


3.1.  Tha  Representational  Scheme 

Our  schaae  allova  multiplicity  of  lavala  in 
functional  rapraaantation.  Tha  topmost  laval 
daacribaa  tha  functioning  of  a  device  in  tarn*  of 
tha  abatractiona  of  ita  coaponanta.  Tha  nazt  laval 
daacribaa  the  functioning  of  thaao  coaponanta  uaing 
tha  abatractiona  of  chair  aubcoaponanta ,  and  ao  on. 
Aa  va  ahall  aaa  latar,  tha  hierarchy  ia  not  juat 
functional.  Tha  abatractiona  froa  tha  lover  level 
include,  in  addition,  the  atataa  of  coaponanta  aa 
vail  aa  other  antitiaa. 

At  each  laval  of  our  functional  rapraaantation 
ve  propoae  that  there  are  five  aignificant  aapacta 
to  an  agent's  knowledge  of  functioning  of  davieaa: 

-  STRUCTURE:  that  apacifiea  the  coaponanta 
(aubcoaponanta)  of  a  device  (a  component) 
and  tha  interconnectiona  between  chaa. 

-  FUHCTIOH:  chat  apacifiea  HEAT  ia  Che 
reaponae  of  a  device  or  a  coaponanc  to  an 
external  or  internal  atiaulua. 

-  BEHAVIOR:  that  apacifiea  HOW,  given  a 
atiaulua,  tha  reaponae  ia  accoapliahad. 

-  G  EH  ERIC  KNOWLEDGE:  chunka  of  deeper 

cauaal  knowledge  that  have  bean  compiled 
froa  varioua  doaaina  to  enable  the 

apecif ication  of  behavior  of  davieaa  and 
their  coaponanta.  For  ezaaple,  a 

apacialized  veraion  of  Eirchoff'a  law 
froa  the  doaain  of  electrical  circuita. 

-  ASSUMPTIONS :  under  which  a  behavior  ia 
accoapliahad. 

Haze  ve  daaeribe  tha  rolea  of  theae  five  aapacta 
in  rapraaenting  the  functioning  of  devicea  and 
their  ootaeiona.  Following  De  klaer  and  Brown  (1, 
2],  we  ahall  uaa  the  houaahold  buzzer  shown  in  fig. 
3-1  to  illuatrate  our  ideaa. 


MUt  gVICCft 


Figure  3-1:  A  Schaaatic  Oiagraa  of  a 
Houaahold  Buzzer 

mvcriov 

The  functional  specification  of  a  device  is 
illuatratad  below  by  deecribing  one  of  the 

functions  of  the  buzzer. 

FUHCTIOH: 

Buzz:  TOMAKE  buzzing (buzzer ) 

IF  preaaed(naaual-fwitch)* 

PROVIDED  asaimption2  BT  behaviorl 

"buzz"  is  tha  name  of  the  function; 
"buzzing (buzzer)”  denotes  the  buzzing  state  of  the 
buzzer.  "t7”  and  "t8"  are  distinguished  elements  of 
a  component  of  buzzer  (ve  discuss  thia  below). 
"aasumption2"  will  specify  the  initial  state  i.e., 
nt7","t8”  are  electrically  connected  (more  about 
assumptions  later).  Tha  "BT"  clausa  relates  the 
function  with  ita  behavior  i.e.,  tha  manner  ia 
which  the  function  ia  accomplished  (behavioral 
specification  is  described  below) .  As  ve  shall  sea 
in  section  4.2,  this  association  batvaan  function 
and  behavior  is  important  at  tha  compilation  stags. 

STRUCTURE 

Tbs  structure  of  a  device  (component)  ia 
reprssantad  using  tha  abstractions  of  its 
components  (subcomponents)  and  generic  relations 
between  them  (such  as  "serially-connected") .  Aa  an 
illustration  consider  the  structure  of  the  buzzer 
given  below: 


SttJJCTOU: 

COMPONENTS : 

manual-switch  (£1,(2),  battery  (t3,t4), 
coil  (t5,t6,spacai),  clapper  (t7,t8,space2) 
RELATIONS :  •arially-comucted  (menus  l-«wicch, 
battery, coil, clapper) 
AND  includes Upacel  ,«pace2) 

ABSTHACTIONS-OF-COHPONEHTS : 

COMPONENT  Clapper  (XI, T2, SPACE) 

FUNCTIONS:  mechanical, acoustic, magnetic 
STATES:  elect-connected  (Tl,T2), 
repeated-bit (clapper) 

END  COMPONENT 

COMPONENT  coil  (Tl, 12, SPACE) 


c)  We  model  interconnect ione  between 
components  by  relatione  aucb  aa 
'aerially— connected' ,  'includes',  etc. 

KpiAPTOB 

The  behavioral  specification  of  a  device 
describee  the  manner  in  vbich  a  function  is 
accomplished  by  "gluing"  together  the  functions  of 
components,  generic  knowledge,  assumptions  relating 
to  behavioral  alternatives,  and  sub-bebaviors.  For 
example,  the  specification  of  of  'behaviorl'  in 
fig.  3-2  illuatrates  how  the  'bust'  function 
discussed  above  is  realised. 


END  COMPONENT 

END  ABSTKACTIOHS— OF-COMPONSNTS 
END  STRUCTURE 


HCTAVtOR  S.iuviMl 


"tl”,t2" .  "space"  are  distinguished  elements 

(terminals)  of  components  ;  only  between 
distinguished  elements  can  relatione  be  defined, 
"mechanical", "acoustic",  etc.,  are  the  urns  of 
functions  of  clapper.  These  functions  (  as  well  aa 
the  structure,  behavior,  generic  knowledge  and 
assumptions  relating  to  the  clapper  aa  well  aa 
other  of  the  components)  are  represented  at  the 
next  level  of  our  representation  in  the  same  manner 
as  the  buzzer.  The  capitalised  parameters  such  as 
Tl ,T2,etc . ,  are  local  to  the  associated  component. 

It  is  important  to  note  the  following: 


a)  A  component  (subcomponent)  is  specified 
independent  of  the  representation  of  the 
device  (component)  which  contains  it. 
More  specifically,  the  specification  of 
a  component  does  not  refer  to  the  role 
of  the  component  in  the  composite.  Thus 
our  representation  obeys  the  "no- 
function-in-etructure"  principle  of  De 
kleer  and  Brown  (1,  2]. 


{ •l«ct-cono*ct«d  (C-,, 


loan u*l- twitch}* 

ST  b«h»vior2 


V 


c.) ;  '-vlscc-cotmactsd  (C?,  Cg)}* 

! 

I  US UC  FUNCTION  N«ch«nlc*I 
^  /  OF  cl*pp«r  (t?,  ts.  ip««.) 

V 


UpucU-UE  (cixpppr) 


USING  FUNCTION  Aca UPC1C 

OF  a»FF«t  (t7,  tj,  »p*c«,) 


Bulling  (clapper) 

If! 

Buz* lag  (bu(*«r> 


Figure  3-2:  An  Illustration  of 

Behavioral  Specification 


b)  Not  the  behavioral  specifications  of 
components  but  only  the  names  of  tbs 
functions  ere  carried  over  to  tbs  higher 
level.  This  property  is  important  when 
an  ageat  needs  to  replace  s 
malfunctioning  component  by  a 
functionally  equivalent  but  behaviorally 
different  one.  Note  tbet  neither  the 
"intrinaic  mechanism"  nor  the  "csussl 
model"  of  De  kleer  and  Brown  [ll 
distinguishes  between  function  and 
behavior  as  we  do.  The  "behaviors! 
description"  of  Davis  at  al  (13 1  and 
Davia  l 14)  is  similar  to  our  functional 
specification.  They  do  not  have  any 
construct  equivalent  to  our  behavioral 
specification.  (The  significance  of 
having  e  behavioral  specification  will 
become  clear  whea  we  discuss  it  below.) 


We  have  made  use  of  five  conceptually  important 
notations  in  behavioral  specification.  They  ere 

described  below: 

1:  el 

II 

I !  BT  <na*e-of-a-behavior> 

\/ 

•2 

For  example. 

Pressed  (manual-switch)* 

II 

I  I  BT  bebavior2 

V 

elect-connected  (t7,t8);  . 
"elect-connected  (t7,t8)i* 


_ 
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This  uwi  that  the  state  *1  causes  the  etete  *2 
and  the  detail*  are  in  another  behavioral 
specification  (  "behavior2") .  This  relation 
enable*  the  the  specification  of  behavior  of  a 
component  (or  a  device)  at  many  level*  of  detail 
but  still  at  the  level  of  the  component  (or 

device ) . 

2:  el 

II 

I  I  USING  FUNCTION  <name— of-a-function> 

I  I  OF  <component> 

\t 

*2 

For  example, 

repeated-hit  (clapper) 

I  I  USING  FUNCTION  acoustic 

II  OF  clapper(t7,t8,apace2) 

\/ 

buzzing  (buzzer) 

The  above  notation  means  that  the  state  s2  ia 
caused  from  si  by  making  use  of  a  function 
("acoustic”)  of  the  component  (  clapper).  This 
relation  make*  it  possible  to  glue  the  functions  of 
the  components  together  to  obtain  a  behavior. 

3: 

SI  •=  S2 

The  above  notation  means  that  Che  agent  will 
"equivalence"  the  state  si  of  a  component  (or 
subcomponent)  with  s2,  the  state  of  a  device  (or  a 
component).  For  example,  as  in  the  specification 
of  "behavior 1"  (ref.  to  fig.  3-1  "buzzing(clapper)" 
is  "equivalenced”  with  "huzzing(buzzer)".  Note 
that  without  this  relation,  it  is  impossible  to 
connect  the  result  of  a  function  of  a  component 
(the  buzzing  of  the  clapper)  with  the  result  of  a 
function  of  the  device  (the  buzzing  of  the  buzzer 
which  is  the  result  of  it*  function  "buzz"). 
Without  this  connection,  "behaviorl"  cannot  be 
claimed  to  implement  the  function  "buzz”  of  the 

buzzer . 

4:  si 

II 

I |  AS- PER  <name-of-a-knovledge-chunk> 
I  I  IN-THE-CONTEXT-OF  <  one  or  more 
\/  of  a  "relation",  "state"  or  a 

*2  "function  of  a  component"  > 

For  example, 
elect-connected(t7 , t8) 

II 

I  I  A3-PER  know ledge 1  IN-THE-CONTEXT-OF 

II  FUNCTION  voltage  OF  battery(tl,t2), 

II  serially-coon*ct*d(battery,coil, 

\/  clapper , manual-switch) 

voltage-applied(t5,t6) 

This  means  that  if  the  terminals  t7  and  t8  are 
electrically  connected,  chen  voltage  will  be 


applied  betveen  t5  and  t6.  This  is  true  a*  per  the 
knowledge  chunk  called  'knovledgel'  when  it  it 
applied  in  the  context  of  battery,  coil,  clapper 
and  manual  switch  being  serially  connected,  and  the 
battery  makes  voltage  available  at  its  terminal. 
(The  representation  of  'knowledgel'  is  discussed 
below.)  It  is  through  this  primitive  that  the  role 
of  generic  knowledge  in  describing  a  behavior  it 
represented. 

3:  magnetized (space2) 

I  I 

I j  USING  FUNCTION  magnetic 

II  OF  clapper(t7 ,t8,space2) 

| |  WITH  assumptions 

\/ 

~elect-conaected(t7,t8) 

”assumption3”  will  specify  that  there  exists  a 
force  F  such  that  if  space2  is  magnetized,  then  the 
resulting  magnetic  force  will  be  greater  than 
F.  Note  that  "assumption3"  does  not  specify  what  is 
F,  how  it  ia  to  be  realized  and  so  on.  The  "WITH" 
clause,  like  "PROVIDED",  relates  an  assumption  with 
the  state  transition.  However,  "WITH"  is  different 
from  "PROVIDED"  since  it  relates  an  assumption  that 
is  passed  from  a  device  (component)  to  a  component 
(sub-component)  while  "PROVIDED"  relates  the  one 
from  a  component  (sub-component)  to  the  device 
(component).  Also,  assumptions  related  by  "WITH" 
clause  can  be  used  to  make  a  state  transition 
deterministic. 

GENERIC  KNOWLEDGE 

The  generic  knowledge  specification  of  a  device 
(component)  describe*  all  chunks  of  deeper 
knowledge  used  in  its  behavioral  specification. 

The  following  is  a  specification  of  'knowledgel'. 

GENERIC  KNOWLEDGE: 
knowledgel : 

voltage-applied  (tl,t2) 

I  I 

I  I  AS-PER  kirchof f's-lav 

I  I  IN-THE-CONTEXT-OF 

II  elect-connected(tl ,t3) 

II  *  elect-counected(t2,t4) 

V 

voltage-applied  (t3,t4) 

It  ia  worth  noting  that  Che  specification  of 
generic  knowledge  is  context-free.  The  context  in 
which  it  is  applied  is  specified  in  the  behavioral 
specification  (as  illustrated  above).  As  we  shall 
see  soon,  there  it  a  mechanism  ( "REFERQICES " )  by 
which  a  user  task  of  the  functional  representation 
knows  where  to  look  for  the  definition  of 
Kircboff'a  lav. 

We  would  like  to  draw  particular  attention  to 
Che  notion  of  GENERIC  KNOWLEDGE  ia  our 
representation.  This  enables  us  to  capture  the 
relation  between  functional  representation  and 
deeper  causal  knowledge.  Moreover,  vitbout  an 
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explicit  link  with  suck  generic  knowledge  it  ii  not 
possible  to  support  the  recognition  of  incorrect 
application  of  such  knowledge  during  "envisioning" 
[1,2,3].  Also  it  cannot  support  queries  relating 
to  the  role  of  such  knowledge  in 
understanding, describing, explaining, etc.,  of  the 
behavior  of  devices. 

ASSUMPTIONS 

All  aaauaptipns  made  use  of  in  the  behavioral 
specification  of  a  device  (component )  are  described 
in  ASSUMPTIONS  as  illustrated  below  with  reference 

to  the  clapper. 

ASSUMPTIONS: 

DEFINITIONS : 

fl  •  magnetic-force  DUE-TO  magnetized(space)  AND 

f2  •  spring-force  DUE-TO  loaded  (spring) 

ASSUMPTION! : 

IF  magnetized(space)  THEN  fl  >  f2 

ASSUMPTION! : 

IF  ~  magnetized(space)  THEN  fl  <  £2 
END  ASSUMPTIONS 

"spring-force"  and  "magnetic-force"  are 
concepts;  we  discuss  below  about  their  definition. 
The  primitive  "DUE-TO"  relates  a  concept  with  a 
state  of  a  component. 

Note  that  though  De  kleer  and  Brown  [2]  state 
that  a  difference  between  a  novice  and  an  expert  is 
that  the  latter  has  made  explicit  all  the 
assumptions  underlying  behavior  of  devices,  their 
causal  model,  unlike  our  functional  representation 
,  does  not  represent  explicitly  the  role  of 
assumptions  in  behavior. 

REFERENCES 

Clearly  an  agent's  knowledge  of  Che  functioning 
of  devices  will  have  references  to  elements  of 
different  domains  ,e.g.,  electrical 

circuits, electro-magnetism  ,etc.  These  references 
are  specified  in  the  "REFERENCES"  part  of  our 

representational  scheme  as  illustrated  below: 

REFERENCES : 

FOR  kirchoff 's-law,  elect-connected 
REFER- TO  elect-circuits 

FOR  magnetic-force  REFER- TO  electro-magnetism 
END  REFERENCES 

Note  that  we  do  not  yet  know  how  to  represent 
domains  such  as  "elect-circuits",  "alsctro- 
magnetism",etc. 


4.  Compilation  of  a  Diagnostic  Expert 

The  principal  function  of  the  compiler  that  we 
shall  discuss  here  is  to  generate  a  diagnostic 
expert  from  the  functional  representation.  Checking 
the  correctness/  consistency  of  a  functional 
representation,  optimization  of  the  generated 
expert  systems  are  also  significant  aspects  of  the 
compilation  process.  However,  for  want  of  space  , 
we  discuss  here  only  the  generation  of  an  MDX-like 
diagnostic  expert.  Other  aspects  of  compilation 
are  discussed  in  [IS]. 


4.1 .  The  Structure  of  the  Generated  Diagnostic 
Expert  System 

As  shovn  in  fig.  4-1,  the  generated  expert  is  a 
hierarchy  of  specialists.  Each  specialist 

corresponds  to  a  malfunction  in  the  device  at  a 
certain  level  of  abstraction.  For  example,  a  bad 
clapper,  bad  serial  connection,  etc.  Specialists 
corresponding  to  more  general  or  abstract 
malfunctioning  are  higher  in  the  hierarchy.  For 
example, the  root  specialist  in  fig. 4-1  corresponds 
to  a  "malfunctioning  buzzer".  Its  three  sub¬ 
specialists  correspond  to  the  following  three 
malfunctions  (only  the  first  one  is  shown  in  fig. 
4-1): 

1.  The  buzzer  does  not  buzz  when  the  manual 
switch  is  pressed. 

2.  A  buzzing  buzzer  does  not  stop  buzzing 
vhen  the  manual  switch  ia  released. 

3.  The  buzzer  keeps  buzzing  independent  of 
the  state  of  the  manual  twitch. 

•Every  specialist  has  knowledge  to  establish  the 
associated  malfunctioning  and  to  refine  it  by 
calling  its  sub-specialists.  The  knowledge  of  a 
specialist  is  in  the  form  of  three  types  of  rules : 
confirmatory  rules, exclusionary  rules  and 

reconendations.  (We  will  not  discuss 
"recommendations"  here  since  it  is  concerned  with 
optimization  of  the  generated  expert.)  For 
example, 

I?  elect-connected  (tl,t2) 

*  voltage-applied  (t5,t&) 

THEN  confirm 

IF  voltage-applied  (t5,t6)  THEN  reject 

A  malfunction  is  diagnosed  top-down  by 
establishing  a  specialist  and  refining  the 
malfunction  represented  by  It  by  calling  its  sub¬ 
specialists.  This  discussion  of  the  structuring 
and  functioning  of  the  diagnostic  expert  is  grossly 
simplified.  More  detailed  information  can  be 
obtained  from  [  8,  9  ]. 


I) 


If  frcaaad  (manual-switch)*, 
%  butting  (buxtar) 

TIP  confirm 
ELSC  raj  act 


rr  wmAL  '  alact-cowomccadUy,  *8) 
THEN  confirm  . 

ELSE  rajacc  / 


IF  r«pm*c«d-hit  (clappar) 
THP  confirm 
ELSE  rajact 


IF  ^{alact-connactad  (t7,  e8) ; 

•^•iact-connaccad  (t7,  C8))* 

THP  confirm 
ELSE  rajact 


IF  alact'-connactad  (t7»  C^)* 
THP  confirm 
ELSE  rajact 


IF  {alace-coanaecad(t7,  t8>; 

^iact-connaccad (t7,  eg)}* 
%rapaatad-hit  (clappar) 
THP  confirm 
ELSE  rajact 


If  voltaga-appliad  (t5,  t6)*, 
valact-connactad  (t7*  t8)* 
THP  confirm 
ELSE  rajact 


Figura  4-1:  An  Example  of  >  Generated 
Diagnostic  Expart 


There  are  three  type*  of  malfunctioning  and 
hence  three  type*  of  apaciallata: 


1.  As  assumption  sight  have  been  violated. 
The  apecialiat  aaaociated  with  it  ia 
called  an  assumption  checker. 

2.  A  function  say  not  be  functioning 

correctly.  The  aaaociated  apecialiat  ia 
called  a  checker . 

3 .  A  relation  between  component*  say  not 
hold.  For  example,  the  battery,  coil 
and  clapper  may  not  be  connected 
aerially.  Let  ua  call  the  apecialiat 
the  relation  checker . 


FUNCTION • 

buzz:  TOMAJLE  bulling  (buzzer ) 

IF  pressed(nanual-switch)*  BT  bebaviorl 

the  coapiler  will  generate  a  function  checker  with 


the  following  rule: 

IF  presaed(aanual-switch)* 
THEN  confine 
ELSE  reject 


"buzzing (buzzer ) 


Then  the  function  checkera  generated  a*  above  will 
be  attached  to  the  root  apecialiat.  Aftervarde  the 
compiler,  uaing  the  "HI"  clauae,  obtaina  the 
behavior  aaaociated  with  each  function  and  compiles 
it.  For  exaaple,  if  the  behavior  ia  specified  in 
the  form: 


4.2.  The  Compilation  Process 

At  the  start,  the  compiler  generates  the  root 
apecialiat.  The  root  apecialiat  needs  no  knowledge 
to  establish  itself.  The  fact  that  the  expert  ia 
invoked  leads  automatically  to  the  establishment  of 
the  root  specialist.  The  coapiler  then  procesaea 
the  various  functions  of  the  device  and  generates  a 
function  checker  corresponding  to  each  function. 
For  example,  given 


“">  an 


then  the  coapiler  will  generate  a  set  of  a-1 
specialists  for  the  function  checkers  associated 
with  the  behavior.  The  rules  for  them  will  be: 

IF  si  s2  THEN  confirm 
ELSE  reject 


THEN  confirm 
ELSE  reject 


For  the  "buz*"  function  t nap  1.*  given  above,  node* 
5,  6  and  7  in  fig.  4-1  will  be  generated  uaing 
"behaviorl "  in  fig. 3-2.  Not*  that  the  rule 

aaaociated  with  node  S  should  be: 

IF  pressed (manual-switch)* 

* {a lect-connect ad ( 1 7 , 1 8 ) ; "elect-connect ad ( 1 7 , 1 8 ) }* 
THEN  confirm 
ELSE  reject. 

Hovever,  the  condition  "pressed (manual-switch)*”  is 
not  checked  since  it  is  done  at  node  2,  i.e.,  the 
parent  of  the  node  5. 

Further  processing  of  a  behavioral  specification 
depends  on  the  kind  of  coapoaition  of  behavior. 

CASE  1: 


Asaune  that  node  5  is  generated  corresponding  to 
the  following  state  transition  in  fig.  3-2. 

Pressed (nanus 1-switch )* 

II 

I  I  BT  behavior 2 

\/ 

{elect-connected(t7,t8)  ;  ~elect-connected(t7,t8)}* 

The  above  state  tranaition  will  also  result  in 
coapiling  'Behavior2'  as  described  above,  and 
attaching  the  generated  specialists  to  node  5. 

CASE:  2 


Let  che  state  transition  in  f ig.3-2corresponding 
to  node  6  in  fig. 4-1  be: 

{elect-connected ( t7 ,  t8 ) ;  ~a lect-connect ed( t7 , t8 ) }* 

II 

I  I  USING  FUNCTION  mechanical 
\/  OF  clappar(t7,t8,space2) 

repea  ted-hi t (c lapper ) 


corresponding  to  the  above  transition.  An  ezaaple 
of  an  aaauaption  checker  ia  node  4  in  fig. 4-1. 


CASE  3: 


The  state  tranaition 


I  I  AS-PER  knowledgel 

II  IN-THB-CONTEXI-OF  s3*s4...sn 

\/ 

a2 

will  result  ia  a  set  of  sub-specialists  with  the 


IF  ~a3  THEN  confine 
ELSE  reject 

IF  ~s4  THEN  confirm 
ELSE  reject 


IF  "sn  THEN  confirm 
ELSE  reject 
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APPENDIX 


Details  of  the  functional  representation  of  FUNCTION:  buzz  of  the  buzzer 

NOTE:  We  have  represented  below  only  the  buzzer; 

Battery, coil, clapper  and  manual  switch  have  NOT  been  represented. 


DEVICE  buzzer 
FUNCTION : 

buzz:  TOMAKE  buzzing  (buzzer) 

IF  pressed  (manual-switch)* 

PROVIDED  INITIAL  elect-connected  (t7,t8) 
BY  behavior 1 

stop-buzz: TOMAKE  “’buzzing  (buzzer) 

IF  "pressed  (manual-switch) 

PROVIDED  INITIAL  buzzing  (buzzer) 

BY  behavior5 


STRUCTURE : 

COMPONENTS : 

manual-switch  (tl,t2),  battery  (t3,t4), 
coil  (t5,t6,spacel),  clapper  (t7 , t8,space2) 

RELATIONS : 

serially-connected  (manua 1-switch , battery , coi 1 , clapper ) , 
includes  (spacel , space2) 

ABSTRACTIONS-OF -COMPONENTS : 

COMPONENT  clapper  (T1 ,T2, SPACE) 

FUNCTIONS :  mechanica 1 , acoustic ,magne tic 
STATES:  elect-connected  (T1,T2), 
repeated-hit  (clapper) 

COMPONENT  coil  (Tl,T2, SPACE) 

FUNCTIONS:  magnetic 

STATES:  magnetized  (SPACE),  voltage-applied(Tl ,T2) 

COMPONENT  manual-switch(Tl,T2) 

FUNCTIONS:  connect 
STATES:  elect-connected  (T1,T2), 
pressed  (manual-switch) 

COMPONENT  battery  (T1,T2) 

FUNCTIONS:  voltage 


125 


BEHAVIOR: 


behavior 1 : 

pressed  (manual-switch)* 

II 

I |  BY  behavior2 

II 

\/ 

{  elect-connected  (t7,t8);  elect-connected  (t7,t8)>  * 

II 

|  |  USING  FUNCTION  mechanical  OF 
II  clapper(t7,t8,spacel) 

I  I 

\/ 

repeated-hit  (clapper)' 

II 

| |  USING  FUNCTION  acoustic  OF 
| |  clapper  (t7 , t8,space2) 

I  I 
\/ 

buzzing  (  clapper) 


buzzing  (buzzer) 


behavior2 : 

{  pressed  (manual-switch) 

il 

I |  BY  behavior3 

I  I 
\/ 

“elect-connected  (t7,t8) 

II 

I |  AS— PER  knowledgel  IN— THE— CONTEXT-OF 

I  I  serially-connected  (battery, coil, 

|  |  clapper .manual-switch) 

| |  FUNCTION  voltage  OF  battery 

\/ 

“voltage-applied  (t5,t6) 

II 

I  |  BY  behavior4 

I  I 
\/ 

elect-connected  (t7,t8)  )  * 


behavior 3 : 


pressed  (manual-switch) 

I! 

I  I  USING  FUNCTION  connect  OF 

II  manual-switch  (tl,t2) 

II 

\/ 

elect-connected  (tltt2) 

II 

I  I  AS-PER  know ledge 1  IN-THE-CONTEXT-OF 

I  I  FUNCTION  voltage  OF  battery  , 

I I  serially-connected  (battery, coil, 

I  I  clapper, manual-switch) 

II 
\/ 

voltage-applied  (t5,t6) 

II 

I  I  BY  behavior4 


\/ 

“elect-connected  (t7,t8) 


behavior4:  IFF 

voltage-applied  (t5,t6) 

II 

I  I  USING  FUNCTION  magnetic  OF 

II  coil  (t5,t6,spacel) 

II 

\/ 

magnetized  (spacel) 

II 

I  I  AS-PER  know ledge 2  IN-THE-CONTEXT-OF 

II  includes  (spacel ,space2) 

I  I 
\/ 

magnetized  (space2) 

II 

I  I  USING  FUNCTION  magnetic  OF 

II  clapper  (t7,t8,space2) 

I  I 
\/ 

“elect-connected  (t7,t8) 


GENERIC  KNOWLEDGE: 
knowledge 1 : 

Voltage-applied  (tl,t2) 

II 

I  I  AS-PER  kirchoff 's-lav 

| |  IN-THE-CONTEXT-OF 

II  elect-connected  (tl,t3), 

II  elect-connected  (t2,t4) 

II 

\/ 

voltage-applied  (t3,t4) 


knovledge2: 

magnetized  (spacel) 

II 

I  I  AS-PER  lavs-of-space 
I |  IN-THE-CONTEXT-OF 

II  includes  (spacel ,space2) 

II 

\/ 

magnetized  (space2) 


ASSUMPTIONS : 

DEFINITIONS: 

f 1  *  magnetic-force  DUE-TO  magnetized  (space) 
£2m  spring-force  DUE-TO  loaded  (spring) 

assumptionl : 

IF  magnetized  (space)  THEN  fl  >  f2 
assumption2: 

IF  'magnetized  (space)  THEN  fl  <  f2 


END-DEVICE  buzzer 
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Abstract 

'  Auto-Mech  is  an  expert  system  which  diagnoses  automobile  fuel  systems.  Its 
organization  and  strategies  are  patterned  after  MDX,  an  expert  diagnosis 
system' developed  in  our  AI  laboratory.  The  problems  that  these  systems  are 
able  to  diagnose  are  represented  as  nodes  within  a  hierarchy.  Each  node  has 
knowledge  about  how  to  confirm  or  reject  the  problem  hypothesis,  as  well  as 
knowledge  about  what  nodes  to  consider  next.  This  approach  is  intended  to  be 
a  domain-independent  methodology  for  providing  focused  problem  solving  and  for 
localizing  knowledge  in  a  conceptually  relevant  manner.  Auto-Mech  is 
implemented  in  a  recently  developed  language  called  CSKL,  which  is 
specifically  intended  for  building  diagnostic  expert  systems.  This  paper 
describes  Auto-Mech  and  discusses  why  the  MDX  approach  and  CSRL  were  useful  in 
developing  Auto-Mech,  and  where  some  difficulties  were  encountered.  S _ 

1.  Introduction 

Over  the  past  few  years,  our  AI  laboratory  has  developed  an  approach  to  the 
design  of  expert  diagnosis  systems  based  on  the  paradigm  of  "cooperating 
specialists."  This  approach  is  exemplified  in  an  expert  system  called 
MDX  [3,  6],  whose  expertise  is  in  cholestatic  liver  disease.  In  order  to 
demonstrate  the  viability  of  this  approach  to  non-medical  domains,  we  have 
developed  a  system  called  Auto-Mech  which  diagnoses  problems  in  automobile 
fuel  systems.  Ue  show  that  an  organization  of  diagnostic  knowledge  which  is 
similar  to  MDX  can  be  used  in  this  domain  to  provide  focused  problem  solving, 
aud  to  localize  knowledge  in  a  conceptually  relevant  manner. 

Auto-Mech  is  implemented  in  a  recently  developed  language  called  CSRL  [2], 
which  was  designed  specifically  for  building  MDX-like  diagnostic  expert 
systems.  Thus  another  goal  of  this  work  was  to  determine  the  strengths  and 
weaknesses  of  CSRL  and  to  make  recommendations  for  future  versions  of  CSRL. 


Briefly,  Auto-Mech  works  as  follows.  When  Auto-Mech  begins  diagnosis,  it 
obtains  a  specific  complaint  about  the  way  the  car  operates.  Then  general 
hypotheses  about  the  nature  of  the  problem  are  evaluated.  When  a  hypothesis 
is  confirmed,  any  hypotheses  which  are  immediately  more  specific  are 
considered.  The  user  is  queried  for  additional  information  as  needed  during 


this  process.  Auto-Mech  is  not  intended  to  be  a  complete  model  of  an 
automobile  mechanic,  but  is  intended  to  reflect  the  information  processing 
capability  of  a  mechanic  when  she  attempts  to  determine  the  specific  cause  of 
a  fuel  problem  from  an  initial  complaint  and  from  thiDgs  that  a  typical 
mechanic  can  observe  when  she  looks  under  the  hood. 

Before  we  present  a  more  detailed  description  of  Auto-Mech,  we  give  an 
overview  of  our  approach  to  diagnostic  problem  solving.  We  then  describe  the 
program,  explaining  the  assumptions  that  ve  have  made,  and  outlining  its 
organization.  An  annotated  session  of  Auto-Mech  and  a  sample  of  its  CSRL  code 
is  included.  Finally,  we  discuss  why  our  approach  and  CSRL  were  useful  in 
developing  Auto-Mech,  and  where  some  difficulties  were  encountered. 

2.  Introduction  to  Diagnostic  Problem  Solving 

The  central  problem  solving  of  diagnosis,  in  our  view,  is  classif icatory 
activity.  This  is  a  specific  type  of  problem  solving  in  our  approach,  meaning 
that  a  special  kind  of  organization  and  special  strategies  are  strongly 
associated  with  performing  expert  diagnosis.  Ve  will  not  examine  here  how 
classifi.catory  diagnosis  fits  in  with  our  overall  theory  of  problem  solving 
(see  Chandrasekaran  [ 4J ) .  Instead,  we  will  briefly  overview  the  structure  and 
the  strategies  of  classif icatory  diagnosis.  For  the  purposes  of  this 
discussion,  we  will  use  "diagnosis"  in  place  of  "classif icatory  diagnosis" 
with  the  understanding  that  the  complete  diagnostic  process  includes  other 
elements  as  well. 

The  diagnostic  task  is  the  identification  of  a  case  description  with  a 
specific  node  in  a  pre-detenainod  diagnostic  hierarchy.  Each  code  in  the 
hierarchy  corresponds  to  a  hypothesis  about  the  state  of  the  "patient"  (a  car 
in  the  Auto-Mech  program).  Nodes  higher  in  the  hierarchy  represent  more 
general  hypothesis,  while  lower  nodes  are  more  specific.  In  medicine,  a  case 
description  is  the  manifestations  and  the  history  of  a  patient,  and  a 
diagnostic  hierarchy  is  a  classification  of  diseases  and  disease  classes.  For 
example,  MDX  [3,  6]  attempts  to  classify  a  medical  case  into  a  diagnostic 
hierarchy  of  cholestatic  diseases.  Figure  1  illustrates  a  fragment  of  MDX's 
hierarchy.  The  most  general  disease,  cholestasis  in  this  example,  is  the  head 
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node  of  the  hierarchy.  More  specific  cholestatic  diseases  such  as  extra- 
hepatic  cholestasis  are  classified  within  the  hierarchy.  In  the  following 
discussion,  ve  will  use  the  generic  tens  "problem"  rather  than  "disease". 

Cholestasis 

_ /  \ _ 

/  \ 

Extra-hepatic  Intra-hepatic 

Cholestasis  Cholestasis 

/  \ 

/  \ 

EHC  Due  to  EHC  Due  to 

Bile  Duct  Stone  Bile  Duct  Tumor 

Figure  1:  Fragment  of  MDX's  diagnostic  hierarchy 

Each  problem  in  the  hierarchy  is  associated  with  a  specialist  which 
contains  the  diagnostic  knowledge  to  evaluate  the  presence  or  absence  of  the 
problem  from  the  case  description.  From  this  knowledge,  the  specialist 
determines  a  confidence  value  representing  the  amount  of  belief  that  the 
problem  exists.  If  this  value  is  high  enough,  the  specialist  is  said  to  be 
established .  Note  that  each  specialist  is  a  problem  solver  with  its  own 
knowledge  base. 

The  basic  strategy  of  the  diagnostic  task  is  a  process  of  hypothesis 
refinement,  which  we  call  establish-ref ine .  In  this  strategy,  if  a  specialist 
establishes  itself,  then  it  refines  the  problem  hypothesis  by  invoking  its 
subspecialists,  which  also  perform  the  establish-ref ine  strategy.  If  the 
confidence  value  is  low,  the  specialist  rejects  the  problem  hypothesis,  and 
performs  no  further  actions.  Note  that  when  this  happens,  the  whole  hierarchy 
below  the  specialist  is  eliminated  from  consideration.  Otherwise  the 
specialist  suspends  itself,  and  may  later  refine  itself  if  its  superior 
requests  it.  The  processing  ends  (if  we  assume  that  only  one  problem  is 
present)  when  a  tip  node  specialist,  a  specialist  with  no  subspecialists,  has 
been  established. 

With  regard  to  Figure  1,  the  following  scenario  might  occur.  First,  the 
cholestasis  specialist  is  invoked,  since  it  is  the  top  specialist  in  the 
hierarchy.  Cholestasis  is  then  established,  and  the  two  specialists  below  it 
are  invoked.  Extra-hcpatic  cholestasis  is  rejected,  also  eliminating  DIC  due 
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to  stone  and  bile  duct  cancer  from  further  consideration.  Finally,  intra- 
hepatic  cholestasis  establishes  itself,  and  invokes  its  subspecialists. 

Due  to  space  and  time  limitations,  we  have  not  addressed  several  issues 
relevant  to  diagnostic  problem  solving  (such  as  handling  multiple  problems). 
For  a  more  detailed  analysis,  see  Gomez  and  Chandrasekaran  [5].  Test 
ordering,  causal  explanation  of  findings,  and  therapeutic  action  do  not 
directly  fall  within  the  auspices  of  classificatory  diagnosis,  but  expertise 
in  any  of  these  areas  would  certainly  enhance  a  diagnostic  system.  Fully 
resolving  these  issues  and  integrating  their  solutions  into  the  diagnostic 
framework  are  problems  for  future  research. 

3.  The  Automobile  Diagnosis  Program 

3.1.  Description  of  Auto-Mech 

Auto-Mech  is  a  program  which  diagnoses  fuel  problems  in  automobile  engines. 
It  was  developed  using  CSRL  (which  will  be  described  in  Section  3.3)  and  the 
establish-ref ine  problem-solving  methodology  described  in  Section  2. 

One  reason  the  domain  of  automobile  diagnosis  was  chosen  is  that  most 
people  feel  comfortable  discussing  car  problems  thus  making  such  a  program 
easy  to  demonstrate.  We  also  had  two  good  amateur  mechanics  available  to 
serve  as  experts.  We  decided  to  concentrate  on  fuel  problems  because  the  fuel 
system  is  sufficiently  complex  to  be  interesting  and  simple  enough  to  do  in  a 
short  time. 

Before  discussing  the  program  further  a  brief  discussion  of  automobile  fuel 
systems  is  in  order.  The  purpose  of  the  fuel  system  is  to  deliver  a  mixture 
of  fuel  and  air  to  the  cylinders  of  the  engine.  It  can  be  divided  into  four 
major  subsystems: 

1.  the  fuel  delivery  subsystem  which  brings  fuel  from  the  tank  to  the 
carburetor, 

2.  the  air  intake  which  brings  air  into  the  carburetor, 

3.  the  carburetor  which  mixes  the  air  and  fuel  in  the  proper  ratio, 

and 


4.  the  vacuum  manifold  which  brings  the  mixture  to  the  cylinders. 

These  subsystems  correspond  to  initial  hypotheses  about  fuel  system  faults  and 
each  can  be  further  refined  by  more  detailed  descriptions. 

Just  as  hospitals  have  a  routine  series  of  data  to  collect  about  every 
patient  admitted,  Auto-Mech  collects  a  set  of  initial  data  to  get  the 
diagnosis  running.  We  refer  to  the  initial  data  as  defining  the  user's 
complaint .  The  complaint  is  a  problem-condition  pair  where  the  problem  is  the 
symptom  the  user  notices  (such  as  stalling  or  running  rough)  and  the 
conditions  include  the  kind  of  driving  in  which  the  problem  occurs 
(accelerating,  idling,  etc.)  and  the  approximate  engine  temperature  (hot, 
cold,  or  both).  Note  that  the  complaint  is  highly  symptomatic. 

We  chose  to  implement  a  program  around  a  generic  automobile  fuel  system 
rather  than  the  fuel  system  of  a  particular  car.  Reasoning  about  the  fuel 
system  depends  on  its  design,  which  can  vary  in  many  ways.  Within  the  CSRL 
framework  each  design  requires  its  own  diagnostic  hierarchy  so  we  had  to  make 
a  few  assumptions  about  the  system.  The  major  assumptions  are: 

-  carbureted  engine 

-  single  barrel,  single  stage,  downdraft  carburetor 

-  mechanical  fuel  pump 

-  automatic  transmission 

-  non-computer  ignition 

-  automatic  choke 

-  minimal  pollution  control  systems 

Each  of  these  assumptions  has  diagnostic  consequences.  A  carbureted  engine, 
for  example,  will  have  a  different  set  of  problems  than  a  fuel  injected  engine 
(the  former  can  have  a  broken  carburetor).  Many  of  these  assumptions  would  be 
valid  for  most  cars  built  before  1980  or  so.  Those  that  are  not  would  either 
add  complexity  without  making  the  problem  more  interesting  (such  as  a  two- 
stage  carburetor)  or  vary  so  widely  that  no  single  generic  arrangement  can  be 
imagined  (such  as  pollution  controls). 


We  also  cade  a  few  simplifying  assumptions  about  the  problem  solving 
required  of  the  program.  The  most  important  of  these  is  our  single  complaint 
assumption.*  This  means  that  for  any  session  with  the  program  the  user  caD 
specify  only  one  major  complaint  (a  problem-condition  pair  as  described 
above).  One  difficulty  with  multiple  complaints  is  the  need  to  keep  the 
problem-condition  pairs  together.  If  the  complaints  were  "stalls  while 
idling"  and  "hesitates  on  acceleration"  it  would  be  necessary  to  know 
"stalls",  "hesitates",  "idling",  "acceleration",  and  that  the  complaints  are 
not  "stalls  on  acceleration"  and  "hesitates  while  idling".  The  simple  data 
base  provided  with  CSRL  does  not  provide  for  this  kind  of  reasoning.  This 
could  be  rectified  by  implementing  a  special  data  base.  Another  difficulty 
with  allowing  many  complaints  is  keeping  the  line  of  questioning  focused  on 
one  complaint.  Given  many  complaints,  large  portions  of  the  hierarchy  will  be 
relevant  and  the  questioning  may  appear  random  to  a  user  unless  some  mechanism 
is  used  for  focusing  the  questioning.  Such  a  mechanism  was  not  readily 
available.  Solving  these  problems  would  have  either  added  to  the  time  taken 
for  the  project  as  a  whole  or  subtracted  from  the  time  devoted  to  the  main 
purpose  of  developing  Auto-Mech  —  to  test  CSRh  and  establish-ref ine  problem¬ 
solving.  So  we  chose  to  restrict  the  problem-solving  to  a  single  complaint  at 
a  time. 

Another  simplifying  assumption  we  made  is  that  the  data  to  be  used  by  the 
system  be  from  commonly  available  sources.  Mechanics  now  have  an  array  of 
computer  analysis  information  available  which  our  experts  were  unfamiliar 
with.  So  we  limited  ourselves  to  such  data  as  whether  a  component  is  working 
and  how  the  car  behaves  in  certain  situations. 

Figure  2  shows  part  of  the  diagnostic  hierarchy  for  Auto-Mech.  Each  node 
in  the  hierarchy  is  a  specialist  representing  a  hypothesis  together  with 
knowledge  about  how  to  confirm  or  reject  the  hypothesis.  For  example,  the 
specialist  named  Delivery  represents  the  hypothesis  "Fuel  delivery  subsystem 
is  causing  the  problem."  Delivery  also  contains  knowledge  about  the  types  of 


This  is  most  emphatically  not.  a  single  fault  assumption.  If  there  is  more 
than  one  fault  causing  the  complaint,  Auto-Mcch  can  find  it. 
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Figure  2:  Partial  Diagnostic  Hierarchy  for  Auto-Mech 

complaints  for  which  fuel  delivery  problems  should  be  considered  and  how  to 
infer  that  fuel  is  not  being  delivered  to  the  carburetor.  The  purpose  of  the 
top-level  specialist,  Engine,  is  to  collect  the  initial  complaint  information 
and  begin  diagnosis.  The  ellipsis  in  the  diagram  represent  points  where  the 
hierarchy  continues  down. 


3.2.  Annotated  Transcript  of  a  Session  with  Auto-Mech 

In  the  following  transcript  of  a  session  with  Auto-Mech  the  user's 
responses  follow  the  ">"  prompt,  comments  are  underlined,  and  everything  else 
comes  from  the  program. 


The  user  first  tells  the  top  level  specialist .  Engine,  to 
establish  and  then  refine  itself ,  The  prolan  then  prints  a 
brief  statement  of  the  diagnostic  system's  scope  and  begins 
collecting  information  about  the  problem. 


>DoCSRL  Engine  Establish-Ref ine 

This  is  a  program  to  diagnose  automobile  problems.  At  the  present 
time  the  the  program  only  knows  about  fuel  problems.  The  first  series 
of  questions  is  an  attempt  to  determine  what  the  problem  is  (starting 
problem,  rough  running,  stalling,  hesitation,  slow  response, 
knocking),  and  the  conditions  under  which  it  occurs  (idling,  loading, 
accelerating,  cruising,  turning,  decelerating,  engine  temperature). 
After  this  the  rest  of  the  questions  are  attempts  to  confirm  or  reject 
hypotheses . 

Do  you  have  problems  starting  your  car ?>? 

Answers : 

Y  »  Yes 


U  *•  Unknown 


If  the  user  doesn't  know  how  to.  respond .  "7"  will  provide  a. 
description  o_t_  acceptable  answers  .  All  of  the  questions  in 
this  program  arc  answered  "vos " ■  "no",  or  "unknown"  for 
simplicity .  CSRL  does  provide  facilities  for  using  any 
answers  which  are  appropriate  including  such  things  as 
numerical  values  and  multiple  choice ■ 


Do  you  have  problems  starting  your  car?>N 

Does  the  car  stall?>N 

Does  the  car  run  rough?>Y 

Does  the  problem  occur  while  idling?>N 

Does  the  problem  occur  on  loading ?>Y 

Does  the  problem  occur  while  the  engine  is  both  hot  and  cold?>Y 


The  problem  the:  user  has  specified  is  "the  engine  runs  rough" 
and  the  conditions  are  "on  loading  and  independent  of  engine 
temperature" .  The  only  purpose  of  the  Engine  specialist  i_s  to 
determine  the  complaint ,  Certain  terms  require  specif ic 
definitions  in.  order  to  clearly  separate  some  problems  and 
conditions .  For  example.  loading  means  putting  some  strain  on 
the  engine  without  accelerating,  idling  means  the  engine  is 
running  but  there  is  no  load  on  it ■ 


»>  Message  Trace  <<< 

From:  ENGINE  To:  FUEL 
Message:  ((ESTABLISH  FUEL)) 


Engine  now  refines  by  first  telling  its  suhspecialist .  Fuel, 
to  establish. 

Have  you  eliminated  ignition  as  a  possible  cause  of  the  problem?>Y 

This  question  shows  the  need  to  know  what  other  specialists 
have  done .  Auto  experts  have  determined  that  ma nv  problems 
which  might  bo  fuel  problems  are.  more  likely  to  be  ignition 
problems .  Thl s  user's  auto  complaint  is  one  of  those  cases  so 
Fuel  wants  to  make  sure  Ignition  has  reiected  itself , 

However ■  Ignition  has  not  been  implemented  so  the  user  is 
asked  if  the  ignition  system  has  been  considered  and  reiected  ■ 

>»  Message  Trace  <<< 

From:  FUEL  To:  ENGINE 
Message:  ((ESTABLISHED  FUEL  2)) 


-  — j 


a 
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»>  Message  Trace  <<< 

From:  ENGINE  To:  FUEL 
Message:  ((REFINE  FUEL)) 

Once  its  subspecialist ,  Fuel ■  establishes .  Engine  continues  to 
refine  by  telling  Fuel  to  refine  itself .  The  next  series  oJ_ 
messages  and  questions  show  the  program  considering  Do  livery . 
Mixture ,  Vacuum.  Air-Intake ,  and  Bad-Gas  £S_  hypotheses  about 
the  cause  of  the  problem.  The  data  base  provided  with  CSRL 
records  each  question  asked  and  the  user's  answers  to  avoid 
asking  then  again.  So  the  decisions  the  specialists  make  are 
not  based  entirely  on  the  answers  to.  questions  shown  under 
each  specialist .  but  on  combine,  ti ons  of  the  answers  to  those 
and  previous  answers . 

»>  Message  Trace  <« 

From:  FUEL  To:  DELIVERY 
Message:  ((ESTABLISH  DELIVERY)) 

Is  any  fuel  delivered  to  the  carburetor?>U 

»>  Message  Trace  <<< 

From:  DELIVERY  To:  FUEL 
Message:  ((REJECTED  DELIVERY  -2)) 

»>  Message  Trace  <<< 

From:  FUEL  To:  MIXTURE 
Message:  ((ESTABLISH  MIXTURE)) 

Have  you  been  getting  bad  gas  mileage?>N 

»>  Message  Trace  «< 

From:  MIXTURE  To:  FUEL 
Message:  ((REJECTED  MIXTURE  -3)) 

>»  Message  Trace  <<< 

From:  FUEL  To:  VACUUM 
Message:  ((ESTABLISH  VACUUM)) 

»>  Message  Trace  <« 

From:  VACUUM  To:  FUEL 

Message:  ((ESTABLISHED  VACUUM  3)) 

>>>  Message  Trace  <<< 

From:  FUEL  To:  AIR- INTAKE 
Message:  ((ESTABLISH  AIR-INTAKE)) 

Is  the  air  filter  old?>N 

>>>  Message  Trace  <<< 

From:  AIR- INTAKE  To:  FUEL 
Message:  ((REJECTED  AIR- INTAKE  -2)) 
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>»  Message  Trace  <<< 

From:  FUEL  To:  BAD-GAS 
Message:  ((ESTABLISH  BAD-GAS)) 

Have  you  tried  a  higher  grade  of  gas?>Y 

>>>  Message  Trace  <<< 

From:  BAD -GAS  To:  FUEL 
Message:  ((REJECTED  EAD-GAS  -3)) 

»>  Message  Trace  <« 

From:  FUEL  To:  VACUUM 
Message:  ((REFINE  VACUUM)) 

Fuel  now  asks  its  established  subspecialists  to  refine .  In 
this  case  only  Vacuum  has  established . 


»>  Message  Trace  <« 

From:  VACUUM  To:  VACUUM-HOSES 
Message:  ((ESTABLISH  VACUUM-HOSES)) 

Are  there  any  cracked,  punctured  or  loose  vacuum  hoses ?>U 

This  question  seens  strange  because  it  appears  to  be 
equivalent  to  asking,  whether  the  hypothesis  snould  be 
confirmed.  But.  when  Auto-Hcch  gets  to  a.  very  specific 
hypothesis  usually  the  on.l£  data  for  conf i rming  or  rejecting 
it  cone3  from  direct  observation  of  a.  part . 

Can  you  hear  hissing  while  the  engine  is  running?>N 

Are  the  vacuum  hoses  old?>Y 

>»  Message  Trace  <<< 

From:  VACUUM-HOSES  To:  VACUUM 
Message:  ((UNKNOWN  VACUUM-HOSES  1)) 


The  information  that  Vacuum-Hoses  has  is  not  certain,  some 
indicates  trouble  and  some  doesn^t .  So  the  answer  i  s 
"unknown",  but  the  value  indicates  that  it  leans  toward 

establishing . 

>>>  Message  Trace  <<< 

From:  VACUUM  To:  CARBURETOR-GASKET 
Message:  ((ESTABLISH  CARBURETOR-GASKET)) 

Can  you  see  cracks  in  the  carburetor  gasket?>Y 

>>>  Message  Trace  <« 

From:  CARBURETOR-GASKET  To:  VACUUM 
Message:  ((ESTABLISHED  CARBURETOR-GASKET  3)) 


Jb, 
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cracked  or  split  but  does  not  cause  problems  ■  Cracks  irt  i t 
are  thus  indicative  of.  trouble  only  in  a.  context  in  which  a. 
vacuum  leak  is  suspected . 

Is  the  diagnosis  of  VACUUM  finished ?>Y 

CSRL  and  Auto-Mech  are  tillable  to  determine  when  diagnosis  is 
finished .  The  mechanism  we  use  asks,  the  user  as  control 
passes  up  through  the  hierarchy  from  the  lowest  point  reached , 
If  the  user  answers  "Yes " .  as  in  this  case .  then  control 
passes  on  up  the  hierarchy ■  Another  of  the  user's  options 
here  is  to  answer  "No" .  In  that  case  CSRL  would  refine  those 
subspecialists  of  Vacuum  which  ware  "unknown",  such  as  Vacuurn- 


Hoses .  Unless  the  program  is  told  to  do  this  only 
"established"  subspecialists  will  get  refined .  In  this 
particular  case  the  question  indicates  a.  bug  in  the  Auto-Mech 
program  itself  since  Vacuum's  suhspecialists  are  all  tip 
specialists . 

>»  Message  Trace  <« 

From:  VACUUM  To:  FUEL 

Message:  ((ESTABLISHED  CARBURETOR-GASKET  3)  (UNKNOWN  VACUUM-HOSES  1)) 

Is  the  diagnosis  of  FUEL  f inished?>Tree 

FUEL  —  2 

DELIVERY  - 2 

MIXTURE  - 3 

VACUUM  —  3 

VACUUM-HOSES  —  1 
CARBURETOR-GASKET  —  3 

AIR- INTAKE - 2 

BAD-GAS - 3 

The  user  also  has  the  option  of  print inE  out  the  diagnostic 
hierarchy  with  the  values  displayed  for  each  specialist . 

Is  the  diagnosis  of  FUEL  finished?>Y 

»>  Message  Trace  <« 

From:  FUEL  To:  ENGINE 

Message:  ((UNKNOWN  VACUUM-HOSES  1)  (ESTABLISHED  CARBURETOR-GASKET  3) 
(REJECTED  BAD-GAS  -3)  (REJECTED  AIR- INTAKE  -2)  (ESTABLISHED  VACUUM  3) 
(REJECTED  MIXTURE  -3)  (REJECTED  DELIVERY  -2)) 

Is  the  diagnosis  of  ENGINE  finished?>Y 


(ANSWER  (REJECTED  DELIVERY  -2) 
(REJECTED  MIXTURE  -3) 


(ESTABLISHED  VACUUM  3) 

(REJECTED  AIR- INTAKE  -2) 

(REJECTED  BAD-GAS  -3) 

(ESTABLISHED  CARBURETOR-GASKET  3) 

(UNKNOWN  VACUUM-HOSES  1) 

(ESTABLISHED  FUEL  2) 

(ESTABLISHED  ENGINE  3)) 

The  answer  is  simply  list  of.  the  specialists  which  ran  and 
their  value*: .  The  dia^ncr  i  s  is  the  established  tip 
specialists  .  Carbur e tot-O:  '.ice t  .in  .this  case  . 


3.3.  How  One  of  Auto-Mech's  Specialists  Reasons 

Figure  3  shows  the  CSRL  code  for  implementing  the  Bad-Gas  specialist  which 
considers  the  hypothesis  "Something  wrong  with  the  fuel  is  causing  the 

problem."  The  specialist  is  defined  by  the  Def ine-Concept  statement.  Like 

all  CSRL  specialists  it  is  made  of  three  parts: 

-  Declarations,  containing  information  about  where  the  specialist  fits 
in  the  hierarchy. 

-  Knowledge-Groups,  shoving  the  major  categories  of  decisions  to  be 
made. 

-  Body,  which  controls  the  way  in  which  the  specialist  responds  to 

various  messages. 

The  boldface  represents  built-in  CSRL-  primitives,  everything  else  is 

determined  by  the  system  builder.  And-YNU  is  a  three-valued  logical  AND  which 
is  defined  for  Y,  N,  and  U.  Use-Declaration  and  Use-Statement  invoke  CSRL 
macro-instructions  that  expand  into  longer  sequences  of  statements  which  do 
not  vary  from  specialist  to  specialist.  The  Use-Declaration's  here  set  up 
standard  variables  and  constants  for  the  CSRL  interpreter  to  use.  The  Use- 
Statement's  implement  the  establish-ref ine  problem-solving  process.  Since  the 
interesting  thing  is  how  Bad-Gas  establishes  or  rejects  itself,  we  will  not 
discuss  these  other  processes  here. 

The  general  description  of  how  Bad-Gas  reasons  is: 

First  make  sure  Bad-Gas  is  a  relevant  hypothesis  to  hold.  If  it  is 
not  then  reject.  If  it  is  relevant  find  out  if  there  is  any  reason  to 
believe  something  has  happened  to  the  fuel  recently.  If  there  is  none 
then  reject.  But  if  there  is  some  reason  to  believe  this  theu 
establish  with  value  depending  on  bow  relevant  the  hypothesis  is. 


(Define-Concept  Bad-Gas 

(Declarations  (Subconcept-Of  Fuel) 

(Subconcepts  Low-Octane 

Water-In-Fuel 

Dirt-In-Fuel) 

(Use-Declaration  Usual-Variables ) 

(Use-Declaration  Usual-Constants )) 

(Knowledge-Groups 

(Relevant 

(Options  (End-After  (Match  1))) 

(Table  (Conditions 

(Ask-YNU?  "Is  the  car  slow  to  respond") 

(Ask-YNU?  "Does  the  car  start  hard") 

(And-YNU 

(Ask-YNU?  "Do  you  hear  knocking  or  pinging  sounds") 
(Ask-YNU?  "Joes  the  problem  occur  while  accelerating"))) 
(Match  (If  (  Y  ?  ?  )  Then  -3) 

(If  (  ?  Y  ?  )  Then  -3) 

(If  (  ?  ?  Y  )  Then  3) 

(If  (  ?  ?  ?  )  Then  1)))) 

(Gas 

(Options  (End-After  (Match  1))) 

(Table  (Conditions 

(Ask-YNU?  "Have  you  tried  a  higher  grade  of  gas") 
(Ask-YNU?  "Did  the  problem  start  after  the  last  fillup") 
(Ask-YNU?  "Has  the  problem  gotten  wor  ;e  since  the  last 
fillup")) 

(Match  (If  (  Y  ?  ?  )  Then  -3) 

(If  (  ?  Y  ?  )  Then  3) 

(If  (  ?  N  Y  )  Then  2) 

(If  (  ?  ?  ?  )  Then  -3)))) 

(Summary 

(Options  (End-After  (Match  1))) 

(Table  (Conditions  Relevant  Gas) 

(Match  (If  (  3  (Ge  0)  )  Then  3) 

(If  (  1  (Ge  0)  )  Then  2) 

(If  (  ?  (Lt  0)  )  Then  -3))))) 

(Body 

(Use-Statement  Usual-Establish-Ref ine ) 

(Message-Block  (Establish  Self) 

(Execute  Relevant) 

(Case  Relevant 

((Ge  0) (Execute  Gas  Summary) 

(Establish-Reply  Summary)) 

(Otherwise  (Establish-Reply  Relevant)))) 

(Use-Statement  Simple-Refine) 

(Use-Statement  Pass-Messages))) 

Figure  3:  CSRL  code  for  a  specialist 
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To  implement  this  Bad-Gas  has  a  group  of  statements  in  the  Body  which  begin 


(Message-Block  (Establish  Self)  ...  ) 

and  which  will  be  activated  when  a  message  to  establish  is  received  from  the 
Fuel  specialist.*  The  Message-Block  controls  the  order  in  which  the 
Knowledge-Groups  (Relevant,  Gas,  aud  Summary)  are  evaluated.  Summary  combines 
the  results  of  Relevant  and  Gas.  The 

(Execute  Relevant) 

statement  causes  the  Relevant  knowledge-group  to  run.  If  Relevant  returns  a 
non-negative  value  the  Gas  and  Summary  groups  run  with  the  establish-value  of 
Bad-Gas  set  by  Summary.  If  Relevant  returns  a  negative  value  the  establish- 
value  of  Bad-Gas  is  set  by  Relevant  and  the  other  two  groups  are  not  run. 
This  choice  is  implemented  by  the  construct: 

(Case  Relevant 
((Ge  0)  ...  ) 

(Otherwise  ...  )) 

Very  detailed  descriptions  of  how  all  of  the  knowledge  groups  work  is  not 
necessary.  In  general,  running  a  knowledge-group  consists  of  testing  its 
Conditions  and  trying  to  match  their  results  to  one  of  the  rows  in  the  Match 
table.  A  condition  which  begins  with  Ask-YNU?  causes  CSRL  to  look  in  its 
string-value  data  base  for  the  given  string.  If  found  then  the  value  stored 
there  becomes  the  value  of  the  condition.  If  not  found,  the  string  is 
displayed  as  a  question  to  the  user.  The  user's  response  is  stored  in  the 
string-value  data  base  and  is  used  as  the  value  of  the  condition.  If  the 
condition  is  the  name  of  a  knowledge-group  its  value  is  the  value  of  the 
knowledge-group.  The  rows  (or  "rules")  of  the  Match  table  are  tried  one  at  a 
time,  from  the  top  down.  As  soon  as  a  row  is  found  which  matches  the  value  of 
the  conditions,  the  Then-part  gives  the  value  of  the  knowledge-group  and  the 
evaluation  of  the  knowledge-group  stops.  The  "7"  in  the  tables  is  a  wild- 


£ 

CSRL  can  be  viewed  as  a  restricted  object  oriented  language  in  which  the 
objects  are  the  specialists  and  the  messages  are  instructions  to  the 
specialists . 
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card,  it  matches  any  value 


In  the  transcript  given  earlier  the  value  of  the  conditions  in  the  Relevant 
knowledge-group  are  (N  N  N)  so  the  rov 

If  (?  ?  ?)  Then  1 

matches  and  the  value  of  Relevant  is  1.  This  is  a  result  of  the  previously 
supplied  information  that  the  complaint  is  "runs  rough  on  loading"  combined 
with  the  single  complaint  assumption.  As  a  result  Gas  and  Summary  are  run. 
The  value  of  the  conditions  in  Gas  are  (Y  -  -),  where  "-"  signifies  "did  not 
a6k",  and  the  row 

If  (Y  ?  ?)  Then  -3 

matches.  This  is  the  result  of  asking  a  question  of  the  user.  So  now  the 
values  of  the  conditions  for  Summary  are  (1  -3)  which  matches 

If  (?  (Lt  0))  Then  -3 

and  the  value  of  Summary  is  -3,  causing  Bad-Gas  to  reject. 

For  more  detail  about  CSRL  see  [2]  and  [1]. 

3.4.  Usefulness  of  CSRL  in  Developing  Auto-Mech 

One  of  the  first  things  we  noticed  in  using  CSRL  is  that  the  internal 
workings  of  a  specialist  and  the  overall  problem-solving  method  is  easy  to 
explain  to  a  computer-naive  expert.*  Establish-ref ine  seemed  to  be  a  natural 
way  for  the  experts  to  solve  the  problems  and  was  not  in  any  way  imposed  upon 
them.  The  specialists  in  the  diagnostic  hierarchy  of  Auto-Mech  represent  the 
hypotheses  considered  by  the  experts  during  the  solution  of  practice  problems. 
The  experts  quickly  understood  the  CSRL  specialists  and  could  point  out  flaws 
in  their  reasoning  during  debugging  sessions. 


_  • 


Our  experts  were  Ph.D.  students  in  Nuclear  Engineering,  they  were  not 
computer  specialists  and  knew  very  little  about  AI. 
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Another  helpful  feature  of  CSRL  is  that  it  makes  it  easy  to  get  something 
running  quickly.  This  gives  the  experts  a  chance  to  actually  run  the  program 
to  see  the  results  of  their  suggestions.  It  is  much  easier  for  experts  to 
help  debug  a  running  program  than  to  debug  a  paper  construct.  CSRL  makes 
possible  the  development  of  partial  systems,  the  obvious  evidence  for  which  is 
that  we  can  develop  a  fuel  system  program  without  being  concerned  with  the 
rest  of  the  car.  Much  of  this  is  due  to  our  approach  to  diagnosis  in  which 
knowledge  is  localized  within  specialists  and  the  interaction  among 
specialists  is  simple  and  well-defined.  Concerns  about  global  interaction  of 
knowledge  are  minimized.  Changes  in  the  Delivery  specialist  will  not  affect 
any  other  specialists  in  the  hierarchy  (except  for  the  context  assumed  by  its 
subspecialists,  an  easy  thing  to  check).  So  if  Vacuum  works  right  but 
Delivery  has  bugs  in  it,  fixing  Delivery  will  not  affect  Vacuum.  This  greatly 
simplifies  building  and  debugging  a  system  over  the  traditional  knowledge¬ 
base/inf  erence-enginc  approach. 

Auto-Mech  consists  of  34  specialists  in  a  hierarchy  which  varies  from  four 
to  six  levels  deep.  Four  people  were  actively  involved  with  its  development, 
two  computer  specialists  and  two  domain  experts.  The  total  labor  was 
approximately  five  man-months  of  which  about  30%  was  domain  expert  time.  The 
project  extended  over  nine  calendar  months. 

3.5.  Some  Difficulties 

CSRL  was  built  to  embody  a  theory  of  diagnosis  which  was  developed  in  the 
medical  domain.  The  diagnostic  reasoning  of  an  automobile  mechanic,  however, 
is  slightly  different  from  that  of  a  doctor.  Once  a  hypothesis  is  confirmed  a 
doctor  will  carefully  consider  the  competing  refinement  hypotheses  and  follow 
up  on  the  best.  This  is  the  behavior  modeled  by  the  establish-ref ine  theory. 
But  an  auto  mechanic  seems  to  follow  up  the  first  reasonable  refinement. 
Auto-Mech  does  not  capture  this  latter  behavior.  It  could  be  done  in  CSRL, 
though  it  would  be  a  little  more  difficult  to  do  than  using  the  standard 
establish-ref ine  routines.  The  end  result  of  diagnosis  in  both  cases  is  the 
same,  but  presently  Auto-Mech  seems  dumb  to  an  expert  since  it  is  being  more 
careful  than  necessary. 


Mechanics  usually  do  not  go  straight  into  the  kind  of  diagnostic  reasoning 
which  requires  a  diagnostic  hierarchy.  The  complaints  are  associated  with 
typical  maintenance  or  repair  procedures  as  a  result  of  the  training  or 
experience  of  the  mechanic.  An  example  of  this  is: 

Temperature  dependent  problems  (those  that  happen  only  when  the 
engine  is  cold  or  only  when  it  is  hot)  are  usually  caused  by  a 
malfunction  of  the  choke.  So  for  those  problems  first  check  to  see 
that  the  choke  works  correctly  and  if  it  does  not  than  fix  it.  Also, 
since  you  have  to  go  past  the  air  filter  to  get  to  the  choke,  make 
sure  the  air  filter  is  good. 

Only  after  all  the  applicable  procedures  like  thi6  get  tried  does  the  mechanic 
do  the  more  serious  diagnosis  done  by  Auto-Mech.  This  process  is  outside  the 
scope  of  both  CSRL  and  the  establish-ref ine  theory  but  it  is  actually  only  an 
efficiency  measure.  The  final  diagnoses  using  the  mechanic's  method  and  using 
establish-ref ine  are  the  same,  with  establish-ref ine  possibly  doing  more  work. 

One  of  the  problems  we  had  in  developing  Auto-Mech  is  that  ve  could  not 
treat  establishing  a  specialist,  or  confirming  a  hypothesis,  as  indicating  a 
high  degree  of  belief  in  the  hypothesis.  Sometimes  in  Auto-Mech  a  specialist 
establishes  because  it  is  not  possible  to  reject  it  and  one  of  its 
subspecialists  may  be  able  to  establish.  So  during  diagnosis,  when  a 
specialist  establishes  it  really  means  "this  hypothesis  is  worth  pursuing." 
This  is  mainly  due  to  the  type  of  domain  that  we  were  working  with.  Most  of 
the  data  used  by  Auto-Mech  are  very  weak  at  indicating  specific  problems. 
Data  that  are  direct  are  usually  about  tip  hypotheses  and  of  the  form  "is  xxx 
working  correctly."  Thus  the  specialists  which  rely  on  indirect  data  are 
unable  to  produce  high  confidence  in  their  associated  hypolheses,  although 
they  can  still  determine  a  "pursuit  value."  The  theory  of  establish-ref ine 
problem  solving,  which  CSRL  is  based  on,  needs  to  be  modified  to  take  this 
into  account. 

The  question  of  when  to  stop  is  a  difficult  one  for  diagnosis  in  general. 
Human  experts  have  the  concept  of  a  diagnosis  "explaining"  the  data  and  that 
certain  data  must  be  explained  while  other  data  need  not  be.  Automating  this 
decision  has  proven  to  be  difficult,  though  it  seems  clear  that  it  is  not  a 
decision  appropriately  made  by  the  diagnostic  expert  itself  but  rather  by  some 
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outside  entity  having  additional  knowledge  and  skills.  This  is  why  CSRL 
currently  asks  if  the  user  is  satisfied  as  control  passes  back  up  through  the 
hierarchy.  However,  in  the  autonobile  domain  the  system  should  recommend 
fixing  the  problems  represented  by  established  tip  specialists  and  then  ask  if 
the  problem  persists  after  the  repairs  are  made.  The  answer  to  that  question 
could  be  data  for  another  round  of  diagnosis.  Once  again,  this  could  be  fixed 
within  CSRL  (the  problem  arises  from  the  built-in  Simple-Refine  macro  which 
was  designed  to  be  very  general  and  would  need  to  be  customized  for  Auto- 
Mech). 

In  the  establish-ref ine  theory  of  diagnostic  problem-solving,  diagnosis  is 
6een  as  an  iuherently  parallel  process  l 51 .  All  specialists  at  a  given  level 
in  the  hierarchy  may  be  active  simultaneously.  These  specialists  communicate 
their  status  (established  or  rejected)  to  each  other  via  a  blackboard.  This 
makes  it  possible  for  a  specialist  to  know  what  another  specialist  has  done. 
Sometimes  this  knowledge  is  necessary,  as  can  be  seen  in  the  example  session 
given  earlier  where  the  Fuel  specialist  wanted  to  know  the  status  of  the 
Ignition  specialist.  CSRL  is  presently  implemented  as  a  serial  language 
without  a  blackboard.  This  leads  to  some  occasional  awkwardness  as  the  Fuel 
specialist's  question  to  the  user  shows. 

Another  feature  of  establish-ref ine  theory  is  that  it  is  strictly  a  theory 
of  classif icatory  reasoning  and  that  other  kinds  of  reasoning  are  needed  to  do 
diagnosis.  In  particular  inferential  reasoning  about  data  is  needed.  For 
example,  if  the  user's  problem  is  one  which  involves  the  engine  running  then 
the  system  should  know  that  there  is  fuel  in  the  tank  even  if  that  piece  of 
data  is  not  explicitly  given  to  it.  This  is  reasoning  about  relationships 
between  pieces  of  data  and  is  not  classif icatory  in  nature.  In  MDX  there  is 
an  intelligent  data  base  component,  called  PATREC  [6,  7],  for  doing  such 
reasoning  about  medical  data.  CSRL  is  intended  to  be  used  for  the  diagnostic 
component  and  so  it  does  not  contain  an  intelligent  data  b.v-p.  Since  this 
component  is  absent  in  Auto-Mech,  ve  have  had  to  clutter  our  diagnostic 
specialists  with  data  base  reasoning. 


4.  Summary  and  Recommendations 

The  relative  length  of  the  "difficulties"  section  compared  to  the 
"usefulness"  section  is  due  to  the  need  for  additional  programming  and  the 
CSRL  language  rather  than  deficiencies  in  the  theory  of  diagnostic  problem¬ 
solving.  The  difficulties  point  to  some  recommendations  for  improvements  in 
CSRL: 

1.  Changes  from  the  standard  control  flow  should  be  easier  to  make. 
Presently  all  hypotheses  at  one  level  are  tried  before  going  down 
to  the  next  level.  The  control  needed  by  Auto-Mech  is  a  natural 
complement  to  this  —  pursue  the  first  reasonable  hypothesis. 

2.  CSRL  needs  a  more  flexible  facility  for  determining  when  to  stop 
than  simply  asking  the  user.  System  builders  may  have  ideas  on  how 
to  do  it  for  specific  problems  without  necessarily  being  able  to 
solve  the  general  problem  of  deciding  when  diagnosis  is  complete. 

3.  Since  CSRL  is  to  be  used  for  building  diagnostic  experts  it  should 
provide  a  facility  for  limited  communication  between  specialists 
across  the  hierarchy,  such  as  a  blackboard.  Such  a  facility  would 
be  useful  even  if  CSRL  remains  a  serial  language. 

Our  other  problems  were  the  result  of  things  which  it  >'ould  not  be  appropriate 
for  CSRL  to  address  since  they  are  outside  the  scope  of  classificatory 
diagnosis.  These  include  the  intelligent  data  base  and  the  execution  of 
typical  maintenance  procedures  prior  to  diagnosis. 

Overall  CSRL  was  a  very  useful  tool  for  developing  a  diagnostic  expert 
system.  It  was  easy  to  explain  to  an  expert,  the  specialists  were  fairly  easy 
to  write  based  on  protocols,  and  a  partial  system  could  be  running  quickly  for 
debugging  purposes.  CSRL  was  also  easy  to  use  from  a  programmer's  point  of 
view. 

Auto-Kecb  does  not  verify  the  validity  of  establish-ref ine  problem-solving 
but  it  does  demonstrate  that  establish-ref  ine  is  a  viable  method  for  doing 
diagnosis.  It  is  a  natural  way  for  experts  to  solve  problems.  The  hypotheses 
they  consider  can  be  used  as  specialists  within  the  diagnostic  system.  The 
localization  of  knowledge  proved  to  be  useful  for  development  purposes. 
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Abstract 


_T'J)  Development  of  effective  automatic  systems  for  fault  isolation  and  diagnosis  requires 
reasoning  about  tequenect  of  tests  and  actions.  Unfortunately,  traditional  expert  systems 
are  not  well  suited  to  representing  such  procedural  knowledge.  In  this  paper,  a  scheme  b 
presented  that  allows  the  explicit  representation  of  both  declarative  and  procedural  knowledge 
within  a  unified  framework,  yet  retains  all  the  desirable  properties  of  expert  systems  such 
as  flexibility,  explanatory  capability  and  extendibility.  In  particular,  the  scheme  allows  any 
heuristic  declarative  knowledge  that  maintenance  engineers  may  possess  to  be  integrated  easily 
and  uniformly  with  the  strong  procedural  methods  of  maintenance  plans.  Domain-specific 
metalevel  knowledge  can  also  be  represented  within  the  same  formalism.  A  simple  version  of 
the  scheme  has  been  fully  implemented  and  applied  to  the  domain  of  automobile-engine  fault 
diagnosis. 


§1  Introduction 

Maintenance  teams  play  a  very  important  role  in  military  operations.  However, 
maintenance  technicians  often  lack  the  engineering  knowledge  necessary  for  effective  fault 
diagnosis  of  technologically-advanced  equipment.  Sometimes,  operational  conditions  may  be 
such  that  it  is  simply  not  possible  to  provide  sufficient  maintenance  support.  It  is  therefore 
essential  to  automate  as  much  of  the  fault-diagnosis  process  as  possible. 
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The  current  approach  is  to  provide  automatic  test  equipment  to  guide  technicians 
through  a  prespecified  sequence  of  tasks,  with  the  system  making  predefined  decisions  on 
the  basis  of  the  incoming  data.  This  reduces  the  number  of  errors  made  in  executing  the 
maintenance  procedures  and  frees  the  technicians  from  performing  complex  arithmetic  and 
algebraic  calculations. 

However,  the  use  of  automatic  test  equipment  as  currently  implemented  is  limited. 
The  equipment  is  inflexible  and  insensitive  to  the  skill  level  of  the  engineers  using  it.  Such 
systems  cannot  modify  their  diagnostic  procedures  to  match  the  requirements  of  the  current 
situation  nor  can  they  accept  potentially  useful  advice  from  technicians.  Because  these  systems 
perform  a  prespecified  sequence  of  tests,  they  cannot  use  knowledge  of  the  particular  situation 
to  focus  attention  on  more  likely  trouble  spots.  Consequently,  turn-around  time  is  high,  and 
this  is  of  critical  importance  under  battle  conditions.  Further,  the  development  cost  of  test 
software  is  large  and  time  to  maturation  is  lengthy. 

These  difficulties  are  unlikely  to  decrease  with  time.  Advances  in  technology  tend  to 
make  equipment  more  complex,  rather  than  less.  Operational  scenarios  are  becoming  more 
demanding,  with  the  need  for  high  sortie  rates,  very  mobile  units,  and  dispersed  operations. 
Neither  is  the  recruiting  base  likely  to  increase,  and  so  far  there  is  little  evidence  to  suggest  that 
the  aptitudes  or  educational  level  of  trainees  are  increasing.  Even  if  they  were,  none  but  the 
most  experienced  and  highly-educated  engineer  could  be  expected  to  understand  adequately 
the  functioning  of  advanced  military  equipment. 

The  design  of  current  automatic  test  equipment  is  inadequate  to  meet  these  problems. 
What  one  really  requires  is  a  fault-diagnosis  system  that  can  effectively  increase  the  expertise 
of  the  maintenance  team,  thereby  minimising  referrals  to  senior  engineering  personnel  and 
reducing  the  time  taken  in  diagnosis.  The  system  needs  to  be  flexible  and  responsive  to  changes 
in  conditions.  It  must  focus  on  the  problem  at  hand  by  opportunistically  using  knowledge  and 
must  interact  with  technicians  in  a  way  that  uses  their  skills  to  maximum  effect. 

Such  systems  would  enable  effective  fault  isolation  in  conditions  where  it  is  not  possible 
to  refer  problems  to  senior  engineers  (as  in  submarine  operation,  small  in-field  air  support,  and 
satellite  applications),  or  where,  because  of  mobility  requirements,  it  is  not  possible  to  provide 
sufficient  maintenance  personnel.  They  have  the  potential  for  greatly  reducing  the  time  taken 


in  fault  diagnosis,  and  thus  can  provide  a  significant  military  advantage.  Furthermore,  the 
provision  of  additional  expertise  at  a  high  level  of  competence  enables  problems  to  be  correctly 
identified  in  the  field  rather  than  at  a  service  depot,  thus  reducing  logistics  problems. 

Recently,  significant  advances  have  been  made  in  providing  systems  with  just  this  sort 
of  reasoning  ability.  Such  systems  are  known  as  expert  system*  or  knowledge-based  systems. 
These  systems  utilise  the  knowledge  of  experts  to  reason  about  problems  in  the  domain  of 
interest  in  much  the  same  way  as  the  experts  themselves.  They  have  the  ability  to  explain 
their  reasoning  to  the  expert  or  user,  and  can  incrementally  acquire  new  knowledge.  They  are 
flexible,  can  respond  opportunistically  to  incoming  data,  and  can  modify  their  behaviour  under 
variant  conditions. 

However,  most  of  these  systems  are  not  well  suited  to  problem  domains  where  much 
of  the  expert  knowledge  is  procedural  and  where  tests  and  actions  need  to  be  carried  out  in  a 
particular  time  order.  Yet,  this  is  exactly  the  type  of  knowledge  that  is  common  to  the  problem 
of  fault  diagnosis  in  complex  military  machinery. 

In  this  paper  we  describe  a  scheme  for  explicitly  representing  procedural  knowledge 
while  still  retaining  the  benefits  of  traditional  expert  systems.  The  basis  of  the  scheme  is  to  use 
a  representation  that  is  sufficiently  rich  to  describe  arbitrary  sequences  of  actions  in  a  simple 
and  natural  way,  while  at  the  same  time  avoiding  explicit  procedure  "calling”.  The  scheme 
also  provides  a  mechanism  for  reasoning  about  the  use  of  this  knowledge,  thus  enabling  fault 
isolation  to  proceed  in  an  effective  way.  Systems  that  are  based  on  this  scheme  are  called 
procedural  expert  systems  (Georgeff  83]. 


.  • 


§2  Knowledge  of  the  Domain 

The  major  consideration  in  choosing  a  system  architecture  suitable  for  interactive 
fault  diagnosis  of  military  equipment  is  that  much  of  the  domain  knowledge  is  represented 
proceduraily.  These  procedures  reflect  knowledge  about  operational  conditions,  usage  and 
experience  with  similar  equipment,  best  engineering  judgment,  technical  edicts,  and  economic 
considerations.  The  procedural  nature  of  this  knowledge  is  critical  both  to  the  conclusions  _•  . 

made  and  to  the  efficiency  of  fault  isolation. 
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Some  of  this  knowledge  is  set  down  in  the  maintenance  plans  for  the  equipment  under 
test.  Some,  also,  is  part  of  the  general  technical  expertise  of  experienced  maintenance  engineers. 
It  is  clearly  desirable  that  a  maintenance  system  utilise  both  these  sources  of  knowledge. 


2.1  The  Knowledge  Represented  in  the  Maintenance  Plan 

The  maintenance  plans  for  most  military  equipment  include  extensive  instructions 
describing  tests  to  perform  and  actions  to  carry  out  dependent  on  the  outcome  of  the  tests. 
Most  are  written  as  a  sequence  of  steps  in  English,  including  conditional  statements,  ‘go  to" 
statements,  and  transfers  to  specialised  procedures.  For  example,  a  sample  portion  of  the 
maintenance  procedure  used  for  testing  the  proper  functioning  of  the  F404  engine  on  the  FA- 18 
aircraft  is  given  in  Table  1. 

Some  of  the  procedures  are  necessary  to  establish  certain  conclusions  (i.e.,  the  conclu¬ 
sions  are  context  dependent  or  time  dependent),  and  would  be  invalid  if  the  procedures  were  not 
carried  out  in  the  order  specified.  For  example,  in  Table  1,  confirmation  that  all  vibrations  are 
less  than  0.5  in/sec.  (step  B-9b)  must  be  done  after  engine  speed  is  stabilised  if  any  conclusions 
based  on  this  information  are  to  be  valid.  Similarly,  the  time  at  which  unusual  noises  are 
observed  (e.g.,  step  B-lOb)  is  critical  in  determining  the  cause  of  any  fault. 

Other  procedures  reflect  ease  of  maintenance,  or  tradeoffs  between  the  likelihood  of 
a  particular  component  being  faulty  and  the  ease  with  which  it  can  be  examined  or  replaced. 
For  example,  it  might  not  be  necettary  to  check  the  setting  of  the  fuel  bypass  button  at  the 
same  time  as  checking  the  lube  bypass  button,  but,  as  both  buttons  are  adjacent  to  each  other, 
it  is  temible  to  do  so.  Similarly,  checking  the  absence  of  fluid  leaks  (step  B-10a)  is  done  after 
deactivating  the  starter  because  it  is  both  easiest  and  sufficient  to  do  so  then. 

On  the  other  hand,  some  information,  particularly  cautionary  advice,  needs  to  be 
made  known  at  any  time  a  particular  condition  is  observed.  For  example,  the  cautions  on 
reactivating  the  starter  need  to  be  advised  at  any  time  the  engine  is  running  and  there  is  a 
possibility  that  the  engineer  will  attempt  a  restart  (step  B-10).  Also,  some  steps  need  not  be 
done  in  the  exact  order  specified  in  the  maintenance  plan  (e.g.,  steps  a,  b  and  c  of  step  B-9). 


2.2  The  Knowledge  of  Expert  Maintenance  Engineers 

Mach  of  the  knowledge  of  expert  maintenance  engineers  is  declarative  in  nature,  and, 
indeed,  it  is  this  component  of  expertise  that  most  expert  systems  ae*\  to  utilise.  For  example, 
a  typical  piece  of  such  knowledge  might  be: 

“If  there  is  oil  on  top  of  the  engine  housing,  then  it  b  likely  that  the  seal  on  the  oil-pressure 
sensor  has  failed.” 

However,  a  considerable  part  of  maintenance  expertise  is  also  procedural  in  nature. 
Much  of  this  is  reflected  in  the  procedures  described  in  maintenance  plans.  However,  an 
engineer’s  knowledge  is  usually  more  flexible  than  the  strict  algorithmic  form  of  maintenance 
procedures.  Also,  it  is  often  based  on  functional  considerations  rather  than  being  specific  to 
a  particular  engine.  For  example,  in  attempting  to  isolate  a  fault  in  an  electrical  system,  a 
typical  procedure  is  the  feed-device-ground  strategy  [Feurseig  83]:  the  expert  focuses  on  the 
device,  considers  its  input  and  output  behavior,  tests  it  using  alternate  feeds  and  grounds,  and, 
depending  on  the  outcome,  moves  along  the  feed  or  ground  chain  to  another  device. 

Skilled  maintenance  engineers  also  know  when  to  apply  a  piece  of  knowledge,  such  as 
when  to  terminate  a  diagnostic  test  if  some  particularly  unusual  fact  suggests  an  alternative 
hypothesis.  Such  utilitarian  knowledge,  often  called  metalevel  knowledge  [Davis  70],  is  very 
important  in  enabling  faults  to  be  isolated  in  a  reasonable  amount  of  time. 

2.3  The  Representation  of  Maintenance  Knowledge 

The  procedural  knowledge  typical  of  the  maintenance  domain  is  often  difficult  and 
cumbersome  to  describe  using  traditional  expert  systems,  which  encode  most  of  their  knowledge 
in  declarative  form.  Even  though  some  procedural  knowledge  can  be  incorporated  in  these 
systems,  it  is  there  only  because  the  interpreter  executes  the  rules  procedurally  in  some  specified 
order.  This  means  that  procedural  knowledge  and  the  establishment  of  contexts  in  which  a 
particular  inference  is  valid  can  only  be  represented  implicitly  in  the  system  (e.g.,  by  ordering 
the  clauses  of  a  premise  and  thus  ensuring  a  particular  sequence  of  evaluation). 

This  can  create  dependencies  and  interrelationships  that  tend  to  make  the  knowledge 
base  not  quite  as  modular  or  flexible  as  perhaps  was  originally  intended.  Because  of  the 


homogeneity  of  the  role  representation,  it  is  not  possible  to  distinguish  between  those  roles 
for  which  the  order  of  invocation  is  important  and  those  for  which  it  is  not.  This  is  not  only 
bad  methodology,  hot  it  impairs  the  explanatory  capability  of  the  system  and  reduces  the 
possibilities  for  efficient  implementation  on  multiprocessor  machines. 

Note  that  we  are  not  saying  that  soch  knowledge  cannot  be  represented  declaratively 
—  all  we  are  saying  is  that,  in  some  domains,  it  cannot  easily  or  naturally  be  so  represented, 
which  complicates  the  construction  of  the  expert  system  and  reduces  its  explanatory  capability. 

These  problems  hare  encouraged  some  researchers  to  inrestigate  ways  of  representing 
procedural  knowledge  explicitly  [Genesereth  82,  Georgeff  82].  In  the  simplest  cases,  special 
mechanisms  are  introduced,  such  as  heterogeneous  sets  of  rules  that  are  dissimilar  in  nature 
from  the  rest  of  the  knowledge  base  (e.g.,  the  therapy  rules  in  MYCIN  (Shortliffe  1978]),  or 
precedence  relations,  which  require  that  certain  rules  be  invoked  before  others  (e.g.,  “contexts” 
in  Prospector  [Rebob  1981]).  Alternatively,  specialist  procedures  may  be  used  for  certain 
sections  of  the  problem-solving  process.  Some  more  general  schemes  have  also  been  attempted 
[Reinstein  81,  Aikins  83].  However,  these  approaches  are  either  not  sufficiently  general  to 
express  procedural  knowledge  of  any  complexity,  or  tend  to  destroy  many  of  the  desirable 
properties  of  the  system,  such  as  flexibility,  explanatory  capability,  and  the  ease  with  which 
new  knowledge  can  be  integrated  incrementally  into  the  existing  knowledge  base. 

This  suggests  that  a  new  form  of  expert  system  is  required  that  allows  for  a  more 
direct  and  explicit  representation  of  procedural  knowledge  than  provided  by  previous  expert 
systems.  Procedural  expert  systems  [Georgeff  83,  Bonollo  83]  are  one  such  approach. 

§3  Procedural  Expert  Systems 

The  basic  structure  of  a  procedural  expert  system  (PES)  is  similar  to  that  of  most 
rule-based  expert  systems.  That  is,  it  consists  of  (1)  a  knowledge  base  for  storing  informa¬ 
tion  about  both  the  problem  domain  and  the  specific  problem  being  examined  and  (2)  an  in¬ 
ference  mechanism  for  manipulating  this  knowledge  [Buchanan  82].  The  knowledge  base  itself 
comprises  a  data  base  containing  /sets  about  the  problem  and  a  set  of  specialised  inference 
procedures  called  knowledge  treat  (KA). 


A  knowledge  are*  consists  of  u  invocation  port  and  a  My.  The  invocation  part 
provides  information  on  the  utility  of  the  KA,  and  may  include  eost  estimates  and  conditions 
on  both  currently  known  facts  and  currently  active  goals.  The  invocation  parts  of  the  KAs  can 
thus  be  used  to  reason  about  which  KAs  are  potentially  useful  in  solving  the  problem  at  hand. 

The  body  of  a  KA  can  be  viewed  as  a  specialised  inference  procedure.  In  essence,  it  is 
simply  a  procedure  that  establishes  sequences  of  subgoals  to  be  achieved  (facts  to  be  discovered) 
and  draws  conclusions  (establishes  other  facts)  on  the  basis  of  achieving  (or  not  achieving)  these 
subgoals. 

In  order  to  aid  in  the  construction  of  procedural  expert  systems,  a  system  called 
Peritus  has  been  implemented  [Bonollo  83].  Although  we  will  not  discuss  this  system  in  any 
detail,  for  most  of  the  examples  we  will  use  an  actual  example  from  an  automobile  engine 
fault-diagnosis  system  constructed  using  Peritus. 

3.1  Representing  Procedural  Knowledge 

In  a  procedural  expert  system,  procedural  knowledge  is  specified  by  using  a  recursive 
transition  network  (RTN).  The  arcs  of  the  RTN  are  labeled  with  predicates  (tests)  and  functions 
(actions),  in  much  the  same  way  as  for  an  augmented  transition  network  (ATN)  [Woods  1970]. 

A  given  arc  of  the  network  can  be  traversed  only  if  the  predicate  labeling  that  arc 
evaluates  to  “true”.  All  traversable  paths  in  the  RTN  are  explored,  beginning  at  a  specified 
start  state  and  ending  at  a  specified  final  state.  (This  is  unlike  the  procedure  adopted  for  ATNs, 
which  exit  as  soon  as  one  path  has  been  traversed  to  the  final  state.)  The  order  in  which 
the  paths  are  explored  should  be  considered  as  undefined  (i.e.,  the  validity  of  the  inference 
procedure  should  not  depend  on  this  ordering).  However,  in  the  implementation  described  in 
this  paper,  paths  are  explored  in  a  depth-first  manner. 

A  typical  KA  body  is  shown  in  Figure  1.  “Start"  is  the  start  state  and  “ end*  the 
final  state  of  the  network;  the  tests  on  ares  are  indicated  by  a  “f*.  Now  if,  for  example,  all  the 
arc  tests  evaluated  to  “true,"  the  transitions  fri,  trj,  tr»,  tr4,  and  tr&  would  all  be  made,  and 
the  actions  02,  a*,  a4  and  o&  all  executed,  in  that  order,  before  the  KA  exited.  If,  on  the  other 
hand,  test  *2  fails,  then  only  the  transitions  trj  and  fr*  would  be  effected,  and  only  action  as 
would  be  executed. 


The  functions  and  predicates  labeling  the  arcs  of  the  RTN  can  be  any  computable 
functions  or  predicates.  In  the  Feritus  system,  these  are  specified  in  LISP  and  can  make  use  of 
variables  local  to  the  KA.  Free  variables  are  not  allowed. 

There  is  also  a  special  class  of  functions  and  predicates  that  access  the  data  base  and 
add  new  facts  to  it.  Some  of  these  predicates  ask  whether  certain  facts  are  true  or  not,  and 
will  set  op  subgoals  to  ascertain  these  facts  if  they  are  not  currently  known  (i.e.,  not  currently 
in  the  data  base).  Similarly,  some  of  the  functions  labeling  the  arcs  may  draw  conclusions  that 
add  facts  to  the  data  base,  thus  making  it  possible  for  previously  requested  subgoals  to  be 
achieved. 

For  example,  consider  the  following  procedure  for  isolating  an  electrical-system  fault 
in  an  automobile  engine  that  will  not  start  [Gregory  1080]: 

Spark-plug  test:  Disconnect  a  spark  plug  lead  and  see  if  a  spark  jumps  to  the  cylinder  head 
on  attempted  engine  start.  If  the  spark  is  satisfactory  or  blue,  then  the  spark 
plug  may  be  faulty.  If  the  spark  is  absent,  weak,  or  yellow,  proceed  to  the 
next  test. 

Coil-lead  test:  (Instructions  on  how  to  test  the  spark  from  the  coil)  If  the  spark  is  satisfactory 
or  blue,  proceed  to  the  next  test.  If  the  spark  is  absent,  weak,  or  yellow,  then 
the  low-tension  circuit  is  suspect;  proceed  to  the  low-tension  test. 

Distributor  test:  If  there  is  evidence  to  suggest  that  the  high-tension  leads  from  the  distributor 
are  not  operating  properly,  conclude  that  they  may  be  faulty.  If  the  high- 
tension  leads  appear  to  be  in  order,  conclude  that  the  distributor  may  be  at 
fault. 

Low-tension  test(Instructions  about  how  to  perform  this  test)  If  a  test  lamp  lights  on  the 
ignition  side  of  the  coil  but  not  on  the  distributor  side,  conclude  that  the 
coil  and/or  the  coil  lead  may  be  faulty.  If  the  test  lamp  doesn’t  light  on  the 
ignition  side  of  the  coil,  conclude  that  the  low-tension  circuit  may  be  faulty. 

A  KA  corresponding  to  this  procedure  is  shown  in  diagrammatic  form  in  Figure  2. 
There  are  a  number  of  things  to  note  about  the  body  of  this  KA  (we  shall  consider  the  invocation 
part  later).  First,  when  facts  are  required  to  be  established  (e.g.,  as  in  “spark  is  satisfactory 
or  blue”)  other  KAs  may  be  invoked  to  ascertain  this  information.  In  this  case,  an  “ask-user” 


KA  might  be  invoked,  bat,  in  general,  many  KAs  might  respond  before  the  fact  is  established 
(as  might  be  the  case,  for  instance,  in  checking  the  status  of  the  high-tension  leads). 

Second,  although  this  KA  uses  a  simple  tree  structure,  the  RTN  formalism  can  also 
represent  other  control  constructs,  including  iteration  and  recursion.  Such  control  constructs 
are  needed  when  it  is  desired  to  examine  different  instances  of  a  given  object  type.  For  example, 
we  might  have  a  KA  (or  KA  “schema”)  for  determining  whether  or  not  a  single  spark  plug 
is  faulty.  This  KA  would  be  invoked  whenever  a  goal  was  set  up  to  determine  the  status  of 
some  particular  spark  plug.  However,  by  using  iteration  (represented  as  a  loop  in  an  RTN),  we 
can  also  set  up  this  goal  for  any  arbitrary  number  of  spark  plugs  in  the  engine,  thus  creating 
multiple  instances  of  the  spark  plug  KA.  The  ability  to  explicitly  establish  goals  in  this  way 
can  be  very  useful  when  one  wishes  to  examine  different  instances  of  a  given  object  type  in  a 
specified  order  (e.g.,  such  as  testing  the  spark  plugs  in  firing  order)  or  when  a  certain  conclusion 
depends  on  interactions  among  instances. 

Third,  note  that  the  KA  given  in  Figure  2  is  applicable  to  a  wide  class  of  engines, 
and  not  just  one  particular  configuration.  In  general,  the  system  can  base  its  reasoning  on 
structural  models  of  the  device,  and  use  “generic”  KAs  rather  than  specific  ones.  For  example, 
the  feed-device-ground  strategy  mentioned  in  Section  2.2  can  easily  be  represented  as  a  KA. 

3.2  Representing  Utilitarian  Knowledge 

The  invocation  part  of  a  KA  provides  domain-specific  knowledge  on  the  utility  of  the 
KA  and  can  be  used  by  the  system  in  deciding  which  KA  to  invoke  next.  Such  knowledge 
can  be  utilized  directly  by  the  interpreter,  or,  in  a  more  general  system,  by  metalevel  KAs  to 
constrain  and  order  the  application  of  object-level  KAs. 

In  the  current  implementation,  the  only  knowledge  provided  in  the  invocation  part 
is  a  statement  describing  what  goal *  (hypotheses)  the  KA  is  useful  for  investigating  or  what 
fact*  (new  data)  the  KA  is  useful  for  explaining.  An  invocation  part  consisting  solely  of  a 
goal  statement  results  in  standard  goal-directed  invocation,  whereas  a  fact  statement  results  in 
standard  data-driven  invocation.  For  example,  two  simple  KAs  from  the  automotive  domain 
are  shown  in  Figure  3.  In  Figure  3(a),  the  KA  is  goal-directed  and  corresponds  to  a  standard 
MYCIN-like  rule.  This  KA  will  be  invoked  only  if  tome  current  goal  is  to  identify  a  fuel-system 


problem,  and  the  required  information  is  not  currently  known  (i.e.,  in  the  data  base).  Invocation 
of  the  KA  will  then  test  whether  there  is  reduced  fuel  low  in  the  fuel  pomp,  possibly  invoking 
other  KAs  to  ascertain  this.  If  reduced  fuel  flow  is  concluded,  the  (single]  are  of  the  network 
can  be  traversed  and  the  fuel  system  problem  identified  (with  some  degree  of  certainty)  as 
being  a  choked  suction  line. 

An  example  of  a  data-driven  KA  is  given  in  Figure  3(b).  Note  that  the  test  in  the  body 
of  the  KA  seems  redundant  in  this  case,  as  the  KA  would  not  have  been  invoked  if  it  had  not 
already  been  known  that  the  oil  was  contaminated  with  water.  However,  it  is  important  from 
a  methodological  point  of  view  to  require  that  the  body  of  a  KA  be  valid  irrespective  of  the 
invocation  criteria.  Under  these  conditions,  if  the  inference  procedures  forming  the  bodies  of 
all  the  KAs  in  the  knowledge  base  are  consistent,  the  system  will  be  consistent.  The  apparent 
inefficiency  of  having  to  check  the  data  base  twice  for  (in  this  case)  the  condition  of  the  oil  can 
be  eliminated  during  a  compilation  stage. 

KAs  can  also  be  partly  goal-directed  and  partly  data-driven,  as  is  the  case  for  the 
KA  shown  in  Figure  2.  It  will  be  invoked  if  one  of  the  current  goals  is  to  identify  an  ignition 
fault,  and  it  is  noticed  that  one  of  the  trouble  symptoms  is  that  the  engine  does  not  start.  The 
system  can  thus  be  opportunistic  in  the  sense  that  KAs  might  be  invoked  because  certain  facts 
are  noticed  during  an  attempt  to  establish  particular  goals. 

In  a  more  general  version  of  the  system,  any  utilitarian  knowledge  could  be  incor¬ 
porated  in  the  invocation  part.  This  could  include  information  on  the  costs  and  benefits  of 
using  the  KA,  the  worst  case  or  average  time  to  diagnosis,  probability  of  success,  etc. 

3.3  The  Inference  Mechanism 

The  system’s  main  task,  at  a  particular  point  in  time,  is  to  discover  all  it  can  about 
the  current  goals  by  executing  relevant  KAs.  To  do  this,  an  invocation  mechanism  is  called 
implicitly  by  the  currently  executing  KA  when  some  currently  unknown  fact  is  requested  or 
when  some  new  conclusion  is  drawn.  The  mechanism  examines  the  invocation  part  of  all 
instances  of  the  KAs  occurring  in  the  knowledge  base  to  decide  which  ones  are  potentially 
useful.  These  KAs  are  then  executed  or  invoked  in  turn  until  either  they  have  all  been  executed 


or  a  definite  conclusion  has  been  reached  about  one  of  the  current  goals  on  the  goal  stack.1 

The  invocation  mechanism  is  outlined  in  Figure  4.  The  set  S  is  initialised  to  contain 
all  relevant  instances  of  the  KAs  occurring  in  the  knowledge  base.  The  function  select(S) 
[destructively]  selects  an  element  p  from  the  set  of  applicable  instances  of  KAs  S.  and  ezeeutc(p) 
executes  the  body  of  p. 

Execution  of  a  KA  body  consists  simply  of  traversing  the  body  of  the  KA,  as  described 
in  Section  3.1.  In  fact,  Peritus  actually  compiles  the  networks  into  LISP  code,  in  a  manner 
similar  to  ATN  compilers  (see  [Bonollo  83]).  This  makes  the  system  much  more  efficient  than 
if  KAs  were  evaluated  interpretively. 

It  is  important  to  note  that,  although  the  body  of  a  KA  sets  up  sequences  of  goals  to 
be  achieved,  it  may  be  that,  during  its  execution,  some  data-invoked  KA  suggests  an  alternative 
hypothesis  and  thus  changes  the  course  of  events.  Progress  through  the  original  KA  is  then 
suspended  and  will  only  be  resumed  when  the  alternative  hypothesis  has  been  investigated.  If 
we  had  more  control  over  the  selection  of  tasks  (say,  by  using  metalevel  KAs),  the  currently 
executing  KA  could  also  be  suspended  simply  because  other  goals  (hypotheses)  became  more 
interesting.  Thus,  it  is  preferable  to  view  KA  bodies  as  placing  constrainti  on  the  sequencing  of 
goals,  while  not  precluding  the  possibility  that  certain  observations  may  (at  least  temporarily) 
interrupt  this  sequencing. 


§4  Time-Dependent  Domains  and  the  Frame  Problem 

In  many  maintenance  domains,  tests  and  actions  may  dynamically  alter  the  state  of 
the  world.  This  means  that  conclusions  reached  at  one  stage  of  the  diagnosis  (e.g.,  when  the 
engine  is  running)  may  not  hold  at  another  stage  (e.g.,  when  the  engine  is  stopped).  How  to 
decide  what  is  true  in  one  situation,  given  what  was  true  in  a  previous  situation,  is  an  old 
problem  in  artificial  intelligence  and  is  known  as  the  /rstne  problem  (e.g.,  see  [Doyle  80]). 

the  current  implementation,  the  invocation  part  only  contains  information  regarding  the  goal  and  fact 
contexts  in  which  the  KA  is  likely  to  be  useful.  This  information  is  used  solely  to  determine  the  set  of  useful 
KAs,  not  to  order  them.  However,  as  mentioned  above,  the  invocation  part  can  readily  be  generalised  to 
include  additional  information,  which  could  then  be  used  either  by  the  interpreter  or  by  metalevel  KAs  to 
guide  and  control  invocation  more  effectively. 


The  KAs  of  procedural  expert  systems  provide  a  means  for  directly  representing  the 
effects  of  events  and  actions  in  a  time-dependent  domain.  Each  node  in  the  body  of  a  KA 
can  be  considered  to  represent  a  particular  "situation*  or  state  of  the  world  at  a  given  time 
instant.  Arcs  represent  transitions  from  one  situation  to  another.  Because  arbitrary  tests  can 
be  included  on  the  arcs,  which  new  situations  are  reached  can  be  conditional  on  quite  complex 
events  (e.g.,  upon  how  long  the  engine  has  been  running,  or  whether  the  vibrations  have  been 
steadily  decreasing  over  the  last  10  minutes). 

The  inference  mechanism  used  in  procedural  expert  systems  solves  a  number  of  prob¬ 
lems  in  a  relatively  straightforward  way.  The  bodies  of  KAs  and  their  history  of  invocation 
provide  an  explicit  record  of  the  inferences  and  computations  made,  and  thus  explicitly  repre¬ 
sent  the  data  dependencies.  This  enables  the  basis  of  beliefs  to  be  examined  and,  if  necessary, 
to  be  updated  in  a  way  that  maintains  the  consistency  of  the  entire  system  (e.g.,  see  [Doyle 
70]).  It  also  provides  a  foundation  for  a  rich  explanation  system. 

Default  knowledge  can  be  explicitly  represented  as  "default”  KAs  that  allow  inferences 
to  be  drawn  in  the  absence  of  counter-eviden  c.  For  example,  assume  that  some  KA  needs  to 
know  the  quantity  of  oil  in  the  engine.  Assume,  further,  that  this  information  is  not  known  in 
the  current  situation,  but  the  knowledge  base  contains  a  KA  that  allows  the  system  to  infer 
the  likely  value  from  knowledge  of  previous  situations: 

"If,  in  some  previous  situation  «i,  the  oil  quantity  was  q  and  in  situation  *2  the  oil 
consumption  rate  was  r,  then  it  is  likely  that,  in  the  current  situation,  the  oil  quantity  is 
9  —  (r  X  t),  where  I  is  the  time  interval  between  the  occurrence  of  situation  «i  and  the  current 
time.” 

If  the  oil  quantity  and  its  rate  of  consumption  have  been  previously  determined,  the 
above  rule  enables  the  system  to  infer  the  likely  quantity  of  oil  at  the  present  time  without 
having  to  ask  the  engineer.  If  subsequent  predictions  do  not  match  with  the  available  data,  then 
the  data  dependencies  can  be  examined  and  the  possible  invalidity  of  this  inference  detected. 
If  necessary,  the  engineer  can  then  update  the  data  base  by  actually  measuring  this  value. 

Thus,  depending  on  the  likelihood  of  such  default  rules  being  valid,  the  user  is,  to  a 
greater  or  lesser  extent,  relieved  of  the  task  of  having  to  continually  update  the  database  as 
events  modify  values  of  quantities  and  the  truth  of  propositions.  This  is  very  important,  as  the 


number  of  measurements  a  technician  must  make  is  n  strong  determinant  of  the  time  taken  in 
fault  isolation. 

§5  Conclusions 

Fault  isolation  and  diagnosis  require  a  high  degree  of  procedural  knowledge,  as  well  as 
knowledge  of  a  more  declarative  kind.  Procedural  expert  systems  appear  to  provide  a  means  for 
representing  both  these  forms  of  knowledge  without  sacrificing  any  of  the  desirable  properties 
of  traditional  expert  systems. 

There  are  a  number  of  important  features  of  procedural  expert  systems  that  are 
critical  to  achieving  this.  First,  KAs  are  not  directly  “called”,  but  are  invoked  only  when  they 
can  contribute  to  finding  some  current  goal  or  when  some  particularly  relevant  fact  is  observed. 
As  KAs  cannot  be  directly  called,  neither  can  they  directly  call  any  other  KA.  They  thus  serve 
only  to  specify  what  goals  are  to  be  achieved  and  in  what  order.  Second,  the  system  is,  in 
general,  nondeterministic,  and  any  number  of  KAs  may  be  relevant  at  any  one  time.  These 
properties  enable  the  knowledge  base  of  the  system  to  be  modified  and  augmented  without 
forcing  substantial  revision. 

Furthermore,  the  representation  of  inference  procedures  in  the  form  of  augmented 
RTNs  is  simple  and  homogeneous,  which  aids  both  in  the  acquisition  of  knowledge  and  in 
verifying  correctness.  This  simplicity  also  aids  the  system  in  explaining  its  reasoning.  In  the 
simplest  case,  the  goal  stack  can  be  traversed  to  answer  “how”  and  “why”  questions  (as  in 
MYCIN-like  systems).  But,  by  tracing  the  bodies  of  the  KAs  as  well,  the  system  can  also 
describe  the  context  in  which  hypotheses  are  being  explored.  This  kind  of  explanation  is  not 
deep,  but  the  formalism  itself  does  not  preclude  the  development  of  a  richer  explanation  system. 

The  procedural  control  component  is  also  very  general,  allowing,  at  one  extreme, 
the  construction  of  purely  declarative  programs,  while,  at  the  other  extreme,  it  allows  purely 
deterministic  procedural  programs.  In  particular,  the  scheme  allows  any  heuristic  declarative 
knowledge  that  maintenance  engineers  may  possess  to  be  easily  and  uniformly  integrated  with 
the  strong  procedural  methods  of  maintenance  plans. 

The  fact  that  the  knowledge  representation  allows  the  specification  of  procedures 
means  that  the  inference  mechanism  of  the  system  can  itself  be  written  by  using  the  same 


representation.  For  example,  the  description  of  the  current  invocation  mechanism  given  in 
Figure  4  is  already  in  this  form.  In  this  way,  knowledge  about  how  best  to  use  object-level  KAs 
can  readily  be  encoded  as  metalevel  KAs,  thus  allowing  utilitarian  expertise  to  be  explicitly 
represented. 

The  generality  of  the  invocation  scheme  makes  it  possible  for  the  system  to  pursue 
a  diagnosis  in  a  goal-directed  way,  yet  react  opportunistically  and  change  the  direction  of 
the  consultation  if  an  event  occurs  that  suggests  an  alternative  diagnosis.  In  fact,  after  using 
primarily  goal-directed  systems  like  MYCIN,  the  way  in  which  datvinvoked  KAs  suddenly  wake 
up  and  begin  exploring  alternative  diagnoses  was  a  constant  surprise  (not  always  pleasant!). 

The  representation  is  also  suited  to  dynamic  domains  where  the  state  of  the  world  is 
influenced  by  events  and  actions.  The  body  of  a  KA  can  then  be  viewed  as  specifying  how  and 
under  what  conditions  one  situation  changes  into  another.  This  capability  is  not  only  important 
in  the  maintenance  domain  —  it  is  also  critical  in  areas  such  as  battlefield  assessment  and  pilot 
assistance,  where  choice  of  action  is  strongly  dependent  on  external  events. 

There  are  a  number  of  questions  that  still  remain  to  be  answered,  and  this  will  require 
further  experimentation  with  the  system.  For  example,  the  representation  of  temporal  domains 
needs  to  be  properly  formalised,  and  suitable  techniques  for  truth  maintenance  developed. 
Further,  the  implemented  system,  Feritus,  contains  limited  information  in  the  invocation  part, 
and  this  could  usefully  be  extended.  The  incorporation  of  metalevel  KAs  also  needs  to  be 
explored. 
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B.  Initial  Rollover 


1.  Starter  air  pressure  at  0  PS1. 

2.  Shafting  oil  mist  system  in  operation 

3.  PLA  at  0  degrees  (stopcocked) 

a.  Set  E-put  multiplier  to  1.4286  for  NL  and  4.1010  for  NH 

4.  Fuel  pressure  at  6-80  PSIG 

6.  Ignition  in  “OFF"  position 

6.  a.  FVG  actuator  fully  retracted  at  0  degrees 

b.  CVG  actuator  fully  retracted  at  -3.6  degrees 

7.  Activate  the  rollover  switch  and  slowly  increase  starter  air  pressure 

NOTE:  Record  time  from  speed  indication  to  positive  EOP  indication 
(30  seconds  max.) 

8.  Increase  starter  air  pressure  to  obtain  5360  +-  60  RPM  NH 

CAUTION:  Do  not  rollover  for  more  than  30  seconds  without  the 
fan  rotation  to  avoid  number  4  bearing  over-heating 

0.  When  speed  is  stabilised: 

a.  Confirm  EOP  is  10  PSID  min. 

b.  Confirm  all  vibs  are  less  than  0.5  in/sec 

c.  Confirm  0  fuel  flow 

d.  Record:  NL,  NH,  WFTl,  FVG,  CVG,  EOP,  starter  pressure,  all  vibs 

10.  De- activate  the  starter 

CAUTION:  Do  not  re- activate  the  starter  before  engine  has 
come  to  a  complete  stop 

a.  Enter  the  cell:  Confirm  no  leaks  (fuel,  lube,  VEN  hydraulic) 

b.  Check  the  coastdown  and  listen  for  unusual  noise 

c.  VG  angles  must  be  full  closed 

d.  Check  oil  tank  sight  gauge.  Record  results  on  Log  Sheets 

11.  Top  off  the  engine  oil  system  per  Section  II.  Record  net  amount 
added.  If  the  amount  exceeds  4  quarts,  repeat  the  rollover  and  top  off. 

If  more  than  1  pint  is  required,  notify  Engineering 


Table  1.  Section  of  the  Maintenance  Plan  for  the  F404  Engine. 
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FIGURE  1  A  TYPICAL  KA  BODY 
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FIGURE  2  A  SAMPLE  KA  FROM  THE  AUTOMOTIVE  DOMAIN 


KA  NO.  14 

INVOCATION:  GOALIFUEL-SYSTEM  FAULT  IS  ?l 
BODY: 

FUEL-PUMP  CONDITION  CONCLUOE  FUEL-SYSTEM  - - 

(STAHT/^—  REduced  FUEL  FLOW  ?^“E^OLT  IS  CHOKED  SUCTION  ^^►^END 

LINE  (CF  «  O.S)  - " 

(•)  A  GOAL-DIRECTED  KA 

KANO.  II 

INVOCATION:  FACTIOIL  CONDITION  IS  WATER-CONTAMINATEOI 
BODY: 


KTAnf'W—  0IL  C0*0,T|0*  ■*  CONCLUDE  ENGINE  FAULT 

. - WATER-CONTAMINATED?  IS  HEAD  GASKET  ICF  .  II  III  "♦CJ*°.> 


CONCLUOE  ENGINE  FAULT 


(k)  A  OATA-ORIVEN  KA 


A  CURRENT  GOAL 
DEFINITELY  KNOWN?" 


NO  CURRENT  GOAL 
DEFINITELY  KNOWN? 

\ 

S  :•  ALL  RELEVANT  KAi 


I  SEMPTY? 


SNOT  EMPTY? 

/ 

P:-  SELECT  IS); 
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FIGURE  3  SOME  SIMPLE  KAj  FROM  THE  AUTOMOTIVE  DOMAIN 


FIGURE  4  THE  INVOCATION  MECHANISM 
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SUMMARY 


x  This  paper  analyses  the  failure  diagnostic  processes  involved  in  automatic 
testing,  automatic  imaging  inspection  and  more  general  technical  diagnostic 
systems.  It  is  shown  how  properly  selected  pattern  recognition  methods, 
artificial  intelligence  procedures,  and  relational  data  base  search  schemes,  must 
be  assembled  to  achieve  operational  requirements  which  these  diagnostic  systems 
must  meet.  This  paper  will  indicate  some  basic  design  and  selection  criteria, 
and  outline  how  it  can  be  simplified  in  a  number  of  practical  cases.  It  will  also 
describe  the  corresponding  failure  diagnostic  system  architecture.  _ 


INTRODUCTION 


The  basic  troubleshooting  process  includes  failure  detection,  localization, 
diagnostic,  analysis  and  monitoring  [1].  The  key  element  is  failure  diagnosis 
which  carries  out  a  breakdown  of  the  observations  y  £  Y  (signals,  images, 
text,  alltogether)  into  individual  failure  modes  E0,  Ej,  ...,  EN,  where  E0  is 
the  no-failure  operating  mode.  Each  diagnostic  strategy  S,  is  a  sequential 
search  decision  process: 


DxIxY  — £—->(£,  T(£))  E  ((E« .  ENj 
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where  the  diagnosed  failure  mode  £  must  minimize  either  of  the  average  risks, 
error  probability,  and/or  failure  diagnosis  delay,  and: 

D  -  functional  decomposition  of  the  system  under  test  (modules,  logic 
states,  etc.). 

I  -  learning  information  data  base  (operational  environment,  failure 
events,  maintenance  actions,  etc.). 

Y  -  (Ya,  Y^)  diagnostic  observations  derived  from  passive  sensors  (Y*3) 
and  active  sensors  (Ya)  interacting  with  the  system  under  test. 

These  observations  include  signals,  images,  logic  variables,  and 
text. 

T  -  action  required  on  the  system  under  test,  owing  to  the  diagnosis  £ 
(repair,  reconfiguration,  test  generation). 

2.  ASSUMPTIONS 

This  paper  essentially  assumes  the  intrinsic  weakness  of  the  defect  or  process 
modelling  approach  of  the  various  failure  modes.  It  also  accepts  the  inaccuracy 
of  most  physical  device  models  in  failed  conditions,  and  even  in  nominal 
conditions. 

The  case  where  failed  or  nominal  conditions  are  known  with  good  confidence 
will  be  accounted  for  by  a  simplifying  truth  maintenance  procedure  on  the 
limited  subset  of  such  conditions. 

In  this  paper,  we  claim  that  there  is  robustness  to  be  expected  from  the 
combined  use  of  a  learning  information  data  base  I  (domain  dependent),  and  of 
a  set  of  diagnostic  meta-rules  S  (domain  independent).  This  robustness  is  in 
terms  of  failure  diagnosis  correctness,  and  also  of  efficient  automatic  test 
generation  (Ya).  At  the  same  time,  we  here  claim  that  one  cannot  separate  the 
diagnostic  inference  and  failure  recognition  into  two  separate  expert  systems, 
with  one  for  test  generation  and  the  other  for  failure  detection.  The  diagnostic 
inference  unit  described  below  carries  out  both  in  an  intertwinned  fashion. 


DIAGNOSTIC  SYSTEM  ARCHITECTURE 


The  overall  diagnostic  system  architecture  (see  Figure  4)  includes  knowledge 
representation,  inference,  decision  and  action  steps. 


3.1  KNOWLEDGE  REPRESENTATION  F 

This  includes  a  list  frame  data  structure  F,  with  an  associated  vector  of 
attributes  A(F),  building  together  a  script  (F,  A(F)). 


3.1.1  LIST  FRAME  DATA  STRUCTURE  F 


The  system  under  test  is  represented  by  a  nested  set  of  decision  tables  ^Cj^, 
constructed  starting  with  the  basic  modules  and  linked  in  a  hierarchical  tree 


FIGURE  1  -  DECISION  TABLE  C.  FOR  ITEM  i 


These  decision  tables  represent  jointly  the  effects  of  inputs,  outputs,  and 
structure,  and  are  nested  together  as  indicated  in  Figure  2. 


The  result  is  a  nested  list  structure  L  <Cl#  . ..,  CN)  amenable  to  efficient  list 
processing  and  predicate  verification,  made  of  the  all  horizontal  and  vertical 
labels  in  said  decision  tables,  organized  into  inputs,  outputs,  structure:  L., 
Lo,  l-s-  As  some  inputs  are  test  stimuli,  while  other  outputs  are  only 
measurements,  the  diagnostic  measurements  Ya,  are  merged  into  these  lists, 
regarless  of  observability  or  not. 

This  list  frame  structure  obviously  encompasses  both  signals,  images,  text  and 
logic  variables  in  the  diagnostic  observations  Y. 
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3.1.2  ATTRIBUTES  A(F) 


These  attributes  are  made  of: 


_i  Attribute  labels  in 
(row,  column)  pair 
attributes,  e.g.: 
Open  mode 


the  decision  matrix,  expressing  labelled  values  for  each 
element  in  the  list  structure;  this  accounts  for  structural 

iff-  Open/Short  mode 


-)f-  Short  mode 


-^-Output 

Intersection 


Intersection  and 
open  mode 


4-4-  Failure  at  one  or  the 

other  intersections,  not 
both  at  the  same  time 


FIGURE  3  -  STRUCTURAL  ATTRIBUTES  IN  Ls 


H  Measurement  attributes,  which  are  the  values  of  all  measurement 
Y  =  (Ya,  Yp), 

whether  signals,  text,  images  or  logic  relations. 


t  and  *lt«rmtiv«i 


FIGURE  A  -  DIAGNOSTIC  SYSTEM  ARCHITECTURE 


3.2  LEARNING  DATABASE  I 

This  database  specifies  the  operating  environment,  component  characteristics, 
operating  modes,  normal  reference  images,  and  required  actions.  It  is  organized 
in  declarative  form,  and  decomposed  into  open  worlds.  A  natural  language 
interface  is  possible  to  outside  users. 


3.3  DIAGNOSTIC  META-RULES  S 


DIAGNOSTIC  INFERENCE  EXPERT  SYSTEM 


This  domain  independent  expert  system,  geared  towards  analysis,  assembles 
scripts  (F,  A(F)),  where  F  is  a  frame  data  structure  with  all  knowledge  stored 
together,  and  A(F)  the  vector  of  attributes  of  this  frame.  It  produces  from 
there  attributed  features  (X,  A(X)),  while  excluding  contradictory  information 
by  proof  of  hypothesis,  and  obtaining  a  pre-diagnosis  by  using  S  and  I.  This 
expert  system  must  operate  efficiently  (time,  memory  size)  with  domain 
dependent  knowledge  in  F,  and  is  activated  by  a  control  structure  D  with 
propagating  constraints.  As  a  consequence  of  these  requirements,  semantic 
networks  and  simple  frames  cannot  be  used. 

When  the  inference  unit  questions  I,  D  and  Y,  one  faces  all  the  problems  of  a 
non-monotonous  logic,  with  new  axioms  added  through  Y  which  may  be 
inconsistent  with  the  current  theory  as  Inferred.  Frame  axioms  to  describe 
transitions  from  one  situation  to  another  cannot  be  used,  because  the  failure 
modes  which  may  occur  are  unknown.  Therefore,  the  best  approach,  as  we 
have  chosen  it,  is  a  truth  maintenance  system  (mode  E0),  where  the  truth 
values  are  scalar  functions  of  the  attribute  values  A(F),  with  backtracking  to 
rules  explaining  the  contradictions,  and  inclusion  of  these  rules  among  the 
features  X. 

The  diagnostic  inference  thus  includes  the  following  steps: 

1)  restrict  modules  M  £(lxDxS)  candidates  for  confrontation; 

2)  confront  these  modules  as  selected  to  the  current  situation  Y,  by  checking 
on  preconditions  in  IxD:  this  involves  checking  a  predicate  formula  in  the 
first  order  logic  by  a  saturation  procedure; 

3)  select  the  features  X  from  the  modules  as  selected  by  the  diagnostic 
meta-rules  S,  which  further  eliminates  some  modules  according  to  their 
hierarchy.  This  hierarchy  expresses  causality  relations,  failure  mode 
propagation,  and  time  constants. 


FAILURE  MODE  RECOGNITION 


This  is  carried  out  by  a  domain  dependent  combined  syntactic-semantic 
approach  [2]  based  upon  an  attribute  grammar  with  semantic  decision  rules. 
The  grammar  is  G  »  (VN,  VT,  P,  S),  where  the  production  rules  are  of  the 
type  N  -»  a,  N  £  VN,  a  6  (VT  u  VN)*,  with  attribute  vector  A(a).  These 
attributes  are  those  derived  in  the  diagnostic  inference  from  the  feature 
vectors  X.  The  feature  X  representing  the  frame  F,  is  applied  to  the  semantic 
discriminant  functions  C.(.)  and  F  £  £  *  Ej  such  that  C.(X)  =  Max  C.(X), 
0  &  j  3  N.  Alternative  decision  rules,  and  examples  of  attribute  features  A(a) 
are  given  in  [1].  The  alternative  diagnoses  to  £  are  those  failure  modes  whose 
attributes  yield  similar  values  of  C.(X)  close  to  C.(X). 

The  attribute  grammar  G  allows  to  combine  data  in  the  frame  F  processed  by 
the  expert  system,  coming  from  signals',  images,  text,  and  logical  predicates 
(e.g.  lengths,  angles,  texture  features,  amplitudes,  boundary  shapes,  auto- 
regressibie  features).  By  using  here  attributes  features  A(a)  with  continuous 
values,  we  avoid  the  need  to  quantify  the  attributes  A(F)  in  Section  4.  The 
semantic  discriminants  also  assist  in  the  sensor  fusion,  by  allowing  for 
statistical  vs.  syntactic  tradeoffs  in  terms  of  combining  the  attribute  values. 

The  list  structure  of  Section  3.1  gives  a  simple  grammar  G,  which  is  of  a 
regular  type,  for  which  inference  should  not  be  a  major  obstacle  for  a  known 
list  structure  F. 


6. 


CONCLUSION 


The  above  framework  serves  as  a  unification  for  a  number  of  past  or  on-going 
projects  in  failure  diagnosis  and  automatic  imaging  inspection.  By  unloading 
the  domain  dependent  aspects  into  a  few  units,  this  approach  has  helped  sub¬ 
stantially  in  reducing  the  time  required  for  the  design  of  solutions  to  a  number 
of  practical  problems. 


179 


REFERENCES 


[1]  L.F.  PAU,  "Failure  diagnosis  and  performance  monitoring",  Marcel  Dekker, 
New  York,  1981. 

[2]  K.S.  FU,  "A  step  towards  unification  of  syntactic  and  statistical 
recognition",  IEEE  Trans.,  Vol.  PAMI-5,  No.  2,  200- ,  March  1983. 

[3]  R.  DAVIS,  "Diagnosis  based  on  description  of  structure  and  function", 
Proc.  National  Conf.  on  Al,  Pittsburgh,  Pa,  1982,  137-142. 

[4]  D.  Me  DERMOTT,  R.  BROOKS,  "Arby:  diagnosis  with  shallow  causal 
models",  same  as  [3],  278-283. 


GUIDON 


ID 

CM 

O) 

CO 


a. 

a 


William  J.  Clancey 
Stanford  University 


GUIDON  is  an  intelligent  computer-aided  instructional  (1CA1)  program  for  leaching  diagnosis,  such  as 
medical  diagnosis.  The  program  is  general.  Without  reprogramming,  the  program  can  discuss  with  a 
student  any  diagnostic  problem  that  it  can  solve  on  its  own.  Moreover,  by  substituting  problem  solving 
knowledge  from  other  domains,  the  program  can  immediately  discuss  problems  in  those  domains.  This 
power  derives  from  the  use  of  Artificial  Intelligence  methods  for  representing  both  subject  material  and 
knowledge  about  how  to  teach.  These  are  represented  independently,  so  the  teaching  knowledge  is 
general.  There  art  teaching  rules  and  procedures  for:  determining  what  the  student  knows,  responding  to 
his  partial  solution,  providing  hints,  and  opportunistically  interrupting  to  test  his  understanding.  Ex¬ 
perience  with  GUIDON  reveals  the  importance  of  separating  out  casual  and  strategic  knowledge  in  order 
to  explain  diagnostic  rules  and  to  teach  a  reasoning  approach.  These  lessons  are  now  guiding  the 
development  of  new  representations  for  teaching.  , — 


GUIDON,  a  program  for  teaching  diagnostic 
problem-solving,  is  being  developed  by  William  J. 
Clancey  and  his  colleagues  at  Stanford  University. 
Using  the  rules  of  the  MYCIN  consultation  system 
(Shortliffe,  1976)  as  subject  material,  GUIDON 
engages  a  student  in  a  dialogue  about  a  patient 
suspected  of  having  an  infection.  In  this  manner,  it 
teaches  the  student  about  the  relevant  clinical  and 
laboratory  data  and  about  how  to  use  that  information 
for  diagnosing  the  causative  organism.  GUIDON’S 
mixed-initiative  dialogue  differs  from  that  of  other 
ICAI  programs  in  its  use  of  prolonged,  structured 
teaching  interactions  that  go  beyond  responding  to  the 
student’s  last  move  [as  in  WEST-(Burton  and  Brown, 
1979)  and  WUMPUS  (Goldstein,  1979)3  and  repetitive 
questioning  and  answering  [as  in  SCHOLAR  (Car- 
bonell,  1970)  and  WHY  (Stevens,  Collins,  and  Goldin, 
1982)]. 

MYCIN’s  infectious-disease  diagnosis  rules  con¬ 
stitute  the  skills  to  be  taught.  As  applied  to  a  particular 
problem,  the  rules  provide  GUIDON  with  topics  to  be 
discussed  and  with  a  basis  for  evaluating  the  student’s 
behavior.  GUIDON’s  teaching  knowledge  is  wholly 
separate  from  MYCIN.  It  is  stated  explicitly  in  the 
form  of  200  tutorial  rules,  which  include  methods  for 
guiding  the  dialogue  economically,  presenting 
diagnostic  rules,  constructing  a  student  model,  and 
responding  to  the  student’s  initiative.  Because  of  the 
separation  of  leaching  and  domain  knowledge, 
MYCIN’s  infectious-disease  knowledge  base  can  be 


replaced  by  diagnostic  rules  for  another  problem 
domain. 

The  large  and  complex  MYCIN  knowledge  base 
provides  a  unique  opportunity  to  apply  and  extend 
ICAI  technology  for  student  modeling  and  mixed- 
initative  dialogue.  GUIDON  is  designed  to  explore  two 
basic  questions:  First,  how  do  the  problem-solving 
rules,  which  perform  so  well  in  the  MYCIN  con¬ 
sultation  system,  measure  up  to  the  needs  of  a  tutorial 
interaction  with  a  student?  Second,  what  knowledge 
about  teaching  might  be  added  to  MYCIN  to  make  it 
into  an  effective  tutorial  program?  MYCIN’s  rules 
have  not  been  modified  for  the  tutoring  application, 
but  they  are  used  in  new  ways,  for  example,  for 
making  up  quizzes,  guiding  the  dialogue,  summarizing 
evidence,  and  modeling  the  student’s  understanding. 

Several  design  guidelines  for  the  rules  make  it 
plausible  that  the  rules  would  be  a  good  vehicle  for 
teaching.  First,  they  are  designed  to  capture  a 
significant  part  of  the  knowledge  necessary  for  good 
problem  solving.  Formal  evaluation  of  MYCIN 
demonstrated  that  its  competence  in  selecting  an¬ 
timicrobial  therapy  for  meningitis  and  for  bacteremia 
is  comparable  to  that  of  the  members  of  the  infectious- 
disease  faculty  at  the  Stanford  University  School  of 
Medicine  (where  MYCIN  was  developed;  see  Yu  et  al., 
1979).  Second,  flexible  use  of  the  rule  set  is  made 
possible  by  the  provision  of  representational 
metaknowledge,  which  allows  a  program  to  take  apart 
rules  and  to  reason  about  the  components  (this 
knowledge  describes  the  number  and  type  of 
arguments  of  primitive  functions  in  the  rule  language). 
Finally,  MYCIN’s  rules,  in  contrast  with  Bayesian 
programs,  are  couched  in  terms  familiar  to  human 
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INTERACTION  WITH  GUIDON 


experts,  so  it  seems  likely  that  reading  back  MYCIN’s 
line  of  reasoning  to  a  student  might  be  helpful  to  him 
(or  her). 

After  a  brief  overview  of  MYCIN,  this  article 
discusses  the  following  aspects  of  a  GUIDON  tutorial 
dialogue: 

1 .  The  nature  of  the  interaction 

2.  The  components  of  the  student  model 

3.  The  organization  of  teaching  knowledge  into 
discourse  procedures 

4.  The  use  of  the  student  model 

5.  Opportunistic  tutoring 

6.  Pedagogical  principles  behind  the  tutoring  rules. 

The  capability  of  GUIDON  to  tutor  from  a  library  of 
cases  and  for  domains  outside  of  medicine  is  also 
discussed.  The  final  section  outlines  the  lessons 
learned  about  knowledge  representation  that  are  being 
applied  to  reconfigure  the  MYCIN  rule  base  for  its  use 
in  teaching. 


Overview  of  MYCIN 

MYCIN  is  a  program  that  was  developed  by  a  team 
of  physicians  and  A1  specialists.  The  program  was 
designed  to  advise  nonexperts  in  the  selection  of 
antibiotic  therapy  for  infectious  diseases.  The 
knowledge  base  consists  of  approximately  450  rules 
that  deal  with  diagnosis  of  bacteremia,  meningitis,  and 
cystitis  infections.  The  rules  are  applied  by  backward 
chaining,  working  from  high-order  goals,  such  as 
“Determine  whether  the  patient  requires  treatment,” 
down  to  more  specific  subgoals,  such  as  “Determine 
whether  the  patient  has  high  risk  for  tuberculosis.” 
These  goals  and  subgoals  become  the  “topics”  of  a 
dialogue  with  GUIDON.  A  typical  rule  is,  roughly 
stated,  “If  the  patient  has  been  receiving  steroids,  then 
his  risk  for  tuberculosis  meningitis  is  increased.”  The 
rules  are  modified  by  a  certainty  factor  (CF),  in¬ 
dicating  the  rule  author’s  degree  of  belief,  on  a  scale 
from  -  1  to  1  that  the  conclusion  holds  when  the 
premise  is  know  to  be  true.  (In  the  GUIDON  excerpts 
shown  below,  the  CFs  are  shown  in  paientheses,  e.g., 
“(.95).”)  In  a  MYCIN  consultation,  the  rules  are 
chained  together,  working  downward  from  the  high- 
order  goals.  The  program  asks  a  queston  when  it  needs 
more  case  data  to  apply  a  rule.  Thus,  a  tree  of  goals 
and  rules  is  constructed:  The  goals  are  OR  nodes  (any 
of  a  number  of  rules  may  help  determine  a  goal)  and 
the  rules  are  AND  nodes  (all  of  the  subgoals 
referenced  in  the  premise  must  be  known  for  the  rule 
to  apply).  We  call  this  AND/OR  tree  with  rule 
evaluations  and  final  conclusions  about  goals  the 
solution  of  the  diagnostic  problem. 


An  essential  part  of  tutorial  dialogue  management  is 
allowing  the  student  to  express  himself.  In  a  mixed- 
initiative  program,  provision  must  be  made  for  every 
kind  of  initiative  on  the  part  of  the  student.  This  in¬ 
cludes  referring  back  to  an  earlier  topic  to  provide 
more  details,  changing  the  topic,  requesting  case  data, 
posing  a  hypothesis,  asking  for  help,  and  so  on.  We 
might  summarize  this  by  saying  that  we  must  allow  the 
student  to  specify  what  he  knows,  what  he  wants  to 
know  more  about,  and  what  he  wants  to  ignore.  The 
annotated  protocol  excerpted  below  illustrates 
GUIDON’S  flexibility  in  responding  to  the  student’s 
initiative.  To  this  point  in  the  dialogue,  the  student  has 
been  given  basic  data  about  the  patient.  He  has  already 
determined  that  the  patient  has  an  infection,  has 
evidence  that  it  might  be  meningitis,  and  is  trying  to 
determine  what  is  causing  the  meningitis  (“the  type  of 
the  infection”).  Student  input  (indicated  here  by  **)  is 
in  the  form  of  commands  from  a  menu,  discussed 
further  below. 

The  student  asks  for  the  data  and  subgoals  relevant  to 
the  topic  being  discussed.  These  are  extracted  from 
MYCIN’ s  ru'es. 

••Factors 

The  following  factors  will  be  useful  to  determine  the  type  of 
the  infection: 

3a.  whether  the  meningitis  is  partially  treated 
3b.  whether  a  lumbar  puncture  has  been  performed  on 
Pt538 

3c.  the  duration  of  the  neurological  signs 
3d.  theCSF  protein 

(*)  3e.  whether  Pt538  has  a  rash  consistent  with  Herpes 
Zoster 

GUIDON  keeps  track  of  what  has  been  discussed, 
MYCIN's  use  of  data,  and  conjectures  about  what  the 
student  knows. 

Factors  marked  with  (*)  have  already  been  stated.  Based  on 
what  we  have  already  mentioned,  you  should  be  able  to 
conclude  about:  3b. 

The  student  asks  how  a  particular  datum  is  useful.  He  is 
given  the  case-specific  information  and  then  a  summary 
of  its  use  in  the  rule  or  rules  that  apply  in  this  case 
(negative  conclusions  are  omitted  here  because  the 
choices  are  mutually  exclusive). 

••  Use  3c 

The  duration  of  the  neurological  signs  is  7.2  hours. 

Using  other  information  available  to  you  now,  the  duration 
of  the  neurological  signs  enables  you  to  conclude  that  the 
type  of  the  infection  is  bacterial  (.2)  viral  (.2)  IRULE524). 

The  student  indicates  that  he  has  determined  a  par¬ 
ticular  subgoal.  As  described  in  this  article,  a  "discourse 
procedure”  is  invoked  to  respond  to  the  student.  If  the 
student  model  were  not  consistent  with  his  claim,  he 
would  be  asked  to  state  his  conclusion  and  then  possibly 
to  support  it. 

••  IKNOW  3b 

Good.  MYCIN  has  also  made  a  decision. 


The  site  of  CULTURE- 1  is  evidence  that  a  lumbar  puncture 
has  been  performed  on  Pt538  (RULE1 12]. 

Back  to  our  discussion  of  the  type  of  the  infection. . . 

A  i  this  point,  the  topic  of  discussion  is  completed  and 
the  student  is  receiving  a  summary  of  the  relevant 
conclusions.  The  program  is  automatically  extracting 
the  “ key  factor"  from  each  rule  and  displaying  only  the 
'  'interesting  ’  ’  I  useful)  conclusions. 

Summary  of  evidence  (hat  the  type  of  the  infection  is  bac¬ 
terial  (.98): 

29a.  The  fact  that  the  meningitis  is  partially  treated  (.95)  is 
evidence  that  the  tvpe  of  the  infection  is  bacterial  (.19) 
(RULE  148] 

29b.  The  WBC  from  the  CSF  and  the  percent  of  PMNs  in  the 
CSF  is  evidence  that  the  type  of  the  infection  is  bacterial 
(.9)  [RULE501] 

The  student  reqij^ts  mof^gjormation  about  one  of  the 
inferences.  The  program  reasons  that  because  several 
subgoals  hove  not  been  discussed,  these  ore  the  details  to 
offer  first. 

••  Details  29a 

For  which  of  the  following  factors  would  you  like  to  see  a 
review  of  the  evidence? 

(Select  from  the  following): 

1 .  the  infection  which  requires  therapy 

2.  the  fact  that  the  meningitis  is  partially  treated  (.95) 

•*2 

Summary  of  evidence  that  the  meningitis  is  partially  treated 
(-95): 

32a.  The  infection  which  requires  therapy,  the  fact  that 
organisms  were  not  seen  on  the  stain  of  the  pending  CSF 
culture,  and  the  time  since  therapy  with  the  cephalothin 
was  started  are  evidence  that  the  meningitis  is  partially 
treated  (.95)  [RULE145] 

Given  this  information,  perhaps  the  student  would  like 
to  see  the  details  of  how  it  is  used. 

Do  you  want  to  see  RULE148? 

••  No 

GUIDON  provides  a  menu  of  options  for  requesting 
case  data,  asking  for  MYCIN’s  evaluation  of  the 
problem  (e.g.,  “What  subgoals  are  PENDING?” 
“Give  me  DETAILS”),  determining  dialogue  context 
(e.g.,  "What  RULE  are  we  discussing?”),  changing 
the  topic,  requesting  assistance  (the  options  HELP, 
HINT,  and  TELLME),  and  conveying  what  is  known 
(e.g.,  “I  want  to  make  a  HYPOTHESIS”).  The  menu 
of  over  30  options  allows  for  input  to  be  terse,  while 
defining  clearly  for  the  student  what  the  program  can 
understand.  As  arguments  to  the  options,  the  student 
can  use  phrases  (e.g.,  “IKNOW  about  the  lumbar 
puncture”),  keywords  (e.g.,  “IKNOW  LP”),  or 
indices  of  remarks  made  by  the  program  (e.g., 
“IKNOW  3B”).  All  of  the  output  text  is  generated 
from  short  phrases  (“the  following  factors,”  “the 
CSF  protein,”  “is  evidence  that”)  with  verb  tense  and 
number  adjusted  according  to  context.  GUIDON'S 
initiatives  involve  probing  the  student’s  understanding 
(if  a  question  or  hypothesis  is  unexpected),  offering 
overviews  and  summaries,  introducing  new  topics 


when  rules  are  being  discussed  and  suggesting  that  a 
topic  be  terminated.  These  capabilities  are  discussed  in 
the  sections  below  on  alternative  dialogues,  respon¬ 
ding  to  partial  solutions,  and  opportunistic  tutoring. 


THE  STUDENT  MODEL 

Before  a  session  with  the  student  begins,  GUIDON 
uses  MYCIN  to  “solve”  the  case  to  be  presented  to  the 
student.  The  results  of  this  background  consultation, 
consisting  of  MYCIN’s  rule  conclusions  and  its 
records  of  why  rules  did  not  apply,  are  reconfigured 
into  an  explicit  AND/OR  tree  of  goals  and  rules  so 
that  the  rules  are  indexed  both  by  the  goals  they 
conclude  about  and  the  subgoals  or  data  needed  to 
apply  them.  During  the  tutorial  session,  as  the  student 
inquires  about  the  patient  and  receives  more  case  data, 
this  same  information  is  used  to  drive  MYCIN’s  rules 
in  a  forward  direction.  Thus,  at  any  time,  some  of  the 
rules  MYCIN  uses  for  determining,  say,  the  type  of  the 
infection,  will  have  led  to  a  conclusion,  while  others 
will  require  more  information  about  the  patient  before 
they  can  be  applied. 

This  record  of  what  the  expert  (i.e.,  MYCIN) 
“knows”  at  any  time  during  the  student-run  con¬ 
sultation  forms  the  basis  for  evaluating  a  student’s 
partial  solutions  and  providing  assistance.  Such  an 
overlay  model  (See  Carr  and  Goldstein,  1977)  assumes 
that  the  student’s  knowledge  is  a  subset  of  MYCIN’s 
knowledge  and  that  there  are  unique  reasoning  steps 
for  making  any  particular  deduction.  Neither 
assumption  is  always  correct;  the  rule  set  nevertheless 
provides  a  first-order  approximation  to  the  student¬ 
modeling  problem. 

The  three  components  of  the  student  model  are 
shown  in  Figure  1.  The  three  components  are  stored  as 
properties  of  each  rule  in  the  knowledge  base.  The  first 
component,  the  cumulative  record  of  whether  a 
student  knows  a  rule,  is  called  the  USE-HISTORY 
property  of  the  rule.  It  is  the  program’s  belief  that,  if 
the  student  were  given  the  premise  of  the  rule,  he 
would  be  able  to  correctly,  in  the  abstract,  draw  the 
proper  conclusion.  USE-HISTORY  is  primed  by  the 
student’s  initial  indication  of  his  level  of  expertise, 
which  is  matched  against  “difficulty  ratings” 
associated  with  each  rule.  Like  the  other  two  com¬ 
ponents,  the  USE-HISTORY  property  of  a  rule  is 
represented  as  a  certainty  factor  (the  same  belief 
measure  used  in  MYCIN’s  rules)  that  combines  the 
background  evidence  with  the  implicit  evidence 
stemming  from  needs  for  assistance  and  verbalized 
partial  solutions,  as  well  as  the  explicit  evidence 
stemming  from  a  direct  question  that  tests  knowledge 
of  the  rule. 
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Figure  1.  Maintenance  relations  for  student-model  components 

The  second  component,  called  STUDENT- 
APPLIED?,  records  the  program’s  belief  that  the 
student  is  able  to  apply  the  rule  to  the  given  case,  that 
is,  that  the  student  would  refer  to  this  rule  to  support  a 
conclusion  about  the  given  goal.  Thus,  there  is  a 
distinction  between  knowing  a  rule  (USE-HISTORY) 
and  being  able  to  apply  it,  since  the  student  may  know 
which  subgoals  appear  in  the  rule  but  be  unable  to 
achieve  them.  STUDENT-APPLIED?  is  determined 
once  for  each  rule  during  a  case  at  the  time  MYCIN  is 
able  to  apply  the  rule.  (The  evidence  considered  is:  Is  it 
believed  that  the  student  knows  the  rule  [USE- 
HISTORY]?  Was  the  rule  mentioned  during  this 
sesson?  Has  it  been  discussed  in  previous  tutorials?  Is 
there  a  subgoal  that  the  student  is  not  believed  to  be 
able  to  determine?) 

The  third  component  of  the  student  model,  called 
USED?,  is  relevant  whenever  the  student  states  a 
partial  solution  (a  list  of  possible  diagnoses,  not  in¬ 
tended  to  be  complete).  It  records  the  program’s  belief 
that  the  student  would  mention  a  rule  if  asked  to 
support  his  partial  solution.  This  component  combines 
indirect  evidence  by  comparing  conclusions  made  by 
rules  with  the  student’s  conclusions,  the  record  of 
what  rules  the  student  is  believed  to  be  able  to  use 
(STUDENT-APPLIED?),  and  evidence  that  the 
student  may  have  remembered  to  apply  the  rule  in  this 
case  (e.g.,  the  rule  mentioned  earlier  in  the  dialogue). 

This  combined  evidence  affects  how  the  program 
responds  to  the  partial  solution  and  feeds  back  into  the 
USE-HISTORY  component  of  the  student  model. 


Discourse  Procedures  and  A  Iternaiive  Dialogues 

The  student  is  allowed  to  explore  MYCIN’s 
reasoning  by  using  options  like  FACTORS,  shown 
earlier  in  the  protocol  excerpt.  However,  the  tutor  is 
not  a  simple,  passive,  information-retrieval  system.  In 
addition  to  clearly  laying  out  data  and  inferences,  the 
tutor  has  to  reason  about  what  constitutes  reasonable, 
expected  elaboration  on  the  basis  of  what  has  been 


previously  discussed.  For  GUIDON’S  rule-based 
approach,  this  takes  the  form  of  selecting  which  rules 
and  rule  clauses  to  mention  and  deciding  whether  to 
introduce  a  goal  for  detailed  discussion  or  just  to  offer 
a  summary  of  evidence.  In  the  excerpt,  for  example, 
GUIDON  provided  details  for  an  inference  (rule  148) 
by  offering  to  support  achieved  preconditions  that 
were  not  mentioned  in  the  tutorial  dialogue  up  to  that 
point. 

Similarly,  when  the  student  takes  the  initiative  by 
saying  he  has  determined  some  subgoal,  the  tutor 
needs  to  determine  what  response  makes  sense,  based 
on  what  it  knows  about  the  student’s  knowledge  and 
shared  goals  for  the  tutorial  sesson  (topics  or  rules  to 
discuss).  The  tutor  may  want  to  hold  a  detailed 
response  in  abeyance,  simply  acknowledge  the 
student’s  remark,  or  probe  him  for  evidence  that  he 
does  indeed  know  the  fact  in  question.  Selection 
among  these  alternative  dialogues  might  require 
determining  what  the  student  could  have  inferred  from 
previous  interactions  and  the  current  situation.  In  the 
dialogue  excerpt  shown  above.  GUIDON  decides  that 
there  is  sufficient  evidence  that  the  student  knows  the 
solution  to  a  relevant  subproblem  so  that  detailed 
discussion  and  probing  are  not  necessary. 

Decoupling  domain  expertise  from  the  dialogue 
program,  an  approach  used  by  all  1CAI  systems,  is  a 
powerful  way  to  provide  flexible  dialogue  interaction. 
In  GUIDON,  discourse  procedures  formalize  how  the 
program  should  behave  in  general  terms,  not  in  terms 
of  the  data  or  outcome  of  a  particular  case.  A 
discourse  procedure  is  a  sequence  of  actions  to  be 
followed  under  conditions  determined  by  the  com¬ 
plexity  of  the  material,  the  student’s  understanding  of 
the  material,  and  tutoring  goals  for  the  session.  Each 
option  available  to  the  student  generally  has  a 
discourse  procedure  associated  with  it. 

For  example,  if  the  student  indicates,  via  the 
IKNOW  option,  that  he  has  a  hypothesis  about  some 
subgoal  but  MYCIN  has  not  yet  been  abie  to  make  a 
decision,  the  procedure  for  requesting  and  evaluating  a 
student's  hypothesis  is  invoked.  Otherwise,  if  MYCIN 


has  reached  the  same  conclusion,  the  procedure  for 
discussing  a  completed  topic  is  followed.  Whether  or 
not  the  student  will  be  probed  for  details  depends  on 
the  model  that  the  tutor  is  building  of  the  student’s 
understanding  (considered  below). 


COMPLETEDGOAL.PROC005 
Purpose:  Discuss  final  conclusion  for  a  goal. 

Step  1 :  Decide  whether  to  finish  with  a  summary. 

Step  2:  Discuss  final  hypothesis  for  the  goal. 

Step  3.  Wrap  up  discussion  or  record  completion . 

Figure  2.  Discourse  procedure  for  completing  a  goal 
discussion. 


The  procedure  for  ending  discussion  of  a  topic  is 
paraphrased  in  Figure  2.  Conditional  actions  in 
discourse  procedures  are  expressed  as  tutoring  rules  (t- 
rules).  T-rules  decide  whether  an  action  should  be 
taken,  and  when  this  involves  invoking  another 
discourse  procedure,  other  t-rules  will  decide  what 
should  be  said.  For  example,  the  second  step  of  the 
procedure  COMPLETEDGOAL  decides  whether  to 
give  the  student  the  answer  or  to  ask  him  to  make  a 
hypothesis.  Figure  3  shows  the  t-rule  that  caused 
GUIDON  to  acknowledge  the  student’s  statement 
about  what  he  knew  in  the  dialogue  illustrated  above, 
rather  than  ask  for  details.  To  ask  about  and  evaluate 
the  student’s  hypothesis,  another  discourse  procedure 
would  have  been  invoked.  Of  course,  the  discourse 
procedure  for  discussing  a  completed  topic  is  invc  .'.ed 
from  many  other  procedures  besides  the  one 
corresponding  to  the  IKNOW  option:  It  may  be  in¬ 
voked  in  the  course  of  giving  details  about  how  a 
subgoal  is  determined,  in  responding  to  a  student’s 
hypothesis  for  a  subgoal,  when  the  program  detects 
that  the  current  subgoal  (topic)  is  substantially 
completed  (enough  data  have  been  given  to  make  a 
strong  conclusion),  and  so  on. 

T-RULS5.02  Directly  stare  single,  known  rule. 

IF  II  There  are  rules  having  a  bearing  on  this  goal  that 

have  succeeded  and  have  not  been  discussed,  and 
2)  The  number  of  rules  having  a  bearing  on  this  goal 
that  have  succeeded  is  1 .  and 
31  There  is  strong  evidence  that  the  student  has  ap¬ 
plied  this  rule 

THEN  Simply  state  the  rule  and  its  conclusion 

Figure  3.  T-rule  for  deciding  how  to  complete 
discussion  of  a  topic. 


Responding  to  Partial  Solutions 

Shown  below  is  an  annotated  excerpt  demonstrating 
how  the  program  responds  to  partial  solutions  stated 
by  the  student.  Tutoring  rules  are  used  both  to  update 
the  model  and  to  select  the  appropriate  discourse 
procedures  for  responding.  In  this  excerpt,  while  the 
student’s  hypothesis  for  a  subproblem  is  correct, 
nevertheless,  after  analyzing  the  previous  history  of 
interaction  with  the  student,  GUIDON  is  not  sure  that 
the  student  really  knows  why  his  hypothesis  is  correct. 
Therefore,  instead  of  accepting  this  answer,  GUIDON 
requests  relevant  factors  to  support  the  hypothesis  and 
probes  further  to  see  if  the  student  knows  why  an 
alternative  hypothesis  is  discredited. 

GUIDOS  asks  the  student  to  state  a  hypothesis  for  a 
subgoal.  The  student  may  have  volunteered  to  do  this,  or 
the  program  may  be  testing  the  student's  understanding. 
What  is  the  type  of  the  infection? 

••  Bacterial 

The  program  asks  the  student  to  support  this  hypothesis 
either  because  it  is  incorrect  or,  as  in  this  case,  the  student 
mode!  indicates  that  the  student  may  not  know  all  of  the 
relevant  rules.  (GUIDON  changes  the  prompt  for  student 
input  to  "»"  to  indicate  that  specific  input  is  expected 
and  student-initiated  options  are  not.) 

What  facts  about  this  cast  tell  you  that  the  type  of  the  in¬ 
fection  is  bacterial? 

(Enter  one  factor  per  line.) 

»  PMNs 

The  percent  of  PMNs  in  the  CBC  is  not  relevant  for  deter¬ 
mining  the  type  of  the  infection. 

»  PMNs  in  the  CSF 
>>  Cerebral-fluid  glucose  value 
>  >  Protein  of  the  CSF 

These  factors  are  related  to  the  rules  used  by  MYCIN  to 
conclude  that  the  infection  is  bacterial,  and  the  student 
model  is  updated  accordingly. 

You’re  right  about  the  CSF  protein,  the  percent  of  PMNs  in 
the  CSF.  and  the  CSF  glucose  value;  however,  you  should 
have  mentioned  the  fact  that  the  meningitis  is  partially 
treated,  the  WBC  from  the  CSF,  and  the  fact  that  the 
simultaneous  blood  glucose  value  is  not  known. 

Other  hypotheses  are  then  discussed. 

MYCIN  rejected  some  possibilities  you  did  not  mention: 

What  facts  about  this  case  tell  you  that  the  type  of  the  in¬ 
fection  is  not  viral? 

Referring  to  the  rules  that  MYCIN  uses  to  solve 
subproblems  (such  as  determining  whether  a 
meningitis  infection  is  bacterial,  fungal,  viral,  or 
tuberculous),  GUIDON  decides  which  of  these  rules,  if 
any,  might  have  been  used  by  the  student.  That  is, 
what  inference  chains  are  consistent  with  the  student’s 
behavior?  This  analysis  is  complicated  by  the  fact  that 
a  particular  hypothesis  about  the  problem  may  be 
indicated  by  more  than  one  rule,  or  negative  evidence 
may  outweigh  positive  evidence. 

A  potential  weakness  of  the  GUIDON  program  is 


that  it  attempts  to  explain  the  student’s  behavior  solely 
in  terms  of  MYCIN’s  rules.  If  the  student  is  basing  his 
questions  and  hypotheses  on  incorrect  rules,  GUIDON 
is  not  able  to  formulate  these  rules  and  address  them 
directly.  It  is  possible  as  well  that  the  student’s  con¬ 
cepts  are  different  from  MYCIN’s,  so  his  conclusions 
might  be  correct,  but  he  will  want  to  support  them 
with  reasoning  that  is  different  from  MYCIN’s.  This 
could  involve  something  as  simple  as  wanting  to  refer 
to  the  patient’s  age  in  general  terms  (infant, 
adolescent),  while  MYCIN  recognizes  only  precise, 
numerical  ages. 

Modeling  medical  reasoning  in  terms  of  an  alter¬ 
native  rule  set  (not  just  a  subset  of  MYCIN’s  rules)  is  a 
theory-formation  problem  that  goes  beyond  the 
current  capabilities  of  Al.  It  is  possible  that  the  ap¬ 
proach  followed  by  Stevens,  Collins,  and  Goldin 
(1982)  of  collecting  data  about  student  misconceptions 
and  then  incorporating  these  variations  into  the 
modeling  process  will  prove  tenable  for  the  medical 
domain. 

Opportunistic  Tutoring  and  Pedagogical  Style 

It  is  sometimes  advantageous  for  the  tutor  to  take 
the  initiative  to  present  new  material  to  the  student. 
This  requires  that  the  tutor  have  presentation  methods 
that  opportunistically  adapt  material  to  the  needs  of 
the  dialogue.  In  particular,  the  tutor  has  to  be  sensitive 
to  how  a  tutorial  dialogue  fits  together,  including  what 
kinds  of  interruptions  and  probing  are  reasonable  and 
expected  in  this  kind  of  discourse.  GUIDON 
demonstrates  its  sensitivity  to  these  concerns  when  it 
corrects  the  student  before  quizzing  him  about 
"missing  hypotheses,”  asks  him  questions  about 
recently  mentioned  data  to  see  if  he  understands  how 
to  use  them,  quizzes  him  about  rules  that  are  related 
(by  premise  and  action)  to  one  that  has  just  been 
discussed,  follows  up  on  previous  hints,  and  comments 
on  the  status  of  a  subproblem  after  an  inference  has 
been  discussed  ("Other  factors  remain  to  be  con¬ 
sidered...”). 

There  are  many  subtle  issues  —  when  to  interrupt 
the  student,  how  much  to  say,  and  the  like  —  that 
constitute  a  pedagogical  style  and  are  implicit  in 
GUIDON’S  teaching  rules.  For  example,  several 
tutoring  rules  in  different  situations  may  present  short 
orientation  lectures,  but  nowhere  does  GUIDON 
reason  that  its  interaction  will  be  of  the  tutorial  type, 
which  provides  orientation  when  appropriate,  in 
contrast  with  the  coaching  type  (e.g.,  Burton  and 
Brown,  1979),  which  only  makes  interruptions.  For 
this  reason,  it  is  useful  to  summarize  the  set  of  tutoring 
principles  that  appear  implicitly  in  the  tutoring  rules: 

1.  Be  perspicuous:  Have  an  economical  presen¬ 
tation  strategy,  provide  lucid  transitions,  and 


adhere  to  conventional  discourse  patterns. 

2.  Provide  orientation  to  new  tasks  by  top-down 
refinement:  Provide  the  student  with  an 
organized  framework  of  considerations  he 
should  be  making,  without  giving  away  the 
solution  to  the  problem  (important  factors, 
subgoals,  size  of  the  task),  thus  challenging  the 
student  to  examine  his  understanding  con¬ 
structively. 

3.  Strictly  guide  the  dialogue:  Say  when  topics  are 
finished  and  inferences  are  completed,  as  op¬ 
posed  to  letting  the  student  discover  transitions 
for  himself. 

4.  Account  for  incorrect  behavior  in  terms  of 
missing  expertise  (as  opposed  to  assuming 
alternative  methods  and  strategies):  Explain 
clearly  what  is  improper  from  the  tutor’s  point  of 
view  (e.g.,  improper  requests  for  case  data).  This 
is,  of  course,  more  a  statement  of  how’  GUIDON 
models  the  student  than  a  principle  of  good 
teaching. 

5.  Probe  the  student’s  understanding  when  you  are 
not  sure  what  he  knows,  when  you  are 
responding  to  partial  student  solutions: 
Otherwise,  directly  confirm  or  correct  the 
solution. 

6.  Provide  assistance  by  methodically  introducing 
small  steps  that  will  contribute  to  the  problem’s 
solution: 

a.  Assistance  should  at  first  be  general,  to  remind 
the  student  of  solution  methods  and  strategies  he 
already  knows; 

b.  Assistance  should  encourage  the  student  to 
advance  the  solution  by  using  case  data  he  has 
already  been  given. 

7.  Examine  the  student’s  understanding  and  in¬ 
troduce  new  information  whenever  there  is  an 
opportunity  to  do  so. 


Case  and  Domain  Independence 

Patient  cases  are  entered  into  the  MYCIN  system  for 
receiving  a  consultation  or  for  testing  the  program,  so 
the  case  library  is  available  to  GUIDON  at  no  cost. 
This  provides  over  100  patients  that  GUIDON  can 
discuss,  clearly  demonstrating  the  advantage  that 
ICA1  has  over  the  traditional  computer-based- 
instruction  approach  in  which  each  lesson  must  be 
designed  individually. 

Besides  being  able  to  use  the  teaching  procedures  to 
tutor  different  cases,  GUIDON  can  provide  tutorials 
in  any  problem  area  for  which  a  MYCIN-like 
knowledge  base  of  decision  rules  and  fact  tables  has 
been  formalized  (see  van  Melle,  1980).  This  affords  an 
important  perspective  on  the  generality  of  the 
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discourse  and  pedagogical  rules. 

Experimental  tutorials  using  knowledge  bases  in  two 
other  domains  —  structural  analysis  (SACON)  and 
pulmonary  function  diagnosis  (PUFF)  —  have 
revealed  that  the  effectiveness  of  discourse  strategies 
for  carrying  on  a  dialogue  economically  is  determined 
in  part  by  the  depth  and  breadth  of  the  reasoning  tree 
for  solving  problems,  a  characteristic  of  the  rule  set  for 
each  domain.  When  a  solution  involves  many  rules  at  a 
given  level,  for  example,  when  there  are  many  rules  to 
determine  the  organism  causing  the  infection,  the  tutor 
and  student  will  not  have  time  to  discuss  each  rule  in 
the  same  degree  of  detail.  Similarly,  when  inference 
chains  are  long,  an  effective  discourse  strategy  will 
entail  summarizing  evidence  on  a  high  level,  rather 
than  considering  each  subgoal  in  the  chain. 


RESULTS 

GUIDON  demonstrated  that  teaching  knowledge 
could  be  treated  analogously  to  the  domain  expertise 
of  consultation  systems:  It  can  be  codified  in  rules  and 
built  incrementally  by  testing  it  on  different  cases.  The 
framework  of  tutoring  rules  organized  into  discourse 
procedures  worked  well,  indicating  that  it  is  suitable  to 
think  of  a  tutorial  dialogue  as  being  separated  into 
relatively  independent  sequences  of  interaction. 
Moreover,  the  judgmental  knowledge  for  constructing 
a  student  model  can  also  be  captured  in  rules  utilizing 
certainty  factors,  showing  that  the  task  of  modeling  a 
student  bears  some  relation  to  MYCIN’s  task  of 
diagnosing  a  disease. 

In  contrast  to  GUlDON’s  teaching  knowledge,  the 
evaluation  of  MYCIN’s  rule  set  for  this  application 
was  not  so  positive.  While  MYCIN’s  representational 
meta-knowledge  made  possible  a  wide  variety  of 
tutorial  activity,  students  find  that  the  rules  are  dif¬ 
ficult  to  understand,  remember,  and  incorporate  into  a 
problem-solving  approach.  These  difficulties 
prompted  an  extensive  study  of  MYCIN’s  rules  to 
determine  why  the  teaching  points  were  not  as  clear  as 
had  been  expected.  GUIDON  researchers  discovered 
that  important  structural  knowledge  (hierarchies  of 
data  and  diagnostic  hypotheses)  and  strategic 
knowledge  (searching  the  problem  space  by  top-down 
refinement)  were  implicit  in  the  rules.  That  is,  the 
choice  and  ordering  of  rule-premise  clauses  constitute 
procedural  knowledge  that  brings  about  good 
problem-solving  performance  in  a  MYCIN  con¬ 
sultation  but  is  unavailable  for  teaching  purposes. 
Rather  than  teaching  a  student  problem-solving  steps 
(rule  clauses)  by  rote,  it  is  advantageous  to  convey  an 
approach  or  strategy  for  bringing  those  steps  to  mind 
—  the  plan  that  knowledge-base  authors  were 


following  when  they  designed  MYCIN’s  rule  set.  To 
make  this  implicit  design  knowledge  explicit,  a  new 
system,  NEOMYCIN'(Clancey  and  Letsinger,  1981), 
is  being  developed  that  separates  out  diagnostic 
strategy  from  domain  knowledge  and  makes  good  use 
of  hierarchical  organization  of  data  and  hypotheses. 

Moreover,  besides  reconfiguring  MYCIN’s  rules  so 
that  knowledge  is  separated  out  and  represented  more 
declaratively,  it  is  necessary  to  add  knowledge  about 
the  justification  of  rules.  Justifications  are  important 
as  mnemonics  for  the  heuristic  associations,  as  well  as 
for  providing  an  understanding  that  allows  the 
problem  solver  to  violate  the  rules  in  unusual 
situations. 

Finally,  NEOMYCIN  has  additional  knowledge 
about  disease  processes  that  allows  it  to  use  the 
strategy  of  “group  and  differentiate”  for  initial 
problem  formulation,  in  which  the  problem  solver 
must  think  about  broad  categories  of  disorders  and 
consider  competing  hypotheses  that  explain  the 
problem  data.  Thus,  we  want  to  teach  the  student  the 
knowledge  a  human  would  need  to  focus  on  in¬ 
fectious-disease  problems  in  the  first  place,  essentially 
the  knowledge  (previously  unformalized)  that  a  human 
needs  to  use  MYCIN  appropriately. 

In  conclusion,  GUIDON  research  sets  out  to 
demonstrate  the  advantages  of  separate,  explicit 
representations  of  both  teaching  knowledge  and 
subject  material.  The  problems  of  recognizing  student 
misconceptions  aside,  this  research  demonstrated  that 
simply  representing  in  an  ideal  way  what  to  teach  the 
student  is  not  a  trivial,  solved  problem.  An  un¬ 
structured  set  of  production  rules  is  inadequate. 
GUIDON’S  teaching  rules  are  organized  into 
procedures;  NEOMYCIN’s  diagnostic  rules  are 
hierarchically  grouped  by  both  premise  and  action  and 
are  controlled  by  meta-rules.  GUIDON  research 
demonstrated  that  the  needs  of  tutoring  can  serve  as  a 
“forcing  function”  to  direct  research  toward  more 
psychologically  valid  representations  of  domain 
knowledge,  which  potentially  will  benefit  those  aspects 
of  expert-systems  research  that  require  human  in¬ 
teraction,  particularly  explanation  and  knowledge 
acquisition. 


'GUIDO\  is  described  full>  by  Clances  (I9"’9bi,  a  shorter  discussion  is 
pisen  in  Clances  (W»9a»  Clances  and  Letsinger  (1981)  describe  the 
NEOVnCIN.  research  The  Mud>  of  MYCIVs  rule  base  leading  up  to  this 
new  sysiem  and  some  methodological  considerations  are  provided  by  Clances 
1 1983.  in  press-a) 
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^  Two  key  issues  in  the  design  and  development  of  expert  systems  for 
maintenance  training  are  the  choice  of  an  appropriate  expert  model  and  the 
function  of  the  expert  in  instruction.  We  are  confronting  these  issues  in 
instructional  research  involving  the  design  of  an  expert  instructional  system  for 
automotive  electrical  troubleshooting.  In  studying  expert  troubleshooters  and  in 
examining  troubleshooting  procedures  used  in  the  military,  we  have  encountered 
three  distinctly  different  types  of  expertise.  Each  of  these  requires  different 
forms  of  knowledge  and  produces  qualitatively  different  troubleshooting 
behaviors.  One  kind  of  expert  has  established  a  large  repertoire  of  symptom-fault 
associations  through  extensive  experience  in  troubleshooting.  Another  kind  of 
mechanic  utilizes  fixed  troubleshooting  procedures  from  shop  manuals  and  various 
maintenance  aids.  A  third  kind  of  expert  does  extensive  inferencing  in  attempting 
to  diagnose  faults.  ^  _ 

Each  of  these  approaches  can,  in  principle,  be  modeled  and  form  the 
basis  for  an  expert  aiding  or  training  system.  The  first  mode  requires  experience 
gathered  over  many  years  and  thus  cannot  be  learned  in  the  training  time  usually 
available.  The  third  is  usually  rejected  because  of  the  presumed  difficulty  that 
typical  trainees  would  have  in  learning  the  inferencing  methods.  Probably  for 
these  reasons,  the  military  has  opted  for  teaching  fixed  procedures  and  relies  on 
the  availability  of  manuals  and  job  aids.  However,  there  are  drawbacks  to  the  use 
of  fixed  procedures.  Sets  of  fixed  procedures  are  seldom  complete,  thus,  some 
faults  remain  undiagnosed.  Furthermore,  following  fixed  procedures  does  not 
develop  transferable  skills  which  would  enable  a  mechanic  to  troubleshoot  systems 
not  covered  by  the  manual.  We  believe  that  an  appropriate  choice  of  a 
knowledge-based  inferencing  model  makes  possible  the  teaching  of  the  basic 
principles  and  skills  of  troubleshooting  electrical  circuits  and  provides  a  strong 
foundation  for  practical  work  in  the  field. 

Our  belief  is  empirically  based.  It  derives  from  working  closely  with 
expert  mechanics.  One  of  these  experts,  an  instructor  in  a  technical  school  who  is 
exceptionally  analytic  and  articulate,  employs  such  an  inferential  approach  to 
troubleshooting  in  both  his  instruction  and  his  actual  diagnostic  work.  We  have 
observed  his  troubleshooting  instruction  in  formal  courses  and  with  individual 
students.  Also,  we  have  studied,  video  taped,  and  analyzed  his  troubleshooting 
practices  while  locating  faults  that  we  introduced  into  an  automotive  system. 

His  approach  to  troubleshooting  involves  focusing  on  a  particular  device 
and  concatenating  the  rest  of  the  circuit  into  a  feed  system  and  a  ground  system. 
This  approach  requires  knowledge  about  the  device  specifying  (1)  the  conditions 
that  must  be  met  in  the  feed  and  ground  systems  and  (2)  the  operation  of  the 
device  when  those  conditions  are  met.  The  Feed-Device-Ground  (FDG)  strategy 
for  troubleshooting  enables  one  to  make  inferences  about  the  states  of  the  three 
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components.  The  key  measurement  used  is  voltage  drop  from  a  test  point  to 
ground.  The  test  point  can  be  either  the  input  or  output  to  the  device.  For 
example,  presence  of  a  correct  voltage  at  the  output  indicates  that  the  feed  and 
device  are  providing  continuous  electrical  paths,  and  that  the  ground  system 
(which  is  in  parallel  with  the  voltmeter)  is  not  shorted  (although  it  may  be  open). 
On  the  other  hand,  lack  of  voltage  is  a  more  ambiguous  result  leaving  multiple 
possibilities  for  the  location  of  the  fault.  The  FDG  strategy  employs  operations 
as  well  as  measurements  a s  steps  for  reducing  these  ambiguities:  for  example, 
disconnecting  a  ground  system,  or  providing  an  alternative  path  to  bypass  the 
normal  feed  system. 

The  FDG  strategy  is  knowledge-based.  It  requires  extensive  knowledge 
of  device  functions  and  interactions,  knowledge  of  electrical  circuits  including  the 
fundamental  voltage  and  current  relationships,  and  knowledge  of  the 
characteristics  of  automotive  devices  such  as  coils,  spark  plugs,  and  condensers. 
Thus,  teaching  troubleshooting  with  the  FDG  strategy  requires  instruction  in 
electrical  theory  and  system  operation,  as  well  as  instruction  in  the  strategy 
itself.  These  components  of  understanding  are  the  foci  of  our  instructional 
research. 

The  goal  of  our  instruction  in  electrical  theory  is  to  help  students  gain  a 
clear,  qualitative  understanding  of  the  concepts  of  voltage  and  current  flow  in 
series  and  parallel  circuits.  Traditionally,  in  dealing  with  these  difficult  concepts, 
analogies  to  fluid  flow  are  employed.  In  troubleshooting  work,  including  the  FDG 
strategy,  an  understanding  of  voltage  drop  is  essential.  The  representation  of  this 
concept  in  the  fluid  flow  model  is  by  analogy  to  differential  pressure. 
Unfortunately,  pressure  is  poorly  understood  by  most  people,  and  a  reference  to  it 
may  be  self-defeating.  To  improve  students'  understanding,  we  are  devising  a 
computer  system  for  graphically  and  dynamically  representing  current  and  voltage 
relationships  in  circuits. 

In  this  system,  voltage  is  concretely  represented  by  different  colors, 
ranging  in  hue  continuously  from  red  to  blue.  Current  appears  as  simulated 
motion  along  wires.  This  representation  offers  two  major  advantages  over  the 
fluid  flow  model.  Color  is  more  easily  visualized  as  a  local  variable  than  pressure, 
and  our  system  avoids  a  major  failing  of  the  fluid  flow  analogy,  namely  the  fact 
that  fluids  can  flow  even  in  the  absence  of  a  completed  circuit.  In  our  system, 
because  the  behavior  of  the  graphical  icons  is  constrained  by  a  realistic  model  of 
the  circuit,  there  can  be  no  flow  of  current  unless  a  closed  path  exists  between 
the  terminals  of  a  voltage  source. 

The  graphical  representation  we  are  implementing  is  multilevel.  One 
can  either  see  the  entire  electrical  system  or  a  more  detailed  (full  screen)  graphic 
representation  of  any  device  showing  its  components  and  their  electrical 
circuitry.  This  enables  one  to  study  circuit  behavior  and  to  troubleshoot  circuits 
either  at  the  functional  module  level  or  at  the  component  level. 

Using  this  system,  we  will  teach  both  circuit  theory  (including  the 
behavior  of  normal  and  faulted  circuits)  and  troubleshooting,  using  the  FDG 
strategy.  The  system  can  provide  a  general  framework  for  instructional  activities 


of  many  kinds.  It  can  be  used  to  support  open-ended  student  exploration, 
permitting  students  to  study  the  operation  of  both  unfaulted  circuits  and  circuits 
embedding  faults  of  their  choice.  The  system  can  also  be  used  in  a  more  directed 
fashion  to  present  students  with  problems  and  tasks  of  various  kinds.  For 
example,  they  can  be  asked  to  predict  the  consequences  of  specified  circuit 
operations  such  as  closing  a  switch  or  faulting  a  device.  Also,  they  can  be 
assigned  the  task  of  isolating  an  unknown  fault. 

Artificial  intelligence  methods  will  play  a  fundamental  role  in  the 
instruction.  We  are  implementing  two  Al-based  instructional  systems.  The  first 
is  an  articulate  expert  to  demonstrate  the  application  of  the  FDG  strategy  on  a 
variety  of  problems  including  those  set  up  by  the  student.  The  system  is  capable 
of  generating  explanations  for  its  decisions  and  actions  along  the  way.  The 
system  will  be  able  to  respond  to  certain  kinds  of  "why"  questions  posed  by  the 
student.  The  second  type  of  AI  facility  will  monitor  and  evaluate  student 
performance  on  troubleshooting  problems  posed  by  the  system.  The  student's  task 
will  be  the  application  of  the  FDG  strategy.  In  evaluating  student  performance, 
the  system  will  permit  a  variety  of  troubleshooting  paths:  the  FDG  strategy  does 
not  require  a  fixed  or  an  optimal  path.  It  will,  however,  look  for  measurements  or 
operations  that  are  redundant  or  contraindicated  by  the  student's  knowledge  of 
the  state  of  the  circuit  thus  far.  These  AI  facilities  will  employ  extensive  use  of 
interactive  graphics  involving  the  use  of  pointing  devices  and  menus  as  well  as 
dynamic  displays.  Also,  they  will  employ  models  of  expert  performance  expressly 
chosen  to  mirror  the  kind  of  human  expertise  that  we  believe  to  be  most 
effective. 

To  test  the  effectiveness  of  these  models  in  promoting  the  development 
of  students'  troubleshooting  skills,  we  plan  a  number  of  instructional  experiments. 
These  are  designed  to  address  the  following  issues:  the  effect  of  different  circuit 
representations  on  helping  students  understand  circuit  operations;  the 
effectiveness  of  the  Al-based  instructional  facilities  in  helping  students  acquire 
troubleshooting  skills;  and  the  transfer  of  troubleshooting  skills  to  problems 
significantly  different  from  those  previously  studied.  We  expect  that  the 
integration  of  models  of  human  expert  performance  and  AI  instructional  methods 
will  have  valuable  learning  benefits.  This  type  of  intelligent  CAI  system,  based  on 
such  integration,  will,  we  believe,  have  applications  to  many  areas  of  maintenance 
training. 
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1  have  decided  to  orient  my  remarks  today  around  natural ,  intelligence  as 
opposed  to  artificial  intelligence.  That  ini'll  look  at  human  behavior  and  tty  to 
present  a  summary  of  some  work  'we'veoone  attempting  to  understand  human 
intelligence  and  abilities  in  problem  solving.  Particularly,  Pd  like-  to  look<Aat 
human  problem  solving  in  diagnostic  situations  in  both  maintenance  and 
operational  environments.  <■'*" - 77 -■  „  , 

Before  I  give  you  an  overview  of  the  talk,  I'd  like  to  emphasize 
something  about  the  models  that  I'm  going  to  talk  about.  You'll  see  that  some  of 
the  models  have  an  AI  flavor.  In  a  sense,  the  models  are  not  an  end  product  in 
themselves,  they  are  a  process.  We  are  just  trying  to  understand  how  people 
approach  problem  solving  and  diagnostic  tasks.  I  think  a  lot  of  what  AI  has  to 
offer  is  a  process  for  thinking  about  things  rather  than  a  product.  I'll  elaborate  on 
the  application  of  these  models  in  training  and  aiding  later. 

There  are  three  topics  I'm  going  to  talk  about.  First,  I'm  going  to  give 
you  a  quick  background  on  some  experimental  studies  we've  done  over  severed 
years  so  you  can  see  where  our  knowledge  base  is  as  experimenters.  As  each 
experiment  represents  a  paper  itself,  I  certainly  won't  go  into  them  in  great 
detail.  Second,  I'll  talk  about  a  series  of  models  that  we  try  to  use  to  describe 
human  behavior  in  diagnostic  tasks.  Finally,  I'll  talk  about  the  results  and 
implications  for  the  topic  for  this  meeting. 

As  background,  we've  done  a  series  of  efforts  over  the  last  8  years 
funded  by  many  agencies.  At  this  point,  they've  resulted  in  18  experimental 
studies  and  three  training  programs  that  we've  devised  and  implemented.  One 
thing  I  want  to  empahsize  is  that  of  these  18  experiments,  16  of  them  were 
performed  with  professional  operational  and  maintenance  personnel  as  opposed  to 
students.  Two  were  performed  with  students,  and  in  one  case  the  use  of 
engineering  students  was  actually  a  high-fidelity  choice  of  subjects. 

To  give  you  a  feeling  of  the  range  of  the  topics  we  looked  at,  I'll  go 
through  some  of  these  experiments  briefly.  Some  early  experiments  looked  at 
logic  networks,  but  we  fairly  quickly  got  on  to  more  operational  types  of  systems, 
such  as  aircraft,  automobile,  power  plants,  and  avionics.  We  looked  at  a  lot  of 
people  and  had  a  tremendous  data  base  of  results.  This  communications  network 
is  current  work  funded  by  ARI  and  is  an  interesting  problem  of  people 
troubleshooting  large-scale  systems.  I'll  talk  a  little  later  about  how  a  very  smart 
system  can  help  you  for  99  percent  of  your  problems  and  then  for  1  percent  it 
succeeds  in  burying  the  problem  until  it's  absolutely  impossible  to  solve  it. 

Figure  1  gives  you  a  feeling  for  some  of  the  experiments  we  looked  at 
with  real  equipment,  simulators,  and  ship  environments.  Again,  all  subjects  were 
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professional  personnel.  Figure  2  shows  you  some  of  the  training  programs  we've 
been  involved  in.  One  of  our  concerns  was  taking  some  of  the  ideas  that  we 
devised  and  actually  getting  them  used  rather  than  just  published.  So,  for 
example,  we  became  involved  in  the  nuclear  power  industry  and  developed  a 
problem  solving  training  program  for  diagnostic  performance  of  maintenance  and 
operations  personnel.  These  two  programs  are  in  place,  about  100  students  have 
been  through  so  far,  and  that's  the  through-put  we  expect.  A  lot  of  my  comments 
reflect  the  fact  that  we  were  trying  to  get  it  into  place,  trying  to  get  it  into 
schools,  and  have  it  reside  there.  There  are  a  lot  of  problems  that  I  won't  have 
time  to  elaborate  on  here,  but  they  deal  with  interpersonal  relationships  of 
instructors  and  reseachers  as  much  as  they  deal  with  problem  solving  abilities  of 
trainees. 

Question;  Why  would  nuclear  operators  be  interested  in  diesel  generator 
diagnostics? 

Rouse;  Because  the  backup  diesel  generator  system  is  essential  if 
they're  going  to  keep  the  plant  up  and  they  have  no  simulator  for  it.  There  are 
some  systems  like  GE's  DELTA  system  for  doing  some  maintenance,  but  it's  a 
particular  maintenance  problem.  There  is  a  tremendous  number  of  Licensee 
Event  Reports  (LERs)  in  diesel  generator  problems.  In  fact,  there's  a  special 
symposium  a  couple  weeks  from  now  where  several  utilities  are  getting  together 
to  bemoan  their  difficulties  with  their  diesel  generators.  So,  it  turns  out  it's  an 
interesting  application  for  computer-based  simulators  as  opposed  to  full  scope 
simulation  because  they  don't  have  the  full  scope  simulator  yet.  One  of  the  things 
that  is  crucial  in  implementing  a  training  program  is  that  it  be  complementary  to 
the  technology  they're  already  committed  to.  If  they're  already  committed  to  a 
full  scope  simulator,  often  you'll  have  a  hard  time  suggesting  alternatives. 

In  the  process  of  these  studies,  besides  our  empirical  results,  to  organize 
our  thinking  we  developed  models  of  how  we  thought  people  were  doing  problem 
solving.  Each  of  these  models  was  part  of  a  series  because  as  we  got  to  more 
robust  domains  and  into  operational  situations,  we  found  that  there  were  a  lot  of 
things  we  didn't  think  about.  For  example,  we  really  haven't  thought  too  much 
about  context  and  context  is  absolutely  overwhelming  in  terms  of  its  impact  both 
for  good  and  for  bad.  Also,  we  didn't  think  too  much  about  dynamic  environments 
where  the  problem  is  changing  in  time  and  you're  trying  to  operate  the  system  at 
the  same  time  you're  trying  to  maintain  it. 

Let  me  go  through  each  of  these  five  models  very  briefly.  The  first 
model,  shown  in  Figure  3,  arrived  out  of  the  question  "Why  do  some  problems  take 
a  long  time  while  other  problems  do  not?"  One  notion  is  that  some  problems  are 
complex  and  there's  a  scale  of  complexity.  This  Information  Theoretic  Model 
turned  out  to  correlate  very  well  with  people's  diagnostic  performance,  or  the 
time  it  took  them  to  find  faults.  It  may  not  be  obvious  in  the  model,  but  it  turns 
out  that  this  measure  has  embedded  in  it  the  particular  individual  strategy.  One 
of  the  conclusions  we  came  to  was  that  the  complexity  of  a  problem  is  as  much 
related  to  the  problem  solver  as  it  is  to  the  system.  It  is  highly  related  to  a 
person's  perception  of  the  system.  This  model  is  really  only  trying  to  predict 
overall  time  to  solve  a  problem.  If  you  wanted  to  get  down  to  a  finer  grain,  let's 
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look  at  Figure  4.  This  model  predicts  what  kind  of  actions  people  take  to  form  a 
feasible  set  and  make  choices  in  that  feasible  set  to  decide  what  to  test.  One  of 
the  things  we  found  from  the  literature  and  from  our  results  is  that  people  are  not 
very  good  at  forming  a  feasible  set.  There  is  a  tremendous  amount  of  information 
in  the  problem  to  help  you  form  the  feasible  set,  but  people  end  up  with  a  fuzzy 
feasible  set.  Some  things  are  very  clearly  alternative  solutions  while  others,  the 
vast  majority  of  things,  are  in  the  middle.  With  this  model,  we  were  able  to 
predict  how  long  it  would  take  people,  how  many  tests  they  would  have  to  take,  to 
find  the  problem  and  the  nature  of  different  kinds  of  aids  used  in  the  testing 
sequence.  That  was  fairly  successful.  However,  one  thing  that  came  to  mind  here 
was  that  maybe  people  don't  think  about  a  feasible  set  at  all.  As  engineers,  we 
tend  to  think  about  them,  but  maybe  people  in  general  don't  think  about  them  at 
all.  So  the  next  model,  Figure  5,  was  the  first  one  that  has  any  AI  flavor,  sort  of 
a  very  simple  production  system  model.  People  are  assumed  to  approach  the 
problem  with  a  set  of  heuristics  and  that's  how  they  find  their  faults. 

We  found  out  that  this  model  was  actually  pretty  good.  We  could  predict 
the  type  of  action  a  person  would  pick  with  an  agreement  of  over  90  percent  using 
this  model.  Perhaps  the  best  insight  from  this  model  was  that  it  isn't  so  much 
people  knowing  what  to  do,  it  is  a  matter  of  them  knowing  when  to  do  it.  People 
have  a  tremendous  amount  of  knowledge;  they  know  all  the  rules  in  this  particular 
task,  but  they  aren't  always  sure  when  to  apply  those  rules. 

Figure  6  shows  the  next  model  in  this  whirlwind  tour.  We  started  looking 
at  problems  that  were  highly  context  related.  We  looked  at  a  context  people  were 
familiar  with  and  then  one  they  were  unfamiliar  with.  One  thing  that  emerged  is 
that  people  use  contextual  cues  extremely  strongly  to  solve  their  problems.  This 
model  basically  says  that  people  look  at  the  face  of  the  system,  and  if  they  can 
find  anything  familiar  there,  they  act  on  it.  By  S-Rule  we  mean  a  symptomatic 
rule;  they  simply  take  a  symptom  and  they  map  to  a  solution.  There  is  a  loop  in 
Figure  6  that  people  tend  to  try  to  stay  in,  and  they  use  their  contextual  clues  to 
do  that. 

However,  sometimes  there's  nothing  familiar  in  what  you're  looking  at  on 
the  face  of  the  system,  and  then  you  should  revert  to  a  more  structural  approach. 
A  lot  of  what  we've  heard  so  far  in  this  workshop  uses  a  structural  approach. 
People  are  not  as  good  at  structural  approaches  as  they  are  at  state-oriented 
approaches.  They're  very  good  at  recognizing  patterns  and  images,  but  people  will 
avoid  having  to  get  down  and  analytically  solve  a  problem  at  almost  any  cost. 
When  forced  to,  they  will  consider  the  structure  and  apply  a  topographic  rule.  So 
an  S-Rule  is  just  a  mapping  from  observations  of  symptoms  to  a  hypothesis  and 
solution.  A  T-Rule  is  getting  down  and  looking  at  the  structure  of  the  problem. 

One  of  the  things  we  found  is  that,  while  people  are  really  loath  to  apply 
T -Rules,  you  can  train  them  and  they'll  do  it  fairly  well.  So  this  distinction  about 
the  impact  of  context,  how  people  tend  to  be  context  dominated,  was  a  very 
important  one.  We  found  we  could  only  be  successful  with  some  of  the  training 
things  we  tried  by  explaining  them  in  context.  People  can  be  trained  to  consider 
structural  information,  but  they  don't  naturally  walk  in  the  door  with  that 
inclination,  so  the  training  is  very  important. 
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Figure  7  considers  the  question,  "How  do  people  pick  rules?"  It  turns  out 
that  if  you  analyze  their  sequences  and  protocols,  they  are  somewhat  inconsistent. 
So  we  decided  to  look  at  rules  in  different  categories.  To  use  a  rule,  you  have  to 
recall  it,  it  has  to  be  applicable,  it  has  to  be  useful  and,  above  all,  it  has  to  be 
simple.  We  assume  that  people  have  this  "choosable"  set  and  they'll  pick  rules  in 
this  way.  The  only  reason  for  adding  this  to  the  problem,  to  the  model,  was  to 
allow  the  possibility  of  things  being  somewhat  qualitative  and  not  being  crisp.  We 
found  it  was  crucial  to  be  able  to  represent  and  to  predict  what  sequence  of 
actions  people  would  pick.  At  this  point,  we're  not  trying  to  predict  whether  they 
solve  the  problem  or  not,  or  how  long  it  takes,  we're  trying  to  predict  at  each 
point  in  time,  what  will  they  do?  That's  a  much  more  ambitious  goal. 

You  may  notice  that  I  am  basically  willing  to  borrow  from  any  discipline 
that  will  help  me  to  solve  my  problem.  Some  people  have  commented  that  some 
of  the  things  we've  done  are  old  A I.  That  doesn't  bother  me  because  I  wasn't 
intending  to  do  AI  in  the  first  place.  Also,  people  have  commented  about  the 
concepts  and  techniques  being  a  mixed  bag.  That's  quite  all  right,  because  mainly 
we're  concerned  with  how  you  train  and  aid  people.  We're  not  concerned  with  how 
we  advance  the  state-of-the-art. 

Question:  It  seems  to  me  there's  an  underlying  assumption  that  all  of 
problem  solving  is  driven  by  rules.  However,  you  could  have  just  as  easily  asked 
the  question,  "How  do  you  invoke  concepts  or  procedures  to  solve  a  problem?" 

Rouse:  I'm  glad  you  asked  that,  because  that's  the  next  model.  Often 
problem  solving  isn't  action-by-action;  it  can  be  procedures  or  scripts;  it  can  be 
involved  with  dealing  with  particular  environments;  or  it  can  be  frames.  As  shown 
in  Figure  8,  for  our  next  model  we  ended  up  taking  the  same  model  as  we  had  in 
Figure  6,  but  we  didn't  use  S-Rules  and  T-Ruies.  We  just  said  there  are  some 
things  you  do  related  to  the  picture  or  to  the  face  of  the  system  you  see,  and 
there  are  some  things  you  do  related  to  a  deeper  knowledge  of  the  system. 

Figure  9  includes  some  of  the  things  that  the  questioner  just  mentioned. 
At  the  highest  level  of  recognition  and  classification,  one  of  the  problems  is 
whether  or  not  you  are  in  a  familiar  environment.  We've  done  studies,  for 
example,  where  we  take  people  who  are  airframe  mechanics  and  give  them 
avionics  systems  to  troubleshoot.  It  turns  out  we  can  train  them  to  do  that  pretty 
well,  even  though  they  don't  know  what  the  words  or  the  systems  mean.  But 
certainly  when  they  do  that,  they  don't  have  an  avionics  frame.  They  may  have  a 
frame  that  is  analogous.  The  basic  notion  of  this  whole  model  is  that,  at  the 
highest  level,  when  you  run  into  a  problem  situation,  you  ask  if  you  have  a  frame. 
If  it  fits  at  all,  you  invoke  it  and  you  assume  you're  in  that  environment. 

At  the  next  level  down,  there  is  planning.  One  thing  we've  found  is  that 
people  would  just  love  to  avoid  planning.  And  the  easiest  way  to  avoid  it  is  to  just 
do  what  you've  done  before.  If  people  have  a  script  of  the  problem  that  roughly 
fits,  people  will  follow  that  script.  If  not,  they  may  end  up  having  to  actually 
formulate  a  plan,  and  planning  is  a  very  formal  process. 


Down  where  you're  actually  doing  things,  you  get  to  the  point  of  looking 
for  familiar  patterns  and  again  applying  the  S-Ruies  and  the  T-Rules.  This  model, 


SELECTING  RULES 


UR  =  MEMBERSHIP  IN  FUZZY  SET  OF  RECALLED  RULES 

-  DECREASES  WITH  TIME  SINCE  LAST  USAGE 

-  INCREASES  WITH  NUMBER  OF  USES 

UA  =  MEMBERSHIP  IN  FUZZY  SET  OF  APPLICABLE  RULES 

-  INCREASES  IF  ALL  ENHANCING  FEATURES  PRESENT 

-  DECREASES  IF  ANY  DETRACTING  FEATURES  PRESENT 

Uu  =  MEMBERSHIP  IN  FUZZY  SET  OF  USEFUL  RULES 

-  MIGHT  INCREASE  WITH  EXPECTED.  REDUCTION  OF  FEASIBLE  SET  SIZE 

-  INVOLVES  TRADEOFF  BETWEEN  SHORT-TERM  AND  LONG-TERM  USEFULNESS 

Us  =  MEMBERSHIP  IN  FUZZY  SET  OF  SIMPLE  RULES 

-  DECREASES  WITH  NUMBER  OF  PROBLEM  ELEMENTS  TO  CONSIDER 

-  INCREASES  WITH  NUMBER  OF  USES 

Uc  -  MEMBERSHIP  IN  FUZZY  SET  OF  CHOOSABLE  RULES 

Uc  =  MIN  l UR,  Ua,  Uu,  USI 


Figure  7. 
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MULTI-LEVEL  RULED-BASED  MODEL 


Figure  8. 

I 


204 


DECISION'S  AND  RESPONSES  FOR  THREE  LEVELS  OF  PROBLEM  SOLVING 
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the  concept  of  which  came  out  of  an  ARI  grant,  was  operationalized  out  of  our 
current  ONR  grant.  We  have  it  up  and  running  in  Pascal.  It's  now  a  process 
control  operator  and  has  about  250  or  300  rules.  The  rules  aren't  as  important  as 
the  structure  which  deals  with  them.  This  model  was  designed  to  deal  with 
dynamic  environments,  things  which  change  in  time.  That  would  be  the  case  if 
you  were  trying  to  operate  a  system  and  maintain  it  at  the  same  time.  We  had  to 
add  a  lot  of  these  elements  as  soon  as  we  got  into  the  nature  of  dynamic 
environments.  For  example,  we  realized  that  people  tend  to  find  a  pattern  that 
triggers  a  script,  and  then  follow  that  procedure  almost  independent  of  the 
information  coming  back. 

The  purpose  in  presenting  all  these  models  is  to  provide  the  basis  for  the 
following  conclusions.  Given  these  models  and  this  series  of  experiments,  we've 
learned  a  bit  about  people's  limitations  and  abilities  in  problem  solving  in 
maintenance  and  operational  diagnostics  tasks.  I'm  going  to  give  you  a  summary 
of  these  limitations,  all  of  which  are  based  on  experimental  results  and  our 
reasoning  from  the  models. 

I  want  to  talk  about  three  types  of  behavior.  First,  pattern  recognition 
behavior.  All  of  our  results  say  that  people  definitely  prefer  to  use  pattern 
recognition.  There's  a  very  good  reason  for  that.  If  we  contrast  pattern 
recognition  with  more  analytic  information  seeking,  we  find  it's  much  easier  to 
get  through  life  with  pattern  recognition.  You  can  imagine  if  we  had  to  build  an 
expert  system,  for  example,  to  get  up  and  have  breakfast  in  the  morning,  and  it 
did  everything  analytically.  It  would  have  to  rediscover  all  sorts  of  interesting 
things  each  day,  such  as,  what  is  a  fork  and  how  do  you  get  out  the  door.  Well, 
people  don't  analytically  figure  those  things  out  each  day.  There  is  a  tremendous 
number  of  context  specific  pattern  recognition  rules,  and  people  would  definitely 
rather  avoid  doing  analytic  information  seeking.  There  is  one  exception,  one 
subpopulation,  and  that's  researchers.  They'd  rather  do  the  latter  than  admit  that 
pattern  recognition  is  there.  We  might  be  more  successful,  I  guess,  if  we  had  all 
our  researchers  become  mechanics. 

One  of  the  inefficiencies  of  pattern  recognition,  or  the  thing  that  makes 
it  ineffective,  is  that  people  tend  to  be  captured  by  almost  familiar  patterns.  A 
lot  of  work  on  human  error  has  talked  about  this,  for  example,  the  work  done  by 
Don  Norman  and  Jim  Reason.  A  good  example,  the  other  day  I  was  driving 
downtown  to  go  to  a  festival  they  were  having  in  part  of  the  city,  and  I  drove  by 
the  exit  that  goes  to  work.  Suddenly,  I  found  myself  at  work.  I  said,  "What  am  I 
doing  here?"  It  was  very  disconcerting  for  my  wife  and  daughter.  Thus,  patterns 
tend  to  capture  you  and  that  can  present  problems. 

A  corollary  to  this  we've  found  is  that  people  tend  to  be  very  reluctant 
to  accept  that  the  unfamiliar  has  occurred.  I  think  we  find  that  this  is  true  of 
expert  systems.  They're  very  reluctant  to  admit  that  they  don't  know  where  they 
are.  So,  there  are  commonalities  between  people  and  systems,  I  suppose,  but  one 
of  the  things  we've  found  is  that  it  is  important  to  try  to  train  people  so  they  will 
accept  that  the  unfamiliar  occurs  and  they  have  to  deal  with  those  problems 
differently.  If  they  tend  to  force  themselves  into  a  context  specific  pattern,  they 
can  lead  themselves  astray. 
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We  found  another  very  interesting  thing  unintentionally.  We  thought  if 
we  taught  people  general  principles  of  problem  solving,  and  then  could  get  them 
to  admit  they  were  in  the  unfamiliar,  they  could  deal  with  the  unfamiliar.  We 
conducted  various  studies  to  try  to  promote  that  and  found  that,  if  you  tell  people 
about  general  principles,  they  tend  to  say,  "Yeah,  that  sounds  pretty  reasonable." 
If  you  watch  what  they  do,  however,  they  don't  necessarily  act  like  that.  What  we 
found  is  that,  if  you  get  those  general  principles  on-line,  get  the  person  in  a 
situation  where  the  principle  applies,  explain  that  principle  right  then  and  there, 
as  he  needs  it,  and  explain  it  in  a  context  that  he's  currently  dealing  with,  people 
tend  to  conceptualize  general  principles  themselves.  In  other  words,  if  they  see 
these  things  explained  to  them  on-line  as  they're  trying  to  troubleshoot  this  power 
plant  or  avionics  system,  then  they  start  to  generalize.  You  have  to  explain  it  in 
context  to  get  them  to  understand  it  in  general.  Whereas,  if  you  explain  it  in 
general,  they  shake  their  heads  "yes,"  but  they  don't  tend  to  use  it. 

If  you  think  about  it,  that's  not  so  surprising.  I  find  if  people  give  me  an 
elaborate  theory  of  human  behavior  or  the  nature  of  the  universe,  I  always  end  up 
asking  for  examples  so  that  they'll  give  me  something  concrete  to  hold  onto. 

Information  seeking  behavior,  the  second  behavior  I  want  to  discuss,  is 
more  analytical.  Assuming  that  we’ve  got  people  in  an  analytical  mode,  what  do 
we  know  about  them?  People  don't  tend  to  consider  the  full  implications  of  all  of 
the  available  information;  instead,  they  focus  on  a  portion  of  the  information. 
They  also  don't  tend  to  seek  disconfirming  information.  If  they've  got  a 
hypothesis,  they  are  not  going  to  look  at  the  alternative.  One  specific  thing  we've 
found  is  that,  when  you're  focused  on  the  failure  of  your  system,  you  tend  not  to 
look  at  what's  still  working,  which  may  be  important.  You're  thinking  about 
failures. 


When  time-pressured,  people  adopt  brute-force  strategies.  We've  done 
things  like  time  pressure  them  at  a  rate  that  is  twice  what  they'd  do  self-paced. 
Impulsive  subjects,  assessed  via  the  Matching  Familiar  Figures  Test,  make  all 
sorts  of  errors  in  information  collection  (and  we  don't  seem  to  be  able  to  train 
them  out  of  this).  In  contrast,  field  dependent  subjects  seem  to  be  able  to  be 
trained  out  of  it.  Another  characteristic  of  this  behavior  is  a  difficulty  in 
identifying  the  feasible  set. 

We  believed  we  could  make  people  optimal  by  training  them  correctly. 
In  one  experiment,  we  were  able  to  get  100  percent  negative  transfer  training;  so 
we  could  manipulate  them,  that  was  clear.  But  we're  at  the  point  in  all  of  our 
studies,  where  we  just  want  people  to  be  acceptable.  As  long  as  they  do  nothing 
wrong,  as  long  as  they're  productive,  and  what  they're  doing  is  heading  toward  a 
solution~if  we  can  just  get  to  that  point,  we're  in  a  good  situation.  That  attitude 
has  tended  to  flavor  a  lot  of  the  work  we're  doing  now. 

The  third  behavior  I  call  meta  knowledge,  which  isn't  a  very  good  term, 
but  I  couldn't  think  of  a  better  phrase.  I  wanted  to  indicate  some  higher  level 
things.  One  big  problem  we've  encountered  is  that  people  very  quickly  learn 
what— they'll  tell  you  all  sorts  of  facts  about  the  system;  you  can  test  them  on 
their  training,  and  they  know  an  amazing  amount  of  information  about  the 
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system— they  just  don't  know  when.  We  find  you  put  people  into  the  environment, 
and  they  don't  know  which  piece  of  all  that  information  to  use.  The  difference  is 
between  system  knowledge  and  operational  knowledge,  having  it  in  your  head  and 
being  able  to  use  it.  People  have  difficulty  with  multiple  goals,  especially 
operational  goals  and  maintenance  goals.  Many  accident  reports  decribe 
situations  where  people  have  so  focused  on  operations,  they  ignore  the  problem 
until  it  overwhelms  them,  or  they  have  so  focused  on  the  problem,  they  forget  to 
operate  the  system  and  it  crashes. 

Another  thing  we  found  is  how  people  deal  with  risk.  Often  people  know 
the  facts,  know  when  to  do  what  they're  supposed  to  do,  and  have  been  instructed 
on  what  the  tradeoffs  are  in  relation  to  the  risks  in  the  system.  In  one  recent 
experiment,  when  subjects  were  put  into  the  operational  environment  and 
everything  was  falling  apart,  they  adopted  very  different  risks  from  what  we 
thought  they  were  going  to  adopt. 

What  are  the  implications?  There  are  three  types:  training,  aiding,  and 
common  themes.  With  the  "common  themes"  I'd  like  to  emphasize,  and  I've  heard 
it  alluded  to  in  this  workshop,  that  we're  getting  to  the  point  where  it's  hard  to 
separate  training  and  aiding.  You  can  think  about  the  same  system  actually 
serving  both  purposes.  I'll  come  back  to  that,  but  first  let's  talk  about  training. 

Given  all  this  background,  the  first  question  in  discussing  implications 
for  training  is,  do  we  want  people  to  be  able  to  deal  with  unfamiliar  problems? 
The  way  we  do  that  is  to  give  them  experiences  in  multiple  problem  domains.  For 
example,  in  our  training  program  right  now  for  marine  engineers,  the  first 
sequence  of  training  they  go  through  is  fixing  automobile  engines,  then  aircraft 
engines,  then  marine  propulsion  systems.  The  idea  is,  when  you  try  to  teach  them 
general  principles  of  problem  solving  on  the  systems  they're  familiar  with,  they 
can't  tear  themselves  away  from  the  context.  This  is  a  hard  concept  to  sell. 
When  we  first  talked  to  the  people  who  wanted  this  training  program,  they  were 
skeptical  about  teaching  these  engineers  about  car  engines.  It  worked  out  very 
well.  It  turns  out  car  engines  are  very  popular  with  people  in  general,  and  they 
think  they're  going  to  learn  how  to  fix  their  car  (sort  of  as  a  freebie)  while  they're 
there. 

Another  implication  for  training  is  that  the  balance  between  knowledge 
of  "what"  and  "when"  should  be  improved  by  shifting  from  passive  to  active 
training  methods.  Too  many  programs  are  organized  toward  passive  training 
methods.  You  get  a  lecture  or  a  film,  and  jam  in  a  bunch  of  knowledge  and  facts. 
I  remember  when  I  was  in  basic  training,  and  I  got  all  this  knowledge  about  what 
each  airplane  looked  like  and  how  much  it  could  carry.  It  just  wasn't  useful  to  me. 
I  was  inundated  with  information,  and  it  didn't  do  me  any  good  unless  I  knew  what 
to  do  with  it.  To  do  that,  you  shift  from  passive  to  active  methods  so  people  can 
be  involved.  One  of  the  interesting  things  about  active  training  methods  for 
multiple  domains  is  that,  if,  for  example,  we're  training  communications 
switchboard  mechanics,  we  can't  really  have  people  go  out  and  fix  airplanes  just 
because  it's  good  for  them.  So  we  end  up  using  simulators,  and  in  this  case  AI  has 
a  lot  to  offer. 


A  third  implication  for  training  is  that  we  can  improve  people's  abilities 
to  resolve  tradeoffs  and  choose  acceptable  levels  of  risk  by,  again,  active  training 
methods  with  context-oriented  feedback.  Fourth,  we  can  improve  abilities  to  use 
available  information  by  using  on-line  context-oriented  explanations  and 
guidance.  For  example,  if  they're  switchboard  mechanics  and  they're  in  the 
airplane  propulsion  portion  of  the  training  program  and  they're  trying  to  figure  out 
some  problem  with  the  airplane  system,  you  explain  the  principles  you're  trying  to 
get  across  in  the  context  of  what  they're  doing  right  at  the  moment. 

What  are  the  implications  for  aiding?  One  key  thing,  as  I  said  earlier,  is 
that  we  should  design  systems  to  support  any  productive  strategy  the  user  wants 
to  choose,  rather  than  just  supporting  the  optimal  strategy.  We  have  to  define 
what  productive  means  in  different  domains,  but  as  long  as  the  person  is  moving 
toward  a  solution,  then  we  shouldn't  try  to  force  him  into  a  different  kind  of  path. 
Interestingly,  as  long  as  the  person  is  productive  and  doesn't  have  any  of  these 
other  problems,  he  or  she  never  sees  the  aid. 

We  can  use  the  computer  to  evaluate  the  consistency  and  merit  of 
hypotheses  and  plans.  This  is  a  difficult  one  to  implement  because,  to  get  people 
to  stop  in  the  midst  of  problem  solving  and  tell  you  what  their  hypotheses  and 
plans  are,  may  not  be  too  realistic. 

The  next  implication  for  aiding  is  important  and  pretty  easy  to  do.  It's 
this— determine  and  display  implications  of  information  obtained  and  actions 
taken.  People  do  not  take  into  account  the  full  implications  of  the  information 
they  collect.  The  computer,  for  example,  with  its  topographic  knowledge  can 
show  them.  It  may  not  know  what  the  best  test  is,  at  least  not  with  respect  to 
their  strategy,  but  it  can  tell  them  the  implications  of  what  it  just  found  out. 

Next,  monitor  for  inconsistent  and  erroneous  actions.  When  detected, 
provide  context- oriented  explanations  and  guidance.  We've  found  that,  instead  of 
trying  to  force  people  down  the  optimal  path,  think  of  it  in  terms  of  an  acceptable 
envelope,  and  as  long  as  they're  going  through  their  own  world,  but  are  within  this 
envelope,  that's  fine.  If  they  start  to  do  inconsistent  things,  the  computer  should 
come  back  with  a  prompt  in  the  context  of  what  they're  doing  and  explain  why 
they're  getting  out  of  that  envelope. 

Neglected  goals  are  also  a  very  important  thing.  For  example,  an 
Eastern  Airlines  401  crashed  in  the  Everglades  because  all  four  people  were 
absorbed  in  a  light  bulb  failure,  no  one  was  flying  the  airplane.  The  airplane 
should  have  been  smart  enough  to  know  it  shouldn't  spiral  down  into  the  swamp;  it 
didn't  have  to  know  the  swamp  was  there,  but  that  spiraling  was  an  unusual 
approach  to  an  airport.  The  computer  should  be  able  to  handle  those  kinds  of 
things. 

One  final  implication  for  aiding  is  more  difficult  to  do  for  the  computer, 
but  should  be  doable.  We  tend  to  talk  about  supporting  the  solution  of  familiar 
problems.  Why  couldn't  we  also  use  the  computer,  at  least  in  terms  of  some  of 
these  kinds  of  things,  to  support  the  operator  in  solving  a  problem  when  the 
computer  has  no  expertise  in  that  particular  problem  at  all?  In  other  words,  some 


of  the  support  functions  should  be  generic  and  not  tied  tightly  to  particular 
feasible  sets  of  problems. 

Now  to  common  themes.  One  is  a  notion  of  experience  in  multiple 
domains,  the  idea  of  different  kinds  of  simulators  that  would  support  that.  Active 
training  methods  get  people  involved  and  it's  so  inexpensive  to  do  that  now,  it's  a 
shame  not  to.  In  terms  of  motivation,  it  seems  to  me  that  for  some  of  the 
programs  we've  observed,  it  would  be  a  major  success  to  get  people  to  stay  awake, 
and  active  training  does  that;  people  get  involved  and  you  get  good  results  in  the 
end.  Explanations  should  be  in  context  whether  it's  an  aiding  or  a  training 
explanation.  Don't  come  back  and  tell  someone  you  got  error  //<f3.  Explain  it  in 
the  context  of  what  they  have  been  doing.  Of  course  that  means  the  system  has 
to  know  what  people  are  doing,  so  it's  a  little  more  than  just  changing  the  format 
of  the  print-out  statement.  The  system  should  also  be  flexible  with  respect  to 
strategies  people  might  choose.  The  last  common  theme  is  on-line  monitoring  and 
feedback  and  how  we  can  do  that. 

On-line  models  for  training  and  aiding  (the  ones  that  we  are  using  lately) 
would,  1  think,  classify  as  somewhat  archaic  AI  models.  So  this  addresses  directly 
the  approach  of  this  workshop.  There  are  three  things  I'd  like  to  mention.  First, 
what  expertise  would  we  like  from  these  models?  Because  I'm  driven  by  how  to 
train  and  aid  people,  I'm  not  so  concerned  by  what  AI  can  do  for  me.  I'm  more 
concerned  with  telling  them  what  I  want.  These  things  I'll  suggest  aren't 
necessarily  easy.  Second,  what  functions  should  be  provided?  Finally,  there  are 
several  issues  I  want  to  summarize. 

Let's  consider  the  expertise  of  the  on-line  models.  I  would  like  on-line 
models  to  have  expertise  in  contextual  elements  and  relationships.  We've  also 
heard  a  little  bit  about  expertise  in  principles  of  problem  solving,  but  not  a  full 
range  of  what  you  might  consider.  For  the  purposes  of  training  and  aiding  that  I'm 
suggesting,  I  think  it  should  also  have  expertise  in  human  problem  solving  and 
limitations.  So,  you're  not  only  going  to  have  to  talk  to  the  person  who's  fixed  the 
radio  for  20  years,  you're  also  going  to  have  to  talk  to  psychologists.  The  point  is 
that  we  have  to  have  the  system  understand  the  context,  but  also  the  human 
behavior  that  is  likely  to  be  observed  in  that  context.  To  me,  that's  very 
important.  Some  of  the  aiding  notions  we've  applied  that  were  most  successful 
were  done  only  after  we'd  had  a  series  of  experiments  to  understand  the  behavior 
of  the  people  in  that  environment. 

What  should  these  models  do?  It  would  be  nice  if  they  knew  enough 
about  people  to  determine  the  level  of  a  particular  individual's  problem  solving 
abilities  and  identify  the  most  appropriate  types  of  training  and  aiding.  I  don't 
know  how  you'd  do  it,  but  certainly  if  you  could  identify  those  impulsive  people 
that  sit  at  the  keyboard,  it  would  be  very  useful  because  they  present  a  lot  of 
problems,  especially  because  you  can't  train  it  out. 

Second,  the  models  should  monitor  solution  sequences  to  identify 
inconsistencies  and  errors  relative  to  contextual  constraints  and  principles  of 
problem  solving.  We've  got  a  program  with  NASA  right  now  where  this  system 
monitors  what  the  aircraft  crew  is  doing,  and  it's  not  trying  to  tell  them  what  to 


do  or  force  them  or  give  them  optimal  feedback;  it's  just  trying  to  find  out  if 
they're  doing  things  that  are  consistent  with  what  that  airplane  is  supposed  to  do. 
It  turns  out,  as  you  may  expect,  the  system  has  to  know  one  heck  of  a  lot  about 
airplanes  and  what  air  crews  do  in  airplanes  to  be  able  to  do  that.  Finally,  models 
should  provide  context-oriented  explanations  and  guidance  relative  to  anomalies 
identified  and  alternative  courses  of  action. 

To  conclude,  I  have  three  issues  that  are  important.  One  is  assessing 
expert  knowledge.  We  haven't  been  involved  with  this  until  recently,  and  a  very 
interesting  thing  came  out.  We  had  subjects  who  were  highly  trained  in  a  process 
control  task,  32  subjects  trained  over  many  weeks,  and  they  had  previously  had  3 
years  of  engineering  to  be  involved  in  this  kind  of  task.  We  assessed  what  they 
knew  about  the  system.  What  we  did  was  to  give  them  pictures  and  displays  and 
ask  them  to  explain  what  they  would  do  here.  Very  extensive  explanations  of 
many  pages  were  collected.  What  we  concluded  is  that  they  were  really  expert  in 
the  system,  they  knew  what  to  do,  they  knew  approriate  tradeoffs.  Then,  we  had 
the  fifth  model  1  was  showing  you  (Figure  8),  playing  relative  to  these  subjects. 
This  model  received  the  same  training  as  the  subjects,  it  has  these  expert  rules, 
and  we  wanted  to  see  how  they  compare.  It  turns  out  that  the  model  and  the 
subjects  do  the  same  thing  about  70  percent  of  the  time.  So  we  looked  at  when 
they  don't  agree.  The  best  conclusion,  after  a  lot  of  tedious  analysis  is  that  the 
experts  told  us  different  things  when  we  asked  them  off-line  than  when  we  asked 
them  on-line.  The  difference  was  not  in  specific  knowledge,  that  is  the  factual 
knowledge,  it  was  more  in  their  values  and  the  risks  they  were  willing  to  assume 
or  would  try  to  avoid.  In  other  words,  what  they  told  us  from  a  factual  point  of 
view  of  how  the  widgets  connect  was  good,  and  they  seem  to  use  this  information. 
But  how  they  traded  off  risks  and  how  they  dealt  with  the  values  of  the  different 
goals  that  were  competing,  such  as,  "Do  I  keep  the  system  operating  or  do  I  shut 
off  the  system  and  protect  the  resources?"  It  was  very  different  from  what  they 
said  they  would  do. 

Another  issue  is  training  vs.  aiding.  I've  mentioned  this  before.  I  think 
we  can  exploit  the  same  technology  for  both  cases.  In  fact,  you  can  imagine  an 
elaborate  scenario  in  which  all  new  trainees  gets  a  LISP  machine  when  they  check 
in,  and  it  goes  with  them  through  training,  goes  out  with  them  on  the  job,  and  in 
our  scenario,  it's  very  small  and  in  their  watch.  This  machine  can  transition  from 
training  to  aiding  and  be  involved  with  aiding  them  on  their  task,  as  well  as 
involved  with  learning  their  task. 

Finally,  and  this  may  be  the  most  important  point,  is  that  a  lot  of  what 
I've  heard  today  and  yesterday  at  this  workshop  seems  to  be  oriented  toward 
computerizing.  I  think  we  should  be  focusing  much  more  on  computer  aiding, 
because  if  we  can  train  people  and  aid  them  so  we  can  be  sure  that  they  use 
productive  strategies  to  solve  problems,  then  we  have  people  as  resources  to  deal 
with  other  problems  in  the  future.  Especially  when  they  run  into  a  problem  that 
no  one  anticipated.  The  difficulty  here  is  that  one  strategy  you  could  adopt  would 
be  to  say,  "Well,  we'll  just  computerize  90  percent  of  it,  and  they'll  know  what  to 
do."  When  they  type  in  those  symptoms,  it  just  says  "replace  x,"  and  they  do  it. 
The  10  percent  of  the  time  when  there  are  really  difficult  problems,  we'll  let 
them  do  those.  But,  it  turns  out  that  90  percent  of  the  time  they're  not  doing 
anything,  and  10  percent  of  the  time  we're  expecting  them  to  react. 


Let  me  give  you  one  example  of  this  problem  in  closure.  In  our  current 
ARI  project,  we  have  operators  monitoring  automated  communications  networks, 
and  they  have  to  step  in  when  some  problem  arises.  Well,  we  thought  it  would  be 
very  nice  after  studying  some  systems  like  the  Bell  System,  to  have  a  lot  of 
automatic  re-routing  so  the  system  reconfigures  itself  when  things  fail.  What  we 
found  is  that  we  had  to  get  rid  of  that  option  because,  for  most  of  the  problems,  it 
reconfigures  and  the  operator  never  saw  anything. 

For  the  problems  that  were  difficult,  such  as  multiple  failures,  it  would 
keep  on  reconfiguring,  using  up  resources,  until  finally  there  was  no  solution  that 
it  could  find  after  exhaustively  searching.  Then  it  would  say  to  the  operator,  'It's 
all  yours."  I  think  we've  got  to  keep  the  person  involved.  Those  problems  would 
never  arise  if  the  person  was  involved,  at  least  at  some  supervisory  level,  rather 
than  having  an  automatic  system. 

That's  the  end  of  my  rapid  tour  through  this  work.  Thank  you. 
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This  paper  will  briefly  summarize  ,a  computer-based  model  of  corrective 
maintenance  performance,  developed  to  generate  realistic  fault-isolation 
behavior.  The  model  forms  the  core  of  a  maintainability  projection  system 
which  quantifies  the  times  to  isolate  and  repair  a  sample  of  faults  in  an 
existing  or  planned  equipment.  Since  the  projections  are  a  direct  result  of 
the  system  design,  the  model  can  be  used  to  assess  the  maintenance 
implications  of  design  decisions  concerning  internal  organization,  packaging 
and  modularization,  and  selection  of  external  Indicators,  controls,  and  test 
points. 


For  each  malfunction  of  interest,  the  model  generates  a  sequence  of 
tests,  adjustments,  disassembly/assembly  operations  and  replacements  which 
isolate  and  resolve  the  fault.  The  testing  sequences  generated  by  the  model 
have  been  found  to  correspond  well  with  those  performed  by  maintenance 
technicians  in  identifying  and  resolving  those  malfunctions.  The  manual 
times  to  perform  the  projected  actions  are  automatically  retrieved  from  a 
data  base  of  predetermined  times  for  generic  maintenance  actions,  derived 
from  standard  motion  times.  Applying  the  model  to  a  substantial  number  of 
possible  faults  in  a  system  yields  a  distribution  of  corrective  maintenance 
times  and  such  quantitative  measures  as  Mean-Time-To-Repair  (MTTR),  and  the 
probability  of  repair  within  a  specified  time. 

Since  the  model  projects  the  actions  required  to  resolve  each  failure, 
the  range  and  character  of  maintenance  activities  imposed  by  the  system 
design  may  also  be  considered. 

*  This  research  was  funded  by  the  Office  of  Naval  Research,  Engineering 
Psychology  Group,  under  contract  N0001 A-80-C-0JJ93.  Mr.  Gerald  S.  Malecki 
served  as  scientific  officer. 
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A  specific  equipment  is  represented  in  a  manner  which  is  logically 
complete,  in  that  information  is  provided  about  the  possible  effects  on  each 
indicator  of  failures  in  each  replaceable  unit.  The  notation  scheme, 
however,  is  intentionally  'fuzzy',  i.e.  it  does  not  enumerate  the  symptom 
effects  of  each  possible  failure  mode.  Instead,  the  following  is  provided 
for  each  indicator  affected  by  a  replaceable  unit: 

a.  If  all  possible  failure  modes  in  the  unit  affect  the  indicator  in 
one  way,  then  the  symptom  effect  is  specified. 

b.  If  different  failure  modes  in  the  unit  affect  the  indicator  in 
different  abnormal  ways,  then  a  symptom  equivalent  to  'MIXED  ABNORMALS' 
is  specified. 

c.  If  some  failure  modes  affect  the  indicator,  and  others  do  not, 

then  a  symptom  equivalent  to  'MIXED  NORMAL  A  ABNORMAL'  is  specified. 

The  case  of  no  failure  modes  in  a  unit  affecting  an  indicator  is 
implicitly  specified  by  omitting  the  indicator  from  the  unit's  fault 
effects  specification. 

This  complete,  but  non-detailed ,  scheme  allows  for  very  compact 
specification  of  fault  effects,  and  avoids  the  necessity  to  determine  how 
each  possible  failure  could  affect  an  indicator. 

Corrective  maintenance  sequences  for  faults  in  three  different  systems 
have  been  generated  by  the  model  to  date,  and  compared  to  those  of  87 
technicians.  It  has  been  a  surprising  result  that  the  maintenance 
sequences  generated  by  the  model  correspond  so  closely  to  those  actually 
performed  by  human  technicians  when  the  failure-effects  data  are  so 
sparse.  Adding  more  detailed  symptom  data  causes  the  projections  to 
differ  markedly  from  observed  performance. 

It  is  important  to  note  that  this  process  for  representing  fault 
effects  in  the  model's  data  base  is  not  arbitrary,  and  that  the  uncertainty, 
or  fuzziness,  exhibited  by  the  representation  scheme  reflects  the  extent  to 
whloh  fault  effects  are  oonfounded  as  a  result  of  the  system  design.  When 
failures  in  a  system  produce  effects  which  map  olosely  to  the  replaceable 


elements,  (i.e.  the  symptom  effects  of  units  do  not  vary  for  different 
failure  modes)  then  that  system's  data  base  will  reflect  clear  and  easily 
identifiable  symptoms.  Unfortunately,  most  systems  selected  or  devised  as 
vehicles  for  research  in  fault  isolation  have  been  ones  in  which  the  fault 
effects  are  nearly  ideal  -  each  unit  can  fail  in  only  one  catastrophic  way. 

Ideally,  a  system  would  be  designed  in  just  this  manner,  so  that  the 
set  of  indicators  affected  by  a  unit  is  consistent,  no  matter  how  the  unit 
fails.  In  reality  it  is  often  difficult  to  accomplish  this,  and  the  effects 
of  failures  in  a  unit  may  vary  according  to  the  failure  mode.  The 
maintenance  performance  projected  by  the  model  reflects  the  increased 
difficulty  of  fault  isolation  when  the  replaceable  units  can  fail  in  complex 
ways. 


Organization  of  the  Model 

The  maintenance  performance  model  is  organized  on  two  levels,  data  and 
program  (see  Figure  1). 

Data.  The  data  level  consists  of  three  types  of  information: 

1)  equipment-specific  information,  describing  the  equipment  design: 

•  the  names  of  the  tests  available  in  the  system 

•  the  indicators  which  are  stimulated  by  those  tests 

•  the  names  of  the  adjustment  points  and  replaceable  elements 

•  the  possible  effects  of  faults  in  the  replaceable  elements 

•  the  non-conditional  times  to  perform  the  tests,  adjustments,  and 

replacements  (i.e.  the  portion  not  dependent  upon  previous  actions) 

•  the  times  to  perform  necessary  disassembly/reassembly  operations 

•  the  relative  costs  and  reliabilities  of  the  replaceable  elements 


Figure  2  presents  an  example  specification  of  a  microcomputer  design 
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Figure  1.  PROFILE  System  Organization 
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Figure  2.  Representation  of  Computer  System 


2)  working  memory,  which  reflects  the  current  status  of  a  maintenance 
problem  in  progress.  The  primary  contents  of  working  memory  are  a) 
likelihood  measures  for  each  replaceable  unit,  and  b)  current  values  of 
various  equipment  conditions  which  can  change  during  maintenance  work. 

The  likelihood  measures  are  derived  from  numerical  scores,  maintained 
for  each  possible  fault  or  mis-adjustment.  The  score  for  a  replaceable 
element  reflects  the  difference  between  the  symptoms  already  received  in  a 
problem  and  those  which  the  element  might  have  produced,  if  it  were  the 
failure.  Consequently,  a  relatively  low  score  indicates  a  close  fit  and  a 
likely  source  of  the  symptoms  received. 

The  equipment  conditions  reflect  the  status  of  various  attributes  of 
a  system,  such  as  the  extent  to  which  it  has  been  disassembled.  This 
information  is  maintained  and  accessed  by  the  model  to  determine  the 
time  required  to  perform  various  possible  maintenance  operations. 

3)  parameter  values,  which  express  a)  the  urgency  of  the  maintenance 
environment,  and  b)  the  availability  of  spares.  These  affect  the  model's 
use  of  hardware  substitution  as  a  means  for  effecting  rapid  equipment 
restorations. 

Program.  The  computer  program  contains  two  levels  of  control 
mechanisms,  although  these  are  not  clearly  partitioned  as  separate  entities. 

At  the  top  level  is  what  may  be  regarded  as  generic  maintenance  control  and 
planning  logic. 

This  control  structure  invokes  the  lower-level  functions  in  a  relatively  fixed 
sequence,  as  follows: 
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REPEAT  (for  each  fault  examined) 

SELECT  THE  NEXT  OPERATION. 

(and  add  Its  context-dependent  performance  time 
to  the  cumulative  total) 

If  Adjustment  or  Replacement  was  selected  above: 

SELECT  THE  SHORTEST  TEST  WHICH  MONITORS  THE  SYSTEM. 

(and  add  Its  performance  time  to  the  total) 

else  DETERMINE  THE  OUTCOME  OF  CONVENTIONAL  TEST. 

(by  fetching  the  symptom  produced  by  the  true  fault) 

UPDATE  THE  LIKELIHOODS  OF  THE  POSSIBLE  FAULTS. 

UNTIL  no  fault 

Thus  the  model  involves  operators  for  selecting  tests,  performing  them, 
and  evaluating  their  outcomes,  as  described  further  below. 


At  each  decision  stage,  the  test  selection  algorithm  forms  an  ordered 
set  of  n  productive  tests,  with  test  1  being  the  test  of  highest  fault- 
isolation  value,  and  n  being  a  parameter  set  to  less  than,  or  equal  to,  the 
total  number  of  tests  available.  The  value  of  a  test  is  computed  as  the 
ratio  of  the  test's  likely  information  value  to  its  performance  time.  Both 
of  these  quantities  are  sequence-dependent  and  are  re-computed  at  each 
stage.  The  definition  of  a  'test*  is  unconstrained  so  that  any  operation 
potentially  capable  of  providing  new  information  is  considered  for  selection. 
Thus  adjustments  and  replacements  are  included  in  this  evaluation  of  what 
to  do  next. 


The  general  rules  applied  to  select  the  next  operation  consider  all  of 
the  following:  -  * 

•  the  relative  reliabilities  of  the  replaceable  elements 

•  the  costs  of  the  replaceable  elements 

•  the  current  likelihoods  of  the  possible  faults 

•  the  times  to  perform  the  operations,  in  the  present  context 

•  the  new  information  possibly  obtained  from  the  operations 
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Since  only  productive  teste  are  included  in  the  set,  previously 
performed  tests,  and  tests  which  have  no  new  information  to  offer  are  not 
considered  for  selection.  The  values  of  the  n  possible  tests  are  then 
normalized,  and  a  test  is  selected  probabilistically  according  to  the 
relative  values. 

With  n  set  to  1 ,  the  model  selects  the  best  available  test  at  each 
decision  point.  The  resulting  testing  sequences  are  potentially  useful  for 
instruction  and  performance-aiding,  but  are  not  maximally  representative  of 
performance  by  human  technicians.  With  larger  n,  non-optimal  tests  are 
considered  for  selection.  Since  probability  of  selection  is  related  to 
computed  value,  however,  extremely  poor  tests  are  rarely  selected  by  the 
model.  The  fault- isolation  sequences  of  the  model  corresponded  best  with 
actual  troubleshooting  performance  with  n  set  equal  to  three. 

The  selected  operation  may  be  a  replacement,  as  well  as  a  test  or 
adjustment,  because  replacements  (followed  by  confirming  tests)  provide 
new  information  about  the  system.  In  early  phases  of  problems, 
replacements  are  not  usually  attractive  choices  because  they  offer  little 
information  compared  to  other  tests.  In  addition,  their  relative  time 
Investment  is  often  large,  since  the  time  to  obtain  new  information 
includes  the  time  to  access  and  replace  the  part  plus  the  time  to  perform 
a  confirming  test.  Later  in  problems,  however,  replacements  may  offer 
more  information  than  the  remaining  available  tests,  for  the  time 
investment  involved. 

Like  many  human  technicians,  this  decision  logic  may  decide  to  replace 
an  inexpensive  part  prior  to  obtaining  complete  proof  of  its  failure,  if  the 
time  to  replace  is  low  compared  to  the  time  required  to  complete  the 
necessary  confirming  tests.  Excessive  behavior  of  this  type  by  human 
technicians  is  termed  'Easter-egging'  and  is  costly  unless  the  replacement 
parts  are  extremely  inexpensive.  The  maintenance  model  considers  component 
costs  to  avoid  Easter-egging,  but  it  will  resort  to  swapping 
moderately-priced  suspected  elements  if  the  times  of  the  other  useful  tests 
are  excessive,  and  the  maintenance  environment  is  sufficiently  urgent. 
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Following  a  replacement,  the  model  performs  the  shortest  available  test 
which  is  sure  to  be  abnormal  if  the  fault  persists.  This  is  often  chosen  to 
be  some  test  which  previously  yielded  an  abnormal  result,  although  some 
other  test  could  be  selected  if  considerable  reassembly  is  required.  The 
model  continues  to  generate  maintenance  operations  until  the  assumed  fault 
has  been  rectified  by  a  replacement  or  adjustment,  and  normal  system 
operation  has  been  confirmed. 

Test  Performer 

The  test  performance  function  simply  appends  the  selected  test  to  the 
ongoing  sequence,  along  with  any  disassembly  or  reassembly  operations 
necessary  to  satisfy  conditions  for  performing  the  test,  and  adds  the 
performance  times  to  the  cumulative  total.  Finally,  it  fetches  from  the 
data  base  the  symptoms  which  would  be  obtained  if  that  test  were  actually 
performed. 

Test  Interpreter 

The  test  interpretation  function  compares  the  symptoms  received  from 
the  selected  test  to  the  possible  fault  effects  of  the  replaceable  units. 

It  computes  a  difference  score  for  each  unit,  which  varies  according  to  the 
difference  between  the  unit's  possible  fault  effects  and  those  received  from 
the  test  performed.  These  values  are  then  added  to  the  cumulative  distance 
scores,  and  normalized  likelihoods  are  computed  from  the  scores. 

If  the  system's  replaceable  units  can  fail  in  multiple  modes,  the 
model  may,  at  times,  perform  tests  which  turn  out  to  yield  no  useful 
Information.  Suppose,  for  example,  three  units  (A,  B,  and  C)  are 
suspected,  based  upon  prior  symptoms.  Suppose  further  that  only  unit  A 
could  affect  test  1,  if  it  fails  in  a  particular  mode.  If  test  1  is 
performed,  and  an  abnormal  result  is  obtained,  then  the  fault  is  known  to 
be  in  unit  A.  If  a  normal  result  is  obtained,  however,  nothing  is  learned 
except  that  part  of  unit  A  is  operational.  It  is  seen  that  normal  results 


are  useful  for  eliminating  a  unit  from  suspicion  only  if  the  element 
always  produces  an  abnormal  result  on  the  indicator,  when  it  fails, 
regardless  of  its  failure  mode.  When  replaceable  units  are  functionally 
large,  they  tend  to  exhibit  more  failure  modes,  often  Including  a  mode  in 
which  there  is  no  effect  on  indicators  intended  to  monitor  those  units. 

Consequently,  the  model  finds  normal  symptom  Information  to  be  less 
useful  than  abnormal  symptoms,  in  many  cases.  Thus,  if  a  designer  were  to 
revise  the  modularity  and/or  packaging  of  the  replaceable  units,  the  model 
would  sense  the  fault  isolation  implications. 
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This  paper  1$  concerned  with  some  issues  in  cognitive 
psychology  that  are  relevant  to  the  general  question  of  what 
artificial  intelligence  techniques  can  do  toward  the  solution  of 
problems  concerning  equipment  training  and  maintenance.  Three 
topics  will  be  discussed.  The  first  is  the  nature  of  expertise  in 
electronics*  which  Is  not  very  well  understood.  This  is  a  problem 
because  if  the  goal  is  to  design  an  A1  system  that  behaves  like  an 
electronics  expert*  or  can  help  ordinary  people  become  electronics 
experts*  it  is  difficult  to  see  how  this  could  be  done  without 
understanding  the  nature  of  electronics  expertise.  The  second 
topic  Is  the  relation  between  instructions  and  expertise.  It 
would  seem  that  there  should  be  better  ways  of  organizing 
operating  Instructions*  but  our  intuitions  can  be  seriously  wrong. 
The  third  topic  is  technical  documentation.  Even  in  an  AI 
computer-based  system*  the  user  will  have  to  read  and  understand 
material  in  order  to  learn  and  carry  out  procedures.  Here  there 
Is  a  striking  opportunity  for  the  application  of  AI  techniques. 


There  is  a 

long 

history  of 

success  in 

AI  work 

on  language 

pr  ocess 1 ng* 

and 

cognitive 

psychology 

has  a 

subs tant I  a  1 

accunu 1  at  1  on 

of 

theor  e t i ca  1 

and  empirical 

work  to 

contr ibute. 

Thus*  solving  some  of  the  problems  in  technical  oocumentat Ion  is  a 
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"target  of  opportunity"  for  the  application  of  *1  techniques. 

ID*  BliUI*  *1  El££itfiOi.£S  £*S*Ilii* 

There  has  been  very  little  uork  done  in  experimental 
cognitive  psychology  on  the  nature  of  electronics  expertise* 
although  there  ere  several  important  areas  of  expertise  that  have 
been  investigated.  The  relevant  form  of  electronics  expertise  is 
the  kind  acquired  through  years  of  interacting  with  electronic 
equipment  for  the  purposes  of  maintenance  and  construction.  There 
has  been  some  work  done  in  cognitive  psychology  with  regard  to 
electrical  theory  from  the  viewpoint  of  expertise  in  physics*  or 
expertise  acquired  during  engineering  training.  However*  in 
neither  case  does  this  relate  directly  to  the  expert  with  "hands 
on"  experience. 

Here  a  brief  description  will  be  provided  of  some  work  that 
has  been  done  on  electronics  expertise  in  my  laboratory.  More 
detail  on  these  results  can  be  found  in  Kieras  (1982)  and  a 
forthcoming  technical  report. 

In  the  first  experiment*  experts  and  nonexperts  were  asked  to 
describe  actual  devices  presented  to  them.  The  experts  were 
typically  individuals  with  several  years  of  actual  working 
experience  with  electronic  devices.  The  nonexperts  were  students 
recruited  In  the  usual  manner  done  in  psychology  experiments.  The 
subjects  were  asked  to  simply  describe  everything  they  could  about 
the  devices*  from  the  point  of  view  of  one  having  to  explain  our 
technology  to  a  technically  sophisticated  visitor  from  another 
Planet.  The  subjects'  verbal  and  motor  behavior  were  recorded  on 


videotape*  which  was  then  scored  for  content*  The  devices  in 
these  experiments  ranged  from  everyday  devices  such  as  an  alarm 
clock  and  a  tape  recorder*  to  devices  familiar  mainly  to  experts* 
such  as  a  standard  vol t-ohm-mi 1 1 1 ameter  IVQNI*  to  devices  unusual 
and  peculiar  even  to  experts*  In  a  second  experiment*  to  be 
described  in  more  detail  below*  subjects  operated  pieces  of 
equipment  of  varying  familiarity  from  instructions*  either 
■andatorily  read*  or  optionally  read* 

The  results  of  these  experiments  can  be  briefly  summarized. 
First  of  all*  expertise  Is  very  complex  in  that  It  Is  not  Just  a 
knowledge  of  electronic  circuitry*  but  also  contains  several  other 
kinds  of  knowledge  about  electronic  equipment.  Experts  have  a 
great  deal  of  what  might  be  called  "surface”  information  about 
electronic  devices.  This  is  information  about  what  electronic 
devices  typically  look  like*  how  they  are  constructed*  and  what 
the  controls  feel  like  when  they  are  manipulated.  All  of  the 
subjects*  especially  the  experts*  in  the  first  experiment 
manipulated  the  controls  on  the  devices  at  great  length. 
Furthermore*  many  subjects  recognized  a  device  very  quickly* 
apparently  on  the  basis  of  just  a  few  features.  This  was 
especially  striking  with  some  of  the  unusual  devices*  which 
experts  would  classify  on  the  basis  of  a  few  global  features*  such 
as  a  centrally  located  meter*  or  a  large  calibrated  dial.  It  also 
appears  that  expert  subjects  have  a  certain  physical  smoothness 
and  fluency  at  interacting  with  equipment.  For  example*  In  the 
Instruction-following  experiment*  experts  were  not  only  faster 
overall  than  nonexperts*  but  were  very  fluent  at  performing 


complex  physical  actions  such  as  plugging  In  a  cord.  There  were 
■any  cases  of  nonexpert  subjects  fumbling  while  trying  to  plug  in 
an  ordinary  line  cord.  In  contrast*  experts  perform  very  smoothly 
and  efficiently.  Experts  also  do  quite  a  bit  of  exploration  of 
the  device  and  examination  of  small  components. 

In  general*  experts  show  a  deep  richness  in  their  behavior* 
in  that  they  can  unpack  their  knowledge  at  any  level  of  detail* 
but  are  nonetheless  sensitive  to  the  task  domain.  In  the  device 
description  experiment*  expert  subjects  would  sometimes  comment 
that*  of  course*  they  could  provide  a  full  description  of  how  a 
piece  of  equipment  operated*  but  they  assumed  that  this  was  not 
wanted  and  instead  provided  descriptions  of  how  to  operate  it. 
Other  expert  subjects  went  into  great  detail  on  small  features 
such  as  the  characteristics  of  the  pilot  light  bulb  on  one  of  the 
devices. 

Experts*  however*  could  get  confused*  and  were  prone  to  make 
mistakes*  although  their  overall  performance  was  impressive. 
Where  they  got  into  trouble  concerned  cases  of  trying  to  go  too 
far  on  the  knowledge  that  they  had  available.  For  example*  some 
experts  were  confused  by  a  novel  device  which  did  not  obey  the 
convention  that  terminals  on  the  left-hand  side  are  input 
terminals.  One  such  subject  entirely  misconstrued  this  device  as 
a  result.  In  other  cases*  expert  subjects  are  able  to  pursue 
paths  through  a  device  operation  task  that  nonexpert  subjects 
simply  do  not  have  available*  and  when  this  path  is  in  fact  an 
Incorrect  one*  the  expert  may  end  up  being  worse  off.  For 
example*  one  expert  subject  in  the  optional  instruction  condition 


of  tho  second  experiment  attempted  to  carry  out  the  tasK  of 
measuring  the  resistance  of  a  resistor  with  a  vo I t-ohm-» i i I i ameter 
( VO*) .  The  meter  on  the  VOM  had  been  set  off  of  zero  in  order  to 
have  the  subject  carry  out  a  slightly  more  complicated  task.  One 
subject  did  not  notice  this*  and  when  the  measurement  on  the 
resistor  did  not  agree  with  the  markings  on  the  resistor*  he 
proceeded  to  disassemble  the  VOM  and  test  its  batteries.  After 
this  fruitless  effort*  the  subject  discovered  that  the  meter  was 
off  zero  and  then  was  able  to  complete  the  task.  Thus*  while 
experts  are  generally  impressive  in  their  performance*  their 
knowledge  can  occasionally  mislead  them  when  the  device  does  not 
correspond  well  to  what  they  have  been  led  to  expect;  meters  are 
usually  satisfactorily  zeroed. 

Thus*  experts  apparently  think  of  devices  in  terms  of  the 
conventional  surface  features*  such  as  appearance  and  layout*  and 
have  strong  expectations  about  what  is  normally  present  on  such  a 
device*  and  the  normal  state  of  affairs.  This  kind  of 
expectation-based  knowledge  has  been  described  recently  in 
cognitive  psychology  as  &fib£04  knowledge*  (see  Rumelhart  £  Ortony* 
1977).  A  schema  Is  an  organized  piece  of  memory  information  that 
specifies  or  describes  classes  of  objects  in  terms  of  their 
typical  features.  The  notion  Is  very  similar  to  the  concept  of 
ftaxfi&r  but  It  Is  much  older. 

Furthermore*  subjects  show  a  sensitivity  to  patterns  and 
expectations  not  only  at  the  level  of  the  entire  device*  but  also 
Its  sub-parts  and  even  Its  Individual  controls  and  connections. 
Thus*  knowledge  of  devices  must  be  organized  in  terms  of  a 


tiiilJlfitl  of  schemas*  Thus*  one  can  describe  an  expert's 
knowledge  of  a  class  of  devices*  such  as  radio  receivers*  as  a 
hierarchy  of  subdevices*  each  belonging  to  a  schematic  class* 
Each  one  of  these  subdevices  can  then  be  described  in  terms  of 
other  subdevices*  until  eventually  we  get  down  to  individual 
common  components*  both  internal  ones  such  as  resistors  and 
capacitors*  and  external  ones  such  as  switches  and  indicators. 

In  Tables  1*  2*  and  3  is  shown  the  possible  contents  of  such 
a  schema  for  a  simple  radio.  In  the  radio  schema*  a  radio  is 
portrayed  as  being  made  up  of  three  subdevices*  namely  a  power 
supply  device*  a  tuning  oevice*  and  an  audio  output  device.  Each 
of  these  devices  is  in  turn  described  by  a  schema*  and  with  each 
such  schema  also  appears  schematic  procedures  for  operating  the 
device*  For  example*  the  power  device  is  made  up  of  a  schematic 
power  cord*  power  switch*  and  pilot  light.  The  schematic 
procedure  for  operating  the  power  device  is  to  plug  in  whatever 
power  cord  the  device  uses*  and  operate  whatever  power  switch  the 
particular  device  has*  and  check  whatever  type  of  pilot  light  the 
device  has.  Any  one  particular  device  will  have  a  particular 
Instance  of  the  class  of  power  cords*  power  switches*  and  so 
forth. 

By  using  general  schematic  knowleoge  of  this  sort*  an  expert 
could  figure  out  how  to  operate  a  novel  device.  For  example*  he 
or  she  would  know  that  a  novel  radio  must  have  a  power  switch  on 
It  somewhere*  and  that  the  first  stage  in  the  operation  of  the 
radio  will  be  to  turn  the  power  switch  on.  Moreover*  if  the 
device  Is  a  completely  novel  one*  unique  in  the  expert's 
eaperience*  it  will  still  be  assembled  from  familiar  subdevices. 
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Table  1 


STRUCTURE 

potter-dev ice 


tuner-dev I ce 


•  ud  lo-de v ice 


LAYOUT 


box  shape 
aedlum  size 


tuner-device  on  front 


audio-device  on  front 
tuner-device  right  of  audio-device 


OPERATION 

IF  (Goal  is  to  listen  to  station  X) 
THEN  (Do  potter-device  operation 
Oo  tuner-device  operation 
Oo  audio-device  operation) 


HQW-IT-WORKS 

station  sends  signal  to  tuner-device 
tuner-device  sends  signal  to  audio-device 
audio-device  sends  sound  to  user 

potter-device  supplies  potter  to  tuner-device*  audio-device 


BEHAVIOR 


•  •  • 


Table  2 


Subschema  for  Power-Device 


STRUCTURE 
power-cord 
power-sw I tch 
Pi  I ot-l I ght 

LAYOUT 

power-cord  on  back  of  device 
power-switch  on  lower  front  of  device 
pilot-light  on  front  of  device 

OPERATION 

IF  (goal  is  to  power-up) 

THEN  (plug  in  power-cord 

turn-on  power-switch 
check  pi  lot-1 i ght) 

IF  (goal  is  to  power-down) 

THEN  (turn-off  power-swi ten) 

HOW-IT-WORK  S 

electricity  from  plug  goes  through  cord  to  the 
power-switch  which  controls  whether  electricity 
goes  to  device. 

BEHAVIOR 


•  •  • 


Table  3 


Subschema  for  Tuner-Device 


STRUCTURE 

antenna 

dial 

knob 

selector 

LAYOUT 

dial  on  front  middle  of  device 
large  knob  to  right  or  below  dial 
antenna  on  back  top  of  device 

OPERATION 

IF  (goal  Is  to  select  station  X) 

THEN  (turn  knob  until  dial  reads  X) 

HQV-IT-WORKS 

antenna  sends  signal  to  selector  controlled 
by  knob*  selector  chooses  signal*  sends  to 
rest  of  device 


BEHAVIOR 


Thus*  the  expert  Mill  have  e  large  variety  of  schemas  which  will 
partially  match  with  the  appearance  of  the  device.  The  expert  can 
recognize  familiar  configurations  of  controls  on  the  front  panel* 
and  can  eventually  assemble  a  description  of  the  device  from  the 
subschemas*  and  deduce  how  to  operate  it. 

At  this  point*  this  schema-based  description  of  Knowledge  of 
devices  musi,  be  regarded  as  being  speculative*  rather  than 
strongly  supported  by  data.  However*  if  a  goal  is  to  construct  an 
Al-based  system  that  knows  about  devices  in  general*  such  a 
hierarchical  schema  format  for  this  knowledge  may  in  fact  be  a 
very  good  idea*  because  this  appears  to  be  a  good  description  of 
experts'  knowledge. 

The  point  of  this  work  on  the  nature  of  expertise  is  that 
electronics  expertise  is  not  very  well  understood*  so  we  do  not 
really  know  what  is  important  about  it.  For  example*  experts  have 
detailed  knowledge  of  the  surface  properties  of  electronic 
equipment.  Is  this  important  to  being  an  expert?  Perhaps  there 
are  some  implications  for  the  design  of  electronic  equipment.  In 
Older  equipment  the  relative  positions  of  controls  was  largely 
determined  by  the  requirements  of  the  circuitry  and  the  physical 
nature  of  the  components  that  the  knobs  were  attached  to.  But* 
the  newer  solid-state  equipment  makes  it  possible  to  arrange 
controls  in  essentially  arbitrary  arrangements.  Is  it  possible 
that  with  modern  electronics  technology*  experts  are  losing  some 
important  cues  in  their  abiiity  to  interact  successfully  with 
equipment?  Very  little  is  known  about  such  matters*  and  further 
research  is  very  important. 


loitcuctioD  QcaauiiatlflD  and  ZxssLtlie 


This  section  presents  a  very  practical  example  of  the  danger 
of  trusting  one's  Intuitions  with  regard  to  expertise  and  the 
design  of  job-aiding  systems.  This  question  was  addressed  in  the 
above-mentioned  experiment  on  Instruction-following  in  terms  of 
the  issue  of  whether  there  would  be  any  relationship  between  the 
optimum  instruction  format  and  the  expertise  of  the  user  and  the 
familiarity  of  the  device.  Six  devices  were  used*  of  varying 
f ami  1 1 ar i ty <  a  portable  AM-FM  radio*  a  cassette  tape  recorder*  a 
VOM*  an  oscilloscope  and  signal  generator  combination*  a 
phi-phenomenon  demonstrator*  and  a  physiological  stimulator. 
Again*  the  experts  were  people  with  several  years  working 
experience*  and  the  nonexperts  were  ordinary  stuoent  subjects. 

The  two  instruction  formats  were  intended  to  determine  the 
truth  of  an  obvious  intuition  about  Instructions'  Step-oy-step 
Instructions  should  be  Inferior  to  an  organized  "menu"  format 
which  allows  the  user  to  choose  the  instructions  they  wish  to 
read.  Thus*  instructions  for  operating  a  piece  of  equipment  could 
be  in  the  form  of  a  simplistic  list  of  the  individual  steps*  or  in 
a  more  "intelligent"  fasfion  that  would  make  It  possible  for  a 
person  who  is  familiar  with  the  equipment  to  snip  large  portions 
of  the  instructions.  This  was  accomplished  with  a  hierarchical 
menu  of  instructions*  which  decomposed  the  operating  procedure  for 
the  device  into  two  or  three  levels  of  subprocedures.  The  very 
bottom  steps  in  the  hierarchy  were  the  very  same  operating  steps 
as  used  In  the  step-by-step  Instructions. 

It  is  interesting  at  this  point  to  predict  what  the  effect  of 
these  Instructions  would  be.  Intuitively*  and  based  on  work 


conducted  by  Smith  and  Goodman  (1962)*  one  would  expect  that  the 


•enu  instruction  format  would  be  generally  better*  both  because  of 
the  greater  structure  It  gives  the  instructions*  and  also  because 
it  would  allow  people  to  use  their  knowledge  of  how  to  operate  the 
equipment*  People  who  knew  how  to  do  a  task  would  not  have  to  be 
forced  to  read  every  individual  step  in  the  instructions* 

In  these  results  there  was  no  overall  advantage  of  menu 
instructions  at  all;  in  fact*  the  group  who  used  the  menu 
Instructions  were  somewhat  slower  overall  in  completing  the  tasks* 
Table  A  shows  the  average  total  times  to  complete  the  six 
different  tasks  for  the  expert  and  nonexpert  subjects  using  each 
Instruction  format  type.  The  percentages  show  the  percentage  gain 
obtained  by  using  the  menu  Instructions*  compared  to  the 
step-by-step  instructions.  If  the  device  is  ramiliar*  which  is 
aiore  likely  if  the  subject  is  an  expert*  the  menu  instructions  are 
superior*  However*  if  the  device  is  unfamiliar*  such  as  the  VOM 
to  the  nonexperts*  or  the  stimulator  to  the  experts*  instead  of  a 
net  gain*  we  see  either  little  gain*  or  a  very  substantial 
Impairment  in  speed  of  completing  the  task. 

Apparently*  in  this  experiment*  subjects  who  thought  they 
knew  something  about  the  equipment  would  try  to  operate  It  on 
their  own*  reading  little  or  none  of  the  Instructions*  but  would 
eventually  discover  that  they  had  done  something  wrong.  For 
example*  one  expert  plugged  the  indicator  light  into  the  wrong 
Jock  on  the  stimulator*  and  spent  a  considerable  amount  of  time 
trying  to  get  It  to  light  before  deciding  that  "when  all  else 
foils*  read  the  instructions." 
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Thus*  the  intuitive  superiority  of  menu  instructions  appears 
to  be  obtained  only  when  the  subject  has  considerable  familiarity 
with  the  specific  piece  of  equipment*  Merely  being  an  expert  is 
not  necessarily  enough*  It  should  be  cautioned  that  this  is  not  a 
definitive  study  on  instruction  format  and  presentation*  But  it 
does  show  that  one's  intuitions  can  not  be  trusted. 

Ib£  ELflbleB  at  Icctmical  fiaaumtataiiflQ 

Essentially  every  piece  of  equipment  used  in  the  military  and 
industry  Is  accompanied  by  a  technical  manual  which  usually  is  the 
only  single  comprehensive  documentation  on  how  the  equipment  works 
and  how  It  is  to  be  maintained  and  used.  The  volume  of  this 
technical  documentation  is  astounding*  and  has  increased  very 
rapidly  since  the  "high-tech"  era  In  military  equipment  began. 
The  procurement  process  for  equipment  is  such  that  developing 
high-quality  technical  manuals  generally  receives  low  priority* 
and  thus  it  Is  generally  agreed  that  there  are  serious  problems  in 
quality  of  the  manuals  (Bond  £  Towne*  1979).  Furthermore*  the 
volume  of  the  technical  manuals  and  the  problem  of  keeping  them 
up-to-date  are  substantial  problems  just  In  themselves. 

Clearly  there  will  be  some  gains  from  replacing  paper  manuals 
with  some  form  of  computer  medium.  This  might  help  solve  some  of 
the  logistical  problems.  But  the  problems  with  the  current 
manuals  are  mainly  a  problem  of  what  the  manuals  six*  not  the 
medium  in  which  they  are  prepared.  Thus*  in  order  to  really  have 
an  impact  on  the  quality  of  technical  manuals*  attention  will  have 
to  be  focused  not  on  just  their  packaging*  but  also  on  their 
content. 


.  • 
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Tmo  major  problem  areas  in  technical  manuals  can  be 


Identified.  The  first  is  clarity}  most  manuals  are  muddled* 
densely  written,  and  suffer  from  poor  layout  and  design.  The 
second  is  selection  of  content!  host  manuals  provide  large 
amounts  of  detail  on  a  variety  of  subjects,  such  as  how  the 
equipment  works,  how  to  install  it.  how  to  use  it.  and  how  to 
troubleshoot  It.  How  much  of  the  detail  is  necessary,  and  how 
much  simply  gets  in  the  way?  What  is  needed  are  tools  for  helping 
the  writer  ensure  both  greater  clarity  and  a  more  usable  selection 
of  the  content.  Such  an  approach  would  provide  a  system  like  the 
Writer's  workbench  developed  at  Bell  Labs,  but  one  that  is 
considerably  smarter.  A1  techniques  can  provide  the  necessary 
language  processing  technology*  but.  what  the  system  should  gg 
needs  to  be  determined  by  the  basic  research  on  comprehension 


It  should  be  noted  that  developing  a  writer's  aide  system  is 
practical  because  the  material  that  has  to  be  processed  can  be 
limited  in  complexity  both  syntactically  and  semantically,  and 
some  of  the  major  writing  problems  can  be  identified  with  only  a 
limited  depth  of  understanding  on  the  part  of  the  program.  In 
particular,  such  a  system  does  not  have  to  be  able  to  parse  any 
sentence,  but  rather  only  the  sentences  that  a  typical  recruit 
must  be  able  to  parse;  this  Is  a  much  simpler  probleml 

Based  on  my  own  work,  three  problem  areas  where  a  writer's 
aide  system  would  be  of  value  can  be  described* 

SBlfifiiiofl  fll  bgarilragtil  ggoifDl*  We  have  conducted  a 
series  of  experiments  on  the  role  of  how-it-works  knowledge  in 
learning  how  to  oparate  a  piece  of  equipment.  This  Is  described 


■  • 


_  t 
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In  more  detail  in  Kleras  S  Bovalr  (1963 ) >  and  in  additional 


reports  noM  being  prepared.  The  typical  technical  manual  for  a 
piece  of  equipment  has  extremely  complex  and  extensive 
how-it-works  information  in  it*  For  a  device  such  as  a  shipboard 
radar  set*  the  level  of  detail  goes  down  to  the  individual 
resistors  and  capacitors  In  the  circuitry.  While  it  is  clear  that 
a  ship-yard  troubleshooter  will  need  more  information  than  a 
typical  operator*  It  is  not  clear  which  information  is  actually 
needed  for  what  kind  of  user.  Perhaps  if  this  could  be 
determined*  technical  manuals  could  be  much  shorter  and  more  to 
the  point. 

We  have  done  a  series  of  experiments  in  which  people  l earn 
how  to  operate  a  simple  control  panel  device*  a  sketch  of  whose 
front  panel  is  shown  in  Figure  1.  Subjects  were  asked  to  do  two 
kinds  of  tasksi  In  one*  they  were  to  learn  a  series  of  operating 
procedures*  in  which  the  goal  was  to  get  the  PF  Indicator  light  to 
flash.  In  the  other*  they  had  to  infer  these  procedures  without 
any  explicit  training.  Two  groups  of  subjects  performed  these 
tasks>  the  caifi  group  did  this  learning  or  inferring  with  no 
information  about  how  the  device  works.  Another  group*  the  aadfii 
group*  studied  what  we  call  a  "device  model."  This  consists  of  a 
block  diagram*  shown  in  Figure  2*  along  with  roughly  two  pages  of 
descriptive  material  that  explain  the  block  diagram.  To  make  this 
technical  information  interesting  and  enjoyable  for  college 
student  subjects*  we  placed  this  device  in  the  context  of  "Star 
Trek."  Subjects  were  asked  to  pretend  that  the  control  panel  is 
for  a  "Phaser  bank"  aboard  the  starship  fcolfitfitiss* 
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Figure  1.  Sketch  of  the  front  panel  of  the  artificial  device. 


Table  5  summarizes  the  effects  in  the  learning  experiment. 
We  observed  large  Improvements  In  learning  ho*  to  operate  the 
device}  a  typical  effect  size  is  20?.  Also*  subjects  with  the 
device  model  are  able  to  devise  more  efficient  procedures  than 
those  Instructed. 


In  the  Inference  experiments*  people  with  tne  device  model 
are  able  to  Infer  ho*  to  operate  tne  device  without  any  explicit 
Instructions  much  more  readily.  The  rote  group  discovers  the 
procedures  by  lengthy  tri al-and-error *  while  model  group  subjects 
can  Infer  the  procedures  almost  Immediately.  These  effects  are 
especially  strong  when  subjects  must  operate  the  device  when  it 
has  simulated  malfunctions  of  some  of  the  Internal  components. 


ORGY  BOOSTER  MAIN  ACCUMULATOR 

INDICATOR  INDICATOR 


Figure  2.  The  block  diagram  studied  by  subjects  in  the  device  model  condition. 


Summary  of  Results  on  Learning  Procedures 
Ml tn  and  without  a  Oevice  Model 

Group 


Measure  Rote  Model  Improvement 

Mean  Procedure  Training  Time  (secs)  270  194  28* 

Mean  Correct  Procedure  Retention  67*  80*  19* 

Proportion  of  "short-cuts"  (more  6*  40*  400* 

efficient  procedures)  done  when 

possible 

Mean  execution  time  of  retained  20*1  16.8  17* 

instructed  procedures  (secs) 


finally*  it  is  not  the  highly  motivating  fantasy  context  of  the 
device  model  that  was  effective*  but  rather  the  fiJ.LCU.li  ifififlififiX* 
This  is  the  conf I gur at  I  on  of  components*  controls*  indicators*  and 
the  connections  between  them.  In  short*  it  is  the  information 
contained  in  the  block  diagram  for  the  device. 

These  results  led  us  to  a  criterion  that  the  important 
Information  to  Include  in  the  how-lt-works  section  of  a  technical 
manual  is  information  about  the  circuit  topology*  especially  with 
regard  to  the  controls*  that  is  specific  enough  to  enable  the  user 
to  infer  the  exact  operating  procedures  or  troubleshooting 
procedures  for  the  device.  Information  that  Is  not  specific  and 
relevant  enough  to  support  these  inferences*  such  as  metaphors  or 
analogies*  is  simply  not  useful  and  could  be  excluded.  In  related 
work  done  with  a  simulation  model*  I  have  demonstrated  that  this 
circuit  topology  information  is  in  fact  adequate  to  account  for 
the  types  of  Inferences  that  need  to  be  made*  and  apparently  for 
some  of  the  detells  of  human  performance  in  this  situation  as 
well. 

Thus*  only  certain  how-lt-works  Information  Is  needed  for 
users  or  troubleshooters  of  equipment.  Since  technical  manuals 
usually  go  into  extreme  detail*  more  Information  is  probably  being 
Included  than  is  necessary.  A  possible  application  of  AI  would  be 
a  system  that  could  help  determine  what  portions  of  the 
how-it-works  information  is  actually  needed  by  analyzing  which 
information  Is  actually  required  to  support  Inferences  aoout 
operating  procedures  and  the  location  of  malfunctions.  Sucn  a 
system  would  be  useful  both  In  documentation  preparation*  and  also 
os  an  on-line  assistant  that  would  access  the  full  data  base  on 


the  equipment  and  display  only  the  relevant  portions  of  it  to  the 
troubleshooter . 

Slncethe  problem  is  one  of  defining  the  Information  tnat  Is 
££l£X£Qi  to  a  malfunction#  rather  than  identifying  the  actual 
malfunction#  this  should  be  technically  feasable  with  current  Al 
techniques. 

ECfl££dut£l  iDiIt.UCti.fiOS*  Another  important  type  of  material 
In  technical  documentation  is  information  on  QfiM  £g  the  piece 
of  equipment.  This  raises  the  question  of  how  the  user  acquires  a 
procedure  from  Instructional  prose.  In  the  current  theory  of 
cognitive  skills  (Anderson#  19621#  procedural  knowledge  can  be 
represented  as  production  rules#  which  are  IF-THEN  structures 
similar  to  those  used  In  expert  systems#  but  usually  with  a  more 
elaborate  and  explicit  control  structure.  In  these  terms# 
understanding  written  procedural  instructions  corresponds  to 
transleting  the  written  prose  into  a  production  rule 
representation.  If  so#  then  the  quality  of  procedural 
Instructions  corresponds  to  the  ease  of  performing  this 
tr  ens I  at i on. 

In  work  done  by  Peter  Poison  and  myself#  we  tried  out  this 
Idea  on  a  portion  of  IBM’s  training  documentation  for  their 
Olsplaywriter  word  processor.  An  example  Is  Figure  3#  which  shows 
a  page  of  training  instructions  on  how  to  delete  items  from  the 
text.  We  simply  carried  out  a  very  loose  translation  of  the 
Instructions  Into  production  rules.  Even  though  these  materials 
initially  struck  us  as  being  of  very  high  quality#  we  were  amazed 
at  some  of  the  problems  that  this  simple  analysis  revealed.  For 
example#  notice  the  statement  roughly  half-way  down  the  page#  in 


MAKING  DELETIONS 


IF  goal: delete  text  X  The  first  revision  requires  that  you  delete  the  word 

THEN  do  step  1  "regular''  and  then  add  the  word  "large." 

IF  goal:do  step  1  The  first  step  to  delete  text  is  to  move  the  cursor 

THEN  move  cursor  to  X(flrst)  under  the  first  character  to  be  deleted.  This  tells  the 

Note:deletlon  starts  at  system  where  the  deletion  starts. 

X(first) 
do  step  2 

MOVE  THE  CURSOR  UNDER  THE  FIRST  "r"  IN  "regular." 


IF  goal:do  step  2  The  next  step  is  to  press  the  DEL  (Delete)  key. 

THEN  press  DEL 
do  step  3 

PRESS  THE  DEL  KEY  (located  above  the  CHG  FMT  key). 


IF  goal:do  step  3  and 

prompt  -  "delete  word" 

THEN  type  X(end) 

Note: cursor  moves  to 
X(end) 

Note:X(f irst)  to  X(end) 

highlighted 

do  step  4 

Note?hlghlighted  characters 
will  be  deleted 


IF  goal: do  step  4  and 
highlighted  i  X 
THEN  type  CANCL 

add  goal: TRY  AGAIN 


When  the  system  prompts.  Delete  what?,  type  the 
last  character  of  the  text  to  be  deleted. 


WHEN  Delete  what?  PROMPTS,  TYPE:  r 


The  cursor  moves  to  the  last  character. 

All  the  text  from  the  first  character  through  the  last 
character  is  highlighted.  You  can  see  exactly  what  is 
going  to  be  deleted  before  it  is  deleted. 

If  the  wrong  characters  are  highlighted,  press 
CODE  *  CANCL  and  try  again. 

When  the  text  you  want  to  delete  is  highlighted, 
press  the  ENTER  key. 


IF  goal: do  step  4  and 
highlighted  "  X 
THEN  press  ENTER 

Note:hlghlighted  word 
now  deleted 


PRESS  ENTER. 


The  highlighted  word  is  deleted,  and  the  remaining 
text  on  the  line  moves  over  to  take  its  place. 


MAKING  ADDITIONS 


The  cursor  is  already  at  the  point  where  you  want  to 
add  the  word  "large,"  so  you  simply  type  the  word. 


TYPE  THE  WORD:  large 


Revising  a  Letter  8*3 


Figure  3.  A  sample  of  training  materials  for  a  word  processor,  showing 
the  informal  production  system  translation. 


which  If  the  to-be-deleted  Materiel  is  not  highlighted*  the  user 
is  Instructed  to  cancel  and  try  again*  In  production  rule 
notation  this  translates  to  adding  a  goal*  TRY  AGAIN*  to  the  goal 
stack  that  has  the  problem  that  there  are  no  production  rules 
available  that  Mill  satisfy  it* 

Thus*  instead  of  simply  acquiring  these  production  rules*  the 
user  of  this  manual  must  first  infer  what  the  intended  production 
rules  were  supposed  to  be*  and  then  troubleshoot  and  debug  them* 
Let  me  point  out  that  although  this  particular  flaw  appears  to  be 
obvious  now.  It  certainly  was  not  obvious  either  to  the  preparers 
of  this  otherwise  high-quality  material*  or  to  ourselves*  There 
ere  many  other  examples  In  this  one'  sample  of  material. 

Perhaps  an  Al-based  system  can  help  with  this  problem  by 
attempting  to  translate  procedural  instructions  into  production 
rules*  If  this  translation  is  hard  to  accomplish*  then  the 
instructions  are  not  clearly  written*  If  the  resulting  production 
rules  have  obvious  logical  flaws  in  them*  such  as  in  the  above 
example*  then  the  instructions  are  not  adequately  clear.  What 
needs  to  be  done  Is  the  relevant  research  to  determine  whether 
procedural  instructions  that  meet  this  criterion  of  easy  and 
correct  translation  Into  production  rules  are  actually  easier  for 
people  to  follow  and  to  learn  from. 

QflCUDCQi  Ci.AC.ill*  The  clarity  issue  Is  a  complex  one;  it 
has  been  difficult  to  characterize  the  overall  comprehensibility 
of  a  piece  of  prose.  Although  readability  formulas  have  been  in 
existence  for  many  years*  they  have  been  under  heavy  attack 
recently  both  because  of  their  lack  of  any  theoretical  rationale* 
and  also  because  of  failures  to  demonstrate  substantial 


be  Improved*  either  by  Improving  their  readability  formula  scores* 
or  by  large-scale  changes  performed  br  prof  ess  Iona  I  documentation 
firms.  This  effort  has  not  yet  succeeded*  which  demonstrates  that 
again  one  can  not  trust  one’s  intuitions  in  this  regard.  when 
such  counterintuitive  empirical  results  are  obtained*  it  Is  a 
strong  signal  that  we  do  not  understand  the  psychological  issues 
involved.  Much  more  research  work  is  clearly  needed,  we  are 
currently  engaged  In  some  preliminary  work  with  simulated 
technical  manuals  for  the  above  "Phaser  bank"  device.  This  work 
suggests  that  certain  types  of  changes  in  the  manual  can  make 
substantial  differences  in  how  well  subjects  can  use  the  manual  to 
learn  how  to  operate  the  device.  These  changes  concern  the 
details  of  the  Information-processing  demands  on  the  reader* 
rather  than  gross  readability  measures  or  document  design  changes. 

Once  the  empirical  situation  is  understood*  an  Al-based 
system  could  be  developed  that  would  provide  some  of  the  functions 
of  systems  such  as  the  Writer's  workbench*  but  in  a  more  useful 
and  precise  way.  The  information  that  is  needed  to  specify  such  a 
system  is  the  results  from  basic  research  on  the  comprehension  of 
technical  prose*  which  can  reveal  what  actually  impairs 
comprehension.  Then  a  straightforward  rule  system  organized 
around  a  powerful  parser  can  be  used  to  detect  these 


comprehensibility  problems.  Again*  while  this  is  a  target  of 


opportunity  for  the  application  of  AI.  what  is  missing  is  the 
sound  research  base  in  psychology  that  would  allow  this  technique 
to  be  of  definite  value. 

taQfiiufiiQa  Ssuflita 

The  above  discussion  has  been  intended  not  only  to  inform  the 
reader  about  some  of  the  psychological  issues  Involved  in  the 
application  of  Al  to  maintenance  situations,  but  also  to  inform 
non-psycnologists  of  how  important  it  is  to  get  a  grasp  on  tne 
psychological  problems  Involved.  More  specifically.  many 
proposals  for  the  application  of  AI  in  maintenance  problems  have 
as  their  goal  the  improvement  of  the  working  situation  and 
productivity  of  some  human  being#  such  as  the  troubleshooter  or 
maintenance  technician.  However.  many  of  these  efforts, 
especially  those  developed  by  AI  researchers,  do  not  take  Into 
account  any  Information  about  the  actual  psychology  of  the  user. 
For  example.  complex  Information  display  systems  are  being 
developed  that  might  be  completely  useless  because  they  will 
overwhelm  the  human  information-processing  capacity;  complex 
maintenance-aiding  systems  are  being  developed  that  might  turn  out 
to  be  of  little  value  when  actually  used  in  the  field.  An  example 
of  this  problem  1$  the  finding  described  above  that  menu 
Instructions  are  no  better  overall  than  step-by-step  instructions 
and  can  actually  be  worse  In  certain  situations.  Considerable 
time  and  money  car  be  spent  on  organiiing  proceoural  Instructions 
into  conceptual  hierarchies,  but  unless  the  psychology  of  the  user 
Is  considered,  the  result  may  actually  be  worse  than  simply 
copying  existing  instructions  into  a  computer  medium. 


In  short;  application  of  artificial  Intelligence  technology 
to  maintenance  problems  without  considering  the  powers  and 
limitations  of  natural  intelligence  can  easily  be  a  fantastic 
waste  of  time  and  money.  It  should  be  noted  that  In  many  cases  an 
evaluation  can  be  conducted  of  whether  a  proposed  AI  system  will 
be  of  value  &£lflt£  the  system,  or  even  its  prototype,  is 
constructed.  For  example,  the  system  can  be  mocked-up  and  tried 
out.  An  example  of  this  approach  is  In  my  project  concerned  with 
developing  an  Al-based  system  to  help  the  technical  writer.  Since 
I  can  specify  the  problems  that  such  a  system  should  be  able  to 
detect  without  actually  constructing  it.  I  can  then  mock-up  tne 
results  of  using  such  a  system  and  compare  this  mock  Improved 
technical  manual  with  an  original  technical  manual.  If  I  fail  to 
get  any  improvement  In  the  usability  of  the  manual.  I  can  conclude 
that  even  If  the  system  was  develooed.  its  use  would  not  be  of  any 
advantage.  I  can  then  make  an  Informed  choice  about  the 
desirability  of  spending  resources  on  creating  such  a  system. 
Clearly  this  approach  could  be  used  widely  in  the  development  of 
Al-based  maintenance  systems. 
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ABSTRACT 

This  paper  introduces  the  concept  of  artificial 
intelligence-based  (expert)  systems' [6]  for  enhancing  system 
availability  through  system  integrity  monitoring  and  system 
diagnosis.  Such  expert  systems  use  knowledge  and  inference 
mechanisms  to  solve  problems  which  would  ordinarily  require 
the  expertise  of  the  best  human  practitioners  in  the  field. 
We  demonstrate^the  seriousness  of  failure  and  explain^  why 
several  traditional  methods  of  ensuring  system  availability, 
reliability,  and  maintainability  fail  in  certain  important 
cases,  e.g.  intermittent  failures.  An  outline  of  the  human 
diagnostic  problem-solving  process  is  presented  with  a 
computational  analog.  A  symptom-based  expert  diagnostic 
$ystem(*)  is  introduced  with  its  early  and  successful 
results  in  fault  prediction. 

Overview 


Never  mind  if  the  Implications  of  high-technology  complexity  haven't 
influenced  your  recent  consciousness;  they  will.  With  the  steady  advance 
of  technology,  and  the  accompanying  redoubling  of  sophistication  and 
complexity  in  our  electronic  world,  failures  in  complex  systems  are 
manifesting  themselves  in  increasingly  insidious  ways.  A  high-technology 
information  industry  is  evolving  in  which  powerful  processing  techniques  are 
now  required  to  support  hardware  systems.  The  job  market,  too,  is  taking  an 
increasingly  technological  orientation  requiring  workers  to  have  complex 
skills  and  extensive  training. 

One  cogent  result  of  this  is  the  recognition  that  human  diagnosis  of  complex 
systems  and  their  concomitant  failures  is  strongly  influenced  by  equipment 
complexity  [1,  2].  Given  a  complexity  threshold,  human  diagnostic  skills 
will  soon  become  ineffectual  and  the  mean  time  to  a  diagnostic  decision  will 
increase  without  bound.  Because  current  methods  of  design  and  diagnosis  are 
being  challenged  by  the  spectre  of  massively  automated  involution,  building 
complex  systems  whose  reliability  and  availability  approach  100%  will 
require  further  innovations  to  fault-tolerant  computing. 

*  The  implementation  described  here  was  done  at  the  Xerox  Corporation,  Palo 
Alto,  California. 
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The  Problem  of  Failure 


How  serious  is  the  problem  of  failure?  You  probably  don't  know,  because,  as 
in  most  installations,  you  have  ceased  to  view  failure  as  an  unusual  event. 
You  refer  to  failure  more  in  comparative  terms  than  descriptive  ones:  "The 
disk  is  not  as  bad  as  it  was  last  week."  We  chart  our  pain  from  one  day  to 
the  next  and  feel  better  or  worse  by  comparison,  ignoring  the  presence  of 
failure  when  it  falls  below  what  we  believe  is  a  tolerable  level. 

The  seriousness  of  computer  failure  can  be  equally  grave  from  both  fiscal 
and  social  viewpoints,  particularly  with  computers  moving  out  of  clean-rooms 
and  into  uncontrolled  environments.  In  many  applications  —  for  example,  in 
spacecraft,  air  traffic  control,  nuclear  and  process  plant  control  systems, 
and  hospital  patient  monitors  —  failure  can  have  catastrophic  effects. 
Even  barring  catastrophe,  severe  consequences  such  as  protracted  downtime, 
wrong  results,  security  breeches,  or  inadvertant  unauthorized  accesses  to 
data  and  equipment  may  occur  as  a  result  of  failure.  From  the  point  of  view 
of  the  user,  computer  failure  is  most  often  seen  as  downtime.  Downtime  can 
be  broken  down  into  several  constituents,  the  most  salient  one  being  spoiled 
work  time,  either  in  terms  of  work  that  cannot  be  done  on  a  faulty  machine 
or  work  that  must  be  repeated  due  to  system  failure.  To  make  at  least  one 
of  these  examples  concrete,  it  is  reported  that  one  US  airline  suffers 
revenue  losses  in  excess  of  $36,000  for  every  minute  that  their  reservation 
system  is  down  [3]. 

In  addition  to  user-perceived  costs  of  failure,  the  vendor  also  bears  a 
substantial  burden  in  the  field  service  domain.  As  the  computer  industry 
moves  into  an  age  when  customers  demand  availability  and  reliability 
approaching  100%,  manufacturers  will  be  forced  to  carefully  examine  the 
trade-offs  among  the  several  avenues  of  failure,  diagnosis,  and  recovery 
available  to  them.  Service  costs  for  computer  systems  of  all  types  are 
rising  at  a  rate  of  about  25%  per  year  [4],  a  rate  much  greater  than  that  of 
hardware  costs.  As  the  growing  complexity  of  computer  systems  outstrips  the 
troubleshooting  abilities  of  technicians,  the  problems  of  computer  downtime 
and  reliability  will  explode  spectacularly.  Highly  skilled  technicians  will 
be  increasingly  scarce  as  the  battle  for  technical  manpower  heats  up.  Who 
should  bear  responsibility  when  computer  failure  leads  to  revenue  loss, 
property  damage,  or  personal  injury?  There  is  a  host  of  legal  problems  to 
consider  and  it  is  likely  that  litigation  and  regulations  will  be  on  the 
rise  as  computers  and  the  consequences  of  their  failures  proliferate. 
Clearly,  reliability  and  maintainability  will  be  the  principal  issues  for 
computer  systems  of  the  eighties. 

Availability,  Reliability  and  Maintainability 

Availability,  the  probability  that  a  system  will  be  able  to  perform  its 
mission  when  required,  is  a  system  parameter  of  paramount  importance  for 
influencing  operational  readiness.  Availability  is  a  function  of  system 


mean  time  to  failure  (MTTF)  and  mean  time  to  repair  (MTTR).  Reliability  is 
the  probability  that  a  system  will  perform  a  required  function  under 
specified  conditions  for  a  predetermined  period  of  time.  It  is  the 
significant  variable  influencing  MTTF.  Once  a  system  has  failed,  concern 
focusses  on  maintainability  and  MTTR.  Maintainability  is  the  probability 
that  a  failing  system  will  be  restored  to  operational  readiness  within  a 
given  period  of  time. 

The  two  general  typical  approaches  to  solving  reliability  problems  are  often 
termed  fault  avoidance  and  fault  tolerance.  The  goal  of  fault  avoidance, 
reducing  the  possibility  of  failure,  is  most  often  attained  through 
cautious,  conservative  design  and  the  use  of  high-reliability  components. 
Nevertheless,  even  after  the  greatest  of  care,  faults  will  still  occur  and 
the  result  will  be  system  failure  and  a  subsequent  need  for  diagnosis.  In 
fault  tolerant  systems  the  use  of  redundancy  (extra  time  or  extra 
components)  provides  the  information  required  to  obviate  the  effects  of 
failures.  The  field  of  fault-tolerant  computing  has  designed  and 
implemented  a  spectrum  of  clever  and  sophisticated  techniques,  most  of  which 
are  anticipatory  in  that  a  particular  (type  of)  fault  must  be  conceived  of 
in  the  designer's  mind  before  any  implementation  of  preventive, 
fault-tolerant  measures  can  occur.  Siewiorek  and  Swarz  [5]  give  an 
excellent  review  of  such  reliability  and  availability  techniques  as  fault 
detection  (e.g.  duplication  and  fail-  safe  logic),  masking  redundancy  (e.g. 
error-correcting  codes  and  N-modular  redundancy  with  voting),  and  dynamic 
redundancy  (e.g.  backup  sparing,  reconfiguration,  and  graceful 
degradation) . 

A  class  of  failures  particularly  resistant  to  standard  fault-tolerant 
techniques,  known  as  the  so-called  "5%  problems"  because  vendor  diagnostics 
are  so  unusually  ineffective  in  locating  these  recalcitrant  faults,  account 
for  nearly  40%  of  all  service  costs  according  to  an  industry  rule  of  thumb. 
These  problems  consist  primarily  of  three  failure  types:  (1)  intermittent 
failures,  transients  which  exhibit  symptoms  of  failure  for  only  a  short  time 
before  returning  to  normal;  (2)  device  interaction  failures  in  which 
devices  function  well  independently,  but  interactions  among  multiple  devices 
create  problems;  and  (3)  command  sequencing  failures  in  which  only  a 
certain  sequence  of  commands  will  cause  difficulty.  A  significant  factor  in 
isolating  these  types  of  problems  is  the  time  spent  by  technical  personnel 
in  attempting  to  understand  and  replicate  field  failures,  especially  in  the 
face  of  little  evidence  other  than  operator  description  or  complaint. 

Summarizing,  the  current  state  of  fault-tolerant  computing  is  good. 
Reliability  and  availability  have  improved  by  some  hundreds  of  per  cent  over 
the  last  decade.  Nevertheless,  failures  will  still  occur  and  they  will 
still  have  to  be  dealt  with  by  whatever  means  are  available  after 
fault-tolerance  has  done  its  job.  The  implication  is  not  a  pleasant  one. 
Ironically,  in  fact,  some  fault-tolerant  techniques  appear  to  be  working 
against  us.  Since  techniques  in  fault-tolerant  computing  are  now  quite 
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advanced  and  since  the  integration  level  of  most  modern  equipment  is  so 
high,  the  failures  that  do  slip  through  are  more  and  more  likely  to  be  in 
the  previously  mentioned  class  of  5%  problems  —  but  that  percentage  will 
doubtless  rise,  since  only  the  truly  recalcitrant  problems  will  remain. 
Many  fault-tolerant  methods,  though  quite  effective,  have  merely  worked  as 
masks  or  filters,  taking  care  of  the  "trivial"  problems  automatically  and 
leaving  the  really  perverse  ones  to  humans.  Due  to  various  limitations  of 
human  cognition,  non-experts  are  poorly  equipped  to  solve  these  abstruse 
problems.  As  consumer  demand  for  high  reliability  and  high  availability 
systems  mounts,  manufacturers  will  need  to  be  ever  more  watchful  over  the 
scarce  (and  expensive)  resource  of  expert  diagnosticians.  Artificial 
intelligence  has  the  potential  to  address  these  problems  in  significant 
ways. 

Maintainability  is  influenced  primarily  by  design  and  diagnostic  factors.  A 
system  that  is  well  designed  for  testability  will  provide  —  at  least  -- 
increased  observability  and  controllability  of  internal  signals,  as  well  as 
error  reporting  and  logging  facilities.  These  design  factors,  among  others, 
provide  crucial  information  for  the  diagnostic  process,  irrespective  of 
whether  the  diagnosis  is  being  performed  by  human  or  machine.  In  the  final 
analysis,  machines  will  sometimes  fail  no  matter  how  carefully  designed  or 
constructed  they  may  be.  At  that  point  the  quality  of  the  diagnostic 
process  and  its  concomitant  tools  is  the  principal  determinant  for  restoring 
operational  readiness. 

Diagnosis 

Since  diagnosis  portends  to  be  a  central  issue  in  this  exposition  of  how 
special  techniques  can  positively  influence  the  availability  equation,  let 
us  briefly  explore  its  implications.  "Diagnose"  is  a  word  that  comes  from 
the  Greek,  meaning  to  identify  a  condition  by  its  signs,  symptoms,  or 
distinguishing  characteristics.  The  general  problem  of  diagnostic  systems 
is  to  discriminate  among  the  possible  states  of  the  object  under  scrutiny, 
and  to  determine  which  one  actually  exists. 

For  either  human  or  machine,  that  constitutes  a  problem-solving  task  of 
considerable  magnitude.  Humans  have  a  number  of  important  limitations  in 
inferring  the  process  that  generated  a  particular  set  of  results,  i.e., 
diagnosis.  Machines,  in  their  current  approaches,  are  almost  hopelessly 
inadequate.  Typical  computer  diagnostic  programs  suffer  from 
incompleteness,  complexity,  poor  fault  models,  combinatorial  explosion  due 
to  circuit  fanout,  limited  test  sets,  compute  time,  and  the  plethora  of 
usual  errors  introduced  by  human  programmers.  Consequently,  until 
methodologies  improve,  humans  are  needed  as  an  interpretive  and 
problem-solving  link  in  the  diagnostic  process. 

Humans,  however,  are  subject  to  some  serious  limitations  of  their  own.  Many 
of  these  may  be  overcome  by  use  of  machine  aids,  taking  advantage  of  the 
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best  that  machines  and  humans  each  can  offer.  Consider  first  that 
diagnosis,  as  a  problem-solving  task,  has  an  a  priori  requirement  for  a 
nontrivial  collection  of  cognitive  skills.  While  general  cognitive 
abilities  are  not  of  major  impact  in  solving  simple  problems,  they  gain  in 
import  as  problem  complexity  increases.  Perceptual  and  spatial  abilities 
have  been  shown  to  be  strong  determinants  in  problem-solving  behavior  [25]. 
Cognitive  style  is  another  significant  factor  [26].  Reflective, 
field- independent  persons  tend  tobebetter  problem-solvers  than  impulsive, 
field-dependents.  Another  important  factor  is  human  short  term  memory  span, 
which  has  been  linked  to  one's  ability  to  successfully  recall  and  execute 
problem-solving  strategies  requiring  conservation  and  transitivity  [27]. 
Ideational  fluency,  the  ability  to  generate  a  large  number  of  ideas  or 
hypotheses  in  response  to  a  particular  problem  situation,  is  an  important 
part  of  creative  problem-sol ving  [29].  A  diagnostician  must  be  able  to 
generate  and  explore  multiple  explanations  about  the  causes  of  an  event,  and 
be  able  to  predict  the  implications  of  events. 

Good  problem-solvers  are  also  affected  by  various  personal  and  affective 
characteristics.  For  example,  they  constantly  deal  with  situations 
involving  missing  information  where  frequent  strategy  shifts  are  needed  in 
the  face  of  changing  data.  This  requires  a  high  tolerance  for  ambiguity. 
Finally,  good  problem-solvers  have  a  high  self-concept  of  ability  [28],  a 
high  achievement  motivation,  and  less  fear  of  failure  than  their 
counterparts. 

If  all  that  weren't  enough  to  seriously  reduce  available  technical  talent  or 
attempt  to  embody  in  a  machine  model  of  diagnostic  reasoning,  there  are 
additional  factors  which  specifically  affect  diagnostic  problem-solving 
[24].  The  net  effect  of  evidence,  for  example,  can  be  different  depending 
on  how  it  is  perceived;  an  object  or  situation  is  judged  to  be  more  or  less 
salient  as  the  surrounding  circumstances  change.  This  means  that  the 
significance  of  failure  symptoms  may  go  unnoticed  under  certain  conditions, 
but  not  others.  Focus  effects,  such  as  how  a  question  is  posed,  are 
influential,  too.  Consider  the  question  "how  is  a  tree  like  a  man?"  as 
opposed  to  the  question  "how  is  a  man  like  a  tree?"  When  evidence  is 
distributed  into  several  categories  it  can  become  diffuse,  its  effectiveness 
being  distorted,  even  though  probabilistically  its  meaning  remains 
unchanged;  humans  often  misinterpret  diffuse  data.  In  the  face  of  missing 
information,  people  will  seize  on  almost  any  cue  —  often  a  negative  one  — 
in  an  effort  to  explicate  what  is  probabilistically  untenable.  Anchoring 
and  adjustment  strategies  [23]  demonstrate  that  people  anchor  on  what  is 
perceived  to  be  favorable  evidence  for  a  particular  situation,  then  adjust 
their  judgements  according  to  the  total  evidence  available.  Such  a  strategy 
can  depend  on  whether  one  is  evaluating  a  hypothesis  or  its  complement,  on 
the  number  and  specificity  of  alternative  hypotheses,  and  on  perceptions  of 
missing  evidence.  Diagnosis  is  also  sensitive  to  temporal  relations  which 
can  be  very  complex,  but  not  necessarily  indicative  of  causality.  Finally, 
attention  is  a  factor  in  diagnosis,  since  diagnosis  itself  shifts  attention 


to  new  evidence,  thereby  directing  the  search  for  information  and  causality. 


As  can  be  quite  easily  discerned  from  this  short  discussion,  diagnosis  is  a 
complex  phenomenon  which,  at  least  in  the  near  future,  may  well  defy  our 
best  attempts  at  description,  let  alone  machine  modeling  or  simulation.  It 
is  good  to  get  a  perspective  on  the  difficulty  of  the  problem  facing  us 
before  we  launch  headlong  into  a  program  of  possibly  endless  frustration  in 
attempting  to  solve  all  the  problems  of  diagnosis,  whatever  the  methodology. 
Now  we  are  left  in  the  awkward  situation  of  having  a  few  humans  with 
relatively  good  —  but  little  understood  —  diagnostic  skills;  and 
relatively  bad  —  but  well  understood  —  machine  implementations  of 
diagnosis.  Though  a  long  and  deep  research  program  would  doubtless  produce 
many  interesting  results  (and  should  indeed  be  carried  out),  there  are  some 
things  which  can  be  done  now  to  improve  the  plight  of  diagnosis  and  make 
headway  against  the  problems  of  failure.  Prominent  among  these  are  various 
applications  of  artificial  intelligence  methodologies,  notably  expert 
systems  and  human-machine  cooperative  systems,  which  can  help  overcome  many 
of  the  human  limitations  in  diagnosis.  The  remainder  of  this  paper  will 
focus  on  suggested  applications  of  artificial  intelligence  technology  and 
the  results  of  an  experiment  utilizing  one  of  the  new  approaches. 

Expert  Systems 

The  primary  objective  of  fault-tolerant  computing  is  to  minimize  the  average 
cost  of  a  fault  in  terms  of  time  and  equipment  by  achieving  some  explicitly 
stated  goal  or  intent  in  the  face  of  an  unanticipated,  but  well  understood 
failure.  Similarly,  the  field  of  artificial  Intelligence  (AI)  is  directly 
concerned  with  the  problem  of  expressing  and  automatically  converting 
possibly  ill-specified  intent  into  effective  action.  Problem-solving 
methods  exist  for  choosing  and  specifying  an  intended  action  from  within  a 
hierarchy  of  levels,  moving  from  highly  abstract  assertions  to  detailed 
machine  instructions.  When  an  unanticipated  problem  arises  at  one  level  in 
the  hierarchy,  the  possibility  exists  for  "understanding"  what  was  actually 
Intended  at  some  high  level,  and  finding  a  new,  lower-level  means  for 
achieving  correct  action.  Many  artificial  intelligence  domains  assume 
uncertain  and  incomplete  knowledge  of  the  environment,  using  what  IS  known 
to  infer  a  more  completely  specified  situation.  Though  this  would 
constitute  an  extremely  ambitious  endeavor,  suggestions  have  indeed  been 
made  wherein  that  kind  of  AI  system  architecture  could  be  utilized. 
Ideally,  some  sort  of  "fool -tolerance"  [7j  should  extend  into  all  phases  of 
system  operation  as  suggested  by  AI  opportunities  at  the  human  interface  in 
Figure  1  [8], 
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Figure  1.  AI  Opportunities  at  the  Human  Interface 


This  paper  will  concentrate  on  a  few  conceptually  simple  tools  that  would 
significantly  impact  the  maintenance  function.  The  ultimate  goal  of  these 
tools  is  to  provide  a  level  of  performance  for  troubleshooting  (and 
monitoring)  that  is  comparable  to  that  of  an  experienced  engineer.  We  would 
like  to  take  advantage  of  the  heuristics  that  experts  utilize  in  the  tasks 
of  fault  detection  and  diagnosis,  discerning  multiple  fault  conditions, 
distinguishing  among  transient,  intermittent,  and  permanent  faults,  and 
taking  appropriate  action  for  system  recovery,  even  if  in  a  degraded  mode. 
An  expert  diagnostic  system  so  composed  could  function  both  as  a 
technician's  assistant  and  as  an  on-line  monitor.  With  the  use  of  expert 
systems  —  software  systems  that  encapsulate  the  skill  and  reasoning  power 
of  human  experts  --  substantial  reductions  in  downtime,  maintenance  time, 
and  costs  can  be  realized  by  automating  the  diagnostic  process.  In  some 
cases  faults  can  be  predicted! 

An  expert  system  uses  artificial  intelligence  techniques  to  make  inferences 
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based  on  domain-specific  knowledge  supplied  by  experts.  In  typical  expert 
systems  the  expertise  that  the  system  brings  to  bear  on  a  problem  is 
represented  as  a  large  collection  of  rules  (hence  the  often-used  moniker, 
rule-based  system)  usually  based  on  empirical  associations.  One  example  of 
such  a  rule  might  be  "IF  the  display  flickers,  THEN  examine  the  power 
supply."  Domain  experts,  such  as  senior  technicians,  may  be  consulted  about 
problems  known  to  occur  in  a  computer  system;  their  solutions  and  knowledge 
are  codified  into  a  set  of  condition-action  rules  which  subsequently  drives 
a  program  for  inferential  reasoning  about  the  specified  domain. 
Paraphrasing  [9],  the  individual  rules  are  usually  specified  as  IF-THEN 
statements,  each  rule  representing  some  small  portion  of  the  problem-solving 
or  decision  process.  Each  rule  specifies  a  conclusion  that  follows  from  a 
given  set  of  premises.  The  rules  are  usually  in  the  form:  if  <condition> 
then  <action>,  with  the  conditions  composed  of  conjunctions  or  disjunctions 
of  terms.  These  premises  either  refer  to  facts  given  to  the  system  or  to 
the  conclusions  of  previous  rules  using  such  facts.  The  conclusion  of  one 
rule  could  be  used  as  a  premise  for  other  rules.  In  such  a  manner  the 
simple  rules  comprising  the  program  can  be  chained  together  to  describe 
complex  decision  processes.  Thus  a  rule-based  system  can  be 
"data-directed,"  meaning  that  the  flow  of  control  is  determined  by  the  data 
rather  than  by  rigidly  fixed  statements  of  program  code. 

Rule-based  expert  systems  have  several  important  properties  that  make  them 
suitable  for  certain  classes  of  application.  They  can  focus  on  and  handle 
significant  amounts  of  detail,  and  their  continual  re-evaluation  of  the 
control  state  lends  an  environmental  sensitivity  unmatched  in  canonical 
procedural  approaches.  They  are  well-suited  to  real-world, 
multi-dimensional  environments  whose  events  and  actions  are  richly 
interconnected.  The  rule  vs  data  organization  of  the  system  allows  the 
separation  of  data  examination  from  action  or  data  modification.  Rule 
systems  are  highly  modular  and  allow  easy  addition  of  new  information,  hence 
easing  the  chore  of  knowledge  acquisition.  A  complete  treatment  of 
rule-based  systems  is  in  [10,  12]. 

The  extent  of  activity  in  AI  applications  is  considerable  and  increasing 
rapidly  in  the  US  and  in  Europe.  AI  applications  have  penetrated  medical 
practice,  chemical  and  biological  research,  and  a  number  of  scientific 
domains.  These  include  analytical  chemistry  [13],  protein  x-ray 
crystallography  [14],  molecular  genetics  [15],  mathematics  [16],  geological 
exploration  [17],  and  automatic  configuration  of  computer  systems  and  their 
peripheral  components  [19]. 

Expert  systems  lend  themselves  to  several  generic  tasks  that  experts 
commonly  perform.  Each  of  the  tasks  listed  below  [from  11]  are  part  and 
parcel  of  the  job  of  an  intelligent  monitor  for  complex  systems  whose  task 
it  is  to  monitor  real-time  data,  interpret  it,  and  prescribe  correct 
responses  accordingly.  Notice  that  in  real-world  environments,  not  only  are 
these  tasks  ubiquitous,  but  all  of  them  can  be  construed  as  diagnosis. 


Hence  the  importance  of  understanding  this  diagnostic  phenomenon. 


Interpretation:  The  analysis  of  data  to  determine  its 
meaning. 

Diagnosis:  The  process  of  distinguishing  or  identifying  a 
(fault)  condition  based  on  an  examination  of  symptoms. 

Monitoring:  The  continuous  interpretation  of  signal  data  to 
recognize  predetermined  signatures  and  events  or  to 
synthesize  them  based  on  the  data  stream. 

Planning:  creating  programs  of  action  to  be  carried  out 
toward  the  achievement  of  various  goals 

Prediction:  forecasting  future  events  based  on  reasoning 
about  time,  time-ordered  data,  and  models  of  cause-effect 
relations  among  data. 


A  conception  of  an  expert  system  that  acts  as  a  diagnostic  monitor  of  a 
computer  hardware  system  must,  in  some  sense,  perform  in  all  the  roles  just 
mentioned.  The  work  described  here  has  been  more  grounded  in  the 
non-planning  tasks,  since  they  are  more  tractable  for  initial 
implementation.  In  particular,  monitoring  is  regarded  to  be  the  most 
important  part  of  complex  system  diagnosis  because  the  signals  received  by 
the  monitor  demon  provide  the  lion's  share  of  clues  for  subsequent 
problem-solving.  Before  describing  the  architecture  of  the  system,  let  us 
examine  some  typical  domain-specific  behaviors  of  human  diagnostic 
problem-solving.  This  is  entirely  reasonable  to  do,  since  it  is  essentially 
a  computational  model  of  human  expertise  that  we  are  eventually  attempting 
to  construct. 

Expert  Diagnosticians 

An  expert  diagnostician  must  have  an  expert-level  background  in  hardware 
system  diagnosis  and  should  be  equally  versatile  at  conversing  with  human 
agents  as  with  the  target  system.  He  should  be  able  to  interpret  the 
available  data  and  provide  a  summary  of  system  status.  He  should  be  able  to 
recognize  unusual  events  and  make  suggestions  for  corrective  action,  if 
necessary.  He  should  be  able  to  give  advice  on  adjusting  various  system 
parameters  based  on  system  status  and  diagnostic  or  monitoring  goals.  He 
should  be  able  to  detect  possible  measurement  errors  and  maintain  a  set  of 
expectations  and  goals  for  future  evaluation  while  being  able  to  shift  focus 
based  on  newly  received  data. 

Observation  of  diagnostic  problem  solvers  in  action  [20,  21]  reveals  that 


diagnostic  judgement  is  based  on  gross  chunks  of  conceptual  knowledge  as 
opposed  to  detailed  knowledge  of  the  domain  architecture.  This  knowledge 
appears  to  procedurally  organized  as  if-then  rules  which  allow  rapid  focus 
of  attention  on  relatively  few  diagnoses,  and  the  avoidance  of  large 
searches.  It  contains  associated  levels  of  uncertainty  and  is  retrieved 
with  great  facility,  usually  in  response  to  an  external  confusion  or 
misconception.  Most  diagnosticians  first  generate  a  list  of  potential 
(possibly  competing)  hypotheses  and  then  choose  from  this  list  by 
considering  the  most  common  diagnoses  first.  The  second  step  is  to  gather 
problem-relevant  data  and  form  a  (reasoned)  plan  for  hypothesis  testing. 
The  observed  behavior  is  then  explained  within  the  context  of  available  data 
and  finally  an  experiment  is  conducted  to  confirm  or  deny  the  present 
hypothesis  or  to  distinguish  among  competing  hypotheses.  It  should  be  clear 
that  diagnostic  problem-solvers  bring  with  them  a  certain  amount  of  general, 
domain-nonspecific  problem-solving  knowledge;  this  is  known  as  the  kernel. 
Not  surprisingly,  our  diagnostic  system  architecture  follows  this  regimen 
fairly  closely  as  shown  in  Figure  2. 


- 1 - 
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I 

Information  Gathering 

~~  I  : 

Explanation  and  Hypothesis  Generation 

I 

Experimentation  and  Testing 

- , - 

Feedback  to  Kernel  and  Information  Gathering 


Fig  2.  Diagnosis  Cycle 


Diagnostic  Approaches 

In  general  there  are  two  major  approaches  to  system  diagnosis,  both  of  which 
can  effectively  exploit  artificial  intelligence  techniques.  They  are  called 
specification-based  and  symptom-based  diagnosis.  In  a  specification-based 
approach  [22]  system  design  specifications  are  used  to  predict  the  types  of 
faulty  behavior  that  might  occur  in  the  system.  Diagnostic  tools  are  then 
developed,  based  on  this  behavior. 

A  variation  of  the  specification-based  technique  is  sometimes  called 
discrepancy  detection  [23].  This  method  looks  for  mismatches  between  the 
values  expected  for  a  given  operation  and  the  values  actually  detected. 
This  has  the  advantage  that  faulty  behavior  can  be  defined  as  any  behavior 
that  is  incorrect,  as  opposed  to  focusing  only  on  stuck-at  logic  lines. 

The  specification-based  methods  avoid  many  of  the  drawbacks  of  traditional 
diagnosis  such  as  being  bound  Dy  large  fault  trees  and  fault  dictionaries  or 
being  focused  exclusively  on  stuck-at-one  or  stuck-at-zero  types  of  faults. 
However,  both  variations  mentioned  here  are  noticeably  poor  at  resolving 
intermittent  failures. 

The  symptom-based  approach,  also  distinct  from  traditional  simulation  and 
fault  insertion,  employs  tactics  for  capturing  the  times  and  locations  of 
observed  errors.  It  contrasts  normal  system  behavior  (which  can  be 
characterized  automatically)  with  error  behavior,  usually  by  discovering  or 
analyzing  trends  in  data.  This  method  is  based  on  the  observation  that 
modules  typically  exhibit  periods  of  sporadic  unreliability  before  final 
failure.  Observation  and  detection  of  these  trends  makes  it  possible  to 
predict  certain  hard  failures  prior  to  catastrophe.  (For  predicted 
failures,  preventive  maintenance  can  be  performed  or  spare  parts  can  be 
ordered  in  advance.)  It  has  an  important  advantage  that  the  other  approaches 
do  not:  the  ability  to  discover  and  locate  intermittent  failures. 
Intermittents  are  the  poorest  understood,  most  troublesome  types  of 
failures,  because  they  do  not  stand  still  for  the  scrutiny  of  the 
traditional  diagnostician.  Additionally,  intermittents  frequently  result 
from  system  interactions  that  are  too  complicated  to  discover  in 
specification-based  approaches.  The  symptom-based  methods  are  the  ones  with 
which  we  are  presently  experimenting;  the  following  discussion  is  based 
partly  on  our  experiences. 

Symptom-based  diagnosis  is  always  founded  on  some  sort  of  monitoring.  Two 
useful  methods  are  real-time  monitoring  and  retrospective  analysis.  The 
present  approach  uses  both.  The  outputs  of  simple,  feature- foe used  devices, 
unobtrusively  implanted  in  the  system,  are  monitored.  The  temporal 
resolution  and  the  parametric  granularity  are  dynamically  varied  by  an 
intelligent  analysis  system.  In  our  distributed  environment  a  single 
machine,  called  a  diagnostic  server,  is  responsible  for  monitoring  (and 
controlling)  all  systems  on  a  network,  including  itself.  If  this  server 
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goes  down  there  is  a  mechanism  for  automatically  starting  some  other  machine 
on  the  network  to  take  over  its  function.  The  only  distinction  among 
machines  is  in  the  software;  only  one  machine  at  a  time  runs  the  special 
monitor  and  control  software.  Collecting  and  amalgamating  the  outputs  of 
these  monitors  (e.g.  for  disk  controllers  or  network  traffic)  yields  what 
is  viewed  as  a  syndrome  or  signature.  These  signatures  form  the  bases  for 
automatically  characterizing  the  normal  behavior  of  the  entire  system,  as 
well  as  its  individual  corponents,  and  for  detecting  deviations  from 
normalcy. 

Notice  that  these  concepts  embody  the  usual  view  of  a  pattern  classification 
paradigm.  From  this  perspective  the  monitors  are  feature  extractors  and 
their  amalgamated  outputs  constitute  a  feature  vector.  The  range  of 
outcomes  for  each  monitor  defines  a  feature  space.  Classes  of  failure 
phenomena  can  produce  signatures  associated  with  clusters  in  the  feature 
space.  When  monitored  system  characteristics  deviate  from  normalcy,  the 
signature  is  checked  against  a  feature  cluster  and  an  appropriate  recovery 
scheme  is  invoked. 

Recovery  can  be  interpreted  in  many  ways.  If  the  failure  is  intermittent 
and  potentially  serious,  the  failing  part  of  the  system  can  be  dynamically 
taken  off  line  or  an  operator/user  can  be  notified.  A  less  radical  approach 
would  be  to  first  confirm  the  observed  effects  by  automatically  selecting  or 
constructing  a  test  program,  based  on  signatures  and  knowledge-based 
information,  and  administering  the  test  to  confirm  or  deny  specific 
hypotheses  about  the  failure.  When  the  test  results  are  analyzed,  a  more 
intelligent  decision  can  be  made  by  the  system  as  to  the  direction  in  which 
diagnosis  should  proceed,  or  which  type  of  recovery  should  be  invoked. 
(Naturally,  implementors  must  exercise  care  in  selecting  automated  recovery 
procedures.) 

A  symptom-based  diagnostic  approach  is  heavily  dependent  on  a  constant  flow 
of  information.  One  rich  source  of  information  relevant  to  diagnostic 
problem-solving  can  be  provided  through  error  logging  and  status  reporting. 
When  a  diagnostic  program  cannot  recreate  an  error  event  it  is  often  because 
diagnostics  do  not  stress  the  system  in  the  same  way  that  the  operational 
program  does.  Error  logging  can  capture  information  about  the  state  of  the 
system  at  the  moment  of  error,  thus  providing  clues  to  the  source  of  the 
error.  Error  logging  can  also  provide  the  data  which  makes  automatic  trend 
analysis  possible.  A  program  can  periodically  scan  the  error  log  looking 
for  patterns.  This  kind  of  analysis  can  be  further  enhanced  if  the  analysis 
program  can  make  requests  for  certain  tests  to  be  run  either  concurrent  with 
normal  execution  or  stand-alone.  Trend  analysis  can  be  used  in  all  systems, 
even  those  with  little  error  detection  logic.  The  establishment  of  a  trend 
or  a  systematic  occurrence  can  be  of  tremendous  value  in  reducing  the  time 
spent  on  system  diagnosis. 

Any  of  these  approaches  to  system  integrity  and  availability  using 


techniques  of  automated  diagnosis  and  monitoring  requires  a  sophisticated 
arrangement  for  information  gathering  and  feedback.  The  intelligent  monitor 
needs  to  gather  and  assess  specific  information  from  (possibly)  remote  sites 
at  varying  degrees  of  resolution,  both  in  terms  of  the  number  of  measured 
parameters  and  in  terms  of  temporal  granularity  (to  avoid  information 
overload).  Hence  comes  a  requirement  for  automatic  abstraction  techniques 
for  data  reduction.  There  is  also  a  requirement  for  the  ability  to  control 
certain  aspects  of  the  remote  systems,  such  as  the  execution  of  tests  and 
the  return  of  their  results,  including  the  identification  of  these  results 
as  distinct  from  the  data  of  normal  operations. 

Implementation,  Status,  and  Results 

Such  a  system  is  now  partially  implemented  as  part  of  a  phased  design  of  a 
collection  of  individual  tools  that  run  in  a  mutually  cooperative  mode.  The 
system  has  been  run  for  eight  months  on  a  network  of  over  two  hundred 
computers.  The  symptom-based  monitoring  strategy  is  working  well.  Even  in 
its  current,  unrefined  state,  it  has  enabled  the  prediction  of  several 
system  failures.  (Lead  time  of  one  week  to  one  day;  accurate  to  one  day.) 
It  has  been  used  to  collect  data  for  the  assurance  of  a  new  architecture  and 
it  has  unexpectedly  discovered  intersystem  clock  discrepancies.  Experiments 
are  in  progress  for  real-time  monitoring  of  various  parameters  of  network 
traffic  as  viewed  by  individual  machines,  as  opposed  to  network-wide 
measurement. 

The  system  operates  both  in  real-time  and  retrospective  modes,  the  latter 
involving  a  posteriori  analyses  of  detailed  log  data.  For  the  convenience 
of  technicians  and  observers,  a  dynamic  graphic  display  can  show  relations 
among  selected  monitor  results.  Dynamically  variable  information  gathering 
and  feedback  is  functioning  and  measurable  parameters  can  be  dynamically 
selected  at  arbitrary  resolutions.  Test  programs  can  be  sent  to  remote 
systems  via  the  local  area  network  and,  remotely,  can  be  automatically 
loaded  and  run  with  the  results  being  delivered  back  to  the  controller.  It 
is  anticipated  that  in  the  future  the  system's  knowledge  base  will  be 
automatically  updated  with  the  results  and  rules  induced  from  monitored 
behavior. 


Conclusion 

This  paper  has  described  the  general  and  ubiquitous  environment  of 
diagnosis,  and  has  sketched  several  issues  in  diagnostic  reasoning  due  to 
human  cognitive  limitations.  It  was  shown  that  understanding  and  modeling 
the  diagnostic  process  will  be  difficult,  but  not  impossible.  A  description 
of  a  partially  implemented  diagnostic  architecture  was  given.  This 
implementation  has  produced  significant  results  in  diagnosis  and  fault 
prediction,  as  well  as  being  an  excellent  vehicle  for  suggesting  new 
directions  for  investigation.  Work  is  in  progress  in  constructing  a 
real-time,  dynamic,  computer-based  laboratory  for  studying  the  diagnostic 


behavior  of  humans  and  of  model  systems,  including  aspects  of  rule 
acquisition. 

Techniques  from  artificial  intelligence,  applied  to  the  diagnosis  of  general 
complex  systems  (not  just  computers),  can  significantly  ameliorate  the 
problems  associated  with  increasing  complexity  and  decreasing  availability. 
It  is  probable  that  no  single  method  presented  here  will  solve  a  majority  of 
the  problems  of  system  diagnosis;  rather,  a  meld  of  these  techniques  will 
most  likely  be  evolved  as  each  technique  becomes  better  understood  in  its 
own  right. 

The  approaches  outlined  here  will  be  best  utilized  in  conjunction  with  the 
advanced  understanding  of  such  concomitant  issues  as  man-machine 
interactions,  user  models,  limitations  on  human  cognition,  and  exploitation 
of  certain  especially  human  capabilities  like  pattern  recognition  and 
pattern  discovery.  The  methodologies  presented  here  are  not  panaceas;  nor 
are  they  particularly  inexpensive.  However,  they  are  being  developed  and 
used  in  several  laboratories  and  have  already  proven  effective  in  the 
detection,  diagnosis,  and  prediction  of  system  failure. 
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AFHRL  Program  for  Artificial  Intelligence  Applications 
to  Maintenance  and  Training 

Brian  Dallman 

Air  Force  Human  Resources  Laboratory 


The  young  science  of  artificial  intelligence  has  not  yet  produced  a 
technology  that  can  be  used  to  solve  real  world  problems  in  a  consistent  manner; 
however,  within  the  next  10  years  it  is  expected  that  practical  application  of 
some  forms  may  be  commonplace.  The  time  is  ripe  for  military  laboratories  to 
start  stimulating  and  guiding  research  in  the  development  of  systems  which  would 
extend  the  capabilities  of  the  military  forces.  AFHRL  is  initiating  a  program  to 
participate  in  the  development  of  AI  technology  as  it  applies  to  maintenance 
aiding  and  training.  Measurable  outcomes  could  include  lower  mean  time  to 
repair,  a  greater  operational  readiness,  and  a  stabilized  corporate  experience  base 
resistant  to  personnel  attrition.  Other  benefits  could  include  enhanced  personnel 
productivity,  greater  training  efficiency,  and  decreased  task  loading  on  weapon 
systems  personnel. 

This  program  has  three  principal  goals.  First,  the  program  will  apply  AI 
technology  to  real  Air  Force  problems  in  the  maintenance  aiding  and  training 
domains  through  an  integrated  system.  The  rationale  for  this  integrated  system 
has  been  documented  by  Richardson  (1983).  The  principal  initial  demonstrations 
will  be  conducted  as  a  part  of  AFHRL's  Integrated  Maintenance  Information 
System  (IMIS)  program  (Johnson,  1982).  The  second  goal  is  to  establish  a 
capability  for  the  conduct  and  examination  of  artificial  intelligence  research.  AI 
is  a  multidisciplinary  field  with  the  principal  contributions  being  made  by 
cognitive  psychologists  and  computer  scientists.  Because  of  the  scarcity  of 
experts,  it  will  be  necessary  to  educate  Air  Force  personnel  about  AI  and 
maximize  the  sharing  of  resources  and  information.  This  can  be  accomplished 
through  jointly  funded  research  activities  and  participation  with  AI  researchers  as 
in  the  case  of  the  Intelligent  Computer-Assisted  Instruction  Network.  The  third 
goal  will  be  to  assist/consult  with  other  Air  Force  organizations  in  the 
development  and  exploitation  of  the  evolving  AI  technology.  f  As  the  technology 
becomes  more  refined  and  personalized,  it  will  also  become  nlore  distributed. 
There  will  be  a  need  for  contacts  for  information  and  assistance. 

This  program  is  jointly  sponsored  by  the  Logistics  and  Human  Factors 
Division  and  the  Training  Systems  Division  of  AFHRL.  As  currently  envisioned, 
the  core  applications  efforts  will  be  to  build  and  demonstrate  Intelligent 
Maintenance  Aiding  and  Training  software  systems  for  IMIS.  Supporting  these 
core  efforts  will  be  basic  research  and  technology  development  studies. 

The  IMIS  proposal  is  to  provide  all  necessary  automation  to  flight  line 
personnel  in  one  compact,  user-friendly  device.  It  would  have  common  data 
bases,  user  interfaces,  reporting  requirements,  displays,  hardware,  etc.  It  is 
envisioned  to  be  capable  of  aiding,  training,  and  supporting  personnel.  It  would 
display  procedural  data,  aid  in  troubleshooting,  present  training  material  tailored 
to  the  specific  person  and  task  requirements,  as  well  as  aid  in  personnel  decisions. 
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It  will  eventually  be  capable  of  changing  its  internal  knowledge  representation 
based  on  an  analysis  of  its  data  bases.  IMIS  will  achieve  this  end  state  through  an 
evolution  that  is  contingent  on  advances  in  AI  technology.  Research  is  required  in 
areas  such  as  expert  diagnostic  systems,"  knowledge  representation,  information 
extraction,  intelligent  computer-assisted  instruction,  and  machine  learning. 

The  three  elements  of  the  core  program  are  to  (1)  perform  an  extensive 
planning,  coordination,  and  experience  acquisition  activity,  (2)  develop  an 
intelligent  test  bed,  and  (3)  design  and  develop  the  prototype  IMIS  AI  applications. 
Other  demonstrations  outside  of  IMIS  are  being  considered.  These  include  small 
portable  ICAI  systems  and  intelligent  instructional  design,  development,  and 
evaluation  tools. 

The  basic  research  and  technology  development  efforts  will  facilitate 
the  development  of  the  intended  applications  and  assist  personnel  in  maintaining 
currency  with  other  related  research  programs.  In  the  basic  research  areas,  we 
envision  performing  supporting  studies  in  natural  language  interfaces,  cognitive 
modeling  of  learning  and  memory  functions,  and  developing  models  of  human 
diagnostic  processes.  The  technology  development  efforts  will  be  oriented  toward 
the  application  of  the  results  of  basic  research  studies  that  have  promising 
outcomes. 

Figure  I  provides  an  initial  pictorial  description  of  the  program 
architecture.  Following  this  are  brief  descriptions  of  proposed  efforts. 
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MODELING,  RESEARCH  SYNTHESIS 


Artificial  Intelligence  Applications  for  Ada 


PROBLEM: 

Since  Ada  recently  became  the  DoD  standard  computer  language,  ideally 
it  should  be  used  for  all  programming  applications  within  DoD.  However,  there 
are  some  applications  for  which  Ada  is  not  currently  practical.  One  of  these 
areas  is  artificial  intelligence.  In  DoD,  the  majority  of  programming  for  AI 
applications  is  done  in  LISP.  Consequently,  if  LISP  remains  the  primary  AI 
language,  then  Ada's  usage  and  acceptance  in  a  critical  new  area  of  software 
engineering  will  be  severely  limited  and  DoD's  effort  to  establish  a  common  high 
order  language  will  be  hampered. 


OBJECTIVE: 

To  develop  an  extension  of  the  Ada  language  which  will  provide  the 
capabilities  for  AI  programming  applications.  This  extension  can  involve  possibly 
only  an  Ada  package  or  collection  of  packages. 

APPROACH: 

This  project  involves  three  distinct  tasks.  The  first  task  is  to  identify 
the  capabilities  a  language  must  provide  to  meet  AI  programming  needs.  This 
needs  assessment  will  be  accomplished  by  studying  the  capabilities  provided  by 
existing  AI  programming  languages  such  as  LISP  or  PROLOG.  AI  researchers  will 
also  be  queried  for  their  input  on  necessary  capabilities  for  AI  that  have  not  been 
sufficiently  provided  by  the  existing  AI  languages. 

Once  a  list  of  requirements  has  been  developed,  Ada  will  be  evaluated  to 
determine  if  it  is  capable  of  meeting  those  requirements.  If  Ada  simply  cannot 
meet  the  needs  of  AI  programming,  then  the  project  is  over.  But  if  Ada  can  in 
fact  meet  some  of  the  AI  needs,  then  work  will  continue  to  design  and  develop  a 
super-set  of  Ada  which  provides  AI  programming  capabilities. 


PRODUCTS: 

*  Survey  of  Requirements  of  Programming  Language 

*  Evaluation  of  Ada  Respecting  AI  Programming  Language 
Requirements 

*  Possible  Super-set  of  Ada  Providing  AI  Programming 
Capabilities 


AFHRL  Plan  for  the  Application  of  Intelligent  Systems  Technology 


PROBLEM: 

The  application  of  artificial  intelligence  (AI)  techniques  to  maintenance 
and  training  is  a  high-risk  activity  in  part  because  of  the  scarcity  of  scientific 
personnel  who  are  experienced  in  the  field.  By  adequately  planning  efforts  and 
coordinating  activities,  these  risks  can  be  reduced. 


OBJECTIVES: 


1.  Acquire  hands-on  experience  with  Al-based  systems  for 
maintenance  diagnostics  and  training. 

2.  Develop  a  detailed,  prioritized  research  and  development 
plan  for  the  near-term  initiatives. 

3.  Develop  a  general  planning  document  for  establishing  an 
artificial  intelligence  technology  base. 


APPROACH: 

Acquiring  hands-on  experience  with  expert  systems  technology  designed 
for  maintenance  diagnostics  will  involve  the  implementation  of  an  experimental 
system  on  the  AFHRL/ID  VAX  11/780.  Issues  associated  with  the  use  of  expert 
systems  technology  for  maintenance  aiding  and  training  roles  within  the  Air  Force 
will  be  identified  and  explored.  Coordination  activities  have  included  a  joint- 
services  workshop  on  AI  applications  to  maintenance  aiding  and  training.  The 
technical  papers  and  the  exchange  of  information  will  be  used  to  develop  the 
detailed  research  plan  and  the  functional  description  for  the  next  program  effort-- 
an  intelligent  test  bed  system. 


PRODUCTS: 

\ 

*  Proceedings  of  Workshop  on  AI  in  Maintenance 

*  Research  Development  and  Application  Plan 

*  Functional  Specification  for  Demonstration  System 


Artificial  Intelligence  Basic  Research  Studies 


PROBLEM: 

Basic  research  issues  that  are  likely  to  emerge  in  the  application  of 
artificial  intelligence  principles  will  need  to  be  studied.  Problem  solving 
strategies  that  can  be  adapted  in  artificial  intelligence  software  must  be 
designed.  Knowledge  representation  techniques  will  have  to  be  developed. 
Designing  expert  systems  software  needs  to  be  done.  A  study  that  clearly 
describes  computational  linguistic  patterns  would  break  down  the  research  task 
considerably. 


OBJECTIVES: 

1.  To  investigate  and  clarify  basic  knowledge 
representation,  heuristic  generating,  and  expert  systems 
software  techniques. 

2.  To  better  define  the  structures,  meanings,  and  situations 
that  form  natural  language  environments  in  training  and 
job  aiding  settings. 


APPROACH: 

Target  four  in-house  or  contract  studies  that  emerge  as  a  result  of  the 
findings  at  the  end  of  the  planning  stage.  Issues  that  may  be  particularly  relevant 
will  be  in  the  areas  of  expert  knowledge  representation,  heuristic  techniques,  and 
natural  language  processing. 


PRODUCTS: 

*  Four  technical  papers  on  such  topics  as  Knowledge 
Representation,  Open-Ended  Heuristic  Software, 
Comparison  of  Expert  Systems,  and  AI  Linguistics 


Intelligent  Test  Bed  for  Maintenance  Aiding,  Training,  and 
Organizational  Support 


PROBLEM: 

Little  research  has  investigated  the  integration  of  different  intelligent 
computer  systems  (i.e.,  expert  diagnostic  systems  and  intelligent  CAI). 
Determining  both  the  practicality  and  the  necessary  resources  for  AI  applications 
is  an  important  need  in  the  development  of  an  integrated  maintenance  aiding, 
training,  and  organizational  support  system. 

OBJECTIVES: 

1.  To  assess  the  feasibility  of  developing  an  integrated 
system  and  determining  research  requirements  for  the 
prototype  IMIS  demonstration. 

2.  To  determine  cost  and  time  requirements  for  the 
development  of  the  prototype  system. 

3.  To  build  a  test  bed  for  resolving  some  issues  before  the 
prototype  design  planning. 

APPROACH:  ^ 

The  integrated  system  will  be  built  using  state-of-the-art  intelligent 
computer-assisted  instruction  and  expert  systems  technology.  The  concept  is  to 
have  the  components  of  the  integrated  system  share  the  knowledge  representation 
of  the  target  weapons  subsystem.  This  sharing  is  a  principal  concern  for  the 
successful  cost  effective  application  of  intelligent  systems  technology.  Other  key 
issues  are  the  user  interface  design  for  the  system,  low  cost  knowledge 
representation  and  acquisition  methods,  effective  development  methods,  effective 
development  tools,  and  the  impact  of  intelligent  systems  on  job  roles  and  training 
requirements. 


PRODUCTS: 

*  Intelligent  Test  Bed  System  for  Research  Activities 

*  Functional  Specification  for  Prototype  IMIS  System  AI 
Demonstration 
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Artificial  Intelligence  Technology  Development  Studies 


PROBLEM: 

Many  of  the  techniques  for  acquiring  and  representing  knowledge  in  AI 
systems  need  refining.  The  cost  to  create  and  maintain  the  knowledge  domain  of  a 
system  could  be  reduced  if  machine  learning  models  could  be  applied. 


OBJECTIVE: 

The  objective  of  this  effort  is  to  refine  knowledge  representation  and 
control  techniques,  knowledge  acquisition  procedures,  and  explore  the  application 
of  machine  learning  systems. 


APPROACH: 

Likely  candidate  approaches  for  further  development  will  be  identified. 
Focus  will  be  on  causal  models,  flexible  problem  solving  strategy,  temporal 
contiguity,  large  knowledge  base  maintenance,  and  computer-aided 
design/computer-aided  manufacturing  CAD/CAM  interfaces.  Small  projects  will 
be  funded,  each  addressing  one  of  these  areas. 


PRODUCTS: 

*  Refined  Software  Techniques/Strategies 
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Prototype  Intelligent  Maintenance  Aiding,  Training,  and  Organizational 
Support  Capabilities  for  IMIS 


OPPORTUNITY: 

Intelligent  systems  technology  enables  machines  to  perform  complex 
tasks  such  as  diagnostic  troubleshooting  that  normally  are  considered  to  require 
intelligence.  Intelligent  computer-assisted  instruction  (ICAO  provides  highly 
tailored  human  tutor-like  instructional  experiences  for  students.  By  integrating 
diagnostic  troubleshooting  and  ICAI  capabilities  into  IMIS,  a  sophisticated  system 
for  Air  Force  maintenance  aiding,  training,  and  organizational  support  can  be 
built  to  increase  measurably  operational  readiness. 


OBJECTIVE: 

To  build  a  prototype  maintenance  aiding,  training,  and  organizational 
support  function  for  IMIS  based  upon  artificial  intelligence  techniques. 
Functionally,  support  functions  will  assist  maintenance  technicians  of  varying 
abilities  in  troubleshooting  complex  subsystems  of  a  weapons  system,  provide  task 
relevant  training,  assist  in  making  personnel  action  recommendations,  and 
performing  trend  analysis  on  weapons  system  performance. 


APPROACH: 

Phase  I  will  consist  of  a  systems  definition  study  based  on  the  results  of 
early  demonstration  efforts  and  current  research/application  of  A I. 

Phase  II  initial  efforts  will  focus  upon  the  creation  of  generic  tools  to 
enable  the  IMIS  AI  applications  to  be  built  for  the  selected  weapons  system. 
Where  possible,  existing  toc  0  developed  as  part  of  related  efforts  will  be  adapted. 
A  likely  target  system  for  the  prototype  IMIS  may  be  an  avionics  system  of  the 
proposed  Advance  Tactical  Fighter.  A  maintenance  information  system  interface 
will  be  used  to  extract  subsystem  data,  synthesize  findings,  and  update  the  IMIS 
knowledge  representation. 

Phase  III  will  perform  the  implementation,  operation,  test  and  evaluation 
for  the  IMIS  at  an  operational  site. 


PRODUCTS: 

*  IMIS  Softare  and  Hardware  Specifications 

*  Generic  Building  Tools 

*  Prototype  Applications 


the  appropriate  inference  mechanism.  Production  systems  are  simply  collections 
of  IF-THEN  rules.  Goal-directed  backward  chaining  is  the  same  process  you  use 
when  you  decide  to  get  40  dollars  out  of  the  bank  because  you  are  going  to  dinner. 
Other  forms  of  knowledge  representation  and  other  inference  mechanisms  are 
available,  but  these  have  so  far  proved  to  be  most  useful. 

Combining  EMYC1N  with  new  knowledge  domains  has  yielded  useful 
expert  systems  for  pulmonary  diseases  (PUFF),  blood  clot  diseases  (CLOT), 
structural  analysis  (SACON),  filling  in  and  debugging  these  expert  systems 
(TEIRESIAS),  and  explaining  and  tutoring  these  systems  (GUIDON). 

GUIDON  (Clancey,  1981)  is  of  special  interest  to  us  as  this  expert  system 
is  for  instruction  and  training.  In  a  project  funded  by  ARI,  Clancey  at  Stanford's 
Heuristic  Programming  Project  has  converted  MYCIN  into  NEOMYCIN. 
NEOMYCIN  reconfigured  the  rules  in  MYCIN  so  that  they  became  more 
psychologically  plausible  as  the  basis  for  reasoning  diagnostically.  This  allows 
GUIDON  to  provide  test  cases  to  students,  allow  them  to  analyze  NEOMYCIN's 
diagnoses,  and  by  interpreting  the  students'  analyses,  build  up  student  models  of 
their  knowledge  base  and  diagnostic  reasoning  abilities.  Obviously,  GUIDON 
represents  a  very  large  step  forward  in  individualizing  instruction  and  getting  the 
computer  to  become  a  tutor. 

A  discussion  of  intelligent  computer-aided  instruction  (ICAI)  and  tutorial 
systems  would  be  utterly  inadequate  without  mention  of  the  dramatic  and 
pioneering  work  of  John  Brown  and  his  colleagues  at  Xerox  PARC.  In  a  now 
lengthy  series  of  impressive  tours  de  forces,  Brown  (1983)  and  company  have 
provided  imaginative  demonstrations  of  how  to  change  our  mind  set  about 
computers  in  instruction.  His  fundamental  thesis  is  that  these  sophisticated 
symbolic  environments  provided  in  personal  LISP  stations  or  Smalltalk 
environments  can  expand  the  use  and  effectiveness  of  learning-by-doing  through 
discovery  and  apprenticeship. 

Learning- by -doing  environments  can  provide  a  tremendous  opportunity 
for  students  to  learn  about  themselves  and  their  own  thinking  processes 
(metacognition)  and  their  learning  strategies.  As  an  example,  Brown  and  Burton 
capitalized  on  the  current  computer  games  mania  by  creating  a  computer  coach 
for  PLATO's  "How  the  West  Was  Won"  called  simply  WEST  (Brown  &  Burton, 
1982).  WEST  can  watch  two  people  playing  each  other  and  decide  on  its  own  when 
to  interrupt  politely.  It  can  then  point  out  to  a  player  that,  if  he  had  only  paid 
more  attention  to  his  opponent's  moves,  he  might  have  discovered  a  strategy  he 
did  not  possess.  The  obvious  strength  of  this  coach  is  that  it  can  make  use  of  the 
skills  of  the  opponents  without  having  to  create  unique  scenarios  for  tutoring.  It 
can  in  fact  facilitate  peer  tutoring.  ARI  is  sponsoring  work  to  continue  some 
aspects  of  this  research  and  development. 

Finally,  I  want  to  describe  briefly  a  project  called  STEAMER  (for  a  more 
detailed  view,  see  Jim  Hollan's  contribution  to  this  workshop).  STEAMER  has 
tried  to  integrate  some  of  this  research  and  development  to  provide  intelligent 
computer-based  instruction  in  propulsion  engineering.  This  work  arose  directly 
from  SOPHIE,  another  Brown,  Burton,  and  de  Kleer  project  (1982)  providing 
explanatory  qualitative  models  for  training  electronic  troubleshooting  for  a 
relatively  simple  amplifier  circuit. 


applications  permits.  This  may  be  a  Pollyannic  vision  of  the  future,  but  it  is 
certainly  one  that  must  be  taken  into  account  in  analyzing  current  directions  and 
policies  for  training  technology. 


NOTE:  The  views  expressed  in  this  paper  are  the  author's  and  do  not  necessarily 
reflect  RI*s  official  policy.  Arpanet  address:  Psotka  (3  NPRDC.  Mail  address: 
Attn:  PERI-IC. 
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Introduction 


The  Air  Force  today  has  a  severe  problem  in  the  automatic  testing  of 
analog  cards.  Most  automated  test  programs  run  a  structured  series  of  tests 
requiring  many  hours.  Even  after  severed  hours  of  testing,  the  program  has 
reduced  the  fault  to  as  many  as  10  potential  components.  In  most  cases,  it  is  not 
possible  to  reorder  the  tests.  As  a  result,  there  is  no  way  to  indicate  to  the 
system  that  the  last  test  is  the  one  which  is  most  likely^tp  identify  the  fault. 

At  the  Air  Force  Institute  of  Technology  (AFIT)t  we  are  working  with 
Warner-Robins  Air  Logistics  Center  (WRALC)  to  develop  an  expert  system  for  the 
diagnosis  of  faults  in  analog- .circuit  cards.  WRALC  has  a  large  depot  of 
Automated  Test  Equipment^ ATE)  which  runs  virtually  24  hours  a  day,  7  days  a 
week.  Their  problems  include  inflexible  programs  which  proceed  in  sequence  even 
if  it  is  believed  the  failure  to  be  located  would  be  found  by  one  of  the  last  tests  to 
be  run.  Some  of  these  programs  take  35 4  hours  to  run. 

One  of  the  "biggest  problems"  cited  by  one  of  the  WRALC  people  is  that 
the  ATE  doesn’t  catch  all  the  failures.  In  many  cases,  some  conditions  of  some 
components  are  never  tested.  This  leads  to  frequent  RETOKs  (or  Re-test  OK). 
Many  cards  circulate  through  the  system,  failing  at  one  level  and  succeeding  at 
another.  Ingenuity  must  be  applied  to  manually  detect  the  failure  in  this  case. 
Ambiguity  is  another  problem,  (e.g.,  the  F-15  AIS  normally  isolates  to  one 
component,  but  can  provide  as  many  as  15  suspected  parts);  memory  devices  are 
especially  prone  to  high  ambiguity  isolation.  In  these  situations,  the  operators 
often  rely  on  a  "trial  and  test"  approach  to  find  the  actual  fault. 

Another  problem  is  that  the  program  may  isolate  to  a  string  of 
components  which  theoretically  would  all  be  replaced.  With  some  hybrids  costing 
$3Q0-$3,000,  this  creates  a  significant  parts  expense.  Even  replacing  a  string  of 
cheap  parts  would  require  significant  maintenance  time.  Finally,  the  ATE  does 
not  isolate  chassis  problems  (e.g.,  wires  in  the  chassis).  Some  cards  have  very 
long  wires,  which  are  optimized  to  be  "points"  in  the  circuit. 

Another  major  problem  is  that  the  test  equipment  is  very  slow,  requiring 
many  hours  to  test  a  single  board.  The  programs  are  not  easily  modified  and  very 
little  documentation  exists.  Because  test  documents  are  binding  though,  there  is 
very  little  one  can  do  to  change  the  tests.  After  all  this  testing,  they  may  have 
missed  the  problem  or  may  have  isolated  it  to  5  or  6  components.  They  must  then 
employ  highly  trained  labor  to  find  the  exact  fault.  It  was  felt  that  a  system 
which  could  isolate  errors  to  one  component  quickly  and  accurately  would  present 
a  considerable  savings  to  WRALC. 
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The  current  system  consists  of  a  test  card  mounted  on  an  ATE.  This 
device  then  runs  a  predetermined  set  of  tests,  in  the  form  of  an  Atlas  program 
(Atlas  is  the  standard  language  for  all  Air  Force  ATE)  over  the  card.  If  a  specific 
test  is  unsuccessful,  the  intervening  components  are  identified  to  be  replaced. 
The  tests  are  not  independent  of  each  other.  As  a  result,  each  card  must  go 
through  the  entire  series  of  tests  (taking  as  long  as  several  hours).  Actually,  some 
tests  are  independent  of  others,  but  no  one  seems  to  know  which  ones. 


The  Proposal 


It  is  proposed  to  replace  the  current  software  with  a  program  employing 
AI  expert  system  and  heuristic  search  techniques.  This  program  will  base  its 
testing  on  a  schematic  diagram  of  the  circuit  board  and  the  list  of  test 
specifications  which  were  originally  used  to  write  the  Atlas  test  programs.  This 
program  will  use  this  data  and  a  simulation  or  model  of  the  functioning  circuit 
card  to  allow  more  detailed  and  guided  testing.  The  ordering  of  the  tests  shall  be 
independent  and  every  effort  made  to  identify  the  unique  component  which  is 
faulted. 


The  Expert  System 


The  system  we  will  develop  will  be  a  "structure  and  function"  expert 
system.  That  is,  its  knowledge  will  be  the  structure  of  the  system  and  the  function 
of  each  subsection.  It  will  base  its  reasoning  first  on  the  structure  of  the  board. 
When  it  can  no  longer  isolate  the  fault  based  in  the  structure,  it  will  reason  about 
the  function  of  the  isolated  region  and  what  may  have  caused  the  particular 
problem.  We  believe  this  to  be  a  standard  architecture  which  future  maintenance 
systems  should  use.  Specifically,  two  sets  of  information  should  be  used.  First  is 
the  structure  of  the  circuit  and  the  possible  testing  points.  The  program  compares 
the  value  at  each  point  with  the  desired  value  and  attempts  to  isolate  the  region 
where  the  fault  is. 

Second  is  the  function  of  each  subsection.  The  group  of  components 
work  to  achieve  a  certain  output.  It  is  desired  to  reason  about  how  this  output  is 
formed  and  how  it  may  be  incorrect  based  upon  its  overall  function.  In  most 
circuits  it  is  possible  to  isolate  to  subcircuits  of  about  10  components. 

Our  system  will  contain  the  following  sections: 

The  test  harness.  This  will  be  the  existing  ATE. 

The  test  board.  This  will  be  the  board  which  is  being  tested.  It  will  be 
connected  only  to  the  ATE.  Initially,  this  will  be  the  CP  power  supply  card  from 
the  F-15. 
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The  model  board.  This  will  be  a  computer  model  of  what  the  board 
would  be  like  if  it  were  properly  functioning.  This  does  not  have  to  be  a  full 
simulation  of  the  board,  but  only  needs  to  contain  the  proper  values  for  all  points 
on  the  board  under  the  anticipated  test  conditions.  It  is  hoped  that  past 
simulations  developed  at  WRALC  will  aid  in  this.  This  model  will  be  consulted  for 
each  test  to  determine  whether  the  board  is  at  fault  at  any  intermediate  node. 

The  reasoning  module.  This  will  be  the  main  program.  It  will  control 
which  tests  are  performed,  in  what  order,  and  which  faults  have  been  identified. 
The  reasoner  will  control  the  ATE  via  Atlas  code  over  the  appropriate  interface 
(RS232C).  It  will  keep  a  history  and  explanation  of  each  test  as  well  as  the  status 
on  each  component  of  the  card.  The  reasoner  will  be  responsible  to  keep  test 
records,  histories,  and  reports  for  later  analysis. 

The  circuit  diagram.  The  schematic  diagram  of  the  circuit  board  will  be 
entered  in  the  form  of  a  network.  The  reasoner  will  use  this  to  guide  its  tests  and 
the  focus  on  potentially  bad  components. 

The  user  interface.  The  user  shall  have  the  capability  of  ordering  the 
tests,  selecting  individual  portions  of  the  board  to  test,  and  demanding 
explanations  of  why  a  certain  component  is  considered  bad. 


The  Basic  Algorithm 


The  user  interface  will  first  initialize  the  system  and  perform  the  safe  to 
turn  on  tests.  The  user  will  then  select  the  particular  tests  or  ordering  of  tests. 
The  users  shall  be  able  to  inspect  the  current  list  of  tests  and  easily  edit  this  list. 
The  user  may  also  set  the  level  of  interaction  required  at  each  test.  An  easy  to 
use  interface  is  preferred.  Each  test  will  know  what  tests  must  be  performed 
before  itself.  This  sequence  will  be  maintained  by  the  system. 

The  reasoner  will  then  conduct  the  first  test  on  the  list.  It  will  direct 
the  ATE  to  perform  the  tests  using  Atlas  code  and  wait  for  the  result.  If  the 
result  is  different  by  more  than  the  tolerance  from  the  desired  result,  further 
diagnosis  will  be  conducted.  If  the  user  has  requested,  a  report  will  be  made  on 
each  test.  If  the  test  is  successful,  the  components  which  are  known  to  be 
functioning  will  be  marked  in  a  component  status  entry  in  the  schematic  model. 
Note  that  a  successful  test  does  not  mean  that  the  component  works  over  all  of 
its  specifications.  The  reasoner  will  continue  through  the  list  of  tests  to  be 
performed  until  the  list  is  exhausted. 

Before  the  tests  the  following  data  needs  to  be  established.  The 
schematic  needs  to  be  represented  in  the  form  of  a  network.  Frames  could  be 
used  to  allow  the  flexibility  of  properties,  inheritance,  and  procedural  semantics 
for  each  component.  The  hierarchical  nesting  of  these  could  be  used  to  establish 
substructures  on  the  card.  Secondly,  the  Test  Requirements  Document  (TRD) 
needs  to  be  used  to  identify  the  tests  which  must  be  performed.  The  most 
automatic  method  of  doing  this  will  need  to  be  exploited.  At  the  very  worst, 


existing  Atlas  programs  can  be  examined  to  identify  the  basic  tests  and  values 
expected.  The  Atlas  code  to  perform  these  tests  will  need  to  be  developed,  both 
for  the  standard  tests  and  the  internal  diagnostic  tests.  The  simulation  will  need 
to  be  developed  based  upon  the  schematic  and  the  TRD  values  initially,  but 
including  a  one  time  simulation  of  the  board.  It  is  intended  that  the  internal 
testing  of  the  board  will  be  conducted  only  for  the  values  used  in  the  original 
tests,  so  we  will  know  in  advance  what  input  values  will  be  needed.  As  a  result, 
other  values  can  be  computed  off-line. 

If  a  test  fails,  at  the  appropriate  time  for  finer  diagnosis,  all  possible 
paths  between  the  inputs  and  the  outputs  can  be  identified.  This  can  be  done  by  a 
simple  network  search  algorithm.  Initially,  this  list  of  paths  will  be  generated  by 
brute  force.  It  is  hoped  that  later  some  good  heuristics  can  be  devised  to  provide 
a  smaller  set. 

Each  of  these  paths  is  then  checked  with  the  status  of  each  component 
on  the  path.  Paths  or  subpaths  of  all  valid  components  are  then  eliminated.  All 
other  components  are  marked  as  suspect.  If  only  one  component  is  labeled  bad, 
then  no  further  testing  is  done  at  that  level.  If  there  is  already  a  bad  component, 
it  will  be  assumed  that  this  is  the  reason  for  the  failure.  This  is  an  initial 
assumption  only  and  will  be  replaced  later. 

At  the  end  of  each  test,  a  set  of  production  rules  will  run.  These  rules 
will  look  at  the  results  of  all  the  tests  to  date  and  embody  the  knowledge  of  the 
expert  diagnosticians.  They  will  see  if  any  standard  problems  have  arisen  and  use 
these  to  conclude  as  to  the  real  fault  or  further  guide  the  search. 

A  new  set  of  tests  is  then  devised  to  test  each  of  the  paths.  Preference 
is  given  to  global  tests  which  can  test  all  or  part  of  the  subpaths.  If  there  are 
none,  then  the  paths  are  ordered  according  to  how  likely  they  are  to  be  wrong. 
The  first  (next)  path  is  explored  from  the  input  end  to  the  output  end.  At  each 
subnode,  the  current  value  is  obtained  from  the  ATE.  If  it  is  different  from  the 
simulation  board  for  the  same  conditions,  then  it  is  marked  bad  and  we  are 
finished  with  this  test.  Otherwise,  the  next  node  is  checked.  A  later  test  may 
mark  a  questionable  node  as  "okay." 

Once  the  initial  framework  has  been  developed  and  proven,  it  is  intended 
that  a  more  elaborate  search  strategy  can  be  explored.  There  is  much  interest  in 
the  AI  world  in  this  area  and  programs  such  as  SOPHIE,  ARBY,  DELTA,  DART, 
STAMP,  and  NDS  may  influence  how  this  is  implemented. 

When  all  tests  have  been  completed,  or  when  the  user  requests,  the 
status  of  all  components  is  reported.  All  bad  components  are  noted  as  well  as  all 
components  still  marked  "questionable"  and  those  marked  "okay."  It  is  assumed 
that  current  methods  are  so  slow  and  inefficient  that  the  extra  search  and  lack  of 
optimizations  in  this  approach  will  be  tolerated. 

When  the  tests  have  been  isolated  to  one  group  of  components,  the  deep 
reasoner  will  be  called  into  action.  It  will  first  look  at  why  the  test  was  wrong. 
In  general,  there  are  only  a  few  classes  of  failure  for  each  test.  Examples  are: 


there  may  have  been  no  output,  output  was  high,  output  was  low,  or  output  was 
only  slightly  out  of  tolerance.  Most  current  systems  do  not  distinguish  between 
these  cases. 

If  the  output  is  only  slightly  out  of  tolerance,  then  the  system  will  check 
for  the  presence  of  trim  resistors.  This  is  a  common  type  of  failure. 

If  the  output  is  off  considerably,  deeper  reasoning  needs  to  be  employed. 
In  most  systems  today,  the  technician  attempts  to  change  the  active  component' 
in  the  call-out  group  and  see  if  the  problem  is  fixed.  If  not,  he  changes  all  the 
components.  The  system  will  be  limited  by  the  type  of  information  which  the  test 
harness  can  collect.  It  will  try  to  use  all  information  it  has  to  decide  on  the  most 
likely  failure. 

Eventually,  we  hope  to  reason  about  the  failures  from  "first  principles." 
For  example,  we  know  that  a  capacitor  appears  as  an  "open"  at  low  frequency  and 
a  "short"  at  high  frequency.  If  a  high  pass  filter  is  not  allowing  the  signal  to  be 
generated  at  high  frequency,  we  can  reason  this  way: 

1.  The  signal  should  be  present  at  high  frequency. 

2.  If  the  capacitor  is  a  short,  the  signal  is  present. 

3.  The  signal  is  NOT  present  at  high  frequency. 

4.  The  signal  IS  present  at  low  frequency. 

5.  Conclude:  the  capacitor  is  not  correct. 

In  this  paper,  we  have  outlined  a  structure  and  function  expert  system 
for  the  diagnosis  of  faults  in  printed  circuit  boards.  The  state  of  the  art  is  such 
that  we  know  how  to  perform  the  isolation  to  a  group  of  components.  The  state 
of  the  art  now  needs  to  develop  the  techniques  to  decide  which  of  a  group  of 
components  is  actually  faulted. 

As  a  final  note,  the  state  of  the  art  in  AI  and  the  state  of  the  art  in 
operational  testing  are  very  different.  Before  AI  can  really  help  the  testing 
community,  it  will  be  necessary  to  advance  the  operational  state  of  the  art. 
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A  couple  of  weeks  ago,  the  Flight  Dynamics  Laboratory  (FDL)  of  Wright- 
Patterson  Air  Force  Base  met  with  our  sister  laboratory,  the  Avionics  Laboratory, 
to  exchange  some  ideas  on  artificial  intelligence.  I  briefed  them  on  this  workshop 
program  and  they  were  surprised  to  learn  that  FDL  was  going  to  demonstrate  a 
maintenance  diagnostics  system  this  spring.  They  had  not  planned  to  do  this  until 
1987.  They  suggested  that  1  contact  Dr.  Richardson  and  this  workshop  and 
communicate  some  of  these  ideas  as  they  think  this  demonstration  is  a  well  kept 
secret  of  the  work  we've  been  doing.  However,  I  might  add  that  we've  been  too 
busy  working  to  advertise.  •  ^  r " ' 

I'd  like  to  coversthree  basic  components  of  this  program.  One  is  an 
overview  and  the  progress  of  the  program  starting  off  with  the  battle  damage 
statistics  that  are  supplied  to  us  by  aircraft  battle  damage  repair  people. '  These 
statistics  are  the  drivers  that  influence  the  self-repairing  program.  They  are 
gathered  primarily  from  Southeast  Asian  data,  updated  from  the  Falklands 
conflict  and  Israeli  data.  Secondly,  1  would  like  to  talk  briefly  about  the  self¬ 
repairing  concept,  and  thirdly,  the  status  of  our  expert  system  for  maintenance 
diagnostics.  •--- — 

Figure  1  assumes  a  four-to-one  damage/loss  ratio  for  a  status  of  the 
fleets  during  surge.  The  dramatic  part  about  the  top  line  is  that  after  the  second 
day,  as  you  can  see,  68  percent  of  all  the  aircraft  are  out  of  commission.  That's 
not  due  to  attrition  alone;  we  have  aircraft  that  are  awaiting  maintenance  and  in 
battle  damage  repair.  Those  are  pretty  alarming  statistics. 

If  we  examine  aircraft  losses  by  functional  area,  we  see  that  flight 
control  is  a  large  contributor  along  with  fuel  and  fire  explosion  and  propulsion 
system.  In  aircraft  damages  by  functional  area  of  the  return,  flight  control  is 
again  a  large  contributor,  around  18  percent.  However,  when  we  look  at  the 
percentages  of  the  aircraft  returning  with  damage  (see  Figure  2),  propulsion,  fuel, 
power,  and,  of  course,  structural  damage  are  the  real  drivers.  I  don't  know  why 
structure  isn't  100  percent,  I  think  everything  has  to  go  through  the  structure.  1 
think  this  graph  was  based  on  small  arms  fire  only.  When  we  look  at  the  repair 
time  it  takes  to  turn  the  plane  around,  we  see  that  flight  control  occupies  the 
majority  of  the  median  time  to  repair.  Figure  3  shows  that  even  with  the  advent 
of  digital  electronics  i*nd  the  complexity  of  the  flight  control  systems,  we're  still 
only  at  1 1  percent  of  the  cost  in  the  digital  electronics.  The  drivers  are  still  in 
the  equipment  areas,  for  example,  in  the  servos. 

As  you'll  see  in  Figure  4,  the  self-repairing  system  is  broken  into  three 
general  areas.  The  first  is  the  survivability  of  the  aircraft  where  we're  concerned 
with  real-time  configuration  in  case  of  system  faults  and  battle  damage  where  we 
reconstruct  the  forces  and  moments  using  the  remaining  surfaces.  For  the  quick 
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turn  around  of  the  aircraft,  we're  looking  at  automatic  maintenance  diagnostics 
and  we're  using  an  application  of  expert  systems.  Because  we  can  detect  and 
classify  these  failures,  we  want  to  let  the  pilot  know  what  capability  remains,  not 
just  what  has  failed. 

To  take  a  general  look  at  our  system  in  a  single  channel,  the  blocks  in 
solid  lines  in  Figure  5  would  be  a  standard  flight  control  system.  The  key  in  this 
system  is  our  system  impairment  detection  classification  function.  This  feeds 
into  a  drop-in  module  where  we  remix  the  flight  control  laws  and  send  them  back 
to  the  flight  control  computer  without  changing  those  flight  control  laws  at  all. 
As  long  as  we're  able  to  do  that,  as  I  mentioned,  we  give  the  pilots  a  real-time 
status  of  what  are  the  operational  capabilities.  For  example,  we  might  tell  them 
that  with  the  remaining  capability  they  can  only  pull  414  G's  as  opposed  to  614. 

In  our  maintenance  diagnostics,  we  think  that  we're  going  to  follow  the 
TAC  two-level  maintenance  concept  so  that  we  can  data-link  figures  back  to  the 
forward  base.  If  the  pilot  has  a  servo  that  has  failed  or  experienced  damage,  the 
mechanic  will  be  waiting  with  a  part  at  hand  as  the  plane  taxis  up.  However,  it's 
really  not  our  idea  that  maintenance  begins  in  the  air.  Other  people  have  been 
doing  it  for  a  long  time.  We  do  think  that  we  have  a  little  different  approach  to 
the  problem,  though.  This  is  where  we  get  into  our  maintenance  diagnostics 
computer.  In  our  approach,  the  troubleshooting  expert  is  paramount.  We're  also 
going  to  use  in-flight  faults,  the  situation  data,  and  we're  going  to  incorporate  the 
technical  orders  and  the  illustrated  parts  breakdown  in  our  maintenance 
diagnostics  computer. 

The  general  components  of  the  expert  system  are  the  same.  As  you'll 
see  in  Figure  6,  in  the  knowledge  base  we  use  the  heuristics  and  the  rules  of  logic 
and  in  the  situation  base  we  use  current  data,  historical  facts,  and  background 
information.  That's  also  where  we  put  all  our  flat  file  data  for  all  the  prioritized 
possible  faults.  It  goes  directly  into  our  maintenance  computer,  and  that 
computer  interrogates  the  maintenance  person.  For  example,  we're  experiencing 
in-flight  faults  and,  let's  say  we  had  a  problem  in  the  pitch  axis,  it  would  drop  us 
right  into  the  pitch  axis  diagnostics.  Part  way  through  the  diagnostics  the 
computer  may  ask  maintenance  if  the  follow-up  potentiometer  in  the  pitch 
actuator  has  been  checked.  If  the  maintenance  person  punches  the  "no"  button, 
the  next  question  would  be,  "Do  you  know  where  it's  at?"  If  the  "no"  button  gets 
punched  again,  we  bring  up  the  illustrated  parts  breakdown  technical  order  file 
and  draw  a  tone  over  the  follow-up  pot  to  indicate  exactly  where  it's  located. 
Then  we  explain  how  to  go  about  checking  that  and  clear  the  system. 

We're  looking  at  two  possible  applications.  For  new  applications,  we'd 
like  the  computer  to  be  autonomous  and  reside  in  aircraft.  Right  now,  we're 
trying  to  impact  existing  aircraft  like  the  F-15  and  the  F-16  (Figure  7). 

Question:  I  have  a  problem:  Why  would  you  do  that  when  it's  sent  in 
subject  to  battle  damage? 

Davison:  It  can  be  stand-alone,  or  because  it  is  stand-alone,  we  can  roll 
another  one  up  in  front  if  it  does  have  battle  damage.  But  we  don't  want  to  get 
into  the  redundancy,  triplex  and  quad  of  everything  in  airplanes.  It  can  be  easily 
substituted. 
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I  heard  a  lot  of  conversation  this  morning  about  the  quality  of 
maintenance  personnel  and  the  problems  involved  with  troubleshooting  the 
system.  Let  me  tell  you  that  flight  control  systems  are  complex.  There's  digital, 
quad,  fly-by-wire  systems,  and  1  don't  care  if  you're  a  control  engineer  or  a 
mechanic,  when  you  open  up  that  panel  and  try  to  troubleshoot  that  system,  it's 
like  a  hog  looking  at  a  wristwatch.  I  mean,  you  don't  know  where  to  begin.  We 
think  this  self-repairing  system  is  the  only  way  we  can  circumvent  that  problem. 

We  think  we’re  really  a  little  bit  ahead  of  the  game  because  we've  relied 
on  General  Electric  and  have  a  contract  with  them  to  develop  this  system.  We're 
riding  on  the  coattails  of  their  DELTA  system,  the  locomotive  system  for 
maintenance  diagnostics.  This  is  supported  with  both  Air  Force  funds  and  IR&D 
funds.  In  order  to  develop  their  DELTA  system,  it  took  them  12  months  to  get  a 
50  rule  feasibility  demo  model.  It  took  another  year  to  bring  it  into  lab  prototype 
and  a  third  year  to  a  field  prototype  model—that's  at  around  500  rules.  To  get 
into  a  1200  rule  system,  it's  4  years  and  about  a  megabyte  of  memory. 

Figure  8  shows  where  we  are  right  now.  We're  going  to  use  the  F-18 
because  it's  the  only  production  digital  fly-by-wire  system  available  now.  We're 
going  to  develop  a  50  rule  system  and  demonstrate  this  in  the  coming  spring. 
We're  moving  this  technology  into  our  AFTIF-16  and  by  March  of  1986,  we  hope  to 
have  a  1200  rule  system  developed  and  in  place. 

To  wind  this  up,  we  want  to  look  at  both  the  on-board  diagnostics  and  be 
able  to  data  link  this  data  back  to  the  forward  base.  This  will  provide  rapid 
assessment  of  fault  and  damage.  We  want  to  incorporate  all  the  technical  orders 
into  the  flight  hardware.  We  want  to  impact  that  median  repair  time  of  43  hours 
(rf.  Figure  2)  and  reduce  it  by  a  factor  of  five.  By  incorporating  those  technical 
orders  in  there,  we  eliminate  a  ground-support  function,  so  we  don't  have  to 
divert  to  the  large  fixed  infrastructure- type  bases.  We  can  divert  anywhere,  the 
maintenance  people  can  rendezvous  with  the  airplane  and  hopefully  perform 
maintenance  that  would  normally  be  performed  at  the  depot  level. 

Question:  I  don't  understand  why  you  call  it  self -repairing? 

Davison:  Well,  we're  reconfiguring  the  flight  control  laws.  Regarding 
self-repairing,  we're  talking  about  the  system  level.  We're  not  using  artificial 
intelligence  to  reconfigure  the  system;  that's  another  presentation. 

Question:  Doesn't  the  maintenance  person  still  make  the  replacement? 

Davison:  Yes,  but  we're  saying  that  we  can  do  away  with  the 

unscheduled  maintenance  and  continue  to  fly  by  being  able  to  detect,  isolate,  and 
recover  from  any  failure  in  the  system. 


Thank  you. 
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Abstract 


Artificial  intelligence  is  rapidly  becoming  a  practical  and  useful 
technology  for  training  and  maintenance.  This  paper  provides  an  introduction  to 
its  uses  in  maintenance  training,  drawing  on  current  research  funded  by  the  Army. 
After  a  description  of  this  work,  a  call  is  made  to  fund  more  exploratory  research, 
expand  the  base  of  competent  professionals  in  the  field,  and  begin  the 
complicated  process  of  evaluating  this  new  technology  in  order  to  diagnose  its 
failings  and  hasten  its  development. 


Introduction 


My  sincere  thanks  and  appreciation  go  to  our  hosts  for  this  workshop  on 
artificial  intelligence  and  maintenance  training.  The  timing  could  not  be  more 
appropriate  as  the  very  many  fine  activities  described  in  this  volume  testify.  The 
development  of  training  systems,  particularly  maintenance  systems,  is  about  to  be 
complicated  in  quite  new  and,  in  many  respects,  unanticipated  ways.  Artificial 
intelligence  (AI),  knowledge- based  systems,  and  expert  systems  for  training  and 
maintenance  are  becoming  an  overnight  success  after  some  20  years  of  hard 
effort.  We  must  prepare  ourselves  to  use  them  wisely.  The  complicated  issues 
that  have  been,  raised  in  connection  with  computer-based  instruction  in  the  past 
(cf.  Orlansky,  1983)  are  all  reissued  in  new  guise:  there  is,  after  all,  a  continuity 
between  this  new  application  of  A I  and  the  older  (but  still  developing)  forms  of 
CBI  and  simulations.  We  must  be  careful.  Yet,  the  promise  is  also  so  clear  that 
we  must  be  prepared  to  act  quickly  and  not  squander  a  very  real  opportunity. 


What  is  Artificial  Intelligence? 

The  phrases  "artificial  intelligence,"  "knowledge -based  systems,"  and 
"expert  systems"  are  used  interconnectedly  throughout  this  paper.  None  of  them 
have  precisely  defined  meanings.  AI  is  the  most  generic  of  the  three,  since  it 
involves  activities  like  pattern  recognition  and  voice  synthesis  and  recognition 
that  are  generally  not  central  to  knowledge-based  systems  and  expert  systems. 
Expert  systems  are  the  mind  of  any  AI  program.  An  expert  system  incorporates 
inside  a  computer  all  the  rules  of  action  or  thought  a  human  expert  has  about  any 
well-defined  domain  of  knowledge  or  skill.  For  instance,  John  McDermott's  Vax 
configuration  program  incorporates  500  rules  extracted  from  a  professional  who 
was  paid  very  highly  for  just  knowing  these  rules.  It  must  have  been  very 
disappointing  to  find  out  that  a  lifetime  of  expertise  could  be  summed  up  in  so 
few  rules. 
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Knowledge-based  systems  are  all  expert  systems,  and  they  are  the  best 
known  and  understood  kind  of  expert  system.  Very  little  is  known  about  how  to 
use  expert  system  technology  for  training  highly  practiced  skills  and  automatic 
skills  like  driving  tanks  and  shooting,  but  arcade  and  video  game  technology  is 
rapidly  pushing  in  this  direction. 

All  of  these  AI  applications  employ  the  symbol  manipulation  powers  of 
the  new  generations  of  computers  to  solve  problems.  Problem  solving  seems  to  be 
at  the  heart  of  all  expert  systems.  Expert  systems  technology  provides  a  way  to 
extract  knowledge  from  an  expert  and  place  it  into  computer  symbolic  forms  (in  a 
process  called  knowledge  engineering)  and  then  use  that  knowledge  base  to  solve 
problems.  Problem  solving  in  this  context  has  a  very  broad  definition,  covering 
things  ranging  over  algebra  problems,  medical  diagnosis,  mechanical  or  electrical 
maintenance  and  troubleshooting,  all  the  way  to  training  field  generalship  or  even 
running  an  automated  tactical  operations  center. 


Opportunities  for  the  Army 

Three  rapidly  evolving  developments  make  the  time  ripe  for  applying 
artificial  intelligence  approaches  to  the  Army's  severe  training  and  instruction 
problems.  The  major  development  is  rapidly  improving  hardware  that  has 
produced  personal  LISP  machines  at  low  cost  (20  -  30K)  and  the  power  of  last 
year's  mainframes.  The  second  development  is  in  the  application  of  "expert 
systems"  technology  to  a  host  of  real  world  problems  (ranging  from  medical 
diagnosis  to  mineral  prospecting)  that  have  demonstrated  the  utility  of  artificial 
intelligence  techniques  in  very  dramatic  style.  Finally,  current  state-of-the-art 
in  computer-  based  training  and  instruction  has  advanced  to  the  stage  where  the 
leap  to  using  "expert  systems"  approaches  is  practical  and  possible:  the  basic 
knowledge  is  there  to  model  soldier,  task,  and  instructor  characteristics  with 
fidelity  in  a  machine. 

These  technological  windows  of  opportunity  are  opening  in  time  to 
address  some  pressing  Army  needs  and  challenges.  The  Army  of  the  1990s  is 
increasingly  a  high-technology  Army  and  this  is  imposing  tougher  new  demands  on 
its  soldiers.  Maintenance  training  needs  to  become  much  more  sophisticated  and 
individualized.  The  distributed  battlefield  of  the  future  will  also  make 
unprecedented  demands  on  the  cognitive  decision  making  skills  of  its  soldiers. 
They  need  to  be  prepared  intellectually  to  make  fast,  appropriate  decisions  and 
use  complicated  strategies  and  technologies  in  order  to  win  the  war.  What  better 
way  exists  than  to  use  high  technology  in  order  to  train  soldiers  effectively  to  use 
high  technology  on  the  battlefield? 


Previous  Work 

During  the  past  several  years,  ARI  has  engaged  in  a  concerted  program 
of  research  and  development  to  prepare  for  this  activity.  Work  on 
computer-based  instructional  systems  has  progressed  on  several  fronts,  ranging 
from  the  hand-held,  talking,  technical  term  tutor  to  a  computerized  videodisc 
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instructional  system  (SDMS).  Training  and  simulation  work  has  progressed  from 
3-D  computerized  systems  like  AMTESS  to  the  current  proposals  for  Al-based 
maintenance  tutors.  The  groundwork  for  specific  artificial  intelligence 
applications  has  been  carefully  laid  with  a  1M  per  year  jointly  funded  ARI/ONR 
program  supporting  basic  research  in  artificial  intelligence  applications  to 
maintenance  and  training.  This  work  has  reached  the  advanced  development  stage 
where  several  projects  can  lead  to  working  demonstrations  in  the  next  few  years 
if  the  critical  funding  is  made  available. 


Current  A I  Applications 


The  Army  is  in  the  middle  of  several  initiatives  that  have  the  potential 
of  providing  significant  funding  to  AI  research  and  development  in  general,  and 
maintenance  training  research  in  particular.  Let  me  try  to  provide  a  brief 
overview  of  these  programs. 

•  ARI  will  provide  funding  to  several  AI  activities,  to  be 
described  in  more  detail  later  in  this  paper. 

•  ARO  is  in  the  process  of  selecting  a  U.S.  institution  of 
higher  learning  with  graduate  level  programs  to  develop  a 
capability  for  research,  education,  and  training  in  AI  to 
help  fill  Army  needs. 

•  TRADOC  has  formed  a  General  Officer  Steering 
Committee  to  oversee  the  development  of  an  overall  Army 
A I  action  plan  by  November  30,  1983. 

•  DCSRDA  in  concert  with  several  other  Army  agencies, 
including  DARCOM,  HEL,  TACOM,  ETL,  and  ARI,  has 
developed  specific  demonstrator  projects,  including: 

1.  Reconnaissance  Vehicle; 

2.  Ammunition  Supply  Robot; 

3.  Intelligent  Display; 

Expert  Medical  System; 

5.  Intelligent  Maintenance  Tutor. 

All  of  these  activities  are  providing  high  level  and  very  visible  support  to  A I 
research  and  development  within  the  Army.  It  is  certain  that  these  plans  will 
amount  to  something  significant,  so  we  can  look  forward  to  a  period  of  productive 
research  and  development. 


Current  Academic  and  Commercial  Efforts 


Although  there  are  plans  for  applying  AI  techniques  to  Army  problems, 
we  must  examine  the  larger  world  of  academic  and  commercial  development  for 
examples  of  how  these  systeins  work  and  what  training  purposes  they  might  serve. 


The  best  known  and  most  mature  developments  of  expert  systems  for 
problem  solving  have  occurred  In  medicine:  CADUCEUS  by  Myers  and  Pople  at 
CMU,  and  MYCIN  by  Shortliffe  at  Stanford.  Both  systems  are  designed  for 
decision  making  and  diagnosing  diseases  to  help  an  expert  physician  interpret  a 
case.  This  is  an  important  point  because  it  has  led  people  to  believe  that  expert 
systems  can  only  help  experts  of  a  similar  kind  (in  this  case  doctors)  do  their  job 
better.  That  is  basically  a  faulty  conclusion:  expert  systems  can  both  act  as 
consultants  to  experts,  and  they  can  replace  experts.  However,  most  of  us  do  not 
yet  have  to  worry:  there  are  some  rather  severe  restrictions  on  the  kinds  of 
expertise  that  can  be  entered  into  expert  systems.  Medicine  provides  virtually  a 
prototype  for  this  kind  of  expertise. 

1.  The  knowledge  domain  must  be  bounded  and  well 
defined.  It  must  be  small  enough  to  be  manageable;  yet 
large  enough  so  that  conventional,  linear  algorithms  and 
programs  will  not  work. 

2.  The  problem  or  task  domain  is  intellectual  rather  than 
dependent  on  sensory  or  motor  skills.  The  problems  are 
defined  by  a  large  number  of  interacting  variables  that 
require  human  knowledge  to  resolve. 

3.  At  least  one  and  preferably  more  human  experts  exist 
who  can  solve  the  problems.  These  experts  must  be 
able  to  verbalize  their  reasons  in  forms  that  can  be 
converted  to  rules;  that  means  they  cannot  rely  on 
common  sense  for  an  answer;  or  if  they  do,  then 
someone  must  be  able  to  analyze  their  cognitive 
processes  into  rules. 

Medical  expertise  clearly  fits  these  constraints.  Political  savvy  probably 
does  not.  And  many  areas  of  expertise  fall  in  between. 

CADUCEUS  has  a  very  broad  expertise.  It  covers  hundreds  of  diseases  in 
internal  medicine.  It  takes  into  account  thousands  of  symptoms  and  lab  tests.  It 
does  professionally  well  against  diagnostic  tests  of  its  abilities.  The  home 
computer  will  truly  be  here  when  this  fine  program  is  available  for  everyday  use. 
However,  this  represents  the  result  of  10  years  full-time  commitment  by  an 
expert  internist  and  the  help  of  many  colleagues  and  students. 

MYCIN  is  much  narrower,  but  deeper.  It  deals  only  with  the  diagnosis 
and  treatment  of  organisms  that  infect  blood  or  cause  meningitis.  In  direct  tests, 
it  has  achieved  performance  comparable  with  experts  in  the  field  (Buchanan, 
1981).  Furthermore,  it  has  spawned  a  whole  family  of  expert  systems. 

By  taking  away  the  specific  medical  knowledge  domain,  a  shell  of 
essential  or  empty  MYCIN  has  been  formed,  called  EMYCIN.  Given  a  new 
problem  domain,  EMYCIN  provides  help  in  constructing  an  expert  system  to  solve 
the  problems.  EMYCIN  assumes  an  appropriate  representation  format  for  the  new 
knowledge  base  (production  system  rules)  and  goal-directed  backward  chaining  as 


the  appropriate  inference  mechanism.  Production  systems  are  simply  collections 
of  IF-THEN  rules.  Goal-directed  backward  chaining  is  the  same  process  you  use 
when  you  decide  to  get  40  dollars  out  of  the  bank  because  you  are  going  to  dinner. 
Other  forms  of  knowledge  representation  and  other  inference  mechanisms  are 
available,  but  these  have  so  far  proved  to  be  most  useful. 

Combining  EMYCIN  with  new  knowledge  domains  has  yielded  useful 
expert  systems  for  pulmonary  diseases  (PUFF),  blood  clot  diseases  (CLOT), 
structural  analysis  (SACON),  filling  in  and  debugging  these  expert  systems 
(TEIRESIAS),  and  explaining  and  tutoring  these  systems  (GUIDON). 

GUIDON  (Clancey,  1981)  is  of  special  interest  to  us  as  this  expert  system 
is  for  instruction  and  training.  In  a  project  funded  by  ARI,  Clancey  at  Stanford's 
Heuristic  Programming  Project  has  converted  MYCIN  into  NEOMYCIN. 
NEOMYCIN  reconfigured  the  rules  in  MYCIN  so  that  they  became  more 
psychologically  plausible  as  the  basis  for  reasoning  diagnostically.  This  allows 
GUIDON  to  provide  test  cases  to  students,  allow  them  to  analyze  NEOMYCIN's 
diagnoses,  and  by  interpreting  the  students'  analyses,  build  up  student  models  of 
their  knowledge  base  and  diagnostic  reasoning  abilities.  Obviously,  GUIDON 
represents  a  very  large  step  forward  in  individualizing  instruction  and  getting  the 
computer  to  become  a  tutor. 

A  discussion  of  intelligent  computer-aided  instruction  (ICAI)  and  tutorial 
systems  would  be  utterly  inadequate  without  mention  of  the  dramatic  and 
pioneering  work  of  John  Brown  and  his  colleagues  at  Xerox  PARC.  In  a  now 
lengthy  series  of  impressive  tours  de  forces,  Brown  (1 983)  and  company  have 
provided  imaginative  demonstrations  of  how  to  change  our  mind  set  about 
computers  in  instruction.  His  fundamental  thesis  is  that  these  sophisticated 
symbolic  environments  provided  in  personal  LISP  stations  or  Smalltalk 
environments  can  expand  the  use  and  effectiveness  of  learning-by-doing  through 
discovery  and  apprenticeship. 

Learning-by-doing  environments  can  provide  a  tremendous  opportunity 
for  students  to  l*arn  about  themselves  and  their  own  thinking  processes 
(metacognition)  and  their  learning  strategies.  As  an  example,  Brown  and  Burton 
capitalized  on  the  current  computer  games  mania  by  creating  a  computer  coach 
for  PLATO's  "How  the  West  Was  Won"  called  simply  WEST  (Brown  &  Burton, 
1982).  WEST  can  watch  two  people  playing  each  other  and  decide  on  its  own  when 
to  interrupt  politely.  It  can  then  point  out  to  a  player  that,  if  he  had  only  paid 
more  attention  to  his  opponent's  moves,  he  might  have  discovered  a  strategy  he 
did  not  possess.  The  obvious  strength  of  this  coach  is  that  it  can  make  use  of  the 
skills  of  the  opponents  without  having  to  create  unique  scenarios  for  tutoring.  It 
can  in  fact  facilitate  peer  tutoring.  ARI  is  sponsoring  work  to  continue  some 
aspects  of  this  research  and  development. 

Finally,  I  want  to  describe  briefly  a  project  called  STEAMER  (for  a  more 
detailed  view,  see  3im  Hollan's  contribution  to  this  workshop).  STEAMER  has 
tried  to  integrate  some  of  this  research  and  development  to  provide  intelligent 
computer-based  instruction  in  propulsion  engineering.  This  work  arose  directly 
from  SOPHIE,  another  Brown,  Burton,  and  de  Kleer  project  (1982)  providing 
explanatory  qualitative  models  for  training  electronic  troubleshooting  for  a 
relatively  simple  amplifier  circuit. 


In  the  first  phase  of  STEAMER  (Orlansky,  1983),  a  learning-by-doing 
environment  was  created  with  a  sophisticated  graphics  interface  that  simulated 
thousands  of  components  in  a  naval  steam  propulsion  plant.  This  graphics  package 
is  a  major  product  for  instruction  by  itself.  It  may  now  be  used  within  this  Lisp 
environment  for  other  kinds  of  instruction,  or  other  LISP  environments,  such  as 
LOOPS,  may  be  converted  to  perform  similar  functions.  This  part  of  STEAMER 
provides  a  unique  audio-visual  instructional  aid,  and  it  is  being  used  just  for  that 
purpose  in  a  Navy  setting. 

The  second  phase  of  STEAMER  is  now  underway  to  build  a  computer 
coaching  facility  into  the  same  environment.  Two  strikingly  different  approaches 
are  being  used.  One  carries  out  a  sequential  dependency  analysis  of  appropriate 
steps  in  any  procedure  of  running  the  plant,  i.e.,  this  meter  must  be  checked 
before  that  valve  is  opened.  This  leads  to  the  sort  of  tutorial  feedback  that  says, 
"Sorry,  you  should  have  checked  A  before  doing  B;  you  just  blew  up  the  ship." 

The  second  form  of  tutorial  tries  to  avoid  the  complexities  of 
understanding  the  functioning  of  each  single  component  and  tries  to  create  a 
deeper  conceptual  understanding  of  the  causal  connections  among  things.  For 
instance,  it  may  provide  a  moving  graphic  of  a  steam  valve  that  can  be  controlled 
with  all  its  functioning  parts  in  display.  A  student  can  manipulate  this  model  in 
gross  ways,  like  increasing  the  pressure  at  a  point  and  see,  visually  and 
dynamically,  what  the  consequences  are.  Hopefully,  this  kind  of  learning,  while  it 
does  not  provide  engineering  competence,  does  provide  the  kinds  of  mental  models 
that  allow  expert  technicians  to  operate  and  troubleshoot  the  system  effectively. 

None  of  these  ICAI  projects  have  been  evaluated  in  any  rigorous  fashion. 
In  a  sense,  they  have  all  been  toy  systems  for  research  and  demonstration.  They 
have  all  raised  a  good  deal  of  excitement  and  enthusiasm  about  their  likelihood  of 
being  effective  instructional  environments.  With  the  dramatic  decreases  in 
computer  hardware  costs  we  have  recently  seen,  delivery  vehicles  for  systems  like 
these  in  the  $10,000  range  are  a  reasonable  estimate.  Clearly,  it  is  the  judgment 
of  many  that  implementations  of  these  systems  in  a  variety  ol  environments  will 
prove  to  be  highly  cost  effective.  The  real  difficulty  in  making  application 
decisions  is  in  foreseeing  the  role  that  they  will  play  as  stepping  stones  to  the 
future:  to  imbedded  training  devices;  on-the-job  computer  aids  for  maintenance; 
personnel  assessment  devices  that  simulate  real  tasks;  and  to  devices  that 
actually  carry  out  real  tasks,  such  as  imbedded  maintenance  or  robotic  control. 
For  even  if  these  systems  are  not  yet  cost  effective,  the  only  cost  effective  way 
of  eventually  deploying  these  systems  may  be  to  start  using  primitive  and  even 
unwieldy  systems  now.  This  is  a  difficult  but  very  real  problem. 


Cognitive  Science  Technology 


The  productive  application  of  artificial  intelligence  to  training  and 
instruction  rests  heavily  on  the  technology  base  of  understanding  provided  by  good 
cognitive  science  research.  This  research  is  advancing  rapidly  to  provide  a  richer 
theory  of  learning  that  can  actually  be  used  in  ICAI  environments.  Two 
provocative  components  of  this  research  provide  some  insight  into  how  ICAI  can 
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be  used  to  provide  superior  instruction  and  training.  The  first  component  to  be 
described  will  be  an  analysis  of  misconceptions,  and  the  second  will  be  the  use  of 
learning  strategies. 


Misconceptions 

Consider  the  path  a  projectile  will  take  after  emerging  from  a  curved 
tube  at  high  speed.  For  both  shapes  in  Figure  1  the  correct  answer  is  a  straight 
line,  tangent  to  the  curve.  Notice  that  more  people  said  the  exit  path  would  be 
curved  for  the  spiral  tube  than  the  semicircular  tube.  It  is  as  if  the  extra  turns 
were  more  likely  to  impart  their  curved  "momentum"  or  "force"  to  the  moving 
object.  In  fact,  this  bears  some  similarity  to  medieval  impetus  theory  and 
Aristotelian  ideas  about  motion.  Other  evidence  strengthens  this  suggestion.  For 
instance,  similar  misconceptions  can  be  found  for  dropping  things  from  airplanes, 
tossing  coins,  and  other  problems  with  moving  objects.  The  striking  fact  about 
this  finding  is  that  all  these  people  are  high  school  graduates  who  have  taken 
physics. 


The  second  area  of  misconceptions  deals  with  equations  (Figure  1).  Any 
relationship  that  can  be  represented  algebraically  can  be  expressed  in  words. 
Clement,  Lochhead  and  Soloway  (1980)  report  that  3 7  percent  of  a  group  of 
engineering  students  wrote  6S=P  for  'There  are  six  times  as  many  students  as 
professors."  Apparently,  one  source  of  this  problem  is  that  students  deal  with  the 
equal  sign  as  a  static  rather  than  a  functional  symbol.  It  is  easy  to  imagine  a 
room  with  6  Ss  and  IP  and  use  the  faulty  equation  to  describe  it.  It  is  much  more 
difficult  to  understand  that  this  description  calls  for  an  operation—multiplication 
of  P  by  6— to  achieve  the  goal  of  equalizing  the  P  side  of  the  balance. 

Both  misconceptions  proclaim  that  simple  errors  may  arise  from  complex 
and  detailed  systems  of  thinking  that  may  in  fact  be  transitional  to  more 
complete  ways  of  understanding  a  knowledge  domain.  That  is  to  say,  the  errors 
may  not  just  be  random,  but  arise  systematically  from  erroneous  ideas  or 
misconceptions  that  people  hold  about  an  area  of  knowledge.  Just  such  a  view  of 
errors  has  been  studied  within  arithmetic  by  Brown  and  Burton  (1982)  and  used  as 
a  diagnostic  aid  for  prescribing  remedial  instruction. 

The  analysis  of  such  misconceptions  is  proceeding  in  other  knowledge 
domains.  Identifying  a  misconception  is  a  very  difficult,  time-consuming  task; 
but  it  is  well  worth  the  effort  because  instruction  can  then  be  explicitly  designed 
to  deal  with  it  and  produce  longer  lasting  and  more  immediately  effective 
instruction.  From  the  perspective  of  the  present  talk,  it  also  has  the  powerful 
advantage  that  this  kind  of  analysis  is  just  right  for  ICAI  systems  that  have  to  be 
explicit  about  their  diagnostics  and  forms  of  remediation. 


Learning  Strategies 

Cognitive  science  is  contributing  important  knowledge  about  how 
formerly  mysterious  components  of  thinking,  like  intuition,  inference,  and 
problem  solving,  are  carried  out.  More  important,  there  is  every  indication  that 
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these  mental  processes  can  be  taught  explicitly,  although  not  easily  (Nickerson, 
1983;  O'Neil,  1977).  It  may  take  the  special  audio-visual  and  explanatory  powers 
of  a  sophisticated  computer  system  to  realize  the  full  potentiaJ  of  the  learning 
and  teaching  strategies  that  are  being  uncovered. 

A  short  paper  like  this  can  only  begin  to  give  a  flavor  for  the  vitality  of 
the  research  going  on  in  this  area,  and  its  importance  for  1CAI.  Much  of  the 
important  work  deals  with  working  out  the  details  between  experts  and  novices,  in 
terms  of  the  strategies  and  heuristics  they  use,  the  structure  of  their  knowledge, 
and  guiding  metaphors  and  analogies  of  their  thought.  By  understanding  these 
relations  it  is  hoped  that  procedures  for  speeding  up  the  expert-novice  transition 
can  also  be  found. 

Experts  carry  out  many  of  their  activities  automatically,  below  their 
general  level  of  awareness,  with  little  cognitive  overhead  or  interference  with 
other  tasks.  Speeding  up  the  automaticity  of  these  procedures  in  novices  is 
something  that  can  be  done  by  computer  after  an  effective  cognitive  task 
analysis.  ICAI  can  help  decompose  tasks  into  manageable  components  so  that  not 
only  are  the  tasks  easier  to  learn,  but  the  general  skill  of  breaking  things  into 
bite-sized  chunks  can  also  be  learned  and  used  in  many  novel  situations. 

Most  intellectual  processes  are  not  subject  to  awareness  or 
introspection.  This  has  the  unfortunate  effect  that  most  of  us  are  not  well  aware 
of  how  good  our  memory  is;  how  many  rehearsals  it  takes  to  remember  a 
telephone  number;  what  our  misconceptions  about  physics,  public  policy,  or  people 
are;  how  well  we  can  use  imagery,  analogies  and  metaphors;  and  a  host  of  other 
mental  skills.  The  study  of  metacognition  is  exploring  how  to  make  these  facts  of 
our  mental  life  visible  to  us,  so  that  we  can  begin  to  change  and  improve  them. 

Visual  representations  (graphs,  charts,  tables,  working  sketches,  even 
cartoons)  are  all  relatively  underused  when  people  try  to  learn  and  understand  new 
material.  Computers,  with  their  dramatic  display  capabilities  provide  an 
environment  that  opens  up  rich  new  possibilities  for  using  these  tools  to  enhance 
our  understanding  and  create  new  ways  to  learn. 

Finally,  learning  without  computers  is  often  all  too  passive.  Intelligent 
CAI  can  help  ask  the  questions  that  test  the  boundaries  of  our  understanding; 
provide  counter  examples  to  explode  the  limitations  of  overly  narrow 
comprehension;  make  new  connections  among  the  things  we  know;  and  provide  a 
flexible  and  generally  supportive  but  challenging  environment  in  which  learning 
can  take  place. 


Conclusion 


To  do  all  this,  the  computer  would  indeed  become  a  tutor,  and  replace  to 
some  extent  those  who  would  now  be  trainers  and  teachers.  However,  this 
development  is  still  a  long  way  off.  Until  then,  however,  1CA1  systems  will  be 
able  to  take  on  an  increasingly  heavier  burden,  becoming  more  intelligent  as  the 
growth  in  technological  power,  cognitive  science,  and  artificial  intelligence 


applications  permits.  This  may  be  a  Poliyannic  vision  of  the  future,  but  it  is 
certainly  one  that  must  be  taken  into  account  in  analyzing  current  directions  and 
policies  for  training  technology. 


NOTE:  The  views  expressed  in  this  paper  are  the  author's  and  do  not  necessarily 
reflect  RI's  official  policy.  Arpanet  address:  Psotka  @  NPRDC.  Mail  address: 
Attn:  PERI-IC. 
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NAV AIR'S  AI  Program  for  ATE 


Dr.  Randall  Shumaker 
Naval  Air  Systems  Command 


I’m  going  to  be  doing  two  things  today.  I'm  going  to  be  summing  up  a  few 
of  the  things  I've  heard  at  the  workshop,  but  I'm  also  going  to  talk  about  the  Naval 
Air  Systems  Command  (NAVAIR),  Naval  Research  Laboratory  (NRL),  and  Naval 
Air  Engineering  Center  (NAEC)  program  in  automatic  test  program  generation. 
Part  of  the  key  to  understanding  some  of  the  decisions  we  make  in  this  program  is 
the  fact  that  even  though  it's  very  big,  a  ship  only  has  so  much  room  inside,  only 
has  so  many  people  on  it,  and  is  very  far  away  from  land  most  of  the  time.  This 
environment  is  the  key  to  some  of  the  things  NAVAIR  does  in  maintenance. 

The  key  to  the  Navy's  problem  is  that  virtually  all  of  the  Navy's  avionics 
testing  at  sea  is  done  automatically.  That  is,  there  are  no  people  involved.  There 
are  several  reasons  for  that,  not  the  least  of  which  is  there  is  no  room  for  all 
those  people  that  you  need  to  do  the  testing.  We  test  over  600  different  pieces  of 
avionics  (that  is  black  boxes)  and  if  you  multiply  boxes  by  cards  inside,  you  see  we 
have  a  very  serious  problem  because  we  have  a  very  limited  amount  of  space. 

Additionally,  test  programs  are  costly—they  range  from  $100,000  to  over 
$3,000,000,  and  these  figures  may  be  conservative.  Other  problems  include  long 
delivery  times,  long  execution  times,  and,  worst  of  all,  inflexibility—whatever  you 
get — is  it.  Your  only  other  choice  is  to  start  over  again  and  write  another 
program.  Use  of  ATE  for  diagnosis  implies  replacement  of  all  indicated  fault 
modules,  regardless  of  the  fact  that  it  is  likely  that  only  one  is  actually  bad. 

For  this  program,  we  picked  a  target  of  opportunity-some  area  of  A I 
that  looked  like  it  was  mature  enough  to  really  have  a  chance  of  producing  a 
practical  product  in  a  reasonable  amount  of  time.  The  one  area  that  has  shown 
some  practical  success  from  our  standpoint  is  knowledge-based  systems  and  it 
appears  to  be  applicable  to  the  electronics  area.  Electronics  is  well  defined,  we 
have  machinery  on  which  it  can  operate,  and  we  saw  maturing  in  the 
knowledge-based  systems,  so  we  chose  to  try  to  put  all  those  together  to  generate 
test  programs.  I  will  be  talking  a  little  bit  more  about  our  particular  strategy 
later,  and  I'd  like  to  get  some  feedback  on  that. 

Our  knowledge-based  system  (KBS)  approach  is  shown  in  Figure  1.  The 
key  for  us  is  that  we  own  the  ATE  already  and  are  not  going  to  be  dealing  directly 
with  people.  What  we'd  like  ultimately  to  do  is  have  the  expert  system  deal  only 
with  the  automatic  test  equipment,  generate  questions  to  the  ATE  and  it  provides 
measurements  back.  In  effect,  we  have  insulated  ourselves  from  the 
human-machine  problem,  because  the  Navy's  mode  of  diagnosis  for  avionics  does 
not  involve  interaction  with  people.  An  extension  of  this  might  have  application 
to  training,  but  that’s  not  our  prime  goal.  That  is,  we're  going  to  permit  ourselves 
to  do  things  in  a  dirty  way,  use  it  if  it  works,  as  opposed  to  making  it  clean  enough 
to  work  with  people. 
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KBS  APPROACH 


Figure 


We  propose  three  modes  of  using  a  KBS  test-generator.  Now  you  may 
find  these  less  than  optimum  from  the  standpoint  of  AL  The  first  mode  that 
we've  chosen  is  off-line  generation  of  test  programs.  That  is,  the  ATE  runs  on 
test  programs  generated  off-line  by  the  KBS.  What  we'd  like  to  demonstrate  is 
that  we  can  generate  test  programs  that  are  no  worse  than  manually  generated 
test  programs,  and  are  either  cheaper  to  produce  or  can  be  produced  in  less  time. 
1  think  this  is  a  pretty  safe  thing  to  do.  A  typical  turnaround  time  for  a  test 
program  is  18  months.  So  if  we  can  do  it  in  less  than  18  months  of  elapsed  time, 
then  we  will  have  made  our  first  milestone.  Doing  it  cheaper  than  the  cost  of 
manually  generated  test  programs  is,  I  think,  also  feasible.  You  can  buy  a  lot  of 
computer  time  for  a  million  dollars. 

The  second  mode  of  this  program  would  be  to  have  the  KBS  on-line  to 
the  ATE;  that  is,  operate  interactively  with  the  ATE.  1  think  this  is  a  much  more 
ambitious  goal,  because  contrary  to  things  you  have  heard  before  at  this 
workshop,  the  computer  time  is  almost  immaterial  in  the  testing  procedure.  It's 
the  set-up  time  of  the  instruments  and  the  measurement  time  of  the  instruments 
that  is  time  consuming.  The  computer  itself  is  idle  virtually  all  the  time.  It 
executes  a  few  instructions  to  command  setups  and  measurements,  and  then  it 
reads,  evaluates,  and  moves  on.  However,  when  we  start  searching  large  rule 
bases  and  putting  things  together,  it  may  turn  out  that  computer  time  becomes  a 
significant  part  of  the  testing  time.  We  may  be  able  to  eliminate  30  percent  of 
the  tests  and  more  than  make  that  up  in  computer  time.  That's  one  of  the 
unknowns  of  this  program.  If  we're  just  trading  a  slow  knowledge-based  system  for 
raw  speed  in  testing,  then  we  haven’t  really  gained  anything  and  that’s  something 
that  will  have  to  be  to  be  determined. 

The  final  mode  of  this  program  would  be  a  fully  autonomous  test  system 
that  gets  a  functional  description  of  the  equipment  to  be  tested  and  operates 
without  any  intervention.  In  other  words,  the  KBS  "knows"  what  it's  dealing  with 
and  it  tests  completely.  I  think  this  is  a  very  ambitious  goal.  We've  staged  our 
plans  in  order  to  achieve  success,  because  from  my  standpoint  as  a  manager,  I 
have  to  keep  providing  products  and  achieving  milestones  to  continue  the 
program.  I  can't  wait  for  the  millennium  in  20  years.  I'm  going  to  be  talking 
about  a  bit  of  philosophy  on  that  later  on  and  once  I  start  doing  that,  Pd  like  to 
get  interactive  with  the  audience  and  see  what  happens. 

We  think  knowledge-based  systems  are  suitable  for  the  electronics 
domain,  because  it's  a  well  established  field.  For  one  thing,  it's  made  by  peoDle. 
We  design  things,  we  presume  that  they  worked  once,  and  that  knowledge  is  a  big 
plus.  You  can't  always  say  that  about  general  types  of  diagnostic  problems. 
Sometimes  things  could  never  have  worked,  and  in  that  case  it's  very  hard  to  fix 
them.  We  think  we  can  reduce  the  time  to  generate  test  programs,  and  our  goal  is 
to  do  no  worse  in  diagnostic  capability  than  manually  generated  test  programs, 
and  we  hope,  much  better. 

One  subtle  difference  here  between  some  approaches  I  have  heard  and 
our  approach  is  that  we're  not  trying  to  capture  an  expert  diagnostician's 
procedures.  We're  trying  to  capture  an  expert  test  programmer's  methodology. 
There  is  a  subtle  difference  because  the  test  programmer  is  presented  with  a 
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whole  body  of  information  about  how  something  is  supposed  to  operate— the  block 
diagrams,  the  schematics,  the  test  points— and  is  producing  a  testing  sequence 
without  having  a  particular  example  of  the  device  to  go  by.  Thus,  the  test 
programmer  has  to  traverse  all  possible  paths  for  the  diagnosis.  To  initially 
generate  test  programs,  we  are  going  to  be  emulating  the  performance  of  test 
programmers  rather  than  test  technicians.  Later  on,  we  assume  that  that  can  be 
generalized  into  acting  as  a  technician.  We  think  we  have  a  reasonable  chance  of 
doing  this  because  we  only  intend  to  fault  diagnose  to  the  module  level,  not  the 
component  level,  which  is  a  considerably  more  difficult  problem. 

In  the  Navy  maintenance  procedure,  you  remove  a  suspected  box  at  the 
aircraft.  You  bring  that  box  in  and  put  it  on  one  piece  of  test  equipment  which 
diagnoses  a  module  or  modules  to  be  changed,  which  then  theoretically  puts  the 
box  back  into  service.  Replaced  modules  are  then  put  on  a  different  tester  and 
tested  as  a  separate  step.  Thus,  we  will  never  be  diagnosing  to  the  component 
level  in  one  step  and  we  get  our  successive  refinement  almost  mechanically  as  a 
byproduct  of  the  maintenance  strategy.  We  pull  the  box  out  of  the  aircraft 
system,  we  take  a  subsystem  of  that  as  our  next  level,  and  then  in  a  third  step, 
down  to  the  component  level. 

We  hope  that  adding  Units  Under  Test  (UUT)  to  an  expert  system  will  be 
easier  than  starting  all  over  again.  In  other  words,  we're  going  to  pick  a  UUT,  try 
to  generate  automatic  test  programs  for  that,  and  the  hope  is  (and  we  think  this  is 
within  reason)  the  next  one  will  be  far  easier,  with  many  reusable  rules.  If  it  isn't 
easier,  we  haven't  done  anything,  all  we've  done  is  written  test  programs  in  a 
different  way.  That  is  interesting  to  a  certain  degree,  but  doesn't  have  any 
economic  value  for  our  purposes.  So  we're  assuming  that  it's  going  to  be  easier. 

We  would  like  to  think  that  ultimately  the  knowledge-based  systems  that 
we  develop  would  be  fast  enough  that  they  would  not  require  a  separately 
compiled  test  program.  The  target  is  to  develop  systems  that  are  both  usable  on 
existing  generation  of  test  machines  and  can  be  incorporated  as  part  of  future 
testing  systems. 

I  would  like  to  re-emphasize  that  we  don't  have  to  deal  "with  the  users  in 
the  present  maintenance  methodology,  so  we're  not  concerned  with  a  friendly 
interface  at  present.  As  presently  envisioned,  there  is  no  human  user  in  our 
systems.  This  saves  worrying  about  color  graphics  displays,  keyboards,  and  all 
sorts  of  other  aspects  of  dealing  with  people.  5o  we  can  take  shortcuts  in  the 
design  of  the  system  that  can  give  us  some  advantages. 

Comment;  You  may  also  want  to  point  out  why  analog  systems  were 

selected. 

Shumaker;  We  have  chosen  to  look  at  analog  boards  first  for  a  good 
reason.  There's  no  automatic  way  of  generating  analog  test  programs  at  the 
present  time.  All  the  ways  that  have  been  proposed  and  evaluated  seem  to  work 
wonderfully  well  for  small  numbers  of  components,  but  don't  work  very  well  at  all 
for  practical  numbers  of  components.  We  have  automated  means  of  producing 
test  programs  for  digital  systems.  There  are  lots  of  reasons  for  it,  but  the  bottom 


line  is  that  analog  circuits  are  much  harder  to  test  than  digital  circuits.  We  rely 
strictly  on  human  input  for  analog  systems.  The  level  of  abstraction  you  can  get 
with  knowledge -based  systems  means  that  we  don't  have  to  deal  with  the  circuit 
at  the  component  level.  1  saw  someone  propose  using  a  simulation  in  parallel  with 
operation  of  the  system  to  compare  for  faults.  We've  tried  it,  and  it  doesn't  work 
very  well  because  you  need  a  very  large  computer  to  hope  to  keep  up  with  even 
the  simplest  analog  system.  We'd  like  to  look  at  the  circuit  at  a  much  higher 
level. 

The  plan  is  to  have  some  sort  of  inference  engine  working  on  several 
different  sets  of  rules  in  a  boot-strapping  and  hierarchical  way.  The  first  set  of 
rules  would  be  generic:  how  does  the  ATE  work,  what  sort  of  instruments  are 
available  on  it,  how  do  you  set  them  up?  The  second  set  would  be  general  rules 
about  how  to  troubleshoot  electronics  equipment:  what  sort  of  measurements  are 
permissible  and  what  sort  of  measurements  are  not  permissible?  It's  basic 
knowledge  about  how  devices  work  and  how  they  can  be  measured  in  an 
electronics  system. 

To  the  generic  rules,  we  propose  to  add  class  specific  rules.  There  are 
600  different  types  of  avionics  that  we  test,  but  they  fall  into  general  classes. 
There  are  power  supplies,  radars,  communication  devices,  and  the  like. 
Conceptually,  many  of  these  things  are  very  much  the  same  in  that  the  overall 
functions  and  block  diagrams  are  the  same.  You  can  impart  certain  kinds  of 
generic  information  about  how  things  of  this  type  work. 

For  each  specific  UUT,  we  propose  to  add  specific  data.  Some  of  this 
may  be  specific  peculiarities  of  this  particular  unit,  or  they  may  be  just 
performance  data,  functional  description  in  the  form  of  a  block  diagram  and 
schematics. 

We  propose  to  first  demonstrate  vertically,  that  is,  to  pick  a  UUT  as  a 
target  and  work  on  that.  However,  a  critical  part  of  the  project  is  to  expand  that 
by  showing  that  it  is  relatively  simple  to  add  new  UUTs  of  a  particular  class.  It 
seems  intuitive  that  we  should  be  able  to  do  that,  but,  it  may  not  work  out  for  a 
variety  of  reasons.  If  that's  the  case,  then  we're  simply  writing  test  programs  in  a 
different  way  rather  than  getting  any  boot-strapping  effect.  At  this  time,  we 
think  that  the  boot-strapping  effect  will  be  there. 

I'll  give  you  the  sales  pitch  for  this— why  AI  for  automatic  test?  From 
our  standpoint,  it  has  a  very  high  payoff  and  we  measure  that  payoff  in  terms  of 
economics.  We  spend  a  lot  of  money  on  testing  and  test  programs,  so  it  has  a  very 
high  economic  payoff  potential.  It  has  the  potential  to  reduce  testing  time,  as  the 
testing  of  any  particular  UUT  is  done  at  least  twice  in  the  normal  mode  of 
operation.  We  test  once  to  fault  diagnose,  we  replace  the  modules  and  then  we 
test  again.  A  unit  does  not  go  back  into  service  until  it  successfully  completes 
the  test  sequence.  That  means  that  even  if  you  have  just  that  one  iteration,  two 
complete  test  times  are  required.  When  somebody  said  earlier  it  takes  2  hours  to 
test  a  unit,  it's  not  just  2  hours— it's  actually  4  hours.  Some  units  don't  retest  as 
"good,"  so  there's  another  iteration.  Thus,  we're  talking  about  large  multiplier 
effects  on  getting  these  things  to  work. 


We  think  there's  a  great  potential  for  getting  better  fault  isolation. 
That's  not  clear  yet  because  we  are  stuck  with  the  built-in  test  points.  So  it's  not 
clear  that  we  can  do  better  than  a  very  good  test  programmer  can  do  although 
there  is  a  good  possibility  that  we  can  do  better  than  the  average  test 
programmer.  This  remains  to  be  seen.  We  think  the  risk  of  complete  success  is 
high  but  manageable  due  to  the  step-by-step  approach  planned.  When  I  say  it's 
never  been  attempted,  I  mean  it's  never  been  attempted  in  a  production 
environment.  We  do  have  a  target  machine  and  target  applications. 

Our  proposal  is  to  transition  this  in  a  4  to  5  year  period  into  use  with 
ATE.  Now  I  think  that's  a  fairly  ambitious  thing  to  do.  We're  not  just  going  to 
demonstrate  the  concept,  we'd  like  to  have  a  product  that  can  be  transitioned  into 
service.  We're  going  to  take  some  theoretical  shortcuts  that  others  may  not 
strictly  approve  in  order  to  improve  efficiency.  One  problem  with  the  whole 
method  is  that  you  need  a  very  large  data  base  even  to  get  started.  For  the  first 
UUT,  you  need  the  whole  generic  data  base,  plus  information  for  that  class,  plus 
information  for  that  specific  one.  The  trouble  is  then,  we're  going  to  have  a  big 
investment  before  we  find  out  that  it  can't  or  can  work.  We're  taking  a  chance, 
but  the  risk-to-benefit  ratio  is  very  high  and  makes  the  risk  worthwhile.  A  big 
plus  is  that  electronics  is  well  defined  and  we  know  we  have  a  target  audience. 
Success  would  be  a  true  breakthrough  in  the  way  maintenance  is  done  for  the 
Navy  and  for  others  as  well. 

The  program  will  theoretically  start  in  1985,  but  in  fact  it's  under  way 
right  now  with  some  background  work  and  some  baseline  studies.  To  those  not 
familiar  with  government  that  seems  like  a  very  long  time;  to  those  who  are 
inside,  this  is  a  relatively  short  amount  of  time  to  begin  a  project.  We've  set 
ourselves  some  specific  milestones  we're  reasonably  confident  we  can  meet. 
First,  we'd  like  to  demonstrate  a  functional  KBS  for  at  least  one  UUT  by  the  end 
of  fiscal  year  1986.  We  would  like  to  add  to  that  additional  classes  of  UUTs  and 
demonstrate  better- than-human  capability  for  ambiguity  reduction  by  the  end  of 
the  program.  That's  NAV AIR's  program  for  intelligent  automatic  testing  and  1 
will  be  glad  to  answer  any  questions  anybody  might  have  about  that. 

Comment:  In  the  real  world  of  developing  test  program  sets  for  analog 
modules,  writing  the  program  is  not  the  painful  part.  The  painful  and  expensive 
part  is  designing  the  adapter  that  has  to  convert  the  limited  capabilities  of  the 
ATE  to  the  peculiar  requirements  of  the  module.  Once  it's  designed,  the  program 
utilizes  it  and  that's  fine.  When  you  go  into  interface  and  check  out  that  program, 
it  is  the  circuitry  and  the  adapter  that  causes  the  most  cost. 

Shumaker:  There  are  always  lots  of  ways  to  go  wrong.  For  us,  a  test 
program  set  consists  of  two  parts:  (1)  an  adapter  that  goes  from  the  unit  you 
want  to  test  to  the  ATE,  which  has  a  big  patch  panel,  and  (2)  a  program  which 
activates  signal  generators  and  measurement  instruments  and  acts  through  that 
patch  panel  to  talk  to  the  unit.  The  adapter  can  be  quite  complicated.  In  fact,  it 
may  be  more  complex  than  the  thing  it's  testing.  In  other  cases,  it  may  be  fairly 
straightforward,  just  making  the  pins  match  up.  The  test  program  is  a  separate 
issue.  The  adapter  problem  is  a  constant,  regardless  of  test  method.  An 
additional  use  of  AI  may  be  in  interface  fault  diagnosis  and  maintenance  of  the 
ATE  itself. 
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We  can't  do  anything  about  the  interface,  we're  stuck  with  that.  We 
would  hope  that  in  future  years,  some  more  standardized  way  of  attaching  to  the 
outside  world  would  be  developed.  For  digital  if  you  use  a  1553  bus  or  some  other 
kind  of  bus,  you  may  have  hooks  in  the  interior  of  the  system  and  may  be  able  to 
eliminate  many  interface  problems,  but  not  all.  The  real  world  of  military  testing 
is  that  we  have  things  in  service  that  are  vacuum  tube  technology,  discrete 
transistors,  small-scale  integration,  medium-scale  integration,  and,  very  shortly, 
large-scale  integration.  All  of  those  will  continue  to  exist  in  parallel  for  a  long 
time,  in  the  20  year  time  frame.  So  anything  we  develop  can't  require  re-doing 
everything  that  we  have  already.  We  have  to  be  able  to  accommodate  a  broad 
range  of  technologies,  and  the  present  way  of  doing  that  is  through  these 
adapters.  We  can  start  to  plan  for  the  future,  and  some  people  mentioned 
Consolidated  Support  Systems  (CSS)  as  one  sort  of  plan.  They  can  crank  that  in 
for  future  generations.  I  feel  this  system  is  applicable  to  old  ones  through 
generation  of  test  programs  and  new  ones  through  on-line  diagnosis. 
Unfortunately,  we're  not  in  a  position  to  say,  "Let's  throw  all  this  out  and  start 
over  again."  It's  just  not  a  practical  way  to  go. 

Question:  Do  you  have  a  measure  for  trying  to  test  the  program 
productivity  of  the  Navy,  like  how  many  lines  are  coded  a  day? 

Shumaker:  I  don't  have  that,  but  if  we  had  that  figure,  we  probably 
wouldn't  tell  anybody.  Fred  Liguori  may  have  some  comment  on  that. 

Liguori:  It  varies  a  lot  because  complexity  is  the  biggest  multiplier,  and 
that  can  go  from  one  to  a  hundred.  We're  getting  paid  by  lines  of  code  and  it's 
very  easy  to  add  lines  of  code.  Efficiency  sometimes  causes  you  to  turn  out  a 
higher  price  for  code  because  you  cut  a  lot  of  the  garbage  out. 

Question:  Yes,  I  know  it's  a  poor  method  but  it's  the  one  that  is  used,  as 
you  know.  How  are  you  going  to  measure  improvement? 

Shumaker:  The  way  Pm  going  to  measure  improvement,  as  I  have  stated, 
is  that  it  takes  less  testing  time  when  the  thing  runs,  not  more.  If  my  measure 
was  that  my  knowledge- based  system  produces  more  lines  of  ATLAS  than  a 
manually  generated  one,  then  I  could  absolutely  ensure  that  I'd  succeed. 

Initially,  the  measure  that  we're  going  to  use  is  very  crude,  it  says,  "If  a 
manually  generated  generator  costs  three  million  dollars  and  I  can  do  this  for  less 
than  three  million,  then  this  is  a  better  way  to  do  it."  Or,  "If  it  takes  me  18 
months  turnaround  at  a  given  cost  to  get  one  and  I  can  get  one  in  1  month 
turnaround,  then  I  also  have  an  improvement"— either  cost  or  time;  we  hope  both. 

I  think  we  can  improve  both  and  that's  how  we're  going  to  know.  I'm 
setting  an  initial  performance  goal  for  the  program  itself  about  equal  to  what 
good  test  programs  can  produce.  We  can  probably  do  better,  especially  since  we 
can  modify  these  on  the  fly.  Right  now,  when  you  get  a  test  program,  you  are 
stuck  with  it.  If  you  want  a  better  one,  if  it  doesn't  work  up  to  the  specifications, 
you  go  back  and  you  get  another  one  written  and  you  pay  the  same  prices  all  over 
again.  Whereas  with  this  sort  of  system,  we'd  have  a  lot  more  flexibility  in 
improving  it  in  a  relatively  short  term. 


Comment:  Another  point  that  I  would  like  to  make  is  that  one  of  our  big 
problems  is  assessing  when  the  product  is  done.  And,  how  good  is  that  product? 
It’s  a  totally  subjective  thing  right  now.  With  a  mechanized  way,  or  at  least 
semimechanized  way,  we  know  if  the  process  is  sound  that  the  product  will  be 
relatively  sound.  So  our  "policing"  problem,  which  is  quite  large,  could  become 
another  cost  saver. 

Shumaker:  You  can  tell  that  you're  listening  to  an  engineer  instead  of  a 
scientist— I  think  there's  a  distinction  in  approach.  We’re  worried  about  pragmatic 
things  like  costs  and  elapsed  time.  We're  not  worried  about  purity.  If  I  have  to 
kludge  this  up  to  make  it  work  better,  I'll  buy  that  as  long  as  it,  in  fact,  does  work 
better  in  the  end.  That  kludge  may  or  may  not  make  contributions  to  the  science 
of  AI,  but  that's  not  going  to  be  important  to  us.  What  we  hope  to  do  is  adapt 
things  to  our  application  that  will  work.  And,  if  we  succeed,  its  going  to  be 
wonderful  for  everybody  else  in  getting  funds  because  a  lot  of  people  will  decide 
this  is  a  very  good  thing  to  do. 

Comment:  About  15  percent  of  the  tasks  related  to  program 

development  go  to  validation— not  a  trivial  amount.  And  one  of  the  reasons  for 
that  is  because  of  the  subjectivity  of  the  design.  Once  again,  if  you  have  a  model 
approach,  a  quasi-machine  approach  to  producing  a  product,  the  validation  itself 
should  become  a  simpler  task. 

Shumaker:  Notice  that  if  you  had  one  of  these  AI  systems  functioning, 
and  it  could  have  access  to  the  CAD/CAM  data  base,  it  could  serve  as  a  very 
useful  design  tool.  Right  now  somebody  reads  the  manuals  and  writes  a  program 
from  it.  The  full  range  of  raw  data  that  are  actually  available  are  not  used.  With 
this  system,  you  could  propose  a  particular  design  and  see  what  sort  of  test 
program  and  what  sort  of  ambiguity  levels  resulted  while  there  is  still  time  to 
make  changes.  With  the  present  method,  by  the  time  we  get  it  for  test  program, 
the  design  is  done.  If  we  found  a  wonderful  modification  for  the  unit  while 
developing  the  test  program,  it  would  be  impossible  to  get  it  in  because  it's  too 
late  by  that  time.  So,  something  like  this  system  could  serve  as  a  very  useful 
design  tool  and  improve  maintenance  just  by  its  ability  to  be  used  during  design. 

Question:  You  mentioned  that  you've  done  a  cost  benefit  analysis  and 
traded  off  the  costs  vs.  the  payoff  risk  factor.  Do  you  actually  qualify  that  or 
document  it;  is  that  a  logical  analysis? 

Shumaker:  It  was  not  done  in  strict  quantifiable  terms.  We  spend 
$3  billion  a  year  for  support  equipment  and  we  said,  "Spending  a  million  a  year  to 
save  some  of  that  is  probably  a  good  investment."  We  spend  a  tremendous  amount 
of  money  and  we  also  know  that  we're  starting  to  get  into  trouble  keeping  up  with 
changing  technology.  The  old  methods  worked  well  when  they  were  developed  and 
they  still  work.  But  today  we  have  many  more  things  to  test  and  the  technology  is 
outstripping  us.  When  Very  Large-Scale  Integration  (VLSI)  starts  getting  into 
equipment,  we  are  going  to  be  totally  overloaded.  We  are  being  crushed  right  now 
and  we  need  a  different  approach  to  make  this  work.  That's  the  reality  that  our 
system  is  based  on.  I  can  only  provide  a  qualitative  answer,  but  considering  the 
amount  of  investment  at  present  and  the  procurement  budget,  the  ratio  is  very 
high. 
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Question:  Do  you  plan  to  give  some  of  the  tasks  in  this  program  to 
industries? 

Shumaker:  The  management  plan  is  not  yet  complete.  I  view  it  as  a 
shared  project  between  NAEC  (they're  in  charge  of  automatic  test  equipment  for 
the  Navy)  and  NRL  which  has  the  mandate  for  artificial  intelligence.  Each  one  of 
them  thinks  that  they  are  best  qualified  to  do  the  whole  job,  but  the  truth  is  that 
a  combination  of  their  special  talents  is  needed.  I  believe  that  they  are  going  to 
need  outside  help  to  do  it,  there  aren't  enough  people  in  those  two  places  that  can 
work  on  this  to  cover  the  whole  project  in  the  time  allotted.  There  will  be  many 
industry  opportunities.  There  is  enough  money  and  time  to  do  this  job  if  we  are 
careful,  but  there's  also  not  enough  if  we  don't  do  it  right. 

Comment:  I  have  a  couple  of  questions  about  your  host.  You  said  you 
wanted  to  capture  expertise  with  a  test  programmer  rather  than  a  test  diagnoser. 
A  priori,  it  seems  to  be  an  odd  thing  to  do.  I  think  the  expertise  of  the  test 
programmer  is  much  more  sophisticated  than  that  of  the  expert  diagnostician. 

Shumaker:  Well,  what  I  mean  by  that  is  there  is  a  qualitative  difference. 
My  initial  target  is  not  a  diagnostician,  but  something  that  generates  diagnostic 
procedures.  And  this  requires  a  different  way  of  thinking  about  testing.  If  you 
are  sitting  there  with  your  instruments  and  testing  a  unit,  you  might  do  things 
considerably  differently  than  if  you  were  writing  a  set  of  instructions  for 
somebody  else  to  do  the  same  troubleshooting.  There  is  a  different  perspective 
involved. 


Question:  But  to  write  a  set  of  instructions  for  someone  else  to  do  it  is 
much  harder  than  having  the  procedure  adapt  as  the  measurements  come  on. 
Wouldn't  you  like  to  have  a  fault  drive  the  search?  Otherwise  you  have  to  process 
all  possible  faults. 

Shumaker:  That's  correct,  but  to  allow  TPS  generation  to  allow  use  of 
existing  equipment,  that  is  the  compromise  we  make.  I  think,  and  anyone  is  free 
to  contradict  me,  that  the  kind  of  product  that  can  reliably  generate  on-line 
diagnostics  for  general  classes  of  things  is  a  decade  away  at  least  and  more  likely 
15  years  or  more,  whereas  something  that  can  generate  reasonable  test  programs 
is  probably  a  lot  closer.  1  picked  a  target  based  on  the  philosophy  that  if  I'm  going 
to  get  money  long  enough  to  make  the  ultimate  thing  work,  I've  got  to  show  some 
product  in  near  term.  Test  programs  are  the  product  I've  chosen.  This  is  not 
going  to  be  a  delivered  product  in  5  years;  it  will  be  a  demonstration  of  the 
feasibility  of  producing  such  products.  However,  we  are  not  locked  in.  We  intend 
to  spend  this  year  really  getting  to  the  details  and  may  modify  the  approach.  But 
as  it  stands,  it  was  sold  on  this  particular  approach. 

Question:  You  said  that  there  are  already  automatic  procedures  for 
generating  the  test  programs  for  digital? 


Shumaker:  Yes,  digital  systems  are  in  some  sense  easy,  at  least  with  the 
kinds  of  systems  that  we  have  deployed  now.  What  you  do  is  get  a  gate  equivalent 
for  the  whole  thing,  feed  it  to  a  program,  and  let  it  crank  away  overnight  or  for 


days  generating  test  patterns  which  are  designed  to  exercise  ail  possible  data 
paths.  If  you  put  in  this  pattern,  some  predetermined  pattern  comes  out  the  other 
end.  If  not,  the  pattern  gives  an  indication  of  the  fault.  I  don't  want  to  attack 
the  digital  problem  because  the  critics  can  say,  "Well  we  are  doing  all  right  now, 
you  are  only  projecting  a  problem."  I  predict  that  there  will  be  a  problem  with 
digital,  too,  once  the  number  of  gates  exceeds  some  critical  level.  But  the  analog 
is  currently  an  unsolved  problem  and  will  work  in  any  event,  so  it's  a  useful  wav  to 
go. 

Comment:  It  seems  to  me  that  although  the  digital  problem  is  obviously 
a  heck  of  a  lot  simpler,  the  fact  that  the  digital  problem  has  this  economical 
solution  to  it  right  off  the  bat  shows  that  this  approach  is  a  good  idea. 

Shumaker:  Digital  systems  are  qualitatively  different  from  analog.  One 
reason  is  that  digital  systems  are  deterministic,  analog  systems  are  not 
necessarily  so.  Every  component  in  the  circuit  could  be  out  of  tolerance  and  the 
end  to  end  performance  still  be  within  specification;  the  opposite  can  also  be  true. 
So  there  is  a  qualitative  difference  that  means  you  have  to  move  to  a  different 
level  to  isolate  faults.  The  simulation  methods  pick  a  point  and  propagate  the 
errors  to  find  faults.  Well,  if  all  the  components  are  within  10  percent  tolerance, 
you  don't  get  very  far  before  all  measurements  become  meaningless.  You  need  to 
think  about  it  in  a  different  way  for  practical  size  circuits. 

I  would  now  like  to  give  you  some  perspective  of  some  things  I've  heard 
at  this  workshop.  Pm  very  much  open  to  dialogue  and  audience  participation. 
Some  of  these  things  are  purposely  meant  to  make  you  mad,  make  you  yell  at  me. 
It  is  my  job  to  act  as  the  intermediary  between  the  people  that  carry  out  the  work 
and  the  people  that  have  the  money;  nobody  likes  what  you're  doing.  Making  those 
two  sets  of  people  match  up  is  often  difficult.  You  have  to  have  a  lot  of 
tolerance  for  long  time  delays--there's  funding  time  and  there's  real  time.  For 
example,  a  program  that  was  sold  last  year  doesn't  start  for  another  year.  What 
does  one  do  in  the  meantime?  Sometimes  you  have  some  seed  money  to  put  in, 
but  other  times  you'll  be  sitting  and  waiting  while  everybody  else  is,  at  least  in 
theory,  getting  ahead  of  you. 

I  hear  a  lot  of  discussion  about  what  is  and  isn't  AL  The  consensus  about 
AI  that  I  got  from  this  workshop  is  that  it's  either  too  hard  or  it's  SMOP.  Does 
anyone  know  what  SMOP  is?  SMOP  is  "small  matter  of  programming."  A  lot  of 
people  say,  "Here's  my  scheme,  now  all  somebody  has  to  do  is  write  the  software 
for  this,  and  you've  got  it  made.  I  gave  you  all  that  you  need  to  know."  So  there's 
the  concensus — it  ranges  from  "This  is  impossibly  difficult  and  I  don't  know  how  to 
proceed"  to  "I've  just  given  you  the  answer,  all  you  have  to  do  is  put  it  together." 

Another  conclusion  from  what  I've  heard  is  that  if  something  runs,  it's 
not  AL  Once  you  actually  get  it  going,  it's  out  of  the  realm;  once  the  magic  is 
gone,  it's  no  good.  Also  if  it’s  not  pure,  it's  not  fun.  That  is  if  you  have  to  go  to 
mixed  mode  and  heuristics,  then  it  suddenly  loses  all  its  glamour  and  becomes  an 
uninteresting  problem  from  a  theoretical  standpoint.  This  last  point  is  something 
that  doesn't  bother  me,  but  that's  because  I'm  "contaminated."  I'll  go  for  mixed 
mode  if  I  have  to  make  it  work. 


Now,  Pm  not  a  licensed  program  manager,  I  got  into  that  accidentally.  I 
am  a  licensed  philosopher  with  a  Ph.D.,  and  Pm  also  a  registered  professional 
engineer— which  I  don't  ususaliy  say  around  software  people  because  it  marks  me. 
I  think  that  avionics  maintenance  is  an  excellent  target  project  because  values 
and  costs  are  very  high.  Sixty  percent  of  the  faults  on  aircraft  are  avionics,  not 
the  air  frame,  not  the  propulsion,  not  tires.  The  avionics  are  the  key  to  modern 
weapon  systems.  Some  aircraft  have  30  million  dollars  of  electronics  on  board. 
Having  to  keep  extra  spares  because  the  turnaround  time  is  slow  makes  people 
want  to  talk  to  me  if  I  tell  them  I  can  do  something  about  it.  Present  methods  are 
near  the  limits  of  their  capability;  that  is,  they  work  fine  and  were  very  good 
choices  at  the  time,  but  they're  saturated  and  don't  work  well  with  either  the 
volume  of  the  equipment  we  have  or  the  complexity  of  the  equipment  we  have 
now. 

Equipment  is  now  much  more  reliable;  that  is,  the  components  are  much 
more  reliable.  However,  we  in  the  military  have  chosen  to  spend  our  reliability  of 
components  to  get  more  complexity,  not  to  get  system  reliability.  To  take  a  very 
crude  example,  an  ARC-5  from  the  WWII  era,  a  simple  AM  transceiver,  had  a 
mean  time  to  failure  of  maybe  50  to  100  hours.  Well  it's  got  five  vacuum  tubes  in 
it  and  we  can  fix  it  fairly  fast.  Now,  I  could  build  an  ARC-5  using  integrated 
circuits  that  would  have  100,000  hours  mean  time  to  failure.  But  I  don't  do  that. 
What  do  I  do?  I  build  a  super,  covert  communication  spread  spectrum  transceiver 
that  has  much  more  capability,  but  a  lower  mean  time  to  failure.  That's  how  the 
military  has  chosen  to  spend  increased  reliability  of  components  and  I  see  that 
trend  continuing.  Very  Large-Scale  Integration  (VLSI)  with  very  high  reliabilities 
in  components  is  not  going  to  be  spent  to  make  existing  radars  or  acoustic 
processors  more  reliable;  it's  going  to  be  spent  to  make  even  better  ones  that  have 
the  same  kind  of  failure  rates  that  we  have  now  within  a  factor  of  two  or  three. 

I  think  the  expert  systems  are  mature  enough  to  have  a  real  chance  to  be 
engineered  in  something.  They're  not  ready  for  general  use  and  have  a  lot  of 
faults,  but  I  think  the  level  of  maturity  is  enough  to  let  us  do  some  practical 
things.  I  see  spin-offs  of  that,  even  though  it's  imperfect,  having  real  live 
experiment  on  real  live  things  is  going  to  give  a  lot  of  information  to  the  theorists 
and  it's  going  to  give  us  a  lot  of  data  that  we  might  not  otherwise  get.  If  it  works 
we'll  get  more  data  than  if  it  doesn't,  but  in  the  failing  we'll  also  generate  a  lot  of 
information.  So,  it's  a  definite  plus  either  way. 

I  also  picked  this  area  because  AI  has  sex  appeal.  Most  of  the 
practitioners,  however,  don't  have  sex  appeal.  When  they  go  to  sell  a  program 
they  don't  fare  well.  There's  a  good  reason  for  that,  because  you  have  to  know 
what  the  users  want  to  use  it  for  and  what  their  real  problems  are.  If  you  say,  "In 
25  years  we'll  have  the  optimum  system,"  they'll  say  "See  me  in  24  years."  I  think 
one  thing  the  universities  have  not  done  well  is  know  to  whom  they're  selling. 
They  have  a  hard  time  relating  to  the  actual  problem.  You  need  to  research  your 
market  the  same  way  an  industrial  firm  does.  You  can't  pick  your  own  problems 
and  then  expect  people  to  embrace  it  all  the  time.  Sometimes  you  can  hit  it 
lucky,  but  most  of  the  time  you  won't. 

In  my  case,  I've  said  it  will  probably  take  10  to  15  years  for  a  fieldabie, 
practical,  workable  system.  That's  too  long  a  time  to  sell  a  program,  because 


nobody's  going  to  allow  that  amount  of  time  without  results.  First  of  all,  five 
generations  of  military  people  are  going  to  go  through  the  Pentagon  in  that  time, 
and  no  individual  manager  wants,  or  can  take,  the  responsibility  for  such  a 
decision.  So  you've  got  to  have  intermediate  milestones  that  make  sense.  If  you 
want  to  maintain  a  high  level  of  interest  you  have  to  have  some  tangible 
spin-offs,  even  if  they're  dirty  and  even  if  you  don't  want  to  do  it.  And  "interest" 
means  "funding"  in  this  context. 

I'd  be  glad  to  entertain  any  discussion. 

Comment:  It  seems  like  sort  of  the  heart  of  the  approach  is  the  idea 
that  you  can  build  a  system  that  is  general  or  has  the  plugs  in  it  to  make  it 
general.  But  it  strikes  me  that  the  expert  system  work  so  far  doesn't  have  any 
success  stories  for  general  purpose  anything. 

Shumaker:  Well,  the  ATE  needs  a  lot  of  rules  on  how  to  use  an  ATE,  so 
there's  a  generic  aspect  to  whatever  I  plug  in.  How  particular  kinds  of 
components  work— they  work  the  same  way  whether  in  a  power  supply  or  an  RF 
amplifier  or  anything.  Those  kinds  of  general  things  will  work  the  same.  I 
propose  to  describe  these  things  in  a  block  diagram  sort  of  form  for  a  high  level 
initial  diagnosis  and  only  go  to  descriptions  of  the  nodes  once  we've  got  it  isolated 
to  a  general  area.  That's  the  same  way  a  technician  might  do  it.  The  functional 
description  of  an  RF  amplifier  is  going  to  be  the  same  whether  it  is  in  a  radar  or 
in  a  high  frequency  receiver  or  in  anything  else.  Those  are  the  generic  things  I 
think  will  be  transferrable. 

Question:  I  think  that  makes  a  lot  of  sense,  but  my  question  is  where  in 
the  field  of  currently  successful  AI  products  is  there  anything  like  that? 

Shumaker:  I  don't  know  that  there  are  any.  I  don't  think  that  this  will 
require  an  AI  breakthrough.  I  suppose  its  an  act  of  faith  to  say  that  we  think  that 
the  field  is  narrow  enough  and  well  enough  known  that  a  truly  general  purpose 
system  is  not  needed  to  achieve  usable  results.  The  success  in  the  medical  field 
gives  me  confidence  in  that.  Ninety  percent  of  the  facts  about  how  the  human 
body  operates  aren't  known,  but  100  percent  of  v/hat  makes  electronics  operate  is 
known. 

Comment:  It  strikes  me  that  your  analogy  to  the  medical  field  fails 
because  you  want  a  medical  diagnostic  system  that  you  can  come  in  with  a  reel  of 
magnetic  tape  and  suddenly  it  knows  how  to  diagnose  diseases  for  Martians.  You 
want  a  system  that  you  put  in  the  description  of  a  different  widget  and  out  comes 
the  automatic  test  programming. 

Shumaker:  Well,  that  would  be  the  ultimate.  I'm  willing  to  hand  code 
for  my  initial  examples.  I  think  the  generic  base  is  going  to  have  to  be  hand  done, 
the  more  specific  class  base  is  going  to  have  to  be  hand  done,  and  at  least  the 
first  UUTs  are  going  to  have  to  be  hand  done.  Ultimately,  I'd  like  to  see  a 
CAD/CAM  data  base  produce  the  specific  descriptions.  I  think  that's  perfectly 
feasible.  The  kinds  of  things  that  I  feel  are  necessary  to  build  as  rule  base  in  the 
data  base  are  just  exactly  the  things  that  are  in  the  users'  manual— block  diagram, 


functional  description,  schematics.  And  I  think  that  if  not  automated  ways,  at 
least  convenient  ways  of  coding  that  can  be  found. 

Comments  For  example,  in  an  ATLAS  program  the  preamble  is  the  same 
95  percent  of  the  time  regardless  of  what  box  you’re  talking  about.  So,  you  get 
100  or  200  lines  of  code  and  there  is  no  reason  to  start  from  zero  every  time. 
There's  the  generality. 

Shumaker:  Our  philosophy  on  this  is  that  the  test  program  is  not  going  to 
start  from  zero  every  time  and  say  what  should  be  done  first.  The  way  I  envision 
the  actual  product  working  is  that  some  initial  set  of  measurements  to  establish 
some  kind  of  initial  data  base  will  be  done,  and  then  we  go  into  a  "think  mode,"  if 
you  want  to  look  at  it  that  way.  Why  should  it  start  from  zero  every  time? 
Presumably  there  will  be  historical  gain  in  these  kinds  of  things,  that  is,  once 
we've  tested  a  certain  number  of  units,  then  we  can  get  smarter  in  doing  them. 
The  test  programmers  don't  have  that  advantage,  because  generally  they  don't 
have  one  of  the  actual  products  or  a  prototype  to  work  from.  Whereas  we  will  be 
able,  theoretically  at  least,  to  update  this  as  we  go  along. 

Thank  you. 
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Abstract^/ 

The  Naval  Air  Engineering  Center  (NAEC)  under  the  sponsorship  of  the 
Naval  Air  Systems  Command  has  initiated  a  program  to  develop  and  depaonstrate 
artificial  intelligence  (Al)  applications  to  automatic  test  equipment/(ATE)Nfor 
sharply  improved  Navy  aircraft  support  operations.  This  paper  will  discuss  the 
NAEC  AI  program  and  why  such  a  program  was  initiated.  The  Naval  Air 
Engineering  Center  acknowledges  the  technical  support  and  guidance  from  Dr. 
Randall  Shumaker  (Naval  Air  Systems  Command,  AIR-310G)  and  the'fcjavy  Center 
for  Applied  Research  in  Artificial  Intelligence. 


Describing  the  Need 

The  maintenance  of  Navy  aircraft  weapon  systems  is  of  vital  importance 
to  the  Navy.  Modern  and  future  Navy  aircraft  depend  heavily  upon  weapon 
systems  for  a  wide  variety  of  successful  missions.  Aircraft  weapon  systems  are 
continuously  incorporating  new  technologies  and  have  proliferated  and  grown  in 
complexity  of  performance  and  structure.  However,  these  systems  are  only  of  use 
when  they  are  available  and  functioning  properly.  Maintaining  these  systems  is 
also  an  increasingly  difficult  problem  due  to  the  increasing  complexities  of  the 
systems  themselves,  and  to  personnel  problems  such  as  severe  shortage  of 
qualified  personnel,  low  operation  skill  levels,  and  low  educational  levels.  It  is 
quite  apparent  that  fault  diagnosis  and  repair  of  aircraft  weapon  systems  are 
becoming  serious  and  increasing  operational  readiness  problems. 


Temporary  Relief 

Presently,  automatic  test  equipment  is  playing  a  major  role  in  the  Navy's 
maintenance  program  for  operational  readiness  of  its  aircraft.  A  typical  ATE 
system  is  comprised  of  a  test  operator,  an  automatic  test  system  (ATS),  a  test 
program  set  (TPS),  and  the  unit-under-test  (UUT).  ATE  is  designed  to  analyze 
UUT  behavior  in  a  variety  of  ways,  but  with  a  minimal  number  of  tests.  Ideally, 
ATE  performs  these  tasks  with  minimum  dependence  on  and  in  smooth  interaction 
with  the  test  operator;  or  as  defined  by  MIL-STD-1309B,  dated  30  May  1975: 

"Equipment  that  is  designed  to  conduct  analysis  of  functional 
or  static  parameters  to  evaluate  the  degree  of  performance 
degradation  and  may  be  designed  to  perform  fault  isolation  of 
unit  malfunctions.  The  decision  making,  control,  or 
evaluation  of  functions  are  conducted  with  minimum  reliance 
on  human  intervention." 
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In  terms  of  utopia  ATE,  the  test  system  should  be  such  where  the  test 
operator  simply  hooks  the  UUT  up  to  the  test  system,  pushes  a  start  button,  then 
sits  back  and  watches  the  ATE  perform  UUT  behavioral  analysis. 

However,  ATE  has  encountered  many  obstacles  hampering  full  aircraft 
weapon  systems  support  in  the  Navy's  maintenance  program.  Many  of  these 
obstacles  involve  reasoning  in  the  design  of  the  hardware  or  software,  or  in  the 
operation  of  ATE  itself.  The  hardware  and  software  or  technical  problems  are 
grouped  into  two  categories: 

1.  The  development  of  ATS  to  support  a  wide  variety  of 
UUTs  whose  complexity  is  rapidly  growing. 

2.  The  development  of  TPSs  with  sufficient  insight  to 
provide  diagnostic  capability  for  all  conceivable  field 
failures. 

The  operational  problems  of  ATE  can  be  divided  into  two  major 
subdivisions  of  management  and  personnel.  The  management  problems  are  related 
to  workload  characteristics  and  inefficient  reed  time  reporting  of  maintenance 
problems.  The  major  personnel  problems  faced  by  the  Navy  maintenance  program 
are: 

1.  A  decreasing  educational  level  of  ATE  operators  in  view 
of  the  continuous  growth  of  weapon  systems  and  ATE 
complexities. 

2.  A  high  turnover  rate  among  Navy  personnel  resulting  in  a 
nearly  impossible  training  situation  in  which 
inexperienced  operators  are  being  employed  to  replace 
skilled  operators. 

Fault  diagnosis  in  ATE  is  driven  by  a  TPS  which  takes  weeks,  months,  or 
even  years  to  become  fully  developed  and  critically  lags  the  deployed  UUT  it 
supports.  Although  the  Navy  developed  ATE  with  horizontal  functional  support  as 
a  goal,  each  specific  type  of  UUT  requires  its  own  TPS  which  ranges  in  cost  from 
$10K  to  $3M  (nonrecursive  costs).  Surprisingly,  the  costs  of  TPSs  are  the  primary 
drivers  for  the  extravagant  costs  of  ATE  systems.  Another  note  related  to  this 
matter,  most  ATE  systems  have  reached  full  capacity  loads  of  TPSs  but  have  yet 
to  complete  horizontal  support!  A  final  physical-related  problem  of  TPSs  is  the 
length  of  test  time;  the  test  time  for  a  typical  ATE  system  ranges  from  10 
minutes  to  2  hours,  and  the  run  is  repeated  until  redundant  results  are  obtained. 
Generally,  the  isolated  fault  is  an  ambiguous  group  of  components  due  to  variable 
results  obtained  during  the  test  runs. 

An  "open  loop"  approach  is  the  method  used  in  conventional  TPSs;  that 
is,  the  test  operator  does  not  know  how  to  interpret  abnormalities,  programs,  or 
hardware  failure.  Before  a  TPS  is  developed  by  a  programmer,  he  prepares  a  fully 
explicit  logic  tree  which  provides  a  flow  chart  analysis  of  the  test  procedures. 
However,  most  logic  trees  are  very  deterministic  where  all  of  the  decisions  are 


either  two  state  (Yes  or  No)  or  final;  and  they  do  not  provide  rational  explanations 
to  the  test  operator  as  to  why  such  a  decision  was  made  or  what  the  programmer's 
reasoning  was.  It  is  apparent  that  the  programmer  assumes  that  the  test  operator 
can  deduce  such  facts  from  the  logic  trees;  however,  due  to  lack  of 
documentation,  these  facts  become  implicitly  lost  in  the  logic  trees. 

These  ATE  problems  have  created  an  urgent  need  in  the  Navy  to 
investigate  and  develop  new  technological  approaches  which  will  sharply  improve 
ATE  aircraft  support  operations  for  today's  ATE  and  future  generations  of  ATE. 


A  Proposed  Technology 

A  review  of  the  problems  associated  with  ATE  support  operations  shows 
a  need  to  capture  the  knowledge  of  expert  level  test  operators  and  TPS  developers 
in  some  sort  of  medium  which  will  transfer  the  knowledge  to  Navy  maintenance 
personnel.  Artificial  intelligence  technologies  are  capable  of  fulfilling  such  a 
need.  Artificial  intelligence  provides  both  a  development  methodology  and  a  set 
of  implementation  techniques  appropriate  for  addressing  complex  problem  areas, 
especially  those  beyond  the  reach  of  conventional  methods.  Any  ATE  benefitting 
from  the  application  of  AI  technologies  would  become  versatile,  more  flexible  to 
adapt  to  unanticipated  events,  and  would  provide  more  effective  guidance  to  the 
test  operator. 

Artificial  intelligence  is  a  new  generation  of  computer  science,  although 
it  is  25  years  old,  that  is  rapidly  growing  in  interdisciplinary  interest  and  practical 
importance  to  the  Navy  as  well  as  industry.  AI  is  concerned  with  the  development 
of  intelligent  computer  systems;  that  is,  computer  systems  that  exhibit  the 
characteristics  we  associate  with  intelligence  in  human  behavior.  Within  most 
scientific  disciplines  there  are  several  distinct  areas  of  research,  each  with  its 
own  specific  interests,  research  techniques,  and  terminology.  In  AI,  these 
specifications  include  research  on  language  understanding,  vision  systems, 
problem  solving,  AI  tools  and  programming  languages,  automatic  programming, 
and  several  others.  Many  artificial  intelligence  researchers  believe  that  insights 
into  the  nature  of  the  mind  can  be  gained  by  studying  the  operation  of  such 
programs.  Whether  or  not  they  lead  to  a  better  understanding  of  the  mind,  there 
is  every  evidence  that  these  developments  will  lead  to  a  new,  intelligent 
technology  that  may  have  dramatic  effects  on  our  society.  Experimental  AI 
systems  have  already  generated  interest  and  enthusiasm  in  industry  and  are  being 
developed  commercially.  These  experimental  systems  include  programs  that: 

1.  solve  some  complex  problems  in  chemistry,  biology, 
geology,  engineering,  and  medicine  at  human  expert 
levels  of  performance; 

2.  manipulate  robotic  devices  to  perform  some  useful 
repetitive,  sensory  motor  task; 


3.  answer  questions  paced  in  simple  dialects  of  English. 


However,  doing  arithmetic  or  learning  the  capitals  of  all  the  countries  of 
the  world  are  certainly  activities  that  indicate  intelligence  in  humans.  Can  it  be 
said  that  a  computer  that  performs,  these  tasks  knows  or  understands  anything? 
This  philosophical  point  has  been  through  many  discussions.  Although  some 
activities  other  than  numerical  calculation  and  information  retrieval  have  been 
accomplished  by  programs,  many  key  thought  processes,  like  recognizing  people's 
faces  and  reasoning  by  analogy  are  still  puzzles.  These  are  performed  so 
subconsciously  by  people  that  adequate  computational  mechanisms  have  not  been 
postulated  for  them. 

Like  the  different  subfields  of  artificial  intelligence,  the  different 
behaviors  discussed  are  not  all  independent.  Separating  them  out  is  just  a 
convenient  way  of  indicating  what  current  AI  programs  can  do  and  what  they 
cannot  do.  Most  AI  research  projects  are  concerned  with  many,  if  not  all,  of 
these  aspects  of  intelligence.  Here  are  a  few  of  these  different  subfields  of  AL 

Knowledge-Based  Systems,  also  referred  to  as  expert 
systems,  have  produced  a  very  general  architecture  for 
representing  various  kinds  of  knowledge,  explicitly,  and 
interpreting  this  knowledge  as  needed  to  perform  useful  work 
and  explain  its  processing  steps. 

Automatic  Theorem  Proving  is  a  mature  body  of  knowledge 
for  formally  deducing  facts  and  theorems  from  more 
primitive  quantities  which  model  aspects  of  interest  in  the 
application  domain. 

Automatic  Programming  is  concerned  with  producing 
executable  computer  programs  directly  from  requirements 
specifications,  instead  of  higher  level  procedural 
specifications. 

Game  Playing  and  Heuristic  Speech  are  perhaps  the  oldest 
subfields  and  have  studied  problem  solving  in  simple  but  well- 
defined  game  contexts  and  developed  many  problem  solving 
and  search  strategies  now  used  in  various  AI  subfields. 

Machine  Vision  focuses  on  the  difficult  task  of  automatically 
interpreting  sensor-produced  images  using  computers. 

Information  Representation  and  Processing  is  the  empirical 
study  of  representing  and  processing  all  forms  of  information 
by  natural  and  artificial  systems. 

Robotics  is  concerned  with  integrating  high-level  planning 
and  perception  capabilities  into  mobile,  electro- mechanical 
implementations  capable  of  physically  interacting  with  the 
natural  environment. 

Natural  Language  Processing  seeks  to  provide  computers  with 
the  ability  to  communicate  with  users  directly  in  natural 
human  languages. 


There  has  ueen  much  activity  and  progress  in  the  25  year  history  of 
artificial  intelligence.  And  there  is  more  activity  now  than  ever.  AI  is  a 
relatively  well  funded  discipline,  principally  in  the  United  States,  by  the  Defense 
Advanced  Research  Projects  Agency  (DARPA)  and  other  government  activities. 
There  are  active  AI  research  groups  in  other  countries,  including  Japan,  Canada, 
Britain,  France,  Germany,  Australia,  Italy,  and  the  USSR.  Increasing  research 
support  is  coming  from  the  private  sector  where  interest  in  using  and  marketing 
AI  programs  is  on  the  rise.  The  real  shortage  is  people;  there  are  only  a  few  AI 
research  groups  in  universities  and  corporate  laboratories;  in  terms  of  the  number 
of  people  involved,  the  field  is  quite  small. 


Knowledge-Based  Systems 

Knowledge-based  systems  (KBS)  have  presented  the  highest  potentials 
for  AI  applications  to  ATE  due  to  their  unique  abilities.  KBS  are  a  subfield  of  AI 
directed  towards  specific  problem  domains  such  as  maintenance  through  the 
logical  application  of  rules  developed  by  experienced  personnel  and  stored  in  a 
special  data  base.  KBS  are  composed  of  a  collection  of  rules  called  the  rule  base, 
a  collection  of  facts  called  the  knowledge  base,  and  an  executable  program  called 
the  inference  engine.  The  rule  base  is  what  gives  KBS  the  ability  to  make 
decisions  and  recommend  actions.  Rules  are  of  the  form: 

IF  SITUATION  1  EXISTS, 

THEN  PERFORM  ACTION  A 

Hence,  the  rules  are  referred  to  as  situation-action  pairs. 

The  inference  engine's  program  is  basically  a  search  and  pattern  match. 
It  scans  the  rules  in  an  efficient  way,  searching  for  a  rule  whose  premise  (the  IF 
part)  matches  the  current  state  or  facts  from  the  knowledge  base  under 
consideration.  If  a  match  is  found,  the  consequent  (the  THEN  part)  is  executed. 
The  actions  can  be  anything  from  manipulating  the  knowledge  base  on  the  rule 
base  itself,  to  querying  or  advising  the  user. 

A  description  of  the  MYCIN  system  can  provide  a  clearer  picture  of  KBS 
and  can  provide  an  insight  to  one  of  NAEC's  proposed  AI  applications  an 
intelligent  test  generator  for  Navy  avionics.  The  MYCIN  system  was  developed 
by  Stanford  University  to  provide  consultative  advice  on  diagnosis  and  selection  of 
therapy  for  patients  with  infectious  diseases.  It  conducts  an  interactive  dialogue 
with  a  physician  to  collect  information  or  facts  from  which  it  infers  the  diagnosis 
and  selects  an  appropriate  therapy.  Besides  being  capable  of  explaining  its 
reasoning  to  the  physician,  MYCIN  employs  a  knowledge  acquisition  subsystem 
which  helps  physicians  expand  or  modify  the  rule  base. 

The  medical  knowledge,  or  rule  base,  in  MYCIN  contains  several  hundred 
production  rules  (IF-THEN  format)  representing  human  expert  level  knowledge 
about  the  domain.  The  IF  part  of  the  rule,  called  the  premise  or  the  iefthand  side, 
states  the  conditions  that  must  be  present  for  the  production  to  be  applicable;  and 
the  THEN  part,  called  the  action  part  or  the  righthand  side,  is  the  appropriate 


action  to  take.  During  the  execution  of  the  production  system,  a  production 
whose  premise  is  satisfied  can  fire  or  have  its  action  part  executed  by  the 
inference  engine. 

The  knowledge  base,  or  collection  of  facts,  data,  or  short-term  memory 
buffer,  is  the  focus  of  attention  of  the  production  rules.  The  premise  of  each 
production  in  the  rule  base  represents  a  condition  that  must  be  present  in  the 
knowlede  base  before  the  production  can  fire.  The  actions  of  the  rules  can  change 
the  knowledge  base,  so  that  other  rules  will  have  their  premises  satisfied.  The 
knowledge  base  structure  may  be  a  simple  list,  a  very  large  array,  or  more 
typically,  a  medium  sized  buffer  with  some  internal  structure  of  its  own.  In  the 
MYCIN  case,  the  knowledge  base  is  constructed  by  acquiring  a  patient's  record 
files  and  queries  to  the  physician  for  information  or  facts  describing  the 
conditions  or  sympotms  of  the  infectious  disease. 

The  mechanism  used  to  draw  conclusions  based  on  the  rules  in  the  rule 
base  and  the  data  for  the  current  case  is  the  system's  reasoning  process  or 
inference  engine.  In  the  MYCIN  system,  rates  are  involved  in  a  backward 
chaining  fashion  that  results  in  an  exhaustive  depth-first  search.  Backward 
chaining,  also  referred  to  as  goal  driven,  expectation  driven,  or  top-down  thinking, 
requires  looking  at  the  action  parts  of  the  rules  to  find  out  what  conditions  would 
make  them  fire,  then  finding  other  rules  whose  action  parts  conclude  these 
conditions,  and  so  on.  In  other  words,  the  inference  engine  starts  from  a  goal  of 
what  is  to  happen  and  works  backwards,  looking  for  evidence  that  supports  or 
contradicts  the  hunch. 

The  representation  of  knowledge  as  production  rules  and  the  ability  to 
explain  specific  rules  allow  MYCIN  to  interact  with  the  physician  in  a  manner 
that  permits  the  system  to  acquire  and  apply  new  knowledge.  When  a  physician  is 
dissatisfied  with  the  system's  performance  on  a  particular  case,  MYCIN  is  able  to 
explain  how  it  made  the  erroneous  conclusions  and  to  guide  the  physician  while  he 
is  determining  the  source  of  reasoning;  the  physician  elects  to  enter  new  rules  or 
alter  existing  rules.  He  enters  his  requests  through  a  nearly  natural  language 
interface.  Once  this  new  rule  or  alteration  is  accepted  and  understood  by  the 
system,  the  next  consultation  will  make  use  of  it  and  alter  its  recommendations 
accordingly.  This  ability  permits  the  system  to  interact  directly  with  the  domain 
personnel  without  intervention  of  the  programmer. 


KBS  Versus  Algorithm-Based  Systems 

Prior  to  the  availability  of  knowledge-based  systems,  the  only  way  to 
represent  and  organize  knowledge  was  through  the  use  of  algorithm-based 
systems.  These  systems  possess  the  following  characteristics: 

1.  Deterministic  and  do  not  have  redundancy. 

2.  Sharp  distinction  between  code  and  data. 

3.  Opaque  algorithms,  thus  difficult  to  modify  or  analyze. 
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4.  Lack  the  ability  to  reason  about  or  explain  the 
techniques  and  mechanism  that  they  employ. 

Knowledge-based  systems  are  a  body  of  knowledge  and  simple 
mechanisms  for  applying  knowledge  whenever  possible  and  useful.  This  feature  is 
possible  due  to  the  rules  that  make  up  the  rule  set.  KBS  are  applied  to  problem 
areas  that  rely  on  the  judgment  of  human  experts;  in  other  words,  where  problems 
are  complex  and  require  the  application  of  high-level  rules  that  are  judgments  and 
evaluations  of  solutions.  In  contrast  to  algorithm-based  systems,  KBS  have  the 
following  characteristics: 

1.  Knowledge  is  redundant,  so  the  absence  of  one  fact  does 
not  necessarily  prevent  the  system  from  arriving  at  a 
result  by  another  route. 

2.  A  sharp  distinction  exists  between  the  body  of  knowledge 
and  inference  engine. 

3.  Transparent  algorithms  with  independent  rules  which 
allows  for  modifications  and  analysis. 

4.  Provision  of  explanations  to  describe  the  reasoning  path 
used  to  arrive  at  a  given  goal. 

Many  problems  are  amenable  to  algorithm-based  systems,  but  many  are 
not;  those  that  are  not  require  experts  to  evaluate  and  assess  situations,  then 
make  judgments  based  on  those  assessments.  The  selection  of  KBS  over 
algorithm-based  systems  is  basically  a  tradeoff  between  the  ease  of  modification 
and  intelligibility  offered  by  the  former,  and  the  fast  execution  speed  and  low 
data  base  space  requirements  offered  by  the  latter. 


Potential  KBS  Applications  to  ATE 

The  application  of  knowledge-based  systems  can  dose  the  "open  loop" 
test  approach  by  developing  input/output  dialogue  with  the  system  user.  The 
development  of  such  an  application  would  be  similar  to  the  interactive  dialogue 
used  in  the  MYCIN  system.  The  following  features  are  proposed  from  such  an 
application  of  knowledge-based  systems: 

1.  Has  the  capability  of  explaining  its  actions  and  reasoning 
processes  with  respect  to  an  interaction  with  the  user  or 
to  a  solution  it  produces. 

2.  Has  the  capability  to  acquire  new  knowledge,  modify 
existing  knowledge,  and  expunge  erroneous  or  useless 
knowledge. 

Another  application  of  KBS  is  for  fault  diagnosis  of  UUTs.  First,  the 
knowledge-based  system  determines  what  tests  need  to  be  performed  and 
instructs  the  ATE  or  user  to  execute  the  tests.  The  fault  diagnosis  procedure  is 
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fired  by  developing  a  set  of  facts  which  describes  what  the  system  knows  about 
the  UUT.  This  set  of  facts  are  composed  of: 

1.  Facts  that  describe  the  UUT  and  its  problems  or 
systems.  The  facts  are  acquired  by  the  KBS,  producing  a 
sequence  of  queries  to  the  test  system  or  user. 

2.  An  auxiliary  facts  table  that  provides  finer  details  or 
specific  details  describing  the  UUT  such  as  operational 
specifications,  components,  failure  history,  and  failure 
propensity. 

Next,  the  knowledge-based  system  transfers  the  set  of  facts  to  its 
knowledge  base  to  develop  a  preliminary  list  of  tests  to  be  performed.  Residing  in 
the  knowledge  base  is  a  set  of  rules  that  were  experimentally  verified  facts  of  the 
UUT.  The  rules  are  segregated  into  smaller  subsets  according  to  their  required 
tests  or  as  more  commonly  known,  their  hypotheses.  This  structure  will  aid  in 
establishing  a  depth-first  search  strategy.  Finally,  the  KBS  associates  the  initial 
facts  to  the  relevant  subsets  from  the  knowledge  base  and  associated  hypotheses. 

Now,  the  KBS  instructs  the  ATE  to  execute  the  tests  while  maintaining 
interactive  dialogue,  thereby  replacing  the  traditional  ATE  software  that  runs  a 
battery  of  brute  force  exhaustive  tests.  Test  evaluation  would  be  accomplished 
by  embodying  the  knowledge  of  expert  diagnosticians.  The  KBS  would  evaluate 
the  test  results  and  either  determine  the  problem  directly,  and  the  need  for 
additional  tests  which  would  likewise  be  performed  and  evaluated,  or  supply  its 
conclusion  in  near  natural  human  language  to  the  system  user. 


Conclusion 

It  is  quite  apparent  that  knowlege-based  systems  propose  broad 
applicability  in  test  program  generations.  Already,  the  following  capabilities  have 
been  shown  to  be  available  from  the  KBS  approach  of  test  program  generation: 

1.  No  explicit  logic  tree  is  required  in  advance  as  with  the 
traditional  TPS  approach.  The  logic  tree  is  expanded 
(tests  plus  paths  generated)  as  needed. 

2.  The  rules  are  in  the  production  rule  format  which  imbed 
knowledge  about  what  to  do. 

3.  The  KBS  approach  can  reach  a  conclusion  under 
uncertainty  and  when  it  encounters  bad,  ambiguous,  or 
corrupted  data. 

4.  By  means  of  continuous  interactive  dialogue  with  the 
test  operator  or  ATE,  the  KBS  approach  can  improve  its 
own 


performance  or  expand  by  adding  rules  to  the  logic  tree 
(e.g.,  this  eliminates  the  need  for  software  rewrite  and 
ATE  software  center  modifications). 


5.  The  KBS  reasoning  for  obtaining  a  diagnosis  is  not  lost  in 
the  generation  process  due  to  KBS  ability  to  provide  a 
rationed  explanation  to  the  test  operator. 

However,  the  Naval  Air  Engineering  Center  acknowledges  the  fact  that 
it  is  undertaking  a  high  risk  project  but  one  that  is  tenable.  The  following  key 
points  support  such  a  declaration: 

1.  The  KBS  approach  has  never  been  attempted. 

2.  The  initial  knowledge  base  needed  is  large. 

3.  The  electronics  field  is  sufficiently  well  defined  to  make 
success  possible  in  reasonable  time. 

And  should  success  prevail,  a  breakthrough  in  electronics  (analog,  digital, 
and  hybrid)  maintenance  would  become  inevitable. 
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ABSTRACT 

The  Navy  A.I.  Center  is  currently  developing  a  series  of  increasingly 
sophisticated  expert  consultant  systems  for  guiding  a  novice  techni¬ 
cian  through  each  step  of  an  electronics  troubleshooting  session.  One 
of  the  goals  is  to  automatically  produce,  given  a  set  of  initial  symp¬ 
toms.  a  binary  (pass /fail)  decision  tree  of  testpoints  to  be  checked  by 
the  technician.  This  paper  discusses  our  initial  approach  using  a 
modified  game  tree  search  technique,  the  gamma  miniaverage 
method.  One  of  the  parameters  which  guides  this  search  technique  - 
the  cost  of  each  test  -  is  stored  a  priori.  The  two  other  parameters 
that  guide  it  -  the  conditional  probability  of  test  outcomes  and  the 
proximity  to  a  solution  -  are  provided  by  a  dynamic  model  of  an  expert 
troubleshooter’s  beliefs  about  what  in  the  device  is  good  and  what  is 
bad.  This  model  of  beliefs  is  updated  using  probabilistic^fesf-resuZf  ■*- 
plausible-c  arise  queue  es**rule  s .  These  rules  are  either  provided  by  an 
expert  technician,  or  approximated  by  a  model-guided  Rule  Generator. 
The  model  that  guides  the  genetatiaa^of  rules  is  a  simple  block 
diagram  of  the  Unit  Under  Test  (UUT)  augmented  with  component 
failure  rates. 


1.  Introduction 

The  Navy  A.I.  Center  is  currently  developing  a  series  of  increasingly  sophis¬ 
ticated  expert  consultant  systems  for  guiding  novice  technicians  through  each 
step  of  an  electronics  trouble-shooting  session.  This  paper  describes  the 
current,  Mark  I  implementation.  The  basic  design  of  this  implementation  grew 
out  of  a  series  of  preliminary  conversations  with  our  domain  expert  -  a  master 
technician.  Using  a  Tektronix  Model  465  oscilloscope  as  a  potential  Unit  Under 
Test  (UUT)  for  particular  examples,  these  discussions  focused  on  the  general 
types  of  information  used  in  troubleshooting  electronic  equipment  To  achieve 
an  implementation  in  a  reasonable  amount  of  time,  we  chose  for  inclusion  a 
proper  yet  important  subset,  namely: 
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A  Priori: 

-  circuit  topology 

-  cost  of  individual  tests 

-  relative  component  failure  rates 

-  component  replacement  costs 
A  Posteriori: 

-  conditional  probability  of  test  results 

-  proximity  to  a  solution 

In  the  remainder  of  this  introduction  (Section  1)  we  describe  their  importance 
in  electronics  troubleshooting,  and  briefly  how  they  have  been  incorporated  in 
the  current  implementation.  The  final  section  (Section  4)  of  this  paper  briefly 
discusses  how  other  important  types  of  information  (eg.,  component  function) 
could  be  added  to  the  current  system.  The  body  of  this  paper  (Sections  2  and  3) 
describes  in  detail  the  current  system  -  a  novel  application  of  heuristic  search 
guided  by  a  rule-based  reasoning  component  that  makes  use  of  both  traditional, 
expert-supplied  rules  and  rules  approximated  by  a  novel,  model-guided  Rule 
Generator. 

In  principle,  a  technician  can  isolate  the  faulty  components  of  an  electronic 
device  with  an  exhaustive  search  by  testing  every  discrete,  low  level  component 
(e.g.,  resistor  or  transistor.)  This  simple  linear  search  can  find  all  faults  and  in 
fact  is  often  done  when  there  are  relatively  few  components  to  test.  When  there 
are  a  great  many  discrete  components,  the  technician  can  take  advantage  of  the 
hierarchical  organization  that  designers  generally  impose  upon  complex  and 
sophisticated  circuits.  In  this  tree-like  organization  the  top-most  branches 
represent  the  major  subsystems,  such  as  the  power  supply,  while  the  bottom 
leaves  represent  the  discrete  components,  such  as  the  individual  resistors  and 
transistors.  This  organization  of  the  search  space  permits  the  technician  to 
consider,  at  each  level  of  abstraction,  relatively  few  components.  The  system, 
as  well  as  others  (e.g..  [Davis.  1982b]  and  [Genesereth.  1982]).  attempts  to 
mimic  the  troubleshooter  by  starting  the  search  for  faults  at  the  top  of  the  com¬ 
ponent  hierarchy,  and  then  slowly  moving  down  to  lower  and  lower  levels. 

At  each  level  in  this  abstraction  hierarchy  tree  the  troubleshooter  must 
decide  where  to  test  first,  and  then  based  on  the  outcome  of  that  test,  where  to 
test  next,  etc.  In  the  computer  programs  that  guide  Automatic  Test  Equipment 
(ATE)  these  decisions  are  stored  in  a  binary  (pass/fail)  decision  tree.  Each 
node  in  the  decision  tree  represents  the  best  test  to  make  next,  given  the  test 
outcomes  represented  by  the  arcs  which  lead  to  it  from  the  root  node.  The  root 
node  represents  the  initial  symptoms.  This  is  similar  to  the  decision  trees  pro¬ 
duced  by  artificial  intelligence  game  tree  search  algorithms,  such  as  the  A*  algo¬ 
rithm  and  the  alpha-beta  minimax  algorithm  (see  [Nilsson,  1980]  for  an  excel¬ 
lent  discussion  of  these  algorithms.)  In  these  decision  trees  each  node 
represents  the  best  move  for  a  player  to  make  next.  The  arcs  which  lead  to 
each  node  represent  his  opponent's  responses  to  his  earlier  moves. 

The  A*  algorithm  can  find  an  solution  tree  which  is  optimal  (in  cost)  for 
and/or  trees,  but  requires  a  depth-first  search  to  termination  (eg.,  by  looking 
ahead  until  a  faulty  component  is  found.)  When  there  are  many  possible  tests  in 
a  circuit  (or  many  possible  moves  in  a  game)  the  A*  algorithm  can  be  impracti¬ 
cal*  and  a  shallow,  suboptimal  search  strategy  may  be  required.  The  Alpha-beta 

•  Even  In  this  case,  where  there  are  only  two  branches  at  each  "and" 
node  (i.e. ,  pass/fail),  it  has  in  fact  been  shown  that  the  general  problem 
of  finding  an  optimal  solution  tree  is  NP-hard  (see  [Hyafil  and  Rivcst, 


of  finding  an  optimal  solution  t 
1976]  ana  also  [Loveland,  1979].) 
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minimax  method  can  allow  this  to  be  done  efficiently,  yet  the  alpha-beta  method 
does  not  take  into  account  the  cost  of  each  test.  While  the  cost  of  moves  in  a 
game  may  be  inconsequential,  the  cost  of  a  test  in  troubleshooting  can  be  cru¬ 
cial. 

Still  another  problem  with  using  any  minimax  method  for  this  application  is 
the  built-in  assumption  that  the  "and"  branches  in  the  and/or  search  space  are 
decided  by  an  opponent.  In  physical  systems,  such  as  electronic  devices,  the 
"and"  branches  are  governed  by  nature,  or  chance,  and  can  be  estimated  using 
conditional  probabilities.  This  observation  by  Slagle  and  Lee  motivated  their 
creation  of  the  gamma  miniaverage  method  [Slagle  and  Lee.  1971],  In  the 
miniaverage  method,  the  backed-up  value  of  an  "and"  branch  is  not  a  maximum, 
but  a  weighted  average  -  weighted  by  the  conditional  probabilities  associated 
with  each  branch.  It  allows  for  efficient  pruning  of  the  search  space  with  cut¬ 
offs.  similar  to  alpha-beta  cut-offs,  called  gamma  cut-offs.  The  method  can  also 
allow  for  termination  of  the  search  when  the  expected  cost  of  continuing  the 
search  exceeds  the  cost  of  simply  replacing  the  suspect  components. 

While  the  cost  of  each  test  can  often  be  estimated  a  priori,  two  other 
parameters  that  guide  the  gamma  miniaverage  method  -  the  conditional  proba¬ 
bility  of  a  test  outcome,  discussed  above,  and  a  static  evaluation  function,  which 
estimates  the  proximity  to  a  solution  -  are  based  on  the  results  of  earlier  tests. 
Even  with  only  2  possible  outcomes  (i.e.,  pass/faU)  for  a  test,  for  n  possible 
tests  there  may  be  as  many  as  3n  possible  combinations  to  consider  (since  each 
test  could  either  pass,  fail,  or  not  be  made.)  Rather  than  require  that  values  for 
these  two  parameters  be  established  a  priori  for  all  possible  combinations  of 
test  results,  the  system  estimates  these  values  through  rule-based  simulation. 

Figure  1  shows  the  overall  structure  of  the  rule-based  reasoning  com¬ 
ponent.  which  is  the  heart  of  the  system.  Test  results,  real  or  hypothetical,  are 
introduced  one  at  a  time  to  the  Inference  Engine.  Given  a  test  result,  the  Infer¬ 
ence  Engine  uses  a  single,  triggered  rule  to  update  a  dynamic,  a  posteriori 
model  of  an  expert  technician's  beliefs  about  what  in  the  UUT  could  be  bad  and 
what  should  be  good. 
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figure  1:  Rule-Based  Reasoning 


In  the  traditional  expert  systems  approach,  the  rules  used  to  update  these 
beliefs  would  come  from  a  stored,  a  priori  collection  of  expert-supplied  symp¬ 
tom  -*  possible-cause  rules.  Randall  Davis  [1982a,  1982b]  has  pointed  out  that 
the  task  of  extracting  a  separate  rule  from  the  expert  for  every  conceivable 
symptom  that  might  arise  in  a  sophisticated  piece  of  electronics  equipment  is 
unrealistic.  Because  of  this,  Davis  stresses  the  importance  of  am  alternative 
means  with  which  to  reason  -  a  model  of  the  system  being  diagnosed.  Davis 
argues  that  expert  systems  should  have  both  compiled  rules  (which  he  calls 
"compiled  experience”)  and  the  ability  to  reason  from  a  model.  The  system 
incorporates  these  two  knowledge  sources  through  its  small  expert-supplied, 
device-specific  a  priori  rulebase,  and  a  model-guided,  device-independent  Rule 
Generator. 

The  Rule  Generator  can  dynamically  produce  rules,  with  the  same  syntax  as 
the  compiled  rules,  by  consulting  an  a  priori  model  of  the  UUT.  The  model  of 
the  UUT  that  has  been  implemented,  thus  far,  is  an  augmented  block  diagram*  - 
augmented  in  the  sense  that  it  contains  such  non-traditional  information  as 
component  failure  rates.  Although  the  rules  that  the  system  generates  from  its 
model  may  be  less  accurate  than  expert-supplied  rules,  the  generated  rules  can 
fill  in  whatever  gaps  exist  in  the  expert-supplied  rulebase,  and  then  only  when 
needed.  The  motivation  for  this  design  was  a  statement  by  our  domain  expert 
that  in  troubleshooting  any  sophisticated  piece  of  electronic  equipment,  includ¬ 
ing  equipment  with  which  he  is  very  familiar,  a  set  of  block/schematic  diagrams 
is  indispensible.  He  also  says  that  given  a  good  set  of  such  diagrams  he  can 
troubleshoot  essentially  any  piece  of  analog  electronics.  The  Rule  Generator 
tries  to  capture  this  generality  by  producing  approximations  of  the  rules  which 
normally  make  up  "compiled  experience." 

The  rules  in  the  system,  both  compiled  and  generated,  are  probabilistic  (or, 
more  properly,  evidential)  rules  of  belief.  Each  rule  is  triggered  by  a  single  test 
result.  The  consequences  of  each  rule  are  probabilistic  assignments  of  guilt  or 
innocence,  given  this  one  particular  finding,  to  various  components  and  lines  in 
the  UUT.  These  probabilistic  assignments  are  used  by  the  system’s  inference 
engine  to  update  the  system’s  a  posteriori  model  of  beliefs  about  what  in  the 
UUT  is  good  and  what  is  bad.  Since  the  system  does  not  make  use  of  a  "single 
fault  assumption"  that  at  most  one  of  the  UUT’s  components  is  faulty,  for  each 
component  and  line  the  system  gathers  both  evidence  that  is  it  good  and  evi¬ 
dence  that  it  is  bad.  And,  because  of  the  uncertainty  inherent  with  approxi¬ 
mated  probabilities,  the  probabilities  associated  with  these  two  mutually 
exclusive  possibilities  may  not  necessarily  sum  to  1.  The  system  combines  evi¬ 
dence  from  separate,  independent  sources  (i.e..  test  results)  using  Dempster’s 
Rule  [Shafer,  1976].  Dempster's  Rule  does  allow  for  a  sum  less  than  1,  yet 
reduces  to  the  traditional  Bayesian  approach  when  the  sum  is  exactly  1. 

Dempster’s  Rule  works  fine  for  combining  evidence  from  sources  that  are 
independent.  But  because  of  circuit  connectivity,  test  results  are  not  always 
independent.  In  the  system,  non-independent  test  results  are  defined  as  those 
that  are  taken  from  a  common  path  in  the  UUT  circuitry.  The  interpretation 
assigned  by  the  inference  engine  given  two  non-independent  results  depends 
upon  whether  the  tests  passed  or  failed  and  upon  which  result  is  upstream  or 
downstream  from  the  other.  For  example,  if  two  non-independent  results  are 

*  Fault  isolation  and  testability  analysis  based  upon  block  diagrams  has 
come  to  be  known  as  logic  modeling  or  logic  model  analysis.  One  notable 
example  of  this  is  the  STAMP  system  [Simpson  and  Balaban,  1982]  which 
makes  use  of  information  theory  to  generate,  in  a  proprietary  manner, 
binary  decision  trees  of  the  type  generated  by  the  NKL  system. 


344 


both  bad  (good),  then  only  the  more  useful  -  the  upstream  (downstream)  result  - 
is  retained  and  interpreted  by  the  inference  engine.  As  another  example,  when 
one  passed  test  result  later  clears  away  the  blame  from  some  component  - 
assigned  as  a  result  of  an  earlier  failed,  test  result  -  that  blame  is  removed  from 
the  component  and  the  original  failed  test  result  is  re-interpreted  in  light  of  this 
new  information.  This  form  of  non-monotonicity  has  been  implemented  using 
the  basic  truth  maintenance  facility  in  the  electronics  simulation  system  EL 
[Stallman  and  Sussman,  1979]. 

The  current  system  is  made  up  of  two  basic  components.  Section  2  of  this 
paper  discusses  the  probabilistic  rule-based  reasoning  component  that  guides 
the  heuristic  search  component  discussed  in  Section  3.  Section  4  is  a  discussion 
of  future  plans. 

2.  Probabilistic  Rule-Based  Reasoning 

The  rules  in  the  system  incorporate  probabilistic  measures  of  belief.  Pro¬ 
babilistic  measures  of  belief,  or  certainty  factors,  have  played  an  important  role 
in  such  successful  rule-based  expert  consultant  systems  as  KYCIN  [Shortliffe. 
1976]  and  PROSPECTOR  [Duda  et.al.,  1979].  The  expert  consultant  system  for 
electronics  fault  isolation  ARBY  [McDermott,  D.  and  Brooks,  R.,  1962]  totals 
"amounts"  of  evidence  for  and  against  hypotheses,  but  since  these  "amounts" 
are  not  related  to  probabilities,  it  does  so  in  a  very  ad  hoc  manner  [Brooks,  R., 
1902], 

Probabilistic  measures  of  belief  can  play  an  important  role  in  troubleshoot¬ 
ing  electronic  devices.  For  example,  consider  the  simple  circuit  depicted  by 
Figure  2, 


Figure  2 


where  it  is  known,  through  testing,  that  the  input  is  good  and  that  both  outputs 
are  bad.  One  explanation  for  these  test  results  could  be  that  both  components 
Cg  and  C3  are  faulty.  While  this  is  possible,  and  should  not  be  ruled  out,  the  pos¬ 
sibility  that  Ci  is  broken  is  much  more  probable. 

Also,  consider  the  slightly  different  circuit  depicted  by  Figure  3,  where  it  is 
known  that  the  input  of  Cx  is  good,  the  output  of  Ce  is  bad,  and  the  output  of  C3 
is  good.  Since  the  output  of  C3  is  good,  its  input  must  be  good,  which  also  means 
that  one  of  the  outputs  of  Ci  is  good  This  give  some  evidence  that  Cx  is  good  (If 
it  were  known  that  both  of  the  outputs  of  Ci  are  good  then  we  could  be  *om- 
pletely  certain  that  is  good.)  So,  in  this  case,  Cj  is  slightly  less  suspect  than 
C2.  since  there  is  some  evidence  that  Cy  is  good  while  there  is  none  at  all  that  Cg 


Figure  3 

2.1.  The  Inference  Rules 

In  expert  consultant  systems,  relative  measures  of  belief,  such  as  those  dis¬ 
cussed  above,  have  been  quantized  using  antecedent  -»  plausible-consequences 
rules.  In  the  system  there  are  two  types  of  rules  -  rules  for  passed  tests  and 
rules  for  failed  tests.  Also,  each  rule  has  two  parts  -  one  suggests  consequences 
about  components,  while  the  other  suggests  consequences  about  other  test- 
points  in  the  circuit.  The  basic  syntax  of  the  rules  is  described  using  the  follow¬ 
ing  rule  schemata: 

Rlile-la  If  there  is  evidence  with  probability  x  that  an  output  of  a  com¬ 
ponent  is  bad*,  then  if  there  are  n  components  which  could  have 
caused  this  bad  output,  then  for  each  such  component  there  is 

evidence  (with  probability  ^-)  that  this  component  is  broken. 

Rule-lb  For  each  input  I  of  each  of  the  n  components  indicated  by  Rule- 
la,  if  m  of  these  n  components  feed  line  I,  then  there  is  evidence 

(with  probability  ^rL  X)  that  I  is  bad. 

71 

Rule-2a  If  there  is  evidence  with  probability  x*  that  output  of  a  com¬ 
ponent  with  n  outputs  is  good,  then  for  each  line  that  feeds  this 
component,  through  some  path,  there  is  evidence  (with  probabil¬ 
ity  ^  — )  that  this  line  is  good. 

i=l,n  71 

Rule-2b  If  there  is  evidence  with  probability  xt  that  output  0*  of  a  com¬ 
ponent  with  n  outputs  is  good,  then  there  is  evidence  (with  proba- 

bility  2L,  ~t  that  this  component  is  good. 

<  =  l,n  n 

These  schemata  have  actually  been  used  by  our  domain  expert  as  a  guide  for 
writing  device-specific  rules  for  the  Tektronix  465  Oscilloscope,  with  the  proba¬ 
bilities  in  parentheses  merely  suggestions. 

Rather  than  requiring  that  domain  expert  provide  the  system  with  such 
rules  for  every  one  of  perhaps  thousands  of  test-points  in  a  UUT,  the  system's 
Rule  Generator  can  approximate  missing  rules  using  information  stored  in  the 
system's  a  priori  model  of  the  UUT.  If  information  is  missing  from  the  model, 

•  Here,  a  "bad"  input  or  output  line  iust  means  that  the  signal  on  the  line 
is  not  the  same  as  when  the  entire  UUT  is  good. 
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the  Rule  Generator  will  use  the  probabilities  within  the  parentheses  in  the  sche¬ 
mata  above  as  defaults.  The  types  of  information  presently  stored  in  the  a 
priori  model  of  the  UUT  and  used  by  the  Rule  Generator  are:  the  circuit  struc¬ 
ture  (e.g.,  topology),  sub-structure,  and  relative  component  failure  rates.  For 
example,  the  Rule  Generator  can  approximate  a  Rule-la  rule  by  making  use  of 
information  about: 

o  Topology:  The  grossest  estimate  of  n  is  the  total  number  of  com¬ 
ponents  in  the  entire  circuit.  This  can  be  cut  down  significantly,  using 
simple  signal  tracing,  by  considering  only  those  components  that  lie 
upstream  from  the  bad  output. 

o  Component  Failure  Fates:  The  probability  —  is  a  default  probability. 

The  failure  rate  of  each  component  is  used  as  a  weighting  factor.  For 
example,  if  one  of  the  n  components  has  exactly  twice  the  failure  rate 
of  each  of  the  other  n-1  components  then  the  probability  of  the  evi- 

Oft* 

dence  assigned  to  it  would  be - —  and  - —for  each  of  the  others. 

71+1  71  +  1 

The  Rule  Generator  can  custom  tailor  a  Rule-2b  rule  using  information  about: 

o  Component  Sub-Structure:  Some  of  the  outputs  of  a  component  could 
be  more  informative  than  others.  For  example,  output  x  may  be 
affected  by  90%  of  the  component’s  internal  sub-components.  By  mak¬ 
ing  use  of  such  information,  the  probability  assigned  is  a  weighted 
average  rather  than  a  simple  average. 

2.2.  The  Inf  erence  Engine 

All  the  rules  are  triggered  by  a  test  result.  When  a  new  test  result  is 
entered  into  the  system,  the  inference  engine  first  looks  in  the  small  rule  base, 
which  comprises  compiled  experience,  for  a  rule  that  is  appropriate.  If  there  is 
none,  it  will  call  upon  the  Rule  Generator  to  generate  one.  With  either  the 
retrieved  or  generated  rule,  the  inference  engine  can  then  update  the  a  pos¬ 
teriori  model  of  beliefs  about  what  in  the  UUT  is  good  and  what  is  bad. 

In  updating  the  model  of  beliefs,  there  are  two  cases  that  the  inference 
engine  must  consider.  The  new  test  result  could  either  contribute  new  indepen¬ 
dent  evidence  that  should  be  combined  with  earlier  evidence;  or  it  could  provide 
new  information  upon  which  earlier  plausible  inferences  should  be  revised. 

Combining  New  Independent  Evidence 

At  any  point  in  time,  we  may  have  evidence,  say  for  a  particular  component 
C,  that  indicates  with  probability  xx  that  C  is  good  and  yi  that  C  is  bad.  Since 
exact  values  for  xx  and  yt  are  difficult  or  impossible  to  calculate,  xx  and  yx  are 
simply  estimated  lower  bounds  on  the  true,  Bayesian  probabilities  (i.e., 
z  i  =  1-  (xl+y1)  may  be  greater  than  0.) 

When  a  new  piece  of  independent  evidence  is  introduced  concerning  C,  the 
new  evidence  can  be  combined  with  the  old  evidence  using  Dempster's  Rule 
[Schafer,  1978].*  For  example,  suppose  that  new  evidence  suggests,  with 

*  One  notable  use  of  Dempster's  Rule  has  been  by  Garvey  for  integrating 
sensor  information  [Garvey,  1981].  It  has  also  influenced  Friedman’s  Ex¬ 
tended  Plausible  Reasoning  [Friedman,  1901], 


probability  x2,  merely  that  C  is  good.  The  uncertainty  z2  associated  with  this 
evidence  is  simply  1-  x2  (since,  in  this  case,  yz  =0.)  According  to  Dempster's 
Rule,  the  updated  probabilities  x3  (good),  ya  (bad),  and  z3  would  then  be  com¬ 
puted  as  follows.  First,  using  a  cross  product,  let: 

x'3  =  X2Zj  +  xzzl  +  ZgXl 

y's  =  zzyi 

x  'g  =  ZZ'Z  | 

N  =(x'a+y‘a+z'3)-1 

and  then,  through  re-normalization: 

z3  =  N-x'  g 

Va  =  Ny's 

z  3  =  Nz'  3 

There  are  similar  equations  for  combining  new  evidence  that  C  is  bad. 

For  example,  suppose  that  at  some  moment  the  total  probability  that  com¬ 
ponent  C  is  good  is  x,  =  1/3  and  y,  =  1/3  that  Cis  bad  (with  z,= 1/3.)  If  new  evi¬ 
dence  is  introduced  with  certainty  x2=l/3  that  C  is  good  (and  with  zz=2/  3), 
then  the  updated  probabilities  would  be  xa=l/2  that  C  is  good  and  ya=  1/4  that 
C  is  bad  (with  za=l/4.) 

The  associativity  and  commutativity  of  Dempster’s  Rule  are  very  important 
in  this  application  since  the  results  of  independent  tests  should  be  independent 
of  the  order  in  which  the  tests  were  made.  The  Rule’s  sound  treatment  of  uncer¬ 
tainty  is  also  important  here,  since  in  troubleshooting  exact  probabilities  are 
often  difficult  or  impossible  to  calculate. 

Revising  Earlier  Plausible  Inferences  ("Shifting  Blame") 

Inferences  made  earlier  in  a  troubleshooting  session  might  need  to  be  re¬ 
evaluated  in  light  of  new  information.  For  example,  Rule-la  rules  distribute  the 
blame  for  a  fault  among  to  components.  If  m  (for  m^n)  of  these  are  later 
cleared  by  a  passed  test  result,  then  the  blame  assigned  to  these  m  components 
should  be  removed  from  them  and  re-distributed  among  the  other  n-m  com¬ 
ponents.  Similarly,  when  the  plausible  blame  attributed  to  some  line  L  (by  an 
instance  of  Rule-lb)  is  later  confirmed  by  a  failed  test  result,  then  the  blame 
that  had  been  assigned  to  the  m  components  that  line  L  feeds  (by  the 
corresponding  instance  of  Rule-la)  should  be  removed*  and  re-distributed  to  the 
other  n  —  m  components  using  a  new  instance  of  Rule-la  -  one  triggered  by  the 
new  test  result. 

This  form  of  non-monotonicity  has  been  implemented  using  the  basic  truth 
maintenance  system  incorporated  in  the  electronics  simulation  system  EL 
[Stallman  and  Sussman,  1979].  Borrowing  the  terminology  of  Stallman  and  Suss- 
man,  at  each  moment  an  assertion  can  be  believed  with  some  certainty,  and 
labeled  in,  if  there  is  some  well-founded  support  behind  it  (i.e.,  a  test  result); 

*  Although  that  blame  is  removed  from  these  components,  the  com¬ 
ponents  are  not  cleared  since  this  test  result  provides  no  evidence  that 
they  are  good,  but  merely  that  one  of  their  inputs  is  bad 


otherwise  it  is  labeled  out.  An  assertion  that  is  less  than  completely  certain  can 
move  from  in  to  out  by  the  introduction  of  contradictory  evidence  that  is  com¬ 
pletely  certain.  To  imp^ment  this  capability  we  store  with  each  discrete  piece 
of  evidence  that  is  less  than  completely  certain  the  test  result  and  rule  that  ori¬ 
ginally  introduced  it  to  in.  This  is  the  only  information  necessary  for  removing 
and  re-evaluating  the  plausible  consequences  of  a  rule  in  light  of  new  informa¬ 
tion. 

3.  Deciding  the  Best  Test 

The  o  posteriori  model  of  beliefs  has  two  basic  purposes.  Firstly,  the  sys¬ 
tem  can  present  to  the  user  a  list  of  suspect  components,  ordered  by  their 
current  probability  of  being  faulty.  This  can  either  be  done  at  any  time,  upon 
request  from  the  user;  or  automatically,  when  the  maximum  such  probabability 
exceeds  some  user  established  threshold.  Secondly,  the  system  can  use  the 
model  of  beliefs,  in  a  hypothetical  mode,  to  help  decide  the  best  test  for  the  user 
to  make  next.  If  there  are  no  initial  symptoms  the  best  test  model  of  beliefs  can 
be  used  to  construct,  a  priori,  a  binary  decision  of  best  tests  to  be  performed  at 
each  step  of  such  a  troubleshooting  session.  If  there  are  initial  symptoms,  a 
custom  tailored  binary  decision  tree  which  takes  these  initial  "test  results”  into 
account  can  be  computed  at  the  beginning  of  the  troubleshooting  session  (or 
dynamically  recomputed  if  the  user  later  contributes,  through  his  own  initiative, 
other  test  results.) 

The  best  test  is  basically  that  test  which,  for  its  cost,  will  bring  the  system 
closest  to  isolating  the  fault  to  a  single  component.  Since  there  are  two  possible 
outcomes  of  each  test  (i.e.,pass  or  fail),  the  system  must  consider  both  of  them 
separately.  It  does  this  by  simulating  the  effect  that  each  such  outcome  would 
have  on  its  model  of  beliefs.  A  heuristic  static  evaluation  function  is  applied,  in 
each  case,  to  the  model  of  beliefs  to  estimate  how  far  the  system  would  then  be 
to  having  isolated  the  problem  to  one  faulty  component. 

We  have  applied  the  gamma  miniaverage  method  in  a  straight-forward 
manner  (and  refer  the  reader  to  [Slagle  and  Lee,  197’.]  for  a  detailed  discussion 
of  the  method  itself.)  The  nodes  in  the  search  tree  represent,  on  alternating  lev¬ 
els.  the  possible  tests  that  can  be  performed  and  the  potential  outcomes  oi  of 
the  possible  tests.  A  static  evaluation  function  G  applied  to  an  outcome  node  on 
the  frontier  of  the  search  represents  the  loss,  or  cost,  of  terminating  at  that 
point.  The  value  of  the  static  evaluation  function  G  which  we  have  empirically 
chosen  is  the  size  of  the  component  ambiguity  set  (the  still  suspect  com¬ 
ponents.)  G  could  also  represent  the  total  cost  of  replacing  all  of  the  com¬ 
ponents  in  the  ambiguity  set,  if  this  data  were  known. 

To  calculate  the  backed-up  value  of  the  "and”  node  which  represents  the 
cost  R  of  terminating  the  search  after  performing  test  Tk .  the  static  values 
G{[°i>Tk>EY)  for  each  possible  outcome  Oj  of  7*  (where  [oi.Tk.E]  represents  the 
model  of  beliefs  after  outcome  Oj  of  test  Tk  is  incorporated  into  the  model  of 
beliefs  E )  are  combined  with  the  cost  Crk  of  performing  test  7*  and  the  condi¬ 
tional  probabilities  PTk{°i\E)  that  test  Tk  will  have  outcome  (given  the  evi¬ 
dence  E  that  has  been  accumulated  thus  far)  using  the  formula 

R(E,'fk)  =  CTk  +  A]) 

i 

An  approximation  of  the  a  posteriori,  probability  PTk(°i  I  A)  is  maintained  fn  the 
system’s  a.  posteriori  model  of  beliefs  (see,  for  example,  rule  schemata  Rule-lb 
and  Rule-2a.)  The  value  of  ^([oj^  A’])  is  calculated  by  statically  evaluating  the  a. 


posteriori  model  of  beliefs.  The  risk  R  basically  represents  the  total  of  the 
actual  cost  and  the  potential  cost  if  the  troubleshooting  session  were  to  be  ter¬ 
minated  at  that  point. 

Since  we  want  to  choose  the  test  7*.  of  minimum  risk  R(E,Tk).  the  backed- 
up  value  of  the  "or"  node  which  represents  this  decision  is 

R(E)  =  min  R(E,Tie). 

To  allow  for  multiple  levels  of  look-ahead,  and  a  better  estimate  of  the  best 
test,  this  backing-up  process  can  be  repeated  as  many  levels  as  resources  per¬ 
mit.  Not  only  can  these  backed-up  miniaverage  values  be  used  for  estimating 
the  best  test  to  make  next,  but  using  gamma  cut-offs,  this  search  can  be  done 
efficiently. 

4.  Future  Work 

The  algorithms  have  been  implemented  in  Franz  LISP  on  a  VAX  11/780  com¬ 
puter  and  produces  reasonably  good  decision  trees  for  block  diagrams  that 
include  series,  parallel,  and  feedback  circuits.  For  example,  in  the  case  of  a 
simple  series  circuit  where  all  test  costs  are  equal,  the  system  reduces  to  the 
standard  half-split  method  (i.e.,  binary  search.)  In  the  more  realistic  case  of  a 
2-dimensional  circuit,  where  there  is  a  real  ambiguity  about  where  the  "middle" 
is,  the  system  performs  much  better  than  the  half-split  method.  In  the  next  few 
months  this  basic  system  will  first  be  applied  to  troubleshooting  a  standard 
oscilloscope,  the  Tektronix  Model  465,  and  its  performance  will  be  evaluated  by 
our  domain  expert.  To  test  the  generality  of  the  system,  it  will  then  be  applied 
to  troubleshooting  a  sophisticated  piece  of  military  electronics,  such  as  the 
WLQ-4  Intercept  Receiver. 

We  will  also  be  adding  a  learning  component,  in  the  style  of  the  Self- 
Improving  Diagnostics  system  SID  [Hughes  Aircraft  Corp.,  1980],  to  retain  and 
periodically  refine  generated  rules.  The  probabilities  within  a  rule,  initially 
assigned  by  the  Rule  Generator,  would  be  changed  to  reflect  the  actual  distribu¬ 
tion  encountered  by  the  system  over  time, 

A  more  difficult  improvement  that  we  will  be  exploring  is  a  more  informed 
Rule  Generator.  We  will  attempt  to  incorporate  an  ability  to  reason  with 
knowledge  about  component  function  (in  addition  to  circuit  topology  and  com¬ 
ponent  failure  rates.)  Also  the  Rule  Generator  should  know  uhen  to  use  assump¬ 
tions  that  narrow  the  set  of  possible  faults  (eg.,  that  faults  are  always  upstream 
from  a  bad  line)  but  are  not  always  correct  (see  [Davis,  1982b]). 
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Introduction 

A  colleague  of  mine,  Bob  Johnson  at  AFHRL,  has  developed  a  scenario 
about  the  Air  Force  technician  of  the  not-too-distant  future.  In  the  "Sgt. 
Bayshore  scenario"  (Johnson,  1981),  a  female  flight-line  technician  uses  a  portable 
delivery  device  to  obtain  technical  information  for  maintaining  and  repairing 
aircraft.  The  information,  accessible  with  the  delivery  device,  is  updated  daily  to 
reflect  the  latest  changes  and  revisions  to  the  stored  information.  The  device 
provides  technical  information,  including  troubleshooting  strategies,  in  video  and 
audio  outputs.  Training  information  adapted  to  meet  the  needs  of  the  individual 
user  is  available  on  request.  Voice  recognition  permits  direct  interaction  with  the 
information  data  base.  Available  display  options  include  step-by-step  procedures 
and  animated  graphics.  Although  the  delivery  device  is  stand-alone  and  portable, 
there  is  a  communications  link  that  provides  direct  access  to  a  centred  data  bank. 
The  inclusion  of  AI  allows  the  technical  information  system  to  (1)  evaluate  all 
troubleshooting  data  to  revise  and  update  troubleshooting  strategies  and  (2) 
determine  appropriate  training  when  training  mode  is  engaged.  Is  this  different 
from  what  I  call  a  User  Defined  Technical  Information  System  (UDTIS)? 
Probably,  only  by  degree. 


What  Is  a  UDTIS? 


■  -  j  r 

'  UDTIS  is  obviously  an  electronic,  computer-based  device  related  to 
Stanley  Kubrick's  2001 's  HAL.  Size  is  unknown,  but  UDTIS  has  contained  within  it 
or  has  access  to  all  the  technical  and  training  information  of  the  particular 
operational  system  for  which  UDTIS  covers.  UDTIS  may  have  multiple  screens  to 
permit  simultaneous  viewing  of  different  types  of  technical  information.  Display 
characteristics  are  unknown,  but  it  does  present  the  technical  information  in  a 
form  that  the  user  readily  understands.  The  degree  of  interactiveness  is  also 
unknown,  but  UDTIS  is  more  than  user  friendly.  UDTIS  h^s  to  ‘"know""5  the 
background  and  capabilities  of  the  user  and  has  to  "anticipate*  the  needs  of  the 


What  UDTIS  Is  Not 


UDTIS  is  not: 

1.  A  fully  automatic  device  that  finds  100  percent  of  the 
faults.  It  is  a  maintenance  aid  that  integrates 
information  from  all  sources— historical  records,  built-in 
test  equipment  (BITE),  automatic  test  equipment  (ATE), 


etc.— to  guide  the  technician  through  various  heuristic 
paths  until  the  most  likely  cause  of  the  fault  is  found. 

2.  A  device  that  factors  man  out  of  the  loop.  Embedded 
training  and  enrichment  is  a  must.  The  intent  is  to 
provide  the  technician  with  information  required  to  do 
the  job  at  hand,  while  at  the  same  time,  continue  to 
provide  constantly  changing  training  and  technical 
information  based  upon  the  growing  skills  and 
knowledges  of  the  technician.  UDTIS  has  to  facilitate 
transition  from  a  novice  technician  to  a  skilled 
experienced  technician. 

3.  A  device  that  makes  all  the  troubleshooting  decisions  for 
the  technician.  UDTIS  does  provide  logical  alternative 
troubleshooting  paths  based  upon  evaluation  and 
integration  of  all  troubleshooting  data,  regardless  of 
source. 


At  Implications  for  UDTIS 

In  UDTIS,  AI  may  be  required  for: 

1.  data  retrieval 

2.  data  presentation 

3.  user  performance  monitoring 

4.  problem  solving 

5.  training 

Data  retrieval.  UDTIS  has  to  be  an  efficient  data  retrieval  device. 
Since  it  would  be  impossible  to  design  a  system  with  unlimited  capabilities,  a 
UDTIS  type  approach  has  to  account  for  some  basic  assumptions  about  the  range 
of  users.  How  will  users  who  vary  within  an  experience  level,  as  well  as  across 
experience  levels,  access  the  information  in  UDTIS?  More  importantly,  how  will 
information  be  stored  and  linked  in  UDTIS  in  order  to  provide  the  user  with  the 
correct  data  when  requested?  The  information  data  base  for  any  one  system 
covered  by  UDTIS  will  be  large.  Besides  the  source  data,  UDTIS  will  have  to  have 
historical  files  on  all  the  fielded  systems,  i.e.,  if  a  direct  communications  link  is 
not  possible,  then  it  will  be  necessary  to  update  the  UDTIS  historical  files  via 
additions  to  the  memory  modules  in  a  very  timely  manner. 

The  incorporation  of  a  natural  language  parser  that  could  analyze  all 
user  input  requests,  in  order  to  provide  UDTI5  the  file  tag  it  needed  to  retrieve 
specific  information,  would  ease  the  requirement  on  the  user  to  remember  file 
tags.  An  alternative  to  a  comprehensive  parser  is  an  "interactive  expert"  within 
UDTIS.  The  "expert"  could  process  the  initial  input  and  continue  to  query  the  user 


until  a  match  was  made  between  the  user  request  and  the  file  tag  for  the  specific 
information.  The  implication  for  the  "expert"  is  the  use  of  menus,  e.g.,  the 
Knowledge  Management  System  (KMS)  (Information  Technologies,  1983). 
Although  a  menu-driven  system  requires  unambiguous  input  to  retrieve 
information,  the  KMS  structure  guides  the  user  through  a  hierarchical  use  of 
menus,  i.e.,  choices,  until  the  correct  information  is  found.  KMS  has  a  flexibility 
that  allows  novices  to  browse  through  the  data  while  an  experienced  user  can 
jump  to  the  specific  information.  Perhaps,  the  incorporation  of  an  AI  natural 
language  parser  within  a  menu-driven  structure  would  provide  for  those  situations 
where  the  menu  approach  fails. 

Data  presentation.  UDTIS  has  to  have  the  capability  of  providing 
technical  information  in  formats  compatible  with  several  different  levels  of  users. 
The  Air  Force's  Computer-Based  Maintenance  Aids  System  (CMAS)  (Thomas, 
1982)  is  presently  studying  the  need  to  provide  multiple  tracks  of  technical 
information  to  users.  By  having  a  wide  range  of  format  options  available,  the  user 
can  have  the  technical  information  presented  according  to  his  specific  needs.  In 
essence,  the  user  designs  his  own  technical  manual.  Since  all  technical  jobs  have 
to  be  performed  according  to  an  established  standard,  there  will  be  a  requirement 
to  develop  a  core  track  of  minimal  technical  guidance,  e.g.,  a  checklist.  From 
this  track,  however,  detailed  and  versatile  tracks  can  be  developed.  Assuming 
that  there  will  also  be  some  selection  criteria  and  possibly  initial  training 
requirements,  the  most  detailed  track  can  be  determined. 

With  AI  it  would  not  be  a  simple  matter  of  depressing  a  "help"  key  and 
obtaining  more  detailed  information.  Rather,  the  "system  expert"  in  UDTIS  would 
have  to  help  determine  why  the  user  is  having  a  problem  and  provide  the 
appropriate  information.  Historical  files  of  the  user  would  have  to  be  maintained 
and  updated  continuously  in  order  for  the  UDTIS  "expert"  to  provide  technical 
information  tailored  to  the  particular  user.  In  the  display  of  troubleshooting 
information,  UDTIS  would  have  to  have  the  capability  of  integrating  source  data 
in  order  to  create  a  format  compatible  with  individual  user  requirements. 

User  performance  monitoring.  For  UDTIS  to  retrieve  and  display 
information  in  a  form  that  is  compatible  with  the  user's  needs,  it  will  have  to 
maintain  accurate  files  of  all  users.  While  an  ultimate  in  this  area  would  be  a 
device  that  constantly  monitors  task  performance,  UDTIS  will,  at  least,  have  to 
record  what  types  of  technical  information  the  user  requested  in  previous 
encounters  in  order  for  UDTIS  to  "learn"  what  level  of  detail  each  user  requires 
during  subsequent  interactions  with  the  technical  information.  With  the  inclusion 
of  training  information,  UDTIS  can  monitor  training  progress  and  integrate  that 
information  with  the  user's  level  of  detail  requirements  for  technical  information 
to  develop  a  complete  model  of  each  user's  skills  and  knowledge. 

UDTIS  has  to  be  more  than  a  device  where  the  user  can  tailor  the 
information  to  satisfy  his  needs.  UDTIS  has  to  be  able  to  analyze  past  interaction 
to  ensure  all  relevant  information  is  made  available  to  the  user.  When  the  match 
between  this  relevant  information  and  the  user's  perceived  needs  differ,  UDTIS 
should  have  the  capability  to  provide  ail  the  relevant  information,  covertly,  if 
necessary. 


Problem  solving.  UDTIS  has  to  facilitate  troubleshooting.  Research  into 
the  troubleshooting  process  (e.g.,  Hunt  Sc  Rouse,  1981)  has  suggested  that 
efficient  fault  isolation  requires  the  use  of  both  domain-free  and  domain-specific 
cognitive  skills.  With  the  domain-free  skill,  a  strategy  is  formulated  for  initiating 
the  fault  isolation  process  to  determine  where  to  test.  The  domain-specific  skills 
are  used  within  this  strategy  to  determine  how  to  test.  The  results  obtained  from 
the  domain-specific  tests  are  used  to  modify  the  domain-free  strategy. 

The  requirement  for  AI  appears  to  be  in  the  area  of  domain-specific 
skills.  After  a  domain-free  strategy  is  formulated  to  determine  where  to  test,  the 
UDTIS  domain-specific  program  has  to  decide: 

1.  What  test  needs  to  be  performed? 

2.  How  to  perform  the  specified  test. 

3.  How  to  interpret  the  results  in  order  to  modify  the 
domain-free  strategy. 

With  AI  to  analyze  user  capabilities  during  task  performance  and  user 
progress  in  embedded  training,  the  formulation  and  modification  of  domain-free 
strategies  become  continually  changing  processes.  Applied  to  the  domain-specific 
area,  this  same  information  can  be  used  to  determine  (1)  what  tests  are  within  the 
capabilities  of  the  user  and  (2)  what  level  of  detail  is  required  to  ensure  the  user 
performs  the  test  correctly. 

The  use  of  AI  for  troubleshooting  implies  that  there  is  an  "expert 
troubleshooter"  in  UDTIS.  The  expert  is  more  than  a  compilation  of  all  the  past 
faults  and  how  they  were  corrected.  It  has  to  be  heuristic.  It  has  to  integrate  all 
the  available  information  about  a  set  of  symptoms  in  order  to  determine  the 
testing  path  that  will  provide  the  most  effective  information  to  eventually  arrive 
at  the  suspected  fault. 

T raining.  As  a  tutoring  device,  AI  in  UDTIS  can  be  very  effective. 
UDTIS  will  have  to  build  a  unique  model  of  each  user  and  continually  change  that 
model  as  the  user  becomes  more  proficient  in  system  knowledge  and 
troubleshooting  capabilities.  Assuming  that  UDTIS  can  be  used  to  achieve  a  goal 
of  fully  capable  technicians  who  can  maintain  the  system  for  which  they  are 
responsible,  the  tutoring  requirement  becomes  very  important. 

Development  of  a  user  model  will  have  to  account  for  both  task 
performance  and  training  progress.  The  model  will  have  to  evolve  through 
repeated  interactions  of  the  user  with  UDTIS.  In  task  performance,  UDTIS  will 
have  to  collate  and  analyze  the  methods  each  user  employs  as  he  troubleshoots. 
With  this  information,  the  model  of  the  user  can  be  changed  to  reflect  how  well 
the  user's  performance  improves  or  deteriorates.  In  addition,  when  the 
performance  information  is  integrated  with  training  progress,  the  potential  for  a 
more  complete  and  accurate  model  of  the  user  is  greater  than  if  a  model  was  built 
on  either  training  or  performance  information  alone.  With  the  development  of  an 
accurate  model,  UDTIS  can  be  used  to  identify  incorrect  use  of  and  missing 
principles  in  the  user's  application  of  domain-free  and  domain-specific  skills. 


Once  identified,  UDTIS  can  design  an  individualized  training  program  and  provide 
individualized  guidance  during  the  troubleshooting  process. 


To  facilitate  the  learning  and  maintaining  of  troubleshooting  skills, 
UDTIS  can  also  be  used  to  provide  feedback  to  the  user  upon  completion  of  a 
troubleshooting  task.  Once  the  faulted  system  has  been  corrected,  UDTIS  can 
evaluate  the  user's  performance  and  provide  immediate  feedback  on  the  quality  of 
that  performance.  To  evaluate  performance  implies  that  UDTIS  maintains  a 
model  of  an  expert  to  which  individual  user  performance  can  be  compared.  With 
the  availability  of  an  expert  model,  the  actual  troubleshooting  performance  can 
be  interrupted  if  UDTIS  "determines"  that  the  user  is  pursuing  an  inappropriate 
fault  isolation  path.  The  problem,  then,  is  that  UDTIS  will  have  to  determine  if 
and  when  it  is  "appropriate"  to  interrupt  actual  task  performance. 

Finally,  in  both  troubleshooting  and  nontroubleshooting  task 
performance,  UDTIS  can  be  used  to  determine  when  the  presented  information 
should  be  enriched.  Enrichment  is  the  addition  of  information  to  provide  the  user 
with  a  more  thorough  understanding  of  (1)  the  task  being  performed  or  (2)  that 
part  of  the  system  being  troubleshot  or  repaired.  In  other  words,  training 
information  is  embedded  in  the  technical  information.  UDTIS  would  have  to 
determine  when,  where,  what,  and  how  enrichment  can  be  added. 


Summary 


UDTIS  is  an  electronic,  computer-based  maintenance  aid  containing  all 
the  technical  and  training  information  relevant  to  a  particular  system. 
Incorporation  of  AI  allows  UDTIS  to  integrate  automatic  testing  data  and  training 
progress  with  the  technical  information  to  modify  heuristic  troubleshooting 
strategies.  UDTIS  is  not  the  ultimate  in  ATE  or  maintenance  aiding,  nor  does  it 
replace  training. 

Since  the  user  is  the  focal  point  for  UDTIS,  AI  can  assist  the  user  in  the 
definition  of  that  system  by: 

1.  Providing  complete  information,  even  if  the  user  does 
not  realize  initially  that  more  information  is  required 
than  requested. 

2.  Presenting  the  information  in  a  format  that  is  matched 
to  the  user's  capabilities  for  the  task  at  hand. 

3.  Maintaining  a  dynamic  model  of  the  user  for  modifying 
presented  technical  and  training  information. 

4.  Incorporating  an  expert  troubleshooter  to  evaluate  and 
guide  performance. 

5.  Providing  an  expert  trainer  to  design  an  appropriate 
training  program  that  has  both  overt  and  covert 
components. 
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STEAMER:  An  Overview  with  Implications  for  AI  Applications  in  Other  Domains 


James  D.  Hollan 
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San  Diego,  California  92152 


The  great  promise  of  the  application  of  artificial  intelligence  software  and  hardware  technology 
to  the  solution  of  problems  in  a  variety  of  domains  is  a  refrain  that  one  hears  often  these  days.  As 
someone  involved  with  research  questions  related  to  applying  cognitive  science  and  AI  technology  to 
training  and  other  areas,  I  am  both  encouraged  and  fearful  of  the  attention  AI  is  currently  receiving. 
I  am  encouraged  because  I  too  see  tremendous  promise  in  the  technology  and  in  the  types  of  explicit 
computational  accounts  of  cognition  emerging  from  AI  and  the  other  cognitive  sciences.  I  am  fearful 
though  that  people  will  not  be  sufficiently  informed  to  be  able  to  distinguish  what  is  currently  possible; 
from  the  promise  and  that  something  akin  to  the  history  of  computer-based  instruction  might  obtain. 
In  this  talk,  I  will  attempt  to  accomplish  the  following: 

•  discuss  the  underlying  ideas  which  motivated  us  to  initiate  the  Steamer  effort. 

•  attempt  to  give  you  a  feel  for  the  current  status  of  the  project. 

•  discuss  some  of  the  issues  that  have  been  raised  by  the  effort. 

•  provide  a  glimpse  of  the  directions  we  plan  to  pursue  in  the  future. 

•  discuss  the  implications  of  Steamer  for  the  application  of  AI  to  other  domains. 


Invited  presentation  at  the  Joint  Services  Workshop  on  Artificial  Intelligence  in  Maintenance:  Automatic 
Testing,  Maintenance  Aiding,  and  Training,  Institute  of  Cognitive  Science,  University  of  Colorado, 
Boulder,  Colorado,  October  4-6,  1983.  Arpanet  address:  hollan@nprdc.  Mail  address:  Future  Techno¬ 
logies,  NPRDC,  San  Diego,  CA  92152. 
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ABSTRACT 


All  military  services  are  confronted  with  increased  training  costs,  reduced  training 
budgets  and  a  widening  gap  between  the  skills  of  entry-level  personnel  and  the  abilities 
required  to  maintain  increasingly  sophisticated  systems.  Institutional  training  is  being 
minimized,  and  more  emphasis  is  placed  on  on-the-job  training.  This  requires  a  greater 
reliance  on  built-in  test  equipment  and  organic  automatic  test  equipment  support. 
Unfortunately,  automated  testing  (built-in  or  off-line)  does  not  unambiguously  fault- 
isolate  all  of  the  time.  The  result  is  a  high  rate  (up  to  30%)  of  removal  and  replacement 
of  non-faulty  assemblies.  Reduction  of  the  number  of  suspected  faulty  assemblies  within 
an  ambiguity  group  requires  manual  troubleshooting.  The  manual  troubleshooting 
procedure  used  to  fault  isolate  to  a  single  assembly  typically  involves  an  exhaustive 
method  of  remove-replace-retest.  This  manual  troubleshooting  method  is  expensive  in 
term^jitJtJoth  test  time  and  logistics  support.  A  computer-based  Intelligent  Maintenance 
Aid  (IMA)  offers  a  solution  to  this  problem. 
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1.  INTRODUCTION 


All  military  services  are  confronted  with  increased  training  costs,  reduced  training 
budgets  and  a  widening  gap  between  the  skills  of  entry-level  personnel  and  the  abilities 
required  to  maintain  increasingly  sophisticated  systems.  Institutional  training  is  being 
minimized,  and  more  emphasis  is  placed  on  on-the-job  training.  This  requires  a  greater 
reliance  on  built-in  test  equipment  and  organic  automatic  test  equipment  support. 
Unfortunately,  automated  testing  (built-in  or  off-line)  does  not  unambiguously  fault- 
isolate  all  of  the  time.  The  result  is  a  high  rate  (up  to  30%)  of  removal  and  replacement 
of  non-faulty  assemblies.  Reduction  of  the  number  of  suspected  faulty  assemblies  within 
an  ambiguity  group  requires  manual  troubleshooting,  an  exhaustive  method  of  remove- 
replace-retest.  This  manual  troubleshooting  method  is  expensive  in  terms  of  both  test 
time  and  logistics  support.  Our  premise  is  that  a  solution  lies  in  improving  on-the-job 
training  and  job  performance  aids.  We  need  to  provide  tools  at  the  job  site  that  will 
enable  maintenance  personnel  to  pick  up  where  automated  diagnostics  leave  off;  thus, 
fault  isolation  and  repair  can  be  completed  in  a  direct  and  efficient  manner.  Our 
approach  combines  enhanced  job  performance  aiding  and  on-the-job  training  by  means  of 
a  computer-based  troubleshooting  "coach,"  the  Intelligent  Maintenance  Aid  (IMA).  The 
IMA  possesses  the  knowledge  of  an  expert  maintenance  technician  and  aids  in  fault 
diagnosis  and  fault  isolation.  The  IMA  also  acts  as  teacher,  having  the  capability  to 
explain  recommended  actions  and  lines  of  reasoning. 


2.  INTELLIGENT  MAINTENANCE  AID 


Automated  test,  whether  built  into  hardware  or  performed  off-line  by  special  equipment, 

does  not  unambiguously  fault-isolate  all  of  the  time.  Our  project  addresses  the  problem 

of  manual  troubleshooting  and  the  job  performance  aids  that  are  needed  by  maintenance 

technicians  in  the  field.  Our  overall  approach  (Figure  1)  is  to  provide  the  technician  with  • 

an  intelligent  advisor,  or  troubleshooting  coach,  that  will  assist  in  developing  strategies 

for  productive  fault  diagnosis  and  isolation.  To  be  useful  and  cost-effective,  these  tools 

must  have  friendly  interfaces,  for  the  expert  maintainer  who  participates  in  developing 

an  application  package  as  well  as  for  the  maintenance  technician.  The  software  must  be 

self-tutoring  to  obviate  specialized  training  and  possess  a  supportive  query  mechanism.  • 

In  recent  years,  knowledge-based  systems  and  system-building  tools  developed  by 

researchers  in  artificial  intelligence  have  been  exposed  to  the  general  public.  The 

success  of  programs  that  perform  medical  diagnosis  (MYCIN,  CADUCEUS),  develop  a 

VAX  computer  configuration  based  on  customer  requirements  (R1  or  XCON),  or  locate 

mineral  deposits  (PROSPECTOR),  offers  promise  for  other  applications  where  expert  • 

practitioners  are  in  short  supply.  One  of  those  applications  is  the  diagnosis  and  isolation 

of  faults  in  electronic  equipment. 
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Figure  1.  Computer-Assisted  Fault  Diagnosis 
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Requirements  Definition  -  In  establishing  the  parameters  of  our  IMA,  we  first 
cataloged  the  features  and  capabilities  of  a  number  of  existing  expert  systems  (e.g., 
MYCIN,  Rl,  DART)  and  expert  system-building  tools  and  languages  (e.g.,  EMYCIN, 
OPS-5,  ARBY).  Most  expert  systems  share  a  common  three-part  architecture: 

1.  Knowledge  base  of  domain  facts  and  heuristics 

2.  Inference  procedure  for  using  the  information  in  the  knowledge  base  for 
problem  solving 

3.  Global  data  base,  or  working  memory  for  keeping  track  of  input  data  and 
history  and  status  of  the  consultation 

The  key  feature  of  this  architecture  is  the  clear  separation  and  distinction  between  the 
knowledge  base  (data)  and  inference  mechanism  (control).  This  separation  results  in  a 
high  degree  of  extensibility;  rules  and  facts  are  not  intertwined  within  some  control 
structure  and  can  therefore  be  easily  modified,  added  or  deleted.  When  rules  in  the 
knowledge  base  include  a  measure  of  strength-of-belief  or  strength-of-evidence  (usually 
represented  by  a  numerical  attribute),  we  have  a  means  of  handling  inexactness.  This  is 
particularly  useful  in  troubleshooting  where  fault  isolation  does  not  necessarily  follow 
deterministic  procedures,  but  rather  each  new  finding  contributes  evidence  to  a  line  of 
reasoning.  When  an  audit  trail  is  maintained  during  a  consultation,  we  have  a  means  for 
examining  the  assertions  (similar  to  popping  data  off  a  stack)  that  guided  a  particular 
line  of  reasoning.  This  would  be  difficult  to  do  without  a  separation  of  knowledge  from 
the  inference  mechanism.  This  explanation  feature  is  not  only  useful  when  building  a 
system,  but  also  provides  the  basis  for  a  training  feature  as  well. 

With  few  exceptions,  existing  systems  have  primitive  human  interfaces,  both  for  the 
system  builder  and  the  end  user.  The  reason  for  this  is  that  the  majority  of  expert 
systems  software  has  been  developed  in  an  academic  environment  and  represents 
research  findings  as  opposed  to  production  software.  In  most  cases,  the  developers  and 
target  users  were  PhD-level  (or  MD)  practitioners.  Because  of  these  interfaces,  most 
systems  require  a  go-between  (knowledge  engineer)  to  elicit  and  transfer  the  facts  and 
rules  from  a  domain  expert  to  the  system  knowledge  base.  This  approach  to  knowledge 
acquisition  is  costly  and  time-consuming.  We  need  friendly  interfaces  that  will  allow 
expert  maintainers  to  interact  directly  with  the  knowledge  base  with  a  minimum  of 
training.  Similarly,  for  our  end  user  (the  maintenance  technician),  the  system  should  be 
self- tutoring.  In  addition  to  an  explanation  capability,  the  system  should  be  able  to 
assist  in  the  "how"  of  gathering  a  new  finding  if  necessary. 

In  our  study  of  troubleshooting  strategies,  we  find  that  we  must  consider  the  following  as 
our  IMA  evolves: 

a.  Multiple  Failures  -  The  simplifying  assumption  of  single  failures,  applied  in 
some  systems,  results  in  severe  performance  limitations  when  viewed  with  real 
world  expectations. 

b.  Temporal  Reasoning  _  unlike  most  current  diagnostic  systems,  we  are  not 
dealing  with  a  snapshot  in  time.  For  example,  in  medical  diagnosis  the 
consultation  makes  use  of  patient  history  and  the  results  of  recent  tests.  In  our 
world  of  troubleshooting,  our  "patient"  changes  during  the  consultation.  That 


is,  during  a  troubleshooting  session,  it  is  not  uncommon  to  do  things  like  isolate 
a  circuit,  break  a  feedback  loop  or  ground  an  input.  When  these  changes  in 
configuration  occur,  some  of  the  assertions  made  previously  will  no  longer  be 
valid.  It  is  necessary,  then,  to  be  able  to  distinguish  between  things  that  are 
true  for  all  time  and  those  facts  and  rules  that  are  valid  during  certain  event 
intervals. 

c.  Cost  of  New  Findings  -  The  fault  isolation  process  usually  involves  reducing  a 
candidate  list  of  suspects  to  a  unique  problem  source.  We  often  need  to  gather 
additional  data  (run  a  diagnostic  test,  make  a  measurement)  in  order  to  reduce 
the  list  of  competing  hypotheses  (suspects).  In  deciding  which  test  to  run  or 
which  measurement  to  make,  we  must  consider  the  cost  of  obtaining  the  new 
finding.  Here,  cost  is  defined  in  terms  of  the  time  required  to  gather  the  new 
finding;  however,  cost  could  have  other  dimensions  as  well.  For  example,  a 
prescribed  action  could  have  destructive  consequences  or  a  particular  measure¬ 
ment  may  require  the  borrowing  of  assets,  thereby  incurring  cost  to  the  loaner. 
In  any  case,  we  must  have  a  choice  mechanism  for  requesting  the  new  finding 
that  will  give  us  the  most  information  at  the  least  cost. 

d.  Top  Down  -  Bottom  Up  Control  Structure  -  For  efficiency  in  diagnosis,  we 
want  to  reduce  the  search  and  decision  space  as  rapidly  as  possible.  The 
approach  is  to  reduce  the  top  level  problem  (fault  symptom)  to  a  succession  of 
smaller  problems.  This  method  of  hierarchical  decomposition  is  particularly 
well  suited  to  electronics  maintenance  in  that  hardware  is  designed  and 
described  hierarchically  and  most  troubleshooting  strategies  include  a  "divide 
and  conquer"  approach.  An  efficient  implementation  in  this  case  is  to  combine 
two  search  strategies  by  going  from  the  bottom  up  (data-driven  search  or 
forward  chaining)  to  obtain  findings  that  are  helpful  in  reducing  the  hypothesis 
space  used  in  a  top-down  approach.  In  a  top-down  search,  hypotheses  are 
asserted  that  in  turn  generate  subgoals  or  hypotheses  at  another  level  of 
refinement  (goal-directed  search  or  backward  chaining). 

The  ARBY  system-building  tool,  developed  by  Smart  Systems  Technology,  met  most  of 
our  requirements  and  is  documented  well  enough  to  allow  changes  and  modifications.  We 
procured  an  ARBY  license,  installed  the  software  on  our  VAX  11/780,  and  began  building 
our  prototype  at  the  end  of  the  first  quarter  of  1982.  The  following  paragraphs  describe 
our  prototype  IMA. 

Development  of  Prototype  Expert  System  -  For  the  target  of  our  prototype,  we 
selected  the  diagnostic  task  of  reducing  fault  ambiguities  in  the  microwave  stimulus 
interface  (MSI)  of  the  F-16  Avionics  Intermediate  Shop.  The  MSI  provides  an  RF 
stimulus  over  a  frequency  range  of  10  MHz  to  18  GHz  to  a  unit  under  test  by  routing, 
modulating  and  amplifying  the  inputs  from  two  frequency  sources  (Figure  2).  The  MSI 
has  analog  and  digital  circuitry,  a  feedback  loop,  and  RF  switches,  thereby  providing  a 
good  mix  of  troubleshooting  problems.  Examples  of  ambiguity  groups  encountered  by  a 
maintenance  technician  when  a  diagnostic  test  fails  are  presented  in  Figure  3.  When  the 
test  fails  at  step  300430,  and  if  the  failure  is  not  frequency-dependent,  the  technician 
must  determine  which  one  of  eleven  subassemblies  has  failed.  The  instructions  to  the 
technician  at  this  point  (from  the  Technical  Order)  are  to  start  at  the  top  of  the  list  for 


BAZaa  Figure  2.  Problem  Domain 


the  indicated  ambiguity  group  and  remove  and  replace  subassemblies,  rerunning  the 
diagnostic  test  after  each  replacement  until  the  faulty  component  is  identified.  The  goal 
of  the  IMA  is  to  help  the  technician  to  arrive  at  an  unambiguous  solution  with  a  minimum 
(best  case  is  one)  of  removals  and  replacements. 

We  will  begin  the  description  of  our  prototype  with  an  overview  of  the  system-building 
software,  and  follow  with  a  sample  consultation  with  the  prototype  aid. 

The  system-building  tool  we  are  using  to  develop  our  IMA  can  be  viewed  as  a  high-order 
language  for  defining  both  the  rules  that  a  system  needs  to  know  and  the  units  of 
interaction  used  by  the  system  during  the  process  of  diagnosis  and  fault  isolation. 
Written  in  an  extended  dialect  of  Franz  Lisp,  the  software  has  two  principal  components: 
The  Inference  Manager  and  Human  Interface  Manager.  The  Inference  Manager  is 
responsible  for  maintaining  hypotheses  that  explain  current  findings.  The  Human 
Interface  Manager  isolates  and  controls  the  units  of  interaction,  called  interaction 
frames,  used  to  gather  new  findings.  The  key  feature  in  the  Lisp  extension  is  a 
mechanism  to  define  data  types.  Data  types  provide  a  structure  for  defining  the 
vocabulary  and  the  configuration  of  the  system.  Once  the  typing  is  established,  the 
system  designer  is  forced  to  be  consistent.  This  has  proved  to  be  an  invaluable  check, 
ensuring  consistency  of  arguments  in  the  rule  structure.  All  inferences  are  accomplished 
using  a  deductive  retriever  module  designed  for  the  manipulation  of  relational  databases. 
The  declarative  and  procedural  knowledge  is  represented  by  predicates  (lists  of  symbols 
having  a  logical  value  of  true  or  false)  and  forward  and  backward  inferencing. 
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Remove  and  replace  RF  switch  panel  1  A2AS 

li  Pn-qimn.  v  At  time  of  fail 
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Figure  3.  Ambiguity  Groups  for  Manual  Troubleshooting 

In  building  the  knowlege  base  for  a  diagnostic  consultation,  there  are  three  tasks  that  the 
domain  expert  must  perform: 

1.  Identify  the  fault-related  findings 

2.  Define  hypotheses  to  explain  the  given  findings 

3.  Provide  the  means  to  gather  more  information  when  appropriate 

Findings  are  simply  assertions  of  predicates.  At  the  top  level,  for  example,  an  initial 
finding  might  be  the  frequency  at  which  a  certain  diagnostic  test  failed.  Based  on  the 
frequency  at  the  incidence  of  failure,  a  predicate  is  asserted  in  the  knowledge  base.  The 
hypothesis  manager  then  attempts  to  find  hypotheses,  which  are  now  subgoals,  to  explain 
the  given  findings.  Once  a  subgoal  is  validated,  it  becomes  a  finding  for  the  next  level  of 
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refinement.  The  validated  subgoal  can  also  remain  at  the  current  level,  as  a  finding  in  a 
compound  hypothesis  needed  to  explain  some  other  hypothesis. 

To  refine  hypotheses,  we  must  have  the  ability  to  gather  information  as  the  consultation 
evolves.  This  capability  is  provided  by  the  Interaction  Frame  mechanism  that  solicits 
information  as  needed.  The  most  common  way  in  which  an  interaction  frame  is  triggered 
is  when  a  backward  chaining  rule  is  trying  to  validate  a  subgoal.  After  an  interaction 
frame  has  been  run,  new  assertions  are  present  based  on  the  information  supplied  by  the 
user.  Examples  of  Interaction  Frames  (IFs)  built  for  MSI  troubleshooting  are  illustrated 
in  Figures  4  and  5.  The  IF  of  Figure  4  is  called  early  in  the  consultation  to  narrow  down 
to  a  particular  ambiguity  group.  Figure  5  shows  the  IF  that  recommends  checking  one  of 
the  frequency  sources. 

Currently,  interaction  frames  consist  of  10  fields: 

1.  ifargs  -  Arguments  of  the  IF  that  allow  the  passing  of  parameters  to  the  IF. 
An  example  is  the  "switch"  argument  of  Figure  5  that  enables  one  IF  to  refer  to 
a  specific  switch  depending  upon  which  actual  switch  is  in  the  call. 

2.  qtem plate  -  The  template  that  contains  the  question  that  is  asked  of  the  user 
when  the  IF  is  run.  Variables  passed  as  arguments  (ifargs)  are  placed  in  the 
message  where  an  argument  match  occurs. 

3.  description  -  Provides  additional  information  to  the  user,  if  needed,  regarding 
the  requested  action. 

4.  goodanstest  -  Define  the  acceptable  user  response. 

5.  clarification  -  The  answer  to  a  user  "why"  query.  Tells  the  user  why  the 
information  is  needed. 

6.  assertions  -  The  predicates  to  be  asserted  depending  upon  the  answer  supplied 
by  the  user;  e.g.,  referring  to  Figure  4,  if  the  user  answers  the  question  with  2, 
meaning  the  frequency  at  incidence  of  failure  was  between  500  MHz  and  2  GHz, 
then  the  predicate  (freqfailform  between500MHz2GHz)  is  asserted  in  the  data 
base  and  becomes  a  new  finding.  Note  that  any  word  marked  by  ?  is  a  pattern¬ 
matching  variable. 

7.  forms  -  Expressions  that  invoke  the  IF.  Instantiation  of  the  form  during  the 
inference  process  causes  the  frame  to  run. 

8.  how  -  Enables  the  user  to  ask  assistance  in  acomplishing  the  task  associated 
with  the  IF. 

9.  cost  -  A  qualitative  measure  of  the  cost  to  accomplish  the  IF  task. 

10.  comment  -  Used  by  the  system  designer  to  comment  on  the  purpose,  results  or 
side  effects  involved  with  the  frame. 

Defining  Rules  -  The  system  designer  defines  two  types  of  rules: 

1.  accounts-for  rules 

2.  evidence  rules 
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Figure  4.  Example  of  a  High-Level  Interaction  Frame  (IF)  Used  Early  During  a  Consultation 
Session  to  Narrow  Down  the  Faulty  Component  Within  an  Ambiguity  Group 


switch-ststus-if 


Figure  5.  Interaction  Frames  (IFs)  Used  to  Isolate  the  Faulty 
Component  for  Failures  Between  500  MHz  and  2  GHz 


Figure  6  has  examples  of  accounts  for  rules  and  evidence  rules.  Accounts-for  rules  have 
the  forms 

(accounts-for  ?hypothesis  ?finding  ?given) 

In  Figure  6,  the  accounts  for  rule  afl-2  states 

"The  hypothesis  that  the  probable  cause  of  failure  is  switchl  accounts  for  the 
finding  that  the  frequency  at  incidence  of  failure  was  between  500  MHz  and  2  GHz." 

Accounts-for  rules  are  used  to  generate  hypotheses.  The  refinement  process  is  aided  by 
the  second  class  of  rules,  the  evidence  rules: 

(evidence  ?choicename  ?option  /comment/  ?amount) 

In  Figure  6,  the  evidence  rule  evl-2  states: 

"There  is  strong  evidence  (weight  of  100  points)  that  the  probable  cause  is  switchl  if 
switchl  switch-check  shows  switchl  is  bad." 

This  illustrates  part  of  the  implementation  for  handling  inexactness.  If,  at  this  level  of 
refinement,  a  faulty  switch  1  would  only  provide  weak  or  suggestive  evidence  (such  as 
when  there  are  competing  suspects),  the  number  of  points  for  strength-of-evidence  would 
be  considerably  lower  than  100.  The  choice  mechanism  of  the  inference  procedure  keeps 
track  of  the  evidence  during  refinement.  Evidence  rules  are  usually  backward  chaining 
rules.  A  backward  chaining  rule  is  stated  by  (<  -consequent  antecedent)  with  the 
antecedent  becoming  a  subgoal.  The  antecedent  is  the  form  that  is  associated  with  an 
interaction  frame.  If  there  is  an  instantiation  of  this  form,  an  IF  will  be  invoked. 

Sample  Consultation  -  The  trace  of  an  actual  diagnostic  session  between  a  user  and  the 
intelligent  advisor  is  presented  in  Figures  7  and  8.  The  user  responses  are  indicated  after 
the  prompts  >  or  w  >,  The  principal  purpose  of  this  simplified  example  is  to  demonstrate 
the  rich  query  mechanism  available  to  both  the  user  and  the  designer.  The  first  query  is 
the  step  number  at  which  the  diagnostic  test  (DIAG  MSI)  program  failed.  The  user  knows 
that  DIAG  failed  at  step  number  208210  and  selects  the  frequency  associated  with  that 
step. 

Upon  specification  that  the  frequency  at  incidence  of  failure  was  between  500  MHz  and 
2  GHz,  the  advisor  now  has  three  hypotheses  (obtained  from  afl-2,  afl-3  and  afl-4)  to 
explain  the  failure. 

The  goal  now  is  to  reduce  the  number  of  hypotheses.  To  accomplish  this,  evidence  rules 
are  examined,  together  with  the  cost  of  obtaining  the  evidence.  Since  the  cost  of  the 
panel-status-if  is  lowest  (cost=5),  it  gets  run  first  (Figure  8).  In  response  to  this  request, 
the  user  entered  "reason"  in  order  to  look  at  the  current  goal  stack.  There  are  two 
stacks  currently  active;  one  reasoning  that  the  panel  is  bad  and  the  other  reasoning  that 
the  panel  is  good.  Entering  "1  why"  here  allows  us  to  examine  goal  stack  #1,  indicating 
that  the  supergoal  is  the  consequent  part  of  the  rule  evl-4.  Since  it  is  a  backward 
chaining  rule,  the  antecedent  part  of  the  rule  proves  the  supergoal;  i.e.,  the  predicate 
(panel-check  rf-switch-pan  bad).  This,  of  course,  is  what  the  IF  is  attempting  to  deduce. 

The  next  input  from  the  user  was  an  up-arrow,  meaning  move  up  the  goal  stack.  This 
shows  that  a  test  of  the  panel  was  selected  to  gather  evidence  in  favor  of  accounts-for 
rule  afl-4  (prob-cause  rf-switch-pan). 
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igure  6.  Examples  of  Accounts-for  Rules  (af  1-2,  af  1-3,  af  1-4)  and  Evidence  Rules 
(evl-2,  evl — 2,  evl-3,  evl--3,  evl-4,  evl— 4).  See  text  for  further  explanation 
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Figure  8.  A  Sample  Consultation  from  the  Trace  of  a  Diagnostic  Session 
for  the  Microwave  Stimulus  Interface 
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Figure  8.  A  Sample  Consultation  from  the  Trace  of  a  Diagnostic  Session 
for  the  Microwave  Stimulus  Interface  (Continued) 


Typing  "q"  at  the  prompt  w  >  returns  the  advisor  to  the  state  of  waiting  for  a  response  to 
the  question  initially  posed  by  the  IF.  By  responding  "good"  at  this  point,  the  advisor 
deduces  that  the  switch  panel  is  not  at  fault. 

There  are  two  hypotheses  left  at  this  point.  Once  again,  more  information  is  required 
and  the  IF  with  the  lowest  cost  is  invoked.  By  responding  "good"  after  request  4 
(Figure  8),  the  user  has  stated  that  switch  1  is  working.  This  concludes  the  consultation. 
The  advisor  does  not  ask  about  the  third  possibility  because  it  has  concluded,  by  process 
of  elimination,  that  the  failed  element  is  the  RF  synthesizer. 

The  above  example  illustrates  how  the  designer  can  use  the  query  mechanism  and  the 
goal  stack  to  validate  lines  of  reasoning.  Similarly,  the  technician  can  turn  to  the  query 
mechanism  for  help  in  obtaining  new  findings  ("how").  For  example,  rather  than  remove 
and  replace  switch  1,  the  technician  is  instructed  to  determine  switch  status  by  running  a 
software  diagnostic. 


3.  SUMMARY 


We  have  established  the  basic  requirements  for  a  computer-based  Intelligent 
Maintenance  Aid  (IMA)  for  electronic  equipment.  We  have  a  prototype  system  running, 
with  knowledge  base  development  directed  toward  realistic  problems.  The  issues  of 
multiple  failures,  temporal  reasoning  and  cost  of  findings  are  extremely  important  in 
fault  diagnosis  and  have  been  considered  in  the  design  of  our  system.  Future  work  is 
required  to  reduce  the  cost  of  building  the  knowledge  base  and  to  provide  improved 
interfaces,  both  for  the  domain  expert  and  the  maintenance  technician.  When  fielded, 
the  IMA  will  increase  productivity  in  the  maintenance  shop  while  reducing  the  incidence 
of  replacement  of  non-faulty  assemblies. 
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Abstract 

The  sophisticated  weapon  systems  on  which  our.  national 
defense  depend  pose  considerable  maintenance  problems.  Increased 
training  costs,  reduced  training  budgets,  and  a  widening  gap 
between  the  skills  of  entry-level  personnel  and  the  abilities 
required  to  maintain  such  weapon  systems  suggests  the  need  for 
improved  job  performance  aids  and  on-the-job  training.  Knowledge 
based  tools  for  electronic  equipment  maintenance  offer  a  novel 
approach  to  this  problem.^ In  this  papet'we'present*y\°ur 
experience  at  Smart  Systems  Technology  over  the  past  eighteen 
months  in  building  knowledge  based  maintenance  aids  for 
electronic  equipment.  The  presentation  begins  with  a  discussion 
of  ARBY  in  the  context  of  the  Network  Diagnostic  System,  and 
concludes  with  an  overview  of  the  Knowledge  Engineering  Language. 
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1.  Introduction 


The  tremendous  maintenance  problem  presented  by  the 
sophisticated  weapon  systems  on  which  our  national  defense 
depends  is  well  known  and  widely  documented.  Increased  training 
costs,  reduced  training  budgets,  and  a  widening  gap  between  the 
skills  of  entry-level  personnel  and  the  abilities  required  to 
maintain  such  weapon  systems  suggests  the  need  for  improved  job 
performance  aids  and  on-the-job  training.  Knowledge  based  tools 
for  electronic  equipment  maintenance  offer  a  novel  approach  to 
this  problem.  In  recent  years  knowledge  based  systems  have  been 
successful  in  tasks  as  disparate  as  medical  diagnosis  (CADUCEUS) 
and  VAX  computer  configuration  (Rl).  The  success  of  these 
pro  jects  offers  promise  for  other  applications  where  expert 
practiti  oners  are  in  short  supply,  and  electronic  equipment 
maintenance  is  a  leading  candidate. 

At  Smart  Systems  Technology  we  have  been  building  knowledge 
based  tools  for  equipment  maintenance  over  the  past  eighteen 
months.  Our  first  project,  supported  by  General  Dynamics 
Electronics  Division,  involved  the  design  and  implementation  of 
ARBY  [1],  a  programming  environment  for  the  construction  of 
knowledge  based  maintenance  aids.  As  part  of  that  effort  we 
implemented  an  intelligent  advisor  for  aiding  maintenance 
technicians  in  troubleshooting  faults  in  the  F-16  Avionics 
Intermediate  Shop,  a  system  that  is  continuing  to  evolve  at  GDE 
121. 


Over  the  past  year,  with  the  support  of  Shell  Development 
Company,  we  have  been  developing  the  Network  Diagnostic  System 
(NDS) ,  a  knowledge  based  system  for  the  isolation  of  multiple 
failures  in  a  nationwide  communications  network  [3].  As  a  result 
of  our  experience  with  NDS,  and  the  earlier  work  with  General 
Dynamics,  we  have  more  recently  undertaken,  again  with  the 
support  of  Shell  Development  Company,  the  implementation  of  the 
Knowledge  Engineering  Language  (KEL),  a  new  knowledge  based 
systems  implementation  language  inspired  by  ARBY,  but  modified  on 
the  basis  of  practical  experience.  The  remainder  of  this  paper 
is  a  presentation  of  the  evolution  in  our  approach  to  knowledge 
based  aids  for  electronic  equipment  maintenance.  The 
pres'  n.ation  begins  with  a  discussion  of  ARBY  in  the  context  of 
the  NDS  project,  and  concludes  with  an  overview  of  KEL. 

2.  A  Case  Study 

The  Network  Diagnostic  System  is  a  knowledge  based  maintenance 
aid  that  assists  a  human  technician  in  diagnosing  multiple 
faults  in  a  nationwide  communications  network  (COMNET).  Our 
effort  in  this  project  focused  on  understanding  the  effort 
required  to  implement  an  expert  system  and  on  identifying  missing 
features  in  the  existing  technology.  In  the  process  of 
implementing  NDS  it  was  necessary  to  extend  existing  expert 
systems  technology  dealing  with  multiple  and  intermittent 
failures.  The  domain  was  chosen  on  the  basis  of  prior  domain 
experience  with  trouble  shooting  electronic  equipment,  the 
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availability  of  a  domain  expert,  and  by  expected  benefits 
from  the  eventual  operational  system.  Criteria  considered 
during  the  scoping  of  the  project  were  that  it  require  less  than 
one  person  year  of  effort,  that  it  be  a  non-trivial 
application,  and  that  it  avoid  excessive  uninteresting  detail. 

2. 1  The  problem 

COMNET  is  a  geographically  distributed  communications 
network  supporting  a  variety  of  application  systems.  The 
application  software  runs  on  a  central  computing  facility  and 
is  accessed  remotely  by  users  throughout  North  America  via 
interactive  terminals.  The  communication  path  from  each  user 
terminal  to  the  central  computer  is  a  circuit  (called  a  'virtual 
wire')  composed  of  both  digital  and  analog  electronic 
devices.  The  field  repairable  units,  i.e.  the  components 
which  can  fail  and  be  repaired,  include  telecommunication 
processors,  statistical  multiplexors,  modems,  telephone 
circuits,  frequency  divisional  multiplexors,  RS-232  cables 
and  computer  terminals  (see  fig.  1.). 

Diagnostic  inference  in  COMNET  draws  upon  several  different  types 
of  knowledge.  The  topology  of  the  network,  and  in  particular 
the  virtual  wire  which  has  failed,  is  fundamental  in  guiding  the 
diagnostician's  search  for  the  fault.  In  general  the 
diagnostician  will  try  to  exploit  hierarchical  search 
methods.  To  optimize  the  search  the  diagnostician  must  know 
which  diagnostic  tests  are  available,  what  their  information 
content  is  in  terms  of  which  components  they  test,  and  their 
cost.  Actual  physical  devices  have  limited  test  points 
which  are  chosen  by  the  designer,  not  the  diagnostician.  As  a 
result,  diagnosis  is  often  driven  by  the  a vai lability  of  test 
points  and  diagnostic  tests.  There  is  the  additional  factor  of 
accessibility  for  certain  tests.  In  cases  where  the 
diagnostician  does  not  have  the  required  access  to  perform 
desired  tests  he  must  proceed  as  far  as  possible  on  the  basis 
of  incomplete  or  partial  information,  often  resorting  to 
alternative  types  of  knowledge,  such  as  frequency  of  failure 
data. 

COMNET  can  fail  in  several  modes  and  in  general  the  single 
failure  and  non-intermittency  assumptions  do  not  hold 
([4,5]).  Because  the  function  of  the  various  components  in  a 
virtual  wire  are  closely  inter-related,  it  is  often  the  case 
that  one  failure  will  lead  to,  or  cause,  other  dependent 
failures.  For  example,  a  statistical  multiplexor  may  be 
inadvertently  reset,  and  as  a  result  it  will  reset  the  baud 
rate  on  a  remote  modem  with  which  it  communicates.  Multiple 
fail  ures  can  also  be  independent.  When  a  user  cannot  access  an 
application  system  he  may  tamper  with  the  terminal,  RS-232  cables 
and/or  the  modem.  As  a  result,  there  could  be,  in  addition  to 
the  original  failure,  several  unrelated  independent  failures. 
The  presence  of  telephone  circuits  introduces  frequent 
intermittent  failures  due  to  noise  in  the  telephone  equipment, 
and  such  intermittent  failures  can  collaborate  with  unrelated 
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failures  elswhere  in  the  network  to  generate  multiple  independent 
failures.  It  is  also  possible  for  repair  operations  to  fail, 
further  restricting  the  assumptions  the  diagnostician  can 
reasonably  make. 

2.2  ARBY 

Because  our  problem  was  one  of  fault  isolation  within  an 
electronic  system,  we  chose  ARBY  as  our  implementation 
vehicle  for  NOS.  ARBY  was  designed  by  Drew  McDermott  and  Ruven 
Brooks  for  Smart  Systems  Technology  specifically  for 
applications  in  electronic  fault  diagnosis.  For  a  more 
detailed  discussion  of  ARBY  see  ([6]). 

Fault  isolation  problems  are  represented  in  ARBY  as 
heuristic  search  through  a  space  of  successively  more 
refined  hypotheses  as  to  where  the  fault  is  located.  Each 
hypothesis  has  associated  with  it  an  evidence  weight  which  is  a 
numerical  measure  of  the  current  evidence  for  or  against 
that  hypothesis.  Evidence  weights  are  used  in  choosing 
among  competing  hypotheses,  as  will  be  described  shortly. 
The  evidence  for  and  against  the  various  hypotheses  is 
obtained  from  the  available  diagnostic  tests. 

Terminal  hypotheses  are  hypotheses  which  assert  that  the 
fault  is  in  a  field  replaceable  unit  (FRU).  when  ARBY  has 
isolated  down  to  a  terminal  hypothesis  it  invokes  a  repair 
operation  for  the  corresponding  FRU.  Since  each  diagnostic  test 
yields  information  about  certain  components,  the  tests,  or  more 
accurately  the  evidence  derived  from  them,  partitions  the 
set  of  terminal  hypotheses  into  subsets  that  are  viewed  as 
intermediate  hypotheses.  The  possible  evidence  will  again 
partition  the  set  of  intermediate  hypotheses,  and  this 
process  is  repeated  until  a  hierarchical  structure  has  been 
defined  on  the  hypotheses.  This  hierarchical 
structure  is  the  starting  point  of  the  refinement  graph  which 
facilitates  hierarchical  search  techniques,  greatly  improving 
the  efficiency  of  the  search. 

The  hypothesis  refinement  algorithm,  shown  in  figure  2.,  proceeds 
as  follows.  At  each  stage  in  the  search  there  is  a  current 
hypothesis.  The  current  hypothesis  is  replaced  by  its  set  of 
refinements,  as  determined  by  the  hypothesis  refinement 
hierarchy.  A  choice  is  then  made  among  the  competing 
hypotheses  based  on  relevant  evidence.  If  the  chosen 
hypothesis  is  a  terminal  hypothesis,  the  appropriate  repair 
operation  will  be  invoked.  Otherwise,  the  chosen 
hypothesis  is  an  intermediate  hypothesis,  in  which  case  it 
becomes  the  new  current  hypothesis,  and  the  refinement  process 
is  repeated.  If,  at  any  point,  there  is  insufficient  evidence  to 
choose  among  competing  hypotheses,  the  set  of  competitors 
is  returned  as  an  ambiguity  group.  After  a  repair  operation 
has  been  performed,  the  termination  test  is  executed.  If  this 
test  is  satisfied,  the  ARBY  consultant  terminates.  Otherwise 
it  assumes  there  are  more  faults  and  continues  isolating. 


When  a  choice  must  be  made  among  several  competing 
hypotheses,  evidence  rules  which  increment  or  decrement 
evidence  weights  o£  one  or  more  of  the  competing  hypotheses  will 
be  activated.  Evidence  rules  define  how  evidence,  i.e.  the 
outcomes  of  diagnostic  tests,  affect  the  evidence  weights 
of  relevant  hypotheses.  In  the  event  that  multiple  evidence 
rules  could  be  activated  at  a  choice  point,  the  ARBY  control 
mechanism  will  choose  the  evidence  rule  that  will  have  the 
maximum  impact  on  the  decision  with  the  minimum  cost. 
The  impact  of  the  decision  is  defined  in  terms  of  the 
redistribution  of  evidence  weights  on  the  competing 
hypotheses.  As  soon  as  a  clearly  superior  hypothesis 
emerges,  it  is  chosen,  eliminating  the  need  to  run  additional 
evidence  rules  and  reducing  the  overall  cost.  The  algorithm  is 
shown  in  figure  3. 

The  cost  of  an  evidence  rule  is  defined  in  terms  of  the 
diagnostic  tests  that  must  be  performed  to  activate  that 
rule.  If  a  particular  test  has  already  been  run,  the  cost  to 
an  evidence  rule  requiring  it  is  zero.  Otherwise  the  cost  of 
a  rule  is  the  cost  of  any  test3  it  requires,  plus  the  cost 
of  any  prerequisite  tests.  Tests  will  not  be  re-run  unless 
changes  in  the  environment,  such  as  the  replacement  of  a 
component,  require  it. 

Interaction  with  the  human  diagnostician  is  handled  through 
interaction  frames.  Associated  with  each  diagnostic  test  is  an 
Interaction  Frame  which  contains  information  as  to  how  that 
test  is  performed.  The  information  is  organized 
hierarchically  in  increasing  detail  so  the  human 
diagnostician  can  request  additional  information  as 
required.  The  Interaction  Manager  also  provides  an 
explanation  facility  to  explicate  the  diagnostic  inference  up 
to  any  arbitrary  point. 

2.3  NOS 

The  Network  Diagnostic  System  is  a  knowledge  based  maintenance 
aid  implemented  in  ARBY  which  assists  a  human  technician  in 
isolating  and  repairing  faults  in  COMNET,  described  in  section 
2.1.  NDS  uses  a  refinement  graph  constructed  from  eleven 
terminal  hypotheses  and  eight  intermediate  hypotheses  (see 
figure  4).  Most  of  the  diagnostic  tests,  of  which  there  are 
twelve  including  the  termination  test,  are  loop-back  tests 
which  test  subsections  of  the  virtual  wire.  The  rule 
base,  including  evidence  rules  and  interaction  frames 
(see  [11,(6]),  consists  of  approximately  150  ARBY  rules.  The 
current  version  of  NDS  required  approximately  four  person- 
months  of  knowledge  engineer  and  one  person-month  of  domain 
expert.  In  the  diagnostic  expert’s  opinion  the  present 
level  of  performance  of  NDS  is  comparable  to  an  intermediate 
level  diagnostician.  The  rate  at  which  new  rules  were 
added  increased  significantly  toward  the  end  of  the  project, 
due  to  increased  understanding  of  the  diagnostic  process 
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by  the  knowledge  engineer  and  increased  understanding  of  the 
implementation  method  by  the  domain  expert. 


The  NDS  project  demonstrates  the  feasibility  of  constructing 
expert  systems  for  isolation  and  repair  of  multiple  faults  in 
electronic  systems.  The  project  also  points  out  two  hurdles 
to  large  scale  deployment  of  expert  systems  in  commercial 
environments.  First  is  the  labor  intensive  nature  of 
current  knowledge  engineering  practice.  In  many  commercially 
desirable  domains  the  expertise  required  is  extremely 
valuable  and  of  limited  availability.  Ultimately  it  will  be 
necessary  to  develop  methods  for  at  least  partially 
automating  the  construction  of  expert  systems.  In  this  vein  we 
are  currently  exploring  algorithms  for  automatically 
generating  the  refinement  hierarchy  for  ARBY  based  consultants. 
Second  is  the  absence  of  a  commercial  quality  expert  system 
implementation  vehicle  which  is  a  stable,  supported  product  and 
which  runs  on  the  variety  of  machines  in  use  in  the 
commercial  sector.  We  are  also  actively  working  to  overcome 
this  second  hurdle  by  designing  and  implementing  KEL,  a 
Knowledge  Engineering  Language  descended  from  ARBY,  and  studying 
the  requirements  for  porting  it  to  machines  such  as  the  IBM  4300 
and  the  new  generation  of  microcomputers. 

3.  KEL 

Our  experience  with  ARBY  suggested  enhancements  to  the  system 
at  both  a  conceptual  and  pragmatic  level.  The  underlying  problem 
structure  representation  of  ARBY  proved  extremely  well  suited  to 
diagnostic  inference,  and  has  been  substantially  retained  in  KEL. 
The  implementation  has  changed  considerably  to  facilitate  a  much 
simpler,  faster,  and  more  portable  system.  There  are  two 
general,  or  philosophical,  respects  in  which  KEL  differs  from 
ARBY.  First,  KEL  is  intended  to  be  a  knowledge  engineering 
workbench  for  construction  of  knowledge  based  maintenance  aids. 
Since  we  have  found  that  certain  basic  features  of  control  in 
diagnostic  inference  vary  from  domain  to  domain,  we  have  made 
these  features  parameters  of  the  system.  KEL  is,  in  a  sense,  a 
language  schema  which  must  be  instantiated  by  specific  values  for 
certain  parameters.  These  parameters  include  the  threshold 
function  used  in  selecting  the  next  hypothesis,  the  choice 
function  used  in  selecting  rules,  and  the  strategy  for  pursuing 
multiple  failures. 

A  second  difference  between  KEL  and  ARBY,  and  most  other 
expert  systems  languages  for  that  matter,  is  its  relationsnip  to 
LISP,  the  implementation  environment.  Most  systems  of  this  type 
create  a  new  software  environment  on  top  of  LISP.  The  basic 
functionality  of  LISP  is  available  at  the  new  level,  but  only 
through  a  potentially  obscure  and  often  inconvenient  interface. 
Since  we  have  found  routine  access  to  most  of  LISP's 
functionality  to  be  essential  in  constructing  knowledge  based 
systems,  we  have  taken  a  different  approach.  KEL  extends  the 
functionality  of  LISP  through  the  introduction  of  additional  data 
and  control  structures  suited  to  diagnostic  applications,  but 
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does  not  create  a  new  environment  which  in  any  way  isolates  the 
knowledge  engineer  from  LISP.  LISP  and  KEL  fully  interact,  using 
LISP's  conventions. 

The  requirements  that  motivated  the  design  of  KEL  are  quite 
similar  to  those  behind  ARBY.  First,  it  is  essential  that  the 
system  continue  diagnosis  even  in  the  absence  of  complete  and 
reliable  evidence.  Second,  the  system  must  be  able  to  isolate 
and  repair  multiple  failures.  In  practice,  these  two 
requirements  are  necessities.  They  also  imply  a  third  condition; 
that  the  system  be  capable  of  representing  sequences  of  events, 
and  use  its  knowledge  of  previous  stages  in  a  diagnosis  to  guide 
future  behavior.  For  example,  when  faults  remain  after  isolating 
and  repairing  a  fault,  the  diagnostician  needs  to  know  what 
previous  tests  have  been  performed  and  their  values  in  order  to 
know  whether  the  state  of  the  device  has  changed,  and  how. 
Finally,  the  system  should  minimize  the  overall  cost  of  diagnosis 
by  optimizing  its  evidence  gathering  strategy. 

KEL,  like  ARBY,  is  based  on  the  state  transition  model,  with 
hypotheses  corresponding  to  states,  and  refinements  corresponding 
to  transitions.  The  state  transition  algorithm  uses  evidence 
rules  to  allow  a  best  first  strategy,  and  backtracking  to 
accomadate  partial  knowledge.  Special  data  structures,  called 
registers,  are  used  to  represent  sequences  of  events  and  control 
user  interactions.  The  next  section  describes  KEL  in  more 
detail. 

3.2  KEL  Data  Structures 

Since  KEL  is  fully  integrated  with  LISP,  all  the  data 
structures  and  operations  available  in  LISP  are  available  in  KEL, 
including  atoms,  lists,  strings,  numbers,  arrays,  etc.  There  is 
an  additional  data  structure,  called  the  register,  that  behaves 
like  a  LISP  variable  in  that  it  can  store  values.  There  are  two 
differences,  however.  First,  in  addition  to  operations  for 
setting  and  retrieving  the  values  of  registers,  there  are 
explicit  PUSH  and  POP  operations  that  allow  registers  to  behave 
like  stacks.  By  PUSHing  successive  values  of  a  diagnostic  test 
onto  a  register  it  in  effect  becomes  a  history  of  that  test, 
previous  values  being  accessible  by  a  generalized  GETR  routine. 
The  second  difference  is  that  registers  can  be  defined  as  input 
or  evidence  registers,  in  which  case  they  are  assigned  additional 
information  necessary  for  conducting  interactions  with  the  user. 
This  information  includes  a  message  requesting  that  a  test  be 
performed,  the  cost  of  the  test,  and  explanations  as  to  how  and 
why.  If,  when  an  evidence  register's  value  is  accessed,  it  is 
undefined,  the  information  associated  with  the  evidence  register 
is  used  to  conduct  a  user  interaction.  The  value  input  by  the 
user  becomes  the  new  value  of  the  evidence  register.  Otherwise 
the  current  value  of  the  evidence  register  is  returned.  An 
example  of  a  register  definition  is  shown  in  figure  5. 


(DEFREG  USER-ACTIVATE 


RANGE  '(MEMBER  T  NIL) 

COST  10 

MESSAGE  "PLEASE  INPUT  THE  VALUE 

OF  THE  USER-ACTIVATE  TEST" 

WHY  "I  NEED  TO  KNOW  WHETHER  SERVICE 

HAS  BEEN  RESTORED" 

HOW  "INSTRUCT  THE  USER  TO 

TRY  TO  LOGON" 


);  CLOSE  REFREG 


Fig.  5.  A  KEL  Evidence  Register  Definition 


3.3  KEL  Control  Structures 


There  are  two  special  control  structures  in  KEL;  states,  which 
are  implemented  as  LISP  functions,  and  a  State  Transition  Control 
construct,  STC.  STC  is  a  combination  of  an  iteration  construct 
and  a  conditional  branching  construct.  In  LISP  terminology,  a 
blend  of  DO  and  COND.  The  syntax  for  the  STC  expression  is: 


(STC 


<termination-clause> 

< trans i tions> 

<rules> 

< interprets t ion- function> 


). 


The  <termination-clause>  is  a  two  element  list  consisting  of  a 
termination  condition  and  a  value  to  be  returned  upon 
termination,  as  in  the  Franz  Lisp  DO  construct.  The 
<transitions>  expressions  is  a  list  of  transitions,  or  function 
calls,  that  can  be  made  from  the  current  STC  clause.  Each 
transition  has  a  label  by  which  it  is  referenced  within  the  STC 
clause,  and  a  preference  weight  that  may  be  used  by  the 
transition  selection  algorithm  in  selecting  the  next  transition 
to  evaluate.  <rules>  is  a  list  of  antecedent-consequent  rules, 
the  antecedents  being  arbitrary  LISP  expressions  possibly 
containing  KEL  evidence  registers,  and  the  consequents  being 
assignment  statements  that  alter  the  weights  associated  with  the 
active  set  of  transitions. 

In  keeping  with  the  philosophy  of  a  knowledge  engineering 
workbench,  there  is  no  fixed  interpretation  to  the  STC 
expression.  Its  interpretation  is  determined  by  the 
<interpretation-function>  passed  in  as  the  last  argument.  If 
this  argument  is  not  provided,  a  standard  system  default 
interpretation  function  is  used.  The  virtue  of  this  approach  is 
that  the  same  STC  expression  can  have  different  interpretations 
within  a  diagnosis  depending  on  how  it  is  used.  For  example,  the 
diagnosis  can  switch  from  best-first  to  depth-first,  or  change 
its  threshold  operator  in  the  state  transition  algorithm.  The 
basic  functions  of  the  interpretation  function  are  to:  1)  deter¬ 
mine  the  termination  condition  for  the  STC  expression,  2)  select 
the  next  transition  to  evaluate,  and  3)  select  the  next  rule  to 
evaluate  when  needed.  Examples  of  intermediate  and  repair  states 
are  given  in  figure  6. 
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EXAMPLE  KEL  STATE 

(DEFSTATE  CSM-SS  () 

(STC 


[  (LI  (CSM-FDM) 

(L2  (IUT) 

(L3  (SS) 

] 

(  (*LOOP-BACK:TERM-SS 

(  (NULL  'LOOP-BACK.TERM-SS 
(  'LOOP-BACK :  CSM-FDM 
l  (AND  'LOOP-BACK:TERM-SS 
*LOOP-BACK:CSM-FDM) 


0) 

0) 

5) 

(SETW  L3  ’MIN)) 
(SETW  L3  'MAX)) 
(SETW  LI  'MIND 

(SETW  L2  'MAX)) 


] 

[  (OR  ‘USER-ACTIVATE  'LOOP-BACK.CSM-SS)  T  ] 
);  CLOSE  STC 
);  CLOSE  DEFSTATE 


EXAMPLE  KEL  REPAIR  STATE 


(DEFSTATE  TERM  () 

(MSG  "THE  FAULT  IS  IN  THE  TERMINAL"  Cfl 
"CALL  THE  TERMINAL  REPAIRMAN"  CR 

'TYPE  'DONE'  WHEN  THE  REPAIR  HAS 
BEEN  COMPLETED"  CR) 


(READ) 


(RE-INIT-REGS  '(ONLY  LOOP-BACK:TERM-SS 
LOOP-BACK.CSM-SS 

LOOP-BACK:CSM-TERM 

USER-ACTIVATE)) 


);  CLOSE  DEFSTATE 

Figure  6.  KEL  State  Definitions 
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3.4  Future  Work  on  KEL 


Application  of  the  knowledge  based  approach  to  maintenance 
aiding  is  still  in  its  infancy.  There  are  many  significant 
accomplishments  to  be  made  before  knowledge  based  maintenance 
aids  come  under  wide  spread  use.  In  conclusion,  we  mention  some 
of  them  with  respect  to  our  experience  with  ARBY  and  KEL. 

Ultimately,  the  time  consuming  process  of  hand  coding  human 
expertise  must  be  automated.  A  solution  along  these  lines  would 
consist  of  a  KEL  like  general  interpreter  that  accepts 
representations  of  devices  as  input  and  'evaluates'  them  with 
respect  to  evidence,  isolating  and  repairing  faults.  Lacking 
such  a  general  solution,  semi-automatic  means  of  constructing  the 
knowledge  bases  currently  required  by  KEL  are  essential.  In  the 
same  spirit,  more  of  the  bookkeeping  associated  with  building  a 
KEL  based  diagnostic  system  should  be  automated.  For  example, 
KEL  should  keep  track  of  which  test  results  are  anomalous,  and, 
after  invoking  a  repair  operation,  automatically  reset  the 
corresponding  evidence  registers  to  undefined  and  continue  the 
search  for  additional  faults  from  the  appropriate  point.  And 
finally,  with  respect  to  the  human  interaction  facility,  KEL 
should  allow  mixed  interaction  in  which  the  technician  can 
volunteer  information  which  KEL  will  respond  to  appropriately. 
Although  the  first  objective  is  ambitious  and  not  likely  to  be 
forthcoming  in  the  short  term,  progress  on  the  latter  three  goals 
is  within  reach. 
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ABSTRACT 

In  recent  years,  expert  systems  have  become  the  most 
visible  and  the  fastest  growing  branch  of  Artificial  Intel¬ 
ligence.  General  Electric  Company's  Corporate  Research  and 
Development  has  applied  expert  system  technology  to  the 
problem  of  troubleshooting  and  the  repair  of  diesel  electric 
locomotives  in  r ail road^'r unning  repair  shops.  **  The  expert 
system  uses  production  rules  and  an  inference  engine  that 
can  diagnose  multiple  problems  with  the  locomotive  and  can 
suggest  repair  procedures  to  maintenance  personnel.  A  pro¬ 
totype  system  has  been  implemented  in  FORTH,  running  on  a 
Digital  Equipment  PDP  11/23  under  KSX-llM.  This  system  con¬ 
tains  approximately  530  rules  (roughly  330  rules  for  the 
Troubleshooting  System,  and  200  rules  for  the  Help  System) , 
partially  representing  the  knowledge  of  a  Senior  Field  Ser¬ 
vice  Engineer.  The  inference  engine  uses  a  mixed-mode  con¬ 
figuration,  capable  of  running  in  either  the  forward  or 
backward  mode.  The  Help  System  can  provide  the  operator 
with  assistance  by  displaying  textual  information,  CAD 
diagrams  or  repair  sequences  from  a  video  disk.  The  rules 
are  written  in  a  representation  language  consisting  of  nine 
predicate  functions,  eight  verbs,  and  five  utility  func¬ 
tions.  The  first  field  prototype  expert  system,  designated 
CATS-1  (Computer-Aided  Troubleshooting  System  -  Version  1), 
was  delivered  in  July  1983  and  is  currently  under  field 
evaluation.  ^ — 
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INTRODUCTION 


In  the  last  few  years,  expert  systems  [7-9]  have  become 
the  most  visible  and  the  fastest  growing  branch  of  Artifi¬ 
cial  Intelligence  [1,5,12,14].  The  objective  of  these  sys¬ 
tems  is  to  capture  the  knowledge  of  an  expert  in  a  particu¬ 
lar  problem  domain,  represent  it  in  a  modular,  expandable 
structure,  and  transfer  it  to  other  users  in  the  same  prob¬ 
lem  domain.  To  accomplish  this  goal,  it  is  necessary  to 
address  issues  of  knowledge  acquisition,  knowledge  represen¬ 
tation,  inference  mechanisms,  control  strategies,  user 
interface,  and  dealing  with  uncertainty. 

There  are  various  approaches  to  the  representation  of 
the  expert's  knowledge,  spanning  from  logic  [11],  to  seman¬ 
tic  network  [3],  frames  [10]  and  production  rules  [6,13]. 
Each  representation  has  its  own  advantages  and  disadvan¬ 
tages,  and  this  paper  will  limit  itself  to  the  description 
of  an  expert  system  implemented  using  production  rules. 

Rule-based  expert  systems  consist  of  a  body  of 
knowledge  (knowledge  base)  and  a  mechanism  (inference 
engine)  for  interpreting  this  knowledge.  The  body  of 
knowledge  is  divided  into  facts  about  the  problem,  and 
heuristics  or  rules  that  control  the  use  of  knowledge  to 
solve  problems  in  a  particular  domain. 

The  facts  represent  atomic  pieces  of  evidence  describ¬ 
ing  the  problem  to  solve.  They  can  be  generated  at  the 
beginning  of  the  session,  by  asking  the  user  a  fixed 
sequence  of  questions  that  establish  the  current  problem  at 
hand.  Facts  are  also  generated  throughout  the  session  as  a 
direct  result  of  system  inference,  and  as  additional  ques¬ 
tions  are  asked  of  the  user. 

The  rules  are  conditional  statements  expressed  in  a 
subset  of  English,  thus  easy  to  understand.  Each  rule  con¬ 
sists  of  a  situation  recognition  part  (premise)  and  an 
action  part  (conclusion).  The  situation  part  expresses  some 
condition  on  the  state  of  the  data  base,  and  at  any  given 
point  it  is  either  satisfied  or  not.  The  action  part  speci¬ 
fies  changes  to  be  made  to  the  data  base  whenever  a  rule  is 
satisfied. 

The  inference  engine  is  an  interpreter  of  the  facts  and 
the  rules.  Its  task  is  to  monitor  the  facts  in  the  data 
base  and  execute  the  action  part  of  those  rules  that  have 
their  situation  part  satisfied.  The  inference  engine  can 
operate  forward  (event-driven)  or  backward  (goal-driven). 
In  the  forward  mode,  it  tries  to  arrive  at  a  goal,  starting 
from  the  available  facts,  in  the  backward  mode,  it  selects 
a  goal  and  then  verifies  whether  or  not  the  supporting  facts 
are  present  or  can  be  inferred. 


PROBLEM  AND  PROPOSED  SOLUTION 


The  General  Electric  Company's  Corporate  Research  and 
Development  has  applied  expert  system  technology  to  demon¬ 
strate  the  system's  feasibility  in  the  area  of  troubleshoot¬ 
ing.  To  test  these  techniques,  the  problem  selected  was  the 
repairing  of  diesel  electric  locomotives  in  "running  repair 
shops":  railroad  maintenance  personnel  must  detect  and 
repair  a  large  variety  of  faults  that  have  partially  dis¬ 
abled  a  diesel  electric  locomotive.  The  a  priori  informa¬ 
tion  available  to  them  is  the  list  of  "symptoms”  reported  by 
the  engine  crew.  More  information  can  be  gathered  in  the 
shop,  by  taking  measurements  and  performing  tests  that  may 
consume  excessive  "shop  time"  if  performed  by  inexperienced 
personnel. 

The  result  of  this  development  effort  is  a  rule-based 
expert  system,  DELTA  (Diesel  Electric  Locomotive  Troub¬ 
leshooting  Aid)  [2] ,  which  guides  the  troubleshooter  in  his 
task,  enforcing  some  disciplined  troubleshooting  procedures 
that  will  minimize  the  cost  and  time  of  the  corrective 
maintenance. 

A  prototype  system  has  been  implemented  in  FORTH,  run¬ 
ning  on  a  Digital  Equipment  PDP  11/23  under  RSX-llM.  (The 
system  also  runs  on  a  PDP  11/70  under  RSX-11M-PLUS  and  in 
emulation  mode  on  a  VAX  11/780  under  VMS.)  This  system  con¬ 
tains  approximately  530  rules,  partially  representing  the 
knowledge  of  a  senior  Field  Service  Engineer.  Roughly  330 
rules  are  devoted  to  the  fault  diagnosis  and  repair  pro¬ 
cedures,  i.e.,  the  Troubleshooting  System,  while  about  200 
rules  form  the  Help  System.  The  Troubleshooting  System  uses 
a  mixed-configuration  inference  engine  based  on  a  backward 
chainer  and  a  forward  chainer,  as  illustrated  in  Figure  1. 
The  Help  System,  uses  the  forward  chainer  of  the  same  infer¬ 
ence  engine  to  respond  to  requests  for  information  from  the 
expert  system,  when  the  user  hits  the  "HELP"  key,  the  sys¬ 
tem  provides  additional  information,  such  as  the  location 
and  identification  of  locomotive  components,  replacement 
part  classification,  and  description  of  repair  procedures. 
To  accomplish  this  task,  the  system  uses  CAD  files  stored  in 
TEKTRONIX  line  graphics  format  and  VIDEO  pictures  stored  on 
a  laser  video  disk. 

A  pictorial  description  of  a  session  with  this  expert 
system  is  illustrated  in  Figure  2.  A  fixed  sequence  of 
questions  is  used  to  gather  the  initial  facts  about  the 
locomotive  problem,  such  as  unit  number,  model  year, 
reported  symptoms,  etc.  An  associative  information  table 
provides  additional  facts,  such  as  unit  standard  features, 
unit  history  of  failures,  model  failure  propensity,  etc. 
All  these  facts  constitute  the  starting  point  for  the  troub¬ 
leshooting  process. 
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The  set  of  rules  (heuristics)  that  embeds  the  empirical 
knowledge  about  the  diesel  electric  engine  is  functionally 
partitioned  into  knowledge  spaces  such  as  mechanical  system, 
electrical  system,  etc.  Within  each  knowledge  space,  the 
rules  are  subdivided  according  to  hypotheses  (fault  areas), 
such  as  Operator  Error,  Engine  Unable  to  Make  Power,  etc. 

A  set  of  meta-rules  (a  smart  index  of  the  knowledge 
partitions)  retrieves  from  the  various  knowledge  spaces  the 
subsets  of  rules  associated  with  all  the  hypotheses  that 
could  be  relevant  to  the  initial  symptoms.  This  collection 
of  hypotheses  constitutes  a  preliminary  diagnosis.  Working 
in  a  backward  mode,  the  interpreter  tries  to  prove  or 
disprove  each  hypothesis,  based  on  both  initial  facts  and 
additional  facts  inferred  by  the  system  or  asked  of  the 
user. 

The  result  of  this  process  is  a  final  diagnosis  that 
indicates  the  successful  hypotheses  (faults)  and  their 
corresponding  corrective  actions  (repairs). 


INFERENCE  ENGINE 

This  expert  system  is  based  on  a  mixture  of  control 
strategies,  since  its  inference  mechanism  can  work  in  either 
forward  or  backward  mode  (Figure  1). 

When  the  initial  facts  are  input  by  the  user,  the 
META-RULES  load  a  set  of  HYPOTHESES  and  a  set  of  IFF-RULES, 
IF-RULES  and  WHEN-RULF.S  (see  discussion  of  rules  below). 

The  BACKWARD  INTERPRETER  then  tries  to  evaluate  each 
hypothesis  with  the  given  set  of  rules  and  current  facts. 
The  evaluation  of  a  hypothesis  (goal)  is  a  three-step  pro¬ 
cess.  First,  the  system  scans  the  list  of  facts  to  verity 
whether  the  hypothesis  is  already  known  to  be  true  or  false. 
If  this  is  the  case,  then  evaluation  terminates.  Otherwise, 
the  system  scans  the  conclusion  of  each  rule  to  determine 
whether  the  hypothesis  could  be  proved  by  at  least  one  rule. 
In  such  a  case,  the  system  recursively  evaluates  each  clause 
(sub-goal)  in  the  premise  of  that  rule.  Finally,  when  no 
hypothesis  (or  argument)  can  be  directly  inferred  by  a  rule, 
the  system  requests  information  from  an  external  source 
(either  the  user  or  a  sensor). 

During  this  deductive  process,  new  evidence  (NEW  FACT) 
needed  to  prove  a  hypothesis  could  be  inferred  by  the  BACK¬ 
WARD  INTERPRETER  or  input  by  the  USER/SENSOR.  When  NEW  FACT 
is  written  in  the  list  of  facts,  the  FORWARD  INTERPRETER  is 
activated.  This  interpreter  scans  the  META-RULES,  IFF- 
RULES,  IF-RULEs  and  WHEN-RULF.s ,  trying  to  execute  any  rules 
containing  NEW  FACT  in  their  premise. 


INFERENCE  MECHANISM  CONFIGURATION 
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The  META-RULES  verify  whether  or  not  some  new  knowledge 
(new  set  of  hypotheses  and  corresponding  IFF-RULES,  IF-RULES 
or  WHEN-RULES)  is  required  and  whether  or  not  the  existing 
knowledge  should  be  reorganized,  by  reordering  the  set  of 
current  hypotheses,  as  a  result  of  the  presence  of  NEW  FACT. 

The  IFF-RULES  and  the  IF-RULES  try  to  find  some  new 
evidence  that  can  be  inferred  directly,  based  on  the  pres¬ 
ence  of  NEW  FACT.  The  new  evidence  could  later  provide  a 
shorter  path  in  the  deduction  process.  These  rules  can  be 
accessed  by  both  the  backward  and  forward  chainers.  IFF- 
RULES  are  "if-and-only-if "  type  rules  (if  A  then  B,  and  if 
not-A  then  not-B) .  IF-RULES  are  "if-then"  type  rules  (if  A 
then  B) . 

The  WHEN-RULES  attach  properties  and  activate  pro¬ 
cedures  associated  with  NEW  FACT.  These  rules  can  only  be 
accessed  by  the  forward  chainer,  thus  preventing  the  back¬ 
ward  chainer  from  using  them  to  establish  some  goal.  WHEN- 
RULES  are  "when-then"  type  rules  (when  A  then  B). 

If  any  of  the  above  rules  has  a  fully  satisfied  premise 
(since  no  explicit  rule-chaining  or  user-prompting  is 
allowed  during  the  evaluation  of  rules  in  the  forward  mode), 
then  the  FORWARD  INTERPRETER  executes  that  rule,  writes 
another  new  FACT,  and  iterates  again.  This  forward-chaining 
process  stops  when  no  rule  can  be  executed  by  the  FORWARD 
INTERPRETER,  and  control  is  returned  to  the  BACKWARD  INTER¬ 
PRETER. 

The  BACKWARD  INTERPRETER  will  continue  its  deductive 
process,  until  a  hypothesis  is  proved  or  the  entire  set 
HYPOTHESES  has  been  exhaustively  evaluated. 


REPRESENTATION  LANGUAGE 

The  rules  that  form  the  knowledge  base  of  the  Troub¬ 
leshooting  System  and  the  Help  System  are  written  in  a  spe¬ 
cial  representation  language.  This  user-extensible  language 
currently  contains: 

-  nine  predicate  functions  to  describe  the  conditions  of 
the  premise  of  each  rule, 

-  eight  verbs  to  describe  the  actions  and  inferences  in 
the  conclusions  of  each  rule, 

five  utility  functions  to  interact  with  the  user  and 
display  alphanumeric,  graphic  or  pictorial  information. 

Each  rule  is  a  conditional  statement  describing  the 
logical  implication: 


(premise)  - >  (conclusion) 

The  weight  "cf"  is  the  certainty  factor,  a  number 
between  -1  and  1,  which  indicates  the  strength  of  such 
implication.  This  number  is  used  to  control  the  propagation 
of  uncertainty  in  rule-chaining,  to  control  the  combination 
of  different  pieces  of  evidence  supporting  the  same  conclu¬ 
sion,  and  to  evaluate  the  overall  degree  to  which  a  premise 
is  satisfied. 

Bach  premise  is  an  intersection  of  clauses.  Therefore, 
a  premise  is  satisfied  if  all  its  clauses  are  also  satis¬ 
fied.  In  this  case,  the  intersection  of  clauses  corresponds 
to  a  boolean  AND.  However,  this  operation  could  be  extended 
to  a  fuzzy  intersection,  e.g.,  MIN,  if  the  truth-value  of 
the  clauses  can  take  values  within  the  interval  [-1,1]. 

Each  clause  is  defined  by  a  predicate  function  and  an 
argument  composed  of  a  3-tuple  <object  attribute  value>. 
Each  clause  is  satisfied  if  its  predicate  function  returns  a 
true- value  when  applied  to  its  argument. 

Each  conclusion  is  a  disjunction  of  actions  that  are 
executed  once  the  premise  of  the  rule  has  been  satisfied. 
Each  action  is  defined  by  a  verb  and  an  argument. 

Moreover,  there  are  five  utility  functions  that  can  be 
present  in  the  premise  or  in  the  conclusion  of  the  rule. 
These  functions  are  transparent  to  the  rule  interpreter,  in 
the  sense  that  they  do  not  affect  the  truth-value  of  the 
premise  and  do  not  modify  the  list  of  facts.  The  purpose  of 
these  functions  is  to  help  the  user  with  text,  graphics  or 
video-images.  These  functions  form  the  basis  of  a  rule- 
driven  help  system. 

A  listing  of  the  predicate  functions,  verbs  and  help- 
functions  is  provided  in  Appendix  I.  Appendix  II  illus¬ 
trates  three  rules  of  the  Expert  System,  describing  a  fault 
in  the  locomotive  fuel  system,  and  two  rules  of  the  Help 
System  describing  related  available  information. 


CONCLUSION 

The  first  field  prototype  of  this  expert  system  has 
already  been  implemented  in  a  rugged  unit,  packaged  by 
COMARK,  containing  a  PDP  11/23  (running  RSX-11M  and  an 
enhanced  version  of  fig-FORTH),  a  10  mega-byte  Winchester 
disk,  a  VT100  terminal  and  a  Selanar  graphics  board.  A  SONY 
laser-video-disk  player  and  an  additional  color  monitor  com¬ 
plete  the  configuration  of  this  field  prototype  system.  The 
system  has  already  shown  promising  results  since  its  recent 
delivery  to  the  General  Electric  Company's  Locomotive  Opera¬ 
tion  in  July  1983.  The  mixed-mode  configuration  of  its 


inference  engine  performs  very  well.  The  FORTH  implementa¬ 
tion  proved  to  be  easily  transportable  to  small  micro¬ 
processor-based  systems  while  maintaining  fast  execution 
speed.  The  man-machine  interface  is  very  user-friendly  and 
allows  the  user  to  interact  with  the  system  via  menu  selec¬ 
tions  or  simple  (single  keystroke)  answers  such  as:  Yes,  No, 
Unknown  ,  Why?,  Help. 

During  the  next  six  months,  the  locomotive  troub¬ 
leshooting  system  will  be  tested  in  the  field  to  verify  the 
accuracy  of  its  knowledge  base  and  the  reliability  of  the 
hardware  configuration.  In  the  following  phase  of  this  pro¬ 
ject,  the  knowledge  base  will  be  expanded  to  approximately 
1200  rules,  to  cover,  with  increased  depth,  a  larger  portion 
of  the  problem  space. 
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APPENDIX  I 

Description  of  the  nine  types  of  predicate  functions 
used  in  the  FORTH  implementation: 


(1)  EQ:  evaluates  the  argument,  and  returns  a  true-value  if 
the  argument  was  proven  true  (EQual) . 

(2)  EVAL-ALL:  forces  an  exhaustive  evaluation  of  the  argu¬ 
ment  and  returns  a  true  value  if  the  argument  was  pro¬ 
ven  true  at  least  once  during  its  evaluation. 

(3)  NE:  evaluates  the  argument  and  returns  a  true-value  if 
the  argument  was  proven  false  (Not  Equal). 

(4)  NC:  evaluates  the  argument  and  returns  a  true  value  if 
the  argument  was  either  proven  false  or  unknown  (Not 
Conf irmed) . 

(5)  ND:  evaluates  the  argument  and  returns  a  true  value  if 
the  argument  was  either  proven  true  or  unknown  (Not 
Disconf irmed) . 

(6)  ASK-Y:  prompts  the  user  with  a  particular  question  (the 
comment  associated  with  the  clause),  writes  the  argu¬ 
ment  as  a  new  fact  (with  an  attached  certainty-factor 
indicating  the  user's  response)  and  returns  a  true- 
value  if  an  affirmative  response  was  input. 

(7)  ASK-N:  like  ASK-Y,  but  returns  a  true-value  if  a  nega¬ 
tive  response  was  input. 

(8)  UDO:  requires  the  user  to  perform  a  given  action  (the 
comment  associated  with  the  clause) ,  waits  for  a  con¬ 
firmation  from  the  user,  writes  the  argument  as  a  new 
fact  and  returns  a  true-value  if  the  action  was  con¬ 
firmed. 

(9)  MENU:  displays  a  menu  of  choices,  prompts  the  user  for 
a  specific  menu  entry  selection,  writes  the  selection 
as  a  new  fact  and  returns  a  true  value  if  a  legal  entry 
was  selected.  This  function  has  three  components: 

MENU-T:  displays  the  title  of  the  menu 

MENU-E:  displays  a  menu  entry 

MENU-S:  prompts  the  user  for  an  entry  selection 


Description  of  the  eight  types  of  verbs  used  in  the 
FORTH  implementations 


(1)  WRITE:  writes  the  argument  as  a  fact  in  the  list  of 
facts. 

(2)  CLR :  deletes  from  the  list  of  facts  any  existing  fact 
which  matches  the  argument. 

(3)  EVAL:  activates  the  backward  chaining  interpreter,  try¬ 
ing  to  verify  the  argument. 

(4)  EVAL-ALL:  activates  the  backward  chaining  interpreter, 
performing  an  exhaustive  verification  of  the  argument. 

(5)  ASK:  prompts  the  user  with  a  particular  question  (the 
comment)  and  writes  the  argument  (with  an  an  attached 
certainty  factor  indicating  the  user's  response)  as  a 
fact  in  the  list  of  facts. 

(6)  UDO:  requires  the  user  to  perform  a  given  action  (the 
comment),  waits  for  a  confirmation  and  writes  the 
effect  of  the  action  (the  argument)  as  a  fact  in  the 
list  of  facts. 

(7)  STOP:  displays  a  termination  message  (the  comment)  to 
the  user  and  terminates  the  session,  disregarding  any 
pending  tasks. 

(8)  MENU:  displays  a  menu  of  choices,  prompts  the  user  for 
a  specific  menu  entry  selection  and  writes  the  selec¬ 
tion  as  a  new  fact.  This  verb  has  three  components: 

MENU-T:  displays  the  title  of  the  menu 

MENU-E:  displays  a  menu  entry 

MENU-S:  prompts  the  user  for  an  entry  selection 


Description  of  the  five  utility  functions  used  in  the 

Forth  implementation: 

(1)  DISPLAY:  displays  a  message  to  the  user. 

(2)  PAUSE:  displays  a  message  and  waits  for  an  acknowledg¬ 
ment  from  the  user. 

(3)  SHOW:  displays  a  CAD  file  (graphic  picture)  or  an 
alphanumeric  file  on  the  user's  terminal. 

(4)  SCREEN:  clears  the  graphic  plane  of  the  user's  termi¬ 
nal  . 

(5)  VDSHOW:  displays  a  video-image  (still  frame  or  film 
sequence)  on  the  auxiliary  monitor. 


APPENDIX  II 


Sample  of  three  rules  in  the  Expert  System  related  to  a 
fault  in  the  fuel  system. 

Rule  760 

there  is  a  fault  in  the  fuel  system  at  idling  speed 

and  readings  were  taken  from  locomotive  fuel  pressure  gage 
IF: 

EQ  (  ENGINE  SET  IDLE  ] 

Is  the  engine  at  idle? 

EQ  [  FUEL  PRESSURE  BELOW  NORMAL  ] 

Is  the  fuel  pressure  below  normal?  {Less  than  38  psi?} 

EQ  (  FUEL-PRESSURE-GAGE  USED  IN  TEST  ] 

Did  you  use  the  locomotive  gage? 

EQ  [  FUEL-PRESSURE-GAGE  STATUS  OK  ] 

is  locomotive  gage  known  to  be  accurate? 

THEN: 

WRITE  [  FUEL  SYSTEM  FAULTY  ]  1.00 

establishes  that  there  is  a  fuel  system  fault. 

End  of  rule  760 


Rule  1270 

the  locomotive  fuel-pressure  gage  is  OK 

IF: 

UDO  (  FUEL- PRESSURE-TEST-GAGE  STATUS  ATTACHED  ] 

Attach  a  known  good  pressure  gage. 

ASK-Y  [  FUEL-PRESSURE-TEST-GAGE  READING  SAME-AS  FUEL-GAGE  ] 
Is  test-gage  reading  the  same  as  locomotive-gage  reading? 

THEN: 

DISPLAY  [  FUEL-PRESSURE-GAGE  STATUS  OK  ] 

The  locomotive-pressure-gage  is  OK. 

WRITE  |  FUEL-PRESSURE-GAGE  STATUS  OK  ]  1.00 

establishes  that  the  locomotive-pressure-gage  is  OK. 

WRITE  [  FUEL-PRESSURE-GAGE  STATUS  ALREADY  TESTED  ]  1.00 

establishes  that  the  locomotive-gage  has  been  tested. 

End  of  rule  1270 
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Rule  1460 

there  is  at  least  one  faulty  fuel  system  component 

WHEN: 

EQ  [  FUEL  SYSTEM  FAULTY  ] 

The  fuel-system  is  faulty 

THEN: 

DISPLAY  I  FUEL  SYSTEM  FAULTY  ] 

There  is  a  fuel  system  fault. 

WRITE  l  FUEL  PROBLEM  SOLVED  ]  -1.00 

establishes  that  the  fuel  problem  is  not  solved. 

EVAL-ALL  [  FUEL  SYSTEM-COMPONENT  FAULTY  ] 

is  evaluating  for  a  faulty  fuel  system  component. 

End  of  rule  1460 
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Sample  of  two  rules  in  the  Help  System  describing 
available  information  relevant  to  the  subgoal  of  verifying 
the  accuracy  of  the  fuel  pressure  gage. 

Rule  5190 

you  want  to  see  the  Fuel  Pressure  Test  Gage  Menu 

WHEN: 

EQ  (  FUEL-PRESSURE-TEST-GAGE  MENU  HELP  ] 

Request  FUEL  PRESSURE  TEST  GAGE  Menu 

THEN: 

CLR  [  FUEL-PRESSURE-TEST-GAGE  MENU  HELP  ] 

Forgets  Request 

MENU-T  [  FUEL-PRESSURE-TEST-GAGE  SELECTION  INVALID  ]  1.00 

This  Menu  contains  information  of  the 
FUEL  PRESSURE  TEST  GAGE 

These  are  your  choices: 

MENU-E  [  FUEL-TEST  MENU  HELP  ]  1.00 

I  want  to  go  back  to  FUEL  TEST  Menu 
MENU-E  [  FUEL-PRESSURE-TEST-GAGE  PICTURE  HELP  ]  1.00 

CAD  Picture  of  pipe  plug  where  test  gage  should  be  attached 
MENU-E  [  FUEL-REGULATING-VALVE  VIDEO  HELP  ]  1.00 

VIDEO  Picture  of  regulating  valve  where  pipe  plug  is  located 
MENU-E  [  GOAL:  BACK  TO  EXPERT  OR  STOP  ]  1.00 

End  ot  help.  Back  to  our  problem 
MENU-S  [  FUEL-PRESSURE-TEST-GAGE  SELECTION  FINISHED  ] 

Please  enter  your  selection  by  number: 

End  of  rule  5190 


Rule  5210 

you  want  a  VIDEO  picture  of  fuel  regulating  valve 
WHEN: 

EQ  [  FUEL-REGULATING-VALVE  VIDEO  HELP  ] 

Request  Picture  of  regulating  valve  where  pipe  plug  is  located 

THEN: 

CLR  [  FUEL-REGULATING-VALVE  VIDEO  HELP  ] 

Forgets  request 
VDSHOW  [  16120  16120  0  j 

WRITE  [  FUEL-PRESSURE-TEST-GAGE  MENU  HELP  ]  1.00 

We  want  to  use  Fuel  Pressure  Test  Gage  Menu 
End  of  rule  5210 
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ABSTRACT 

/  AS'  the  technology  of  rule-based  inference  mechanisms 
matures,  knowledge,  acquisition— the  creation,  structuring, 
and  verification  of  rules— becomes  increasingly  important. 
The  accuracy  and  completeness  of  the  rules  in  the  knowledge 
base  determine  expert  system  performance ,  and  the  cost  of 
acquiring  that  knowledge  base  dominates  all  other  hardware 
and  software  costs  in  practical  systems. 

To  reduce  knowledge  acquisition  time  and  error  rate,  a 
new  interactive  graphics  interface  for  rules  is  being  designed 
and  implemented  in  GE  Corporate  Research  and  Develop¬ 
ment.  In  the  new  system,  each  set  of  rules  is  represented  as 
an  AND/OR  graph  and  parts  of  the  rule  base  are  displayed 
on  a  CRT  screen  as  an  AND/OR  tree.  A  user— even  an  un¬ 
sophisticated  user— can  navigate  the  AND/OR  graph,  identi¬ 
fy  nodes  to  be  modified,  analyze  the  behavior  of  the  graph, 
verify  its  correctness  graphically,  and  follow  the  execution  of. 
inference  engines. 


Keywords:  Expert 
AND/OR  trees 


systems,  Man-Machine  Interfaces, 


base  indirectly.  The  domain  expert  sees  the  knowledge  base 
through  a  knowledge  engineer  who  codes  the  domain  exper¬ 
tise  into  rules,  interprets  the  interactions  among  rules,  and 
verifies  that  the  rules  will  perform  as  expected.  The  end 
user  sees  the  knowledge  base  through  a  sequence  of  direc¬ 
tives  and  questions  supplemented  by  English-language  expla¬ 
nations. 

In  industrial  and  military  environments,  the  applicability 
and  performance  of  expert  systems  are  limited  by  the  availa¬ 
bility  of  knowledge  engineers,  the  cost  of  the  knowledge 
acquisition  process,  and  the  low  skill  level  of  many  end  users 
in  the  field.  Moreover,  since  errors  involving  military  and 
industrial  equipment  can  lead  to  mission  failures  and  coxtly 
accidents,  alt  individuals  responsible  for  the  equipment  (t-d 
accompanying  crews)  must  be  able  to  verify  that  the 
knowledge  base  will  continue  to  provide  complete  and  accu¬ 
rate  solutions  to  all  problems  encountered.  Consequently,  if 
a  significant  number  of  cost  effective  and  reliable  expert  sys¬ 
tems  are  to  be  generated  in  these  environments,  then  both 
the  experts  and  end  users  should  he  able  to  interact  directly 
with  the  knowledge  base,  i.e.,  the  interface  between  the 
knowledge  base  and  its  human  users  must  be  improved. 


CR  Categories:  1.2.1. 1.2.4,  H.1.2, 1.7.1,  D.2.6 


INTRODUCTION 

In  a  variety  of  troubleshooting,  design,  and  analysis 
domains,  certain  individuals  —  the  experts  —  consistently 
outperform  their  counterparts  in  the  same  tasks.  When  this 
unusual  performance  derives  from  accumulated  experience 
(as  opposed  to  superior  intellect  or  manual  dexterity),  that 
experience  can  be  captured  in  an  executable  knowledge  base 
of  production  rules  so  that  other  individuals  -  the  end  users 
--  can  achieve  similar  performance  themselves  "  !l. 

When  working  with  most  current  expert  systems,  both 
domain  experts  and  end  users  interact  with  the  knowledge 


The  new  GETREE  system0'  is  a  workbench  for  exploring 
the  applications  of  AND/OR  trees  in  an  improved  user  inter¬ 
face  for  entering,  modifying,  analyzing,  and  documenting 
rules.  The  AND/OR  tree  serves  as  mechanism  for  direct 
graphic  documentation  of  the  rule-set,  for  explaining  HOW, 
HOW-NOT,  WHY,  and  WHY-NOT  questions  about  conclu¬ 
sions  and  facts,  for  displaying  execution  traces  of  forward  or 
backward  chaining  inference  mechanisms,  for  modifying 
inference  strategies,  and  for  teaching  the  rule-base  to  the 
user.  Most  important  of  all,  the  AND/OR  tree  provides  an 
effective  common  graphic  communications  medium  for  all 
individuals  involved  in  creating,  maintaining,  and  applying  an 
expert  system. 

When  the  tree  is  completed  and  debugged,  it  can  be  con¬ 
verted  into  conventional  production  rules,  assembly 
language,  or  high-level  language  for  execution  in  more  con¬ 
strained  or  less  friendly  target  environments.  It  can  also  be 
converted  into  input  files  suitable  for  fault  tree  analysis  pro¬ 
grams  (eg.,  FAULTRAN'"') 


RULE-BASED  INFERENCE  AND  EXPLANATION 

Most  rule-based  systems  have  extensive,  text-based  trace  -  • 

and  explanation  facilities."'"  Nearly  all  expert  systems  pro¬ 
vide  execution  traces  with  settable  levels  of  detail;  most  can 
explain  HOW  a  particular  conclusion  was  reached  or  WHY  a 
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fact  was  involved  in  an  inference  chain,  and  many  can 
explain  HOW  another  conclusion  was  NOT  reached,  as  well 
as  WHY  a  fact  was  NOT  involved  in  an  inference  chain. 

For  example,  consider  the  following  set  of  live  rules  for 
diagnosing  certain  cooling  system  faults  peculiar  to  the  pres¬ 
surized  water  type  of  nuclear  reactors  These  rules  were 
derived  from  a  nine-rule  example  built  to  demonstrate  the 
REACTOR  expert  system' ”,  The  four  possible  faults  located 
by  the  rules  include  “  Loss  of  Feedwater,"  "Steam  Line 
Break,”  “Steam  Generator  Tube  Failure,”  and  “Loss  of 
Cooling  Accident."  Major  systems  involved  include  the  Pri¬ 
mary  Cooling  System  (PCS),  the  Secondary  Cooling  System 
(SCS),  and  the  Steam  Generator  (SG). 

Rule!: 

IF  PCS-SCS-Heat-Transfer-Inadequate 

AND 

Low-Feedwater-Flow 
THEN  FAULT-IS-Loss-of-Feedwater 

Rule2: 

IF  PCS -Temperature- Increasing 
THEN  PCS-SCS-Heat-Transfer-lnadequate 

Rule3: 

IF  Low-Feedwater-Flow 

AND 

SG-ln  ventory- 1  nadequate 
THEN  FAULT-IS-Loss-of-Feedwater 

Rule4: 

IF  SG-Inventory-Inadequate 

AND 

High-Steam-Flow 

THEN  FAULT-IS-Sieam-Line-Break 

RuleS: 

IF  SG-Level-Decreasing 
THEN  SG-Inventory-Inadequate 

In  the  process  of  identifying  a  “Steam-Line  Break”  fault, 
an  expert  system  with  a  simple  backward-chaining  inference 
engine  will  generate  the  following  sequence  of  hypotheses 
and  queries. 

1.  Attempting  to  deduce  "FAULT-IS-Loss-of-Feedwater" 

2.  Using  Rule! 

3.  Attempting  to  deduce  "Heat-Transfer-lnadequate" 

4.  Using  Rule2 

5.  Is  this  true:  “PCS-Temperature-Increasmg”?  NO 

4.  Rule2  Failed 

7.  Rule!  Failed 

8.  Using  Rule3 

9.  1$  this  true:  "Low-Feedwater-Flow"?  NO 

10.  Ru!e3  Failed 

11.  Attempting  to  deduce  “FAULT-IS-Steam-Line-Break’ 

12.  Using  Rule4 

13.  Attempting  to  deduce  "SG-Inventory-Inadequate” 

14.  Using  RuleS 

15.  Is  this  true:  "SG-Level-Decreasing"?  YES 

14.  RuleS  deduces  "SG-Inventory  Inadequate" 

17.  Is  thi*  true:  “High-Steam-Flow'"’  YES 

II.  Rule4  deduces  "FAULT-IS-Steam-Line-Break.” 


This  execution  trace  already  answers  questions  such  as 
“HOW  did  the  system  deduce  FAULT-IS-  Steam-Line- 
Break?”;  "WHY  did  the  system  ask  about  SG -Level- 
Decreasing?",  “IIOW  did  the  system  NOT  deduce  FAULT- 
IS-Loss-of-Feedwater?”,  and  “WHY  did  the  system  NOT 
ask  about  High-Sleam-Flow?”  Similar  traces  can  be  gen¬ 
erated  to  answer  a  variety  of  other  HOW.  WHY,  HOW- 
NOT,  and  WHY-NOT  questions. 

AND/OR  TREES 

These  text-based  explanation  mechanisms  give  the 
knowledge  specialist  a  detailed  view  of  a  particular  inference 
engine  working  with  a  particular  set  of  rules  and  a  particular 
set  of  facts.  However,  they  do  not  provide  the  efficient  and 
error-free  interface  that  industrial  users  will  require  in  the 
future.  Such  explanation  traces  tend  to  be  bulky,  involved, 
and  difficult  to  interpret,  even  for  this  simple  five-rule  exam¬ 
ple.  Moreover,  text-based  traces  provide  little  help  in  detect¬ 
ing  pathological  interactions  among  the  hundreds  of  rules 
involved  in  practical  knowledge  bases  or  in  producing  the 
compact  and  complete  documentation  required  for  a  formal 
system  review. 

The  AND/OR  “tree"  (more  precisely,  the  rooted  acyclic 
digraph)  is  used  frequently  for  visualizing  rules  and  inference 
mechanisms  in  textbooks  and  papers. All  relationships 
among  facts  and  goals  are  indicated  explicitly  by  lines  con¬ 
necting  the  nodes  in  the  tree.  For  example,  the  AND/OR 
tree  for  all  nine  cooling  system  rules  is  shown  in  Figure  1. 
Each  terminal-node  in  the  tree  represents  a  fact  (e.g.,  “Low- 
Feedwater-Flow”)  and  each  interior-node  represents  a 
subgoal  (e.g.,  "PCS-Integrity-Challenged")  to  be  achieved  in 
identifying  a  cooling  system  fault.  Each  AND-node 
represents  a  conjunction  of  facts  in  the  IF  (or  situation)  side 
of  a  rule  (e.g.,  rules  1,3,  and  4)  and  each  OR-node 
represents  a  group  of  rules  with  the  same  fact  in  the  THEN 
(or  action)  side  (e.g.,  rules  1  and  3).. 

While  AND/OR  trees  have  always  been  convenient 
tutorial  devices,  the  high  overhead  of  initial  drafting  and  the 
continuing  burden  of  maintaining  corrections  has  limned 
their  practical  application.  Moreover,  since  actual  ANO/OR 
trees  can  easily  have  hundreds  of  nodes  with  multiple  inter¬ 
connections,  the  size  and  complexity  of  such  trees  have  also 
made  their  construction  and  interpretation  difficult.  The 
GETREE  system  was  designed  to  overcome  these  barriers 
and  enable  the  AND/OR  tree  to  serve  as  a  practical  tool  for 
building,  maintaining,  and  applying  expert  systems. 

The  GETREE  system  includes  four  basic  components:  an 
interactive  graphics  tree  editor,  a  data  manager  for  the  result¬ 
ing  trees,  interpreters  running  against  the  tree,  and  code  gen¬ 
erators  to  support  more  constrained  target  environments  (see 
Figure  2).  It  makes  extensive  use  of  visual  attributes  (on  a 
DEC  VT100  terminal)  or  color  (on  a  digital  TV  display)  to 
indicate  the  current  node,  the  path  to  it,  true/false/unknown 
values  of  facts,  and  the  execution  states  of  inference  engines. 
About  one  hundred  different  node  editing,  text  editing, 
display  formatting,  and  inference  control  commands  are 
implemented. 

EDITING  AND/OR  TREES 

The  first  inclination  in  working  with  AND/OR  trees  is  to 
build  a  drafting  system  to  expedite  picture  drawing.  The 
commands  implemented  would  be  picture-oriented,  e.g., 
draw-box,  draw-line,  erase-box,  erase-line,  move-box,  and 
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Figure  1.  The  Cooling  System  AND/OR  Tree 


move-line.  These  commands  would  create  a  graphic  data 
base  which  in  turn  would  generate  a  picture  of  the  tree  on  a 
CRT  or  hardcopy  plotter.  The  interconnection  structure  of 
the  tree  would  be  maintained  separately  by  both  the  system 
and  the  user 

The  GETREE  system  is  actually  a  smart  program  struc¬ 
ture  editor  and  not  a  drafting  system.  GETREE  commands 
manipulate  the  tree  structure  directly  and  the  tree  picture  is 
derived  from  that  tree  structure.  Commands  implemented 
include  tree  operations  such  as  go-to-child,  make-node, 
yank-subtree,  and  put-subtree  as  well  as  node  text  operations 
such  as  cursor  motions,  yank-line,  and  put-line.  Drafting 
commands  can  be  used,  but  much  of  the  tree  formatting  is 
automatic.  For  example,  when  positions  or  sizes  of  boxes 
and  connecting  arcs  are  changed,  the  affected  subtree  is 
redrawn  automatically  to  reflect  the  changes.  Text  in  a  node 
is  rejustified  automatically  whenever  the  box  size  is  changed. 

An  AND/OR  tree  can  be  built  top-down  by  specifying  suc¬ 
cessively  more  detailed  goals,  or  botiom-up  by  specifying  con¬ 
clusions  implied  by  facts,  or  by  a  mixture  of  the  two  stra¬ 
tegies.  GETREE  provides  temporary  buffers  for  both  trees 
and  text  as  well  as  permanent  libraries  of  subtrees.  Subtrees 
can  be  duplicated  -  so  that  each  copy  is  an  independent 
entity  -  or  inserted  -  so  that  each  instance  is  identical  in 
content  to  every  other  instance.  Text  can  be  read  into  nodes 
from  external  text  files  and  written  out  from  nodes  into 
other  files.  A  simple  fill-in-the-blanks  template  processor 
expedites  certain  kinds  of  repetitive  constructions. 

DEALING  WITH  COMPLEXITY 

While  the  AND/OR  trees  encountered  in  practice  may 
have  hundreds  of  nodes,  most  CR1  screens  can  display  only 


a  few.  Consequently,  mechanisms  for  enabling  a  small  CRT 
screen  to  display  a  usable  tree  context  are  a  major  design 
challenge.  Mechanisms  currently  implemented  in  GETREE 
include:  windowing,  multiple  contexts,  shared  areas,  and 
hierarchical  decomposition. 

In  GETREE,  the  CRT  screen  serves  as  a  movable  win¬ 
dow  through  which  a  user  can  view  any  part  of  the  tree.  The 
tree  is  literally  ’clipped  ofT  at  the  edges  of  the  screen.  The 
current  node  can  be  positioned  at  the  top,  bottom,  middle, 
left,  or  right  of  the  screen.  If  the  screen  update  time  can  be 
kept  under  one  second,  then  window  movement  can  be  rela¬ 
tively  transparent  to  the  user.  However,  at  slower  speeds 
(perhaps  one  thousand  characters  per  second  or  less)  or 
when  there  is  considerable  window  movement,  the  time 
spent  rewriting  the  screen  can  have  a  significant  impact  on 
system  usability. 

Frequently,  window  movement  involves  switching  among 
two  and  sometimes  three  distinct  contexts  in  a  large  tree. 
With  a  sufficiently  large  CRT  screen  (perhaps  60x80  charac¬ 
ters),  each  context  can  be  allocated  a  separate  viewport  on 
the  screen.  With  smaller  screens  (like  the  typical  24x80  char¬ 
acter  terminal),  the  entire  screen  is  already  too  small  to  sub¬ 
divide  so  the  only  practical  solution  is  multiple  CRT  moni¬ 
tors.  The  IBM  PC  version  of  GETREE  supports  two 
separate  24x80  character  screens. 

In  some  applications,  the  AND/OR  trees  are  actually 
highly-interconnected  acyclic  digraphs  with  many  high  in¬ 
degree  nodes.  If  all  node  interconnections  were  displayed 
simultaneously,  the  resulting  spaghetti-like  displays  would  be 
difficult  to  construct  and  impossible  to  interpret.  One  attrac¬ 
tive  alternative  to  the  spaghetti-like  display  is  to  ’timeshare’ 
part  of  the  display  area  among  multiple  subtrees  involving 
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Figure  2.  The  GETREE  Preceti 


die  same  facts  and  the  same  parent  node.  At  any  point,  the 
screen  shows  only  the  subtree  being  traversed  and  the 
immediate  children  on  the  path  to  the  root.  When  another 
subtree  is  traversed,  the  shared  area  is  cleared  so  the  new 
subtree  can  be  displayed. 

Finally,  in  other  applications,  the  AND/OR  trees  lend 
themselves  to  a  multilevel,  hierarchical  decomposition.  At 
the  higher  levels  in  the  tree,  each  node  represents  the  root  of 
another  tree  which  can  be  traversed  independently  In  turn, 
the  nodes  of  that  tree  could  be  the  roots  of  other  subtrees, 
etc.  With  s  well-chosen  hierarchical  decomposition,  many 
AND/OR  trees  can  be  split  into  a  large  number  of  easily- 
m  an  aged,  one-page  subtrees. 

INFERENCE,  EXPLANATION.  AND  INTERACTION 

This  basic  user  interface  facility  can  also  be  used  to 
enhance  the  interactive  trace  and  explanation  facilities  of  an 
expert  system.  As  the  inference  engine  runs,  the  affected 
nodes  are  highlighted  to  show  facts  which  have  been  asserted 
(in  forward  or  backward  interpreters)  and  goals  which  are  to 
be  achieved  (in  a  backward  interpreter)  A  user  can  dynami¬ 
cally  assert  particular  facts  and  set  new  goals  by  indicating 
nodes  with  a  cursor.  The  user  can  also  run  the  inference 
engine  in  forward  and  backward  modes  or  alter  parameters  in 
the  decision  strategy 

For  example.  Figure  t  shows  steps  1-15  of  the  execution 
trace  for  a  simple  backward-chaining  inference  engine  and 
the  cooling  system  rules.  Goals  to  be  achieved  are  indicated 
by  bold  boxes  (or  a  bright  red  on  the  color  display);  facts 
asserted  are  indicated  by  bold  text  (or  green  on  a  color 
display);  and  facts  negated  are  indicated  by  an  overwritten 
bar  (or  red  on  a  color  display). 

Another  version  of  the  interpreter  counts  the  incidence  of 
subfoals  which  cause  their  parent  node  to  be  asserted  (or 
negated).  On  subsequent  executions,  subgoals  are  executed 
in  an  order  most  likely  to  lend  to  a  quick  problem  solution. 
The  domain  expert  can  initialize,  query,  and  modify  these 
counts  using  the  standard  editor.  The  current  system  can 


also  read  contents  of  nodes  through  a  voice  generation  box 
and  display  images  or  sequences  from  a  video  disk. 

CODE  GENERATION 

Once  a  tree  has  been  created  and  debugged,  the  extensive 
interactive  facilities  of  GETREE  may  no  longer  be  required 
(or  desired).  Target  environments  such  as  embedded  control 
processors  or  portable  computers  may  not  have  the  real 
memory,  memory  addressability,  language  processors,  or 
CRT  displays  required  to  run  GETREE.  For  these  applica¬ 
tions,  GETREE  can  convert  the  'tree  data  base  into  a 
language-neutral  form  composed  of  macro  calls  (see  Fig¬ 
ure  3).  With  appropriate  user-defined  macro  definitions, 
these  macro  calls  can  be  translated  by  UNIX  M4  (or  a  similar 
macro)  into  other  high-level  languages  or  assemblers.  Thus 
far,  simple  FORTRAN.  C,  ADA.  and  ATLAS  translators 
have  been  written. 
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Figure  3.  Language/Neutral  Macte  Call* 


DISCUSSION 


REFERENCES 


Because  the  GETREE  system  is  written  in  the  C-language 
with  calls  to  standardized  libraries,  it  can  be  transported  into 
a  variety  of  environments.  The  system  is  now  being 
developed  under  VAX  UNIX  using  a  VT100  terminal  and 
(he  forms-drawing  character  set,  but  it  also  runs  under 
VAX/VMS  and  VAX/EUNICE  +  using  either  a  VT100  ter¬ 
minal  or  a  high-speed,  direct  memory  access  color  graphics 
display.  Another  version  runs  under  PC-DOS  on  an  IBM  PC 
(and  some  of  the  plug  compatible  portables)  using  either  the 
color  graphics  board  or  the  monochrome  display  board.  The 
GETREE  system  is  now  being  delivered  to  several  General 
Electric  Company  operating  components  for  use  in  construct¬ 
ing  various  field  prototype  expert  systems. 

A  major  benefit  of  this  interface-driven  approach  to 
expert  system  development  is  the  enhanced  visualization  of 
the  workings  of  inference  mechanisms.  A  researcher  can  see 
immediately  the  elfccts  of  changes  in  decision  strategies  or 
system  organization;'  an  end  user  can  learn  the  knowledge 
base  and  develop  confidence  in  it  by  verifying  the  logic  as  it 
runs;  and  the  expert  responsible  for  the  knowledge  base  can 
locate  and  correct  conflicts  and  missing  logic  by  examining 
the  graph  directly.  Moreover,  neither  users  nor  experts 
require  much  training  in  "rule  programming"  because  the 
workings  of  the  rule  interpreter  are  obvious  from  the  CRT 
display. 

GETREE  is  now  run  regularly  in  conjunction  with  an  ear¬ 
lier  expert  system  (now  delivered  to  the  held)  to  demon¬ 
strate  how  its  inference  engine  works.  GETREE  has  also 
been  used  in  developing  and  demonstrating  an  adaptive 
inference  algorithm  which  “learns"  from  experience  the 
optimal  order  in  which  to  execute  the  AND/OR  tree. 
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1 .  Introduction 


j  ACE  (Automated  Cable  Expert)  is  a  knowledge-based  system  designed  to 
direct  preventive  maintenance  activities  in  the  local  telephone 
network.  ACE  was  developed  at  AT&T  Bell  Laboratories  to  demonstrate 
and  evaluate  the  potential  for  using  expert  systems  technology  in 
cable  maintenance. 


Thie  paper  will  describe'^he  role  of  ACE  in  the  maintenance  process  and 
wilt  discuss' ^he  methods  used  to  evaluate  ACE's  performance  in  the 
field.  Some  general  issues  for  the  evaluation  of  expert  systems  also 
will  be  considered. 


2.  ACE  as  a  Maintenance  System 

Most  of  the  expert  systems  described  at  this  workshop  (for  instance 
[1]  and  [2])  are  consultative  systems  that  provide  advice  to 
craftpersons  who  are  repairing  malfunctioning  equipment.  ACE  plays  a 
different  role  in  the  maintenance  process.  ACE  selects  equipment  for 
preventive  maintenance  by  analyzing  historical  data  on  problems  in  the 
loop  telephone  plant.  ACE  suggests  preventive  maintenance  that  should 
be  performed  to  reduce  the  likelihood  of  customers  experiencing 
cable-related  problems  with  their  telephone  service. 

Additionally,  ACE  differs  from  most  previous  expert  systems  in  that  it 
gathers  information  to  analyze  from  a  database  system,  rather  than 
through  interaction  with  users  or  domain  experts.  ACE  has  access  to  a 
database  where  the  operating  telephone  companies  store  telephone  cable 
repair  activity  records.  ACE  uses  these  data  to  determine  the 
existence  of  faults,  their  probable  nature  and  cause,  and  their 
severity.  ACE  relays  this  information  to  users  who  determine  when 
problems  will  be  repaired. 

ACE's  analysis  task  is  ordinarily  assigned  to  an  "analyzer"  who  uses 
reports  from  the  database  system.  These  analyzers  have  videly  varying 
expertise  concerning  the  telephone  plant  and  computer  based  analysis. 
Given  both  the  volume  of  data  available  to  analyze  and  other  demands 
on  the  analyzers'  attention,  even  the  best  analyzers  often  lack  the 


time  to  complete  the  analysis  job  or  do  it  well.  An  expert  system 
that  represents  a  highly  skilled  expert's  understanding  of  both 
telephone  faults  and  computer  based  analysis  methods  can  perform  its 
tasks  free  from  the  limitations  that  hinder  analyzers. 

ACE's  knowledge  base  and  inference  engine  are  written  in  Franz  Lisp 
[3]  and  the  0PS4  [4]  production  system  language,  running  on  a  VAX 
11/780.  ACE's  support  routines,  including  its  interface  to  the 
database  system  and  the  electronic  mail  that  sends  output  to  users, 
are  written  in  UNIX*  shell  and  C.  For  a  detailed  description  of  ACE 
see  Vesonder  et  al.  [5]. 


3.  Evaluation  Methods 

ACE  has  been  field  tested  in  several  telephone  company  locations  for 
more  than  a  year.  Initially,  system  performance  was  tested  formally. 
After  that,  local  cable  analyzers  were  given  daily  access  to  ACE 
results,  which  they  have  used  for  cable  repair.  These  users  have  been 
interviewed  in  depth  about  the  system  and  have  made  many  suggestions 
which  have  been  incorporated  into  ACE.  These  two  procedures  are  only 
a  part  of  the  evaluations  to  which  a  complete  project  should  be 
subjected. 

Evaluation  is  not  a  single  process.  As  the  recent  paper  by  Gaschnig  et 
al.  [6]  points  out,  evaluation  occurs  throughout  the  development  of  an 
expert  system.  For  instance,  each  iteration  of  a  rule  set  is  based, 
in  part,  on  the  developers'  evaluation  of  the  previous  state  of  the 
rule  set.  This  paper  will  focus  on  the  tasks  that  are  specific  to 
evaluating  an  expert  system  for  a  commercial  application.  There  are 
four  major  subtasks  in  the  evaluation  of  such  systems. 

1.  Evaluating  the  accuracy  of  the  system  —  to  decide  whether  the 
system  meets  the  standard  of  accuracy,  or  expertise,  at  which 
commercial  deployment  of  the  system  would  be  feasible.  This  is 
somewhat  different  than  evaluating  accuracy  in  order  to  improve 
the  rule  base,  purge  it  of  all  inaccuracies,  or  determine  if  the 
software  provides  an  accurate  model  of  human  decision  making. 
Commercial  systems  have  to  be  good  enough  for  their  application. 
As  the  cost  of  additional  improvements  in  accuracy  begins  to 
rise  steeply,  some  possible  improvements  may  not  be  made  in  a 
commercial  system.  Additionally,  commercial  systems  need  make 
no  claims  to  mimic  human  thought  processes.  They  only  need 
mimic  correct  outcomes  of  inference  processes. 


*  UNIX  is  a  trademark  of  Bell  Telephone  Laboratories. 
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2.  Evaluating  system  sizing  and  the  performance  of  hardware  and 
software,  to  find  the  lowest  cost  implementation  that  can 
provide  adequate  performance  for  the  application. 

3.  Evaluating  the  quality  of  human/computer  interaction. 
Commercial  software  can  only  be  deployed  successfully  if  system 
users  are  willing  and  able  to  work  with  the  software  over  a  long 
time  period. 

A.  Economic  evaluation.  Does  the  action  carried  out  by  the  system 
justify  the  costs  of  hardware,  software,  training  and 
maintenance? 

The  ACE  test  focused  on  the  first  of  these  four  concerns  —  proving 
that  a  rule  based  expert  system  could  attain  an  adequate  level  of 
expertise  for  the  application.  Since  ACE  was  deployed  as  a  prototype 
system  for  testing,  it  would  not  have  been  appropriate  to  evaluate  the 
other  three  issues  using  ACE. 

The  question  then  is  how  to  evaluate  whether  an  expert  system  is 
accurate  enough  to  allow  its  being  deployed  in  a  commercial 
application? 

Evaluation  starts  with  a  critical  methodological  choice  —  the 
selection  of  the  standard  against  which  the  system  is  to  be  measured. 
This  is  difficult  when  evaluating  expert  system  accuracy  because 
expert  systems  are  applied  to  domains  in  which  it  is  not  easy  to 
ascertain  correct  answers  or  in  which  there  is  disagreement  about  what 
the  correct  answer  is.  After  all,  one  would  not  bother  to  build  an 
expert  system  in  a  domain  in  which  problems  have  straightforward 
solutions.  Even  when  tests  that  could  evaluate  the  expert  system's 
answers  objectively  are  possible,  the  tests  are  often  expensive,  time 
consuming  or  difficult  to  perform. 

In  evaluating  ACE,  one's  ability  to  do  objective  tests  is  limited  both 
by  cost  and  time  —  since  many  hundreds  of  cables  would  have  to  be 
checked  individually  —  and  by  limits  on  how  much  the  expert  system's 
domain  can  be  manipulated,  since  the  telephone  company  would  object  to 
a  wholesale  digging  up  and  examining  of  cables  to  check  whether  ACE 
was  right  about  them.  A  similar  argument  can  be  applied  with  greater 
force  when  medical  expert  systems  are  being  evaluated. 

In  the  absence  of  an  objective  measure  against  which  to  gauge  system 
performance,  expert  system  judgements  have  to  be  compared  with  expert 
judgments.  If  the  judgments  of  experts  in  a  domain  display  a  high 
degree  of  consensus,  or  if  one  person  who  is  universally  recognized  as 
an  expert  can  be  recruited,  then  the  system  can  be  compared  against 
that  person.  Unfortunately,  again,  expert  systems  will  tend  to  be 
built  in  domains  where  experts  disagree.  One  major  problem  in 
knowledge  acquisition  is  developing  methods  to  reconcile  the 
conflicting  views  of  domain  experts  (7). 


In  a  domain  where  disagreement  among  experts  is  the  norm,  there  never 
will  be  complete  agreement  between  the  judgements  made  by  expert 
software  and  those  made  by  a  group  of  disagreeing  experts. 
Additionally,  the  disagreements  among  experts  point  out  that  the 
experts  themselves  are  imperfect  and  at  times  inaccurate.  As  a 
result,  the  question  of  what  standard  to  compare  an  expert  system 
against  must  be  restated  to  encompass  the  issue  of  how  accurate  does 
the  expert  system  have  to  be,  given  a  domain  in  which  inaccuracy  —  or 
at  least  lack  of  consensus  between  experts  —  is  tolerated? 

The  solution  to  these  problems  that  was  adopted  for  testing  ACE  was  to 
allow  the  degree  of  agreement  between  human  analyzers  to  establish  a 
target  for  ACE's  accuracy.  The  criterion  established  for  ACE  was  that 
ACE's  agreement  with  human  analyzers  should  at  least  equal  the 
agreement  between  the  analyzers  themselves.  From  the  customer's 
standpoint,  expert  software  meeting  this  criteria  should  be 
indistinguishable  in  performing  a  task  from  a  random  sample  of 
analyzers  presently  on  the  job.  If  software  exceeds  the  criteria —  in 
other  words  by  showing  a  greater  degree  of  overlap  with  analyzers  than 
is  attained  between  the  analyzers  themselves —  there  would  be  some 
basis  for  assuming  that  the  expert  system  could  outperform  the  average 
expert  in  this  analytic  task. 


4.  A  Method  For  Evaluating  Accuracy 

Accuracy  can  be  assessed  by  comparing  the  outcomes  from  the  expert 
software  with  the  outcomes  from  live  experts  in  a  domain.  (For  a 
somewhat  different  approach  to  making  these  comparisons,  see  [8].)  ACE 
was  tested  by  having  ACE  and  four  telephone  company  analyzers  each 
analyze  a  monthly  body  of  telephone  trouble  reports  on  the  same  data 
base.  This  procedure  was  repeated  for  three  months.  All  the 
experimental  subjects  were  given  the  same  task  —  to  rank  order  the 
most  serious  candidates  for  preventive  maintenance  in  several 
geographic  areas  each  month.  The  analyzers  were  instructed  to  use  the 
database  system  that  stored  information  on  those  areas  following  the 
procedures  they  would  ordinarily  use.  They  also  had  varying  degrees 
of  personal  knowledge  of  the  geographic  areas  under  study.  ACE  had 
access  to  the  same  database  and  used  a  rule  base  developed  to  mimic 
the  test  analyzers,  as  well  as  other  analyzers  and  standard  telephone 
company  analysis  procedures. 

The  analysts  were  given  no  time  or  machine  limits  on  how  much  effort 
they  could  put  into  their  analyses.  They  were  told  to  work  on  the 
problem  as  if  they  were  doing  the  analysis  as  part  of  their  normal  job 
function,  and  their  time  working  on  the  ACE  test  was  assigned  as  part 
of  their  jobs.  (For  two  of  the  analyzers,  the  areas  being  analyzed 
were  part  of  their  actual  analysis  job  each  month.)  The  analysts  had 
deadlines  at  the  end  of  each  month  when  they  would  meet  with  the 
system  designers  to  present  and  discuss  their  findings.  The  analysts 
knew  that  their  findings  were  being  compared  with  ACE,  though  they  had 


no  access  to  ACE's  results  during  the  test.  It  was  after  this  three 
month  test  period  that  users  started  to  receive  daily  ACE  output  to 
work  with. 

There  are  several  ways  in  which  this  data  collection  methodology  was 
less  than  optimal,  but  non-optimal  research  conditions  are  a  way  of 
life  in  field  evaluation.  The  larger  the  sample  of  human  analyzers 
the  better,  since  larger  samples  give  better  estimates  of  actual 
values  for  a  population.  For  similar  reasons,  the  longer  period  of 
time  that  data  are  collected,  the  better.  It  would  have  been 
preferable  to  work  with  analyzers  who  did  not  have  personal  knowledge 
of  the  cable  plant  in  the  study  area.  Such  human  subjects  would  have 
been  more  closely  analogous  to  ACE  as  an  analyzer.  In  defense  of  this 
method,  their  local  knowledge  should  have  given  analyzers  an  advantage 
in  comparison  with  ACE.  In  addition,  it  would  have  been  preferable  if 
analyzers  had  not  known  that  they  were  being  compared  with  an  expert 
system  —  to  eliminate  any  unforeseen  effects  from  people  knowing  that 
they  are  being  compared  with  an  expert  system.  However,  there  had  to 
be  some  explanation  for  our  asking  so  many  telephone  company  analyzers 
to  analyze  the  same  data,  and  we  never  explored  presenting  any 
explanation  but  the  honest  one. 

The  statistical  analysis  of  the  resulting  data  is  relatively 
straightforward.  Rank  order  correlations  were  calculated  for  each 
instance  where  two  people,  or  one  person  and  the  expert  software 
provided  rankings  of  the  same  body  of  data.  It  is  not  necessary  to 
have  ranking  data.  If  judgments  have  been  made  on  an  interval  scale 
(such  as  calculations  of  trouble  seriousness)  then  product  moment 
correlations  can  be  calculated.  Alternately,  if  the  judgment  is  as 
simple  as  whether  the  same  items  were  selected  by  different  experts, 
coefficients  of  association  can  be  used.  The  groups  of  person-to- 
person  and  of  person-to-machine  comparisons  were  then  combined,  using 
Fisher's  r  to  z  transformation  to  normalize  the  data.  This  provided 
two  average  correlations,  person-to-person,  and  person-to-expert 
system,  which  could  be  compared  statistically  with  an  ordinary  t-test. 

The  statistical  results  of  the  ACE  test  are  proprietary  data  held  by 
AT&T  Bell  Laboratories  and  so  cannot  presented  here.  It  can  be  stated 
that  ACE's  performance  strongly  supported  the  notion  that  expert 
system  technology  could  be  used  in  preventive  maintenance. 

One  methodological  caveat  should  be  mentioned.  When  a  small  sample  of 
analyzers  is  used,  a  single  person  who  does  poorly  can  bias  results 
strongly  in  favor  of  the  software.  Consider  a  test  between  software 
(S)  and  three  analyzers  (A,  B,  and  C).  The  machine-person  comparisons 
would  be  based  on  three  correlations:  S-A;  S-B;  and  S-C.  The  person- 
person  comparisons  also  would  rest  on  three  correlations:  A-B;  A-C; 
and  B-C.  If  one  of  the  people  were  widely  divergent,  that  person 
would  have  a  greater  impact  on  the  person-to-person  correlation  than 
on  the  person-machine  correlations,  since  the  person  would  appear  in 
two  of  the  former,  but  only  one  of  the  latter.  This  can  be  corrected 


for,  by  watching  the  data  for  outliers  and  analyzing  data  both  with 
outliers  included  and  excluded  to  assess  the  effect  such  individuals 
are  having  on  the  results. 


5.  General  Considerations 

The  method  described  above  can,  with  small  adaptations,  be  used  to 
"prove  in"  expert  systems,  at  least  to  the  point  of  testing  whether 
the  expert  system  is  competent  in  its  domain.  Competence  here  implies 
that  the  system  is  at  least  as  accurate  as  well  qualified  human 
experts.  What  does  this  test  imply  for  the  more  general  realm  of 
expert  system  evaluation?  Consider  those  tasks  mentioned  above  that 
have  not  yet  been  completed  for  ACE. 

1.  Testing  to  optimize  ACE's  accuracy  and  knowledge  base.  The 

testing  described  above  demonstrates  that  an  expert  system  is 
capable  of  assuming  a  place  among  domain  experts.  Further 
improvement  of  the  system  requires  the  type  of  testing  described 
in  (6)  —  taking  ACE  results  to  the  field  to  find  out  if  they 
are  accurate.  When  the  system  proves  inaccurate,  the  software 
has  to  be  modified  accordingly.  This  iterative  process  of 
improving  the  knowledge  base  is  a  major  part  of  building  an 

expert  system.  A  test  method  such  as  was  used  for  ACE  can 

provide  a  basis  for  deciding  when  such  development  efforts  can 
be  stopped. 

2.  The  ACE  test  did  not  include  load  or  performance  tests,  nor 

evaluation  of  the  human  interface,  because  the  ACE  prototype  was 
not  regarded  as  a  system  ready  for  product  deployment.  An 
interesting  issue  is  whether  these  issues  can  be  tested  the  way 
they  are  in  other  computer  systems,  or  whether  special 
considerations  will  need  to  be  made  for  expert  systems.  The 

area  where  this  is  most  likely  is  the  human  interface,  where 

users  have  to  be  able  to  understand  system  outcomes  and  may 
require  some  reassurance  about  where  control  of  the  interaction 
lies . 

3.  System  economics  was  not  evaluated  for  ACE.  Again,  ACE  was  a 
prototype  not  a  product,  and  hence  economic  evaluation  was  not 
appropriate.  But  the  methods  used  here  may  provide  a  basic 
target  that  must  be  attained  before  an  expert  system  can  be 
proven  in  economically.  The  methods  for  economic  evaluation  are 
far  afield  from  the  methods  described  in  this  paper. 
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6.  Conclusion 


The  domains  in  which  expert  systems  prove  useful  are  precisely  those 
in  which  it  is  difficult  to  assess  the  accuracy  of  software,  because 
of  the  lack  of  means  for  assessing  judgments  objectively  and  the  lack 
of  agreement  in  subjective  judgments.  This  paper  describes  a  method 
that  was  used  to  assess  expert  system  accuracy  in  such  a  domain,  by 
using  the  level  of  agreement  attained  by  a  group  of  human  experts  as  a 
target  for  the  agreement  with  human  experts  that  had  to  be  attained  by 
software.  This  provides  a  method  for  demonstrating  the  validity  of 
expert  software  to  potential  users,  and  provides  data  that  can  be  used 
in  other  aspects  of  system  evaluation. 
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ABSTRACT 

Existing  Automatic  Test  Equipment  is  often  inadequate  for  quickly 
isolating  component  failure  in  large  electronic  systems.  The 
Lockheed  Lxpert  System  (LES)  has  been  designed  to  guide 
less-experienced  maintenance  personnel  in  the  fault  diagnosis  of 
electronic  systems.  LES  uses  not  only  the  knowledge  of  the  expert 
diagnostician  (captured  in  the  familiar  form  of',rIF-THEN"c'Tules)  , 
but  also  knowledge  about  the  structure,  function,  and  causal 
relations  of  the  device  under  study  to  perform  rapid  isolation  of 
the  module  causing  the  failure.  In  addition  to  aiding  the 
engineer  in  troubleshooting  an  electronic  device,  LES  can  also 
explain  its  reasoning  and  actions  to  the  user,  and  can  provide 
extensive  database  retrieval  and  graphics  capabilities. ^IrT' this 
paper  we  wi  iT“*  discuss^ the  application  of  LES  to  a  large 
signal-switching  network  containing  Built-In  Test  Equipment 
(BITE).  By  adding  rules,  database  information,  and  a  few  special 
procedures  to  the  general  LES  framework,  we  were  able  to  have  a 
working  system  in  a  much  shorter  time  (four  man-months)  than  would 
have  been  possible  starting  afresh. 
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1.0  INTRODUCTION 


The  final  report  of  the  OSD/IDA  Reliability  and  Maintainability 
study  [1]  emphasizes  the  importance  of  developing  expert 
maintenance  systems  for  use  where  existing  Built-In-Tcst  (BIT)  and 
Automatic  Test  Equipment  (ATE)  have  been  inadequate.  Existing  ATE 
often  use  inflexible  sequential  test  programs  and  BIT  systems 
often  produce  a  large  number  of  false  alarms.  To  eliminate  these 
problems,  we  have  applied  LEE,  a  general  rule-based  expert  system, 
to  finding  faulty  modules  in  electronic  systems.  LES  is  similar 
to  EMYC1N  (21,  in  that  it  is  a  framework  for  building  expert 
systems,  but  is  more  powerful  in  that  it  makes  use  of  knowledge 
about  the  device  to  aid  it  in  its  troubleshooting.  Many  expert 
systems,  like  MT'CIN  [3]  ,  have  been  constructed  from  large 
collections  of  empirical  observations  of  the  expert.  It  was  clear 
from  the  beginning  of  this  project  that  such  an  approach  could  be 
improved  greatly  by  using  a  detailed  model  of  the  structure  and 
function  of  the  device  under  test,  allowing  LES  to  reason  about 
how  the  device  works,  and  how  it  fails,  in  a  manner,  similar  to  the 
experienced  engineer  who  would  perform  the  troubleshooting. 

Constructing  and  using  a  model  of  this  type  makes  an  expert  system 
much  more  "intelligent"  because  it  is  able  to  provide  the  system 
with  a  more  fundamental  understanding  of  the  device  than  is 
possible  using  the  traditional  approach.  The  importance  of  LES  is 
that  it  can  reason  about  electronic  devices,  understanding  how 
they  work  and  how  they  fail. 

In  this  paper  we  will  describe  how  we  represent  an  electronics 
system  in  LES,  and  will  indicate  how  LES  is  able  to  combine  its 
knowledge  of  fault  diagnosis  (derived  from  the  expert  in  the  form 
of  "IF-THEN"  rules)  with  its  internal  representation  of  the 
electronic  device  to  become  a  very  effective  trouble-shooter. 


2.0  PROBLEM:  FAULT  ISOLATION  IN  THE  BDS 

The  electronic  device  LES  is  currently  being  applied  to  is  a  large 
signal-switching  network  which  we  will  refer  to  as  the  Baseband 
Distr ihution  Subsystem  (BDS) .  It  accepts  up  to  40  baseband  input 
signals  and  connects  them,  under  computer  control,  to  any  one-  of 
up  to  304  baseband  signal  output  ports.  The  BDS  structure  al lows 
connection  of  any  one  of  its  40  input:  signals  to  any  one  or  a 
combination  of  all  of  its  304  output  ports  with  essentially  no 
signal  degradation  (under  normal  operation).  The  BDS  consists  of 
16  equipment  cabinets,  a  terminal,  and  a  line  printer. 

The  BDS  also  contains  Built-In  Tost  Equipment  (BITE)  vhich  allows 
the  maintenance  engineer  to  break  connections  and  set  switches  at 
various  points  to  test  tor  the  presence  of  a  signal.  This  is 
accomplished  by  entering  operating  commands  at  the  local 
operator's  console  to  control  the  BDS.  One  example  of  suen  a 


command  is: 


TCS , 4 , M/AH 

which  tolls  the  BDS  to  send  a  test  signal  from  the  synthesizer 
along  input  line  4,  in  NO-ADD  mode,  and  give  a  meter  reading. 
Although  KITE  is  a  definite  aid  in  the  troubleshooting  process,  it 
has  several  shortcomings.  From  the  above  example,  one  can  see 
that  the  KITE  commands  are  cryptic  (no  blank  spaces  are  allowed) 
and  difficult  to  understand.  With  approximately  30  commands  (each 
command  having  four  or  five  different  forms) ,  it  is  extremely 
difficu.lt  for  the  maintenance  engineer  to  remember  even  a  fraction 
of  these  commands.  Often,  BITE  will  print  diagnostic  messages 
designating  a  set  of  components  to  be  checked  out.  The  problem  is 
that  it  does  not  designate  one  component,  but  usually  more  than 
ten.  Furthermore,  there  are  often  no  faulty  components  in  the  set 
designated  by  BITE.  Cur  expert  troubleshooter  usually  ignores 
such  BITE  messages  because  they  gives  excessive  false  alarms. 
Also,  BITE  fails  to  identify  certain  types  of  problems  which  occur 
in  the  EDS,  such  as  a  loose  cable.  Finally,  the  major  flaw  of 
BITE  is  that  it  actually  has  "bugs"  in  it  which  are  very  difficult 
to  modify,  so  they  are  not  corrected  very  often.  These  problems 
lead  to  long  maintenance  times  with  the  BDS  out  of  action  and 
resources  wasted  on  unnecessary  or  ineffective  maintenance 
actions . 


The  purpose  of  LES  is  to  perform  corrective  maintenance  on  the  BDS 
by  performing  rapid  isolation  of  a  faulty  printed  circuit  board  or 
other  chassis  mounted  piece  part  which  caused  the  failure.  The 
faulty  module  may  be  any  one  or  more  of  the  approximately  3000 
printed  circuit  boards,  1000  cables,  or  other  devices  which  make 
up  the  BDS.  Such  a  large  collection  of  components  makes  the  fault 
diagnosis  a  very  complicated  tack. 


3.0  METHOD  USED  FOR  SOLUTION 

In  the  following  subsections  we  will  discuss  how  LES  models  an 
electronic  device,  how  the  knowledge  of  the  expert  is  captured, 
the  goals  which  the  system  is  pursuing  in  the  solution  of  the 
problem,  and  finally  how  special  problems  are  handled.  In  trying 
to  represent  the  BDS,  wo  generated  the  block  diagram  of  Figure  1 
which  shows  typical  signal  paths  through  the  BDS.  Surprisingly 
enough,  no  such  diagram  existed  previously,  and  it  required 
numerous  discussions  with  the  expert  and  many  hour  of  studying 
manuals  to  obtain  it. 


.  • 
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SIGNAL  FLOW  IN  THE  BASEBAND  DISTRIBUTION  SUBSYSTEM 


Figure 


3.1  Modeling  An  Electronic  Device 


Obtaining  a  satisfactory  internal  representation  of  the  BDS,  or 
other  electronic  device,  requires  a  complex  description.  LES 
represents  the  structure  of  the  electrical  connections  and 
properties  of  all  the  components  in  an  "attribute  database"  (or 
frame  structure)  [4-6]  with  excellent  results.  This  knowledge 
representation  also  allows  for  extensive  database  retrieval 
capabilities.  The  computer  system  has  a  distinct  advantage  over  a 
human  repairman  in  that  it  can  instantaneously  list  all  the 
components  and  their  locations  from  a  given  pair  of  input  and 
output  connections.  The  repairman,  on  the  other  hand,  must  study 
wiring  diagrams  or  hope  his  memory  is  correct.  This  is  often  a 
time-consuming  task  and  can  lead  to  many  wasted  hours  of  valuable 
personnel. 

For  the  BDS  application  we  chose  a  set  of  categories  and  a  set  of 
attributes  for  each  object.  Some  examples  of  categories  are 
printed  circuit  board  (card),  cable,  frequency  synthesizer,  and 
spectrum  analyzer.  Typical  attributes  of  these  objects  include 
its  name,  location,  whether  a  signal  passes  through  it  or  not, 
where  it  gets  the  signal  from,  where  it  sends  the  signal  to,  what 
its  supporting  components  are,  whether  it's  a  testable  point  (i. 
e.  can  the  user  break  the  connection  there  and  test  the  signal 
presence  using  an  analyzer?) ,  its  likelihood  of  being  faulty, 
etc...  It  is  essential  that  the  set  of  objects  and  attributes 
chosen  be  sophisticated  enough  to  allow  LES  to  use  its  internal 
model  of  signal  flow  in  one  direction  through  a  set  of  nodes 
(electronic  devices)  to  aid  it  in  its  fault  diagnosis.  Below,  we 

represented  in  LES. 


'16x1  switch') 

'16x1  card') 

•cabinet  302  A1  A4  A20') 

'0.1') 

'TRUE') 

1  CARD (NAME  =  1x16  buffer)') 

' CARD (NAME  =  8x1  second-level)') 
’ CARD (NAME  =  16x16  matrix)') 

") 

'TRUE'  ) 

'FALSE') 

'TRUE') 

'FALSE') 

'to  accept  baseband  input  signal 
from  1x16  buffer  card  and 
connect  it  to  its  baseband 
signal  output') 


a  typical  object  may  be 


(CARD 

(NAME 

(TYPE_OF 

(LOCATION 

( FAULTY_L I KEL IHOOD 

(SIGNAL_PASSING 

( ELECTRICALLY_CONNECTED„INPUT 

(ELECTRICALLY_CON!!ECTED_OUTPUT 

(ELIXTRTCALLY_SUr-PORTED_BY 

(ELECTRICALLY_SUPPORTS 

(HAS_FAULT_LIGHT 

(TESTABLE_ItiFUT_POINT 

(TESTABLE..OUTPUT_POINT 

(GIVES.  ALARM 

(PURPOSE 


This  representation  is  interpreted  as  follows:  the  object  is  in 
the  card  category,  it  is  a  type  16x1  card,  located  in  cabinet  302 
in  section  A1  IA  A20,  it  has  a  likelihood  of  failure  of  0.1, 
signals  pass  through  it,  its  input  signal  cor.cs  from  a  1x16  buffer 
control  card,  and  it  sends  its  output  signal  to  a  8x5  second-level 
switch  card,  it  is  supported  by  a  16x16  matrix  control  card,  it 
does  not  support  any  devices,  and  cannot  be  tested  with  an 
analyzer  on  its  input  but  may  be  tested  on  its  output. 

Each  component  in  the  EDS  is  represented  by  a  similar  structure. 
However,  in  order  to  limit  the  size  of  our  data  structure,  we 
represent  on.1y  those  components  which  could  possibly  be  faulty. 
This  is  determined  at  runtime  by  the  diagnostic  messages  which  are 
output  by  BITE  when  the  BDS  fails  (see  sample  session) .  This 
reduces  the  number  of  components  we  need  to  represent  from 
approximately  4000  modules  to  about  100  (see  Figure  1) . 

Using  its  knowledge  that  a  signal  flows  through  devices  in  one 
direction,  together  with  the  attribute  database,  LES  is  able  to 
identify  the  set  of  components  along  which  the  signal  passes  and 
find  appropriate  points  to  test  for  the  presence  of  the  signal. 
Initial  attempts  to  program  a  binary  search  in  which  a  spectrum 
analyzer  tests  for  signal  presence  along  a  signal  path  was 
unsuccessful  in  this  application  because  there  were  few  accessible 
test  points.  Instead,  the  expert  used  special  knowledge  for  each 
component,  which  we  encoded  in  the  form  of  "IF-TIIE!!"  rules.  In 
the  next  section  we  describe  how  LES  represents  the  knowledge  of 
an  expert  troubleshooter  in  the  form  of  these  rules. 


3.2  Rules  About  Fault  Diagnosis 

The  knowledge  of  the  expert  at  troubleshooting  the  BDS,  is 
captured  in  the  form  of  "IF-THEW"  rules.  There  are  currently 
about  50  rules  which  have  been  derived  by  working  with  the  expert, 
with  more  being  added  as  the  system  is  checked  out.  These  rules 
are  mostly  special  cases  which  allow  the  engineer  to  use  more 
knowledge  in  troubleshooting  the  system  than  our  simple  model 
allows.  Examples  are  how  to  set  switch  positions  to  troubleshoot 
more  efficiently,  which  components  contain  easily  recognizable 
signs  of  failure  such  as  fault  lights,  and  other  similar 
exceptions  to  the  general  case.  Other  rules  involve  the  necessary 
BITE  commands  to  obtain  test  results. 

An  example  of  such  a  special-case  rule  is:  "IF  the  signal  is 
present  at  the  input  regulator  card,  AND  the  signal  is  distorted 
at  the  lCxl  switch  card,  THEN  the  1x16  buffer  control  card  is 
faulty."  This  rule  clearly  does  not  fit  our  more  general  model  of 
a  component  being  faulty  if  the  signal  passes  into  but  does  not 
pass  out  of  it. 


The  rules  are  represented  in  LES  by  the  "case  grammar"  format  [7] 


Although  case  grammar  has  boon  used  for  representing  natural 
language  (8J  and  tor  attribute  databases,  LE'5  is  the  first  system 
to  use  this  structure  for  expert  system  xules.  The  rule  mentioned 
in  the  preceding  paragraph  is  represented  in  LES  as  follows: 


IPs 

TYPE_ENTRY 

' STATE ' 

ACTOR 

ACTION_VERB 

OBJECT 

RULE_NAME 

'  INPUT_SIGNAL_PR3SENCE[CARD(NAME  =  input 

■  -  i 

' 4 RUE ' 

' RULED 31 ' 

regulator) ] 

AND: 

TYPL_ENTRY 

' STATE ' 

ACTOR 

ACTION..  VERB 
OBJ  her 

'OUTPUT_SIGNAL_FRESENCE[ CARD (NAME  =  lCxl 

1  = 1 

'distorted' 

switch) ] ' 

THEN: 

TYPE_EHTRY 

ACTOR 

ACTION  VERB 

OBJECT 

LIKELIHOOD 

' STATE ' 

'FAULTY [CARD (NAME  =  1x16  buffer)]' 

'TRUE' 

'100' 

The  case  grammar  format  for  rules  is  consistent  with  the  format  of 
the  attribute  database.  As  noted  recently  by  Davis  [9],  it  is 
desirable  to  have  a  few  general  representations  instead  of  many 
special  representations  in  order  to  reduce  the  problem  of 
translating  from  one  representation  to  another.  Although  this 
structure  is  more  elaborate  than  that  used  in  other  expert 
systems,  it  provides  greater  versatility  in  describing  the 
relationship  between  objects  under  analysis.  The  information 
contained  in  one  set  of  slots  is  essentially  that  of  one  clause 
(e.g.,  subject  verb  object).  Ordinary  sentence  information  is,  of 
course,  much  easier  for  the  computer  to  understand  if  it  is  in  the 
slot  format,  since  the  sentence  is  already  parsed. 

Variables  can  also  be  represented  quite  easily  in  this  format. 
For  example,  the  rule:  "IF  a  signal  is  present  at  the  input  to  a 
card,  AND  the  signal  is  not  present  at  the  output  of.  the  same 
card,  THEN  the  card  is  faulty,"  is  represented  in  the  case  grammar 
format  as  follows: 


IF: 


TYPE_ENTRY 

ACTOR 

ACTION_VERB 

OBJECT 

RULK_NAMB 


' STATE ' 

'  INPUT_SIGNAL_PRESENCE [CARD (NAME  =  ?x) ]  ' 
1  =  1 

'TRUE' 

' RULE001 ' 


AND:  TYPB_ENTRY  'STATE' 

ACTOR  '  Oil  TPUT_SIGNAL_PRCSENCE  [CARD  (NAME  =  ?x)  1  ' 

ACTIONJVERB  '=' 


_  • 
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9. 


OBJECT 


' FALSE ' 


THEM:  TYPE_ENTRY  'STATE' 

ACTOR  '  FAULTY  [CARD  (N All E  =  ?x)]' 

ACTION_VERB  '=' 

OBJECT  'TRUE' 

LIKELIHOOD  '100' 


In  this  rule,  "?x"  is  the  variable  and  can  be  bound  to  any  object 
of  type  CARD.  We  can  bind  these  variables  even  tighter  by  using  a 
form  such  as: 

CARD (NAME  =  ?x  &  CONTAINED_INSIDE  =  CABINET (NAME  =  switch  cabinet)). 

Now  the  variable  ?x  can  only  be  bound  to  a  card  which  is  contained 
inside  the  switch  cabinet.  Other  systems,  such  as  EMYC1N ,  have 
difficulty  in  cleanly  providing  such  context  capability. 

In  the  next  section  we  discuss  how  LES  determines  which  rules  to 
use  in  performing  its  electronic  fault  diagnosis. 


3.3  Reaching  The  Goal  In  Electronic  Diagnosis 

As  mentioned  earlier,  LES  is  a  goal-driven,  backward  chaining 
system,  like  EMYCIN.  Instead  of  a  backtracking  mechanism, 
however,  the  standard  AND/OR  trees  [10]  are  used  to  represent 
goals.  Initially,  the  program  sets  up  several  goals  (each 
involving  the  hypothesis  that  one  of  the  components  along  a 
certain  path  is  faulty)  with  different  priorities.  Depending  upon 
the  results  of  tests,  which  indicate  the  presence  of  signals,  LES 
will  automatically  switch  goals  by  increasing  the  priority  of  a 
goal  which  looks  more  promising.  For  example,  if  there  is  no 
signal  present  at  the  first  test  point,  then  a  rule  "fires"  which 
requests  the  operator  to  check  a  specific  signal  path  by  setting 
switch  positions.  If  no  signal  is  present  on  this  path,  then 
finding  faulty  components  along  this  path  becomes  the  highest 
priority  task. 

Each  goal  has  a  subject  category  that  defines  a  set  of  rules  which 
apply  to  that  goal.  Thus,  the  system  uses  only  the  pertinent  set 
of  rules  when  working  on  a  particular  goal.  For  this  problem,  one 
set  of  rules  is  used  for  diagnosing  and  another  set  for  repair. 

In  the  next  section  we  discuss  how  T.ES  is  able  to  handle  the 
special  problems  which  come  up  in  troubleshooting  the  BDS. 


436 


3.4  Procedures  For  Handling  Special  Problems 


Extensive  calculations  or  complex  processes  cannot  always  be  dealt 
with  effectively  using  rules.  These  cases  are  handled  better  by 
an  ordinary  procedure  or  subroutine.  Thus,  we  have  added  the 
capability  for  LES  to  call  procedures  as  needed  in  achieving  its 
goals.  Procedure  calls  are  treated  as  follows:  To  satisfy  a  leaf 
node  of  the  AND/OR  tree,  the  system  needs  some  attribute  to  have  a 
particular  value  or  range  of  values.  If  none  of  the  rules  are 
directly  applicable,  the  program  looks  for  a  rule  whose  "THEN" 
part  states  that  the  value  of  this  attribute  "is  determined."  (The 
“IF"  part  will  state,  "If  you  call  some  procedure") .  Next  the 
program  looks  for  preconditions  (in  other  rules)  which  must  be 
satisfied  before  this  procedure  can  be  called.  If  none  are  found, 
the  procedure  is  called.  If  some  preconditions  are  found,  they 
are  added  as  new  leaf  nodes  or.  the  subtree.  (Note  that  firing  cf 
this  rule,  which  involves  calling  the  procedure,  is  not  guaranteed 
to  result  in  the  leaf  node  becoming  "true").  LES  continues  until 
it  can  prove  the  hypothesis  "true,"  "false,"  or  "unknown." 


4.0  SAMPLE  SESSION 

The  following  transcript  illustrates  LES's  interaction  with  a  user 
and  the  nature  of  the  advice  provided.  User  responses  are 
preceded  by  "USER:"  and  annotations  arc  in  brackets  [). 

WELCOME  TO  THE  BDS  TROUBLESHOOTING  CONSULTANT 

[System  smarts  out  with  an  introductory  message 
and  a  brief  explanation  of  the  system  which  we 
omit  to  save  space] 


Enter  command  (HELP  for  options) 

USER:  DIAGNOSE 

O.K.,  let's  go  isolate  the  failure  in  the  BDS... 

[LES  now  instructs  user  to  look  for  some  obvious  failures, 
then  helps  him  use  BITE  to  set  up  the  test  equipment 
properly,  which  we  omit  to  save  space] 

[LES  now  helps  user  select  an  input/output  connection,  so  he 
can  begin  his  fault  isolation] 

Enter  "SS"  <CR>  at  the  BITE  console  to  obtain  the  EQUIPMENT  OUT  OF 

SERVICE  TABLE. 

Examine  the  set  of  lines  in  the  INPUT  list  (not  ADD-IN)  for  lines 

which  are  normally  not  there. 


_  .m.. 


_ 
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Nhat  is  the  lowest  numbered  input  line  which  is  normally  not  in  the 
table?  (enter  HELP  for  list  of  lines  usually  there,  enter  NONE  if 
none  exist) 

USER:  4 

Enter  "SC"  <CR>  at  the  BITE  console  to  get  the  BDM  CONNECTION  STATUS 
table. 

Enter  an  output  line  which  is  currently  not  dedicated  (i.e.  does  not 
show  up  in  table)  (0  to  319)  . 

USER:  46 

(LES  now  helps  user  use  BITE  to  run  a  test  path] 

RUN  A  TEST  PATH 


You  now  need  to  check  the  Normal  Path  (through  PM,  SM  and  Sl\T)  . 

(See  outer  path  in  Figure  1] 

Enter  "CN4,46"  <CR>  at  the  BITE  console  to  connect  input  4  with 
output  46. 

Enter  "TIS,4/N"  <CR>  at  the  BITE  console  to  send  the  test  signal 
from  Synthesizer  A  along  input  line  4. 

Enter  "TON, 46/A/M"  <CR>  at  the  BITE  console  to  send  the  test  signal 
along  output  line  46  to  Network  Analyzer  (channel  B) . 

You  must  compare  the  signal  detected  by  Network  Analyzer  (channel  B) 
at  cabinet  300  Al  AO  with  that  generated  by  Frequency  Synthesizer  A. 
at  cabinet  300  Al  A6. 

If  the  signal  is  flowing  correctly  through  the  path,  the  signal 
detected  on  the  network  analyzer  should  cancel  the  signal  generated 
by  the  synthesizer,  giving  a  meter  reading  in  the  range  -60  to  -90 
dBrn. 


Is  the  meter  reading  in  the  -60  to  -90  dBm  range?  (Y  or  N) 
USER:  N 

[LES  suggests  another  test  path  to  run] 

RUN  A  TEST  PATH 


You  now  need  to  chock  the  Primary  Path  (through  PM  and  back  to  CT) . 
[See  top  (NO-ADD  MODE)  path  in  Figure  1] 

Enter  "TCS,4/N"  <CR>  at  the  BITE  console  to  send  the  test  signal 
from  Synthesizer  A  through  Test  Calibrate  Path  to  Network  Analyzer 
(channel  A) . 


You  must  compare  the  signal  detected  by  Network  Analyzer  (channel  A) 
at  cabinet  300  Al  AO  with  that  generated  by  Frequency  Synthesizer  A 
at  cabinet  300  Al  A6. 

If  the  signal  is  flowing  correctly  through  the  path,  the  signal 
detected  cn  the  network  analyzer  (channel  A)  should  give  a  meter 
reading  within  5  dBra  of  frequency  synthesizer  A's  setting  of 
-35  dBm. 

Is  the  meter  reading  in  the  -30  to  -40  dBm  range?  (Y  or  N) 

USER:  Y 

[LES  now  selects  a  good  test  point  and  asks  user  to  use  a 
mobile  piece  of  test  gear,  the  spectrum  analyzer] 

USE  SPECTRUM  ANALYZER 


You  now  need  to  connect  the  spectrum  analyzer  to  Input 
Connector/Rcgulator  Card  at  cabinet  302  Al  A5  A18  (jack  12)  and 
compare  the  signal  detected  with  that  generated  by  Frequency 
Synthesizer  A  at  cabinet  300  Al  A6. 

First,  you  must  connect  the  spectrum  analyzer  to  the  input  of  the 
Input  Connector/Regulator  Card. 

USER:  WHY 

[User  asks  why  LES  is  suggesting  this  test,  and  the  system 
explains  its  line  of  reasoning] 

If  we  can: 

(1)  show  that  INPUT_S IGNAL_PRES  KN CE  of  Input  Connector/Regulator 
Card  is  TRUE; 

and 

(2)  show  that  OUTPUT_SIGNAL_PRESENCE  of  16X1  Switch  Card  is 
DISTORTED; 

Then  it  follows  from  Rule  31  that: 

FAULTY  of  1X16  Buffer  Control  Card  is  TRUE. 

Does  the  signal  detected  by  the  spectrum  analyzer  agree  with  the 
generated  signal?  (Y  or  N) 

USER:  Y 

NOTE:  Please  disconnect  the  Spectrum  Analyzer  from  the  Input 
Connector/Rcgulator  Card  at  cabinet  302  Al  A5  A18  (jack  12)  and 
secure  the  old  connection. 

[LES  suggests  another  test  point] 

USE  SPECTRUM  ANALYZER 


You  now  need  to  connect  the  spectrum  analyzer  to  1GX1  Switch  Card 
at  cabinet  302  Al  A5  A33  and  compare  the  signal  detected  with  that 


generated  by  Frequency  Synthesizer  A  at  cabinet  300  A1  A6. 

First,  you  must  connect  the  spectrum  analyzer  to  the  output  of  the 
16X1  Switch  Card. 

Is  the  signal  detected  by  the  spectrum  analyzer:  Distorted,  Missing 
completely,  or  Present  and  good  {D,  M,  or  P) ? 

USER:  INFO 

l INFO  takes  the  user  into  the  database  retrieval  mode,  where  the 
user  can  type  in  English  type  questions  which  LES  will  try 
to  answer] 

What  is  your  question?  (enter  HELP  for  options) 

USER:  WHERE  IS  SW_16X1_SWITCH  CARD? 

The  16X1  Switch  Card  is  located  at  cabinet  302  A1  A5  A33. 

Would  you  like  to  see  a  picture  of  its  location?  (Y  or  N) 

USER:  N 

What  is  your  question?  (enter  HELP  for  options) 

USER:  WHAT  IS  ITS  INPUT? 

The  1X16  Buffer  Control  Card  is  the  input  to  16X1  Switch  Card. 

What  is  your  question?  (enter  HELP  for  options) 

USER:  WHAT  IS  ITS  PURPOSE? 

The  PURPOSE  of  1CX1  Switch  Card  is  to  accept  baseband  input  signal 
from  1x16  buffer  card  and  connect  it  to  its  baseband  signal  output. 

Whet  is  your  question?  (enter  HELP  for  options) 

USER:  WHY  IS  FAULTY  OF  PRIMARY_NULTI COUPLER  CARD  FALSE? 

[LES  can  even  answer  questions  about  why  something  is  not  faulty] 

The  FAULTY  of  Primary  Multicoupler  Card  is  FALSE  because 
OUTPUT_SIGNAL_PRESENCE  of  Network  Analyzer  (channel  A)  is  TRUE,  and 
PATH_P0S1TI0N  of  Network  Analyzer  (channel  A)  is  greater  than 
PATH_P0S ITION  of  Primary  Multicoupler  Card. 

USER:  WHERE  IS  SW_1X16_BUFFER  CARD? 

The  1x16  buffer  card  is  located  in  cabinet  302  A1  A5  A12. 

Would  you  like  to  see  a  picture  of  its  location?  (Y  or  N) 

USER:  Y 

At  what  level  would  you  like  it  displayed? 

(1)  Cabinet  level, 

(2)  Section  level, 

(3)  Card  level,  or 


(4)  All  of  the  above 
Enter  your  choice  (1  to  4)  . 

USER:  4 

[LES  now  displays  3  figures  for  the  user,  which  indicate 
where  in  the  BDS  the  1x16  buffer  card  is  located.  Each 
figure  brings  him  in  one  level  closer.  For  more  details, 
see  Figures  2,  3,  and  4] 

What  is  your  question?  (enter  HELP  for  options) 

USER:  QUIT 

We  are  now  leaving  INFO  and  returning  to  LES.  Enter  <CR>  to  help 
you  remember  where  you  were  in  your  session. 

USER: 

Is  the  signal  detected  by  the  spectrum  analyzer:  Distorted,  Missing 
completely,  or  Present  and  good  (D,  M,  or  P)? 

USER:  P 

NOTE:  Please  disconnect  the  Spectrum  Analyzer  from  the  16X1  Switch 
Card  at  cabinet  302  A1  A5  A33  and  secure  the  old  connection. 


USE  SPECTRUM  ANALYZER 


You  now  need  to  connect  the  spectrum  analyzer  to  cable  from  Switch 
Cabinet  to  Computer-Test  Cabinet  at  cabinet  302  A3  J98  or  cabinet 
300  A3  J18  and  compare  the  signal  detected  with  that  generated  by 
Frequency  Synthesizer  A  at  cabinet  3 00  A1  A6. 

First,  you  must  connect  the  spectrum  analyzer  to  the  input  of  the 
cable  from  Switch  Cabinet  to  Computer-Test  Cabinet. 

Doe3  the  signal  detected  by  the  spectrum  analyzer  agree  with  the 
generated  signal?  (Y  or  N) 

USER:  N 

(LES  suggests  another  input/output  path  to  try) 

We  will  need  to  use  input  line  4  and  output  line  47  for  our  next 
test. 

Enter  "SS"  <CR>  at  the  BITE  console  to  check  if  either  of  these 
lines  are  out  of  service. 

Is  line  47  in  the  OUTPUT  or  ADD-OUT  list  of  the  EQUIPMENT  OUT  OF 
SERVICE  tabic?  (Y  or  N) 

USER:  N 

Enter  "CN4,47"  <CK>  at  the  BITE  console  to  connect  input  4  to  output 
47  in  order  to  chock  out  path  with  different  8x1  Second-level  Switch 
Card  but  same  Switch  Amplif ier/Control  Card. 


Front  Vieu 


NOTE:  The  highlighted  cabinets  are  those  along  the  path  defined  by  input  line 
4  and  output  line  40. 


Figure  2  shows  the  physical  layout  of  the  cabinets  in  the  BDS 
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Figure  3  shows 
cabinet  where 


how  LES  highlights  the  section  of  the  switch 
the  designated  1  X  16  buffer  card  is  located 
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< - ixlfi  Buffer  Cards - > 
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Figure  4  shows  how  LES  highlights  the  1  X  16  buffer  card 
which  is  designated  by  the  user 
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USE  SPECTRUM  ANALYZER 


With  the  spectrum  analyzer  still  connected  to  cable  from  Switch 
Cabinet  to  Computer-Vest.  Cabinet  at  cabinet  302  A3  J98  or  cabinet 
300  A3  JIG  compare  the  signal  detected  by  the  spectrum  analyzer  with 
that  generated  by  Frequency  Synthesizer  A  at  cabinet  300  Al  A6. 

Does  the  signal  detected  by  the  spectrum  analyzer  agree  with  the 
generated  signal?  (Y  or  N) 

USER:  WHY 

[Again,  LES  explains  his  reasoning] 

We  have  established  that: 

(1)  0UTPUT_SIGNAL_PRE5EHCE  of  16X1  Switch  Card  is  TRUE; 

(2)  INFUT_SIGNAL_rRL’SENCE  of  cable  from  Switch  Cabinet  to 
Computer-Test  Cabinet  is  FALSE; 

If  we  can: 

(1)  show  that  OUTPUT_SIGNAL_PRESENCE  of  path  with  different  8x1 
Second-level  Switch  Card  but  same  Switch  Amplif ier/Control  Card  is 
TRUE; 

or 

(2)  show  that  FAULT_LIGHT_SETTING  of  8X1  Second-level  Switch  Card 
is  ON; 

Then  it  follows  from  Rule  35  that: 

FAULTY  of  8X1  Second-level  Switch  Card  is  TRUE. 

USER:  WHY 

[Asking  WHY  again  causes  LES  to  show  the  components  it  is  presently 
considering  as  possibly  faulty] 

If  we  can: 

(1)  show  that  FAULTY  of  8X1  Second-level  Switch  Card  is  TRUE; 
or 

(2)  show  that  FAULTY  of  Switch  Amplifier/Control  Card  is  TRUE; 
or 

(3)  show  that  FAULTY  of  Switch  3x1  Relay  Card  (test  signal  output 
interface)  is  TRUE; 

or 

(4)  show  that  FAULTY  of  cable  from  Switch  Cabinet  to 
Computer-Test  Cabinet  is  TRUE; 

then  the  goal  will  have  been  achieved. 

USER:  INFO 

[Back  into  the  database  retrieval  mode] 

What  is  your  question?  (enter  HELP  for  options) 

USER:  WHAT  IS  RULE  35? 
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Rule  35 


(1)  Authors  T.  J.  LAFFEY 

(2)  Dates  JUNE  16,  1983 

(3)  Author's  English:  IF  THE  SIGNAL  IS  PRESENT  AT  THE  OUTPUT  OF 
THE  16X1  SWITCH  CARD,  AND  THE  SIGNAL  IS  NOT  PRESENT  AT  THE 
CABLE  FROM  THE  SWITCH  CABINET  TO  THE  COMPUTER  TEST  CABINET, 

AND  THE  SIGNAL  IS  PRESENT  ON  AN  ADJACENT  8X1  SECOND-LEVEL 
SWITCH  CARD,  THEN  THE  8X1  SECOND  LEVEL  SWITCH  CARD  IS  FAULTY. 

(4)  LES's  Interpretation:  If  OUTPUT_SIGNAL_PRESENCE  of  16X1  Switch 
Card  is  TRUE,  and  INPUT_SIGNAL_PRESENCE  of  cable  from  Switch 
Cabinet  to  Computer-Test  Cabinet  is  FALSE,  and  OUTPUT_SIGNAL_ 
PRESENCE  of  path  with  different  8x1  Second-level  Switch  Card 
but  same  Switch  Amplifier/Control  Card  is  TRUE,  then  FAULTY 

of  8X1  Second-level  Switch  Card  is  TRUE. 

What  is  your  question?  (enter  HELP  for  options) 

USER:  QUIT 

We  are  now  leaving  INFO  and  returning  to  I.ES.  Enter  <CR>  to  help  you 
remember  where  you  were  in  your  session. 

USER: 

Does  the  signal  detected  by  the  spectrum  analyzer  agree  with  the 
generated  signal?  (Y  or  N) 

USER:  Y 

(Finally,  LES  reaches  a  conclusion  and  informs  the  user) 

*********************************************************** 

*  * 

*  I  have  reached  the  conclusion  that  the  8X1  Second-level  * 

*  Switch  Card  at  cabinet  302  A1  A6  A2  is  faulty!  * 

*  * 

*********************************************************** 


Enter  command  (HELP  for  options) 

USER:  WHY 

[LES  explains  how  he  came  up  with  his  conclusion] 

How  did  I  come  up  with  my  conclusion (s) ? 

I  said  that  because: 

(1)  0UTPUT_S1GNAL_PRESENCE  of  16X1  Switch  Card  is  TRUE, 
and 

(2)  INPUT_SIGNAL_PRESLNCE  of  cable  from  Switch  Cabinet  to 
Computer-Test  Cabinet  is  FALSE, 

and 

(3)  OUTPUT_SIGNAL_PRESENCE  of  path  with  different  8>:1  Second- 


level  Switch  Card  but  cane  Switch  Amplifier/Control  Card  is  TRUE. 


Enter  command  (HELP  for  options) 

USER:  WHY 

(Asking  WHY  again  causes  LES  to  explain  how  it  concluded  each  of 
the  above  3  facts] 

How  did  I  come  up  with  my  conclusion (s) ? 

I  said  that  because: 

(1)  OUTPUT_SIGNAL_P!:ESENCE  of  1CX1  Switch  Card  is  TRUE  because 
Spectrum  Ar.iilyzcr  detected  SIGNAL, 

and 

(2)  INPUT_.SIGNAL„  PRESENCE  of  cable  from  Switch  Cabinet  to 
Computer-Test  Cabinet  is  FALSE  because  Spectrum  Analyzer  detected 
NO  SIGNAL, 

and 

(3)  OU TPU  7_S I G  NAL_PRES  ENCE  of  path  with  different  8x1 
Second-level  Switch  Card  but  same  Switch  Amplifier/Control  Card  is 
TRUE  because  Spectrum  Analyzer  detected  SIGNAL. 

Enter  command  (HELP  for  options) 

USER:  WHY 

How  did  I  come  up  with  my  conclusion (s) ? 

I  said  that  because: 

(1)  Spectrum  Analyzer  detected  SIGNAL  because  the  user  told  me, 
and 

(2)  Spectrum  Analyzer  detected  NO  SIGNAL  because  the  user  told  me 
and 

(3)  Spectrum  Analyzer  detected  SIGNAL  because  the  user  told  me. 

Enter  command  (HELP  for  options) 

USER:  WHY 

How  did  I  come  up  with  my  conclusion (s) ? 

I  have  given  you  all  the  evidence  I  have. 

Enter  command  (HELP  for  options) 

USER:  quit 

Exiting  program... 

(LES  giver  farewell  remarks] 


5.0  DISCUSSION 


There  is  a  urgent  need  for  "user-friendly"  computer  systems  to 
help  in  maintenance  diagnosis  of  electronic  equipment.  As  noted 
in  a  recent  report  [1),  there  are  many  deficiencies  in  present  BIT 
and  ATE.  Unlike  existing  ATE,  LES  minimizes  the  number  of  tests 
to  find  a  faulty  component.  Furthermore,  we  have  discovered 
several  advantages  in  using  an  expert  system  for  these 
applications.  First,  the  existing  general  expert  system  program 
and  database  structure  greatly  reduced  the  time  needed  to  create  a 
working  system.  Second,  the  system  has  user-friendly  features 
(such  as  the  ability  to  explain  its  reasoning,  ability  to  answer 
questions  about  its  database,  and  only  ask  for  tests  as  needed  in 
the  diagnosis)  because  they  are  already  built  into  the  expert 
system. 

The  accuracy  and  thoroughness  of  the  computer  BDS  Diagnostic 
System  should  become  useful  even  to  the  expert.  Graphical 
displays,  highlighting  the  component (s)  he  is  currently  working 
on,  have  proven  highly  valuable.  The  system  can  tell  the  user  the 
exact  location  of  faulty  or  questionable  components  and  remind  him 
of  unlikely  components  (such  as  cables)  which  have  not  been  ruled 
out  by  the  analysis.  As  rules  are  added  from  experience,  the 
system  will  become  able  to  quickly  recognize  rare  and  unusual 
problems. 

For  the  BDS,  encoding  some  general  rules  about  connected 
components  was  somewhat  useful  in  reducing  the  total  number  of 
rules.  However,  due  to  practical  limitations  (such  as 
inaccessibility  of  many  components),  the  method  (tricks)  used  by 
the  expert  were  crucial.  As  LES  is  tested  in  the  field,  we  expect 
more  modifications  and  extensions  will  be  needed. 

This  case-grammar  representation  and  the  attribute-database 
representation  give  the  system  a  uniform  method  for  representing 
the  knowledge  that  is  passed  between  modules  of  the  proyram. 
During  problem  solving,  the  AND/OR  tree  goal  structure  makes  it 
easier  for  the  program  and  the  user  to  understand  the  state  of  the 
program  than  a  backtracking  method  in  which  unsuccessful  and 
completed  branches  are  eliminated  or  never  explicitly  created. 
The  system  can  readily  have  many  goals  and  subgoals  in  partially 
completed  states  without  difficulty.  LES  can  build  AND/OR  trees 
in  a  depth-first  or  breadth-first  manner  depending  upon  a  flag 
setting.  However ,  in  practice,  we  discovered  that  it  worked  best 
if  the  program  tried  to  work  in  a  depth-first  manner  but  switched 
temporarily  to  breadth-first  whenever  it  reached  a  dead  end. 

From  the  dialogue,  it  is  readily  apparent  that  LES  is  often  asking 
the  user  to  type  in  BITE  commands  and  for  their  results.  Most  of 
this  user  interaction  could  be  eliminated  if  LES  were  connected 
directly  to  BITE  and  could  make  its  own  tests.  Future  systems 
should  be  designed  to  combine  the  expert  system  and  BITE. 


The  interaction  between  the  troubleshooter  and  the  expert  system 
also  requires  great  attention.  We  are  currently  integrating  voice 
input/output  capabilities  into  the  system  in  order  to  allow  the 
troubleshooter  the  freedom  from  having  to  constantly  return  to  the 
console.  Another  important  capability  is  to  have  the  expert 
system  adapt  to  the  skill  of  the  user.  Different  dialogue  should 
be  used  between  LES  and  an  expert,  than  that  between  LES  and  a 
novice.  Much  work  remains  to  be  done  in  this  area. 
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ABSTRACT 

'  Increasing  problems  in  the  complexity  of  military  systems,  fault  diagnostics, 
and  maintenance  training  are  affecting  the  readiness  of  the  military  services. 
Expert  Systems,  a  discipline  of  Artificial  Intel  1  igence^Al")^,  appears  to  offer 
solutions  to  many  of  these  problems.  However,  some  problems  do  exist  in 
present  Expert  Systems.  This  paper  addresses  a  different  approach  to  the 
applications  of  Expert  Systems  to  logistics  in  the  development  of  a 
Maintenance  and  Diagnostics  Information  System  (MDIS).  The  MDIS  is  a 
multi-domain  knowledge  acquisition  system  that  supports  integrated 
diagnostics,  maintenance,  training,  data  collection  and  data  analysis.  Use  of 
systems  like  these  provide  eacn  recruit  with  a  computerized  expert  to  aid  in 
the  diagnosis  and  maintenance  of  system  faults.  ' 


INTRODUCTION 

This  paper  will  discuss  the  application  of  Artificial  Intelligence  (AI)  to  a  • 

Maintenance  Information  System  used  in  the  area  of  logistics  support.  It 
begins  with  a  cursory  look  at  the  problems  in  military  systems  and 
maintenance,  and  problems  with  present  AI  approaches.  The  logistics 

.  • 

requirements  and  the  approach  used  in  defining  the  criteria  and  design  of  the 
Maintenance  and  Diagnostic  Information  System  (MDIS)  are  also  briefly 


-  • 


discussed.  The  remainder  of  the  paper  addresses  the  MDIS,  what  It  does  and 
how  It  works.  In  order  to  limit  the  length  of  this  paper.  Items  such  as  the 
Inference  Engine  and  the  domain  details  are  not  discussed. 


PROBLEMS 

Military  Systems  and  Equipment 

The  complexity  of  current  and  near  term  military  systems  is  increasing  as 
system  design  takes  advantage  of  new  technology,  and  multi-mission  concepts 
drive  Increasing  capability  requirements  into  the  systems.  This  complexity 
puts  increasing  demands  on  the  already  burdened  logistics  resources  necessary 
to  maintain  system  readiness.  Current  maintenance  aids  to  support  diagnostics 
and  troubleshooting,  training  and  technical  publications  currently  in  use  fall 
short  in  meeting  the  necessary  logistics  and  readiness  requirements. 

Consider  the  problems  encountered  in  diagnosing  avionic  systems  faults.  Much 
of  the  automatic  testing  methods  in  use  today  such  as  Built-In  Test  (BIT)  and 
Built-In-Test-Equipment  (BITE),  Isolate  system  faults  to  three  or  less  cards. 
In  some  cases,  this  is  acceptable.  But,  when  none  of  the  three  cards  called 
out  by  the  automatic  test  are  the  cause  of  the  problem,  the  technician  is  left 
to  his  own  devices.  If  the  technician  is  inexperienced  or  does  not  have  a 
high  degree  of  expertise  on  the  equipment,  the  probable  approach  is  a  hit  or 
miss  removal  and  replacement  of  replaceable  units.  In  other  areas  removed 
parts  are  sent  to  the  depot  and  returned  Retest  OK  (RTOK).  RTOK  rates  on 
avionics  LRUs  average  about  30S.  (Allen  E.  Herner,  T.  M.  Miller,  Russell  M. 
Genet)  Keeping  track  of  these  particular  RTOK  units  and  obtaining  data  as  to 
accumulated  problems  and  reasons  for  removal  is  all  but  impossible.  Along  the 
same  line  transient  and  Intermittent  faults  are  as  elusive  as  ever. 
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Now  let's  take  a  different  view;  the  equipment  itself.  The  complexity  of  both 
current  and  near  term  military  systems  is  increasing  as  system  designers  take 
advantage  of  new  technology.  As  a  result  of  this  increasing  complexity, 
problems  are  more  difficult  to  diagnose  and  maintenance  time  Is  increasing. 

In  addition  the  number  of  technical  publication  pages  required  to  operate  and 
maintain  these  systems  has  dramatically  Increased.  At  the  same  time,  the 
reading  and  skill  level  of  military  recruits  is  not  increasing  at  the  same 
rate  and  is  putting  Increasing  pressure  on  both  technical  publications  and 
training  requirements.  The  requirements  for  the  basic  recruit  to  maintain 
complex  military  systems  through  the  use  of  multi-volume  technical 
publications,  often  encompassing  thousands  of  pages  is  directly  affecting 
system  readiness  and  increasing  the  cost  to  maintain  the  current  systems.  The 
problems  of  diagnostics,  maintenance  and  training  personnel  in  these  areas  are 
growing  at  a  fast  pace. 

Artificial  Intelligence  {All  as  a  Possible  Solution  to  the  Problem 


As  recent  as  a  few  years  ago  the  military  began  to  look  at  AI  as  a  possible 
solution  to  some  of  the  above  problems.  One  of  the  AI  disciplines  tha^  is 
currently  being  evaluated  is  the  Rule  Based  Expert  Consulting  System,  whereby 
the  knowledge  of  a  human  expert  in  a  given  ^omain  Is  entered  into  a  computer. 
This  knowledge  is  used  to  guide  the  less  experienced  user  through  a  specific 
process.  Many  of  these  systems  have  been  used  with  a  high  degree  of  success. 
A  number  of  people  Involved  with  diagnosing  problems  on  physical  devices  such 
as  electronic  and  mechanical  equipment,  looked  toward  those  expert  systems 
developed  in  support  of  the  medical  field  as  possible  applications  to  physical 
devices.  MYCIN,  for  example.  Is  an  expert  system  developed  to  aid  medical 
diagnosis.  (W.  Van  Melle,  A.  C.  Scott,  J.  S.  Bennett,  M.  Peairs)  However, 
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because  of  the  obvious  differences  between  a  human  being  and  a  physical  piece 
of  equipment,  medical  expert  systems  didn't  quite  fill  the  bill  for  the 
diagnostic  problems.  But  even  when  expert  systems  were  designed  and  built  to 
diagnose  physical  systems,  many  lacked  the  ability  to  do  a  complete  job. 

A  number  of  problems  exist  in  this  area.  One  of  the  problems  is  in  extracting 
knowledge  from  human  experts.  In  a  number  of  cases,  researchers  and  knowledge 
engineers  have  reported  bottlenecks  In  getting  the  expert's  knowledge.  The 
expert  starts  out  with  a  small  knowledge  base  and  builds  on  that.  A  system 
starts  out  with  a  few  (seventy-five  or  one  hundred)  rules,  and  builds  up  to  a 
thousand  or  more  rules.  In  some  cases  the  rule  base  is  never  considered 
complete.  Figure  1  illustrates  the  acquisition  of  rules  in  a  given  system 
over  a  period  of  time.  The  time  required  to  build  present  expert  systems  is 
from  three  to  five  years. 

Another  problem  found  in  using  expert  systems  is  the  lack  of  continuity  in  the 
expert's  knowledge.  Often,  in  the  initial  (and  sometimes  advanced)  stages  of 
developing  a  rule  based  system,  gaps  appear  in  the  logic  trail.  This  requires 
a  great  deal  of  rethinking  and  possibly  restructure  of  the  knowledge  base. 

This  may  account  for  the  large  amount  of  time  needed  to  build  an  expert 
system.  In  addition,  in  the  field  of  diagnostics  and  maintenance,  the  experts 
knowledge  may  consist  of  only  those  events  that  occur  regularly  and  in  large 
numbers.  Many  of  the  lesser  known  occurrences  go  undocumented.  A  person 
becomes  an  expert  by  working  in  the  field  for  an  extended  period  of  time  and 
through  experience  accumulates  knowledge  and  a  "gut  feel"  for  specific 
problems.  This  empirical  type  knowledge  is  entered  into  the  rule  base.  What 
may  not  end  up  in  the  expert  system  is  the  logic  and  elimination  process  that 
a  good  technician  (expert  or  otherwise)  uses  when  the  very  uncommon  yet  very 
critical  problem  occurs.  Knowledge  in  the  form  of  production  rules  is  not 
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Figure  t.  Rules  in  the  Knowledge  Base  Over  Time 


enough.  In  addition  to  the  possible  lack  of  continuity  and  knowledge  gaps, 
they  do  not  represent  the  true  nature  or  picture  of  the  equipment  being 
addressed  by  the  expert  system. 

The  single  domain  approach  is  another  limiting  factor  in  the  use  of  expert 
systems  in  today's  complex  physical  systems.  It  is  not  only  the  limited  range 
of  knowledge  that  decreases  the  effectiveness  of  expert  systems,  but  the  fact 
that  the  solution  to  these  problems  requires  the  use  of  a  number  of  different 
disciplines.  Some  of  the  disciplines  are  closely  related,  others  seem  totally 
unrelated  until  they  are  used  in  the  total  solution.  This  area  is  discussed 
later  in  this  paper. 

The  problems  of  extracting  knowledge  from  the  expert,  logic  bottlenecks  and 
gaps  in  the  rule  base,  the  extensive  time  to  build  an  expert  system,  the  need 
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for  a  single  expert  and  single  domain  system  constraints  are  the  focus  of  our 
research  in  the  application  of  AI  disciplines  to  'ogistics  problems.  Some  of 
the  above  problems  with  expert  systems  and  others  are  addressed  by  William  B. 
Gevarter  In  the  August  1983  issue  of  IEEE  Spectrum;  Expert  Systems:  limited 
but  powerful,  pg.  39. 

REQUIREMENTS  OF  A  LOGISTICS  SUPPORT  SYSTEM 

In  the  logistics  arena  of  product  support,  the  requirements  for  a  system 
encompass  a  number  of  disciplines.  In  terms  of  fielded  systems  and  equipment, 
the  disciplines  of  diagnostics,  maintenance,  training,  data  collection  and 
data  analysis  are  considered  to  be  of  critical  importance. 

All  of  these  disciplines  must  be  considered  if  the  equipment  is  to  be 
maintained  in  a  state  of  readiness.  A  system  addressing  these  multiple 

disciplines  would  offer  an  effective  solution  to  the  problems  outlined  above. 
However,  if  such  a  system  were  built  to  maintain  a  single  item  of  equipment, 
the  development  costs  would  be  prohibitive.  Therefore,  the  ideal  system  must 
be  a  knowledge  acquisition  system  that  is  essentially  generic  in  nature 
whereby  the  user  builds  many  specialized  systems  from  one  generic  system. 

In  addition  to  logistics  requirements,  two  other  requirements  that  directly 
affect  logistics  support  need  to  be  addressed.  Any  proposed  system  that  deals 
with  equipment  should  incorporate  integrated  diagnostics  and  be  user  friendly. 
The  integrated  diagnostic  concept  is  supported  by  the  military.  Basically 
It's  defined  as  the  most  efficient  and  cost  effective  mix  of  failure 
detect Ion/ Isolation  methods  and  equipment.  Used  correctly,  this  approach 
coupled  with  causal  reasoning  (R.  Davis)  should  go  a  long  way  in  eliminating 
the  problem  of  leaving  the  Inexperienced  (and  sometimes  experienced) 
technician  with  no  resolution  when  the  system  in  use  fault  isolates  to  three 
cards  (devices)  and  none  of  them  is  faulty. 


The  requirement  that  a  system  be  user  friendly  Is  not  only  good  sense  but  In  a 
way  mandatory.  A  system  Is  useless  unless  someone  can  and  wants  to  use  It. 
Both  the  system  designer  and  expert  can  aid  in  this  area.  The  system  must  be 
designed  to  enable  the  expert  to  enter  additional  "help"  where  and  when  It  Is 
needed.  However,  user  friendly  lies  mostly  in  the  hands  of  the  person 
entering  data  Into  the  system.  It  Is  the  expert's  responsibility  to  make  sure 
"help"  Is  in  the  system.  Of  all  of  the  concepts  and  requirements  listed 
above,  user  friendly  is  not  only  the  most  important,  but  also  the  hardest  to 
define.  Even  though  it  may  be  hard  to  define,  some  attributes  of  a  user 
friendly  system  can  be  listed.  Of  course  natural  language  Is  important,  but 
It  Is  far  from  enough.  The  system  must  be  rich  in  “help";  that  is,  it  must 
contain  additional  information  and  approaches  that  the  expert  feels  may  be 

needed  to  supplement  a  statement  or  a  particularly  complex  situation. 

Carrying  the  concept  further,  the  system  could  even  have  the  capability  of 
receiving  user  input  describing  problems  the  user  Is  experiencing  when  using 
the  system.  Finally,  the  system  must  be  built  for  the  Intended  user.  Care 
must  be  taken  that  both  the  system  designer  and  the  domain  expert  know  the 
capabilities  and  liabilities  of  the  intended  user.  Most  Important  in  this 
background  is  the  formal  education,  skill  level,  IQ  and  aptitude  for  the 
intended  job.  Studying  the  user’s  needs  and  the  job  that  the  user  has  to  do 
goes  a  long  way  in  making  the  system  user  friendly  and  user  acceptable. 

Probably  the  most  useful  attribute  that  makes  a  system  both  user  friendly  and 
user  acceptable  Is  graphics.  Used  In  conjunction  with  text  it  aids  in  getting 
the  point  across  and,  in  most  cases,  allows  for  fewer  Instructions  in  any 
given  situation.  Present  state-of-the-art  enables  animated  graphics.  If  a 
picture  Is  worth  a  thousand  words,  then  an  animated  picture  Is  worth  tan 
thousand  words,  especially  when  trying  to  explain  dynamic  concepts  from  the 
operation  of  an  engine  to  the  Brownian  Movement  in  physics. 
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The  requirement  therefore,  for  a  logistics  support  type  of  expert  system,  is  a 
system  that  covers  a  number  of  disciplines.  At  the  same  time,  it  must  be  able 
to  accommodate  many  different  types  of  equipment.  It  must  also  include  in  its 
design  the  ablity  to  support  integrated  diagnostics.  But  most  important,  it 
must  be  designed  and  built  for  the  intended  user. 

APPROACH 

Based  on  a  study  of  a  number  of  expert  systems,  their  functions  and  domains, 
and  our  own  expert  system,  HP1,  the  following  approach  to  designing  and 
building  an  expert  system  was  arrived  at. 

The  system  designer  must  consider: 

The  nature  of  the  problem 

The  physical  composition  of  the  source  of  the  problem 
The  specific  requirements  of  the  Solution 
The  Expert's  ability  and  skill  level 

The  intended  user's  abilities  and  liabilities,  and  job  requirement. 

The  nature  of  the  problem  was  stated  above  and  includes  the  problems  of  the 
military  (both  personnel  and  equipment),  the  inherent  problems  in  present 
expert  systems  and  logistics  support  problems. 

The  physical  composition  of  the  source  of  the  problem  in  this  case  is  simply 
looking  at  the  piece  of  equipment  in  terms' of  its  parts  and  functions.  (R. 
Davis  83a)  To  stress  the  point  here,  let's  compare  two  existing  expert 
systems,  MYCIN  and  DART.  (M.  R.  Genesereth)  The  physical  composition  of  the 


source  of  the  problem  for  MYCIN  is  a  human  body,  for  DART  it  is  a  computer. 
Given  the  two,  the  potential  for  a  graphic  (tree  structure)  description, 
different  methods  of  testing,  defining  expected  output  given  a  specific  input, 
and  just  general  all  around  probing  and  removal  and  substitution  of  suspected 
parts  is  much  greater  in  the  computer  (DART)  than  in  the  human  body  (MYCIN). 
Because  of  this,  in  the  area  of  research,  there  is  more  flexibility  In  trying 
out  new  concepts  in  diagnostics,  freedom  to  try  new  testing  methods  and  the 
effects  of  failure  are  less  drastic.  In  addition,  physical  objects  such  as 
computers,  engines  and  the  like  lend  themselves  to  the  application  of  causal 
knowledge.  (Davis)  Causal  knowledge  can  be  used  to  a  number  of  advantages 

as  will  be  demonstrated  later  in  this  paper.  It  Is  enough  to  say  that  the 
composition  of  each  source  will  have  its  own  attributes  to  aid  (or  hamper)  In 
building  the  expert  system. 

Specific  requirements  of  the  solution  are  shown  In  the  logistics  support 
requirements.  Logistics  support  involves  a  number  of  disciplines.  Many  of 
these  disciplines  are  synonomous  with  the  possible  domains  of  an  expert 
system.  Therefore,  the  optimum  approach  to  meeting  the  various  logistics 
needs  Is  the  development  of  a  multi-domain  expert  system.  In  addition,  since 
the  military  has  many  different  types  of  systems  and  equipment,  any  proposed 
expert  system  must  be  generic,  enabling  the  experts  to  build  a  separate  expert 
system  for  each  different  piece  of  equipment. 

In  considering  the  expert,  the  system  must  aid  the  expert  in  inputing  the  data 
in  such  a  way  that  the  bottlenecks  and  gaps  in  the  logic  train  are  for  the 
greater  part  eliminated.  If  this  occurs  it  should  speed  up  the  process  of 
building  the  expert  system.  In  addition,  the  system  must  be  designed  to 
accept  and  use  causal  knowledge. 

The  intended  user's  requirements  to  complete  the  job  include  the  fact  that  the 
user  is  a  maintenance  technician  who  at  best  will  have  graduated  from  high 


school,  be  of  average  Intelligence,  and  have  a  mechanical  aptitude.  In  the 
case  of  equipment  the  user  will  need  all  the  help  available  in  diagnosing  and 
maintaining  equipment.  He  will  need  such  Information  as  what  parts  and  part 
numbers  are  needed  plus  what  tools  are  needed  to  do  the  job.  This  must  be 
supported  by  step-by-step  Instructions  along  with  graphics.  The  system  must 
enable  the  technician  with  an  average  skill  level  to  function  at  a  high 
performance  level. 

THE  MAINTENANCE  AND  DIAGNOSTICS  INFORMATION  SYSTEM  (MDIS) 

The  approach  to  addressing  the  previously  listed  problems  Is  the  development 
of  a  Maintenance  and  Diagnostic  Information  System  (MDIS).  The  MDIS  Is 
essentially  a  multi-domain  knowledge  acquisition  system.  AI  concepts  and 
disciplines  are  used  only  where  practical  and  appicable.  At  this  time  the 
H)IS  encompasses  six  domains:  diagnostics,  maintenance,  maintenance  training, 
data  collection,  data  analysis  and  graphics.  Maintenance  Is  divided  Into 
repair  maintenance  and  preventative  maintenance. 

The  multi-domain  concept  presents  a  number  of  problems.  First,  a  multi-domain 
system  Infers  that  there  will  be  a  number  of  different  experts  In  different 
domains  entering  data  Into  the  expert  system.  This  could  mean  an  expert  for 
each  domain,  although  In  our  case  It  did  not.  Another  problem  Is  that 
different  experts  have  different  Ideas  on  what  constitutes  relevant 
Information  regarding  their  specific  domain.  At  first  this  mqy  not  seem  much 
of  a  problem,  but  as  the  system  grows,  relationships  between  domains  tend  to 
get  weaker,  especially  with  a  different  expert  for  each  domain.  Without 
proper  control  a  multi-domain  system  could  result  In  a  hodge-podge  of 
disjointed  bits  of  Information. 

In  building  a  system  such  as  this  It  is  Important  that  there  be  continuity 
within  each  domain  and  a  relationship  between  domains.  In  order  to  ensure 


this,  there  must  be  some  built-in  method  of  controlling  the  input  by  the 
experts  in  the  various  domains.  The  method  used  must  not  only  have  the 
physical  and  functional  knowledge  of  the  piece  of  equipment  the  expert  is 
talking  about,  but  also  knowledge  of  what  previous  and  related  domain  data  has 
been  input  by  the  various  experts  during  the  building  of  the  system.  In  order 
to  accomplish  this,  two  separate  MDIS  modules  will  handle  the  control, 
continuity  and  domain  relationship  problems.  These  are  the  System  Description 
Module  and  the  Builder's  Guide. 


System  Description  Module 

The  System  Description  Module  is  used  to  describe  a  piece  of  equipment  or  a 
device  to  the  MDIS.  Any  piece  of  equipment  or  device  consists  of  one  or  more 
parts.  Each  part  performs  a  specific  function.  The  sum  of  the  parts  are 
connected  or  related  in  such  a  manner  that  their  combined  functions  are 
performed  simultaneously  and/or  in  a  predetermined  and  related  sequence  of 
events.  This  total  joining  of  parts  and  related  functions  results  in  a  single 
unit  (piece  of  equipment  or  device)  whose  objective  is  to  perform  one  or  more 
functions.  It  can  also  be  said  that  given  the  specific  occurrence  of  specific 
input(s)  to  a  given  part,  its  function  will  produce  the  occurrence  of  a 
specific  output  called  the  expected  output. 

The  System  Description  Module  enables  a  person  to  describe  both  the  physical 
(parts)  and  functional  organization  (R.  Oavis  1983b)  of  the  piece  of  equipment 
that  is  to  be  addressed  by  the  MDIS.  The  piece  of  equipment  is  described  in  a 
tree  type  structure  starting  with  the  general  form  at  the  top  level  and 
progressing  to  the  more  detail  form  as  lower  levels  are  described.  Each 
physical  part  of  the  equipment  and  its  function  must  be  included.  The  level 
of  detail  in  the  description  is  left  up  to  the  person  describing  the 


equipment.  This  win  of  course  be  governed  by  the  user’s  needs  and  the  level 
of  domain  detail  that  is  desired.  Figure  2  Illustrates  the  layout  of  a  system 
by  description  levels. 


LEVEL 


Figure  2.  System  Description  by  Level 


Care  must  be  taken  In  describing  the  equipment.  The  key  Is  continuity.  The 
System  Description  Module  contains  the  basic  facts  that  will  aid  in  guiding 
and  controlling  the  building  of  the  rest  of  the  MDIS.  (These  facts  will  also 
be  usd  in  many  of  the  MDIS  domains.)  This  Includes  both  rule  type  data  and 
causal  knowledge  to  be  entered  Into  the  various  domains.  It  Is  not  important 
that  the  lowest  level  of  description  be  reached  right  away,  for  lower  levels 
can  be  added  as  needed.  (In  fact  levels  can  be  inserted  as  needed  anywhere  In 
the  description.)  The  Important  thing  Is  completeness  of  the  description 
during  the  decomposition  (N.  Nilsson)  from  the  top  level  to  the  lowest  level. 
Figure  3  provides  an  example  of  a  tree  structured  physical  content  for  an 
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Figure  3.  Physical  Content  of  an  Engine 


Obtaining  and  entering  the  physical  data  Is  not  difficult.  A  schematic  and 
parts  list  of  the  equipment  in  question  will  provide  the  majority  of  the  data 
that  is  needed.  Of  course,  the  person  entering  the  data  must  have  the  ability 
to  enter  the  data  in  a  complete  and  logical  fashion.  The  method  of  entering 
the  data  (depth-first  or  breadth-first)  is  optional. 

Entering  the  functional  data  is  accomplished  in  the  same  manner  as  entering 
physical  data.  For  each  piece  of  physical  data  there  must  be  an  accompanying 
piece  of  functional  data.  Functional  data  can  be  obtained  from  the  technical 
description  document  or  one's  own  knowledge  of  the  piece  of  equipment.  Both 
physical  and  functional  data  are  important.  They  will  be  used  to  aid  the 
expert  in  building  the  domains  of  the  MDIS  and  will  also  be  available  to  the 
domain  expert  on  diagnostics  for  use  in  the  diagnostic  domain. 
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The  key  factors  of  the  System  Description  are: 

1.  Any  piece  of  equipment,  device  or  system  can  be  described  down  to  the 
desired  level. 

2.  The  system  description  must  Include  the  physical  description  and 
functional  operation  to  the  detail  required  by  the  domains. 

3.  Having  a  complete  description  will  assure  continuity.  This  continuity 
will  aid  in  solving  the  problem  of  logic  bottlenecks  and  gaps  when 
domain  experts  are  entering  data  into  the  NDIS.  It  will  also  assure 
the  availability  of  causal  knowledge. 

Figure  4  provides  an  example  functional  description. 


LEVEL 


Figure  4.  Functional  Operation  at  Bach  Level 


The  Builder* s  Guide 


The  Builder's  Guide  uses  the  system  description  information  to  guide  the 
various  experts  in  entering  data  regarding  their  domain.  It  Is  important  to 
remember  that  its  ability  to  guide  the  domain  expert  is  heavily  dependent  upon 
the  system  description.  While  the  system  description  module  aids  in 
continuity  within  each  domain,  the  Builder's  Guide  aids  in  the  relationship 
between  domains.  (See  Figure  5.)  It  takes  all  of  the  description  information 
(both  physical  and  functional)  and  uses  it  in  aiding  in  the  development  of  the 
rest  of  the  MDIS.  At  this  time  the  domains  of  the  MDIS  are  diagnostics, 
repair  maintenance,  preventative  maintenance,  maintenance  training,  data 
collection,  data  analysis  and  graphics.  Other  domains  may  be  added  as  our 
research  progresses. 
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Figure  5.  Maintaining  Relationships  Between  Domains 

The  Guide  knows  these  domains  exist  and  requires  that  domains  be  entered  In  a 
specific  order.  The  MDIS  is  somewhat  progressive,  information  in  certain 
domains  is  used  as  a  guide  in  building  other  domains.  The  order  of  domain 
construction  is  as  follows: 
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1.  Diagnostics  or  Preventative  Maintenance  must  be  entered  first. 

Diagnostics  must  be  entered  before  Repair  Maintenance  because  the 
Builder's  Guide  will  request  a  repair  procedure  for  every  fault 
Isolation  result.  It  uses  the  information  from  both  the  system 
description  module  and  the  diagnostic  domain  in  aiding  to  build  the 
repair  maintenance  domain. 

2.  Repair  Maintenance  can  be  entered  only  after  Diagnostics  have  been 
entered.  (The  diagnostic  tells  what  is  wrong;  maintenance  repair  tells 
how  to  fix  it.) 

3.  Diagnostics  and  Preventative  Maintenance  must  also  be  entered  before 
Maintenance  Training. 

4.  Maintenance  Training  will  be  entered  only  after  Diagnostics,  Repair 
Maintenance  and  Preventative  Maintenance  have  been  entered.  The  training 
expert  will  use  much  of  the  text  and  techniques  in  the  previous  domains 
in  building  the  training  domain.  The  training  domain  will  also  contain 
theory.  Training  information  will  be  requested  for  every  module  at  each 
level.  The  depth  and  completeness  of  this  domain  is  left  to  the  expert. 

5.  Data  Collection  techniques  will  have  two  modes: 

Manual  -  For  both  manual  and  automatic  (BIT/BITE)  systems.  Specific 
data  will  be  requested  from  the  user  but  will  be  entered 
manually. 

Automatic  -  For  automatic  and  semi-automatic  systems  (Integrated 

Diagnostics).  Specific  data  will  be  entered  automatically. 

Data  Collection  techniques  and  specific  data  needed  will  be  entered  after 
diagnostics,  maintenance  and  training. 


6.  Data  Analysis  will  incorporate  mostly  standard  statistical  techniques  and 
will  be  entered  after  data  collection. 

7.  Graphics  can  be  entered  on  an  ongoing  basis  as  each  domain  is  entered,  or 
after  the  system  is  complete. 

The  Builder's  Guide  performs  a  number  of  housekeeping  functions  before  aiding 
the  domain  expert  in  entering  data. 

First  it  determines  that  the  system  description  has  been  entered  and  no 
changes  have  been  made  to  it.  It  then  gives  the  domain  expert  the  name  of  the 
system  or  equipment  that  has  been  described  and  shows  a  breakdown  of  parts  and 
functions  that  make  up  the  total  system  or  equipment.  Finally  it  advises  the 
domain  expert  of  what  domains  are  already  in  the  system  and  what  domain  or 
choice  of  domains  it  expects  next.  The  Guide  uses  the  graphics  capability  in 
describing  the  above  and  giving  aid  to  the  domain  expert. 

It  starts  with  the  top  (level  0)  module  in  the  system  description  and  asks  the 
expert  for  data  regarding  that  module.  If  this  is  the  first  domain  being 
entered  (diagnostics  or  preventative  maintenance),  then  the  guide  uses  only 
the  information  in  the  system  description  to  aid  the  expert  in  entering  data. 
The  guide  will  keep  a  list  of  those  modules  in  the  system  description  that 
were  not  addressed  or  bypassed  by  request  of  the  expert.  If  other  domains 
have  previously  been  entered  (diagnostics)  and  the  domain  being  entered 
depends  on  that  information  (repair  maintenance),  the  guide  will  use  both  the 
system  description  data  and  the  domain  data  at  that  level  in  aiding  the  domain 
expert.  An  example  of  this  would  be  if  the  diagnostic  domain  were  previously 
entered  and  the  repair  maintenance  domain  was  being  entered,  then  both  the 
system  description  data  and  diagnostic  data  at  each  level  would  be  used  in 
aiding  the  repair  maintenance  expert  in  entering  data.  The  builder  continues 
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this  In  a  top  down  fashion  In  such  a  way  that  specific  functions  In  a  piece  of 
equipment  are  handled  Individually.  When  the  last  module  In  the  piece  of 
equipment  Is  completed,  the  Guide  informs  the  expert  as  to  which  modules  were 
bypassed  In  the  system  description  and  asks  the  expert  to  review  the  logic 
(continuity)  and  relationships  to  other  domains,  if  they  are  present.  An 
example  of  verifying  the  relationships  between  domains  and  logic  continuity  Is 
as  follows.  The  diagnostic  domain  must  be  entered  before  the  Repair 
Maintenance  domain.  When  the  repair  domain  Is  entered,  the  guide  checks  the 
top  system  description  module  and  also  the  diagnostic  for  that  module.  A 
repair  procedure  must  be  entered  for  each  description  module/diagnostic  pair 
that  the  Guide  shows.  If  no  repair  procedure  is  available,  the  statement  "NO 
REPAIR  PROCEDURE  FOR  <nodul£><diagnost1c§>  ARE  AVAILABLE"  is  displayed.  The 
Guide  checks  for  other  relationships  such  as  the  relationship  between 
diagnostics,  repair,  data  collection  and  data  analysis  in  the  same  manner. 

The  MDIS  Domains 

At  this  time  the  MDIS  Incorporates  six  domains.  Specifications  on  the 
contents  of  each  domain  and  domain  relationships  have  been  written.  The 
ability  of  the  Builder's  Guide  to  aid  an  expert  In  entering  data  into  the 
diagnostic  domain  has  been  accomplished  at  a  primitive  level. 

INTEGRATED  DIAGNOSTICS 

At  this  point  It  is  important  to  address  diagnostics.  Since  the  MDIS  Is  a 
piece  of  software,  it  can  be  used  in  a  fully  automatic,  semi-automatic  or 
completely  manual  testing  mode  or  any  combination  of  the  above. 

When  used  as  a  part  of  (or  incorporating)  integrated  diagnostics,  parts  of  the 
MDIS  diagnostic  routine  would  be  incorporated  in  the  automatic  testing 


software  {In  keeping  with  the  Integrated  diagnostic  concept).  It  will  monitor 
the  equipment  through  the  regular  BITE  and  receive  input  regarding  equipment 
problems  from  both  BITE  and  BIT.  Automatic  diagnostics  would  be  supplemented 
by  causal  knowledge  and  manual  diagnostics  depending  on  the  testability  of  the 
given  equipment.  The  data  collection  domain  would  also  be  included  In  this 
concept,  some  data  would  be  automatically  input  to  the  data  collection  module 
while  other  data  would  be  manually  Input.  Finally,  certain  graphics  would  be 
portrayed  depending  on  input  to  the  graphics  module  by  the  automatic  test 
program.  Figure  6  shows  the  Incorporation  of  integrated  diagnostics  and  MDIS. 


Figure  6.  MDIS  and  Integrated  Diagnostics 


Military  and  A!  Problems  Solved  by  MDIS 


At  this  stage  of  the  research.  It  is  impossible  to  state  what  military  or  AI 
problems  an  MDIS  will  solve  (or  create).  However,  we  can  state  the  problems, 
what  solutions  an  MDIS  may  offer,  and  offer  remarks  as  to  why  a  solution  might 
be  reached.  The  anticipated  problem  solutions  are  listed  on  Figure  7. 

Projected  Use  of  MDIS 

The  present  use  of  the  MDIS  will  be  In  the  field  only.  The  data  collected  by 
the  Data  Collection  Module  and  the  Data  Analysis  Module  will  be  dumped  and 
analyzed  at  a  higher  level  (depot).  The  Information  produced  from  the  data 
can  be  used  in  future  design,  personnel  analysis,  inventory  control  and 
reliability. 

In  the  future  we  hope  to  add  a  learning  capability  to  MDIS.  Data  from  various 
areas  of  operation  would  be  analyzed  and  the  results  fed  back  to  the  MO  IS  in 
the  field.  This  would  have  two  advantages.  One  is  that  each  MDIS  could 
update  its  knowledge  of  how  it  works  In  Its  own  environment.  The  other,  and 
even  more  important,  is  that  each  MDIS  would  know  what  to  expect  in  different 

environments.  This  will  make  them  highly  portable  and  enable  them  to  advise 
their  users  of  what  to  expect  when  a  change  in  environment  occurred.  This  is 
shown  in  Figure  8. 

Technical  Problems 

At  this  stage  of  the  project  there  are  two  areas  of  concern.  The  magnitude  of 
these  concerns  won't  be  known  until  more  information  is  available. 

First  there  is  the  natural  language  interface  between  the  expert  and  the 
Builder's  Guide  and  the  Interface  between  the  user  and  the  W)IS.  The 
expert-builder's  guide  problem  lies  only  In  the  input  to  the  Builder's  Guide. 
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Figure  7.  Anticipated  Problem  Resolution  (Cont) 
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Figure  7.  Anticipated  Problem  Resolution  (Cont.) 


FIELD  USE  DEPOT 


Figure  8.  Projected  Use 


We  do  not  feel  that  the  expert  will  have  a  problem  understanding  the  output 
from  the  guide  because,  as  the  designers,  we  can  control  the  output  with  a 
limited  vocabulary.  In  the  case  of  the  user  -  MDIS,  the  problem  lies  both  in 
the  input  and  output.  Only  the  expert  building  the  domains  can  control  those, 
and  as  the  designers  of  MDIS  we  have  little  control  over  this. 

Another  problem  may  be  the  management  of  building  the  system  by  the  customer. 
An  empty  MDIS  will  have  the  capability  to  describe  a  piece  of  equipment  or 
system  and  after  it  is  described,  aid  domain  experts  in  updating  data.  To 
what  depth  this  will  be  taken,  who  will  make  the  decision  and  who  inputs  the 
data  has  not  been  addressed  yet. 

Conclusion 

The  System  Description  Module  was  built  that  described  both  the  physical  and 
functional  operations  of  a  four  cycle,  internally  reciprocating  engine.  Only 
the  ignition  system  was  described  to  the  lowest  level  of  detail.  The  ignition 
system  was  chosen  because  it  encompasses  both  mechanical  and  electrical  parts 
and  functions.  At  this  time  this  module  is  used  only  to  aid  the  domain 
experts  in  building  their  domains.  The  system  description  module  is 
programmed  in  Franz  Flavors  (Wood  82)  and  runs  under  UMIISP  (Allen  82). 

The  Builder's  Guide  was  built  and  programmed  in  0PS5.  At  this  time  it  is  able 
to  use  the  data  from  the  System  Description  Module  (level  one  only)  to  guide 
an  expert  in  building  the  diagnostic  domain.  Both  modules  operate,  but  only 
at  a  primitive  level.  No  attempt  was  made  at  building  other  domains  such  as 
repair  maintenance  or  preventative  maintenance.  At  this  time  the  MDIS  is  not 
considered  operational.  But  even  at  this  early  stage  of  this  phase  of  the 
research,  some  conclusions  can  be  drawn. 

First,  when  designing  the  system  the  total  concept  should  be  looked  at  and 
documented  before  starting.  What  domains  are  to  be  Included,  the  objective  of 


each  domain,  what  activities  must  occur  to  reach  the  objectives  and  the 
relationship  between  domains  is  important.  ■  This  information  will  govern  the 
design  and  detail  of  both  the  System  Description  Module  and  the  Builder's 
Guide.  Without  this  knowledge  of  what  has  to  be  done  within  the  domains  of 
the  MDIS*  the  system  will  be  limited  to  only  the  information  that  the  System 
Description  Module  can  produce  and  the  ability  of  the  Builder's  Guide  to 
access  and  use  that  information  in  guiding  the  domain  experts 

Another  conclusion  was  drawn  about  the  System  Description  Module  itself.  If 
one  physical  operation,  that  is  one  part,  is  left  out,  then  its  function  will 
probably  be  left  out.  However,  continuity  can  be  achieved  anyway,  but  this  is 
false  continuity,  and  will  result  in  problems  in  building  the  domains.  An 
example  of  this  is  the  engine  that  was  used  in  the  System  Description  Module. 
The  condenser  was  left  out  of  the  system  description,  therefore  its  function 
was  left  out.  The  Builder's  Guide  did  not  know  a  condenser  and  its  function 

was  missing  and  proceeded  to  aid  the  diagnostic  domain  expert  based  on  what  it 
knew.  Because  of  the  flexibility  of  Flavors,  the  physical  and  functional  data 
on  the  condenser  could  easily  be  added  to  the  system  description.  The 
Builder's  Guide  detected  this  and  advised  that  an  update  to  the  System 
Description  Module  was  made  and  that  the  diagnostic  domain  should  be  updated. 
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ABSTRACT 

Computerized  maintenance  manuals  contained  In  massive*  on-line 
text  and  graphics  data  bases  require  an  Intelligent  facility  for 
Information  retrieval.  An  unsophisticated  user  must  be  able  to 
easily  find  specific  facts*  procedures*  etc.  without  having  to 
specify  precisely  the  Information  he  seeks.  Hughes  Is  develop¬ 
ing  an  Intelligent  retrieval  approach  based  on  semantic  network 
knowledge  representation.  Because  conventional  serial  computers 
are  too  slow  for  large  semantic  networks*  we  have  designed  and 
prototyped  special  purpose*  parallel  processing  hardware  called 
Associative  Loop  Memory  (ALOOP).  ALOOP  also  dynamically  organizes 
a  knowledge  base  In  a  manner  that  Imitates  human  memory.  ^ 

Introduction 

The  growing  complexity  of  defense  systems  coupled  with  the 
decreasing  skill  levels  of  military  maintenance  personnel  have 
greatly  complicated  technical  docrmentatl on  for  training  and  on- 
the-Job  use.  To  address  this  problem*  the  armed  services  have 
produced  fully  procedural Ized*  step-by-step  documents  such  as 
the  Army's  Skill  Performance  Aids  (SPA).  However*  this  approach 
Increased  the  volume  of  required  data  by  three  to  five  times* 
as  compared  to  conventional  manuals*  thus  creating  problems  with 
document  size  and  cross-referencing. 

In  1978  Hughes  began  Investigating  computer  techniques  to  reduce 
SPA  data  handling  problems.  We  are  currently  developing  an 
Integrated  on-line  document  authoring  and  presentation  system# 
sponsored  In  part  by  the  Army  and  the  Navy.  Figure  1  character¬ 
izes  our  system. 

Paralleling  these  contracts*  Hughes  has  an  IR4D  program  to 
examine  longer  range  technical  Information  problems.  We  focused 
our  1982  and  1983  efforts  on  Indexing  and  cross-ref erencl ng; 

1.e.»  given  a  voluminous  set  of  computerized  technical  manuals# 
how  does  a  user  find  a  particular  piece  of  Information? 
Conventional  information  retrieval  techniques  were  found  wanting 
CSIGIR*  833#  so  we  started  exploring  an  Artificial  Intelligence 
(AI)  approach. 
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Figure  1.  Full  Text*  On-Line  Data  Bases. 


In  1982  we  began  developing  a  knowledge  base  structure  called 
Associative  Loop  Memory  (ALOOP).  ALOOP  lets  a  user  search  for 
Information  he  cannot  specify  precisely.  This  search  Is  done 
through  an  associative  semantic  network  of  key  words.  These 
key  words  and  the  relationships  between  them  are  extracted  from 
O'dlnary,  human  readable  text. 

ALOOP  Is  Implemented  for  real  time  use  In  a  parallel  processing 
architecture  Ideally  suited  for  Very  Large  Scale  Integrated 
(VLSI)  circuits.  We  have  demonstrated  the  feasibility  of  this 
memory  concept  with  a  hardware  prototype  and  a  software  emulator, 
both  currently  operational  In  our  laboratory. 


From  the  beginning  of  this  project#  we  were  aware  that  the 
current  state  of  the  art  In  AI  presented  serious  size  and  speed 
limitations  for  practical  applications  requiring  large  knowledge 
bases.  However,  we  believed  that  these  limitations  could  be 
overcome  In  the  near  future  by  making  some  judicious  tradeoffs 
between  automated  AI  functions  and  functions  that  human  users 
do  well  with  seemingly  little  effort.  Extending  this  line  of 
thought  to  Information  retrieval,  we  assumed  that  although  the 
user  may  not  know  exactly  what  he  was  looking  for,  he  would 
recognize  It  when  he  saw  It.  If  the  user  performs  this 
recognition  function,  then  the  job  of  the  automated  system  Is 
to  provide  an  Intelligently  guided  browsing  facility.  To  begin, 
the  system  must  rapidly  guide  the  user  through  a  large  collection 
of  on-line  documents  to  sections  that  are  likely  to  be  relevant. 
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The  system  also  has  to  present  those  sections  In  a  way  that 
allows  the  user  to  judge  relevance  quickly.  If  the  retrieved 
sections  are  not  relevant*  then  the  system  must  suggest  alternate 
search  paths.  Further*  the  system  Is  required  to  dynamically 
organize  Its  knowledge  In  response  to  user  queries  so  that  It 
can  react  more  Intelligently  to  similar  queries  In  the  future. 
Finally*  the  system  must  minimize  the  bottleneck  of  knowledge 
acquisition  that  characterizes  many  current  AI  systems;  1.e.»  the 
system  has  to  extract  Index  words  and  relationships  from  the  text 
data  base  automatically  to  avoid  the  costly*  laborious  task  of 
human  Intellectual  Indexing. 

Semantic  Network  Approach  to  Text  .Browsing 

Our  approach  to  Intelligently  guided  browsing  Is  based  on  seman¬ 
tic  networks*  a  form  of  knowledge  representation  found  In  many  AI 
systems.  Semantic  network  representation  was  originally  proposed 
as  a  model  of  human  memory  by  M.  R.  Qullllan  In  the  late  1960's. 
Quill  Ian  asserted  that  human  memory  behaves  as  though  concepts 
were  stored  as  complex  networks  of  semantic  associations.  Recall 
Is  accomplished  by  traversing  the  network's  associative  links 
[Ratcliff*  81;  Brackman,  79]. 

We  use  a  semantic  network  memory  model  to  Index  and  search  a 
text  data  base.  The  following  figure  exemplifies  a  network  that 
links  together  key  words  extracted  from  the  text  of  a  maintenance 
manual.  This  segment  of  network  was  retrieved  In  response  to  the 
qu<jry  "torque  meter"  Identified  by  "**"  In  the  figure.  The  other 
links  In  this  example  are  text  page  numbers  on  which  two  words 
co-occur  In  close  proximity.  Indicating  words  that  are  likely  to 
be  semantically  related.  Network  links  can  also  Indicate  Infer¬ 
ential  relationships;  e.g.,  part-of.  Instance  of*  and  type-of. 
Further,  links  can  be  used  to  attach  procedural  Information  such 
as  IF-THEN  rules  popular  In  expert  systems. 

The  network  can  be  thought  of  as  a  key  word  road  map  through 
the  data  base.  The  user  can  quickly  traverse  the  network  In 
any  direction  to  browse  the  text.  If  the  user  reaches  the  edge 
of  the  network,  he  can  grow  additional  nodes  and  links  In  any 
dl recti  on . 

Semantic  networks  Interest  us  for  two  purposes:  (1)  representing 
knowledge  In  computer  memory  and  (2)  displaying  knowledge 
graphically  to  a  user.  We  are  struck  by  the  power  of  semantic 
network  diagrams  to  present  complex  associations  and  Inter¬ 
relationships  In  a  way  that  Is  easy  to  understand.  We  see  the 
potential  of  Interactive  network  displays  as  a  simpler  alterna¬ 
tive,  or  adjunct,  to  natural  language  Interfaces  for  both  Input 
and  output. 
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EXAMPLE  FROM  ALOOP 
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Figure  2.  Associative  Network  Display  as  a  Text  Data  Base  Index. 


Semantic  networks  must  be  very  large  to  Index  mul tl document 
text  data  bases.  The  problem  Is  that  conventional  serial  com¬ 
puters  cannot  move  through  these  networks  fast  enough.  W.  Daniel 
Hlllls  has  done  some  Impressive  work  at  MIT  on  non-conventl onal 
computer  architectures  for  AI  applications.  He  points  out  that 
today's  AI  programs  running  on  serial  computers  manipulate  a  few 
hundred  facts  and  make  decisions  In  minutes  that  would  take  only 
seconds  for  a  human.  For  many  real  world  AI  appl Icatl ons#  we 
will  need  to  scale  up  the  knowledge  data  base  to  a  few  million 
facts#  and  decisions  would  take  years  using  serial  computers  to 
manipulate  a  data  base  of  this  size  [Hlllls#  81]. 


To  cope  with  this  speed  problem#  we  are  Implement 
concept  as  special  purpose#  parallel  processing  h 
Segments  of  a  semantic  network  are  stored  In  a  la 
Independent  circular  queues  or  memory  loops#  show 
In  Figure  3.  All  memory  loops  are  searched  slmul 
parallel#  rather  than  serially  searching  through 
network.  In  searching  each  loop#  matched  pieces 
are  passed  up  to  successively  higher  levels  In  th 
loops.  When  matched  pieces  of  the  network  move  u 
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nonmatched  pieces  that  move  down.  Figure  3  shows  this  exchange 
as  compare/transfer  (C/T)  boxes.  Network  pieces  from  different 
loops  are  combined  as  they  move  up  and  ultimately  reach  the  top 
level  loop.  The  contents  of  the  top  loop  are  displayed  to  the 
user  as  the  key  word  roadmap,  mentioned  earlier. 


Figure  3.  Associative  Loop  Memory  (ALOOP)  Architecture. 


Dv-namlc  Memory  Organization 

In  addition  to  having  speedf  ALOOP  dynamically  organizes  Its 
knowledge  base  In  a  manner  that  Imitates  human  memory.  Roger 
Shank's  cognitive  modeling  research  at  Yale  suggests  that  human 
memory  dynamically  organizes  itself  so  that  people  are  auto¬ 
matically  reminded  of  the  appropriate  knowledge  from  past 
episodes  as  required  to  process  current  experiential  Inputs 
[Shank,  82].  This  kind  of  dynamic  organization  occurs  In  ALOOP 
due  to  three  cummulatlve  effects  of  the  segment  exchange  mechan¬ 
ism  described  above:  (1)  all  queries  to  memory  and  the  associa¬ 
tions  resulting  from  the  retrieval  process  become  an  Integral 
part  of  the  knowledge  base,  (2)  "Important”  associations  are 
brought  to  the  more  accessible  top  levels,  where  they  are  easily 
remembered;  and  (3)  "unimportant"  data  are  pushed  down  Into  less 


accessible  lower  loops  where  they  are  gradually  forgotten.  The 
meaning  of  "Important  data"  and  "unimportant  data"  changes  as  the 
user  requires*  because  the  browsing  paths  he  selects  control  the 
contents  of  the  top  level  loop.  In  turn*  the  entire  contents  of 
each  loop  act  as  queries  to  the  loops  one  level  down  In  the 
hi erarchy . 


We  call  the  key  to  ALOOP's  dynamic  memory  behavior  "loosely 
coupled  knowledge  representatl on . "  Semantic  network  segments  are 
stored  and  manipulated  as  a  collection  of  n-tuples*  the  simplest 
case  being  obj  ect-attrl bute- val ue  triples.  The  value  of  one 
triple  can  be  the  object  of  another  triple.  Object-object* 
obj ect- val ue*  and  value-value  links  are  also  permitted.  In  this 
way*  these  associative  links  can  chain  triples  to  form  arbitrar¬ 
ily  complex  networks. 

Here  Is  an  example  of  three  triples  chained  through  a  value- 
object  link,  ROBIN: 


NEST - 57 - ROBIN 

ROBIN- 

WORMS - 103 - ROBIN 


■BIRD 


The  attributes  of  the  first  and  third  triple  are  page  numbers  of 
the  text  on  which  ROBIN,  NEST,  and  WORMS*  respectively,  co-occur 
In  close  proximity.  The  attribute  of  the  second  triple,  ISA, 
Indicates  that  ROBIN  "Is  a"  subset  of  the  set  BIRD. 

The  networks  formed  by  these  triple  chains  are  not  static;  l.e.* 
they  are  not  always  repeatable*  as  In  other  Inference  systems. 
During  normal  processing,  chains  continuously  fragment  and 
recombine  with  other  chains.  Why  would  one  want  a  scheme  for 
knowledge  representation  and  manipulation  that  appears  so 
chaotic?  To  answer,  consider  the  similarity  of  this  scheme  to 
human  remembering,  which  can  also  be  a  very  chaotic  process. 

At  times,  thoughts  seem  to  enter  and  leave  human  consciousness 
at  random.  As  Donald  Norman,  cognitive  psychologist  at  the 
University  of  California,  San  Diego*  has  succinctly  expressed: 

".  .  .The  various  phenomena  [repeated  errors  humans  make] 

I  have  described  plus  others  Imply  that  the  parts  of  action 
sequences  are  neither  strongly  ordered  nor  tightly  coupled. 
That  Is,  I  think  the  biological  system  Is  structured  to  use 
ambiguous  Information  for  memory  search,  to  allow  Itself  to 
be  responsive  to  multiple  sources  of  Information,  to  combine 
and  overlap  data  paths,  and  to  deliberately  Intermix  what 
one  would  have  thought  to  be  Independent  processing  streams. 
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Although  these  properties  can  lead  to  errors#  I  believe  that 
they  are  also  exactly  the  sort  of  thing  that  gives  us  much 
of  the  power  of  human  creativity  and  judgment#  to  allow  us 
to  be  tolerant  of  noise  and  error#  to  behave  flexibly#  to 
respond  In  Imaginative  and  creative  ways  to  novel  events# 
and  to  be  able  to  shift  our  strategies  and  behavior  when 
the  situation  shifts.”  [Norman#  81]. 

We  believe  that  building  this  loosely  coupled  quality  of  human 
cognition  Into  AI  systems  Is  a  promising  approach  to  achieving 
the  flexibility  required  for  truly  Intelligent  behavior. 


In  1982  we  designed  and  constructed  a  hardware  prototype  of 
ALOOP.  As  Figure  4  shows#  the  prototype  was  controlled  by  a 
host  computer.  User  Interface  software  running  In  the  host# 
a  VAX  11/780#  sent  queries  to  the  prototype.  The  result  was 
successful  retrieval  and  display  of  loosely  coupled  semantic 
knowledge  stored  In  the  ALOOP  hardware. 

We  constructed  the  hardware  prototype  by  modifying  f1»e  single 
board  microcomputers  (Z-80)  and  linking  them  together  In  the 
parallel  processing  architecture  described  In  Figure  3.  Each 
loop  was  Implemented  In  separate  yet  Identical  modules#  each 
having  Its  own  local  memory  (RAM  and  ROM).  We  wrote  assembly 
language  firmware  for  the  compare/transfer  operation  and  added 
electrcnlcs  to  each  board#  so  triples  could  be  transferred 
between  neighboring  loops  through  dedicated  high  speed  Input/ 
output  (I/O)  ports.  We  demonstrated  that  a  very  large  memory 
array  could  be  constructed  by  replicating  our  single  type  of 
modul e. 

Additionally#  we  developed  a  simple#  Initial  version  of  automatic 
text  analysis  software  to  address  the  problem  of  costly  Intel¬ 
lectual  Indexing.  The  program  reads  text#  extracts  key  words# 
and  converts  them  to  obj ect-attr 1 bute- val ue  triples  for  ALOOP. 

We  have  shown  that  this  software  can  generate  triples  to  create 
very  large  knowledge  bases.  Currently#  the  program’s  understand¬ 
ing  of  relationships  between  words  Is  limited  to  text  proximity, 
but  we  plan  to  Incrementally  Increase  the  level  of  language 
understanding  as  ALOOP  matures. 

Our  ALOOP  work  has  continued  In  1983.  Recently#  we  completed 
sentence/page  retrieval  software  that  allows  true  on-line  text 
browsing.  Following  a  four-step  process#  the  user: 

1)  enters  the  Initial  key  word  query  via  keyboard; 

2)  examines  the  resulting  triples  display  and  grow 
network  In  the  direction  of  Interest; 
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Figure  4.  Associative  Loop  Memory  (ALOOP)  Hardware  Prototype 
Demonstrati  on. 


3)  Indicates  with  a  cursor  the  key  words  that  seem 
relevant  (text  sentences  are  displayed  from  which 
the  key  words  were  extracted);  and 

4)  expands  the  display  to  a  full  text  page#  provided 
that  the  sentence  appears  relevant. 

The  user  can  switch  back  and  forth  between  any  of  these  steps  to 
quickly  browse  a  text  data  base. 
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We  are  using  an  ALOOP  software  emulator  to  run  a  series  of  non- 
real  time  experiments  In  1983.  Good  progress  Is  being  made 
towards  understanding  how  to  control  loosely  coupled  knowledge 
so  that  a  human  user  can  easily  Interact  with  the  top  level 
contents  of  the  ALOOP.  We  are  also  experimenting  with  loop 
architectures  other  than  the  tree  structure  In  Figure  3. 

By  the  beginning  of  1984  we  will  have  In  place  all  of  the  basic 
components  to  manipulate  a  large  text  knowledge  base.  We  will 
then  begin  to  Incrementally  Increase  the  Inferential  and  language 
understanding  aspects  of  ALOOP.  We  are  beginning  work  on  a  set 
of  procedures  that  will  dynamically  replace  word  proximity 
relationships  with  semantic  primitives  such  as  PART-OF  and 
INSTANCE-OF.  Disambiguating  word  meaning  will  be  part  of  these 
procedures. 

We  will  also  begin  design  of  an  advanced  hardware  prototype  with 
much  larger  memory  capacity  than  that  In  our  feasibility  demon¬ 
stration.  The  design  will  support  a  knowledge  base  containing  a 
loosely  coupled  mixture  of  n-tuple  relationships  (e.g.#  frames) 
as  well  as  triples. 

Finally#  we  will  develop  an  Interactive  graphics  display  for 
networks  containing  both  semantic  primitives  and  proximity  rela¬ 
tionships.  We  will  then  experiment  with  the  display  to  navigate 
through  and  browse  a  multi-document  text  data  base. 
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I.  INTRODUCTION 

Martin  Marietta  Denver  Aerospace  is  involved  in  applications  oriented 
research  and  development  in  artificial  intelligence.  The  charter  of  the  group 
is  to  augment  Martin  Marietta's  existing  technology  base  with  artificial 
intelligence  (AI).  Our  research  and  applications  work  is  integrated  in  the 
sense  that  they  drive  each  other  in  an  iterative  fashion.  That  is,  DOD  and 
NASA  applications  have  led  us  to  pursue  research  into  our  AI  software  tool 
set.  This  enhanced  tool  set  has,  in  turn,  made  new  applications  of  AI 
possible. 

Three  areas  of  AI  form  our  main  research  and  development  thrusts:  expert 
systems,  natural  language  understanding,  and  planning.  Our  experience  has 
shown  that  applications  require  a  mixture  of  techniques  from  these  different 
areas.  For  example,  it  is  often  appropriate  to  utilize  a  natural  language 
front  end  in  expert  systems  applications.  Also,  for  some  planning  problems, 
we  are  employing  an  expert  system  approach. x 

II.  EXPERT  SYSTEM  DEVELOPMENT  TOOLS 

We  have  found,  as  have  many  other  groups  involved  in  expert  system 
construction,  that  it  is  crucial  to  have  a  sophisticated  development 
environment.  After  establishing  the  requirements  of  anticipated  NASA  and  DOD 
expert  system  applications,  we  found  that  available  tools  did  not  meet  our 
needs.  This  convinced  us  to  design  and  develop  a  rule-based  system  called 
HAPS. 

HAPS  (the  Hierarchical,  Augmentable  Production  System  architecture)  is  a 
sophisticated  tool  designed  to  allow  the  rapid  construction  of  rule-based 
systems  in  real-world  environments— that  is,  in  uncontrolled  environments 
which  require  the  use  of  tremendous  amounts  of  both  knowledge  about  the 
application  domain  and  expert  knowledge  about  problem  solving  in  that  domain. 

One  of  the  major  advantages  that  this  system  has  over  the  traditional 
production  system  implementations  is  the  notion  of  goal  directedness.  HAPS 
has  a  separate  memory  structure  called  goal  memory,  which  contains  a  hierarchy 
of  goals  which  the  system  must  achieve.  All  rules  must  apply  in  the  context 
of  some  goal;  thus,  HAPS  rules  are  expressed  in  the  form: 
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IN  some  particular  goal  context, 

7.F  a  given  set  of  conditions  Is  true 

rHEN  perform  this  set  of  actions. 

The  system  Is  Initialized  with  a  top  goal,  and  the  overall  system 
objective  Is  to  achieve  this  goal.  On  each  cycle,  a  set  of  modifiable  Goal 
Selecdon  Strategies  are  used  to  select  the  current  goal,  which  becomes  the 
system's  focus  of  attention  for  that  cycle.  When  a  rule  Is  applied  towards 
achieving  a  goal,  it  can  declare  that  goal  to  be  a  success  or  a  failure,  or  it 
can  cause  the  goal  to  sprout  subgoals. 

Another  characteristic  of  HAPS  Is  the  ability  to  construct  hierarchically 
structured  levels  of  working  memory.  Data  items  can  be  declared  local  to  a 
particular  goal.  This  means  that  they  are  available  for  the  solution  of  that 
goal  and  its  subgoals.  When  a  goal  is  achieved,  there  is  no  longer  any  need 
to  keep  the  local  data  associated  with  that  goal.  Thus,  working  memory  does 
not  clutter  up  with  data  items  that  are  no  longer  needed.  Also,  this  scheme 
allows  each  goal  to  have  its  own  world  model.  This  permits  the  simultaneous 
pursuit  of  multiple  problem  solutions  which  might  ordinarily  interact  with 
each  other  to  produce  inconsistencies. 

In  a  similar  fashion,  HAPS  introduces  the  notion  of  production 
hierarchies.  Under  this  scheme,  a  rule  set  can  be  loaded  into  the  system  at 
runtime  and  declared  local  to  a  particular  goal.  This  rule  set  is  available 
for  the  pursuit  of  that  goal  and  its  subgoals.  Furthermore,  these  rule  sets 
can  be  loaded  in  by  another  rule,  allowing  the  production  hierarchy  to  be 
extremely  dynamic.  The  major  advantage  of  this  scheme  is  that  it  allows  HAPS 
to  function  without  a  decrease  in  level  of  performance  in  very  large  expert 
systems,  since  only  a  small  fraction  of  the  entire  rule  base  needs  to  be 
processed  at  any  given  time. 

HAPS  is  provided  with  a  modifiable  set  of  Goal  Selection  Strategies  (used 
to  select  the  current  goal)  and  Conflict  Resolution  Strategies  (used  to  choose 
between  competing  rules).  Making  these  strategies  modifiable  allows  the  user 
to  tailor  the  needs  of  the  system  to  individual  applications.  Also,  these 
strategies  can  be  changed  by  rules  in  the  rule  base,  allowing  the  system  to 
modify  its  behavior  in  response  to  changes  in  its  environment. 

Finally,  HAPS  is  equipped  with  a  set  of  Alternate  Memory  Structures,  which 
can  be  used  to  store  data  items  in  the  same  way  as  standard  working  memory. 
Examples  of  types  of  alternate  memory  structures  are  tables  and  arrays.  These 
structures  make  HAPS  easier  to  Interface  to  other  existing  software  systems. 
Also,  the  operations  performed  on  these  structures  (for  example,  pattern 
matching)  are  designed  to  allow  HAPS  to  more  easily  interface  to  real-time 
changing  data. 

In  summary,  the  HAPS  system  is  equipped  with  many  features  which  make  it 
applicable  to  the  development  of  large,  sophisticated  expert  systems  in 
real-world  domains. 


III.  EXPERT  SYSTEM  FOR  FAULT  ISOLATION 


Using  the  HAPS  programming  language,  we  are  developing  two  expert  systems 
for  potential  use  on  Space  Station.  The  task  of  these  two  systems  (in 
concert)  is  to  automate  power  system  related  functions  beyond  the  capabilities 
of  traditional  automation.  More  specifically,  when  married  with  traditional 
automation  techniques,  these  systems  will  significantly  reduce  the  burden  of 
flight  support  decision  making.  In  addition,  they  will  allow  timely  reaction 
to  changing  parameters  of  future  complex  missions  (e.g. ,  Space  Station). 

One  system's  task  is  to  monitor  a  spacecraft  power  system,  identify 
parameter  changes  that  indicate  a  potential  fault,  isolate  the  fault,  and,  if 
possible,  suggest  appropriate  workaround  procedures.  It  is  the  second 
system's  task  to  adjust  a  spacecraft  mission  timeline  (which  dictates  which 
loads  are  activated  when)  in  reaction  to  changing  power  system  capability. 
Depending  on  the  situation,  these  systems  may  work  together  or  separately.  If 
a  fault  occurs  in  the  power  system,  the  fault  isolation  system  activates. 
Following  the  fault  Isolation  process,  load  management  (the  job  of  the  second 
expert  system)  may  be  required.  If  the  identified  fault  cannot  be  worked 
around  and  the  fault  decreases  the  power  system  capability  then  load 
management  is  necessary.  However,  if  the  fault  can  be  worked  around,  then  the 
load  management  expert  system  need  not  be  notified.  There  is  also  the 
possibility  that  the  load  management  system  could  work  alone.  This  happens 
anytime  a  change  in  the  mission  effects  the  power  system  capability  (e.g.,  if 
a  portion  of  the  power  system  needed  to  be  taken  offline  for  unscheduled 
maintenance).  The  load  management  and  fault  Isolation  expert  systems  are  now 
described  separately. 

The  load  management  system  supplements  the  activities  of  a  spacecraft 
flight  operations  director.  This  individual  is  faced  with  a  variety  of 
questions  in  maintaining  the  health  and  function  of  a  spacecraft  during  its 
mission  life.  Examples  of  these  questions  with  respect  to  the  power  system 
are: 

"In  response  to  a  degraded  power  generation  capability,  how  should 
the  mission  timeline  be  altered?" 

"What  changes  can  be  made  to  the  mission  timeline  to  extend  the 
life  of  the  batteries?" 

"When  is  a  preferable  time  to  take  specific  batteries  offline  for 
r econdi t ioning  ? " 

Current  technology  requires  that  all  timeline  generation  or  alteration  be 
performed  by  human  experts  on  the  ground.  These  activities  are  extremely  man 
Intensive.  This  expert  system  is  intended  to  decrease  the  man-intensive 
nature  of  (and  time  required  to)  modify  mission  timelines.  It  is  our  belief 
that  the  reasoning  process  necessary  to  modify  a  mission  timeline  is  similar 
to  the  reasoning  process  required  to  construct  the  original  timeline. 
Therefore,  the  system's  utility  with  respect  to  premission  timeline 
construction  is  also  being  investigated. 


The  fault  Isolation  expert  system  operates  In  reaction  to  changes  In  the 
behavior  of  a  spacecraft  power  system.  It  must  be  capable  of  isolating  faults 
not  only  in  the  power  generation  and  storage  system  but  also  in  the  power 
busses.  It  has  control  of  the  power  system  and  load  control  switching  network 
in  order  to  test  hypotheses  about  fault  locations. 

The  expert  system  approaches  fault  isolation  in  a  top-down  fashion, 
attempting  first  to  isolate  a  fault  within  large  portions  of  the  system.  To 
do  this,  it  considers  the  system  as  composed  of  a  small  number  of  complex 
elements.  Each  of  these  elements  may,  in  turn,  be  composed  of  many  distinct 
components.  The  complex  components  are  considered  "black  boxes"  by  specifying 
their  functional  behavior  and  their  relation  to  each  other.  Isolating  a  fault 
in  this  way  allows  the  system  to  consider  the  interaction  of  a  small  number  of 
elements.  Once  the  faulty  element  is  identified,  its  components  are 
considered  in  isolation  from  the  rest  of  the  power  system.  Some  or  all  of 
these  may  themselves  be  complex  elements.  This  allows  the  system  to  work  with 
progressively  smaller  and  more  detailed  portions  of  the  power  system.  At  each 
step,  the  system  considers  the  Interaction  of  only  a  small  number  of  elements, 
significantly  simplifying  the  fault  isolation  process.  At  any  step  in  this 
process,  the  system  may  propose  several  possible  fault  locations.  Then  it 
will  modify  the  configuration  of  the  power  system  or  one  of  the  power  busses 
in  order  to  determine  which  of  its  propositions  are  true. 

To  support  the  following  discussion,  consider  Figure  1  which  is  a  diagram 
of  the  power  system  under  consideration.  Basically,  there  are  several  power 
generation  channels,  each  designed  to  produce  the  same  amount  of  power.  Each 
channel  has  solar  arrays  for  daytime  power  generation  and  batteries  for 
nighttime.  Part  of  the  power  generated  during  the  day  is  used  to  charge  the 
batteries  for  subsequent  nighttime  power  generation.  The  power  channels  each 
feed  the  main  power  bus,  which,  in  turn,  distributes  this  power  to  the  load 
busses.  Each  load  bus  distributes  power  to  potentially  many  loads  which  are 
connected  to  it.  A  switching  network  enables  any  power  channel,  any  load  bus, 
or  any  load  to  be  isolated.  There  is  also  some  switching  capability  in  each 
power  channel  for  isolating  portions  of  the  solar  panels,  the  batteries,  etc. 
The  following  two  examples  illustrate  the  fault  isolation  process.  They  are 
intended  to  illustrate  the  top-down  isolation  approach  as  well  as  many  other 
features  that  will  be  explained. 

Suppose  that  the  switching  transistors  of  a  regulator  on  one  of  the  power 
channels  open  circuit  during  a  heavy  load  period  at  the  beginning  of 
daylight.  This  will  cause  the  output  of  this  channel  to  drop  to  zero.  Since 

this  is  a  heavy  load  time,  the  load  bus  voltages  will  be  drawn  out  of 

specification.  Thus,  the  fault  will  be  manifested  initially  as  out  of 
specifications  on  the  load  busses.  The  expert  system  now  considers  the  power 
system  as  composed  of  a  power  generation  element,  a  main  power  bus,  and  a  load 
element.  Upon  investigation  of  the  input/output  parameters  of  these  three 
elements,  one  of  two  possibilities  may  arise.  If  the  current  flowing  through 
the  load  element  does  not  appear  unreasonable,  then  the  expert  system 
hypothesizes  that  the  fault  is  in  the  power  generation  element.  It  now 
proceeds  to  a  more  detailed  level  of  analysis  of  the  main  power  bus  element. 
Now  it  considers  this  bus  to  be  composed  of  several  sections — each 
corresponding  to  a  power  channel.  The  system  now  utilizes  the  switches 
between  the  main  power  bus  sections  to  isolate  each  channel  systematically. 

If  one  of  these  channels  does  not  return  to  normal,  then  the  fault  has  been 

isolated  to  that  power  channel  and  analysis  can  continue  into  that  element  to 

determine  that  the  regulator  is  at  fault. 
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Suppose,  however,  that  no  problem  can  be  found  with  any  power  channel. 

Then  the  current  readings  for  the  load  element  are  assumed  to  De  wrong  and 
analysis  proceeds  to  consider  each  of  the  load  busses(the  load  element  in  more 
detail).  Finally,  the  suspect  load  bus  is  considered  in  more  detail  and  the 
fault  is  isolated  to  a  load  or  cabling  on  that  bus.  If  a  faulty  load  is 
present,  then  the  expert  system  can  halt  fault  propagation  by  switching  the 
load  off.  If  cabling  is  at  fault,  then  fault  propagation  can  be  halted  by 
switching  to  redundant  cabling. 

As  a  second  example  of  the  expert  system's  capabilities,  consider  its 
actions  when  it  detects  two  battery  measurements  which  are  out  of  range.  The 

current  is  very  low  and  the  voltage  is  very  high.  The  indication  is  that  the 

battery  is  open  circuit.  In  this  example,  the  ability  to  measure  these 

parameters  has  allowed  the  expert  system  to  bypass  some  of  the  top-down 
process.  However,  it  continues  to  employ  this  process  to  consider  the  cause 
of  this  situation.  Inspecting  a  more  detailed  model  of  the  relevant  power 
channel,  the  situation  could  be  caused  by  one  of  two  things — the  isolation 
diode  could  have  failed  open,  or  the  cabling  could  be  open  circuited.  The 
expert  system  can  now  propose  a  test  to  determine  which  possibility  is  the 
case.  It  proposes  to  close  the  charging  relay,  knowing  that  if  the 
measurements  return  to  within  specification,  then  the  isolation  diode  is  the 
failed  element.  In  this  case,  the  system  has  already  identified  a 
workaround.  Otherwise,  there  is  a  cabling  fault  requiring  a  replacement  of 
cable. 

To  see  how  the  expert  system  is  capable  of  this  type  of  analysis,  it  is 
necessary  to  briefly  discuss  its  organization.  It  has  access  to  a 
hierarchical  model  of  the  power  system.  The  model  supports  the  top  down  fault 
isolation  process.  At  each  level,  the  model  consists  of  "black  boxes”  and 
connections  between  them.  Each  box  is  described  functionally  and  the 
connections  between  them  are  described  as  supporting  information  flow.  That 
is,  each  box  is  viewed  as  a  functional  element  with  a  description  of  how  it 
effects  the  information  flowing  in  to  create  the  information  flowing  out. 

This  technique  has  been  shown  to  be  sufficiently  general  to  characterize  any 
system  for  fault  isolation  purposes.  During  Its  operation,  relevant  portions 
of  levels  of  the  hierarchy  are  read  into  the  HAPS  working  memory  to  support 
the  expert  system's  reasoning  process. 

The  reasoning  mechanisms  of  the  expert  system  are,  of  course,  encoded  in 
the  HAPS  rule  base.  There  are  two  classes  of  rules  used  by  the  system: 
generic  fault  isolation  rules,  and  rules  specific  to  the  type  of  power 
system.  These  rules  have  been  extracted  from  power  system  experts.  The  model 
and  rule  base  are  embedded  in  the  framework  of  HAPS  to  yield  the  expert  system 
depicted  in  Figure  2. 

IV.  APPLICATION  OF  EXPERT  SYSTEMS  TO  FAULT  ISOLATION  AT  THE  DEPOT 

The  techniques  being  developed  for  the  fault  isolation  expert  system  are 
sufficiently  general  to  apply  to  a  variety  of  fault  isolation  problems.  In 
particular,  we  have  considered  use  of  such  a  system  in  conjunction  with 
conventional  ATE  for  fault  isolation  at  the  depot.  We  believe  that  an  ATE 
system  augmented  with  an  expert  system  of  the  type  previously  described  could 
significantly  increase  throughput  at  the  depot.  In  fact,  the  time  that  each 
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Figure  2. 
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system  under  test  would  have  to  spend  at  the  depot  would  be  Increased  in  two 
ways.  First,  it  can  easily  be  shown  that  the  top-down  fault  isolation 
technique  will  find  the  fault  in  a  failed  unit  in  far  less  time  than 
performing  a  brute  force  battery  of  tests  (as  is  done  by  current  ATE  systems). 
Second,  and  perhaps  more  Important,  the  additional  diagnosis  step  that 
requires  a  human  diagnostician  could  be  virtually  eliminated.  As  in  the 
expert  system  described  above,  an  ATE  expert  system  could  go  beyond  simple 
fault  detection  to  perform  much  of  the  diagnosis  that  currently  requires  a 
human  diagnostician  at  the  depot.  Furthermore,  in  extreme  cases  where  the 
expert  system  fails  to  completely  isolate  a  fault,  the  system  could  explain 
its  analysis  to  a  human  diagnostician.  This  could  significantly  decrease  the 
time  a  human  diagnostician  would  need  to  spend  in  subsequent  analysis. 

An  expert  system  with  these  desired  attributes  would  be  similar  to  the 
power  system  fault  isolation  system  previously  described.  This  expert  system 
would  be  imbedded  in  a  hardware  system,  including  a  computer  and  a  device  with 
capabilities  similar  to  existing  ATE.  Existing  ATE  software  would  be 
replaced/augmented  by  the  expert  system.  The  expert  system's  knowledge  base 
would  contain  a  specification  of  the  general  capabilities  of  its  ATE  front 
end,  a  specification  the  system  under  test,  and  a  specification  of  the  ATE 
connector.  Its  rule  base  would  include  fault  isolation  rules  extracted  from 
the  diagnostician.  Some  of  these  would  be  general  rules  concerning  the  fault 
Isolation  process  and  others  would  be  specific  to  the  system  under  test(see 
Figure  3).  This  system  could  iteratively  identify  a  test  to  be  performed  on 
the  SUT,  perform  the  test,  and  analyze  the  results  (thereby  determining  the 
need  for  additional  tests). 

The  above  discussion  identifies  two  important  advantages  of  the  described 
expert  system  approach  to  fault  Isolation  at  the  depot.  It  could 
significantly  increase  the  throughput  at  the  depot  by  decreasing  the  time  to 
identify  a  fault  and  by  decreasing  the  necessary  involvement  of 
diagnosticians.  Also,  in  instances  where  a  diagnostician  needs  to  consider  a 
fault  that  the  expert  system  is  unable  to  find,  it  is  able  to  explain  its 
analysis  in  the  expert's  terms.  This  capability  has  implications  with  respect 
to  a  tutoring.  These  explanations  can  serve  in  some  situations  to  assist  a 
novice  diagnostician  in  techniques  he  is  unfamiliar  with.  However,  much 
additional  work  must  be  done  not  only  on  explanation  but  also  on  other  issues 
in  the  realm  of  computer  aided  instruction  before  this  type  of  system  can  be 
used  as  an  effective  tutor. 

There  are  additional  benefits  realized  with  the  expert  system  approach 
that  could  significantly  decrease  certain  costs  and  manpower  currently 
incurred  at  the  depot.  Some  of  these  are  now  discussed.  First,  once  an  ATE 
expert  system  has  been  developed  employing  the  described  approach,  it  will 
become  extremely  cost  effective  to  add  new  SUTs.  This  is  due  to  the  fact  that 
one  need  only  construct  a  hierarchical  model  of  the  device(most  of  the 
information  for  which  comes  from  design  documentation)  and  replace  the  device 
specific  rule  set.  All  of  the  generic  fault  isolation  rules  can  be  maintained 
for  all  devices.  Second,  if  changes  need  to  be  made  to  the  logic  of  the 
expert  system  or  to  its  model  of  a  device,  this  can  be  done  very  rapidly  at 
Che  depot.  Virtually  eliminating  expensive  software  modification  costs.  This 
is  principally  due  to  the  user  friendly  nature(high  level)  of  this  data.  Just 
as  rules  are  an  extremely  understandable  representation  of  the  logic  of  the 
expert  system,  so  the  model  is  an  understandable  representation  of  the  SUT. 
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V.  Conclusion 


This  paper  discusses  one  route  to  introduce  expert  system  technology  into 
the  area  of  device  maintenance.  It  relates  the  experience  of  Martiu  Marietta 
Denver  Aerospace’s  artificial  intelligence  group  in  its  attempts  to  build 
expert  systems  for  complex,  real  world  problems.  Based  on  our  experience,  we 
found  it  necessary  to  develop  a  rule  based  system  tool  called  HAPS  which 
extends  the  expert  system  paradigm  in  several  ways.  Using  HAPS  we  are 
developing  a  number  of  expert  systems.  One  of  these  systems  performs  fault 
isolation  on  a  spacecraft  power  system.  We  believe  that  this  problem  is 
closely  related  to  the  maintenance  problem. 

The  paper  proceeds  with  an  example  of  how  to  extend  the  expert  system 
currently  under  development  for  fault  isolation  at  the  depot.  The  potential 
benefits  of  the  application  of  expert  systems  are  described.  These  include: 

-  increased  throughput  at  the  depot, 

-  decreased  cost  to  add  new  SUTs  to  the  expert  systems  diagnosis 
repertoire, 

-  decreased  cost  to  change  the  system's  logic  or  SUT  model, 

-  and  an  explanation  capability. 
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